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NOTICE INVITING BIDS
MURRIETA VALLEY UNIFIED SCHOOL DISTRICT
NOTICE IS HEREBY GIVEN that the Murrieta Valley Unified School District, acting by and
through its Governing Board, hereinafter referred to as “District”, will receive prior to 2:00:00 PM on the
7th day of July, 2020 sealed bids for the award of a Contract for the following:
BID NO. 07072020
MURRIETA ELEMENTARY SCHOOL – INTERIM HOUSING
All bids shall be made and presented only on the forms presented by the District. Bids shall be
received in the Office of the Murrieta Valley Unified School District at 41870 McAlby Court, Murrieta,
California 92562 and shall be opened and publicly read aloud at the above state time and place. Any bids
received after the time specified above or after any extensions due to material changes shall be returned
unopened.
The Contract Time is 60 consecutive calendar days.
CONTRACTOR should consult the General Conditions and Special Conditions regarding
Schedule, Milestones and Liquidated Damages.
Prequalification of Bidders
Prequalification shall not be required for the General Contractor or its subcontractors.
Miscellaneous Information
Bids shall be received in the place identified above, and shall be opened and publicly read aloud at
the above-stated time and place.
The bid documents are available after June 16, 2020 from the Construction Manager, EricksonHall Construction Company contact Jessica Miller at jmiller@ericksonhall.com plans will also be available
thru MVUSD District webpage – http://mvusd.K12.ca.us / Departments / Facilities / Bids / Current Bids.
Bidder wishing to receive hard copies of plans can arrange to get them printed at their own expense. There
will be no refunds for plans purchased for bidding. Should you have any questions please contact Jessica
Miller with Erickson Hall Construction Company – jmiller@ericksonhall.com
There will not be a job walk for this project. For any questions on plans or general bidding
information please contact District’s Construction Manager, David Irwin at dirwin@ericksonhall.com.
Please do not call the District office. Bidders can schedule a time with the Construction Manager, or drive
by the project, to familiarize themselves with the existing conditions at Murrieta Elementary School only.
Each bidder shall be a licensed contractor pursuant to the California Business and Professions Code,
and be licensed to perform the work called for in the Contract Documents. The successful bidder must
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possess a valid and active Class B License at the time of bid and throughout the duration of this Contract.
The Contractor’s California State License number shall be clearly stated on the bidder’s proposal
Subcontractors shall be licensed pursuant to California law for the trades necessary to perform the
Work called for in the Contract Documents.
Each bid must strictly conform with and be responsive to the Contract Documents as defined in the
General Conditions.
The District reserves the right to reject any or all bids or to waive any irregularities or informalities
in any bids or in the bidding.
Each bidder shall submit with its bid — on the form furnished with the Contract Documents — a
list of the designated subcontractors on this Project as required by the Subletting and Subcontracting Fair
Practices Act, California Public Contract Code section 4100 et seq.
In accordance with California Public Contract Code section 22300, the District will permit the
substitution of securities for any moneys withheld by the District to ensure performance under the Contract.
At the request and expense of the Contractor, securities equivalent to the amount withheld shall be deposited
with the District, or with a state or federally chartered bank as the escrow agent, who shall then pay such
moneys to the Contractor. Upon satisfactory completion of the Contract, the securities shall be returned to
the Contractor.
Each bidder’s bid must be accompanied by one of the following forms of bidder’s security: (1)
cash; (2) a cashier’s check made payable to the District; (3) a certified check made payable to the District;
or (4) a bidder’s bond executed by a California admitted surety as defined in Code of Civil Procedure
section 995.120, made payable to the District in the form set forth in the Contract Documents. Such bidder’s
security must be in an amount not less than ten percent (10%) of the maximum amount of bid as a guarantee
that the bidder will enter into the proposed Contract, if the same is awarded to such bidder, and will provide
the required Performance and Payment Bonds, insurance certificates and any other required documents. In
the event of failure to enter into said Contract or provide the necessary documents, said security will be
forfeited.
The Contractor and all subcontractors shall comply with the requirements set forth in Division 2,
Part 7, Chapter 1 of the Labor Code. The District has obtained from the Director of the Department of
Industrial Relations the general prevailing rate of per diem wages and the general prevailing rate for holiday
and overtime work in the locality in which this work is to be performed for each craft, classification or type
of worker needed to execute the Contract. These per diem rates, including holiday and overtime work, as
well as employer payments for health and welfare, pension, vacation, and similar purposes, are on file at
the District, and are also available from the Director of the Department of Industrial Relations. Pursuant to
California Labor Code section 1720 et seq., it shall be mandatory upon the Contractor to whom the Contract
is awarded, and upon any subcontractor under such Contractor, to pay not less than the said specified rates
to all workers employed by them in the execution of the Contract.
Bidders are instructed to review the Project Manual to determine whether the Project is using funds
derived from a State issued bond. If this Project is using funds derived from any State issued bond, the
Project will be subject to labor compliance monitoring and enforcement by the Compliance Monitoring
Unit within the Division of Labor Standards Enforcement pursuant to Title 8, California Code of
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Regulations, Section 16450 et seq. The Contractor and all subcontractors shall be required to furnish
electronic certified payroll records directly to the Labor Commissioner/ Compliance Monitoring Unit in
accordance with Title 8, California Code of Regulations, Section 16450 et seq. If this Project is subject to
labor compliance monitoring and enforcement by the Compliance Monitoring Unit, bidders are instructed
to review the Project Manual for further details regarding enforcement by the Compliance Monitoring Unit.
No bidder may withdraw any bid for a period of ninety (90) calendar days after the date set for the
opening of bids.
Separate payment and performance bonds, each in an amount equal to 100% of the total Contract
amount, are required, and shall be provided to the District prior to execution of the Contract and shall be in
the form set forth in the Contract Documents.
All bonds (Bid, Performance, and Payment) must be issued by a California admitted surety as
defined in California Code of Civil Procedure section 995.120.
Where applicable, bidders must meet the requirements set forth in Public Contract Code section
10115 et seq., Military and Veterans Code section 999 et seq. and California Code of Regulations, Title 2,
Section 1896.60 et seq. regarding Disabled Veteran Business Enterprise (“DVBE”) Programs. Forms are
included in this Bid Package.
Any request for substitutions pursuant to Public Contract Code section 3400 must be made at the
time of Bid on the Substitution Request Form set forth in the Contract Documents and included with the
bid.
No telephone or facsimile machine will be available to bidders on the District premises at any time.
It is each bidder’s sole responsibility to ensure its bid is timely delivered and received at the location
designated as specified above. Any bid received at the designated location after the scheduled closing time
for receipt of bids shall be returned to the bidder unopened.
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INSTRUCTIONS TO BIDDERS
1.
Preparation of Bid Form. Proposals under these specifications shall be submitted on the blank
forms furnished herewith at the time and place stated in the Notice Inviting Bids. All blanks in the bid form
must be appropriately filled in, and all proposed prices must be stated clearly and legibly in both words and
numerals. All bids must be signed by the bidder in permanent ink and submitted in sealed envelopes,
bearing on the outside, the bidder’s name, address, telephone number, and California Contractor’s License
number, and the name of the Project for which the bid is submitted. The District reserves the right to reject
any bid if all of the above information is not furnished. It is each bidder’s sole responsibility to ensure its
bid is timely delivered and received at the location designated as specified above. Any bid received at the
designated location after the scheduled closing time for receipt of bids shall be returned to the bidder
unopened.
2.
Bid Security. Each bid must be accompanied by one of the following forms of bidder’s security:
(1) cash; (2) a cashier’s check made payable to the District; (3) a certified check made payable to the
District; or (4) a bidder’s bond executed by a California admitted surety as defined in Code of Civil
Procedure section 995.120, made payable to the District, in the form set forth in the Contract Documents.
Such bidder’s security must be in an amount not less than ten percent (10%) of the maximum amount of
such bidder’s bid as a guarantee that the bidder will enter into the Contract, if the same is awarded to such
bidder, and will provide the required Performance and Payment Bonds, insurance certificates and any other
required documents. In the event that a bidder is awarded the Contract and such bidder fails to enter into
said Contract or provide the surety bond or bonds within five (5) calendar days after award of the Contract
to bidder, said security will be forfeited.
3.
Signature. The bid form, all bonds, all designations of subcontractors, the Contractor’s Certificate,
the Agreement, and all Guarantees must be signed in permanent blue ink in the name of the bidder and must
bear the signature in longhand of the person or persons duly authorized to sign the bid.
If bidder is a corporation, the legal name of the corporation shall first be set forth, together with
two signatures: one from the President and one from the Secretary or Assistant Secretary. Alternatively,
the signature of other authorized officers or agents may be affixed, if a certified copy of the resolution of
the corporate board of directors authorizing them to do so is provided to the District. Such documents shall
include the title of such signatories below the signature and shall bear the corporate seal.
If bidder is a partnership, the true name of the firm shall first be set forth, together with the names
of all persons comprising the partnership or co-partnership. The bid must be signed by all partners
comprising the partnership unless proof in the form of a certified copy of a statement of partnership
acknowledging the signer to be a general partner is presented to the District, in which case the general
partner may sign.
Bids submitted as joint ventures must so state and be signed by each joint venturer.
Bids submitted by individuals must be signed by the bidder unless an up to date power- of-attorney
is on file in the District office, in which case, said person may sign for the individual.
The above rules also apply in the case of the use of a fictitious firm name. In addition, however,
where a fictitious name is used, it must be so indicated in the signature.
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4.
Modifications. Changes in or additions to the bid form, recapitulations of the work bid upon,
alternative proposals, or any other modification of the bid form which is not specifically called for in the
Contract Documents may result in the District’s rejection of the bid as not being responsive to the Notice
Inviting Bids. No oral or telephonic modification of any bid submitted will be considered.
5.
Erasures, Inconsistent or Illegible Bids. The bid submitted must not contain any erasures,
interlineations, or other corrections unless each such correction creates no inconsistency and is suitably
authenticated by affixing in the margin immediately opposite the correction the signature or signatures of
the person or persons signing the bid. In the event of inconsistency between words and figures in the bid
price, words shall control figures. In the event that the District determines that any bid is unintelligible,
inconsistent, or ambiguous, the District may reject such bid as not being responsive to the Notice Inviting
Bids.
6.
Examination of Site and Contract Documents. Each bidder shall visit the site of the proposed work
and become fully acquainted with the conditions relating to the construction and labor so that the facilities,
difficulties, and restrictions attending the execution of the work under the Contract are fully understood.
Bidders shall thoroughly examine and be familiar with the drawings and specifications and all others
documents and requirements that are attached to and/or contained in the Project Manual or other documents
issued to bidders. The failure or omission of any bidder to receive or examine any Contract Documents,
form, instrument, addendum, or other document or to visit the site and become acquainted with conditions
there existing shall not relieve any bidder from obligations with respect to the bid or to the contract. The
submission of a bid shall be taken as prima facie evidence of compliance with this Section. Bidders shall
not, at any time after submission of the bid, dispute, complain, or assert that there were any
misunderstandings with regard to the nature or amount of work to be done.
7.
Withdrawal of Bids. Any bid may be withdrawn, either personally or by written request, at any
time prior to the scheduled closing time for receipt of bids. The bid security for bids withdrawn prior to
the scheduled closing time for receipt of bids, in accordance with this paragraph, shall be returned upon
demand therefor.
No bidder may withdraw any bid for a period of ninety (90) calendar days after the date set for the
opening of bids.
8.
Agreements, Insurance and Bonds. The Agreement form which the successful bidder, as
Contractor, will be required to execute, and the forms and amounts of surety bonds and insurance
endorsements which Contractor will be required to be furnished at the time of execution of the Agreement,
are included in the bid documents and should be carefully examined by the bidder. The number of executed
copies of the Agreement, the Performance Bond, and the Payment Bond required is two (2). Payment and
Performance bonds must be executed by an admitted surety insurer as defined in Code of Civil Procedure
995.120.
9.
Interpretation of Plans and Documents/Pre-Bid Clarification. If any prospective bidder is in doubt
as to the true meaning of any part of the Contract Documents, or finds discrepancies in, or omissions, a
written request for an interpretation or correction thereof may be submitted to the District. The bidder
submitting the request shall be responsible for its prompt delivery. Any interpretation or correction of
the Contract Documents will only be made by Addendum duly issued, and a copy of such Addendum
will be made available for each contractor receiving a set of the Contract Documents. No person is
authorized to make any oral interpretation of any provision in the Contract Documents, nor shall any oral
interpretation be binding on the District. If discrepancies on drawings, specifications or elsewhere in the
Contract Documents are not covered by addenda, bidder shall include in their bid methods of construction
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and materials for the higher quality and complete assembly. Each request for clarification shall be
submitted in writing, via email, to only the following persons:
TO:

Erickson-Hall Construction Company, David Irwin – Project Executive dirwin@ericksonhall.com

Each transmitted request shall contain the name of the person and/or firm filing the request, address,
telephone, and fax number, Specifications and/or Drawing number. Bidder is responsible for the legibility
of hand written requests. Pre-bid clarification request shall be filed a minimum of six (6) days prior to bid
opening. Requests received less than six (6) days before bid opening shall not be considered or responded
to. A written response to timely pre-bid clarifications requests which materially affects the bidders price
will be made by Addendum issued by the District not less than seventy-two (72) hours prior to bid opening.
10.
Bidders Interested in More Than One Bid. No person, firm, or corporation shall be allowed to
make, or file, or be interested in more than one prime bid for the same work unless alternate bids are
specifically called for. A person, firm, or corporation that has submitted a proposal to a bidder, or that has
quoted prices of materials to a bidder, is not thereby disqualified from submitting a proposal or quoting
prices to other bidders or making a prime proposal.
11.
Award of Contract. The Contract will be awarded to the lowest responsive responsible bidder by
action of the governing Board. The District reserves the right to reject any or all bids, or to waive any
irregularities or informalities in any bids or in the bidding. In the event an award is made to bidder, and
such bidder fails or refuses to execute the Contract and provide the required documents within five (5)
calendar days after award of the Contract to bidder, the District may award the Contract to the next lowest
responsible and responsive bidder or release all bidders. Each bid must conform and be responsive to
the Contract Documents as defined in the General Conditions.
12.
Bid Protest Procedure. Any bidder may file a bid protest. The protest shall be filed in writing with
the District’s Director of Facilities not less more than five (5) business days after the date of the bid opening.
An e-mail address shall be provided and by filing the protest, protesting bidder consents to receipt of e-mail
notices for purposes of the protest and protest related questions and protest appeal, if applicable. The protest
shall specify the reasons and facts upon which the protest is based.
a.
Resolution of Bid Controversy: Once the bid protest is received, the apparent lowest
responsible bidder will be notified of the protest and the evidence presented. If appropriate, the apparent
low bidder will be given an opportunity to rebut the evidence and present evidence that the apparent low
bidder should be allowed to perform the Work. If deemed appropriate by the District, an informal hearing
will be held. District will issue a written decision within fifteen (15) calendar days of receipt of the protest,
unless factors beyond the District’s reasonable control prevent such resolution. The decision on the bid
protest will be copied to all parties involved in the protest.
b.
Appeal: If the protesting bidder or the apparent low bidder is not satisfied with the
decision, the matter may be appealed to the Deputy Superintendent, or their designee, within three (3)
business days after receipt of the District’s written decision on the bid protest. The appeal must be in
writing and sent via overnight registered mail with all accompanying information relied upon for the appeal
and an e-mail address from which questions and responses may be provided to:
Murrieta Valley Unified School District
Business Department
41870 McAlby Court, Murrieta, CA 92562
Murrieta Elementary School – Interim Housing
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c.
Appeal Review: The Deputy Superintendent or their designee shall review the decision on
the bid protest from the Director of Facilities and issue a written response to the appeal, or if appropriate,
appoint a Hearing Office to conduct a hearing and issue a written decision. The written decision of the
Deputy Assistant or the Hearing Officer shall be rendered within fifteen (15) calendar days and shall state
the basis for the decision. The decision concerning the appeal will be final and not subject to any further
appeals.
d.
Reservation of Rights to Proceed with Project Pending Appeal. The District reserves the
right to proceed to award the Project and commence construction pending an Appeal. If there is State
Funding or a critical completion deadline, the District may choose to shorten the time limits set forth in this
Section if written notice is provided to the protesting party. E-mailed notice with a written confirmation
sent by First Class Mail shall be sufficient to constitute written notice. If there is no written response to a
written notice shortening time, the District may proceed with the award.
e.
Finality. Failure to comply with this Bid Protest Procedure shall constitute a waiver of the
right to protest and shall constitute a failure to exhaust the protesting bidder’s administrative remedies.
13.
Alternates. If alternate bids are called for, the Contract may be awarded at the election of the
Governing Board to the lowest responsible and responsive bidder using the method and procedures outlined
in the Notice Inviting Bids and as specified in the section entitled Alternate/Deductive Bid Alternates.
a. Subcontractor Listing for Alternates. If alternate bids are called for and the bidder intends to use
different or additional subcontractors, a separate list of subcontractors must be submitted for each such
alternate.
14.
Evidence of Responsibility. Upon the request of the District, a bidder whose bid is under
consideration for the award of the Contract shall submit promptly to the District satisfactory evidence
showing the bidder’s financial resources, surety and insurance claims experience, construction experience,
completion ability, workload, organization available for the performance of the Contract, and other factors
pertinent to a Project of the scope and complexity involved.
15.
Listing Subcontractors. Each bidder shall submit with his bid, on the form furnished with the
Contract Documents, a list of the names, license numbers and locations of the places of business of each
subcontractor who will perform work or labor or render service to the bidder in or about the project, or a
subcontractor who under subcontract to the bidder, specially fabricates and installs a portion of the work,
in an amount in excess of one-half of 1 percent of the bidder’s total bid as required by the Subletting and
Subcontracting Fair Practices Act (Public Contract Code section 4100, et seq.).
16.
Workers’ Compensation. In accordance with the provisions of Labor Code section 3700, the
successful bidder as the Contractor shall secure payment of compensation to all employees. The Contractor
shall sign and file with the District the following certificate prior to performing the work under this contract:
“I am aware of the provisions of Section 3700 of the Labor Code, which requires every employer to be
insured against liability for workers’ compensation or to undertake self-insurance in accordance with the
provisions of that code, and I will comply with such provisions before commencing the performance of the
work of this contract.” The form of such certificate is included as a part of the Bid Documents.
17.
Contractor’s License. To perform the work required by this notice, the Contractor must possess
the Contractor’s License as specified in the Notice Inviting Bids, and the Contractor must maintain the
license throughout the duration of the contract. If, at the time of award of the Contract, bidder is not licensed
to perform the Project in accordance with Division 3, Chapter 9, of the Business and Professions Code for
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the State of California and the Notice to Contractors calling for bids, such bid will not be considered and
the Contractor will forfeit its bid security to the District.
18.
Anti-Discrimination. It is the policy of the District that in connection with all work performed
under contracts, there be no discrimination against any prospective or active employee engaged in the work
because of race, color, ancestry, national origin, religious creed, sex, age, or marital status. The Contractor
agrees to comply with applicable federal and California laws, including, but not limited to, the California
Fair Employment and Housing Act, beginning with Government Code section 12900 and Labor Code
section 1735. In addition, the Contractor agrees to require like compliance by any subcontractors employed
on the work by such Contractor.
19.

Preference for Materials and Substitutions.

a.
One Product Specified. Unless the Plans and Specifications state that no Substitution is
permitted, whenever the Contract Documents indicate any specific article, device, equipment, product,
material, fixture, patented process, form, method, construction, or any specific name, make, trade name, or
catalog number, with or without the words, “or equal,” such specification shall be read as if the language
“or equal” is incorporated.
b.
Request for Substitution. Bidder may, unless otherwise stated, offer any material, process,
article, etc., which is materially equal or better in every respect to that so indicated or specified (“Specified
Item”) and will completely accomplish the purpose of the Contract Document. If bidder desires to offer a
Substitution for a Specified Item, such bidder must make a request in writing on the District’s Substitution
Request Form (“Request Form”) and submit the completed Request Form with the bidder’s bid. The
Request Form must be accompanied by evidence as to whether the proposed substitution:
1)
2)
3)
4)
5)
6)

Is equal in quality, service, and ability to the Specified Item as demonstrated by a side by
side comparison of key characteristics and performance criteria (CSI comparison chart);
Will entail no changes in detail, construction and scheduling of related work;
Will be acceptable in consideration of the required design and artistic effect;
Will provide no cost disadvantage to the District;
Will require no excessive or more expensive maintenance, including adequacy and
availability of replacement parts; and
Will require no change in the Contract Time.

In completing the Request Form, bidder must state with respect to each requested
substitution whether bidder will agree to provide the Specified Item in the event that the District denies
bidder’s request for substitution of a Specified Item. In the event that bidder does not agree in the Request
Form to provide the Specified Item and the District denies the requested Substitution, the bidder’s bid shall
be considered non-responsive and the District may award the Contract to the next lowest bidder or in its
sole discretion, release all bidders. In the event that bidder has agreed in the Request Form to provide the
Specified Item and the District denies bidder’s requested substitution for a Specified Item, bidder shall
execute the Agreement and provide the Specified Item without any additional cost or charge to the District,
and if bidder fails to execute the Agreement with the Specified Item(s), bidder’s bid bond will be forfeited.
After the bids are opened, the apparent lowest bidder shall provide, within five (5) calendar
days of opening such bids, any and all Drawings, Specifications, samples, performance data, calculations,
and other information as may be required to assist the Architect and the District in determining whether the
proposed substitution is acceptable. The burden of establishing these facts shall be upon the bidder.
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After the District’s receipt of such evidence by bidder, the District will make its final
decision as to whether the bidder’s request for Substitution for any Specified Items will be granted. The
District shall have sole discretion in deciding as to whether a proposed request for Substitution is equal to
or better than a Specified Item. Any request for Substitution which is granted by the District shall be
documented and processed through a Change Order. The District may condition its approval of any
Substitution upon delivery to the District of an extended warranty or other assurances of adequate
performance of the Substitution. Any and all risks of delay due to DSA, or any other governmental agency
having jurisdiction shall be on the bidder.
20.
Disqualification of Bidders and Proposals. More than one proposal for the same work from any
individual, firm, partnership, corporation, or association under the same or different names will not be
accepted; and reasonable grounds for believing that any bidder is interested in more than one proposal for
the work will be cause for rejecting all proposals in which such bidder is interested and the bidder will
forfeit their bid security to the District.
21.
Unbalanced or Altered Bids. Proposals in which the prices are obviously unbalanced, and those
which are incomplete or show any alteration of form, or contain any additions or conditional or alternate
bids that are not called for or otherwise permitted, may be rejected. A proposal on which the signature of
the bidder has been omitted may be rejected. If, in the District’s sole discretion, it determines any pricing,
costs or other information submitted by a bidder may result in an unbalanced bid, the District may deem
such bid non-responsive. A bid may be determined by the District to be unbalanced if the bid is based on
prices significantly less than cost for some work and prices which are significantly overstated in relation to
cost for other work, and if there is a reasonable doubt that the bid will result in the lowest overall cost to
the District even though it may be the low evaluated bid, or if it is so unbalanced as to be tantamount to
allowing an advanced payment.
22.
Employment of Apprentices. The Contractor and all Subcontractors shall comply with the
provisions of California Labor Code including, but not limited to sections 1777.5, 1777.6, and 1777.7
concerning the employment of apprentices. The Contractor and any Subcontractor under him shall comply
with the requirements of said sections, including applicable portions of all subsequent amendments in the
employment of apprentices; however, the Contractor shall have full responsibility for compliance with said
Labor Code sections, for all apprenticeable occupations, regardless of any other contractual or employment
relationships alleged to exist.
23.
Non-Collusion Declaration. Public Contract Code section 7106 requires bidders to submit
declaration of non-collusion with their bids. This form is included with the bid documents and must be
signed and dated by the bidder under penalty of perjury.
24.

Wage Rates, Travel and Subsistence.

a.
The Contractor and all subcontractors shall comply with the requirements set forth in
Division 2, Part 7, Chapter 1 of the Labor Code. Pursuant to Labor Code section 1770 et seq., the District
has obtained from the Director of the Department of Industrial Relations the general prevailing rate of per
diem wages and the general prevailing rate for holiday and overtime work in the locality in which this work
is to be performed for each craft, classification or type of worker needed to execute the contract. Copies are
available from the District to any interested party on request and are also available from the Director of the
Department of Industrial Relations. The Contractor shall obtain copies of the above-referenced prevailing
wage sheets and post a copy of such wage rates at appropriate, conspicuous, weatherproof points at the Site.
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b.
Any worker employed to perform work on the Project and such work is not covered by any
classification listed in the published general prevailing wage rate determinations or per diem wages
determined by the Director of the Department of Industrial Relations, shall be paid not less than the
minimum rate of wages specified therein for the classification which most nearly corresponds to the
employment of such person in such classification.
c.
Holiday and overtime work, when permitted by law, shall be paid for at the rate set forth
in the prevailing wage rate determinations issued by the Director of the Department of Industrial Relations
or at least one and one-half (1½) times the specified basic rate of per diem wages, plus employer payments,
unless otherwise specified in the Contract Documents or authorized by law.
d.
These per diem rates, including holiday and overtime work, and employer payments for
health and welfare, pension, vacation, and similar purposes, are on file at the administrative office of the
District, located as noted above and are also available from the Director of the Department of Industrial
Relations. It is the Contractor’s responsibility to ensure the appropriate prevailing rates of per diem wages
are paid for each classification. It shall be mandatory upon the Contractor to whom the Contract is awarded,
and upon any subcontractor under such Contractor, to pay not less than the said specified rates to all workers
employed by them in the execution of the Contract.
25.
No Telephone or Facsimile Availability. No telephone or facsimile machine will be available to
bidders on the District premises at any time.
26.

Obtaining Bidding Documents. Bidding Documents, may be obtained from:

Murrieta Valley Unified School District – Website http://murrieta.k12.ca.us / Facilities / Bids / Current
Bid Documents.
OR
District’s Construction Manager, Erickson Hall Construction Company contact Jessica Miller at
jmiller@ericksonhall.com
Bidder shall utilize a complete set of Bidding Documents in preparing a bid. The failure or
omission of bidder to receive any Bidding Document, form, instrument, Addendum, or other document
shall not relieve bidder from any obligations with respect to the bid and/or Contract.
27.
Addenda. Clarification or any other notice of a change in the Bidding Documents will be issued
only by the District and only in the form of a written Addendum, transmitted by fax, e-mail, or available
for pick up to all who are known by the issuing office to have received a complete set of Bidding
Documents. Any other purported Addenda are void and unenforceable.
Bidder is responsible for ascertaining the disposition of all Addenda issued regardless of District
notification and to acknowledge all Addenda in the submitted sealed bid prior to the bid opening. Copies
of Addenda will be made available for inspection wherever Bidding Documents are on file for inspection.
Each Addendum will be numbered, dated, and identified with the Project number. Oral statements or any
instructions in any form, other than Addendum as described above, shall be void and unenforceable.
Addenda issued by the District and not noted as being acknowledged by bidder as required in the Bid Form,
may result in the bid being deemed non-responsive.
28.
Debarment. Bidder may also be subject to debarment, in addition to seeking remedies for False
Claims under Government Code section 12650 et seq. and Penal Code section 72, the District may debar a
Murrieta Elementary School – Interim Housing
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Contractor pursuant to Article 15 of the General Conditions if the Board, or the Board may designate a
hearing officer who, in his or her discretion, finds the Contractor has done any of the following:
a.

Intentionally or with reckless disregard, violated any term of a contract with the District

b.
Committed an act or omission which reflects on the Contractor’s quality, fitness or capacity
to perform work for the District;
c.
honesty; or,

Committed an act or offense which indicates a lack of business integrity or business

d.
Made or submitted a false claim against the District or any other public entity (See
Government Code section 12650, et seq., and Penal Code section 72)
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CHECKLIST OF MANDATORY BID FORMS
(For Contractor’s use and reference only. Additional documents may be required so bidders
should carefully review all Contract Documents and Bid Documents)



Designation of Subcontractors



Bid Form



Contractor's Certificate Regarding Workers Compensation



Non-Collusion Declaration



Bid Bond (or Bid Guarantee form if Security is other than Bid Bond)



Substitution Request Form (If Substitution Request Form is not submitted
then NO Substitutions will be allowed after the bids are opened)



Acknowledgment of Bidding Practices Regarding Indemnity



DVBE Participation Statement



Contractor’s Certificate Regarding Drug-Free Work Place



Contractor’s Certificate Regarding Alcoholic Beverage and Tobacco-Free
Campus Policy
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PRE-BID CLARIFICATION FORM (For Contractor’s Use)
PROJECT NAME:

Murrieta Elementary – Interim Housing

PROJECT NUMBER:

07072020
David Irwin –
dirwin@ericksonhall.com

TO:

EMAIL:

_______________ &
_______________

DATE:

FROM:
DOCUMENT/DIVISION
NUMBER:

EMAIL:
DRAWING
NUMBER:

REQUESTED CLARIFICATION:

RESPONSE TO CLARIFICATION:

Attach additional numbered sheets as necessary; however, only one (1) request shall be contained on each
submitted form

DESIGNATION OF SUBCONTRACTORS
In compliance with the Subletting and Subcontracting Fair Practices Act (California Public
Contract Code section 4100 et seq.,) and any amendments thereof, each Bidder shall set forth below: (a)
the name, license number, and location of the place of business of each subcontractor who will perform
work or labor or render service to the Contractor, who will perform work or labor or work or improvement
to be performed under this Contract, or a subcontractor licensed by the State of California who, under
subcontract to the Contractor, specially fabricates and installs a portion of the work or improvements
according to detailed Drawings contained in the Plans and Specifications in an amount in excess of onehalf of one percent of the Contractor’s total bid; and (b) the portion and description of the work which will
be done by each subcontractor under this Act. The Contractor shall list only one subcontractor for each
such portion as is defined by the Contractor in this bid. All subcontractors shall be properly licensed by the
California State Licensing Board.
If a Contractor fails to specify a subcontractor, or if a Contractor specifies more than one
subcontractor for the same portion of work to be performed under the Contract in excess of one-half of one
percent of the Contractor’s total bid, the Contractor shall be deemed to have agreed that the Contractor is
fully qualified to perform that portion, and that the Contractor alone shall perform that portion.
No Contractor whose bid is accepted shall (a) substitute any subcontractor, (b) permit any
subcontractor to be voluntarily assigned or transferred or allow the relevant portion of the work to be
performed by anyone other than the original subcontractor listed in the original bid, or (c) sublet or
subcontract any portion of the work in excess of one-half of one percent of the Contractor’s total bid where
the original bid did not designate a subcontractor, except as authorized in the Subletting and Subcontracting
Fair Practices Act.
Subletting or subcontracting of any portion of the work in excess of one-half of one percent of the
Contractor’s total bid where no subcontractor was designated in the original bid shall only be permitted in
cases of public emergency or necessity, and then only after a finding, reduced to writing as a public record,
of the authority awarding this Contract setting forth the facts constituting the emergency or necessity.
All subcontractors (of any tier) performing any portion of the Work must comply with the Labor
Code sections 1725.5 and 1771.1 and must be properly and currently registered with the California
Department of Industrial Relations and qualified to perform public works pursuant to Labor Code section
1725.5 throughout the duration of the Project.
NOTE: If alternate bids are called for and bidder intends to use different or additional subcontractors on
the alternates, a separate list of subcontractors must be provided for each such Alternate.
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DESIGNATION OF SUBCONTRACTORS FORM

Scope of Work

Name of Subcontractor

Murrieta Elementary School – Interim Housing
Murrieta Valley Unified School District

Location & Place of Business

License Type
and Number

Designation of Subcontractors
Page 2

DIR Registration
Number

E-Mail &
Telephone*

Scope of Work

Name of Subcontractor

Location & Place of Business

License Type
and Number

DIR Registration
Number

E-Mail &
Telephone*

* This information must be provided at the time of submission of bid or must be provided within 24 hours after the time set for the opening of bids.
Bidders who choose to provide this information within 24 hours after the time set for the opening of bids are solely responsible to ensure the District
receives this information in a timely manner. The District is not responsible for any problems or delays associated with emails, faxes, delivery, etc.
Absent a verified fax or email receipt date and time by the District, the District’s determination of whether the information was received timely shall
govern and be determinative. Bidder shall not revise or amend any other information in this form submitted at the time of bid. The information
submitted at the time of bid shall govern over any conflicts, discrepancies, ambiguities or other differences in any subsequent Subcontractor
Designation Forms submitted by the bidder.
Proper Name of Bidder:
Date:
Name:
Signature of Bidder
Representative:
Address:
Phone:
Email:
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Murrieta Valley Unified School District

Designation of Subcontractors
Page 3

BID FORM
FOR

MURRIETA ELEMENTARY SCHOOL
INTERIM HOUSING

Bid No. 07072020
FOR
MURRIETA VALLEY UNIFIED SCHOOL DISTRICT
CONTRACTOR
NAME:
ADDRESS:

TELEPHONE:

(

)

FAX:

(

)

EMAIL

Murrieta Elementary School – Interim Housing
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TO:
Murrieta Valley Unified School District, acting by and through its Governing Board, herein called
“District”.
1.
Pursuant to and in compliance with your Notice Inviting Bids and other documents relating thereto,
the undersigned bidder, having familiarized himself with the terms of the Contract, the local conditions
affecting the performance of the Contract, the cost of the work at the place where the work is to be done,
with the Drawings and Specifications, and other Contract Documents, hereby proposes and agrees to
perform within the time stipulated, the Contract, including all of its component parts, and everything
required to be performed, including its acceptance by the District, and to provide and furnish any and all
labor, materials, tools, expendable equipment, and utility and transportation services necessary to perform
the Contract and complete all of the Work in a workmanlike manner required in connection with the
construction of:
BID SCHEDULE NO. 07072020
Murrieta Elementary School – Interim Housing
in the District described above, all in strict conformance with the drawings and other Contract Documents
on file at the Facilities Office of said District for amounts set forth herein.
2.

BIDDER ACKNOWLEDGES THE FOLLOWING ADDENDUM:

Numbe r

Numbe r

Numbe r

Numbe r

Numbe r

Number

Number

Numbe r

Acknowledge the inclusion of all addenda issued prior to bid in the blanks provided above. Your failure to
do so may render your bid non-responsive.
3.

TOTAL CASH PURCHASE PRICE IN WORDS & NUMBERS:
Bid Price –________________________________________

_______DOLLARS

Allowance Amount – ____________20,000.00________

_______DOLLARS

Total of Bid plus Allowance –______________________________

DOLLARS

Total in Words - _____________________________________________________
___________________________________________________________________

4.

ALTERNATE BIDS:

There are no alternate bids for this project.

5.
TIME FOR COMPLETION: The District may give a notice to proceed within ninety (90) days of
the award of the bid by the District. Once the Contractor has received the notice to proceed, the Contractor
shall complete the work in the time specified in the Agreement. By submitting this bid, Contractor has
thoroughly studied this Project and agrees that the Contract Time for this Project is adequate for the timely
Murrieta Elementary School – Interim Housing
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and proper completion of the Project. Further, Contractor has included in the analysis of the time required
for this Project, Rain Days, Governmental Delays, and the requisite time to complete Punch List.
In the event that the District desires to postpone giving the notice to proceed beyond this ninety
(90) day period, it is expressly understood that with reasonable notice to the Contractor, giving the
notice to proceed may be postponed by the District. It is further expressly understood by the
Contractor, that the Contractor shall not be entitled to any claim of additional compensation as a
result of the postponement of giving the notice to proceed.
If the Contractor believes that a postponement will cause a hardship to it, the Contractor may
terminate the contract with written notice to the District within ten (10) days after receipt by the
Contractor of the District’s notice of postponement. Should the Contractor terminate the Contract
as a result of a notice of postponement, the District shall have the authority to award the Contract
to the next lowest responsible bidder, if applicable.
It is understood that the District reserves the right to reject any or all bids and/or waive any
irregularities or informalities in this bid or in the bid process. The Contractor understands that it may not
withdraw this bid for a period of ninety (90) days after the date set for the opening of bids.
6.

Attached is bid security in the amount of not less than ten percent (10%) of the bid:
Bid bond (10% of the Bid), certified check, or cashier’s check (circle one)

7.

The required List of Designated Subcontractors is attached hereto.

8.

The required Non-Collusion Declaration is attached hereto.

9.

The Substitution Request Form, if applicable, is attached hereto.

10.
It is understood and agreed that if written notice of the acceptance of this bid is mailed, telegraphed,
or delivered to the undersigned after the opening of the bid, and within the time this bid is required to remain
open, or at any time thereafter before this bid is withdrawn, the undersigned will execute and deliver to the
District a Contract in the form attached hereto in accordance with the bid as accepted, and that he or she
will also furnish and deliver to the District the Performance Bond and Payment Bond, all within five (5)
calendar days after award of Contract, and that the work under the Contract shall be commenced by the
undersigned bidder, if awarded the Contract, by the start date provided in the District’s Notice to Proceed,
and shall be completed by the Contractor in the time specified in the Contract Documents.
11.

The names of all persons interested in the foregoing proposal as principals are as follows:

(IMPORTANT NOTICE: If bidder or other interested person is a corporation, state the legal name of such
corporation, as well as the names of the president, secretary, treasurer, and manager thereof; if a coMurrieta Elementary School – Interim Housing
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partnership, state the true names of the firm, as well as the names of all individual co-partners comprising
the firm; if bidder or other interested person is an individual, state the first and last names in full.)
12.
PROTEST PROCEDURES. If there is a bid protest, the grounds shall be submitted as set forth in
the Instructions to Bidders.
13.
The undersigned bidder shall be licensed and shall provide the following California Contractor’s
license information:
License Number:
License expiration date:
Name on License:
Class of License:
DIR Registration Number:
If the bidder is a joint venture, each member of the joint venture must include the above
information.
14.
Time is of the essence regarding this Contract, therefore, in the event the bidder to whom the
Contract is awarded fails or refuses to post the required bonds and return executed copies of the Agreement
form within five (5) calendar days from the date of receiving the Notice of Award, the District may declare
the bidder’s bid deposit or bond forfeited as damages.
15.
The bidder declares that he/she has carefully examined the location of the proposed Project, that
he/she has examined the Contract Documents, including the Plans, General Conditions, Supplemental
Conditions, Addenda, and Specifications, all others documents and requirements that are attached to and/or
contained in the Project Manual, all other documents issued to bidders and read the accompanying
instructions to bidders, and hereby proposes and agrees, if this proposal is accepted, to furnish all materials
and do all work required to complete the said work in accordance with the Contract Documents, in the time
and manner therein prescribed for the unit cost and lump sum amounts set forth in this Bid Form.
16.
DEBARMENT. In addition to seeking remedies for False Claims under Government Code section
12650 et seq. and Penal Code section 72, the District may debar a Contractor pursuant to Article 15 of the
General Conditions if the Board, or the Board may designate a hearing officer who, in his or her discretion,
finds the Contractor has done any of the following:
a.

Intentionally or with reckless disregard, violated any term of a contract with the District;

b.
Committed an act or omission which reflects on the Contractor’s quality, fitness or capacity
to perform work for the District;
c.
honesty; or

Committed an act or offense which indicates a lack of business integrity or business

d.
Made or submitted a false claim against the District or any other public entity. (See
Government Code section 12650, et seq., and Penal Code section 72)
17.
DESIGNATION OF SUBCONTRACTORS.
In compliance with the Subletting and
Subcontracting Fair Practices Act (California Public Contract Code section 4100 et seq.) and any
Murrieta Elementary School – Interim Housing
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amendments thereof, each bidder shall list subcontractors on the District’s form Subcontractor list. This
subcontractor list shall be submitted with the bid and is a required form
I agree to receive service of notices at the e-mail address listed below.
I the below-indicated bidder, declare under penalty of perjury that the information provided and
representations made in this bid are true and correct.
Proper Name of Company
Name of Bidder Representative
Street Address
City, State, and Zip
(
)
Phone Number
(
)
Fax Number
E-Mail

By:

Date:
Signature of Bidder Representative

NOTE: If bidder is a corporation, the legal name of the corporation shall be set forth above together with
the signature of authorized officers or agents and the document shall bear the corporate seal; if bidder is a
partnership, the true name of the firm shall be set forth above, together with the signature of the partner or
partners authorized to sign contracts on behalf of the partnership; and if bidder is an individual, his signature
shall be placed above.
All signatures must be made in permanent ink.

Murrieta Elementary School – Interim Housing
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CONTRACTOR’S CERTIFICATE REGARDING WORKERS’ COMPENSATION
FORM
Labor Code section 3700 in relevant part provides:
Every employer except the State shall secure the payment of compensation in one or more of the
following ways:
1.
By being insured against liability to pay compensation by one or more insurers duly authorized to
write compensation insurance in this State.
2.
By securing from the Director of Industrial Relations a certificate of consent to self-insure, which
may be given upon furnishing proof satisfactory to the Director of Industrial Relations of ability to selfinsure and to pay any compensation that may become due to employees.
3.
For any county, city, city and county, municipal corporation, public district, public agency, or any
political subdivision of the state, including each member of a pooling arrangement under a joint exercise of
powers agreement (but not the state itself), by securing from the Director of Industrial Relations a certificate
of consent to self-insure against workers’ compensation claims, which certificate may be given upon
furnishing proof satisfactory to the director of ability to administer workers’ compensation claims properly,
and to pay workers’ compensation claims that may become due to its employees. On or before March 31,
1979, a political subdivision of the state which, on December 31, 1978, was uninsured for its liability to
pay compensation, shall file a properly completed and executed application for a certificate of consent to
self-insure against workers’ compensation claims. The certificate shall be issued and be subject to the
provisions of Section 3702.
I am aware of the provisions of Labor Code section 3700 which require every employer to be
insured against liability for workers’ compensation or to undertake self-insurance in accordance with the
provisions of that code, and I will comply with such provision before commencing the performance of the
work of this Contract.

(Signature)

(Print)

(Date)
In accordance with Article 5 (commencing at section 1860), Chapter 1, Part 7, Division 2 of the
Labor Code, the above certificate must be signed and submitted with the Contractor’s bid.
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NON-COLLUSION DECLARATION

The undersigned declares:
I am the _____________________ [Title] of _______________________________ [Name of
Company], the party making the foregoing bid.
The bid is not made in the interest of, or on behalf of, any undisclosed person, partnership,
company, association, organization, or corporation. The bid is genuine and not collusive or sham. The
bidder has not directly or indirectly induced or solicited any other bidder to put in a false or sham bid. The
bidder has not directly or indirectly colluded, conspired, connived, or agreed with any bidder or anyone
else to put in a sham bid, or to refrain from bidding. The bidder has not in any manner, directly or indirectly,
sought by agreement, communication, or conference with anyone to fix the bid price of the bidder or any
other bidder, or to fix any overhead, profit, or cost element of the bid price, or of that of any other bidder.
All statements contained in the bid are true. The bidder has not, directly or indirectly, submitted his or her
bid price or any breakdown thereof, or the contents thereof, or divulged information or data relative thereto,
to any corporation, partnership, company, association, organization, bid depository, or to any member or
agent thereof, to effectuate a collusive or sham bid, and has not paid, and will not pay, any person or entity
for such purpose.
Any person executing this declaration on behalf of a bidder that is a corporation, partnership, joint
venture, limited liability company, limited liability partnership, or any other entity, hereby represents that
he or she has full power to execute, and does execute, this declaration on behalf of the bidder.
I declare under penalty of perjury under the laws of the State of California that the foregoing is true
and correct and that this declaration is executed on ____________________ [Date], at
___________________ [City], _______________ [State].

Signed: _________________________________
Typed Name: ____________________________
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BID GUARANTEE FORM
(Use only when not using a Bid Bond)

Accompanying this proposal is a cashier’s check payable to the order of the Murrieta Valley
Unified School District or a certified check payable to the order of the Murrieta Valley Unified School
District in an amount equal to ten percent (10%) of the base bid and alternates ($___________________).
The proceeds of this check shall become the property of said District, if, this proposal shall be
accepted by the District through the District’s Governing Board, and the undersigned fails to execute a
Contract with and furnish the sureties required by the District within the required time; otherwise, said
check is to be returned to the undersigned.

Bidder

Note: Use this form, in lieu of Bid Bond form, when a cashier’s check or certified check is accompanying
the bid
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BID BOND FORM

KNOW ALL MEN BY THESE PRESENT that we, the undersigned, (hereafter called
“Principal”), and _________________________________________ (hereafter called “Surety”),
are hereby held and firmly bound unto the Murrieta Valley Unified School District (hereafter called
“District”) in the sum of _______________________________ ($______________) for the
payment of which, well and truly to be made, we hereby jointly and severally bind ourselves,
successors, and assigns.
SIGNED this __________ day of ________________________, 20___.
The condition of the above obligation is such that whereas the Principal has submitted to
the District a certain Bid, attached hereto and hereby made a part hereof, to enter into a Contract
in
writing
for
the
construction
of
____________________________________________________________.

NOW, THEREFORE,
a.

If said Bid is rejected, or

b.

If said Bid is accepted and the Principal executes and delivers a Contract or the
attached Agreement form within five (5) calendar days after acceptance (properly
completed in accordance with said Bid), and furnishes bonds for his faithful
performance of said Contract and for payment of all persons performing labor or
furnishing materials in connection therewith,

Then this obligation shall be void; otherwise, the same shall remain in force and effect.
Surety, for value received, hereby stipulates and agrees that no change, extension of time,
alteration, or addition to the terms of the Contract, or the call for bids, or the work to be performed
thereunder, or the specifications accompanying the same, shall in anyway affect its obligation
under this bond, and it does hereby waive notice of any such change, extension of time, alteration,
or addition to the terms of said Contract, or the call for bids, or the work, or to the specifications.
In the event suit is brought upon this bond by the District and judgment is recovered, the
Surety shall pay all costs incurred by the District in such suit, including without limitation,
attorneys’ fees to be fixed by the court.
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IN WITNESS WHEREOF, Principal and Surety have hereunto set their hands and seals,
and such of them as are corporations have caused their corporate seals to be hereto affixed and
these presents to be signed by their proper officers, on the day and year first set forth above.

By
Principal’s Signature

(Corporate Seal)

Typed or Printed Name
Principal’s Title

By
(Corporate Seal)

Surety’s Signature
Typed or Printed Name
Title

(Attached Attorney in Fact Certificate)

Surety’s Name
Surety’s Address
Surety’s Phone Number
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IMPORTANT:
Surety companies executing bonds must possess a certificate of authority from the California
Insurance Commissioner authorizing them to write surety insurance defined in California Insurance Code
section 105, and if the work or project is financed, in whole or in part, with federal, grant, or loan funds, it
must also appear on the Treasury Department’s most current list (Circular 570 as amended).
THIS IS A REQUIRED FORM.
Any claims under this bond may be addressed to:
(Name and Address of Surety)

(Name and Address of agent or representative for
service of process in California if different from above)

(Telephone Number of Surety and agent or
representative for service of process in California).
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REQUEST FOR SUBSTITUTION AT TIME OF BID
Pursuant to Public Contract Code section 3400, bidder submits the following request to Substitute
with the bid that is submitted. I understand that if the request to substitute is not “an/or equal” or is not
accepted by District and I answer “no” I will not provide the specified item, then I will be held nonresponsive and my bid will be rejected. With this understanding, I hereby request Substitution of the
following articles, devices, equipment, products, materials, fixtures, patented processes, forms, methods,
or types of construction:
Contractor
Agrees to
Provide
Specified Item
if request to
Substitute is
Denied1
(circle one)

District Decision
(circle one)

1.

Yes

No

Grant

Deny

2.

Yes

No

Grant

Deny

3.

Yes

No

Grant

Deny

4.

Yes

No

Grant

Deny

5.

Yes

No

Grant

Deny

6.

Yes

No

Grant

Deny

7.

Yes

No

Grant

Deny

8.

Yes

No

Grant

Deny

9.

Yes

No

Grant

Deny

10.

Yes

No

Grant

Deny

11.

Yes

No

Grant

Deny

12.

Yes

No

Grant

Deny

Specification Section

Specified
Item

Requested
Substituted Item

This Request Form must be accompanied by evidence as to whether the proposed Substitution (1)
is equal in quality, service, and ability to the Specified Item; (2) will entail no change in detail, construction,
and scheduling of related work; (3) will be acceptable in consideration of the required design and artistic
effect; (4) will provide no cost disadvantage to the District; (5) will require no excessive or more expensive
maintenance, including adequacy and availability of replacement parts; (6) will require no change of the

1

Bidder must state whether bidder will provide the Specified Item in the event the Substitution request is evaluate and denied. If
bidder states that bidder will not provide the Specified Item the denial of a request to Substitute shall result in the rejection of the
bidder as non-responsive. However, if bidder states that bidder will provide the Specified Item in the event that bidder’s request
for Substitution is denied, bidder shall execute the Agreement and provide the Specified Item(s). If bidder refuses to execute the
Agreement due to the District’s decision to require the Specified Item(s) at no additional cost, bidder’s Bid Bond shall be forfeited.
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construction schedule or milestones for the Project; and, (7) Contractor agrees to pay for any DSA Fees or
other Governmental Plan check costs associated with this Substitution Request. (See General Conditions
Section 3.6)
The undersigned states that the following paragraphs are correct:
1.

The proposed Substitution does not affect the dimensions shown on the Drawings.

2.

The undersigned will pay for changes to the building design, including Architect,
engineering, or other consultant design, detailing, DSA plan check or other governmental
plan check costs, and construction costs caused by the requested substitution.

3.

The proposed substitution will have no adverse effect on other trades, the Contract Time,
or specified warranty requirements.

4.

Maintenance and service parts will be available locally for the proposed substitution.

5.

In order for the Architect to properly review the substitution request, within five (5) days
following the opening of bids, the Contractor shall provide samples, test criteria,
manufacturer information, and any other documents requested by Architect or Architect’s
engineers or consultants, including the submissions that would ordinarily be required under
Article 3.7 for Shop Drawings along with a document which provides a side by side
comparison of key characteristics and performance criteria (often known as a CSI side by
side comparison chart).

6.

If Substitution Request is accepted by the District, Contractor is still required to provide a
Submittal for the substituted item pursuant to Article 3.7 and shall provide required
Schedule information (including schedule fragnets, if applicable) for the substituted item
as required under Article 8.3.2.1. The approval of the Architect, Engineer, or District of
the substitution request does not mean that the Contractor is relieved of Contractor’s
responsibilities for Submittals, Shop Drawings, and schedules under Article 3.7 and 8.3.2
if the Contractor is awarded the Project.

Name of Bidder:
By:
District:
By:
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ACKNOWLEDGMENT OF BIDDING PRACTICES REGARDING INDEMNITY FORM
TO:

Murrieta Valley Unified School District

RE:

Project Number 07072020

Construction Contract for Murrieta Elementary School – Interim Housing
Please be advised that with respect to the above-referenced Project the undersigned Contractor on
behalf of itself and all subcontractors hereby waives the benefits and protection of Labor Code section 3864,
which provides:
“If an action as provided in this chapter is prosecuted by the employee, the employer, or both jointly
against the third person results in judgment against such third person, the employer shall have no
liability to reimburse or hold such third person harmless on such judgment or settlement in the
absence of a written agreement to do so executed prior to the injury.”
This Agreement has been signed by an authorized representative of the contracting party and shall
be binding upon its successors and assignees. The undersigned further agrees to promptly notify the District
of any changes of ownership of the contracting party or any subcontractor while this Agreement is in force.
Contracting Party
Name of Agent/Title
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DISABLED VETERAN BUSINESS ENTERPRISE (DVBE) PARTICIPATION
STATEMENT
Each bidder must complete this form in order to comply with the Murrieta Valley Unified School
District (“District”) policy for participation of disabled veteran business enterprises (School District
projects funded in whole or in part by the State of California pursuant to the Leroy F. Greene School
Facilities Act of 1998. (Education Code §17070.10, et seq.)
Project Name: Murrieta Elementary School – Interim Housing
Bid No.: 07072020
DSA No.: A04-117924
The undersigned, on behalf of the Contractor named below, certifies that the Contractor has made
reasonable efforts to secure participation by DVBE in the Contract to be awarded for the above-referenced
Bid No., including participation by DVBE subcontractors and/or material suppliers. Check only one of the
following:


The Contractor was unable after reasonable efforts to secure DVBE participation in the Contract
for the above-referenced Project/Bid No. However, the Contractor will use DVBE services if the
opportunity arises at any time during construction of the Project. Upon completion of the Project,
the Contractor will report to the District the total dollar amount of DVBE participation in any
Contract awarded to Contractor, and in any change orders, for the above-referenced Project.



The Contractor has secured DVBE participation in the Contract for the above referenced
Project/Bid No., and anticipates that such DVBE participation will equal approximately
__________________dollars
($____________
),
which
represents
approximately
___________________percent (___%) of the total Contract for such Project. Upon completion of
the Project, Contractor will report to the District the actual total dollar amount of DVBE
participation in the Contract awarded to Contractor, and in any change orders, for such Project

Company:
Name:
Title:
Signature:
Date:

Murrieta Elementary School – Interim Housing
Murrieta Valley Unified School District

DVBE Requirements Form
Page 1

DISABLED VETERAN BUSINESS ENTERPRISE (DVBE) CONTRACTOR CLOSEOUT STATEMENT
The Contractor shall complete this form, as a condition to Final Payment, for purposes of reporting
participation by Disabled Veteran Business Enterprises (DVBE) in the Contract for the Project/Bid No.
specified below.
Project Name: Murrieta Elementary School – Interim Housing
Bid No.: 07072020
DSA No.: A04-117924

Name

Address/Phone

Category of Work*

$ Amount of Contract

* Categories of work include: (1) construction services (specify services that DVBE will provide); (2)
architecture and engineering services; (3) procurement of materials, supplies and equipment; and (4)
information technology.
The undersigned, on behalf of the Contractor, certifies that DVBE participation on the Contract for Bid No.
______________equaled ___________ dollars ($___________ ), which represents approximately ____
percent (___%) of the total Contract price including change orders for the Project.
Company:
Name:
Title:
Signature:
Date:
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CONTRACTOR’S CERTIFICATE REGARDING DRUG-FREE WORKPLACE
This Drug-Free Workplace Certification form is required from all successful bidders pursuant to
the requirements mandated by Government Code section 8350 et seq., the Drug-Free Workplace Act of
1990. The Drug-Free Workplace Act of 1990 requires that every person or organization awarded a contract
or grant for the procurement of any property or service from any State agency must certify that it will
provide a drug-free workplace by performing certain specified acts. In addition, the Act provides that each
contract or grant awarded by a State agency may be subject to suspension of payments or termination of
the contract or grant, and the Contractor or grantee may be subject to debarment from future contracting, if
the contracting agency determines that specified acts have occurred.
Pursuant to Government Code section 8355, every person or organization awarded a contract or
grant from a State agency shall certify that it will provide a drug-free workplace by doing all of the
following:
1.
Publishing a statement, notifying employees that the unlawful manufacture, distribution,
dispensation, possession, or use of a controlled substance is prohibited in the person’s or organization’s
workplace, and specifying actions which will be taken against employees for violations of the prohibition.
2.

Establishing a drug-free awareness program to inform employees about all of the following:
a.
b.
c.
d.

The dangers of drug abuse in the workplace;
The person’s or organization’s policy of maintaining a drug-free workplace;
The availability of drug counseling, rehabilitation and employee-assistance programs; and
The penalties that may be imposed upon employees for drug abuse violations;

3.
Requiring that each employee engaged in the performance of the contract or grant be given a copy
of the statement required by subdivision (a) and that, as a condition of employment on the contract or grant,
the employee agrees to abide by the terms of the statement.
I, the undersigned, agree to fulfill the terms and requirements of Government Code section 8355
listed above and will (a) publish a statement notifying employees concerning the prohibition of controlled
substance at the workplace, (b) establish a drug-free awareness program, and (c) require each employee
engaged in the performance of the contact be given a copy of the statement required by section 8355(a) and
require such employee agree to abide by the terms of that statement.
I also understand that if the Murrieta Valley Unified School District determines that I have either
(a) made a false certification herein, or (b) violated this certification by failing to carry out the requirements
of Section 8355, that the contract awarded herein is subject to termination, suspension of payments, or both.
I further understand that, should I violate the terms of the Drug-Free Workplace Act of 1990, I may be
subject to debarment in accordance with the requirements of Section 8350 et seq.
I acknowledge that I am aware of the provisions of Government Code section 8350 et seq. and
hereby certify that I will adhere to the requirements of the Drug-Free Workplace Act of 1990.
DATE:
CONTRACTOR
By:
Signature
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CONTRACTOR’S CERTIFICATE REGARDING ALCOHOLIC BEVERAGE AND
TOBACCO-FREE CAMPUS POLICY
The Contractor agrees that it will abide by and implement the District’s Alcoholic Beverage
and Tobacco-Free Campus Policy, which prohibits the use of alcoholic beverages and tobacco
products, of any kind and at any time, on District-owned or leased buildings, on DISTRICT
property and in DISTRICT vehicles. The Contractor shall procure signs stating “ALCOHOLIC
BEVERAGE AND TOBACCO USE IS PROHIBITED” and shall ensure that these signs are
prominently displayed in all entrances to school property at all times.

DATE:
CONTRACTOR

By:
Signature
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[End of Bid Documents to be Submitted with Bid]
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AGREEMENT FORM
THIS AGREEMENT, entered into this____ day of___________, 20__ in the County of Riverside
of the State of California, by and between the Murrieta Valley Unified School District, hereinafter called
the “District”, and ________________________, hereinafter called the “Contractor”.
WITNESSETH that the District and the Contractor for the consideration stated herein agree as
follows:
ARTICLE 1 - SCOPE OF WORK: The Contractor shall furnish all labor, materials, equipment,
tools, and utility and transportation services, and perform and complete all work required in connection
with ________________________________ (“Project”) in strict accordance with the Contract Documents
enumerated in Article 7 below. The Contractor shall be liable to the District for any damages arising as a
result of a failure to comply with that obligation, and the Contractor shall not be excused with respect to
any failure to so comply by an act or omission of the Architect, Engineer, Inspector, Division of the State
Architect (DSA), or representative of any of them, unless such act or omission actually prevents the
Contractor from fully complying with the Contract Documents and the Contractor protests, in accordance
with the Contract Documents, that the act or omission is preventing the Contractor from fully complying
with the Contract Documents. Such protest shall not be effective unless reduced to writing and filed with
the District office within seven (7) days of the date of occurrence of such act or omission preventing the
Contractor from fully complying with the Contract Documents.
ARTICLE 2 - TIME OF COMPLETION: The District may give notice to proceed within ninety
(90) days of the award of the bid by the District. Once the Contractor has received a notice to proceed, the
Contractor shall reach Substantial Completion (See Article 1.1.46) of the Work within Sixty (60) calendar
days from receipt of the Notice to Proceed. This shall be called Contract Time. (See Article 8.1.1). It is
expressly understood that time is of the essence.
Contractor has thoroughly studied the Project and has satisfied itself that the time period for this
Project was adequate for the timely and proper completion of the Project within each milestone and within
the Contract time. Further, Contractor has included in the analysis of the time required for this Project,
items set forth in General Conditions Article 8.3.2.1, Submittal Schedules, Rain Day Float, and
Governmental Delay Float.
In the event that the District desires to postpone giving the notice to proceed beyond this ninety
(90) day period, it is expressly understood that with reasonable notice to the Contractor, giving the notice
to proceed may be postponed by the District. It is further expressly understood by the Contractor, that the
Contractor shall not be entitled to any claim of additional compensation as a result of the District’s
postponement of giving the notice to proceed.
If the Contractor believes that a postponement will cause hardship to it, the Contractor may
terminate the Contract with written notice to the District within ten (10) days after receipt by the Contractor
of the District’s notice of postponement. It is further understood by the Contractor that in the event that the
Contractor terminates the Contract as a result of postponement by the District, the District shall only be
obligated to pay the Contractor for the work performed by the Contractor at the time of notification of
postponement. Should the Contractor terminate the Contract as a result of a notice of postponement, the
District shall have the authority to award the Contract to the next lowest responsible bidder.
ARTICLE 3 - LIQUIDATED DAMAGES: It being impracticable and infeasible to determine
the amount of actual damage, it is agreed that the Contractor will pay the District the sum of _Two Hundred
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Fifty Dollars_($_250.00_) per calendar day for each and every day of delay beyond the Contract Time set
forth in Article 2 of this Agreement (inclusive of Milestones that are critical on the critical path or noted as
critical to the District) as liquidated damages and not as a penalty or forfeiture. In the event Liquidated
Damages are not paid, the Contractor further agrees that the District may deduct such amount thereof from
any money due or that may become due the Contractor under the Contract (See Article 9.6 and 2.2 of the
General Conditions). This Article shall not be construed as preventing the District from the recovery of
damages (actual or other) under the Contract Documents.
ARTICLE 4 - CONTRACT PRICE: The District shall pay to the Contractor as full
consideration for the faithful performance of the Contract, subject to any additions or deductions as
provided in the Contract Documents, the sum of ____________________________________ DOLLARS
($_______________________), said sum being the total amount stipulated in the Bid Contractor submitted.
Payment shall be made as set forth in the General Conditions.
Should any Change Order result in an increase in the Contract Price, the cost of such Change Order
shall be agreed to in advance by the Contractor and the District, subject to the monetary limitations set forth
in Public Contract Code section 20118.4. In the event that the Contractor proceeds with a Change in work
without an agreement between the District and Contractor regarding the cost of a Change Order, the
Contractor waives any Claim of additional compensation for such additional work.
ARTICLE 5 - HOLD HARMLESS AGREEMENT: Contractor shall defend, indemnify and
hold harmless District, Architect, Inspector, the State of California and their officers, employees, agents
and independent contractors from all liabilities, claims, actions, liens, judgments, demands, damages,
losses, costs or expenses of any kind arising from death, personal injury, property damage or other cause
based or asserted upon any act, omission, or breach connected with or arising from the progress of Work
or performance of service under this Agreement or the Contract Documents. As part of this indemnity,
Contractor shall protect and defend, at its own expense, District, Architect, Construction Manager,
Inspector, the State of California and their officers, employees, agents and independent contractors from
any legal action including attorney’s fees or other proceeding based upon such act, omission, breach or as
otherwise required by this Article.
Furthermore, Contractor agrees to and does hereby defend, indemnify and hold harmless District,
Architect, Construction Manager, Inspector, the State of California and their officers, employees, agents
and independent contractors from every claim or demand made, and every liability, loss, damage, expense
or attorney’s fees of any nature whatsoever, which may be incurred by reason of:
(a)
Liability for (1) death or bodily injury to persons; (2) damage or injury to, loss (including
theft), or loss of use of, any property; (3) any failure or alleged failure to comply with any provision of
law or the Contract Documents; or (4) any other loss, damage or expense, sustained by any person, firm
or corporation or in connection with the Work called for in this Agreement or the Contract Documents,
except for liability resulting from the sole or active negligence, or the willful misconduct of the District.
(b)
Any bodily injury to or death of persons or damage to property caused by any act,
omission or breach of Contractor or any person, firm or corporation employed by Contractor, either
directly or by independent contract, including all damages or injury to or death of persons, loss (including
theft) or loss of use of any property, sustained by any person, firm or corporation, including the District,
arising out of or in any way connected with Work covered by this Agreement or the Contract Documents,
whether said injury or damage occurs either on or off District property, but not for any loss, injury, death
or damages caused by the sole or active negligence or willful misconduct of the District.
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(c)
Any dispute between Contractor and Contractor’s subcontractors/supplies/ Sureties,
including, but not limited to, any failure or alleged failure of the Contractor (or any person hired or
employed directly or indirectly by the Contractor) to pay any Subcontractor or Materialman of any tier or
any other person employed in connection with the Work and/or filing of any stop notice or mechanic’s
lien claims.
Contractor, at its own expense, cost, and risk, shall defend any and all claims, actions, suits, or
other proceedings that may be brought or instituted against the District, its officers, agents or employees,
on account of or founded upon any cause, damage, or injury identified herein Article 5 and shall pay or
satisfy any judgment that may be rendered against the District, its officers, agents or employees in any
action, suit or other proceedings as a result thereof.
The Contractor’s and Subcontractors’ obligation to defend, indemnify and hold harmless the
Owner, Architect, Inspector, the State of California and their officers, employees, agents and independent
contractors hereunder shall include, without limitation, any and all claims, damages, and costs for the
following: (1) any damages or injury to or death of any person, and damage or injury to, loss (including
theft), or loss of use of, any property; (2) breach of any warranty, express or implied; (3) failure of the
Contractor or Subcontractors to comply with any applicable governmental law, rule, regulation, or other
requirement; (4) products installed in or used in connection with the Work; and (5) any claims of violation
of the Americans with Disabilities Act (“ADA”).
ARTICLE 6 - PROVISIONS REQUIRED BY LAW: Each and every provision of law and
clause required to be inserted in this Contract shall be deemed to be inserted herein, and this Contract shall
be read and enforced as though it were included herein, and if through mistake or otherwise any such
provision is not inserted or is not inserted correctly, then upon application of either party the Contract shall
forthwith be physically amended to make such insertion or correction.
ARTICLE 7 - COMPONENT PARTS OF THE CONTRACT: The Contract entered into by
this Agreement consists of the following Contract Documents, all of which are component parts of the
Contract as if herein set out in full or attached hereto:
Notice Inviting Bids
Instructions to Bidders
Designation of Subcontractors
Non-Collusion Declaration
Bid Guarantee Form
Bid Bond
Bid Form
Contractor’s Certificate Regarding Worker’s Compensation
Acknowledgment of Bidding Practices Regarding Indemnity
DVBE Participation Statement and Close-Out Forms
Agreement Form
Payment Bond
Performance Bond
Guarantee
Escrow Agreement for Security Deposit In Lieu of Retention
Workers’ Compensation/Employers Liability Endorsement
General Liability Endorsement
Automobile Liability Endorsement
Contractor’s Certificate Regarding Drug-Free Workplace
Contractor’s Certificate Regarding Alcohol and Tobacco
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Contractor’s Certificate Regarding Background Checks
General Conditions
Special Conditions
CM Specifications
Specifications
All Addenda as Issued
Drawings/Plans
Substitution Request Form
Requirements, Reports and/or Documents in the Project Manual or Other Documents Issued to Bidders
All of the above named Contract Documents are intended to be complementary. Work required by
one of the above named Contract Documents and not by others shall be done as if required by all.
ARTICLE 8 - PREVAILING WAGES: Wage rates for this Project shall be in accordance with
the general prevailing rate of holiday and overtime work in the locality in which the work is to be performed
for each craft, classification, or type of work needed to execute the Contract as determined by the Director
of the Department of Industrial Relations. Copies of schedules of rates so determined by the Director of
the Department of Industrial Relations are on file at the administrative office of the District and are also
available from the Director of the Department of Industrial Relations.
The following are hereby referenced and made a part of this Agreement and Contractor stipulates
to the provisions contained therein.
1.

Chapter 1 of Part 7 of Division 2 of the Labor Code (Section 1720 et seq.)

2.

California Code of Regulations, Title 8, Chapter 8, Subchapters 3 through 6 (Section 16000
et seq.)

ARTICLE 9 - RECORD AUDIT: In accordance with Government Code section 8546.7(and
Davis Bacon, if applicable) and Article 13.11 of the General Conditions, records of both the District and
the Contractor shall be subject to examination and audit for a period of five (5) years after a Final Retention
Payment or the Recording of a Notice of Completion, whichever occurs first.
ARTICLE 10 - CONTRACTOR’S LICENSE: The Contractor must possess throughout the
Project a Class _____ Contractor’s License, issued by the State of California, which must be current and in
good standing.

[SIGNATURES ON THE FOLLOWING PAGE]
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IN WITNESS WHEREOF, this Agreement has been duly executed by the above named parties,
on the day and year first above written.
Murrieta Valley Unified School District

CONTRACTOR:

By:
Typed or Printed Name
By: __________________________
Deputy Superintendent

Title

Dated: ______________________________

______________________________________
Signature

Type or Printed Name

Title (Authorized Officers or Agents)
______________________________________
Signature

(CORPORATE SEAL)
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PAYMENT BOND
(CALIFORNIA PUBLIC WORK)

KNOW ALL MEN BY THESE PRESENTS:
THAT WHEREAS, the MURRIETA VALLEY UNIFIED SCHOOL DISTRICT (sometimes
referred to hereinafter as “Obligee”) has awarded to __________________________________ (hereinafter
designated as the “Principal” or “Contractor”), an agreement for the work described as follows:
____________________________________ (hereinafter referred to as the “Public Work”); and
WHEREAS, said Contractor is required to furnish a bond in connection with said Contract, and
pursuant to California Civil Code section 9550;
NOW, THEREFORE, We, _______________________________________, the undersigned
Contractor, as Principal; and ________________________________, a corporation organized and existing
under the laws of the State of ________________, and duly authorized to transact business under the laws
of the State of California, as Surety, are held and firmly bound unto the MURRIETA VALLEY UNIFIED
SCHOOL DISTRICT and to any and all persons, companies, or corporations entitled by law to file stop
notices under California Civil Code section 9100, or any person, company, or corporation entitled to make
a claim on this bond, in the sum of ______________________________________ Dollars
($__________________), such sum being not less than one hundred percent (100%) of the total amount
payable by said Obligee under the terms of said Contract, for which payment will and truly to be made, we
bind ourselves, our heirs, executors and administrators, successors and assigns, jointly and severally, firmly
by these presents.
THE CONDITION OF THIS OBLIGATION IS SUCH that if said Principal, its heirs, executors,
administrators, successors, or assigns, or subcontractor, shall fail to pay any person or persons named in
Civil Code section 9100; or fail to pay for any materials, provisions, or other supplies, used in, upon, for,
or about the performance of the work contracted to be done, or for any work or labor thereon of any kind,
or for amounts due under the Unemployment Insurance Code, with respect to work or labor thereon of any
kind; or shall fail to deduct, withhold, and pay over to the Employment Development Department, any
amounts required to be deducted, withheld, and paid over by Unemployment Insurance Code section 13020
with respect to work and labor thereon of any kind, then said Surety will pay for the same, in an amount
not exceeding the amount herein above set forth, and in the event suit is brought upon this bond, also will
pay such reasonable attorneys’ fees as shall be fixed by the court, awarded and taxed as provided in
California Civil Code section 9550 et seq.
This bond shall inure to the benefit of any person named in Civil Code section 9100 giving such
person or his/her assigns a right of action in any suit brought upon this bond.
It is further stipulated and agreed that the Surety of this bond shall not be exonerated or released
from the obligation of the bond by any change, extension of time for performance, addition, alteration or
modification in, to, or of any contract, Plans, or specifications, or agreement pertaining or relating to any
scheme or work of improvement herein above described; or pertaining or relating to the furnishing of labor,
materials, or equipment therefor; nor by any change or modification of any terms of payment or extension
of time for payment pertaining or relating to any scheme or work of improvement herein above described;
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nor by any rescission or attempted rescission of the contract, agreement or bond; nor by any conditions
precedent or subsequent in the bond attempting to limit the right of recovery of claimants otherwise entitled
to recover under any such contract or agreement or under the bond; nor by any fraud practiced by any
person other than the claimant seeking to recover on the bond; and that this bond be construed most strongly
against the Surety and in favor of all persons for whose benefit such bond is given; and under no
circumstances shall the Surety be released from liability to those for whose benefit such bond has been
given, by reason of any breach of contract between the Obligee and the Contractor or on the part of any
obligee named in such bond; that the sole condition of recovery shall be that the claimant is a person
described in California Civil Code section 9100, and who has not been paid the full amount of his or her
claim; and that the Surety does hereby waive notice of any such change, extension of time, addition,
alteration or modification herein mentioned.
IN WITNESS WHEREOF this instrument has been duly executed by the Principal and Surety
above named, on the___________ day of ___________________, 20___.

PRINCIPAL/CONTRACTOR:

By:

SURETY:

By:
Attorney-in-Fact
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IMPORTANT: THIS IS A REQUIRED FORM.
Surety companies executing bonds must possess a certificate of authority from the California Insurance
Commissioner authorizing them to write surety insurance defined in California Insurance Code section 105,
and if the work or project is financed, in whole or in part, with federal, grant or loan funds, Surety’s name
must also appear on the Treasury Department’s most current list (Circular 570 as amended).
Any claims under this bond may be addressed to:
(Name and Address of Surety)

Telephone:

STATE OF CALIFORNIA
COUNTY OF

(Name and Address of agent or representative for
service for service of process in California)

Telephone:

)
) ss.
)

On ___________________________ before me, ____________________________________, a Notary
Public in and for said State, personally appeared _______________________________, who proved to me
on the basis of satisfactory evidence to be the person(s) whose name(s) is/are subscribed to the within
instrument as the Attorney-in-Fact of the _____________________ (Surety) and acknowledged to me that
he/she/they subscribed the name of the _____________________ (Surety) thereto and his own name as
Attorney-in-Fact on the executed instrument.
I certify under PENALTY OF PERJURY under the laws of the State of California that the foregoing
paragraph is true and correct.

WITNESS my hand and official seal.
(SEAL)
Notary Public in and for said State
Commission expires:
NOTE: A copy of the power-of-attorney to local representatives of the bonding company must be
attached hereto
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PERFORMANCE BOND
(CALIFORNIA PUBLIC WORK)

KNOW ALL MEN BY THESE PRESENTS:
THAT WHEREAS, the MURRIETA VALLEY UNIFIED SCHOOL DISTRICT (sometimes
referred to hereinafter as “Obligee”) has awarded to ___________________________________________
(hereinafter designated as the “Principal” or “Contractor”), an agreement for the work described as follows:
____________________________________ (hereinafter referred to as the “Public Work”); and
WHEREAS, the work to be performed by the Contractor is more particularly set forth in that certain
contract for said Public Work dated _____________ ____________________, (hereinafter referred to as
the “Contract”), which Contract is incorporated herein by this reference; and
WHEREAS, the Contractor is required by said Contract to perform the terms thereof and to provide
a bond both for the performance and guaranty thereof.
NOW, THEREFORE, we, ______________________________________, the undersigned
Contractor, as Principal, and ________________________________, a corporation organized and existing
under the laws of the State of ________________, and duly authorized to transact business under the laws
of the State of California, as Surety, are held and firmly bound unto the MURRIETA VALLEY UNIFIED
SCHOOL DISTRICT in the sum of _____________________________________ Dollars
($_______________), said sum being not less than one hundred percent (100%) of the total amount payable
by said Obligee under the terms of said Contract, for which amount well and truly to be made, we bind
ourselves, our heirs, executors, administrators, successors, and assigns, jointly and severally, firmly by
these presents.
THE CONDITION OF THIS OBLIGATION IS SUCH THAT, if the bounded Contractor, his or
her heirs, executors, administrators, successors or assigns, shall in all things stand to and abide by, and well
and truly keep and perform the covenants, conditions, and agreements in said Contract and any alteration
thereof made as therein provided, on his or her part, to be kept and performed at the time and in the manner
therein specified, and in all respects according to their intent and meaning; and shall faithfully fulfill
guarantees of all materials and workmanship; and indemnify, defend and save harmless the Obligee, its
officers and agents, as stipulated in said Contract, then this obligation shall become null and void; otherwise
it shall be and remain in full force and effect.
The Surety, for value received, hereby stipulates and agrees that it shall not be exonerated or
released from the obligation of this bond (either by total exoneration or pro tanto) by any change, extension
of time, alteration in or addition to the terms of the contract or to the work to be performed there under or
the specifications accompanying the same, nor by any change or modification to any terms of payment or
extension of time for any payment pertaining or relating to any scheme of work of improvement under the
contract. Surety also stipulates and agrees that it shall not be exonerated or released from the obligation of
this bond (either by total exoneration or pro tanto) by any overpayment or underpayment by the Obligee
that is based upon estimates approved by the Architect. The Surety stipulates and agrees that none of the
aforementioned changes, modifications, alterations, additions, extension of time or actions shall in any way
affect its obligation on this bond, and it does hereby waive notice of any such changes, modifications,
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alterations, additions or extension of time to the terms of the contract, or to the work, or the specifications
as well notice of any other actions that result in the foregoing.
Whenever Principal shall be, and is declared by the Obligee to be, in default under the Contract,
the Surety shall promptly either remedy the default, or shall promptly take over and complete the Contract
through its agents or independent contractors, subject to acceptance and approval of such agents or
independent contractors by Obligee as hereinafter set forth, in accordance with its terms and conditions and
to pay and perform all obligations of Principal under the Contract, including, without limitation, all
obligations with respect to warranties, guarantees and the payment of Liquidated Damages; or, at Obligee’s
sole discretion and election, Surety shall obtain a bid or bids for completing the Contract in accordance
with its terms and conditions, and upon determination by Obligee of the lowest responsible bidder, arrange
for a contract between such bidder and the Obligee and make available as Work progresses (even though
there should be a default or succession of defaults under the contract or contracts of completion arranged
under this paragraph) sufficient funds to pay the cost of completion less the “balance of the Contract Price”
(as hereinafter defined), and to pay and perform all obligations of Principal under the Contract, including,
without limitation, all obligations with respect to warranties, guarantees and the payment of Liquidated
Damages. The term “balance of the Contract Price,” as used in this paragraph, shall mean the total amount
payable to Principal by the Obligee under the Contract and any modifications thereto, less the amount
previously paid by the Obligee to the Principal, less any withholdings by the Obligee allowed under the
Contract. Obligee shall not be required or obligated to accept a tender of a completion contractor from the
Surety.
Surety expressly agrees that the Obligee may reject any agent or contractor which may be
proposed by Surety in fulfillment of its obligations in the event of default by the Principal. Unless otherwise
agreed by Obligee, in its sole discretion, Surety shall not utilize Principal in completing the Contract nor
shall Surety accept a bid from Principal for completion of the work in the event of default by the Principal.
No final settlement between the Obligee and the Contractor shall abridge the right of any
beneficiary hereunder, whose claim may be unsatisfied.
The Surety shall remain responsible and liable for all patent and latent defects that arise out of or
relate to the Contractor’s failure and/or inability to properly complete the Public Work as required by the
Contract and the Contract Documents. The obligation of the Surety hereunder shall continue so long as
any obligation of the Contractor remains.
Contractor and Surety agree that if the Obligee is required to engage the services of an attorney in
connection with enforcement of the bond, Contractor and Surety shall pay Obligee’s reasonable attorneys’
fees incurred, with or without suit, in addition to the above sum.
In the event suit is brought upon this bond by the Obligee and judgment is recovered, the Surety
shall pay all costs incurred by the Obligee in such suit, including reasonable attorneys’ fees to be fixed by
the Court.
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IN WITNESS WHEREOF, we have hereunto set our hands and seals this _____ day of
_____________, 20___.
PRINCIPAL/CONTRACTOR:

By:

SURETY:

By:
Attorney-in-Fact

The rate of premium on this bond is ______________________________ per thousand.
The total amount of premium charged: $__________________________ (This must be filled in by
a corporate surety).
IMPORTANT: THIS IS A REQUIRED FORM.
Surety companies executing bonds must possess a certificate of authority from the California Insurance
Commissioner authorizing them to write surety insurance defined in California Insurance Code section 105,
and if the work or project is financed, in whole or in part, with federal, grant or loan funds, Surety’s name
must also appear on the Treasury Department’s most current list (Circular 570 as amended).
Any claims under this bond may be addressed to:
(Name and Address of Surety)

Telephone:

STATE OF CALIFORNIA
COUNTY OF

(Name and Address of agent or representative for
service for service of process in California)

Telephone:

)
) ss.
)
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On ____________________________, before me, _________________________, a Notary Public in and
for said State, personally appeared _______________________________, who proved to me on the basis
of satisfactory evidence to be the person(s) whose name(s) is/are subscribed to the within instrument as the
Attorney-in-Fact of the _____________________ (Surety) and acknowledged to me that he/she/they
subscribed the name of the _____________________ (Surety) thereto and his own name as Attorney-inFact on the executed instrument.

I certify under PENALTY OF PERJURY under the laws of the State of California that the foregoing
paragraph is true and correct.

WITNESS my hand and official seal.
(SEAL)
Notary Public in and for said State
Commission expires:

NOTE:
A copy of the power-of-attorney to local representatives of the bonding company must be
attached hereto.
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GUARANTEE
Guarantee for ________________________________.
We hereby guarantee that the
________________________________,
which
we
have
installed
in
_____________
________________________________ has been done in accordance with the Contract Documents,
including without limitation, the drawings and specifications, and that the work as installed will fulfill the
requirements included in the bid documents. The undersigned and its surety agrees to repair or replace any
or all such work, together with any other adjacent work, which may be displaced in connection with such
replacement, that may prove to be defective in workmanship or material within a period of One (____1___)
year from the date of the Notice of Completion of the above-mentioned structure by the Murrieta Valley
Unified School District, ordinary wear and tear and unusual abuse or neglect excepted.
In the event the undersigned or its surety fails to comply with the above-mentioned conditions
within a reasonable period of time, as determined by the District, but not later than ten (10) days after being
notified in writing by the District or within forty eight (48) hours in the case of an emergency or urgent
matter, the undersigned and its surety authorizes the District to proceed to have said defects repaired and
made good at the expense of the undersigned and its surety, who will pay the costs and charges therefor
upon demand. The undersigned and its surety shall be jointly and severally liable for any costs arising from
the District’s enforcement of this Guarantee.
Countersigned

(Proper Name)

(Proper Name)

By:

By:

(Signature of Subcontractor or Contractor)

(Signature of Prime Trade Contractor if for
Subcontractor)

Representatives to be contacted for service:
Name:
Address:

Phone Number:
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ESCROW AGREEMENT FOR SECURITY DEPOSITS IN LIEU OF RETENTION
This Escrow Agreement is made and entered into by and between the Murrieta Valley Unified
School District, 41870 McAlby Court, Murrieta, CA 92562 hereinafter called “Owner”, and
_______________________ whose address is _______________________, hereinafter called
“Contractor”, and _______________________ whose address is _______________________, hereinafter
called “Escrow Agent”.
For the consideration hereinafter set forth, the Owner, Contractor and Escrow Agent agree as
follows:
1.
Pursuant to Section 22300 of the Public Contract Code of the State of California, Contractor has
the option to deposit securities with Escrow Agent as a substitute for Retention earnings required to be
withheld by Owner pursuant to the Construction Contract entered into between the Owner and Contractor
for ____ __________________in the amount of ________ dated _____________ (hereinafter referred to
as the “Contract”). Alternatively, on written request of the Contractor, the Owner shall make payments of
the Retention earnings directly to the escrow agent. When Contractor deposits the securities as a substitute
for Contract earnings, the Escrow Agent shall notify the Owner within ten (10) days of deposit. The market
value of the securities at the time of the substitution shall be at least equal to the cash amount then required
to be withheld as Retention under the terms of the Contract between the Owner and Contractor. Securities
shall be held in the name of the Owner, and shall designate the Contractor as beneficial owner.
2.
The Owner shall make progress payments to the Contractor for such funds which otherwise would
be withheld from progress payments pursuant to the Contract provisions, provided that the Escrow Agent
holds securities in the form and amount specified above.
3.
When the Owner makes payments of Retentions earned directly to the Escrow Agent, the Escrow
Agent shall hold them for the benefit of the Contractor until such time as the escrow created under this
Contract is terminated. The Contractor may direct the investment of the payments into securities. All terms
and conditions of this Agreement and the rights and responsibilities of the parties shall be equally applicable
and binding when the Owner pays the Escrow Agent directly.
4.
Contractor shall be responsible for paying all fees for the expenses incurred by Escrow Agent in
administering the Escrow Account and all expenses of the Owner. These expenses and payment terms shall
be determined by the Owner, Contractor, and Escrow Agent.
5.
The interest earned on the securities or the money market accounts held in escrow and all interest
earned on that interest shall be for the sole account of Contractor and shall be subject to withdrawal by
Contractor at any time and from time to time without notice to the Owner.
6.
Contractor shall have the right to withdraw all or any part of the principal in the Escrow Account
only by written notice to Escrow Agent accompanied by written authorization from the Owner to the Escrow
Agent that Owner consents to the withdrawal of the amount sought to be withdrawn by Contractor.
7.
The Owner shall have a right to draw upon the securities in the event of default by the Contractor.
Upon seven (7) days’ written notice to the Escrow Agent from the Owner of the notice of default under
Article 2.2, Article 9.6 or Article 14, the Escrow Agent shall immediately convert the securities to cash and
shall distribute the cash as instructed by the Owner.
8.
Upon receipt of written notification from the Owner certifying that the Contract is final and
complete, and that the Contractor has complied with all requirements and procedures applicable to the
Murrieta Elementary School – Interim Housing
Escrow Agreement in Lieu of Retention
Murrieta Valley Unified School District
Page 1

Contract, Escrow Agent shall release to Contractor all securities and interest on deposit less escrow fees
and charges of the Escrow Account. The escrow shall be closed immediately upon disbursement of all
moneys and securities on deposit and payment of fees and charges.
9.
Escrow Agent shall rely on the written notifications from the Owner and the Contractor pursuant
to Sections (5) to (8), inclusive, of this Agreement and the Owner and Contractor shall hold Escrow Agent
harmless from Escrow Agent’s release and disbursement of the securities and interest as set forth above.
10.
The names of the persons who are authorized to give written notice or to receive written notice on
behalf of the Owner and on behalf of Contractor in connection with the foregoing, and exemplars of their
respective signatures are as follows:
On behalf of Owner:
Title
Name
Signature
Address

On behalf of Contractor:
Title
Name
Signature
Address

On behalf of Agent:
Title
Name
Murrieta Elementary School – Interim Housing
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Signature
Address
At the time the Escrow Account is opened, the Owner and Contractor shall deliver to the Escrow
Agent a fully executed counterpart of this Agreement.
IN WITNESS WHEREOF, the parties have executed this Agreement by their proper officers on
the date set forth above.
OWNER
CONTRACTOR

Title

Title

Name

Name

Signature

Signature
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INSURANCE DOCUMENTS & ENDORSEMENTS

The following insurance endorsements and documents must be provided to the Murrieta Valley
Unified School District within five (5) calendar days after receipt of notification of award. If the apparent
low bidder fails to provide the documents required below, the District may award the Contract to the next
lowest responsible and responsive bidder or release all bidders, and the bidder’s bid security will be
forfeited. All insurance provided by the bidder shall fully comply with the requirements set forth in Article
11 of the General Conditions.
1.
General Liability Insurance: Certificate of Insurance with all specific insurance coverages set forth
in Article 11 of the General Conditions, proper Project description, designation of the District as the
Certificate Holder, a statement that the insurance provided is primary to any insurance obtained by the
District and minimum of 30 days’ cancellation notice. Bidder shall also provide required additional insured
endorsement(s) designating all parties required in Article 11 of the General Conditions. The additional
insured endorsement shall be an ISO CG 20 10 (04/13), or an ISO CG 20 38 (04/13), or their equivalent as
determined by the District in its sole discretion.
Incidents and claims are to be reported to the insurer at:
Attn:
(Title)

(Department)

(Company)
(Street Address)
(City)

(State)

(Zip Code)

(_______)
(Telephone Number)

2.
Workers’ Compensation/ Employer’s Liability Insurance: Certificate of Workers’ Compensation
Insurance meeting the coverages and requirements set forth in Article 11 of the General Conditions,
minimum of 30 days’ cancellation notice, proper Project description, waiver of subrogation and any
applicable endorsements.
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3.
Automobile Liability Insurance: Certificate of Automobile Insurance meeting the coverages and
requirements set forth in Article 11 of the General Conditions, minimum 30 days’ cancellation notice, any
applicable endorsements and a statement that the insurance provided is primary to any insurance obtained
by the District.
Incidents and claims are to be reported to the insurer at:
Attn:
(Title)

(Department)

(Company)
(Street Address)
(City)

(State)

(Zip Code)

(_______)
(Telephone Number)

DATE:
CONTRACTOR

By:
Signature
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CONTRACTOR CERTIFICATION REGARDING BACKGROUND CHECKS
(Modernization/Expansion Projects)
_____________________________________ certifies that it has performed one of the following:
[Name
of
contractor/consultant]


Pursuant to Education Code section 45125.1, Contractor has conducted criminal background
checks, through the California Department of Justice, of all employees providing services to the
Chime Institute, pursuant to the contract/purchase order dated ____________________, and that
none have been convicted of serious or violent felonies, as specified in Penal Code sections
1192.7(c) and 667.5(c), respectively.

As further required by Education Code section 45125.1, attached hereto as Attachment “A” is a list of the
names of the employees of the undersigned who may come in contact with pupils.
OR


Pursuant to Education Code section 45125.2, Contractor will ensure the safety of pupils by one or
more of the following methods:


1.



2.
Continual supervision and monitoring of all employees of the entity by an
employee of the entity whom the Department of Justice has ascertained has not been
convicted of a violent or serious felony.

The installation of a physical barrier at the worksite to limit contact with pupils.

I declare under penalty of perjury under the laws of the United States that the foregoing is true and
correct.
Date_____________, 20___
[Name of Contractor/Consultant]

By its:
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ATTACHMENT A:

CONTRACTOR CERTIFICATION REGARDING BACKGROUND CHECKS

(INSERT NAMES OF EMPLOYEES WHO MAY COME IN CONTACT WITH PUPILS)
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GENERAL CONDITIONS
ARTICLE 1
DEFINITIONS
1.1

BASIC DEFINITIONS

NOTE: The following shall not be construed as a comprehensive list of all definitions in
the Contract Documents and there may be other definitions set forth in the Contract Documents.
Additionally, any references to any DSA forms, documents or requirements shall be construed to
incorporate any updates, supplements, or additions. The Contractor shall be required to meet
the latest DSA requirements applicable to the Project.
1.1.1

Action of the Governing Board is a vote of a majority of the District’s Governing

Board.
1.1.2
Approval means written authorization through action of the Governing Board.
The Governing board has delegated to the Deputy Superintendent the authority to approve certain
modifications, Change Orders or Immediate Change Directives. In no case shall the Deputy
Superintendent have authority to approve total Change Orders or Modifications to the Project
exceeding 10% of the Contract Sum.
1.1.3
Architect means the architect, engineer, or other design professional engaged
by the District to design and perform general observation of the work of construction and interpret
the Drawings and Specifications for the Project. Also see Article 4.
1.1.4
As-Builts are a set of Plans and Specifications maintained by the Contractor
clearly showing all changes, revisions, substitutions, field changes, final locations, and other
significant features of the Project. The As-Builts shall be maintained continuously throughout the
Work for the Project and is both a prerequisite to the issuance of Payment Application and a
requirement for Contract Close-Out. See Article 3.17
1.1.5
Beneficial Occupancy is the point in time when a building or buildings are fit for
occupancy is fit for occupancy and its intended use. Basic requirements are the building is safe,
at or near Substantial Completion, and all fire/ life safety items are approved and operational. The
fact that a building is occupied does not mean that the building is ready for Beneficial Occupancy
if there are elements that are unsafe or if fire/ life safety items are not approved and operational.
Taking occupancy on a structure that is under a fire watch is not considered beneficial occupancy.
Further, taking of Beneficial Occupancy is not a point in time when retention is due unless the
entire school has obtained a Certificate of Substantial Completion that meets the definition of
1.1.46.
1.1.6
Claims. A Claim is a request for payment, supported by back-up documentation
which includes, invoices time sheets, or other documents substantiating legitimacy or entitlement
that is submitted during the Project or immediately following the Project made prior to the Final
Retention Payment Application and prior to Final Completion of the Project. A “Claim” means a
separate demand by the Contractor for (1) time extension, (2) payment of money or damages
arising from Work done by or on behalf of the Contractor pursuant to the CONTRACT and
payment of which is not otherwise expressly provided for or the claimant is not otherwise entitled
to, or (3) and amount the payment of which is disputed by the District. See Article 4.6.
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GENERAL CONDITIONS
1.1.7
Change Order (CO). A CO is a written instrument prepared by the Architect
and signed by the District (as authorized by the District’s Governing Board), the Contractor, and
the Architect, stating their agreement upon (1) A description of a change in the Work, (2) The
amount of the adjustment in the Contract Sum, if any; and (3) The extent of the adjustment in the
Contract Time, if any. See Article 7.2.
1.1.8
Change Order Request (COR). A COR is a written request supported by
backup documentation prepared by the Contractor requesting that the District and the Architect
issue a CO based upon a proposed change, or a change that results in an adjustment in cost,
time or both, or arising from an RFP, CCD or ICD. (See Article 7.6)
1.1.9
Close-Out means the process for Final Completion of the Project, but also
includes the requirements for the DSA Certification that the Project is Complete (See DSA
Certification Guide). See Article 9.9.
1.1.10
Construction Change Document (CCD). A Construction Change Document is
a DSA term that is utilized to address changes to the DSA approved Plans and Specifications.
There are two types of Construction Change Documents. (1) DSA approved CCD Category A
(DSA Form 140) for work affecting structural, access or fire/ life safety of the Project which will
require a DSA approval; and, (2) CCD Category B (DSA Form 141) for work NOT affecting
structural safety, access compliance or fire/ life safety that will not require a DSA approval (except
to confirm that no approval is required). See Article 7.3.
1.1.11
Complete/ Completion/ Final Completion means that all Work in the Contract
Documents is finished, the requirements of the Contract Documents have been met, the Project
has been Closed Out, and all Work has ceased on the Project. This may also be referred to as
Final Completion. In most cases, the recording of a Notice of Completion shall represent
Completion of the Project. Beneficial Occupancy does not mean the Work is Complete.
1.1.12
Completion Date is the date when all Work for the Project shall be Substantially
Complete and is the date assigned at the end of the Contract Time for the Project. See Article
1.1.46.
1.1.13
Construction Manager. The Construction Manager is a consultant to the District
contracted to assist in Project planning, management and construction of the Project. If there is
a Construction Manager, they may assist in various aspects of the Project including, but not limited
to Monitoring the progress of the construction, reviewing and monitoring the schedule, progress
of work, monitoring pay requests, facilitating communications, advising the District and its Board
of Education on various aspects of the construction process, monitoring the RFI, COR, CCD, ICD,
RFP, Claims, Disputes and other Project related processes.
1.1.14
Contract or Agreement when the terms are used in these General Conditions
shall be references to the Contract Documents as defined herein.
1.1.15
Contract Documents (sometimes referred to as Construction Documents)
consist of the Agreement between District and Contractor (hereinafter the Agreement or
Contract), Conditions of the Contract (General, Supplementary and other Conditions), Drawings,
Specifications, Addenda issued prior to bid, instructions to bidders, notice to bidders, and the
requirements contained in the Bid Documents, other documents listed in the Agreement, and
Modifications issued after execution of the Contract. A Modification is a written amendment to
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the Contract signed by parties, a Change Order, a Construction Change Document, or a written
order for a minor change in the Work issued by the Architect. The Contract Documents
collectively form the Contract. The Contract represents the entire and integrated Agreement
between the parties hereto and supersedes prior negotiations, representations, or agreements,
either written or oral. The Contract may be amended or modified only by a written Modification.
The Contract Documents shall not be construed to create a contractual relationship of any kind
between the Architect and Contractor, between the District and any Subcontractor or Subsubcontractor, or between any persons or entities other than the District and the Contractor. The
Architect shall, however, be entitled to performance and enforcement of obligations under the
Contract intended to facilitate performance of the Architect’s duties.
1.1.16
Contract Time is the time period specified in the Contract Documents in which
the Project shall be completed. This is sometimes referred to a Contract Duration, or “time in
which the Contractor has to complete the Project”. See Article 8.1.1
1.1.17
Contractor, District, and Architect are those mentioned as such in the
Agreement. They are treated throughout the Contract Documents as if they are of singular
number and neuter gender. Any reference to “Owner” shall mean “District” or Murrieta Unified
School District.
1.1.18
Cure is the act of remedying a material failure to perform under the terms of the
Contract Documents during the time provided to correct Contractor’s Default. Specific time
periods are provided to Cure and Correct a Contractor Default under Article 14 and for a Partial
Default under Article 2.2 as well as elsewhere in the Contract Documents.
1.1.19

Days means calendar days unless otherwise specifically stated.

1.1.20
Default is a material breach of Contract. A Termination for Cause under Article
14 is a declaration of Default of the Contract and shall act as a demand upon the Surety to perform
under the terms of the Performance Bond. Partial Defaults may also be tendered to the Surety
at District’s discretion. See Article 2.2.
1.1.21
Dispute. A dispute is a disagreement on terms or conditions of the Project
where the Contractor’s opinion of the Project, Payment, Change Order or Request for Proposal
differs from that of the District or Architect. A dispute only rises to the level of a claim once the
dispute is assembled with back-up documentation and presented for evaluation. See Article 4.6
1.1.22
District Representative is the person designated by the District to represent the
District during the Construction for the Project. This District Representative shall have the
delegated authority as further defined in Article 1.1.2. This District Representative may be an
employee of the District who may have the delegated authority as set forth in Article 1.1.3, and
may also include Construction Managers. In some cases, the District and its Board may be
assisted by a Construction Manager. When a Construction Manager is assisting the District, the
Contractor, Architect, and Inspector shall have a primary contact with the District’s Construction
Manager who will advise the District.
1.1.23
Drawings or Plans are graphic and pictorial portions of the Contract Documents
prepared for the Project and approved changes thereto, wherever located and whenever issued,
showing the design, location, and scope of the Work, generally including Plans, elevations,
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sections, details, schedules, and diagrams as drawn or approved by the Architect. Sometimes
Drawings will also be included in Addenda, Change Orders, and Specifications.
1.1.24
DSA is the Division of State Architect. DSA is the agency that provides design
and construction oversight for K-12 Schools, Community Colleges, and State Funded Charter
School Projects. DSA is the responsible agency for this Project and Contractor has submitted a
bid for the Project since Contractor is familiar with Contractor’s responsibilities under the DSA
requirements more thoroughly set forth at Title 24 of the California Code of Regulations.
Contractor agrees to abide by the jurisdiction of DSA and shall construct the Project to conform
with the approved Plans, Specifications, Addenda, and Change Orders (inclusive of approved
CCD’s and ICD’s issued by the District pending CCD approval). See DSA website.
1.1.25
Emergency shall be defined as a sudden, unexpected occurrence, involving a
clear and imminent threat to the continuation of school classes, a critical path delay that will result
in not being able to occupy the school when students arrive to use the facility, danger from the
facility or from outside the facility, Act of God, or other action which requires immediate action to
prevent or mitigate loss of, or damage to, life, health, property, or essential public services.
1.1.26
Float the total number of days an activity may be extended or delayed without
delaying the Completion Date shown in the schedule. Float will fall into three categories: (1) Rain
Days; (2) Governmental Delays; and, (3) Project Float. See Article 8.1.4.
1.1.27
Immediate Change Directive. (ICD) A written order prepared by the Architect
and signed by the District and the Architect, directing a change in the Work where the Work must
proceed immediately and stating a proposed basis for adjustment, if any, in the Contract Sum or
Contract Time, or both. See Article 7.3
1.1.28
Inspector of Record (IOR)/ Project Inspector (PI) is the individual retained by
the District in accordance with Title 24 of the California Code of Regulations and who will be
assigned to the Project
1.1.29
Notice of Non-Compliance (DSA Form 154) is a document issued by the
Inspector if there is a deviation from the DSA approved Plans, Specifications, and Change Orders.
See Article 7.1.2.
1.1.30
Payment Application or Certificate of Payment is the Contractor’s certified
representation of the actual level of Work performed on the Project. Payment Applications are
sometimes also called “Certificate of Payment”, “Request for Payment”, “Payment Application”,
or similar terms, and shall follow the Schedule of Values that are approved by the Architect,
Inspector and District. See Article 9.3.
1.1.31
Project is the complete construction of the Work performed in accordance with
the Contract Documents.
1.1.32
Project Manual is the volume assembled for the Work which may include,
without limitation, the bidding requirements, sample forms, Conditions of the Contract, and
Specifications.
1.1.33
complete.”

Provide shall include “provide complete in place,” that is “furnish and install
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1.1.34
Punch List/ Punch Item/ Incomplete Punch Item is a list of minor repair items,
prepared after the issuance of a Certificate of Substantial Completion, by the Inspector and
Architect of Work required in order to complete the Contract Documents and ensure compliance
with the DSA Approved Plans so the Project may be Closed Out. Issuance of the Retention
Payment is dependent of the proper completion of the Punch List. See Article 9.9.
1.1.34.1
Contractor’s List of Punch Items is a list of minor repair items the
Contractor submits when the Contractor considers the Work Substantially Complete. Submission
of this List of Incomplete Punch Items is the Contractor’s representation that the Project is
Substantially Complete. See Article 9.9.1
1.1.35
Request for Information (RFI) is a written request prepared by the Contractor
requesting the Architect to provide additional information necessary to clarify or amplify an item
which the Contractor believes is not clearly shown or called for in the Drawings or Specifications,
or to address problems which have arisen under field conditions. See Article 7.4.
1.1.36
Request for Proposal (RFP) is a written request prepared by the Architect
(and/or CM) requesting the Contractor to submit to an estimate of the effect of a proposed change
on the Contract Price and (if applicable) the Contract Time. See Article 7.5.
1.1.37
Safety Orders are those issued by any city, county, state or federal agency
having jurisdiction over the Project.
1.1.38
Schedule is the Contractor’s view of the practical way in which the Work will be
accomplished. In this Agreement there is a requirement for a Baseline Schedule and regular
Schedule Updates that show all Work to be completed during the Contract Time and shall include
all items listed under Article 8.3.2.9.1. See Article 8 of the General Conditions.
1.1.39
Schedule of Values is a detailed breakdown of the Contract Price for each
Project, building, Phase of Work or Site as determined by the District. This Schedule of Values
shall adequately detail the price for the Work so Progress Payments Applications can be
meaningfully reviewed by the Inspector, Architect of Record, Engineer of Record, and District.
(See Article 9.2)
1.1.40
Separate Contracts are Contracts that the District may have with other
Contractors, vendors, suppliers, or entities to perform Work on the Project. This may include, but
is not limited to Multi-Prime Trade Contractors, furniture installers, testing agencies, clean-up
contractors, or network or low voltage contractors. Contractor shall plan for certain other
contractors that may also be working on the Project site and address these other contractors in
Contractor’s Schedule. See Article 6.
1.1.41
Site refers to the grounds of the Project as defined in the Contract Documents
and such adjacent lands as may be directly affected by the performance of the Work.
1.1.42
Specifications are that portion of the Contract Documents consisting of the
written requirements for material, equipment, construction systems, instructions, quality
assurance standards, workmanship, and performance of related services.
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1.1.43
Standards, Rules, and Regulations referred to are recognized printed standards
and shall be considered as one and a part of these Specifications within limits specified. Federal,
state and local regulations are incorporated into the Contract Documents by reference.
1.1.44
Stop Work Order, or an Order to Comply, is issued when either (1) the Work
proceeds without DSA approval; (2) the Work proceeds without a DSA Inspector of Record, or (3)
where DSA determines that the Work is not being performed in accordance with applicable rules
and regulations, and would compromise the structural integrity of the Project or would endanger
lives. If a Stop Work Order is issued, the Work in the affected area shall cease until DSA
withdraws the Stop Work Order. Pursuant to Education Code section 17307.5(b), the District
shall not be held liable in any action filed against the District for any delays caused by compliance
with the Stop Work Order
1.1.45
Subcontractor, as used herein, includes those having direct or indirect contracts
with Contractor and ones who furnished labor, material or services for a special design according
to Plans, Drawings, and Specifications of this Work.
1.1.46
Substantial Completion/ Substantially Complete(d) is not reached unless and
until each of the following three (3) conditions have been met: (1) all contractually required items
have been installed with the exception of only minor and Incomplete Punch List Items (See Article
9.9.1.1 ); (2) All Fire/Life Safety Systems have been installed, and are working and signed off on
the DSA Form 152 Inspection Card, and all building systems including mechanical, electrical and
plumbing are all functioning; and (3) the Project is fit for occupancy and its intended use. For the
purposes of this Contract, any references to Completion Date means Substantial Completion
Date.
1.1.47
Substitution is a change in product, material, equipment, or method of
construction from those required by the Construction Documents proposed by the Contractor. For
this Project, a Substitution is subject to the filing of a Construction Substitution Request Form at
the time of bid and meeting the requirements of Article 3.10.
1.1.48
Supplementary Conditions/ Supplementary General Conditions/ Special
Conditions are terms that are sometimes used interchangeably and refer to any additional
requirements or changes to the General Conditions as noted.
1.1.49
Surety is the person, firm, or corporation that executes as a bid bond, Payment
Bond or Performance Bond guarantor on the Contractor’s Bid, Contractor’s Performance on the
Contract and Payment of the Contractor’s Subcontractors, material suppliers, vendors and labor
on the Project. The Surety is bound to the same extent as the Contractor is bound once a Default
occurs. A default includes a Termination for Substantial Failure to Perform under Article 14, but
also includes any breach of Contract and is subject to the requirements and responsibilities as
set forth in the Performance Bond.
1.1.50
Work shall include all labor, materials, services and equipment necessary for
the Contractor to fulfill all of its obligations pursuant to the Contract Documents. It shall include
the initial obligation of any Contractor or Subcontractor who performs any portion of the Work, to
visit the Site of the proposed Work (a continuing obligation after the commencement of the Work),
to fully acquaint and familiarize itself with the conditions as they exist and the character of the
operations to be carried out under the Contract Documents, and make such investigation as it
may see fit so that it shall fully understand the facilities, physical conditions, and restrictions
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attending the Work under the Contract Documents. Each such Contractor or Subcontractor shall
also thoroughly examine and become familiar with the Drawings, Specifications, and associated
Contract Documents and bid documents before preparing and submitting any bid.
1.1.51
1.2

Workers include laborers, workers, and mechanics.

EXECUTION, CORRELATION AND INTENT
1.2.1

Correlation and Intent

1.2.1.1 Documents Complementary and Inclusive. The Contract Documents are
complementary and are intended to include all items required for the proper execution and
completion of the Work. All Contract Documents form the Contractor’s Contract with the District.
Any item of Work mentioned in the Specifications and not shown on the Drawings, or shown on
the Drawings and not mentioned in the Specifications, shall be provided by Contractor as if shown
or mentioned in both. The Contractor is bound to provide the Work complete and is under a legal
duty to carefully study Plans and schedule operations well ahead of time and identify
inconsistencies with the Plans and Specifications and call such inconsistencies to the attention of
the Architect or Registered Engineer through the Inspector under Section 4-343(b) of Title 24.
1.2.1.2
Work to be Complete. Contractor has thoroughly studied the
Contract Documents and understands that the District contracted with Contractor to provide a
complete Project which means complete systems and buildings. The entire set of Contract
Documents shows a complete Project and Contractor agrees that there are multiple disciplines
putting together a set of Contract Documents. Thus, if portions of a system are shown on some
Drawings and not others, this does not mean the Contractor is to only provide part of a system.
For example, if an air conditioning unit is shown on the mechanical Drawings, the plumbing for
the air conditioning is shown on another Drawing, and the electrical shown on the electrical
Drawings, the Contractor is to provide a complete and working air conditioning system. The only
time when an item is supplied incomplete is if the system is shown specifically as incomplete
since others will be completing the system. Work includes, but is not limited to materials,
workmanship, and manufacture of fabrication of components for the Project.
1.2.1.3
Coverage of the Drawings and Specifications. The Drawings and
Specifications generally describe the Work to be performed by Contractor. Generally, the
Specifications describe Work which cannot be readily indicated on the Drawings and indicate
types, qualities, and methods of installation of the various materials and equipment required for
the Work. It is not intended to mention every item of Work in the Specifications, which can be
adequately shown on the Drawings, or to show on the Drawings all items of Work described or
required by the Specifications even if they are of such nature that they could have been shown.
All materials or labor for Work, which is shown on either the Drawings or the Specifications (or is
reasonably inferable therefrom as being necessary to complete the Work), shall be provided by
the Contractor. The Contractor is responsible for the whole Project as contractually set forth as
the Contract Documents. It is intended that the Work be of sound, quality construction, and the
Contractor shall be responsible for the inclusion of adequate amounts to cover installation of all
items indicated, described, or implied in the portion of the Work to be performed by them.
1.2.1.4
Conflicts. In the event there is a discrepancy between the various
Contract Documents, it is intended that the more stringent, higher quality, and greater quantity of
Work shall apply.
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1.2.1.5
Conformance with Laws. Each and every provision of law required
by law to be inserted in this Contract shall be deemed to be inserted herein, and the Contract
shall be read and enforced as though it were included herein, even if through mistake or otherwise
any such provision is not inserted, or is not correctly inserted.
Before commencing any portion of the Work, Contractor shall check and
review the Drawings and Specifications for such portion for conformance and compliance with all
laws, ordinances, codes, rules and regulations of all governmental authorities and public and
municipal utilities affecting the construction and operation of the physical plant of the Project, all
quasi-governmental and other regulations affecting the construction and operation of the physical
plant of the Project, and other special requirements, if any, designated in the Contract Documents.
Such checking shall include review of Title 24 of the California Code of Regulations, California
Building Code, local utility, local water connection, local grading and all other applicable agencies.
In the event Contractor observes any violation of any law, ordinance, code, rule or regulation, or
inconsistency with the Contract Documents, Contractor shall, within five (5) days, notify the
Inspector, Architect and District in writing of same and shall ensure that any such violation or
inconsistency shall be corrected in the manner provided hereunder prior to the construction of
that portion of the Project. (See Title 24 Section 4-343)
The Contractor shall bear all expenses of correcting Work done contrary to
said laws, ordinances, rules, and regulations if the Contractor performed same (1) without first
consulting the Architect for further instructions regarding said Work or (2) disregarded the
Architect’s instructions regarding said Work.
1.2.1.6
Ambiguity and Inconsistency. Before commencing any portion of the
Work, Contractor shall carefully examine all Drawings and Specifications and other information
given to Contractor as to materials and methods of construction and other Project requirements.
Prior to commencing any portion of the Work, Contractor shall notify Architect and District in
writing of any perceived or alleged error, inconsistency, conflict, ambiguity, or lack of detail or
explanation in the Drawings and Specifications in the manner provided herein. If the Contractor
or its Subcontractors, material or equipment suppliers, or any of their officers, agents, and
employees performs, permits, or causes the performance of any Work under the Contract
Documents, which it knows or should have known to be in error, inconsistent, or ambiguous, or
not sufficiently detailed or explained, Contractor shall bear any and all costs arising therefrom
including, without limitation, the cost of correction thereof without increase or adjustment to the
Contract Price or the time for performance. Contractor shall maintain an adequate inspection
system and perform personal observations and review work and pre-plan the project to ensure
the Work performed under the Contract conforms to Contract requirements. Contractor shall
maintain records of such review and observation to ensure strict compliance with the terms of the
Contract.
1.2.1.7
Typical Parts and Sections. Whenever typical parts or sections of
the Work are completely detailed on the Drawings, and other parts or sections which are of the
same construction are shown in outline only, the complete or more detailed shall apply to the
Work which is shown in outline.
1.2.1.8
Dimensions. Dimensions of Work shall not be determined by scale
or rule. Figured dimensions shall be followed at all times. If figured dimensions are lacking on
Drawings, Architect shall supply them on request. The Architect’s decisions on matters relating
to aesthetic effect will be final.
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1.2.2

Addenda and Deferred Approvals

1.2.2.1
Addenda are the changes in Specifications, Drawings, Contract
Documents, and Plans which have been authorized in writing by the District or Architect, and
which alter, explain, or clarify the Contract Documents. Addenda shall govern over all other
Contract Documents. Subsequent addenda issued shall govern over prior addenda unless
otherwise specified in the addenda.
1.2.2.2
Deferred Approvals. Deferred Approvals are Submittals that are
reviewed by the Architect (or Engineer of Record) and submitted to DSA for approval based on
thorough detailing of manufacturer and Project specific design. See Article 3.9.1 and 3.9.3. The
Deferred Approval item cannot be fully detailed on the originally approved Drawings or
Specifications because of variations in product design and manufacture. Contract Documents
which require Deferred Approval items are meant to be for illustration purposes only. Approval of
Plans for such a portion of the Work may be deferred until the material suppliers and
Subcontractors are selected. All Deferred Approvals are noted in the Plans and Specifications.
Contractor is responsible for all Deferred Approval requirements set forth in the Contract
Documents. Contractor is responsible to comply with all laws, building codes, Title 24 and
regulations necessary to obtain all necessary approvals, including those required from the
Division of the State Architect (“DSA”) and the State Fire Marshall. Contractor shall not be granted
an extension of time for failure to plan, schedule for and obtain necessary approvals. Contractor
shall Schedule all Deferred Approval items in the Baseline Schedule and Schedule Updates under
Article 3.9.6
1.2.3

Specification Interpretation

1.2.3.1
Titles. The Specifications are separated into titled sections for
convenience only and not to dictate or determine the trade or craft involved.
1.2.3.2
As Shown, Etc. Where “as shown,” “as indicated,” “as detailed,” or
words of similar import are used, reference is made to the Drawings accompanying the
Specifications unless otherwise stated. Where “as directed,” “as required,” “as permitted,” “as
authorized,” “as accepted,” “as selected,” or words of similar import are used, the direction,
requirement, permission, authorization, approval, acceptance, or selection by Architect is
intended unless otherwise stated.
1.2.3.3
General Conditions. The General Conditions and Supplementary
General Conditions are a part of the Contract Documents which further defines and refines the
Contract entered between the Contractor and District.
1.2.3.4
Abbreviations. In the interest of brevity, the Specifications are
written in an abbreviated form and may not include complete sentences. Omission of words or
phrases such as “Contractor shall,” “shall be,” etc., are intentional. Nevertheless, the requirements
of the Specifications are mandatory. Omitted words or phrases shall be supplied by inference in
the same manner as they are when a “note” occurs on the Drawings. In the interest of brevity, the
Contract Documents frequently omit modifying words such as “all” and “any” and articles such as
“the” and “an,” but the fact that a modifier or an article is absent from one statement and appears
in another is not intended to affect the interpretation of either statement.

Murrieta Elementary School – Interim Housing
Murrieta Valley Unified School District

ARTICLE 1: Definitions
Page 9

GENERAL CONDITIONS
1.2.3.5
Plural. Words in the singular shall include the plural whenever
applicable or the context so indicates.
1.2.3.6
Metric.
The Specifications may indicate metric units of
measurement as a supplement to U.S. customary units. When indicated thus: 1” (25 mm), the
U. S. customary unit is specific, and the metric unit is nonspecific. When not shown with
parentheses, the unit is specific. The metric units correspond to the “International System of
Units” (SI) and generally follow ASTM E 380, “Standard for Metric Practice.”
1.2.3.7
Standard Specifications. Any reference to standard specifications
of any society, institute, association, or governmental authority is a reference to the organization’s
standard specifications, which are in effect at the date of the Contractor’s proposal unless directed
otherwise. If applicable specifications are revised prior to completion of any part of the Work, the
Contractor may, if acceptable to Architect, perform such Work in accordance with the revised
specifications. The standard specifications, except as modified in the Specifications for the
Project, shall have full force and effect as though printed in the Specifications. Architect will
furnish, upon request, information as to how copies of the standard specifications referred to may
be obtained.
1.2.4

Rules of Document Interpretation
1.2.4.1 In the event of conflict within the Drawings, the following rules shall apply:
a.

General Notes, when identified as such, shall be incorporated into
other portions of Drawings.

b.

Schedules, when identified as such, are complementary with other
notes and other portions of Drawings including those identified as
General Notes.

c.

Larger scale Drawings shall take precedence over smaller scale
Drawings.

d.

At no time shall the Contractor base construction on scaled
Drawings.

1.2.4.2
installation procedures.

Specifications shall govern as to materials, workmanship, and

1.2.4.3
If Contractor observes that Drawings and Specifications are in
conflict, Contractor shall, prior to commencing work, notify the Architect in writing for the purposes
of obtaining an interpretation of the Contact Documents.
1.2.4.4
shall be as follows:

In the case of conflict or inconsistencies, the order of precedence
a.

General Conditions
Specifications.
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1.3

b.

Supplemental
Conditions.

Conditions

take

precedence

over

General

c.

The Agreement Form shall take precedence over the Supplemental
Conditions.

d.

In the case of disagreement or conflict between or within
Specifications, and Drawings, the more stringent, higher quality,
and greater quantity of Work shall apply.

e.

Addenda shall take precedence over Drawings and Specifications.

f.

General Conditions shall take precedence over Addenda.

g.

Drawings and Specifications take precedence over the Soils
Report.

OWNERSHIP AND USE OF ARCHITECT’S DRAWINGS, SPECIFICATIONS AND
OTHER DOCUMENTS

The Drawings, Specifications, and other Contract Documents for the Project are the
property of the District and/or Architect pursuant Contract requirements between the District and
Architect. The Contractor may retain one Contract record set. Neither the Contractor nor any
Subcontractor, or material or equipment supplier shall own or claim a Copyright in the Drawings,
Specifications, and other documents prepared by the Architect. All copies except the Contractor’s
record set, shall be returned or properly accounted for upon completion of the Work. The
Drawings, Specifications, and other documents prepared by the Architect, and copies thereof
furnished to the Contractor are not to be used by the Contractor or any Subcontractor, Subsubcontractor, or material or equipment supplier on other projects or for additions to this Project
outside the scope of the Work. The District and/or Architect hereby grants the Contractor,
Subcontractors, Sub-subcontractors, and material or equipment suppliers a limited license to use
applicable portions of the Drawings, Specifications, and other documents prepared for the Project
in the execution of their Work under the Contract Documents. Submittal or distribution to meet
official regulatory requirements or for other purposes in connection with this Project is not to be
construed as publication in derogation of the District’s property interest or other reserved right.
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ARTICLE 2
DISTRICT
2.1

INFORMATION AND SERVICES REQUIRED OF THE DISTRICT
2.1.1

Site Survey

The District will furnish, at its expense, a legal description of the Site and a land
survey showing the boundaries of the Site. Contractor shall be responsible for all surveys
regarding location of construction, grading and site work.
2.1.2

Soils

When required by the scope of the Project, the District will furnish, at its expense,
the services of geotechnical engineers or consultants when reasonably required and deemed
necessary by the Architect or as required by local or state codes. Such services, with written
reports and appropriate written professional recommendations, may include test boring, test pits,
soil bearing values, percolation tests, air and water pollution tests, and ground corrosion and
resistivity tests, including necessary operations for determining subsoil, air, and water conditions.
2.1.3

Soils Report Part of the Contract Documents: Contractor Reliance

A soils investigation report has been obtained from test holes at the Site, and such
report is incorporated into this Contract and made available for the Contractor’s use in preparing
its bid and Work under this Contract. Where the Plans and Specifications are more specific and
provide more significant structure, systems, reinforcing, thicknesses, or construction methods, the
Drawings shall control over the soils report. The soils report is available at the Architect’s office
for review and it is Contractor’s responsibility to ensure that Contractor has reviewed the soils
investigation report. Any information obtained from such report or any other information given on
Drawings as to subsurface soil condition or to elevations of existing grades or elevations of
underlying rock is approximate only. If, during the course of Work under this Contract, Contractor
encounters subsurface conditions which differ materially from those indicated in the soils report,
then Contractor shall notify the District within five (5) calendar days of discovery of the condition,
and changes to the Contract Price may be made in accordance with Article 7 entitled “Changes
in the Work.” Contractor agrees that no claim against District will be made by Contractor for
damages and hereby waives any rights to damages in the event the Contractor fails to notify
District within the five-day period mentioned above.
WARNING: DISTRICT DOES NOT WARRANT THE SOILS AT THE PROJECT
SITE. CONTRACTOR HAS REVIEWED AND IS FAMILIAR WITH THE
REQUIREMENTS OF THE SOILS INVESTIGATION REPORT. CONTRACTOR
UNDERSTANDS THAT PLANS, DRAWINGS AND SPECIFICATIONS
SUPERSEDE THE SOILS REPORT IF THERE ARE CONFLICTS. FURTHER,
IN ADDITION TO THE INFORMATION IN THE SOILS REPORT, CONTRACTOR
HAS CONDUCTED AN INDEPENDENT INVESTIGATION OF THE PROJECT
SITE AND THE SOILS CONDITIONS OF THE SITE. DISTRICT DOES NOT
WARRANT THE SOILS CONDITIONS OF THE SITE AND CONTRACTOR IS
FULLY RESPONSIBLE TO ASCERTAIN SITE CONDITIONS FOR THE
PURPOSES OF DETERMINING CONSTRUCTION MEANS AND METHODS
PRIOR TO COMMENCING CONSTRUCTION.
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2.1.4

Utilities

2.1.4.1
Location of Point of Connection. The locations shown for the point
of connection are approximate. It shall be the responsibility of the Contractor to determine the
exact location of all service connections.
2.1.4.2
Regional Notification Center. Contractor, except in an emergency,
shall contact the appropriate regional notification center at least two (2) business days prior to
commencing any excavation if the excavation will be conducted in an area or in a private
easement which is known, or reasonably should be known, to contain subsurface installations
other than the underground facilities owned or operated by the District, and obtain an inquiry
identification number from that notification center. See Government Code section 4216.3. No
excavation shall be commenced and carried out by the Contractor unless such an inquiry
identification number has been assigned to the Contractor or any Subcontractor of the Contractor
and the District has been given the identification number by the Contractor. Any damages arising
from failure to make appropriate regional notification shall be at the sole risk of Contractor.
Contractor shall solely be responsible for any fines, penalties or damages for violation of this
Article and Government Code section 4216.6 or 4216.7. Any delays caused by failure to make
appropriate regional notification shall be at the sole risk of Contractor and shall not be considered
for extension of time pursuant to Article 8.4.
2.1.4.3
Utilities - Removal and Restoration. The District has endeavored to
determine the existence of utilities at the Site of the Work from the records of the District of known
utilities in the vicinity of the Work. The positions of these utilities as derived from such records are
shown in the Contract Documents. Thus, the locations of the main or trunklines located on the
Drawings are approximate locations and not exact.
No excavations were made to verify the locations shown for underground
utilities. Other than the main or trunkline, which the District has endeavored to locate on the Plans,
service connections or laterals to these utilities may not be shown on the Plans. It shall be the
responsibility of the Contractor to determine the exact location of all service connections. The
Contractor shall make its own investigations, including exploratory excavations, to determine the
locations and type of service connections, prior to commencing work which could result in damage
to such utilities. The Contractor shall immediately notify the District’s representative as to any
utility main or trunkline discovered by Contractor in a different position than provided by the
Regional Notification Center. With respect to main or trunklines, Contractor is to immediately
notify District if the location is substantially different than as shown in the Contract Documents.
Contractor shall coordinate its Work with all utilities, including, but not
limited to electricity, water, gas and telephone and meet with said utilities prior to the start of any
work. Contractor shall show timing of all utility coordination activities under the Scheduling
requirements of Article 8.
2.1.4.4
Other Utilities. In case it should be necessary to remove, relocate,
or temporarily maintain a utility because of interference with the Work, the work on the utility shall
be performed and paid for as follows:
When it is necessary to remove, relocate or temporarily maintain a service
connection, the cost of which is not required to be borne by the owner of the service connection,
the Contractor shall bear all expenses incidental to the work on the service connection. The work
Murrieta Elementary School – Interim Housing
Murrieta Valley Unified School District

ARTICLE 2: District
Page 13

GENERAL CONDITIONS
on the service connection shall be done in a manner satisfactory to the owner thereof; it being
understood that the owner of the service connection has the option of doing such work with his
own forces or permitting the work to be done by the Contractor.
When it is necessary to remove, relocate, or temporarily maintain a utility
which is in the position shown on the Plans, the cost of which is not required to be borne by the
owner thereof, the Contractor shall bear all expenses incidental to the work on the utility. The
work on the utility shall be done in a manner satisfactory to the owner thereof; it being understood
that the owner of the utility has the option of doing such work with his own forces or permitting the
work to be done by the Contractor.
When it is necessary to remove, relocate, or temporarily maintain a utility
which is not shown on the Plans or is in a position different from that shown on the Plans and
were it in the position shown on the Plans would not need to be removed, relocated, or temporarily
maintained, and the cost of which is not required to be borne by the owner thereof, the District
will make arrangements with the owner of the utility for such work to be done at no cost to the
Contractor, or will require the Contractor to do such work in accordance with Article 7 or will make
changes in the alignment and grade of the Work to obviate the necessity to remove, relocate, or
temporarily maintain the utility. Changes in alignment and grade will be ordered in accordance
with Article 7 herein.
No representations are made that the obligations to move or temporarily
maintain any utility and to pay the cost thereof is or is not required to be borne by the owner of
such utility, and it shall be the responsibility of the Contractor to investigate to find out whether
said cost is required to be borne by the owner of the utility.
The right is reserved to governmental agencies and to owners of utilities to
enter at any time upon any street, alley, right-of-way, or easement for the purpose of making
changes in their property made necessary by the Work and for the purpose of maintaining and
making repairs to their property.
2.1.5

Existing Utility Lines; Removal, Relocation

2.1.5.1
Main or Trunkline Facilities. If the Contractor while performing the
Contract discovers utility facilities not identified in the Contract Documents, Contractor shall notify
the District and utility in writing prior to commencing work.
The owner of the public utility shall have the sole discretion to perform
repairs or relocation work or permit the Contractor to do such repairs or relocation work at a
reasonable price.
The Contractor shall exercise reasonable care and shall be compensated
by the District for the actual verified field costs of locating, and removing, relocating, protecting or
temporarily maintaining such main or trunkline utility facilities located in a substantially different
location than in the Plans and Specifications, and for equipment in use on the project necessarily
idled during such work. This Work shall be performed in accordance with Article 7 of these
General Conditions.
2.1.5.2
Assessment. Nothing in these subparagraphs shall be deemed to
require the District to indicate the presence of existing service laterals or appurtenances whenever
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the presence of such utilities on the Site can be inferred from the presence of other visible
facilities, such as buildings, or meter junction boxes on or adjacent to the Site and could be
inferred from the Main or Trunkline shown on the Drawings.
2.1.5.3
Notification. If the Contractor, while performing Work under this
Contract, discovers utility facilities not identified by the District in the Contract Documents.
Contractor shall, within five (5) days, notify the District and the utility in writing. If Contractor fails
to notify the District within forty eight hours after discovery of any utility facilities not identified by
District in the Contract Documents, Contractor waives all rights to be compensated for any extra
Work or damages resulting from such discovered utilities.
2.1.6

Easements

District shall secure and pay for easements for permanent structures or permanent
changes in existing facilities, if any, unless otherwise specified in the Contract Documents.
2.2

DISTRICT’S RIGHT TO CARRY OUT THE WORK DUE TO PARTIAL DEFAULT IN A
SPECIFIC SEGREGATED AREA OF WORK (48 HOUR NOTICE TO CURE AND
CORRECT)

If the Contractor Defaults or neglects to carry out the Work in accordance with the Contract
Documents, the District may provide forty-eight (48) hour written notice to cure (a shorter period
of time in the case of Emergency or a critical path delay as defined in Article 2.2.1) Contractor’s
Partial Default in a specific segregated area of work. The District’s right to issue a Partial Default
of the Contractor’s Work and take over that segregated area of Work includes, but is not limited
to:
1.

Failure to supply adequate workers on the entire Project or any part thereof;

2.

Failure to supply a sufficient quantity of materials;

3.

Failure to perform any provision of this Contract;

4.

Failure to comply with safety requirements, or due to Contractor is creation of an
unsafe condition;

5.

Cases of bona fide emergency;

6.

Failure to order materials in a timely manner;

7.

Failure to prepare Deferred Approval items or Shop Drawings in a timely manner;

8.

Failure to comply with Contractor’s Baseline or Update Schedule, meet critical
Milestones which would result in a delay to the critical path, or delay the Contract
Time;

9.

Failure to comply with the Subletting and Subcontracting Fair Practices, Public
Contract Code section 4100, et seq.

10.

Failure to meet the requirements of the Americans with Disabilities Act;
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11.

Failure to complete Punch List work;

12.

Failure to proceed on an Immediate Change Directive

13.

Failure to correct a Notice of Deviation

If during the forty eight (48) hour period, the Contractor fails to Cure and correct the
deficiency noted in the 48 hour notice of Partial Default with diligence and promptness, the District
may correct such deficiencies without prejudice to other remedies the District may have, including
a Termination for Cause as set forth in Article 14. If there are inadequate funds remaining the
Project balance or in the Retention Escrow to address at least 150% of the costs set forth in the
Article 2.2 notice, the District may copy the Surety on the written notice of Partial Default. If a
notice to the Surety is provided, except in the cases of emergency or critical path delay, the Surety
has the option to take over and complete the Work described in the written notice if Surety
personally delivers notice to District that it intends to perform such work. In the case where written
notice has been provided, the District shall allow Surety seven (7) days to perform the Work.
2.2.1

Service of Notice of Partial Default with Right to Cure

A written notice of Partial Default and right to cure under Article 2.2 (“Article 2.2
Notice” or “Notice of Partial Default”) shall be served by e-mail (with a copy provided by regular
mail) to the e-mail address provided on the Bid submitted and copied to the Project
Superintendent.
2.2.2

Shortened Time for Partial Default in the Case of Emergencies.

In an Emergency situation, the District may correct any of the deficiencies
described in Article 2.2 without prejudice to other remedies by providing service of written notice
of Emergency requiring a shortened time for Partial Default specifying the time given to cure, if
any.
2.2.3

Shortened Time for Partial Default in the Case of Critical Path Delay

In the case of critical path delay, the District may correct any of the deficiencies
described in Article 2.2 without prejudice to other remedies providing service of written notice of
critical path delay to the Contractor with a specific description of the critical path delay items noting
the line item or area of Work that is on the critical path and prescribe the length of shortened time
to cure, if any.
2.2.4

Written Notice of Partial Default to be Deducted by Deductive Change Order

The District shall have the right to determine the reasonable value of the Article
2.2 Partial Default Work, or if there is an actual value for the Work, shall use that value and issue
a Deductive Change Orders under Article 7.7.4.
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ARTICLE 3
THE CONTRACTOR
3.1

SUPERVISION AND CONSTRUCTION PROCEDURES
3.1.1

Contractor

The Contractor shall continually supervise and direct the Work using the
Contractor’s best skill and attention. The Contractor shall be solely responsible for and have
control over construction means, methods, techniques, sequences, procedures; and shall
coordinate all portions of the Work under the Contract, unless the Contract Documents give other
specific instructions concerning these matters. The Contractor shall not perform the Work without
utilizing the Contract Documents or, where required, approved Submittals, Shop Drawings, or
samples for any such portion of the Work. If any of the Work is performed by contractors retained
directly by the District, Contractor shall be responsible for the coordination and sequencing of the
work of those other contractors so as to avoid any impact on the Project Schedule pursuant to
the requirements of Article 6 and Article 8. Specific duties of the Contractor shall include those
set out in Section 43 of Title 21 of the California Code of Regulations and Section 4-343 of Title
24 of the California Code of Regulations. These duties include, but are not limited to the following:
3.1.1.1 Responsibilities. It is the duty of the Contractor to complete the Work
covered by his or her Contract in accordance with the approved Plans and Specifications. The
Contractor in no way is relieved of any responsibility by the activities of the Architect, Engineer,
Inspector or DSA in the performance of their duties.
3.1.1.2 Performance of the Work. The Contractor shall carefully study the
approved Plans and Specifications and shall plan its schedule of operations well ahead of time.
If at any time it is discovered that work is being done which is not in accordance with the approved
Plans and Specifications, the Contractor shall correct the Work immediately.
3.1.2

Contractor Responsibility to Study the Plans and Specifications

All inconsistencies or timing or sequences which appear to be in error in the Plans
and
Specifications shall promptly be called to the attention of the Architect or, Engineer, for
interpretation or correction. Local conditions which may affect the structure shall be brought to
the Architect’s attention at once. In no case, shall the instruction of the Architect be construed to
cause work to be done which is not in conformity with the approved Plans, Specifications, change
orders, construction change documents, and as required by law. (See Title 24, Section 4-343)
3.1.3

All Work Under the Direction of Inspector

Pursuant to Title 24 requirements, the Contractor shall not carry on Work except
with the knowledge of the Inspector. (See Title 24 generally)
3.1.4

Contractor to Establish Timing and Protocol with Inspector

Contractor shall establish a protocol for requesting inspection with Inspector so as
to not delay the Work and provide adequate time for the Inspector to perform inspection. If such
a protocol is not established ahead of time, Inspector may utilize the time criteria set by Title 24
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of 48 hours in advance of submitting form DSA 156 for each new area. DSA requirements under
PR 13-01 specifically gives the Special Inspector fourteen (14) days to post to the DSA website.
Contractor is responsible for delays and for failure to plan.
For some Projects, there may be a need to incrementally install certain assemblies.
It is up to Contractor to identify areas and assemblies that may be constructed incrementally.
Contractor must identify and establish incremental areas of construction and establish protocols
with Inspector for DSA 152 approvals so they may be presented to DSA. See PR-13 item 1.17
for further discussion.
3.1.5

Verified Reports

The Contractor shall make and submit to the office from time to time, verified
reports as required in Title 24 Section 4-366. As part of the Close-Out of the Project (see Article
9.9), Contractor shall be required to execute a Form 6-C as required under Title 24 Sections 4343.
Contractor shall fully comply with any and all reporting requirements of Education
Code sections 17315, et seq., in the manner prescribed by Title 24, as applicable.
3.1.6

Contractor Responsibility

The Contractor shall be responsible to the District for acts and omissions of the
Contractor’s employees, Subcontractors, material and equipment suppliers, and their agents,
employees, invitees, and other persons performing portions of the Work under direct or indirect
contract with the Contractor or any of its Subcontractors.
3.1.7

Obligations not Changed by Architect’s Actions

The Contractor shall not be relieved of obligations to perform the Work in
accordance with the Contract Documents either by activities or duties of the Architect in the
Architect’s administration of the Contract or by tests, inspections, or approvals required or
performed by persons other than the Contractor.
3.1.8

Acceptance/Approval of Work

The Contractor shall be responsible to determine when any completed portions of
the Work already performed under this Contract or provided pursuant to Article 6 are suitable to
receive subsequent Work thereon.
3.2

SUPERVISION
3.2.1

Full Time Supervision

Unless personally present on the Project site where the Work is being performed,
the Contractor shall keep on the Work at all times during its progress a competent, English
speaking construction Superintendent satisfactory to the District. The Superintendent shall be
present on a full-time basis, shall be dedicated exclusively to the Project and shall not share
superintendency duties with another project or job. The Superintendent shall not be replaced
except with written consent of the District. The Superintendent shall represent the Contractor in
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its absence and shall be fully authorized to receive and fulfill any instruction from the Architect,
the Inspector, the District or any other District Representative (including CM in the cases where
the District has a CM representative). All Requests for Information shall be originated by the
Superintendent and responses thereto shall be given to the Superintendent. No Work shall begin
on any day by any Subcontractor or other person on the Project site until the Superintendent has
arrived, or shall any Work continue during the day after the Superintendent has departed from the
Project site. The Superintendent shall have authority to bind Contractor through the
Superintendent’s acts. The Superintendent shall represent the Contractor, and communications
given to the Superintendent shall be binding on the Contractor. Before commencing the Work,
Contractor shall give written notice to District (and CM representative) and Architect of the name
and a Statement of Qualifications of such superintendent. Superintendent shall not be changed
except with written consent of District, unless a superintendent proves to be unsatisfactory to
Contractor and ceases to be in its employ, in which case, Contractor shall notify District and
Architect in writing. Contractor shall provide a replacement superintendent approved by the
District prior to performing additional work.
3.2.2

Staff

Notwithstanding other requirements of the Contract Documents, the Contractor
and each Subcontractor shall: (1) furnish a competent and adequate staff as necessary for the
proper administration, coordination, supervision, and superintendence of its portion of the Work;
(2) organize the procurement of all materials and equipment so that the materials and equipment
will be available at the time they are needed for the Work; and (3) keep an adequate force of
skilled and fit workers on the job to complete the Work in accordance with all requirements of the
Contract Documents.
3.2.3

Right to Remove

District shall have the right, but not the obligation, to require the removal from the
Project of any superintendent, staff member, agent, or employee of any Contractor,
Subcontractor, material or equipment supplier.
3.3

LABOR AND MATERIALS
3.3.1

Contractor to Provide

Unless otherwise provided in the Contract Documents, the Contractor shall provide
and pay for labor, material, equipment, tools, construction equipment and machinery, water, heat,
air conditioning, utilities, transportation, and other facilities, services and permits necessary for
proper execution and completion of the Work whether temporary or permanent and whether or
not incorporated or to be incorporated in the Work.
3.3.2

Quality

Unless otherwise specified, all materials and equipment to be permanently
installed in the Project shall be new and shall be of the highest quality or as specifically stated in
the Contract Documents. The Contractor shall, if requested, furnish satisfactory evidence as to
kind and quality of all materials and equipment within ten (10) days of a written request by the
District, including furnishing the District with bona fide copies of invoices for materials or services
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provided on the Project. All labor shall be performed by workers skilled in their respective trades,
and shall be of the same or higher quality as with the standards of other school construction.
3.3.3

Replacement

Any work, materials, or equipment, which do not conform to these requirements or
the standards set forth in the Contract Documents, may be disapproved by the District, in which
case, they shall be removed and replaced by the Contractor at no additional cost or extension of
time to the District.
3.3.4

Discipline

The Contractor shall enforce strict discipline and good order among the
Contractor’s and Subcontractor’s employees, and other persons carrying out the Contract. The
Contractor shall not permit employment of unfit persons or persons not skilled in tasks assigned
to them. As used in this subsection, “unfit” includes any person who the District concludes is
improperly skilled for the task assigned to that person, who fails to comply with the requirements
of this article, or who creates safety hazards which jeopardize other persons and/or property.
3.3.5
Fingerprinting (Applicable at the time Project is Occupied and on all Projects
where Workers will come in Contact with Pupils, such as Modernization Projects)
If applicable, Contractor shall comply with the applicable provisions of Education
Code section 45125.1 in a method as determined by the District. Pursuant to Education Code
section 45125.1, Contractor shall either conduct criminal background checks of all employees of
Contractor assigned to the Project site, and shall certify that no employees who have been
convicted of serious or violent felonies, as specified in Education Code section 45125.1, will have
contact with pupils, by utilizing the Certification Regarding Background Checks and the
corresponding Attachment “A” as found in the Contract Documents or shall be separated by a
physical barrier from students.
If it is determined that Contractor must provide certification of employees, as part
of such certification, Contractor must provide the District with a list of all employees providing
services pursuant to this Agreement, and designate which sites such employees will be assigned.
In performing the services set forth in this Agreement, Contractor shall not utilize any employees
who are not included on the above-referenced list.
At District’s sole discretion, District may make a finding, as authorized under
Education Code section 45125.1, that Contractor’s employees will have only “limited contact” with
pupils. Contractor’s failure to comply with this law shall be considered a material breach of this
Agreement upon where this Agreement may be terminated, at District’s sole discretion, without
any further compensation to Contractor.
In the case of new construction Projects where there are no students, if the Project
Schedule provides for Beneficial Occupancy or portions of the Project or if the Project should be
delayed, then Contractor, at no additional costs, shall meet the requirements of either
fingerprinting or providing a physical barrier as required by the District.
3.3.6

Noise, Drugs, Tobacco, and Alcohol
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Contractor shall take all steps necessary to insure that employees of Contractor or
any of its Subcontractors’ employees do not use, consume, or work under the influence of any
alcohol, tobacco or illegal drugs while on the Project. Contractor shall further prevent any of its
employees or its Subcontractor employees from playing any recorded music devices or radios or
wearing any radio headphone devices for entertainment while working on the Project. Likewise,
Contractor shall prevent its employees or Subcontractor’s employees from bringing any animal
onto the Project. Contractors shall not violate any written school policies.
3.3.7

Delivery of Material

Contractor shall place orders for materials or equipment so that the Work may be
completed in accordance with the Construction schedule for the Work as set forth in Article 8 of
this Agreement. Contractor shall, upon demand from the Architect, furnish to the Architect
documentary evidence including, but not limited to purchase orders, invoices, bills of materials,
work orders and bills of lading, showing that orders have been placed. Contractor shall have a
system to receive materials and to ensure that the proper materials are being delivered, including
in the case of critical materials to the Project, checking the delivery against Shop Drawings and
ensuring that the materials meet the requirements of not only the Plans and Specifications, but
also the approved Shop Drawings and Submittals and in conformance with Contractor’s plan for
delivery of materials (including but not limited to Contractor’s representations in the Schedules for
the Project and Contractor’s equipment and materials schedule under Article 3.7.2.2). Contractor
shall be responsible for all costs of accepting non-conforming materials delivered to the Project
given Contractor’s responsibilities and system for acceptance of deliveries. Contractor shall notify
Inspector and District Representative (including CM) as early as possible, in writing, of the delivery
of materials for the Project. The deliveries shall include documentation identifying the shipment
sufficiently so that the Inspector, Architect or District Representative (including CM) may review
the materials that are received. Under no circumstances shall materials be delivered to the
Project site that are meant for another Project.
3.3.8

Liens and Other Security Interests of Subcontractors and Material Suppliers

No material, supplies, or equipment for the Work shall be purchased subject to any
chattel mortgage or under a conditional sale or other agreement by which an interest therein or
in any part thereof is retained by seller or supplier. Contractor warrants good title to all material,
supplies, and equipment installed or incorporated in Work and agrees upon completion of all Work
to deliver premises, together with all improvements and appurtenances constructed or placed
thereon by it, to District free from any claims, security interests, liens, or charges. Contractor
further agrees that neither it nor any person, firm, or corporation furnishing any materials or labor
for any Work covered by this Contract shall have any right to place a lien upon the premises or
any improvement or appurtenance thereof, except that Contractor may install metering devices
or other equipment of a utility company or political subdivision, title to which is commonly retained
by the utility company or political subdivision. In event of installation of any such metering device
or equipment, Contractor shall advise District as to its owner within five (5) days of such
installation in writing, prior to making the installation.
Contractor agrees to indemnify, defend and hold the District harmless from any
liens, stop notices, or assertion of security interests, including judgments and levies. If after
written notice Contractor fails to address the lien, stop notice, or other security interest, the District
may proceed to address the lien, stop notice or claim and seek reimbursement from Contractor.
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3.3.9

Title to Materials

The title to new materials or equipment for the Work of this Contract shall remain
with Contractor until incorporated in the Work of this Contract until final acceptance of the Project;
no part of said materials shall be removed from its place of storage, and Contractor shall keep an
accurate inventory of all said materials and equipment in a manner satisfactory to the District or
its authorized representative. Responsibility for materials remains with Contractor and Contractor
shall replace materials in case of loss. District similarly may pay for materials stored off site, but
Contractor shall remain responsible for the materials that are stored off site.
3.3.10

Assemblies

For all material and equipment specified or indicated in the Drawings, the
Contractor shall provide all labor, materials, equipment, and services necessary, (including
engineering as specifically required with Shop Drawings or Deferred Approvals) for complete
assemblies and complete working systems. Incidental items not indicated on the Drawings, nor
mentioned in the Specifications, that can legitimately and reasonably be inferred to belong to the
Work described, or be necessary in good practice to provide a complete assembly or system,
shall be furnished as though itemized in the Contract Documents in every detail. In all instances,
material and equipment shall be installed in strict accordance with each manufacturer’s most
recent published recommendations and Specifications.
3.3.11

Noise Control

The Contractor shall be responsible for the installation of noise reducing devices
on construction equipment. Contractor shall comply with the requirements of the city and county
having jurisdiction with regard to noise ordinances governing construction sites and activities.
Construction equipment noise is subject to the control of the Environmental Protection Agency’s
Noise Control Program (Part 204 of Title 40, Code of Federal Regulations). If school is in session
at any point during the progress of the Project, and, in the District’s reasonable discretion, the
noise from such Work disrupts or disturbs the students or faculty or the normal operation of the
school, at the District’s request, the Contractor shall schedule the performance of all such Work
around normal school hours or make other arrangements so that the Work does not cause such
disruption or disturbance. There are specific periods of testing at operational schools and it is
critical that Contractor control noise during periods of testing. In no event shall Contractor have
a right to receive additional compensation or an extension to the Contract time as a result of any
such rescheduling or the making of such arrangements. These controls shall be implemented
during site preparation and construction. All noise related issues, including school operations,
and noise during testing should be detailed in the Schedule provided pursuant to Article 8
3.4

WARRANTY

The Contractor warrants to the District and Architect that material and equipment furnished
under the Contract will be of the highest quality and new unless otherwise required or permitted
by the Contract Documents, that the Work will be free from defects not inherent in the quality
required or permitted, and that the Work will conform with the requirements of the Contract
Documents. Work not conforming to these requirements, including substitutions not properly
approved and authorized, may be considered defective. Contractor’s warranty to District includes,
but is not limited to, the following representations:
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3.4.1
In addition to any other warranties provided elsewhere, Contractor shall, and
hereby does, warrant all Work after the date of Notice of Completion of Work by District and shall
repair or replace any or all such Work, together with any other Work, which may be displaced in
so doing that may prove defective in workmanship or materials within a one (1) year period from
date of Final Completion which shall be no later than the final date of Punch List as noted at Article
9.11) without expense whatsoever to District, ordinary wear and tear, unusual abuse or neglect
excepted. District will give notice of observed defects with reasonable promptness. Contractor
shall notify District upon completion of repairs.
3.4.2
In the event of failure of Contractor to comply with above mentioned conditions
within one week after being notified in writing, District is hereby authorized to proceed to have
defects repaired and made good at expense of Contractor who hereby agrees to pay costs and
charges therefore immediately on demand.
3.4.3
If, in the opinion of the District, defective Work creates a dangerous condition
or requires immediate correction or attention to prevent further loss to the District, the District will
attempt to give the notice required by this Article. If the Contractor cannot be contacted or does
not comply with the District’s requirements for correction within a reasonable time as determined
by the District, the District may, notwithstanding the provisions of this article, proceed to make
such correction or attention which shall be charged against Contractor. Such action by the District
will not relieve the Contractor of the guarantee provided in this Article or elsewhere in this
Contract.
3.4.4
This Article does not in any way limit the guarantee on any items for which a
longer warranty is specified or on any items for which a manufacturer gives a guarantee for a
longer period. Contractor shall furnish District all appropriate guarantee or warranty certificates
upon completion of the project.
3.5

TAXES

Contractor will pay all applicable Federal, State, and local taxes on all materials, labor, or
services furnished by it, and all taxes arising out of its operations under the Contract Documents.
District is exempt from Federal Excise Tax, and a Certificate of Exemption shall be provided upon
request.
3.6

PERMITS, FEES AND NOTICES
3.6.1

Payment

The Contractor shall secure and pay for all permits and governmental fees,
licenses, and inspections necessary for proper execution and completion of the Work which are
necessary after execution of the Contract and are legally required by any authority having
jurisdiction over the Project, except those required by the Division of the State Architect (DSA).
District shall be responsible for all testing and inspection as required by the DSA on-site or within
the distance limitations set forth in Article 13.5.2, unless a different mileage range is specified in
the Supplemental Conditions.
3.6.1.1
DSA Fees. DSA policy is to charge CCD review fees for processing
and approval of changes in the Plans and Specifications through the Construction Change
Document process. Contractor is specifically directed to the current DSA IR A-30 which provides
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fee structure and charges that will be incurred for proceeding with respect to the CCD process, a
process that must be followed for each change in the Plans and Specifications.
3.6.2

Compliance

The Contractor shall comply with and give notices required by any law, ordinance,
rule, regulation, and lawful order of public authorities bearing on performance of the Work.
Specifically, the Division of State Architect provides State oversight of the Project and
enforcement of Title 24 rules and regulations. Contractor is directed to the DSA website. There
will be local governmental oversight from City, County or both. Finally, Regional Water Quality
Control Board, State Fire Marshall, local fire marshal, Department of Industrial Relations,
Department of Labor Standards Enforcement, and Air Quality Management District (Local and
State) are some of the agencies that provide oversight and may require specific permits, fees, or
provide oversight over the Project. Contractor represents understanding and specialized
knowledge of the rules governing school districts and Contractor shall maintain compliance over
the applicable rules and will file all documents required in order to ensure compliance with State,
local, and other rules that apply to the Project.
3.6.3

Responsibility

The Contractor shall perform all Work in conformance with every law, statute,
ordinance, building code, rule or regulation. The Contractor shall assume full responsibility for
such Work and shall bear the attributable cost of correction or project delay.
Pursuant to Title 24 Section 4-343(b):
“Contractor shall carefully study the approved Plans and Specifications and shall
plan a schedule of operations well ahead of time.... All inconsistencies or items
which appear to be in error in the Plans and Specifications shall be promptly called
to the attention of the architect or registered engineer, through the inspector, for
interpretation or correction.”
To help Contractor plan its operations, Contractor is directed to study the current version
of the DSA 152 Inspection Card Manual identifying the exact steps the Inspector is to follow in
the review and sign off process for the DSA 152. The DSA 152 Inspection Card Manual provides
specific detail as to the order of operations, review items and compliance items beyond the
Specifications and Plans which are reviewed for DSA compliance. The most current version of
this manual is located on DSA’s website.
Contractor is also specifically directed to the time periods for posting of Special Inspection
Reports and Inspector Notifications under DSA PR 13-01 since the timing of Inspection is not a
Governmental Entity related delay.
3.7

SUBMITTALS REQUIRED AT THE COMMENCEMENT OF THE PROJECT
3.7.1

Requirements Within Ten (10) Calendar Days
Within ten (10) calendar days after Notice to Proceed, Contract shall submit the

following:
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3.7.2

3.7.1.1

Detailed Schedule of Values (See Article 9.2)

3.7.1.2

Submittal Listing and Schedule for Submittals

3.7.1.3

Critical Path Baseline Schedule (See Article 8)

Requirements Within Thirty-Five (35) Calendar Days

Within thirty-five (35) calendar days after Notice to Proceed, Contractor shall
submit the following:
3.7.2.1
All Submittals for the Project except those specifically agreed upon
by District and Architect, in writing, and shall be specifically incorporated into the Submittal section
of the Schedule so as to not delay the Work. The agreement to allow a later Submittal does not
mean that Article 3.3.7 is waived. Contractor shall order materials and ensure prices are honored
and secured for the Project.
a.

Structural Steel may be included as a later Submittal than 35 days
if Structural Steel is a significant portion of the Work, at least one or
some of the Project is a structural steel structural system, or as
specifically agreed upon by the Architect or District.

b.

It is specifically agreed that submissions of structural steel
Submittals shall not be piecemeal (unless some portion is
requested separately by the District or Architect), shall provide
complete designs, shall be stamped by the structural steel
Subcontractor, Contractor, and structural steel Subcontractor’s
structural engineer at time of submission and as further addressed
in Article 3.9.

c.

In no case shall the submission of structural steel Drawings delay
the critical path for the schedule. If a Milestone is provided for
submission of complete structural steel Shop Drawings then the
date shall be no later than as set forth in the Milestone

3.7.2.2
Exceptions to Submittal Within Thirty-Five (35) Days by Written
Agreement. A written request detailing the specific reasons for a submission later than 35 days
due to complexity of design or non-critical path status of the Submittal shall be submitted at the
time the Baseline Schedule is submitted. The Baseline Schedule shall not include a delayed
Submittal until written agreement is provided. In addition to the request for providing a Submittal
after the thirty-five (35) day period, a copy of the Contract with the Subcontractor who shall be
performing the Submittal, a written statement from the Subcontractor verifying that work has
commenced on the Submittal and providing Subcontractor’s own schedule of Milestones and
completion dates, and a corresponding Submittal designation in the Schedule as required under
Article 8. Approval of a delayed Submittal shall not result in any increase in the Contract Price or
result in an extension of time for the completion of the Project.
3.7.2.3
Piecemeal Submissions of Submittals. Piecemeal Submittals mean
providing portions of Shop Drawings or Submittals as they are being completed. The submission
of piecemeal Submittals results in the appearance of a submission when there is inadequate
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information for the Architect or Engineer to adequately review a submission. Piecemeal differs
from submission of complete buildings or phases of buildings or complete assemblies. The
Architect may agree to allow submission of single buildings or areas as long as the Submittals
are complete. .
3.8

DOCUMENTS, SAMPLES, AND COMPUTER AT THE SITE

The Contractor shall maintain at the Site for the District one current copy of the California
Building Code, Titles 19 and 24 of the California Code of Regulations, any other document
required by DSA, and one record copy of the Drawings, Specifications, Addenda, Change Orders,
and other Modifications, in good order and marked currently to record changes and selections
made during construction. In addition, the Contractor shall maintain at the Site approved Shop
Drawings, Product Data, Samples, and similar required Submittals. These documents shall be
available to the Architect and shall be delivered to the Architect for delivery to the District upon
completion of the Work.
Contractor shall have an operational computer with internet access so Contractor can
review and post documents as required for the Project, including but not limited to the filing and
posting of DSA required documents for the Project.
Contractor shall be prepared to review documents posted to the DSA Project website.
3.9

SUBMITTALS INCLUDING SHOP DRAWINGS, PRODUCT DATA, AND SAMPLES
3.9.1

Definitions

3.9.1.1
Deferred Approvals. Approval of certain aspects of the construction
may be deferred until the construction Contract has been awarded. To facilitate the design
process, DSA grants Deferred Approval to the design and detailing of certain elements of the
Project at the request of the Architect or Engineer of Record. Design elements that may be
deferred may include, but are not limited to access floors, bleachers, elevator guide rails and
related elevator systems, exterior wall systems - precast concrete, glass fiber reinforced concrete,
etc., skylights, window wall systems, storefronts, stage rigging, and other systems as noted in the
Contract Documents. (Also see Article 1.2.2 and 3.9.3)
3.9.1.2
Shop Drawings. The term “Shop Drawings” as used herein means
Drawings, diagrams, equipment or product schedules, and other data, which are prepared by
Contractor, Subcontractors, manufacturers, suppliers, or distributors illustrating some portion of
the Work, and includes: illustrations; fabrication, erection, layout and setting Drawings;
manufacturer’s standard Drawings; schedules; descriptive literature, instructions, catalogs, and
brochures; performance and test data including charts; wiring and control diagrams; and all other
Drawings and descriptive data pertaining to materials, equipment, piping, duct and conduit
systems, and methods of construction as may be required to show that the materials, equipment,
or systems and their position conform to the requirements of the Contract Documents.
3.9.1.3
Manufactured applies to standard units usually mass-produced, and
“Fabricated” means items specifically assembled or made out of selected materials to meet
individual design requirements. Shop Drawings shall: establish the actual detail of all
manufactured or Fabricated items, indicate proper relation to adjoining work, amplify design
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details of mechanical and electrical systems and equipment in proper relation to physical spaces
in the structure, and incorporate minor changes of design or construction to suit actual conditions.
3.9.1.4
Submittals is a term used interchangeably and sometimes refers to
Shop Drawings, Product Data, and samples since all Subcontractor submissions are tracked in a
Submittal Log and may include any of the noted items. However, generally, a Submittal is a
manufacturer’s product information and Product Data including description, characteristics, size,
physical characteristics, and requirements to prepare the jobsite for receiving of the particular
manufactured item.
3.9.1.5
Samples. The term “samples” as used herein are physical examples
furnished by Contractor to illustrate materials, equipment, or quality and includes natural
materials, Fabricated items, equipment, devices, appliances, or parts thereof as called for in the
Specifications, and any other samples as may be required by the Architect to determine whether
the kind, quality, construction, finish, color, and other characteristics of the materials, etc.,
proposed by the Contractor conform to the required characteristics of the various parts of the
Work. All Work shall be in accordance with the approved samples.
3.9.2

Shop Drawings.

3.9.2.1
When Shop Drawings Are Required. Shop Drawings are required
for prefabricated components and for installation and coordination of these prefabricated
components into the Project. In addition, Shop Drawings, are prepared to address the actual size
and installation of components from various Subcontractors and provides an opportunity for the
Contractor to coordinate and address conflicts between the subcontracting trades. In some cases,
each Subcontractor or trade will provide Shop Drawings in a BIM format or other format as agreed
by District.
3.9.2.2
Purpose for Shop Drawings. Shop Drawings are the Contractor’s
manufacturer, Subcontractor, supplier, vendor or the Contractor’s detailed drawings showing
particularized method for assembly, specifics to a manufacturer, manufacturer component
installation requirements, specifics as to a manufactured item, alterations to a manufactured, a
custom created item, or drawn version of more detailed information expanding on the Architect’s
design shown in the Contact Documents. The Shop Drawings address the appearance,
performance, size, weight, characteristics and prescriptive descriptions associated with the
Contractor or Contractor’s Subcontractor’s plan for installation or assembly based on the design
in the Specifications and Contract Documents. The Shop Drawing often is more detailed than the
information shown in the Contract Documents to give the Architect and Engineer the opportunity
to review the fabricator’s version of the product (along with particulars specific to that particular
product), prior to fabrication. References to the Contract Documents, Construction Documents,
Drawings, Plans, and Specifications assist the Architect and Engineer in their review of the Shop
Drawings. Attachment of manufacturer’s material Specifications, “catalog cut sheets,” and other
manufacturer’s information may be provided to accompany Shop Drawings. Because Shop
Drawings facilitate the Architect’s and Engineer’s approval of the system, they should be as clear
and complete as possible so they may be reviewed by Architect or Engineer for the Project.
3.9.2.3
Shop Drawing Requirements. The Contractor shall obtain and
submit with Shop Drawings all seismic and other calculations and all Product Data from
equipment manufacturers. “Product Data” as used herein are illustrations, standard schedules,
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performance charts, instructions, brochures, diagrams, and other information furnished by the
Contractor to illustrate a material, product, or system for some portion of the Work.
3.9.2.4
Not a Reproduction of Architectural or Engineering Drawings. The
Shop Drawings are not a reproduction of the architectural or engineering Drawings. Instead, they
must show more detail than the Construction Documents and details the fabrication and/or
installation of the items to the manufacturer’s production crew or Contractor’s installation crews.
3.9.2.5
Shop Drawings Engineering Requirements: Some Shop Drawings
require an engineer stamp to be affixed on the Drawings and calculations. In such cases, a
current and valid engineering stamp shall be affixed by a California registered engineer. No out
of State engineers shall stamp Shop Drawings. (See DSA IR A-18). In most cases, an engineer
means California registered mechanical, structural, electrical or plumbing engineer. California
Registered Civil Engineers will not be accepted for structural details unless specifically approved
by DSA.
3.9.2.6
DSA Approvals Required Prior to Work. No work on a Shop Drawing
that requires DSA approval may proceed until DSA approval is received. Contractor has provided
DSA approval time and allowed adequate time for corrections in Contractor’s Schedule as
required pursuant to Article 8.
3.9.2.7
Shop Drawing Identification. All Shop Drawings must be properly
identified with the name of the Project and dated, and accompanied by a letter of transmittal
referring to the name of the Project and to the Specification section number for identification of
each item clearly stating in narrative form, as well as “clouding” all qualifications, departures, or
deviations from the Contract Documents. Shop Drawings, for each section of the Work shall be
numbered consecutively and the numbering system shall be retained throughout all revisions. All
Subcontractor submissions shall be made through the Contractor. Each drawing shall have a
clear space for the stamps of Architect and Contractor.
3.9.3

Deferred Approvals

Deferred approvals shall be submitted and processed to ensure all DSA and other
governmental approvals are secured so as to not delay the Project. There may be additional
requirements for Deferred Approvals at Division 1 of the Specifications. All Deferred Approvals
shall be prepared by Contractor or Contractor’s agent early enough so as to not delay the Project.
Contractor is aware that Title 24 California Code of Regulations Section 4-317 have specific
requirements for Deferred Approval as to governing agencies and as to the Architect and
Engineer for the Project. As a result, any delay associated with the time for approval by applicable
agencies or by the Architect or Architect’s consultants shall be Contractor’s. Contractor is required
to comply with inclusion of Deferred Approvals in the Schedule as required under Article 3.9.6
3.9.3.1
DSA Approvals Required Prior to Work. No work on a Deferred
Approval item may proceed on the components until DSA approval is received. Contractor has
provided DSA approval time and allowed adequate time for any DSA revisions in Contractor’s
Schedule as required pursuant to Article 8.
3.9.4

Submittals and Samples
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3.9.4.1
Information Required With Submittals: Manufacturer, trade name,
model or type number and quantities: Information provided must be of sufficient detail to allow
Architect and Engineer to compare the submitted item with the specified products and acceptable
products listed, in the Specifications and addenda.
3.9.4.2
Description of Use and Performance Characteristics: Information
should be furnished describing the normal use and expected performance of the product. The
Architect and Contractor review this information to confirm that the product is appropriate for the
intended use.
3.9.4.3
Size and Physical Characteristics: The size and physical
characteristics, such as adjustment capabilities, which is reviewed by both the Contractor and
Architect. The Contractor has the most available information for comparing adjoining materials
and equipment. The Contractor also needs to know the size and weight of the equipment for lifting
and handling considerations.
3.9.4.4
Finish Characteristics: The Architect reviews the available finishes
and selects the appropriate finish, if the finish was not previously specified in the documents. The
Contractor should confirm that finish requirements in the Specifications are being met by the
product.
3.9.4.5
Contractor Responsible for Jobsite Dimensions: Some material is
custom-Fabricated to job conditions, requiring dimensions from the jobsite. These jobsite
dimensions are provided by the Contractor as part of the Contractor’s responsibilities for the
Project and shall be provided prior to release of the product for manufacture. Contractor shall not
rely on Architect or Engineers to provide jobsite dimensions.
3.9.4.6
Full Range of Samples Required (When Specific Items Not
Specified). Except in cases where the exact color and type of item is specified since the District
is utilizing items Standardized or pre-selected by District, the full range of color, graining, texture,
or other characteristics are anticipated for review in finished products, a sufficient number of
samples of the specified materials shall be furnished by the Contractor to indicate the full range
of characteristics which will be present in the finished products. Products delivered or erected
without Submittal and approval without providing a full range of samples shall be subject to
rejection. Except for range samples, and unless otherwise called for in the various sections of
the Specifications or Specification Section 1, samples shall be submitted in duplicate.
3.9.4.7
Labeling of Samples. All samples shall be marked, tagged, or
otherwise properly identified with the name of the submitting party, the name of the Project, the
purpose for which the samples are submitted and the date.
3.9.4.8
Transmittal letter. All samples shall be accompanied by a letter of
transmittal containing similar information, together with the Specification section number.
3.9.4.9
Labels and Instructions. All samples of materials shall be supplied
with the manufacturer’s descriptive labels and application instructions. Each tag or sticker shall
have clear space for the review stamps of Contractor and Architect.
3.9.4.10
Architect’s Review. The Architect will review and, if appropriate,
approve submissions and will return them to the Contractor with the Architect’s stamp and
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signature applied thereto, indicating the timing for review and appropriate action in compliance
with the Architect’s (or District’s) standard procedures. In the cases where a CM is hired by the
District, CM may be the party that receives and performance logging and initial processing of the
Samples. CM may, in some cases, reject samples that are not in conformance with Contract
requirements.
3.9.5

Submittal Submission Procedure

3.9.5.1
Transmittal Letter and Other Requirements. All Submittals must be
properly identified with the name of the Project and dated, and each lot submitted must be
accompanied by a letter of transmittal referring to the name of the Project and to the Specification
section number for identification of each item clearly stating in narrative form, as well as “clouding”
on the submissions, all qualifications, departures, or deviations from the Contract Documents.
Shop Drawings, for each section of the Work shall be numbered consecutively and the numbering
system shall be retained throughout all revisions. All Subcontractor submissions shall be made
through the Contractor. Each drawing shall have a clear space for the stamps of Architect and
Contractor. Refer to Division 1. In the case where a CM is hired on the Project, the CM may be
designated to receive the Submittals for the Project, log the Submittals, and in some cases reject
Submittals that do not conform to Contract requirements. Submittal Procedures for further
information.
3.9.5.2
Copies Required. Each Submittal shall include one (1) legible,
reproducible (if electronic is available, electronic copies shall also be provided) and five (5) legible
prints of each drawing or schedule, table, cut sheet, etc., including fabrication, erection, layout
and setting drawings, and such other drawings as required under the various sections of the
Specifications, until final acceptance thereof is obtained. Subcontractor shall submit copies, in
an amount as requested by the Contractor, of: (1) manufacturers’ descriptive data for materials,
equipment, and fixtures, including catalog sheets showing dimensions, performance,
characteristics, and capacities; (2) wiring diagrams and controls; (3) schedules; (4) all seismic
calculations and other calculations; and (5) other pertinent information as required by the District
or Architect. See also Division 1.
3.9.5.3
Corrections. The Contractor shall make all corrections required by
Architect, District or CM and shall resubmit, as required by Architect or CM, corrected copies of
Shop Drawings or new samples until approved. Contractor shall direct specific attention in writing
or on resubmitted Shop Drawings to revisions other than the corrections required by the Architect
on previous submissions. Professional services required for more than one (1) re-review of
required Submittals of Shop Drawings, Product Data, or samples are subject to charge to the
Contractor pursuant to Article 4.5.
3.9.5.4
Approval Prior to Commencement of Work. No portion of the Work
requiring a Shop Drawing or sample submission or other Submittal shall be commenced until the
submission has been reviewed by Contractor and Architect (and CM, if applicable) and approved
by Architect (and CM where applicable) unless specifically directed in writing by the Architect. All
such portions of the Work shall be in accordance with approved Shop Drawings and samples.
3.9.5.5
District’s Property. All Submittals, Shop Drawings, computer disks,
BIM modeling information, clash checks, schedules, annotated Specifications, samples and other
Submittals shall become the District’s property upon receipt by the District or Architect.
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3.9.6

Schedule Requirements for Submittals

Contractor shall obtain and shall submit all required Submittals (i.e. Shop
Drawings, Deferred Approvals, Samples, etc.), in accordance with Contractor’s “Schedule for
Submission of Shop Drawings and Samples” as required in the scheduling portion of the General
Conditions at Articles 8 and the Specifications (as long as the Specifications do not conflict with
General Conditions. In the case of conflict, the conflicting provision shall be controlled by the
General Conditions and the remaining Specifications sections shall be interpreted as if the general
conditions language is inserted) with such promptness as to cause no delay in its own Work or in
that of any other contractor or subcontractor but in no event later than thirty five (35) days after
the Notice to Proceed is issued except in the specific cases noted as an exception under Article
3.7.2.1. No extensions of time will be granted to Contractor or any Subcontractor because of its
failure to have Shop Drawings and samples submitted in accordance with Division 1 and the
Schedule. Each Subcontractor shall submit all Shop Drawings, samples, and manufacturer’s
descriptive data for the review of the District, the Contractor, and the Architect through the
Contractor.
3.9.6.1
Consideration of Schedule. Contractor has considered lead times,
DSA or other agency governmental review times, Architect or Engineer review times,
manufacturing seasons, and specific long lead procurement concerns for all submittals for the
Project.
3.9.7

General Submittal Requirements

3.9.7.1
Contractor Submittal Representations and Coordination.
By
submitting Shop Drawings, Product Data, samples, etc., the Contractor represents that it has
determined and verified all materials, field measurements, catalog numbers, related field
construction criteria, and other relevant data in connection with each such submission, and that it
has checked, verified, and coordinated the information contained within such Submittals with the
requirements of the Work and of the Contract Documents, including the construction schedule.
3.9.7.2 Contractor Coordination. Contractor shall stamp, sign, and date each
Submittal indicating its representation that the Submittal meets all of the requirements of the
Contract Documents and evidence Contractor’s review through execution of the following stamp
to be placed on each Shop Drawings:
“[Contractor] has reviewed and approved the field dimensions and the construction
criteria, and has also made written notation regarding any information in the Shop
Drawings and Submittals that does not conform to the Contract Documents. This
Shop Drawing or Submittal has been coordinated with all other Shop Drawings
and Submittals received to date by me as Contractor and this duty of coordination
has not been delegated to Subcontractors, material suppliers, the Architect, or the
Engineers on this Project.
___________________________
Signature of Contractor and date
3.9.7.3 No Deviation from Contract Documents. The submission of the Shop
Drawings, Product Data, samples, etc., shall not deviate from the requirements of the Contract
Documents including detailing and design intent which is specifically outlined in Contract
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Documents except as specifically authorized by the Architect or through an accepted substitution
pursuant to Article 3.10.4. All deviations from the Contract Documents shall be narratively
described in a transmittal accompanying the Shop Drawings. However, Shop Drawings shall not
be used as a means of requesting a substitution, the procedure for which is defined in Article
3.10.4, “Substitutions.”
3.9.7.4 Contractor Responsibility for Shop Drawings Conformance to Contract
Documents. Review by District and Architect shall not relieve the Contractor or any Subcontractor
from its responsibility in preparing and submitting proper Shop Drawings in accordance with the
Contract Documents.
3.9.7.5 Incomplete Submittals. Any submission, which in Architect’s opinion is
incomplete, contains errors, or has been checked superficially, will be returned not reviewed by
the Architect for resubmission by the Contractor. Refer to Submittal Procedures of the
Specifications for additional information. The Contractor shall be responsible for any related
delays and shall not be the basis for any Claim.
3.9.7.6 Shop Drawings and Submittals Shall Not Be Used as a Method to Make
a Substitution. Shop Drawings and Submittals shall not be used as a means of requesting a
substitution or to make changes in the Contract Documents. If changes are made to the Contract
Documents through the Shop Drawings, the Architect shall have the right to reject the Submittal.
If the Architect does not note the deviation from the approved Plans and Specifications, the
Contractor is still responsible for the change and the Architect or the District may require the Shop
Drawings be revised to properly reflect the approved Contract Documents. The Architect or
District may also require that the Contractor bear all costs under Article 4.5 and consequential
damages associated with a CCD to revise Plans and Specifications to accommodate the deviation
from approved Plans and Specifications.
3.9.7.7
Extent of Review. In reviewing Shop Drawings, the Architect will not
verify dimensions and field conditions. The Architect will review and approve Shop Drawings,
Product Data, samples, etc., for aesthetics and for conformance with the design concept of the
Work and the information in the Contract Documents. The Architect’s review shall neither be
construed as a complete check which relieves the Contractor, Subcontractor, manufacturer,
fabricator, or supplier from responsibility for any deficiency that may exist or from any departures
or deviations from the requirements of the Contract Documents unless the Contractor has, in
writing, called the Architect’s attention to the deviations at the time of submission. The Architect’s
review shall not relieve the Contractor or Subcontractors from responsibility for errors of any sort
in Shop Drawings or schedules, for proper fitting of the Work, coordination of the differing
Subcontractor trades and Shop Drawings and Work which is not indicated on the Shop Drawings
at the time of submission of Shop Drawings. Contractor and Subcontractors shall be solely
responsible for any quantities which may be shown on the Submittals or Contract Documents.
3.10

SUBSTITUTIONS
3.10.1

Definition

A Substitution is a change in product, material, equipment, or method of
construction from those required by the Construction Documents proposed by the Contractor. For
this Project, a Substitution is subject to the filing of a Construction Substitution Request Form at
the time of bid and meeting the requirements of this Article.
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One Product Specified

3.10.2

Unless the Specifications state that no substitution is permitted, whenever the
Contract Documents indicate any specific article, device, equipment, product, material, fixture,
patented process, form, method, or type of construction or any specific name, make, trade name,
or catalog number, with or without the words “or equal,” such specification shall be deemed to be
used for the purpose of facilitating description of the material, process, or article desired and shall
be deemed to be followed by the words “or equal.” Subject to the requirements of properly
submitting a Substitution Request for as Addressed in Article 3.10.4, the Contractor may, unless
otherwise stated, offer any material, process, article, etc., which shall be materially equal or better
in every respect to that so indicated or specified (“Specified Item”) and will completely accomplish
the purpose of the Contract Documents.
Products Specified Which Are Commercially Unavailable

3.10.3

If the Contractor fails to make a request for substitutions for products, prior to the
submission of its bid, and such products subsequently become commercially unavailable, the
Contractor may request a substitution for such commercially unavailable item. The decision to
grant this request is solely at the District’s discretion. The written approval of the District,
consistent with the procedure for Change Orders, shall be required for the use of a proposed
substitute material. The District may condition its approval of the substitution upon the delivery
to District of an extended warranty or other assurances of adequate performance of the
substitution as well as an equitable deduction in the Contract Price should the substituted item
cost less than the Specified Item. All risks of delay due the approval of a requested substitution
by the DSA, or any other governmental agency having jurisdiction, shall be on the requesting
party. All additional costs, DSA review costs, all procurement and construction delays, and all
costs for review by the Architect or its consultants shall be the responsibility of the Contractor and
will be deducted from Contractor’s pay request.
Substitution Request Form

3.10.4

Requests for substitutions of products, materials, or processes in place of a
Specified Item must be in writing on the District’s Substitution Request Form (“Request Form”) at
the time of submitting bids to the District, except as provided for in Article 3.10.3.
The Request Form must be accompanied by evidence as to whether the proposed
substitution:
a.

Is equal in quality/service/ability to the Specified Item;

b.

Will entail no changes in detail, construction, and scheduling of related
work;

c.

Will be acceptable in consideration of the required design and artistic effect;

d.

Will provide no cost disadvantage to the District;

e.

Will require no excessive or more expensive maintenance, including
adequacy and availability of replacement parts; and
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f.

Will required no change of the construction schedule.

In completing the Request Form, the bidder must state, with respect to each
requested substitution, whether the bidder will agree to provide the Specified Item in the event
that the District denies the bidder’s request for such requested substitution. In the event that the
bidder has agreed in the Request Form to provide the Specified Item and the District denies the
bidder’s requested substitution for a Specified Item, the bidder shall provide the Specified Item
without any additional cost or charge to the District.
After bids are opened, the apparent lowest bidder shall provide, within five (5) days
of opening such bids, any and all Drawing, Specifications, samples, performance data,
calculations, and other information, as may be required to assist the Architect, CM and the District
in determining whether the proposed substitution is acceptable. The burden of establishing these
facts shall be upon the bidder.
After the District’s receipt of such evidence by the bidder, the District will make its
final decision as to whether the bidder’s request for substitution for any Specified Items will be
granted. The decision as to whether a proposed request for substitution is equal to a Specified
Item shall be at the sole discretion of the District. Any request for substitution that is granted by
the District shall be documented and processed though a Change Order. Contractor must submit
a complete Submittal of the requested substitution and a Shop Drawing showing configuration,
dimensions, and other critical information associated with the substitution that meets the
requirements of Article 3.9. The District may condition its approval of any substitution upon
delivery to the District of an extended warranty or other assurances of adequate performance of
the substitution. Any and all risks of delay due to approval by the DSA or any other governmental
agency having jurisdiction shall be on the bidder.
If the Architect and District accept a proposed substitution, the Contractor agrees
to pay for all DSA review costs, engineering and design services, including, without limitation,
compensation to the Architect and affected engineers for their required time to process such
substitution through the Division of the State Architect, if required, and to make all changes and
adjustments in materials or the work of all trades directly or indirectly affected by the substituted
item or items at no cost to the District.
3.10.5

Substitution Requests After Bid

The District, in its sole discretion, may accept a request for substitution by the
Contractor or may request Contractor substitute a specified item. Any substitutions requested
after bids are opened shall be subject to the same conditions and requirements set forth in Article
3.10.4 above. If any substitutions, that in the District or Architect’s determination, results in a
credit to the District, the credit amount shall be agreed upon in writing, otherwise, the request for
substitution shall be deemed denied.
3.11

INTEGRATION OF WORK
3.11.1

Scope

The Contractor shall be responsible for cutting, fitting, or patching to complete the
Work and to make all parts fit together properly. Contractor shall be responsible for ensuring that
all trades are coordinated and scheduled so as to ensure the timely and proper execution of the
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work. When modifying existing work or installing new Work adjacent to existing work, Contractor
shall match, as closely as conditions of Site and materials will allow, the finishes, textures, and
colors of the original work, refinishing existing work at no additional cost to District. All cost caused
by defective or ill-timed work shall be borne by Contractor. Contractor shall be solely responsible
for protecting existing work on adjacent properties and shall obtain all required permits for shoring
and excavations near property lines.
Structural Members

3.11.2

New or existing structural members and elements, including reinforcing bars and
seismic bracing, shall not be cut, bored, or drilled except by written authority of the Architect.
Work done contrary to such authority is at the Contractor’s risk and subject to replacement at its
own expense without reimbursement under the Contract. Schedule delays resulting from Agency
approvals for unauthorized work shall be the Contractor’s responsibility.
Subsequent Removal

3.11.3

Permission to patch any areas or items of the Work shall not constitute a waiver of
the District’s or the Architect’s right to require complete removal and replacement of the areas of
items of the Work if, in the opinion of the Architect or the District, the patching does not
satisfactorily restore quality and appearance of the Work or does not otherwise conform to the
Contract Documents.
3.12

CLEANING UP
Contractor’s Responsibility to Clean Up

3.12.1

Contractor at all times shall keep premises free from debris such as waste, dust,
excess water, storm water runoffs, rubbish, and excess materials and equipment. Contractor
shall not leave debris under, in, or about the premises, but shall promptly remove same from the
premises and dispose of it in a lawful manner. Disposal receipts or dump tickets shall be furnished
to the Architect within five (5) days of request.
Contractor shall remove rubbish and debris resulting from the Work on a daily
basis. Contractor shall maintain the structures and Site in a clean and orderly condition at all
times until acceptance of the Project by the District. Contractor shall keep its access driveways
and adjacent streets, sidewalks, gutters and drains free of rubbish, debris and excess water by
cleaning and removal each day. All concrete, sidewalks, and paths of travel shall be broom
cleaned daily.
General Final Clean-Up

3.12.2

Upon completion of Work, Contractor shall employ experience workers or
professional cleaners for final cleaning. Clean each surface to the condition expected in a normal,
commercial, building cleaning and maintenance program.
a.

Clean interior and exterior of buildings, including fixtures, equipment, walls,
floors, ceilings, roofs, window sills and ledges, horizontal projections, and
any areas where debris has collected, so surfaces are free from foreign
material or discoloration;
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b.

Clean the Project site. The grounds should be cleared of any Contractor
equipment, raked clean of debris and trash removed. Sweep paved areas
broom clean.

c.

Repair or replace any damaged materials. Replace any chipped or broken
glass.

d.

Remove any and all stains.

e.

Remove labels that aren’t permanent labels.

f.

Clean and polish all glass, plumbing fixtures, equipment, finish hardware
and similar finish surfaces. Remove any glazing compounds

g.

Remove temporary utilities, fencing, barricades, planking, sanitary facilities
and similar temporary facilities from Site.

h.

Remove temporary film that remains on any hardware, doors or other
surfaces.

i.

Seal the bottom and tops of all doors
Special Clean-Up.

3.12.3

In addition to the general cleaning, the following special cleaning shall be done at
the completion of the Work in accordance with the Specifications including, but not limited to:

3.12.4

a.

Remove putty stains from glazing, then wash and polish glazing.

b.

Remove marks, stains, fingerprints and other soil or dirt from painted,
stained or decorated work.

c.

Remove temporary protection and clean and polish floors and waxed
surfaces.

d.

Clean and polish hardware and plumbing trim; remove stains, dust, dirt,
plaster and paint

e.

Wipe surfaces of mechanical and electrical equipment.

f.

Remove spots, soil, plaster and paint from tile work, and wash tile.

g.

Clean all fixtures and equipment, remove excess lubrication, clean light
fixtures and lamps, polish metal surfaces.

h.

Vacuum-clean carpeted surfaces.

i.

Remove debris from roofs, down spout and drainage system.
Failure to Cleanup
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If the Contractor fails to clean up as provided in the Contract Documents, the
District may do so, and the cost thereof shall be the responsibility of the Contractor pursuant to
Article 2.2 and seek a Deductive Change Order.
3.13

ACCESS TO WORK

The Contractor shall provide the District, the Architect, Engineers and the Inspector of
Record, access to the Work in preparation and progress wherever located.
Contractor shall
provide safe and proper facilities for such access so that District’s representatives may perform
their functions.
CONTRACTOR IS AWARE THAT THIS CONTRACT MAY BE SPLIT INTO SEVERAL PHASES
AS ADDRESSED IN ARTICLE 6.
3.13.1
from Project

Special Inspection, Inspections or Tests Out of State, Out of Country or Remote

If Contractor has a Subcontractor or supplier that requires in plant or special
inspections or inspections or tests that are out of the country, out of the state, or a distance of
more than 200 miles from the Project site, the Special Inspector or Inspector shall be provided
access so the special inspection or inspection may occur in the remote location. In some cases,
the DSA Inspector may also require access in addition to Special Inspectors and individuals
performing tests. Inspections/tests shall occur during normal work hours. See also Article 4.3.6.
3.14

ROYALTIES AND PATENTS
3.14.1

Payment and Indemnity for Infringement

Contractor shall hold and save the District and its officers, agents, and employees,
the Construction Manager, the Architect, and the Architect’s consultants harmless from liability of
any nature or kind, including cost and expense, for or on account of any patented or unpatented
invention, process, article, or appliance manufactured or used in the performance of the Contract,
including its use by the District, unless otherwise specifically provided in the Contract Documents,
and unless such liability arises from the sole negligence, or active negligence, or willful
misconduct of the District, the Architect, or the Architect’s consultants.
3.14.2

Review

The review by the Architect of any method of construction, invention, appliance,
process, article, device, or material of any kind shall be for its adequacy for the Work and shall
not be an approval for the use by the Contractor in violation of any patent or other rights of any
person or entity.
3.15

INDEMNIFICATION
3.15.1

Contractor

See Agreement Form. Contractor shall ensure that its contract with each of its
Subcontractors contains provisions requiring the Subcontractors to defend, indemnify and hold
harmless the District, Architect, Inspector, the State of California to a minimum level as set forth
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in this Article and consistent with the indemnity and hold harmless language in the Agreement
Form.
The Contractor’s and Subcontractors’ obligation to defend, indemnify and hold
harmless the District, Architect, Inspector, the State of California and their officers, employees,
agents and independent contractors hereunder shall include, without limitation, any and all claims,
damages, and costs for the following: (1) any damages or injury to or death of any person, and
damage or injury to, loss (including theft), or loss of use of, any property; (2) breach of any
warranty, express or implied; (3) failure of the Contractor or Subcontractors to comply with any
applicable governmental law, rule, regulation, or other requirement; (4) products installed in or
used in connection with the Work; and (5) any claims of violation of the Americans with Disabilities
Act (“ADA”)
3.16

SUBMISSION OF DAILY REPORTS
3.16.1

General

By 10:00 a.m. on the following business day, the Contractor shall submit a Daily
Report to the Inspector and copy the Architect for the previous day’s Work. If there is a
Construction Manager, the original Daily Report is to be provided to the Construction Manager
and copies sent to the Architect and the Inspector. Daily Reports shall be prepared on forms
approved by the District, together with applicable delivery tickets, listing all labor, materials, and
equipment involved for that day. The District reserves the right to note inconsistencies or
inaccuracies in the Daily Reports. In such cases, pertinent notes shall be entered by each party
to explain points which cannot be resolved that day. Each party shall retain a signed copy of the
report. Daily Reports by Subcontractors or others shall be submitted through the Contractor.
3.16.2

Labor

The Daily Report shall show names of workers, classifications, hours worked and
hourly rate. The locations where work occurred shall also be identified in the Daily Report. Project
superintendent expenses are not allowed.
3.16.3

Materials
The Daily Report required shall describe and list quantities of materials used and

unit costs.
3.16.4

Equipment

The Daily Report required shall show type of equipment, size, identification
number, and hours of operation, including loading and transportation, if applicable, and
hourly/daily cost. Move-on and move-off fees shall be noted.
3.16.5

Other Services and Expenditures

Other services and expenditures shall be described in the Daily Report in detail as
the District requires.
3.16.6

Failure to Submit Daily Report
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If Contractor does not submit its Daily Report by 10 am the next business day, the
Inspector of Record shall prepare a Daily Report addressing each of the above items. The cost
for the Inspector’s services to prepare the Daily Report shall be addressed through a Deductive
Change Order under Article 7.7.4.
3.17

AS-BUILT DRAWINGS AND ANNOTATED SPECIFICATIONS

Throughout the duration of the Project, Contractor shall maintain on a current basis an
accurate and complete set of As-Built Drawings (and Annotated Specifications) clearly showing
all changes, revisions to Specifications and substitutions during construction, including, without
limitation, field changes and the final location of all electrical and mechanical equipment, utility
lines, ducts, outlets, structural members, walls, partitions, and other significant features. In case
a Specification allows Contractor to elect one of several brands, makes, or types of material or
equipment, the annotations shall show which of the allowable items the Contractor has furnished.
The Contractor will update the As-Built Drawings and Annotated Specifications as often as
necessary to keep them current, but no less often than weekly.
Contractor shall update As-Built Drawings with complete information on an area of Work
at or near the time when the Work is being performed and prior to any DSA 152 sign off and prior
to any Work being covered.
The As-Built Drawings and Annotated Specifications shall be kept at the Site and available
for review and inspection by the District and the Architect. Failure to maintain and update the AsBuilt Drawings is a basis to withhold Progress Payments pursuant to Article 9.6.
3.17.1

Upon Beneficial Occupancy

Contractor shall obtain and pay for reproducible Plans upon Beneficial Occupancy.
Contractor shall deliver Plans to District Representative (Construction Manager if one is hired for
the Project).
3.17.2

As-Builts at Completion of Work

Upon completion of the Work and prior to and as a condition precedent to
Application for Retention Payment, the Contractor will provide one neatly prepared and complete
set of As-Built Drawings and Annotated Specifications to the District. Contractor shall certify the
As-Builts as a complete and accurate reflection of the actual construction conditions of the Work
by affixing a stamp indicating the Drawings are As-Builts and certifying accuracy on the final set
of As-Builts. Failure to deliver a complete As-Built set of Drawings may result in significant
withholdings to ensure Work is properly documented. See Article 9.9.1.
3.17.3

Log of Control and Survey Documentation

Contractor shall complete and maintain an accurate log or all control and survey
documentation for the Project as the Work progresses. All reference and control points shall be
recorded on the As-Built Drawings. The basis of elevations shall be one of the established
benchmarks that must be maintained on the As-Builts.
3.17.4

Record Coordinates for Key Items
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Contractor shall record, by coordinates, all utilities on-site with top of pipe
elevations, major grade and alignment changes, rim, grate or top of curb and flow line elevations
of all drainage structures and sewer manholes. Contractor shall update record information at or
near the time when work is occurring in an area and prior to DSA 152 sign off on any category of
Work and prior to covering the Work.
3.17.5

BIM As-Built Drawings

If BIM is utilized for the Project, then an electronic version of such As-Built
Drawings and Annotated Specifications will be delivered to District (in an acceptable format to
District).
3.18

EQUIPMENT MANUALS

Contractor shall obtain and furnish three (3) complete sets of manuals containing the
manufacturers’ instructions for maintenance and operation of each item of equipment and
apparatus furnished under the Contract Documents and any additional data specifically requested
under the various sections of the Specifications for each division of the Work. The manuals shall
be arranged in logical, sequential order, labeled, indexed, and placed in three-ring binders. At
the completion of its Work, the Contractor shall certify, by endorsement thereon, that each of the
manuals is complete, accurate, and covers all of its Work. Prior to submittal of Contractor’s
Application for Retention Payment, and as a further condition to its approval by the Architect, each
Subcontractor shall deliver the manuals, arranged in logical, sequential order, labeled, indexed,
endorsed, and placed in three-ring binders, to the Contractor, who shall assemble these manuals
for all divisions of the Work, review them for completeness, and submit them to the District through
the Architect.
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ARTICLE 4
ADMINISTRATION OF THE CONTRACT AND CLAIMS
4.1

ARCHITECT
4.1.1

Replacement of Architect

In the case of the termination of the Architect, the District may appoint an Architect
or another construction professional or may perform such functions with its own licensed
professional personnel. The status of the replacement Architect under the Contract Documents
shall be the same as that of the former Architect.
4.2

ARCHITECT’S ADMINISTRATION OF THE CONTRACT
4.2.1

Status

Pursuant to Titles 2 of the California Code of Regulations and as required pursuant
to the Field Act, Education Code 17280 et seq., the Architect will provide administration of the
Contract Documents and the Work, and will be the District’s representative during construction,
as well as during the one (1) year period following the commencement of any warranties. The
Architect will have authority to act on behalf of the District only to the extent provided in the
Contract Documents.
4.2.2

Site Visits

The Architect will visit the Site at intervals necessary in the judgment of the
Architect to become generally familiar with the progress and quality of the Work and to determine
in general if the Work is being performed in accordance with the Contract Documents and as
otherwise required by DSA.
4.2.3

Limitations of Construction Responsibility

The Architect, District and CM shall not have control over, charge of, or be
responsible for construction means, methods, techniques, schedules, sequences or procedures,
fabrication, procurement, shipment, delivery, receipt, installation, or for safety precautions and
programs in connection with the Work, since these are solely the Contractor’s responsibility under
the Contract Documents. The Architect, District and CM shall not be responsible for the
Contractor’s, Subcontractors’, material or equipment suppliers’, or any other person’s schedules
or failure to carry out the Work in accordance with the Contract Documents. The Architect, District
and CM shall not have control over or charge of acts or omissions of the Contractor,
Subcontractors, their agents or employees, or any other persons or entities performing or
supplying portions of the Work. The Contractor shall not be relieved of obligations to perform the
Work in accordance with the Contract Documents either by activities or duties of the Architect,
District or CM in the Architect, District or CM’s administration of the Contract Documents, or by
tests, inspections, or approvals required or performed by persons other than the Contractor.
4.2.4

Communications Facilitating Contract Administration

Except where a CM is on the Project, or as otherwise provided in the Contract
Documents or when direct communications are warranted by special circumstances, the District
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and the Contractor shall communicate through the Architect. In the cases where a CM is hired
for the Project, all communication shall be through the CM (unless otherwise directed) with copies
to the District, Architect and Inspector. Where direct communication is necessary between the
District and the Contractor, the District’s communication shall be through the District’s authorized
designated person. The Architect and CM shall be promptly informed, and shall receive copies
of all written communications. Contractor shall not rely upon any communications from the District
that is not from the District’s Representative. Communications by and with the Architect’s
consultants shall be through the Architect. Communications by and with Subcontractors and
material or equipment suppliers shall be through the Contractor. In the case where a CM is hired
for the Project, the CM shall be the main point of contact for communication of information. Copies
should be sent to the Architect, District Representative and Inspector.
4.2.5

Payment Applications

The Architect will review and make recommendations to the District regarding the
amounts due the Contractor on the Certificates for Payment pursuant to Article 9.3.4 and subject
to the Inspector’s review, (CM review, if applicable) and Architect’s observation. This review of
Payment Applications is sometimes called a “Pencil Draft.” Return of a Pencil Draft shall
constitute the District’s dispute of the Payment Application that has been submitted. Contractor
shall promptly respond to Pencil Drafts or Contractor’s Payment Applications may be delayed.
Contractor’s failure to promptly respond to a Pencil Draft shall qualify as a delay in the Prompt
Payment of a Request for Payment or Request for Retention.
4.2.6

Rejection of Work

In addition to the rights, duties, and obligations of the Inspector under this Article,
the Architect may recommend to the District that the District reject Work which does not conform
to the Contract Documents. Whenever the Architect considers it necessary or advisable to
achieve the intent of the Contract Documents, the Architect (and/or CM) may recommend to the
District that the District require additional inspection or testing of the Work in accordance with
Article 13.5, whether or not such Work is Fabricated, installed, or completed. District may have
Non-conforming Work removed and replaced pursuant to Article 9.7. However, neither this
authority of the Architect (or CM) nor a decision made in good faith either to exercise or not to
exercise such authority shall give rise to a duty or responsibility of the Architect (or CM) to the
Contractor, Subcontractors, material and equipment suppliers, their agents or employees, or other
persons performing portions of the Work.
Contractor shall, without charge, replace or correct Work found by the District to
not be in conformance to Contract requirements. Contractor shall promptly segregate and remove
rejected materials from the Project site.
This section is does not address a Notice of Non-Compliance and the remedies
associated with a Notice of Non-Compliance which are addressed at Article 7.1.2.
4.2.7

Warranties upon Completion

The Architect (and where applicable CM), in conjunction with the Inspector will
conduct field reviews of the Work to determine the date of Substantial Completion and of Final
Completion, shall receive and forward to the District for the District’s review written warranties
and related documents required by the Contract and assembled by the Contractor, and will issue
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a final Certificate for Payment when the Architect believes the Work has been completed in
compliance with the requirements of the Contract Documents (See Article 9.11 for Close-Out).
The handling by the Architect (or where applicable CM) of such warranties, maintenance manuals,
or similar documents shall not diminish or transfer to the Architect any responsibilities or liabilities
required by the Contract Documents of the Contractor or other entities, parties, or persons
performing or supplying the Work.
On some Projects, the District will take a phased occupancy of the Project. In
those cases, the District may commence the running of warranties on the buildings, or phases
that are accepted after Punch List is completed and the District has accepted Completion of the
separate phase. A separate Notice of Completion may be filed for the separate building or phase
of work and warranties shall commence for the separate phase only to the extent that warranties
do not require coordination or connection to other buildings or other parts of the site and only if
the warranted item is completed to its entirety in the segregated building or phased area.
If written warranties are not provided at the time the Punch List is nearing
completion, Architect (with recommendations from the CM and Inspector) shall determine the
dollar value of the warranties and shall make recommendation for withholds necessary transfer
such Warranty to the District for future use as part of the Punch List for the Project pursuant to
Article 9.6.
Warranties are not commenced through utilizing of equipment for testing and
operation as necessary to acclimate buildings or where necessary to test systems.
4.2.8

Interpretation

The Architect will interpret and decide matters concerning performance and
requirements of the Contract Documents. Architect shall make clarifications as necessary to
interpret the Contract Documents.
4.3

PROJECT INSPECTOR
4.3.1

General

One or more Project Inspectors employed by the District and approved by the
Division of the State Architect will be assigned to the Work in accordance with the requirements
of Title 24 of the California Code of Regulations. The Inspector(s) duties are as specifically
defined in Title 24 Section 4-333 and 4-342 and in DSA IR A-8.
4.3.2

Inspector’s Duties and DSA Noted Timelines for Inspection

All Work shall be under the observation of the Inspector. Contractor shall establish
a protocol for requesting inspection with Inspector so as to not delay the Work and provide
adequate time for the Inspector to perform inspection. If such a protocol is not established ahead
of time, Inspector may utilize the time criteria set by Title 24 of 48 hours in advance of submitting
form DSA 156 for each new area. The Inspector shall have free access to any or all parts of the
Work at any time. The Contractor shall furnish the Inspector such information as may be
necessary to keep the Inspector fully informed regarding progress and manner of Work and
character of materials. Such observations shall not, in any way, relieve the Contractor from
responsibility for full compliance with all terms and conditions of the Contract, or be construed to
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lessen to any degree the Contractor’s responsibility for providing efficient and capable
superintendence. The Inspector is not authorized to make changes in the Drawings or
Specifications nor shall the Inspector’s approval of the Work and methods relieve the Contractor
of responsibility for the correction of subsequently discovered defects, or from its obligation to
comply with the Contract Documents.
Inspector shall electronically post DSA required documents on the DSA electronic
posting website. It is the Contractor’s responsibility to determine the status of posting and
determine if all the criteria for sign off of a category of Work on the Project Inspection Card (Form
DSA 152) as defined more thoroughly in the most current version of the DSA 152 manual posted
on the DSA website.
Inspector may collaborate with Contractor about approval of areas that may be
constructed and approved incrementally under the DSA 152 card pursuant to the guidelines of
PR-13 at Article 1.17. Inspector shall work with Contractor to present incremental approval
proposals to DSA.
4.3.3

Inspector’s Authority to Reject or Stop Work

The Inspector shall have the authority to reject Work whenever provisions of the
Contract Documents are not being complied with, and Contractor shall instruct its Subcontractors
and employees accordingly. In addition, the Inspector may stop any Work that poses a probable
risk of harm to persons or property. The Contractor shall instruct its employees, Subcontractors,
material and equipment suppliers, etc., accordingly. The absence of any Stop Work Order or
rejection of any portion of the Work shall not relieve the Contractor from any of its obligations
pursuant to the Contract Documents.
4.3.4

Inspector’s Facilities

Within seven (7) days after the notice to proceed, the Contractor shall provide the
Inspector with the temporary facilities as required. More specific requirements for the Inspector
facilities may be further described under Division 1 of the Specifications.
4.3.5

Testing Times

The District will provide inspection and testing at its cost during the normal eight
(8) hour day Monday through Friday (except holidays). Work by the Contractor outside of the
normal eight (8) hour day shall constitute an authorization from the Contractor to the District to
provide inspection and testing as required outside of the normal eight (8) hour day. Contractor
shall provide adequate time for inspections so as to not delay the Work. An advanced timing
protocol may be established pursuant to Article 4.3.2. If the Contractor is behind Schedule then
it is incumbent on the Contractor to provide advance forecast through look ahead of the
anticipated date for inspection so the Inspector may plan their activities so as to not delay the
Project. Contractor shall reimburse District for any additional costs associated with inspection
and testing (including re-inspection and re-testing) outside the normal eight-hour day and for any
retests caused by the Contractor.
It is the Contractor’s responsibility to request special inspections with sufficient
time so all testing may be timely completed and posted so work may proceed and the Inspector’s
signature is attached to the Project Inspection Card (Form 152). Specifically, timely request for
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special inspection under the DSA Verified Report Forms 291 (laboratory), DSA Verified Report
Form 292 (Special Inspection), and DSA Verified Report 293 (geotechnical) since DSA
requirements under PR 13-01 specifically gives the Special Inspections 14 days to post to the
DSA website. Failure to plan and pay (if applicable) for quicker delivery of Special Inspections
may be counted as Float, but is not considered Governmental Delay Float under Article 8.1.4.
4.3.6
Special Inspections, Inspections or Tests Out of State, Out of Country or
Remote from Project
If Contractor has a Subcontractor or supplier that requires in plant or special
inspections, inspections or tests that are out of the country, out of the state or a distance of more
than 200 miles from the Project Site, the District shall provide the Special Inspector or individual
performing tests time for inspection and testing during normal work hours. Contractor, however,
is responsible for the cost of travel, housing, food, out of area premiums that may be in the
Inspector/Testing Agreement with District, or other expenses necessary to ensure proper
inspection, special inspection or testing is provided by a DSA Certified Inspector, Special
Inspector, or individual performing tests. In some cases all three (DSA Inspector, Special
Inspector, and Tester) may be required. In addition, if the DSA Certified Inspector, Special
Inspector, or individual performing test has contractual travel clauses or special rates for out of
town inspection, Contractor is responsible for all costs associated with the contractual travel costs
in addition to all other costs. Arrangements for inspection and/or testing shall be made far enough
in advance so as to not delay the Work.
4.4

STOP WORK ORDER

DSA may issue a Stop Work Order, or an Order to Comply, when either (1) the Work
proceeds without DSA approval; (2) the Work proceeds without a DSA Inspector of Record, or (3)
where DSA determines that the Work is not being performed in accordance with applicable rules
and regulations, and would compromise the structural integrity of the Project or would endanger
lives. If a Stop Work Order is issued, the Work in the affected area shall cease until DSA
withdraws the Stop Work Order. Pursuant to Education Code section 17307.5(b), the District
shall not be held liable in any action filed against the District for any delays caused by compliance
with the Stop Work Order, except to the extent that an error or omission by the District is the basis
for the issuance of the Stop Work Order.
Examples of Stop Work Orders that may be issued by DSA include DSA Bulletin 07-04
and Policy 10-01, the installation of automatic fire sprinkler systems without approved Plans,
covering Work that has not been approved by Inspector on DSA Project Inspection Card (Form
152).
4.5

RESPONSIBILITY FOR ADDITIONAL CHARGES INCURRED BY THE DISTRICT FOR
PROFESSIONAL SERVICES

If at any time prior to the completion of the requirements under the Contract Documents,
the District is required to provide or secure additional professional services (including CM,
Inspection, Architect, Engineering and Special Consultant Services) for any reason by any act of
the Contractor, the District may seek a Deductive Change Order for any costs incurred for any
such additional services, which costs shall be deducted from the next progress payment. A
Deductive Change Order shall be independent from any other District remedies and shall not be
considered a waiver of any District rights or remedies. If payments then or thereafter due to the
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Contractor are not sufficient to cover such amounts, the Contractor shall pay the difference to the
District. Additional services shall include, but shall not be limited to, the following:

4.6

a.

Services made necessary by the default of the Contractor (Article 14 or Article 2.2).

b.

Services made necessary due to the defects or deficiencies in the Work of the
Contractor (Article 2.2 and Article 9.6).

c.

Spurious or frivolous RFI’s issued that do not conform to the requirements of Article
7.4. Issuance of the same RFI after receiving an answer from the Architect or
Engineer

d.

Review of Schedules that are provided by Contractor that do not Conform with the
Requirements of Article 8.

e.

Preparation of a CCD or ICD to correct a Contractor Deficiency, or Contractor
Caused Notice of Non-Compliance (Article 7.3).

f.

Review of Incomplete Shop Drawings or Submittals, including the submission of
Piecemeal Shop Drawings or Submittals unless piecemeal Submittals are
specifically agreed upon by District (Article 3.9)

g.

Services required by failure of the Contractor to perform according to any provision
of the Contract Documents.

h.

Services in connection with evaluating substitutions of products, materials,
equipment, Subcontractors’ proposed by the Contractor, and making subsequent
revisions to Drawings, Specifications, obtaining DSA approvals, DSA costs for
review of CCD’s, other governmental agency review costs, and providing other
documentation required (except for the situation where the specified item is no
longer manufactured or available). (Article 3.10)

i.

Services for evaluating and processing Claims or Disputes submitted by the
Contractor in connection with the Work outside the established Change Order
process.

j.

Services required by the failure of the Contractor to prosecute the Work in a timely
manner in compliance within the specified time of completion.

k.

Services in conjunction with the testing, adjusting, balancing and start-up of
equipment other than the normal amount customarily associated for the type of
Work involved.

l.

Services in conjunction with more than one (1) re-review of Submittals of Shop
Drawings, Product Data, samples, RFI’s etc.

DISPUTES AND CLAIMS
4.6.1

Decision of Architect
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Disputes between District and Contractor involving money or time, including those
alleging an error or omission by the Architect shall be referred initially to the Architect for action
as provided in Article 4.6.2 within ten (10) days after Contractor’s Article 7 request for Change is
denied. If there is a CM, the CM shall receive the Dispute and may review and also assemble
opinions and documents to assist the Architect. A decision by the Architect, as provided in Article
4.6.5, shall be required as a condition precedent to proceeding with remedies set forth in Article
4.6.9 as to all such matters arising prior to the date Retention Payment Application is due,
regardless of whether such matters relate to execution and progress of the Work, or the extent to
which the Work has reached Final Completion.
The condition precedent of an Architect decision shall be waived if: (1) the position
of Architect is vacant; (2) the Architect has not received evidence or has failed to render a decision
within agreed time limit; (3) the Architect has failed to take action required under Article 4.6.5
within thirty (30) days after the Claim is made, forty-five (45) days have passed after the Claim
has been referred to the Architect; or (4) the Claim relates to a stop notice claim not arising from
any extra Change Order or Immediate Change Directive for which approval has not been
provided.
4.6.2

Architect’s Review

The Architect (and CM) will review Disputes and take one or more of the following
preliminary actions upon receipt of a Dispute: (1) request additional supporting data from the
claimant; (2) submit a schedule to the parties indicating when the Architect expects to take action;
(3) reject the Dispute in whole or in part, stating reasons for rejection; (4) recommend approval of
the Claim; or (5) suggest a compromise. The Architect may also, but is not obligated to, notify
the Surety, if any, of the nature and amount of the Claim.
4.6.2.1 Architectural Immunity. Architect review of Claims shall be impartial and
meant to resolve Disputes. Pursuant to the case, Huber, Hunt & Nichols, Inc. v. Moore (1977) 67
Cal.App.3d 278, the Architect is provided a quasi-judicial immunity for interpreting and deciding
Disputes between the District and Contractor.
4.6.3

Documentation if Resolved

If a Dispute has been resolved, the Architect (and/or CM) will prepare a Change
Order or obtain appropriate documentation to document the terms for Board approval.
4.6.4

Actions if Not Resolved

If a Dispute has not been resolved and all documentation requested pursuant to
Article 4.6.2 has been provided, the Contractor shall, within ten (10) days after the Architect’s
preliminary response, assemble all the documents involved in the Dispute including copies of all
back-up documentation of costs and the basis for the Dispute and take one or more of the
following actions: (1) modify the initial Dispute; (2) notify the Architect that the initial Dispute
stands; or (3) supplement with additional supporting data and re-submit to the Architect under
Article 4.6.2.
4.6.5

Architect’s Written Decision
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If a Dispute has not been resolved after consideration of the foregoing and of other
evidence presented by the parties or requested by the Architect, the Architect (or Architect
through CM) shall provide a written decision twenty (20) days after compliance with Article 4.6.4.
Upon expiration of such time period, the Architect (or Architect through CM) will render to the
parties its written decision relative to the Dispute, including any change in the Contract Sum or
Contract Time or both.
The Architect may also request reasonable additional time to complete Architect’s
written decision.
If the resolution of the Dispute by the Architect is not satisfactory to the Contractor
and copies of all back-up documentation of costs and the basis for the Dispute is fully articulated
in a package of material that is complete, the Contractor may then submit a Claim to the District
under Article 4.6.9
4.6.6

Continuing Contract Performance

Pending final resolution of a Dispute or Claim, including, negotiation, mediation,
arbitration, or litigation, the Contractor shall proceed diligently with performance of the Contract,
and the District shall continue to make any undisputed payments in accordance with the Contract
(less any withholdings or offsets). If the Dispute or Claim is not resolved, Contractor agrees it will
neither rescind the Contract nor stop the progress of the work, but Contractor’s sole remedy shall
be to submit such controversy to determination by a court of competent jurisdiction in the county
where the Project is located, after the Project has been completed, and not before.
4.6.6.1 District’s Option to Submit Individual Disputes to Arbitration during
Claims and Disputes Process. At the District’s sole option, in order to more efficiently resolve
Claims during the Project and prior to the completion of the Claims Process, pursuant to
Government Code section 9201, the District may submit individual Disputes or Claims for binding
arbitration and Contractor agrees to the resolution of for each individual Dispute or Claim by an
Arbitrator, including resolution of time and delays. If binding arbitration is utilized for individual
disputes, such resolution is full and final as to that particular Dispute or Claim. THIS INDIVIDUAL
DISPUTE ARBITRATION PROCESS IS NOT AN ARBITRATION CLAUSE AND SHALL NOT BE
CONSTRUED AS AN AGREEMENT TO ARBITRATE.
THIS INDIVIDUAL DISPUTES
ARBITRATION PROCESS IS FOR THE SOLE PURPOSE OF STREAMLINING AND
RESOLVING CLAIMS DURING CONSTRUCTION AND SHALL BE REQUESTED ON SPECIFIC
INDIVIDUAL ITEMS BY THE DISTRICT PRIOR TO RETENTION PAYMENT (EVEN IF THERE
ARE DEDUCTIONS MADE FROM RETENTION PAYMENT) WHICH REPRESENTS THE FINAL
COMPLETION OF THE PROJECT.
a.

If there is no Retention remaining on the Project, individual Disputes
initiated prior to Project Final Completion shall continue until a final
disposition of the Arbitration or resolution of the individual Claim or
Dispute.

b.

No Tolling. The Arbitration process shall not toll the Disputes,
Claims, or Appeals process under Article 4.6 or the requirement to
submit Claims to Court under Article 4.6.9.4.
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Claims for Concealed Trenches or Excavations Greater Than Four Feet Below

4.6.7
the Surface

When any excavation or trenching extends greater than four feet below the surface
or if any condition involving hazardous substances are encountered:
a.

4.6.8

Immediately upon discovery, The Contractor shall promptly, and before the
following conditions are disturbed, notify the District, by telephone and in
writing, of the condition except:
1.

If such condition is a hazardous waste condition, Contractor’s bid
includes removal or disposal of hazardous substances. Material
that the Contractor believes may be a material that is hazardous
waste, as defined in Section 25117 of the Health and Safety Code,
is required to be removed to a Class I, Class II, or Class III disposal
site in accordance with the provisions of existing law. In such case,
the notice bulletin procedures of Article 7 apply.

2.

Subsurface or latent physical conditions at the Site differing from
those indicated in the Drawings, Specifications, Soils Report, and
from Contractor’s own investigation under Article 2.1.

3.

Unknown physical conditions at the Site of any unusual nature,
different materially from those ordinarily encountered and generally
recognized as inherent in Work of the character provided for in the
Contract.

b.

The District shall investigate the conditions, and if District finds that the
conditions do materially so differ, do involve hazardous waste, and cause
a decrease or increase in the Contractor’s cost of, or the time required for,
performance of any part of the Work shall issue a Change Order or
Construction Change Document under the procedures described in the
Contract.

c.

In the event that a dispute arises between the public entity or District and
the Contractor whether the conditions materially differ, involve hazardous
waste, or cause a decrease or increase in the Contractor’s cost of, or time
required for, performance of any part of the Work, the Contractor shall not
be excused from any scheduled Completion Date provided for by the
Contract, but shall proceed with all Work to be performed under the
Contract. The Contractor shall retain any and all rights provided either by
Contract or by law which pertain to the resolution of disputes and protests
between the contracting parties.
Dispute Concerning Extension of Time.

If Contractor and District cannot agree upon an extension of time, whether
compensable or not, then Contractor must have first completed the procedures set forth in Article
8.4. Upon completion of the procedures set forth under Article 8.4, Contractor must then comply
with the requirements in this Article including those set forth under Article 4.6.9.
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4.6.9

Claims Procedures

Pursuant to the remedies under Public Contract Code section 9201 and
Government Code section 930.2, Contractor, through execution of this Agreement, also agrees
to comply with the Claims requirements of Article 4.6 to quickly and efficiently resolve disputes.
Further, to provide a level of accuracy to the records submitted, the District shall have the right to
audit books and records pursuant to Article 13.11 based on the actual costs incurred and to
reduce the uncertainty in resolving disputes with limited information.
4.6.9.1

Procedure Applicable to All Claims
a.

Definition of Claim: A “Claim” is where a Dispute between the
parties rises to the level where backup documentation is assembled
and provided to the District as a separate demand by the Contractor
for (1) time extension, (2) payment of money or damages arising
from Work done by or on behalf of the Contractor pursuant to the
Contract and payment of which is not otherwise expressly provided
for or the claimant is not otherwise entitled to, or (3) and amount the
payment of which is disputed by the District. (If the Claim is for
damages associated with a DSA Stop Work Order, the Contractor
shall not be entitled to a request for Compensation, but shall be
entitled to utilize Governmental Delay Float (See Article 8.1.5.1.))

b.

Filing Claim Is Not Basis to Discontinue Work: The Contractor shall
promptly comply with Work under the Contract or Work requested
by the District even though a written Claim has been filed. The
Contractor and the District shall make good faith efforts to resolve
any and all Claims that may arise during the performance of the
Work covered by this Contract.

c.

Claim Notification: The Contractor shall within seven (7) calendar
days after the written decision of the Architect, or if the time period
for Architect’s decision has passed under Article 4.6.1, submit a
notification, in writing, with the District (and the District’s CM) stating
clearly the basis for the Claim. If the notification is not submitted
within seven (7) days after the written decision of the Architect or
the passage of time under Article 4.6.1, the Contractor shall be
deemed to have waived all right to assert the Claim, and the Claim
shall be denied. Claims submitted after the Retention Payment
date shall also be considered null and void by the District. All
Claims shall be reviewed pursuant to Articles 4.6.1 through 4.6.5.
The Formal Notification of Claim must be presented as follows:
(1)

The term “Claim” must be at the top of the page in no smaller
than 20 point writing.

(2)

All documentation submitted pursuant to Article 4.6 to the
Architect shall be submitted with the “Claim.”
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(3)

A stack of documents, copy of all Project documents, or the
submission of random documents shall not constitute an
adequate reference to supporting documentation

(4)

Any additional or supporting documentation that Contractor
believes is relevant should be submitted at this time.

d.

Formal Claim Appeal Submission: If the Contractor does not
concur with the District’s decision regarding the Claim Notification,
the Contractor will issue a formal Claim Appeal within fourteen (14)
days of receipt of the District’s decision and all detailed information
in support of the Claim Appeal within thirty (30) days. All appeals
shall be submitted before Retention Payment. If the Claim Appeal
is not submitted within fourteen (14) calendar days and detailed
information within thirty (30) days, the Contractor shall be deemed
to have waived its right to assert the Claim and the Claim shall be
denied. Contractor’s failure to submit any detailed information
which is in the possession of Contractor shall render such
information inadmissible by Contractor at trial, arbitration or other
legal proceeding.

e.

Appeal Claim Format: The Contractor shall provide all written
detailed documentation which supports the Claim, including but not
limited to: arguments, justifications, cost, estimates, Schedule
analysis and detailed documentation. The format of the Claim
Appeal shall be as follows:
1.

Cover letter.

2.

Summary of factual basis of Claim and amount of Claim.

3.

Summary of the basis of the Claim, including the specific
clause and section under the Contract under which the
Claim is made.

4.

Documents relating to the Claim, including:
a.
b.
c.
d.
e.
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Specifications sections in question.
Relevant portions of the Drawings
Applicable Clarifications (RFI’s)
Other relevant information, including responses that
were received.
Contractor Analysis of Claim merit.
(a)
Contractor’s analysis of any Subcontractor
vendor Claims that are being passed
through.
(b)
Any analysis performed by outside
consultants
(c)
Any legal analysis that Contractor deems
relevant
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f.
g.

h.

i.

f.

Break down of all costs associated with the Claim.
For Claims relating to time extensions, an analysis
and supporting documentation evidencing any effect
upon the critical path in conformance with the
requirements of Article 8.4 chronology of events and
related correspondence.
Applicable Daily Reports and logs.
(a)
If the Daily Reports or Logs are not available,
lost or destroyed, there shall be a
presumption that the lost documentation was
unfavorable to the Contractor.
See
California Civil Jury Instruction 204.
For Claims involving overhead, cost escalation,
acceleration, disruption or increased costs, a full
version of job costs reports organized by category of
work or Schedule of Values with budget information
tracked against actual costs. Any and all supporting
back-up data, including the original bid (and
associated original unaltered metadata).
(a)
The meta data and bid information shall be
provided confidentially and subject to a
protective order to prevent dissemination to
other contractors or to the public. However,
the bid documentation should remain intact
and available for review and inspection in
case of this type of increased cost Claim.
(b)
This data on the bid shall be made available
to any District attorneys or experts and shall
also be utilized as evidence for any legal
proceedings.
(c)
If the bid documentation is not available, lost
or destroyed, there shall be a presumption
that the lost bid documentation was
unfavorable to the Contractor.
See
California Civil Jury Instruction 204.

Certification: The Contractor (and Subcontractors, if applicable)
shall submit with the Claim a certification under penalty of perjury:
1.

That the Contractor has reviewed the Claim and that such
Claim is made in good faith;

2.

Supporting data are accurate and complete to the best of
the Contractor’s knowledge and belief;

3.

The amount requested accurately reflects the amount of
compensation for which the Contractor believes the District
is liable.
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4.

That the Contractor is familiar with Government Code
sections 12650 et seq. and Penal Code section 72 and that
false claims can lead to substantial fines and/or
imprisonment.

g.

Signature of Certification: If the Contractor is not an individual, the
certification shall be executed by an officer or general partner of the
Contractor having overall responsibility for the conduct of the
Contractor’s affairs.

h.

Mandatory Claim Appeal Procedure: The Contractor’s Claim
Appeal shall be denied if it fails to follow the requirements of this
Article.

4.6.9.2 District (through CM or District’s Agent or Attorney) May Request
Additional Information: Within thirty (30) days of receipt of the Claim Appeal and the information
under this Article, the District may request in writing any additional documentation supporting the
Claim or documentation relating to defenses to the Claim which the District may assert. If
additional documents are required, the time in which the Claim is evaluated may be extended by
a reasonable time so the Claim and additional documents may be reviewed. Claims Procedures
in Addition to Government Code Claim. Nothing in the Claims procedures set forth in this Article
4 of the General Conditions shall act to waive or relieve the Contractor from meeting the
requirements set forth in Government Code section 900 et seq.
4.6.9.3 Binding Arbitration of Individual Claim Issues. To expedite resolution of
Claims pursuant to Public Contract Code section 9201, at the District’s sole option, the District
may submit individual Claims to Arbitration prior to Retention Payment consistent with the
requirements of Article 4.6.6.1.
4.6.9.4 Resolution of Claims in Court of Competent Jurisdiction. If Claims are
not resolved under the procedure set forth and pursuant to Article 4.6.9, such Claim or controversy
shall be submitted to a court in the County of the location of the Project after the Project has been
completed, and not before.
4.6.9.5 Warranties, Guarantees and Obligations. The duties and obligations
imposed by these General Conditions and the rights and remedies available hereunder to the
parties hereto, and, in particular but without limitation, the warranties, guarantees and obligations
imposed upon Contractor by the General Conditions and amendments thereto; and all of the rights
and remedies available to District and Architect thereunder, are in addition to, and are not to be
construed in any way as a limitation of, any rights and remedies available to any or all of them
which are otherwise imposed or available by laws or regulations by special warranty or guarantee
or by other provisions of the Contract Documents, and the provisions of this Article will be as
effective as if repeated specifically in the Contract Documents in connection with each particular
duty, obligation, right and remedy to which they apply.
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ARTICLE 5
SUBCONTRACTORS
5.1

DEFINITIONS
Subcontractual Relations Bound to Same Contract Terms at General Contractor

5.1.1

By appropriate agreement, written where legally required for validity, the
Contractor shall require each Subcontractor, to the extent of the Work to be performed by the
Subcontractor, to be bound to the Contractor by terms of the Contract Documents, and to assume
toward the Contractor all the same obligations and responsibilities, assumed by Contractor
pursuant to the Contract Documents. Each subcontract agreement shall preserve and protect
the rights of the District and the Architect under the Contract Documents with respect to the Work
to be performed by the Subcontractor so that subcontracting thereof will not prejudice such rights.
Where appropriate, the Contractor shall require each Subcontractor to enter into similar
agreements with Sub-subcontractors. The Contractor shall make available to each proposed
Subcontractor, prior to the execution of the subcontract agreement, copies of the Contract
Documents to which the Subcontractor will be bound. Upon written request of the Subcontractor,
the Contractor shall identify to the Subcontractor the terms and conditions of the proposed
subcontract agreement, which may be at variance with the Contract Documents. Subcontractors
shall similarly make copies of applicable portions of such documents available to their respective
proposed Sub-subcontractors.
Subcontractor Licenses

5.1.2

All Subcontractors shall be properly licensed by the California State Licensing
Board.
Substitution of Subcontractor

5.1.3

Substitution of Subcontractors shall be permitted only as authorized under Public
Contract Code §§ 4107 et seq. Any substitutions of Subcontractors shall not result in any increase
in the Contract Price or result in the granting of any extension of time for the completion of the
Project.
Contingent Assignment of Subcontracts and Other Contracts

5.1.4

Each subcontract, purchase order, vendor contract or agreement for any portion
of the Work is hereby assigned by the Contractor to the District provided that:
a.

Such assignment is effective only after Termination of this Contract with
the Contractor by the District as provided under Article 14 and only for those
subcontracts and other contracts and agreements that the District accepts
by notifying the Subcontractor or Materialman (as may be applicable) in
writing; and

b.

Such assignment is subject to the prior rights of the Surety(ies) obligated
under the Payment Bond and Performance Bond.
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c.

The Contractor shall include adequate provisions for this contingent
assignment of subcontracts and other contracts and agreements in each
such document.

Murrieta Elementary School – Interim Housing
Murrieta Valley Unified School District

ARTICLE 5: Subcontractors
Page 55

GENERAL CONDITIONS
ARTICLE 6
CONSTRUCTION BY DISTRICT OR BY SEPARATE CONTRACTORS
6.1

DISTRICT’S RIGHT TO PERFORM CONSTRUCTION AND TO AWARD SEPARATE
CONTRACTS
6.1.1

Separate Contracts.

6.1.1.1 District reserves the right to let other contracts in connection with this
Work. Contractor shall afford other contractors reasonable opportunity for (1) introduction and
storage of their materials; (2) access to the Work; and (3) execution of their work. Contractor
shall properly connect and coordinate its work with that of other Contractors.
6.1.1.2 If any part of Contractor’s Work depends on proper execution or results
of any other contractor, the Contractor shall inspect and within seven (7) days or less, report to
Architect, in writing, any defects in such work that render it unsuitable for proper execution of
Contractor’s Work. Contractor will be held accountable for damages to District for that Work which
it failed to inspect or should have inspected. Contractor’s failure to inspect and report shall
constitute its acceptance of other contractors’ Work as fit and proper for reception of its Work,
except as to defects which may develop in other contractors’ work after execution of Contractor’s
work.
6.1.1.3 To ensure proper execution of its subsequent Work, Contractor shall
measure and inspect Work already in place and shall at once report to the Architect in writing any
discrepancy between executed Work as built and the Contract Documents.
6.1.1.4 Contractor shall ascertain to its own satisfaction the scope of the Project
and nature of any other contracts that have been or may be awarded by District in prosecution of
the Project and the potential impact of such Work on the Baseline Schedule or Schedule updates.
6.1.1.5 Nothing herein contained shall be interpreted as granting to Contractor
the exclusive occupancy at the site of Project. Contractor shall not cause any unnecessary
hindrance or delay to any other contractor working on the Project Site. If execution of any contract
by the District is likely to cause interference with Contractor’s performance of this Contract, once
Contractor provides District timely written notice and identifies the Schedule Conflict, District shall
decide which contractor shall cease work temporarily and which contractor shall continue, or
whether Work can be coordinated so that contractors may proceed simultaneously.
6.1.1.6 District shall not be responsible for any damages suffered or extra costs
incurred by Contractor resulting directly or indirectly from award or performance or attempted
performance of any other contract or contracts at the Project necessary for the performance of
the Project (examples include Electrical Utility Contractor, separate offsite contractor, a separate
grading contractor, furniture installation etc.)
CONTRACTOR IS AWARE THAT THIS CONTRACT MAY BE SPLIT INTO
SEVERAL PHASES BASED ON DOCUMENTATION PROVIDED WITH THIS
BID OR DISCUSSED AT THE JOB WALK. CONTRACTOR HAS MADE
ALLOWANCE FOR ANY DELAYS OR DAMAGES WHICH MAY ARISE FROM
COORDINATION WITH CONTRACTORS REQUIRED FOR OTHER PHASES. IF
ANY DELAYS SHOULD ARISE FROM ANOTHER CONTRACTOR WORKING
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ON A DIFFERENT PHASE, CONTRACTOR’S SOLE REMEDY FOR DAMAGES,
INCLUDING DELAY DAMAGES, SHALL BE AGAINST THE CONTRACTOR
WHO CAUSED SUCH DAMAGE AND NOT THE DISTRICT. CONTRACTOR
SHALL PROVIDE ACCESS TO OTHER CONTRACTORS FOR OTHER
PHASES AS NECESSARY TO PREVENT DELAYS AND DAMAGES TO OTHER
CONTRACTORS WORKING ON OTHER PHASES OF CONSTRUCTION.
6.1.2

District’s Right to Carry Out the Work
See Article 2.2.

6.1.3

Designation as Contractor

When separate contracts are awarded to contractors on the Project Site, the term
“Contractor” in the Contract Documents in each case shall mean the Contractor who executes
each separate District/Contractor Agreement.
6.1.4

District Notice to the Contractor of Other Contractors

The Contractor shall have overall responsibility to reasonably coordinate and
schedule Contractor’s activities with the activities of the District’s forces and of each separate
contractor with the Work of the Contractor, who shall cooperate with them. The Contractor shall
participate with other separate contractors and the District in reviewing their construction
schedules when:
a.

Notice is provided in the Contract Documents of other scope of
Work,

b.

In the case where there is known Work to be performed by other
Contractors

c.

For outside contractors hired by utilities

d.

Where the Contract Document provides “Work by Others” or “By
Others”

e.

Where specifically noted during the Pre-Bid Conference

f.

Where specifically noted in the Mandatory Job Walk

g.

By CO or ICD,

h.

With respect to the installation of :
1.
Furniture,
2.
Electronics and networking equipment,
3.
Cabling,
4.
Low voltage,
5.
Off-site work,
6.
Grading (when by a separate contractor),

Murrieta Elementary School – Interim Housing
Murrieta Valley Unified School District

ARTICLE 6: Construction By Others
Page 57

GENERAL CONDITIONS
7.
8.
9.
10.
11.

Environmental remediation when excluded by the Contract
Documents (i.e. asbestos, lead or other hazardous waste
removal)
Deep cleaning crews,
Commissioning and testing,
Keying and re-keying,
Programming

6.1.4.2 Exception where no Coordination is Required on the Part of the
Contractor for Turn Key Operations. If the Contractor has specifically outlined a “Turn Key” or
“Complete Delivery” of a final completed operational school in writing as part of the Baseline
Schedule..
6.1.4.3 The Contractor shall make any revisions to the Baseline Schedule (or
Schedule Update) and Contract Sum deemed necessary after a joint review and mutual
agreement. The Baseline Schedule (or Schedule Update) shall then constitute the Schedules to
be used by the Contractor, separate contractors, and the District until subsequently revised.
Additionally, Contractor shall coordinate with Architect, District, and Inspector to ensure timely
and proper progress of Work.
6.2

CONSTRUCTIVE OWNERSHIP OF PROJECT SITE AND MATERIAL

Upon commencement of Work, the Contractor becomes the constructive owner of the
entire site, improvements, material and equipment on Project site. Contractor must ensure proper
safety and storage of all materials and assumes responsibility as if Contractor was the owner of
the Project site. All risk of loss or damage shall be borne by Contractor during the Work until the
date of Completion. As constructive owner of the Project site, Contractor must carry adequate
insurance in case of calamity and is not entitled to rely on the insurance requirements as set forth
in this Agreement as being adequate coverage in case of calamity.
6.3

DISTRICT’S RIGHT TO CLEAN UP

If a dispute arises among the Contractor, separate contractors, and the District as to the
responsibility under their respective contracts for maintaining the premises and surrounding area
free from waste materials and rubbish as described in Article 3.12, the District may clean up and
allocate the cost among those it deems responsible.
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ARTICLE 7
CHANGES IN THE WORK
7.1

CHANGES
7.1.1

No Changes Without Authorization

There shall be no change whatsoever in the Drawings, Specifications, or in the
Work without an executed Change Order, Change Order Request, Immediate Change Directive,
or order by the Architect for a minor change in the Work as herein provided. District shall not be
liable for the cost of any extra work or any substitutions, changes, additions, omissions, or
deviations from the Drawings and Specifications unless the District’s Governing Board or
designated representative with delegated authority (subject to Board ratification) has authorized
the same and the cost thereof approved in writing by Change Order or executed Construction
Change Document. No extension of time for performance of the Work shall be allowed hereunder
unless claim for such extension is made at the time changes in the Work are ordered, and such
time duly adjusted in writing in the Change Order. The provisions of the Contract Documents
shall apply to all such changes, additions, and omissions with the same effect as if originally
embodied in the Drawings and Specifications. Notwithstanding anything to the contrary in this
Article 7, all Change Orders shall be prepared and issued by the Architect and shall become
effective when executed by the District’s Governing Board, the Architect, and the Contractor.
Should any Change Order result in an increase in the Contract Price, the cost of
such Change Order shall be agreed to, in writing, in advance by Contractor and District and be
subject to the monetary limitations set forth in Public Contract Code section 20118.4 (Please
check with the District since there are different interpretations of the limitations of Public Contract
Code section 20118.4 depending on the County the Project is located). In the event that
Contractor proceeds with any change in Work without first notifying District and obtaining the
Architect’s and District’s consent to a Change Order, Contractor waives any Claim of additional
compensation for such additional work and Contractor takes the risk that a Notice of NonCompliance may issue, a critical path Project delay may occur, and the Contractor will also be
responsible for the cost of preparation and DSA CCD review fees for a corrective DSA approved
Construction Change Document.
CONTRACTOR UNDERSTANDS, ACKNOWLEDGES, AND AGREES THAT
THE REASON FOR THIS NOTICE REQUIREMENT IS SO THAT DISTRICT MAY
HAVE AN OPPORTUNITY TO ANALYZE THE WORK AND DECIDE WHETHER
THE DISTRICT SHALL PROCEED WITH THE CHANGE ORDER OR ALTER
THE PROJECT SO THAT SUCH CHANGE IN WORK BECOMES
UNNECESSARY AND TO AVOID THE POSSIBLE DELAYS ASSOCIATED
WITH THE ISSUANCE OF A NOTICE OF NON-COMPLIANCE.
7.1.2

Notices of Non-Compliance

Contractor deviation or changes from approved Plans and Specifications may
result in the issuance of a Notice of Non-Compliance (See DSA Form 154). Contractor is
specifically notified that deviations from the Plans and Specifications, whether major or minor,
may result in the requirement to obtain a DSA Construction Change Document to correct the
Notice of Non-Compliance. (See Article 7.3.1 for Definition of CCD). In some cases, the lack of
a DSA approved CCD AND verification from the Inspector that a Notice of Non-Compliance has
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been corrected may result in a critical path delay to the next stage of Work on the Project.
Specifically, a deviation from approved Plans and Specifications may prevent approval of the
category of Work listed in the DSA 152 Project Inspection Card. Any delays that are caused by
the Contractor’s deviation from approved Plans and Specifications shall be the Contractor’s
responsibility.
Architect Authority

7.1.3

The Architect will have authority to order minor changes in the Work that do not
involve DSA Approval not involving any adjustment in the Contract Sum, or an extension of the
Contract Time.
7.2

CHANGE ORDERS (“CO”)

A CO is a written instrument prepared by the Architect and signed by the District (as
authorized by the District’s Governing Board), the Contractor, and the Architect stating their
agreement upon all of the following:
a.

A description of a change in the Work;

b.

The amount of the adjustment in the Contract Sum, if any; and

c.

The extent of the adjustment in the Contract Time, if any.

A CO may be comprised of ICD’s, Response to RFP’s and COR’s
7.3

CONSTRUCTION CHANGE DOCUMENT (CCD Category A, and CCD Category B) and
IMMEDIATE CHANGE DIRECTIVE (ICD)
7.3.1

Definitions

7.3.1.1 Construction Change Document (CCD). A Construction Change
Document is a DSA term that is utilized to address changes to the DSA approved Plans and
Specifications. There are two types of Construction Change Documents. (1) DSA approved CCD
Category A (DSA Form 140) for Work affecting structural, access compliance or fire/ life safety of
the Project which will require a DSA approval; and, (2) CCD Category B (DSA Form 141) for work
NOT affecting structural safety, access compliance or fire/ life safety that will not require a DSA
approval (except to confirm that no approval is required);
7.3.1.2 Immediate Change Directive (ICD). An Immediate Change Directive is
a written order to the Contractor prepared by the Architect and signed by the District (and CM if
there is a CM on the Project) and the Architect, directing a change in the Work and stating a
proposed basis for adjustment, if any, in the Contract Sum or Contract Time, or both. The District
may by ICD, without invalidating the Contract, direct immediate changes in the Work within the
general scope of the Contract consisting of additions, deletions, or other revisions within. If
applicable, the Contract Sum and Contract Time will be adjusted accordingly.
In the case of an Immediate Change Directive being issued, Contractor
must commence Work immediately or delays from failure to perform the ICD shall be the
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responsibility of Contractor and the failure to move forward with Work immediately shall also be
grounds for Termination under Article 14.
An ICD does not automatically trigger an Article 7.6 Dispute or Claim.
Contractor must timely follow the procedures outlined at Article 7.6 and 4.6 where applicable.
Refer to Division 1 and Supplementary General Conditions for a copy of
the proposed Immediate Change Directive form.
7.3.2

Use to Direct Change

An ICD shall be used to move work forward immediately and to avoid delay. In
some cases, an ICD shall be issued in the absence of agreement on the terms of a CO, COR, or
RFP. A copy of an ICD form is provided in the Supplementary General Conditions and Division
1. The anticipated not to exceed price for the Work will be inserted into the ICD. In the case of
an ICD issued to correct Contractor Deficiencies or to correct a Contractor caused Notice of NonCompliance, the ICD may be issued with $0 and no additional time. Contract may prepare a COR
associated with the ICD pursuant to Article 7. However, Contractor shall proceed with all Work
required under an Approved ICD immediately upon issuance. Failure to proceed with the Work
under an ICD shall be grounds for Termination for Cause under Article 14 or take over the Work
under Article 2.2.
If adequate time exists, an ICD may be subject of an RFP for pricing and
determination if any time that may be required. However, if an RFP is not completed, Contractor
shall immediately commence Work when an ICD is issued. If the RFP is incomplete, it may still
be completed to be submitted for pricing purposes as long as the RFP is submitted within the
timeline provided by the RFP, or within 10 days following issuance of the ICD.
7.3.3
ICD Issued Over a Notice of Non-Compliance or to Cover Work Subject to a
DSA 152 Sign Off
In some cases, an ICD shall be for the purpose of proceeding with Work to keep
the Project on Schedule and as an acknowledgement by the District that Contractor is proceeding
with Work contrary to a Notice of Non-Compliance, prior to issuance of a DSA approved CCD
Category A, or to direct the covering of Work which has not yet received a DSA 152 Inspection
Approval to move forward.
7.3.3.1 Contractor Compliance with all Aspects of an ICD. Contractor is to
undertake the ICD and comply with all aspects of the Work outlined in the ICD. Inspector is to
inspect the Work pursuant to the ICD. Failure to follow the ICD may result in deduction of the
ICD Work under Article 2.2 or Termination of the Contractor pursuant to Article 14.
7.3.3.2 Exception in the Case of DSA Issued Stop Work Order. Contractor must
proceed with an ICD even if a CCD has not been approved by DSA except in the case of a DSA
issued Stop Work Order. If a DSA Stop Work Order is issued, Contractor must stop work and
wait further direction from the District.
7.3.3.3 ICD Due to Contractor Deficiency or Contractor Caused Notice of NonCompliance. If an ICD is issued to correct a Contractor Deficiency or a Contractor caused notice
of Non-Compliance, Contractor specifically acknowledges responsibility for all consequential
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damages associated with the Contractor Deficiency or Contractor caused Notice of NonCompliance and all consequential damages and costs incurred to correct the deficiency under
Article 4.5
7.4

REQUEST FOR INFORMATION (“RFI”)
7.4.1

Definition

A RFI is a written request prepared by the Contractor requesting the Architect to
provide additional information necessary to clarify or amplify an item which the Contractor
believes is not clearly shown or called for in the Drawings or Specifications, or to address
problems which have arisen under field conditions.
7.4.1.1

A RFI shall not be used as a vehicle to generate time extensions.

7.4.1.2 Resubmission of the same or similar RFI is not acceptable. RFI’s that
are similar should be addressed in Project meetings where the requestor (Contractor,
Subcontractor or vendor) is able to address the particular issue with the Architect or Engineer and
a resolution addressed in the minutes.
7.4.1.3 A RFI response applicable to a specific area cannot be extended to other
situations unless specifically addressed in writing within the RFI or in a separate RFI.
7.4.1.4 RFI’s should provide a proposed solution and should adequately
describe the problem that has arisen.
7.4.2

Scope

The RFI shall reference all the applicable Contract Documents including
Specification section, detail, page numbers, Drawing numbers, and sheet numbers, etc. The
Contractor shall make suggestions and interpretations of the issue raised by the RFI. An RFI
cannot modify the Contract Cost, Contract Time, or the Contract Documents.
7.4.3

Response Time

The Architect must respond to a RFI within a reasonable time after receiving such
request. If the Architect’s response results in a change in the Work, then such change shall be
effected by a written CO, COR RFP or ICD, if appropriate. If the Architect cannot respond to the
RFI within a reasonable time, the Architect shall notify the Contractor, with a copy to the Inspector
and the District, of the amount of time that will be required to respond.
7.4.4

Costs Incurred

The Contractor shall be responsible for any costs incurred for professional services
as more fully set forth in Article 4.5, which shall be subject to a Deductive Change Order, if an
RFI requests an interpretation or decision of a matter where the information sought is equally
available to the party making such request. District, at its sole discretion, shall issue a Deductive
Change Order to Contractor for all such professional services arising from this Article.
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7.5

REQUEST FOR PROPOSAL (“RFP”)
7.5.1

Definition

A RFP is a written request prepared by the Architect (and/or CM) requesting the
Contractor to submit to the District and the Architect an estimate of the effect of a proposed
change on the Contract Price and (if applicable) the Contract Time. If Architect issues a Bulletin,
the Changed items in the Bulletin shall be addressed as an RFP and all responses shall be
prepared to a Bulletin as addressed in this Article 7.5. A form RFP is included in the Division 1
documents.
7.5.2

Scope

A RFP shall contain adequate information, including any necessary Drawings and
Specifications, to enable Contractor to provide the cost breakdowns required by Article 7.7. The
Contractor shall not be entitled to any Additional Compensation for preparing a response to an
RFP, whether ultimately accepted or not.
7.5.3

Response Time

Contractor shall respond to an RFP within ten (10) days or the time period
otherwise set forth in the RFP.
7.6

CHANGE ORDER REQUEST (“COR”)
7.6.1

Definition

A COR is a written request prepared by the Contractor supported by backup
documentation requesting that the District and the Architect issue a CO based upon a proposed
change, cost, time, or cost and time that may be incurred on the Project or arising from an RFP,
ICD, or CCD.
7.6.2

Changes in Price

A COR shall include breakdowns per Article 7.7 to validate any change in Contract
Price due to proposed change or Claim.
7.6.3

Changes in Time

A COR shall also include any additional time required to complete the Project only
if the delay is a critical path delay. Any additional time requested shall not be the number of days
to make the proposed change, but must be based upon the impact to the Project Schedule as
defined in Article 8. A schedule fragnet showing the time delay must be submitted with the COR.
Any changes in time will be granted only if there is an impact to the critical path. If Contractor fails
to request a time extension in a COR, then the Contractor is thereafter precluded from requesting
or claiming a delay.
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7.7

COST OF CHANGE ORDERS
Scope

7.7.1

Within ten (10) days after a request is made for a change that impacts the Contract
Sum as defined in Article 9.1, the critical path, or the Contract Time as defined in Article 8.1.1,
the Contractor shall provide the District and the Architect, with a written estimate of the effect of
the proposed CO upon the Contract Sum and the actual cost of construction, which shall include
a complete itemized cost breakdown of all labor and material showing actual quantities, hours,
unit prices, and wage rates required for the change, and the effect upon the Contract Time of
such CO. Changes may be made by District by an appropriate written CO, or, at the District’s
option, such changes shall be implemented immediately upon the Contractor’s receipt of an
appropriate written Construction Change Document.
District may, as provided by law and without affecting the validity of this
Agreement, order changes, modification, deletions and extra work by issuance of written CO or
CCD from time to time during the progress of the Project, Contract Sum being adjusted
accordingly. All such Work shall be executed under conditions of the original Agreement except
that any extension of time caused thereby shall be adjusted at time of ordering such change.
District has discretion to order changes on a “time and material” basis with adjustments to time
made after Contractor has justified through documentation the impact on the critical path of the
Project.
7.7.1.1 Time and Material Charges. If the District orders Work on a “time and
material” basis, timesheets shall be signed daily by the Inspector or District Representative at or
near the time the Work is actually undertaken and shall show the hours worked, and the Work
actually completed. No time sheets shall be signed the next day. A copy shall be provided to the
Person signing the document at the time the document is signed, but not before 10 am the
following day.
Determination of Cost

7.7.2

The amount of the increase or decrease in the Contract Price from a CO or COR,
if any, shall be determined in one or more of the following ways as applicable to a specific
situation:
a.

Mutual acceptance of a lump sum properly itemized and supported by
sufficient substantiating data to permit evaluation. If an agreement cannot
be reached within fifteen (15) days after submission and negotiation of
Contractor’s proposal, Contractor may submit pursuant to Article 7.7.3.
Submission of sums which have no basis in fact are at the sole risk of
Contractor and may be a violation of the False Claims Act set forth under
Government Code section 12650 et seq.);
1.

If the District objects to 7.7.2(a) as a method for submission due to
inaccuracies in the submitted amount, overstatement of manpower
or time required to perform the CO, or unreliability of the data
provided, the District may either have the Architect or a professional
estimator determine the cost for the CO, and the applicable time
extension, or the Contractor shall utilize Article 7.7.2(d) or 7.7.3.
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2.

Once the District provides a written objection to use of Article
7.7.2(a) due to unreliability of the estimated price, the Contractor
shall no longer utilize mutual acceptance of a lump sum as a
method for submission of CO’s and shall provide a breakdown of
estimated or actual costs pursuant to Article 7.7.2(d) or 7.7.3.

b.

By unit prices contained in Contractor’s original bid and incorporated in the
Project documents or fixed by subsequent agreement between District and
Contractor;

c.

Cost to be determined in a manner agreed upon by the parties and a
mutually acceptable fixed or percentage fee. However, in the case of
disagreement, Contractor must utilize the procedure under Article 7.7.3; or

d.

By cost of material and labor and percentage of overhead and profit. If the
value is determined by this method the following requirements shall apply:
1.

Basis for Establishing Costs
(1)

Labor will be the actual cost for wages prevailing locally for
each craft or type of workers at the time the extra Work is
done, plus employer payments of payroll taxes and workers
compensation insurance (exclude insurance costs as part of
the overhead and profit mark-up), health and welfare,
pension, vacation, apprenticeship funds, and other direct
costs resulting from Federal, State, or local laws, as well as
assessments or benefits required by lawful collective
bargaining agreements. In no case shall the total labor
costs exceed the applicable prevailing wage rate for that
particular classification. The use of a labor classification
which would increase the extra Work cost will not be
permitted unless the Contractor establishes the necessity
for such additional costs. Labor costs for equipment
operators and helpers shall be reported only when such
costs are not included in the invoice for equipment rental.

(2)

Materials shall be at invoice or lowest current price at which
such materials are locally available and delivered to the Site
in the quantities involved, plus sales tax, freight, and
delivery. The District reserves the right to approve materials
and sources of supply or to supply materials to the
Contractor if necessary for the progress of the Work. No
markup shall be applied to any material provided by the
District.

(3)

Tool and Equipment Rental. No payment will be made for
the use of tools which have a replacement value of $250 or
less.
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Regardless of ownership, the rates to be used in
determining equipment rental costs shall not exceed listed rates
prevailing locally at equipment rental agencies or distributors at the
time the Work is performed. Rates applied shall be appropriate
based on actual equipment need and usage. Monthly, weekly or
other extended use rates that results in the lowest cost shall be
applied if equipment is used on site for extended periods.
The rental rates paid shall include the cost of fuel, oil,
lubrication, supplies, small tools, necessary attachments, repairs
and maintenance of any kind, depreciation, storage, insurance, and
all incidentals.
Necessary loading and transportation costs for equipment
used on the extra Work shall be included. If equipment is used
intermittently and, when not in use, could be returned to its rental
source at less expense to the District than holding it at the Work
Site, it shall be returned unless the Contractor elects to keep it at
the Work Site at no expense to the District.
All equipment shall be acceptable to the Inspector, in good
working condition, and suitable for the purpose for which it is to be
used. Manufacturer’s ratings and modifications shall be used to
classify equipment, and equipment shall be powered by a unit of at
least the minimum rating recommended by the manufacturer.
If tool and equipment charges are part of a Dispute, Claim,
or Appeal, the District reserves the right to utilize actual costs for
tools and equipment or a depreciation rate for equipment based on
audit finding under Article 13.11 and deduct any rental charges that
exceed actual or depreciated costs.
e.

Other Items. The District may authorize other items which may be required
on the extra work. Such items include labor, services, material, and
equipment which are different in their nature from those required by the
Work, and which are of a type not ordinarily available from the Contractor
or any of the Subcontractors. Invoices covering all such items in detail shall
be submitted with the request for payment.

f.

Invoices. Vendors’ invoices for material, equipment rental, and other
expenditures shall be submitted with the COR. If the request for payment
is not substantiated by invoices or other documentation, the District may
establish the cost of the item involved at the lowest price which was current
at the time of the Daily Report.

g.

Overhead. Overhead, including direct and indirect costs, shall be
submitted with the COR and include: field overhead, home office overhead,
off-site supervision, CO preparation/negotiation/research, time delays,
Project interference and disruption, additional guaranty and warranty
durations, on-site supervision, additional temporary protection, additional
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temporary utilities, additional material handling costs, liability and property
damage insurance, and additional safety equipment costs.
7.7.3

Format for COR or CO’s

The following format shall be used as applicable by the District and the Contractor
to communicate proposed additions to the Contract. All costs submitted shall be actual costs and
labor shall be unburdened labor. Refer to Division 1 for a copy of the Construction Change Order
form.
EXTRA
(a)

Material (attach itemized quantity and
unit cost plus sales tax)

(b)

Labor (attach itemized hours and rates)

(c)

Equipment (attach invoices)

(d)

Subtotal

(e)

Social Security, and Unemployment
Taxes, not to exceed as follows: FICA @
6.2%- with a wage ceiling of $84,900;
Medicare @ 1.45%- no wage ceiling;
FUTA @ .8%- with a wage ceiling of
$7,000; ETT and SUI @ 2.3%- with a
wage ceiling of $7,000; Workers’
Compensation @ 5.94%; Total not-toexceed is 16.69%. (Note: Modifications
to these percentages will be evaluated
and possibly modified only on a case-bycase basis and only after proper proof of
alternate percentages are documented
and approved in advance. In addition, as
wage ceilings are met, those
corresponding percentages must drop
from the “burden” calculations).

(f)

Subtotal

(g)

Total Overhead and Profit (inclusive of
Liability and Property Damage
Insurance): Not to exceed fifteen percent
(15%) of Item (f).
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EXTRA
(h)
(i)

CREDIT

Subtotal

(k)

Bond not to exceed one percent (1%) of
Item (f)
TOTAL

(l)

Time

The undersigned Contractor approves the foregoing Change Order or Immediate
Change Directive as to the changes, if any, and the Contract price specified for each item and as
to the extension of time allowed, if any, for completion of the entire Work on account of said
Change Order or Immediate Change Directive, and agrees to furnish all labor, materials and
service and perform all Work necessary to complete any additional Work specified therein, for the
consideration stated herein. It is understood that said Change Order or Immediate Change
Directive shall be effective when approved by the Governing Board of the District.
It is expressly understood that the value of such extra Work or changes, as
determined by any of the aforementioned methods, expressly includes any and all of the
Contractor’s costs and expenses, both direct and indirect, resulting from additional time required
on the Project or resulting from delay to the Project. Any costs, expenses, damages or time
extensions not included are deemed waived.
The Contractor expressly acknowledges and agrees that any change in the Work
performed shall not be deemed to constitute a delay or other basis for claiming additional
compensation based on theories including, but not limited to, acceleration, suspension or
disruption to the Project.
7.7.3.1 Adjustment for Time and Compensable Delay. A CO shall also include
any additional time required to complete the Project. Any additional time requested shall not be
the number of days to make the proposed change, but must be based upon the impact to the
Project Schedule as defined in Article 8 of the General Contract. A schedule fragnet showing the
time delay must be submitted with the CO. Any changes in time will be granted only if there is an
impact to the critical path. If Contractor fails to request a time extension in a CO, then the
Contractor is thereafter precluded from requesting or claiming a delay.
7.7.4

Deductive Change Orders

All Deductive Change Order(s) must be prepared utilizing the form under Article
7.7.3 (a) – (d) only, setting forth the actual costs incurred. Except in the case of an Article 2.2 or
9.6 Deductive Change Order where no mark-up shall be allowed, Contractor will be allowed a
maximum of 5% total profit and overhead.
For unilateral Deductive Change Orders, or where credits are due from Contractor
for Allowances, Deductive Items, Inspection, Damage, DSA CCD review costs, Architect or
Inspector costs for after hours or corrective services, Work removed from the Agreement under
Article 2.2 or Article 9.6, there shall be no mark-up.
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District may, any time after a Deductive Change Order is presented to Contractor
by District for items under Article 2.2 or Article 9.6 of if there is disagreement as to the Deductive
Change Order, issue a unilateral Deductive Change Order on the Project and deduct the
Deductive Change Order from a Progress Payment, Final Payment, or Retention.
7.7.5

Discounts, Rebates, and Refunds

For purposes of determining the cost, if any, of any change, addition, or omission
to the Work hereunder, all trade discounts, rebates, refunds, and all returns from the sale of
surplus materials and equipment shall accrue and be credited to the Contractor, and the
Contractor shall make provisions so that such discounts, rebates, refunds, and returns may be
secured, and the amount thereof shall be allowed as a reduction of the Contractor’s cost in
determining the actual cost of construction for purposes of any change, addition, or omissions in
the Work as provided herein. All CO’s are subject to Audit under Article 13.11 for discounts,
rebates and refunds.
7.7.6

Accounting Records

With respect to portions of the Work performed by CO’s and CCD’s on a time-andmaterials, unit-cost, or similar basis, the Contractor shall keep and maintain cost-accounting
records in a format consistent with accepted accounting standards and satisfactory to the District,
which shall be available to the District on the same terms as any other books and records the
Contractor is required to maintain under the Contract Documents.
Any time and material charges shall require Inspector’s signature on time and
material cards showing the hours worked and the Work actually completed. See Article 7.7.1.1.
7.7.7

Notice Required

If the Contractor desires to initiate a Dispute for an increase in the Contract Price,
or any extension in the Contract Time for completion, Contractor shall notify the applicable party
responsible for addressing the Dispute or Claim pursuant to Article 4.6. No Claim or Dispute shall
be considered unless made in accordance with this subparagraph. Contractor shall proceed to
execute the Work even though the adjustment may not have been agreed upon. Any change in
the Contract Price or extension of the Contract Time resulting from such Claim shall be authorized
by a CO.
7.7.8

Applicability to Subcontractors

Any requirements under this Article 7 shall be equally applicable to CO’s, COR’s
or ICD’s issued to Subcontractors by the Contractor to the same extent required by the Contractor.
7.7.9

Alteration to Change Order Language

Contractor shall not alter or reserve time in COR’s, CO’s or ICD’s. Contractor shall
execute finalized CO’s and proceed under Article 7.7.7 and Article 4.6 with proper notice. If
Contractor intends to reserve time without an approved CPM schedule prepared pursuant to
Article 8 or without submitting a fragnet showing delay to critical path, then Contractor may be
prosecuted pursuant to the False Claim Act.
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ARTICLE 8
TIME AND SCHEDULE
8.1

DEFINITIONS
8.1.1

Contract Time

Contractor shall perform and reach Substantial Completion (See Article 1.1.46)
within the time specified in the Agreement Form. Moreover, Contractor shall perform its Work in
strict accordance with the Project Milestones in the Contract Documents and shall proceed on a
properly developed and approved Baseline Schedule, which represents the Contractor’s view of
the practical way in which the Work will be accomplished. Note that Contract Time includes and
incorporates all Float and other Baseline inclusions as noted in Article 8.3.2.1 and as otherwise
specifically noted in Article 8.
8.1.2

Notice to Proceed

District may give a Notice to Proceed within ninety (90) days of the award of the
bid by District. Once Contractor has received the notice to proceed, Contractor shall complete the
Work in the period of time referenced in the Contract Documents.
In the event that District desires to postpone the giving of the Notice to Proceed
beyond this three-month period, it is expressly understood that with reasonable notice to the
Contractor, the giving of the date to proceed may be postponed by District. It is further expressly
understood by Contractor, that Contractor shall not be entitled to any claim of additional
compensation as a result of the postponement of the giving of the notice to proceed
If the Contractor believes that a postponement will cause a hardship to Contractor,
Contractor may terminate the Contract with written notice to District within 10 days after receipt
by Contractor of District’s notice of postponement. It is further understood by Contractor that in
the event that Contractor terminates the Contract as a result of postponement by the District, the
District shall only be obligated to pay Contractor for the Work that Contractor had performed at
the time of notification of postponement and the grounds for notification and hardship shall be
subject to Audit pursuant to Article 13.11. Should Contractor terminate the Contract as a result of
a notice of postponement, District may award the Contract to the next lowest responsible bidder.
8.1.3

Computation of Time

The term “day” as used in the Contract Documents shall mean calendar day unless
otherwise specifically defined.
8.1.4

Float

Float is time the total number of days an activity may be extended or delayed
without delaying the Completion Date shown in the schedule. Float will fall into three categories:
(1) Rain Days; (2) Governmental Delays; and, (3) Project Float. Project Float and Rain Days are
owned by the Project and may be utilized as necessary for critical path delays once the days
become available for consumption (i.e. the Rain Day arrives and is not utilized since rain did not
occur or Work was performed on the interior of a building). However, Governmental Delay float
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shall not be utilized for purposes other than to address critical path delays that arise due to
approvals, Inspector approvals or verifications on governmental forms.
8.1.4.1 Governmental Delay Float.
It is anticipated that there will be
governmental generated delays. Specific to DSA approvals, it is anticipated that no less than
twenty-five (25) days per calendar year shall be set aside as Governmental Float to be utilized on
critical path delays. A pro-rated number of days shall be calculated based on length of Contract
Time. (For example, a two (2) year Contract Time shall require fifty (50) days of Governmental
Float. If the Contract Time is 182 days, then the Contract Time shall require twelve and one half
(12.5) days of Governmental Float) This Governmental Delay float must be incorporated into the
schedule and should be incorporated in each critical activity as Contractor deems fit. Specifically,
major categories of Work under the DSA 152 (Project Inspection Card) should be allocated
Governmental Delay Float at the Contractor’s discretion. Governmental Delay Float on the
Project may exceed 25 days per one (1) year period, but Contractor is required to include not be
less than 25 days of Governmental Delay Float during each one (1) year period.
Contractor’s failure to establish a protocol for requesting inspections is not
grounds to utilize Governmental Delay Float. As noted in Article 3.1.4, 48 hours advance notice
of commencing Work on a new area is required after submitting form DSA 156 and under PR 1301 Special Inspection reports are not required to be posted until at least 14 days after the Work
was inspected. Failure to plan, and pay (if applicable) for quicker delivery of Special Inspections
is not Governmental Delay Float under Article 8.1.4.1. If Governmental Delay Float is not utilized,
this float is carried through to other DSA 152 categories of inspection and consumed over the
course of the Project
Governmental Delay Float may be utilized for a DSA Stop Work Order
regardless of fault as defined under Education Code section 17307.5(b).
8.1.4.2 Inclement Weather (Rain Days). The Contractor will only be allowed a
time extension for unusually severe weather if it results in precipitation or other conditions which
in the amount, frequency, or duration is in excess of the norm at the location and time of year in
question as established by NOAA weather data. No less than 22 calendar days for each calendar
year for Southern California will be allotted for in the Contractor’s schedule for each winter weather
period or carried at the end of the schedule as Rain Float. Float for weather days in other
geographical regions shall be adjusted based on NOAA weather data for the geographical
location. Contractor has anticipated all the days it takes to dry out and re-prepare areas that may
be affected by weather delays which extend beyond the actual weather days. The weather days
shall be shown on the schedule and if not used will become float for the Project’s use. The
Contractor will not be allowed a day-for-day weather delay for periods noted as float in the
Schedule. The Contractor is expected to work seven (7) days per week (if necessary, irrespective
of inclement weather), to maintain access, and to protect the Work under construction from the
effects of inclement weather. Additional days beyond the NOAA shall be considered under the
same criteria that weather days are granted below.
A Rain Day shall be granted by Architect or CM if the weather prevents the
Contractor from beginning Work at the usual daily starting time, or prevents the Contractor from
proceeding with seventy-five (75%) of the normal labor and equipment force towards completion
of the day’s current controlling item on the accepted schedule for a period of at least five hours,
and the crew is dismissed as a result thereof, the Architect will designate such time as
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unavoidable delay and grant one (1) critical path activity calendar-day extension if there is no
available float for the calendar year.
8.1.4.3 Project Float. The Contractor may determine some activities require a
lesser duration than allocated and may set aside float in the Project Schedule. There shall be no
early completion. Instead, to the extent float is either addressed at the end of the Project or
throughout each category of critical path work, Project float may be used as necessary during the
course of the Project and allocated on a first, come first serve basis. However, the use of float
does not extend to Governmental Delay Float, which shall only be used for Governmental Delays.
8.2

HOURS OF WORK
8.2.1

Sufficient Forces

Contractors and Subcontractors shall continuously furnish sufficient forces to
ensure the prosecution of the Work in accordance with the Construction Schedule.
8.2.2

Performance During Working Hours

Work shall be performed during regular working hours as permitted by the
appropriate governmental agency except that in the event of an emergency, or when required to
complete the Work in accordance with job progress, Work may be performed outside of regular
working hours with the advance written consent of the District and approval of any required
governmental agencies.
8.2.3

Costs for After Hours Inspections

If the Work done after hours is required by the Contract Documents, a Recovery
Schedule, or as a result of the Contractor’s failure to plan, and inspection must be conducted
outside the Inspector’s regular working hours, the costs of any after hour inspections, shall be
borne by the Contractor.
If the District allows the Contractor to do Work outside regular working hours for
the Contractor’s convenience, the costs of any inspections required outside regular working hours
shall be invoiced to the Contractor by the District and a Deductive Change Order shall be issued
from the next Progress Payment.
If the Contractor elects to perform Work outside the Inspector’s regular working
hours, costs of any inspections required outside regular working hours shall be invoiced to the
Contractor by the District and a Deductive Change Order from the next Progress Payment as a
Deductive Change Order.
8.3

PROGRESS AND COMPLETION
8.3.1

Time of the Essence

Time limits stated in the Contract Documents are of the essence to the Contract.
By executing the Agreement, the Contractor confirms that the Contract Time is a reasonable
period for performing the Work.
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8.3.2

Baseline Schedule Requirements

8.3.2.1 Timing: Within ten (10) calendar days after Notice to Proceed,
Contractor shall submit a practical schedule showing the order in which the Contractor proposes
to perform the Work, and the dates on which the Contractor contemplates starting and completing
the salient categories of the Work. This first schedule which outlines the Contractor’s view of the
practical way in which the Work will be accomplished is the Baseline Schedule. If the Contractor
Fails to submit the Baseline Schedule within the ten (10) days noted, then District may withhold
processing and approval of progress payments pursuant to Article 9.4 and 9.6.
8.3.2.2 District Review and Approval: District, Architect and CM will review both
a paper and electronic copy of Baseline Schedule and may provide comments as noted in this
Article and either approve or disapprove the Baseline Schedule. All Schedules shall be prepared
using an electronic scheduling program acceptable to District. All Schedules shall be delivered
in an electronic format usable by the District. All logic ties and electronic information shall be
included in the electronic copy of the Baseline Schedule that is delivered to the District.
8.3.2.3 Schedule Must Be Within the Given Contract Time. The Baseline
Schedule shall not exceed time limits set forth in the Contract Documents and shall comply with
all of the scheduling requirements as set forth in the Specifications and Contract Documents.
8.3.2.4 Submittals Must Be Incorporated (See Articles 3.7 and 3.9): Contractor
shall include Submittals as line items in the Baseline Schedule as required under Article 3.7.2 and
3.9.6. Submittals shall not delay the Work, Milestones, or the Completion Date. Failure to include
Submittals in the Baseline Schedule shall be deemed a material breach by the Contractor.
8.3.2.5 Float Must Be Incorporated. The Baseline Schedule must indicate the
beginning and completion of all phases of construction and shall use the “critical path method”
(commonly called CPM) for the value reporting, planning and scheduling, of all Work required
under the Contract Documents. The Baseline Schedule must incorporate all Milestones in the
Project and apply Governmental Float at each Milestone in the Contractor’s discretion. The
Baseline Schedule shall incorporate any Schedule provided by the District as part of the bid and
shall note durations that will not be adequate or should be shortened based on Contractor’s
review. These changes shall be identified and incorporated into Contractor’s Baseline Schedule
as long as requested changes are made within 10 days after the District chooses to move forward
with the Project. Scheduling is necessary for the District’s adequate monitoring of the progress
of the Work and shall be prepared in accordance with the time frame described in this Article 8.
The Architect may disapprove of any Schedule or require modification to it if, in the opinion of the
Architect or District, adherence to the any Schedule prepared by the Contractor will not cause the
Work to be completed in accordance with the Agreement.
8.3.2.6 No Early Completion. Contractor shall not submit any Schedule
showing early completion without indicating float time through the date set for Project completion
by District. Contractor’s Baseline Schedule shall account for all days past early completion as
float which belongs to the Project. Usage of float shall not entitle Contractor to any delay Claim
or damages due to delay.
8.3.2.7 Use of Schedule Provided in Bid Documents. In some cases, the bid
will include a preliminary schedule indicating Milestones and construction sequences for the
Project along with general timing for the Project. The preliminary schedule is not intended to
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serve as the Baseline Schedule utilized for construction. It is up to the Contractor to study and
develop a Baseline Schedule to address the actual durations and sequences of Work that is
anticipated while maintaining the Milestones provided by the District. Contract shall obtain
information from Contractor’s Subcontractors and vendors on the planning, progress, delivery of
equipment, coordination, and timing of availability of Subcontractors so a practical plan of Work
is fully developed and represented in the Baseline Schedule.
8.3.2.8 Incorrect Logic, Durations, Sequences, or Critical Path. The District
may reject or indicate durations, sequences, critical path or logic are not acceptable and request
changes. The electronic copy of the Baseline Schedule shall have adequate information so logic
ties, duration, sequences and critical path may be reviewed electronically. Contractor is to
diligently rebuild and resubmit the Baseline Schedule to represent the Contractor’s plan to
complete the Work and maintain Milestones at the next progress meeting, or before the next
progress meeting. If Contractor is not able to build a Baseline Schedule that is acceptable to the
District or Architect, the District reserves the right to utilize the unapproved originally submitted
Baseline Schedule (See Article 8.3.2.12) and the comments submitted to hold Contractor
accountable for timely delivery of Work and maintenance of Milestones. Furthermore,
Contractor’s representations in the Baseline Schedule, if unacceptable, may also be used as a
basis for termination of the Contract under Article 14 if Contractor fails to adequately maintain the
Schedule and falls significantly behind without undertaking the efforts to either submit and follow
a Recovery Schedule or fail to submit a Recovery Schedule and make no effort toward recovery
on the Project.
8.3.2.9 Contractor Responsibility Even if Schedule Issues Are Not Discovered.
Failure on the Part of the District to discover errors or omissions in any Schedules submitted shall
not be construed to be an approval of the error or omission and any flawed Schedule is not
grounds for a time extension.
8.3.2.9.1
Inclusions in Baseline Schedule. In addition to scheduling
requirements set forth at Article 8.3.2, Contractor is specifically directed to
include (broken out separately) in Contractor’s Baseline Schedule and all
Schedule updates, the following items required pursuant to these General
Conditions, including but not limited to:
1.

Rain Day Float (excluding inclement weather) as required under
Article 8.1.4.2. For example, if the NOAA provides 22 days of Rain
Days, all 22 days must be incorporated and noted in the Baseline
Schedule. Further, any days required to clean-up or dry out shall
be included for operations that are likely to require a clean-up or dry
out period. Days that are not utilized shall be considered float
owned by the Project.

2.

Governmental Delay Float under Article 8.1.4.1.
This
Governmental Delay Float shall only be utilized for Governmental
Delays and shall not be considered available float owned by the
Project. This float shall only be distributed to the Project upon the
completion of the Project and shall be used to offset Liquidated
Damages and shall not generate compensable delays.

3.

Submittal and Shop Drawing schedule under Article 3.9.
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4.

Deferred Approvals under Article 3.9.

5.

Time for separate contractors, including furniture installation and
start up activities, under Article 6.1.

6.

Coordination and timing of any Drawings, approvals, notifications,
permitting, connection, and testing for all utilities for the Project.
Article 2.1.4.

7.

Testing, special events, or school activities

8.3.2.10 Failure to include Mandatory Schedule Items. District may withhold
payment pursuant to Articles 9.3, 9.4 and 9.6. In lieu of withholding payment for failure to include
Mandatory Schedule Items, after the District or Architect has notified the Contractor of failure to
meet the Baseline Schedule or Updated Schedule requirements and provided a written
notification of this failure and provided a written notice of Schedule preparation errors, and the
Contractor fails to correct the noted deficiencies or the Contractor does not provide an updated
Baseline Schedule correcting the deficiencies, then Contractor shall not be granted an extension
of time for failure to obtain necessary items and approvals under Article 8.3.2 and for the time
required for failure to comply with laws, building codes, and other regulations (including Title 24
of the California Code of Regulations). Contractor shall maintain all required Article 8.3.2
Schedule items in the Baseline Schedule and indicate any days that have been used as allowed
in Article 8. If Contractor fails to include all Article 8.3.2 items in its Baseline Schedule or Schedule
Updates and the District either utilizes an Unapproved Schedule under Article 8.3.2.12 or does
not object to the inclusion of required scheduling items, then all mandatory Schedule inclusions,
including float, shall be utilized in the District’s discretion. If the Contract Time is exceeded, then
Contractor shall be subject to the assessment of Liquidated Damages pursuant to Article 8.4.
8.3.2.11 Failure to Meet Requirements. Failure of the Contractor to provide
proper Schedules as required by this Article and Article 9 is a material breach of the Contract and
grounds for Termination pursuant to Article 14. The District, at its sole discretion, may choose,
instead, to withhold, in whole or in part, any Progress Payments or Retention amounts otherwise
payable to the Contractor.
8.3.2.12 Use of an Unapproved Baseline Schedule. If the Baseline Schedule
submitted by the Contractor is unacceptable to the District (i.e. failing to meet the requirements
of Article 8.3.2) and Contractor does not incorporate or address the written comments to the
Baseline Schedule and a Baseline Schedule is not approved, but due to extreme necessity, the
District moves forward without an approved Baseline Schedule, Contractor shall diligently revise
and meet Schedule update requirements of Article 8 and incorporate all Article 8.3.2 comments
in all updates). However, for purposes of Termination pursuant to Article 14, the unapproved
Baseline Schedule initially submitted shall be treated as the Baseline Schedule with durations
shortened or revised to accommodate all float, all mandatory Schedule requirements under Article
8.3.2, any requirements in the Contract Documents, and all revisions by the District or Architect.
8.3.3

Update Schedules

8.3.3.1 Updates Shall Be Based on Approved Baseline Schedule. Except in the
case where there has not been agreement as to a Baseline Schedule, the approved Baseline
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Schedule shall be used to build future Schedule updates. Schedule updates shall be a CPM
based Schedule consistent with the Baseline Schedule requirements of 8.3.2.
In the case that no Baseline has been approved, Schedule updates shall
be provided monthly and each update shall incorporate all comments and revisions noted as not
complying with the requirements of Article 8.3.2. Contractor shall be held to the Article 8.3.2.12
unapproved Baseline Schedule, inclusive of all Milestones, float, comments and revisions by the
District and Architect, all required Baseline Schedule Inclusions under Article 8.3.2, and any
requirements in the Contract Documents.
8.3.3.2 Schedule Updates. Contractor shall update the approved Schedule
each month to address actual start dates and durations, the percent complete on activities, actual
completion dates, estimated remaining duration for the Work in progress, estimated start dates
for Work scheduled to start at future times and changes in duration of Work items
8.3.3.3 Listing of Items Causing Delays. Schedule updates shall provide a
listing of activities which are causing delay in the progress of Work and a narrative shall be
provided showing a description of problem areas, anticipated delays, and impacts on the
Construction Schedule. Simply stating "District Delay" or "Architect Delay" shall be an inadequate
listing. Delays shall only be listed if they meet the requirements of Article 8.4.
8.3.3.4 Recovery Schedule. In addition to providing a schedule update every
thirty (30) days, the Contractor, if requested by the Architect or District, shall take the steps
necessary to improve Contractor’s progress and demonstrate to the District and Architect that the
Contractor has seriously considered how the lost time, the Completion Date, or the Milestones
that are required to be met within the terms of the Contract. Contractor shall immediately provide
a Recovery Schedule showing how Milestones and the Completion Date will be met. In no case,
shall a Recovery Schedule be provided later than ten (10) days following the request for a
Recovery Schedule from the Architect or District.
a.

Failure to Provide a Recovery Schedule. Shall subject Contractor
to the assessment of Liquidated Damages for failure to meet the
Contract Time. Refusal or failure to provide a Recovery Schedule
shall be considered a substantial failure of performance and a
material breach of Contract and may result in Termination of the
Contract pursuant to Article 14.

b.

Recovery Schedule Acceleration without Additional Cost. The
District may require Contractor prepare a Recovery Schedule
showing how the Project shall be accelerated, without any
additional cost to the District. The District may order, without
additional cost, the following:
1.

Increase the number of shifts

2.

Utilize overtime to recover the approved Schedule

3.

Increase the days when Work occurs, including weekends,
at the Project and at any manufacturer’s plant.
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c.

8.4

Recovery Schedule Acceleration without Additional Cost. If
Contractor disputes that the Recovery Schedule acceleration shall
be issued without additional costs, the Contractor shall submit
concurrent with Recovery Schedule acceleration notice pursuant to
Articles 8.4.3 and 8.4.4.

EXTENSIONS OF TIME - LIQUIDATED DAMAGES
8.4.1

Liquidated Damages

CONTRACTOR AND DISTRICT HEREBY AGREE THAT THE EXACT AMOUNT
OF DAMAGES FOR FAILURE TO COMPLETE THE WORK WITHIN THE TIME SPECIFIED IS
EXTREMELY DIFFICULT OR IMPOSSIBLE TO DETERMINE. IF THE WORK IS NOT
SUBSTANTIALLY COMPLETED IN THE TIME SET FORTH IN THE AGREEMENT, IT IS
UNDERSTOOD THAT THE DISTRICT WILL SUFFER DAMAGES. IT BEING IMPRACTICAL
AND UNFEASIBLE TO DETERMINE THE AMOUNT OF ACTUAL DAMAGE, IT IS AGREED
THE CONTRACTOR SHALL PAY TO THE DISTRICT THE AMOUNT LIQUIDATED DAMAGES
SET FORTH IN THE AGREEMENT, FOR EACH CALENDAR DAY OF DELAY IN REACHING
SUBSTANTIAL COMPLETION (SEE ART 1.1.46). ANY LIQUIDATED DAMAGES RECOVERED
BY THE DISTRICT SHALL NOT, HOWEVER, LIMIT THE DISTRICT’S RIGHT TO SEPARATELY
RECOVER ANY ACTUAL OUT-OF-POCKET DAMAGES IT SUFFERS DUE TO
CONTRACTOR’S DELAY. CONTRACTOR AND HIS SURETY SHALL BE LIABLE FOR THE
AMOUNT THEREOF PURSUANT TO GOVERNMENT CODE SECTION 53069.85.
8.4.2

Delay

Except and only to the extent provided under Article 7 and Article 8, by signing the
Agreement, Contractor agrees to bear the risk of delays to Completion of the Work and that
Contractor’s bid for the Project was made with full knowledge of this risk.
In agreeing to bear the risk of delays to complete the Work, Contractor
understands that, except and only to the extent provided otherwise in Article 7 and 8, the
occurrence of events that delay the Work shall not excuse Contractor from its obligation to achieve
Completion of the Project within the Contract Time, and shall not entitle the Contractor to an
adjustment to the Contract time.
8.4.3

Excusable Delay

Contractor shall not be charged for Liquidated Damages because of any delays in
completion of Work which are not the fault or negligence of Contractor or its Subcontractors,
arising from Rain Float or Project Float, including acts of God, as defined in Public Contract Code
section 7105, acts of enemy, epidemics and quarantine restrictions. Contractor shall within five
(5) calendar days of beginning of any such delay notify District in writing of causes of delay;
thereupon District shall ascertain the facts and extent of delay and grant extension of time for
completing Work when, in its judgment, the findings of fact justify such an extension. Extensions
of time shall apply only to that portion of Work affected by delay, and shall not apply to other
portions of Work not so affected. An extension of time may only be granted after proper
compliance with Article 8.3 requiring preparation and submission of a properly prepared CPM
schedule.
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8.4.3.1 Excusable Delay Is Not Compensable. No extended overhead, general
conditions costs, impact costs, out-of-sequence costs or any other type of compensation, by any
name or characterization, shall be paid to the Contractor for any delay to any activity not
designated as a critical path item on the latest approved Project schedule.
8.4.3.2 Notification. The Contractor shall notify the Architect in writing of any
anticipated delay and its cause, in order that the Architect may take immediate steps to prevent,
if possible, the occurrence or continuance of delay, and may determine whether the delay is to be
considered avoidable or unavoidable, how long it continues, and to what extent the prosecution
and completion of the Work might be delayed thereby.
8.4.3.3 Extension Request. In the event the Contractor requests an extension
of Contract time for unavoidable delay, such request shall be submitted in accordance with the
provisions in the Contract Documents governing changes in Work (See Article 7). When
requesting time, i.e., extensions, for proposed Change Orders, they must be submitted with the
proposed Change Order with full justification and documentation. If the Contractor fails to submit
justification with the proposed Change Order it waives its right to a time extension at a later date.
Such justification must be based on the official Contract schedule as updated at the time of
occurrence of the delay or execution of Work related to any changes to the scope of Work.
Blanket or general claims for extra days without specific detailed information as required herein
or a blanket or general reservation of rights do not fufill the requirements of this Article and shall
be denied. The justification must include, but is not limited to, the following information:
a.

The duration of the activity relating to the changes in the Work and the
resources (manpower, equipment, material, etc.) required to perform these
activities within the stated duration.

b.

Logical ties to the official Baseline Schedule or Approved Updated
Schedule for the proposed changes and/or delay showing the
activity/activities in the schedule whose start or completion dates are
affected by the change and/or delay. (A fragnent of any delay of over ten
(10) days must be provided.)

The Contractor and District understand and expressly agree that insofar as
Public Contract Code section 7102 may apply to changes in the Work or delays under this
Contract, the actual delays and damages, if any, and time extensions are intended to, and shall
provide, the exclusive and full method of compensation for changes in the Work and construction
delays.
8.4.4

Notice by Contractor Required

The Contractor shall within five (5) calendar days of beginning of any such delay
notify the District in writing of causes of delay with justification and supporting documentation. In
the case of a Recovery Schedule pursuant to Article 8.3.3.4, Contractor shall submit written notice
concurrent with the Recovery Schedule. District will then ascertain the facts and extent of the
delay and grant an extension of time for completing the Work when, in its judgment, the findings
of fact justify such an extension. Extensions of time shall apply only to that portion of the Work
affected by the delay and shall not apply to other portions of the Work not so affected.
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Claims relating to time extensions shall be made in accordance with applicable
provisions of Article 7.
8.4.4.1 Adjustment for Compensable Delays. The Schedule may be adjusted
for a delay if, and only if, Contractor undertakes the following:

8.4.5
Resulting Work

a.

Contractor submits a timely COR or CO pursuant to the
requirements of Article 7.

b.

Contractor submits a fragnet showing the critical path delay caused
by the COR, CO, Changed Condition, CCD, or ICD

c.

Contractor has addressed all required float days in the Fragnet.

d.

Contractor submits a complete breakdown of all costs incurred
utilizing the format of Article 7.3.3

No Additional Compensation for Coordinating Governmental Submittals and the

CONTRACTOR HAS PLANNED ITS WORK AHEAD OF TIME AND IS AWARE
THAT GOVERNMENTAL AGENCIES, SUCH AS THE GAS COMPANIES, ELECTRICAL
UTILITY COMPANIES, WATER DISTRICTS AND OTHER AGENCIES MAY HAVE TO
APPROVE CONTRACTOR PREPARED DRAWINGS OR APPROVE A PROPOSED
INSTALLATION. CONTRACTOR HAS INCLUDED DELAYS AND DAMAGES WHICH MAY BE
CAUSED BY SUCH AGENCIES IN CONTRACTOR’S BID AND HAS INCLUDED ADEQUATE
TIME IN THE CONTRACTOR’S BASELINE SCHEDULE. FAILURE TO ADEQUATELY PLAN
AND SCHEDULE IS NOT A BASIS TO USE GOVERNMENTAL DELAY FLOAT.
8.4.6

District Right to Accelerate the Work

The District may direct the Contractor to meet schedule requirements when the
Work has been delayed. The District shall compensate the Contractor for the additional costs
incurred by acceleration to the extent that such costs are directly attributable to the acceleration
and are incurred through no fault or negligence of the Contractor.
8.4.6.1 Management of Acceleration. Contractor acceleration shall not include
Work that is part of the scope of Work detailed in the Plans and Specifications. Instead, the
acceleration costs shall be premium or overtime and quantifiable additional work added to the
Project meant to accelerate the Project. Contractor is directed to keep consistent crews on the
Project so time can be tracked. If crews are circulated off the Project or crews brought in only for
overtime, the District may be charged for Contract Work and not accelerated time. In such case,
the District may object to the costs submitted.
8.4.6.2 Costs for Acceleration. Cost for Acceleration shall be supported by
backup documentation, and time sheets signed by the Inspector for each day work has been
performed, at or near the time when the Work was performed. A listing on the time sheet shall
document all labor, materials and services utilized that day and provide areas of work, and amount
of work performed. Contractor shall comply with submission requirements of Article 7.7.
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ARTICLE 9
PAYMENTS AND COMPLETION
9.1

CONTRACT SUM

The Contract Sum or Contract Price is stated in the Agreement and, including authorized
adjustments, is the total amount payable by the District to the Contractor for performance of the
Work under the Contract Documents.
9.2

COST BREAKDOWN
Required Information

9.2.1

Contractor shall furnish the following:

9.2.2

a.

Within ten (10) days after Notice to Proceed, a detailed breakdown of the
Contract Price (hereinafter “Schedule of Values”) for each Project, Site,
building, Milestone or other meaningful method to measure the level of
Project Completion as determined by the District shall be submitted as a
Submittal for the Project.;

b.

Within ten (10) days after the date of the Notice to Proceed, a schedule of
estimated monthly payment requests due the Contractor showing the
values and construction time of the various portions of the Work to be
performed by it and by its Subcontractors or material and equipment
suppliers containing such supporting evidence as to its correctness as the
District may require;

c.

Within ten (10) days after the date of the Notice to Proceed, address,
telephone number, telecopier number, California State Contractors License
number, classification and monetary value of all subcontracts for parties
furnishing labor, material, or equipment for completion of the Project.
Information and Preparation of Schedule of Values

9.2.2.1 Break Down of Schedule of Values. Schedule of Values shall be broken
down by Project, site, building, Milestone, or other meaningful method to measure the level of
Project Completion as determined by the District.
9.2.2.2 Based on Contractor Bid Costs. The Schedule of Values shall be based
on the costs from Contractor’s bid to the District. However, the submission of the Schedule of
Values shall not be front loaded so the Contractor is paid a greater value than the value of the
Work actually performed and shall not shift funds from parts of the Project that are later to Work
that is performed earlier.
9.2.2.3 Largest Dollar Value for Each Line Item. Identify Subcontractors and
materials suppliers proposed to provide portions of Work equal to or greater than ten thousand
dollars ($10,000) or one-half of one percent (0.5%) of their Contract Price, whichever is less.
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9.2.2.4 Allowances. Any Allowances provided for in the Contract shall be a line
item in the Schedule of Values.
9.2.2.5 Labor and Materials Shall Be Separate. Labor and Materials shall be
broken into two separate line items unless specifically agreed in writing by the District.
District Approval Required

9.2.3

The District shall review all submissions received pursuant to Article 9.2 in a timely
manner. All submissions must be approved by the District before becoming the basis of any
payment.
9.3

PROGRESS PAYMENTS
Payments to Contractor

9.3.1

Unless there is a resolution indicating that the Work for the Project is substantially
complex, within thirty (30) days after approval of the Request for Payment, Contractor shall be
paid a sum equal to ninety-five percent (95%) of the value of the Work performed (as certified by
Architect and Inspector and verified by Contractor) up to the last day of the previous month, less
the aggregate of previous payments. In the case of a Project designated substantially complex,
the sum paid to the Contractor shall be equal to ninety percent (90%) of the value of the Work
performed (as certified by the Architect and Inspector and verified by Contractor). The value of
the Work completed shall be the Contractor’s best estimate. Work completed as estimated shall
be an approximation or estimate only and no mistake, inaccuracy, error or falsification in said any
approved estimate shall operate to release the Contractor, or any Surety upon any bond, from
damages arising from such Work, or from the District’s enforcement of each and every provision
of this Contract including but not limited to the Performance Bond and Payment Bond. The District
shall have the right to subsequently to correct any mistake, inaccuracy, error or falsification made
or otherwise set forth in any approved Request for Payment and such correction may occur in
any future Payment Application or in the Retention Payment to the Contractor. No Surety upon
any bond shall be relieved, released or exonerated of its obligations under this Contract or any
applicable bond when the District is unable to correct an overpayment to the Contractor due to
any abandonment by the Contractor or termination by the District.
The Contractor shall not be entitled to have any payment requests processed, or
be entitled to have any payment made for Work performed, so long as any lawful or proper
direction given by the District concerning the Work, or any portion thereof, remains incomplete.
Notwithstanding anything to the contrary stated above, the Contractor may include
in its Request for Payment the value of any structural steel, glue laminated beams, trusses,
bleachers and other such custom-made materials prepared specifically for the Project and unique
to the Project so long as all of the following requirements are satisfied:
a.

The aggregate cost of materials stored off-site shall not exceed Twenty
Five Thousand Dollars ($25,000) at any time or as otherwise agreed to be
District in writing;

b.

Title to such materials shall be vested in the District as evidenced by
documentation satisfactory in form and substance to the District, including,

Murrieta Elementary School – Interim Housing
Murrieta Valley Unified School District

ARTICLE 9: Payments and Completion
Page 81

GENERAL CONDITIONS
without limitation, recorded financing statements, UCC filings and UCC
searches;

9.3.2

c.

With each Contractor Request for Payment, the Contractor shall submit to
the District a written list identifying each location where materials are stored
off-site (which must be a bonded warehouse) and the value of the materials
at each location. The Contractor shall procure insurance satisfactory to the
District (in its reasonable discretion) for materials stored off-site in an
amount not less than the total value thereof;

d.

The consent of any Surety shall be obtained to the extent required prior to
payment for any materials stored off-site;

e.

Representatives of the District shall have the right to make inspections of
the storage areas at any time; and

f.

Such materials shall be: (1) protected from diversion, destruction, theft and
damage to the reasonable satisfaction of the District; (2) specifically
marked for use on the Project; and (3) segregated from other materials at
the storage facility.
Purchase of Materials and Equipment and Cost Fluctuations

The Contractor is required to order, obtain, and store materials and equipment
sufficiently in advance of its Work at no additional cost or advance payment from District to assure
that there will be no delays. Contractor understands that materials fluctuate in value and shall
have adequately addressed market fluctuations through agreements with Contractor vendors or
by other means. Contractor further understands and incorporates into Contractor’s bid cost any
wage rate increases during the Project for the Contractor’s labor force as well as all other
Subcontractor and vendor labor forces. District shall not be responsible for market fluctuations in
costs or labor rate increases during the Project. Contractor further has incorporated any and all
cost increases in areas of Work where there may be schedule variations so that cost increases
are not passed through to the District.
9.3.3

No Waiver

No payment by District hereunder shall be interpreted so as to imply that District
has inspected, approved, or accepted any part of the Work. Contractor specifically understands
that Title 24 Section 4-343 which states:
“It is the duty of the contractor to complete the work covered by his or her
contract in accordance with the approved Plans and Specifications
therefore. The contractor in no way is relieved of any responsibility by the
activities of the Architect, Engineer, Inspector or DSA in the performance
of such duties... In no case, however, shall the instruction of the Architect
or registered Engineer be construed to cause work to be done with is not
in conformity with the approved Plans, Specifications, and change
orders...”
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Notwithstanding any payment, the District may enforce each and every provision
of this Contract which includes, but is not limited to, the Performance Bond and Payment Bond.
The District may correct any error subsequent to any payment. In no event shall the Contractor
or the Surety be released or exonerated from performance under this Contract when the District
overpays the Contractor based upon any mistake, inaccuracy, error or falsification in any estimate
that is included in any Request for Payment.
9.3.4

Issuance of Certificate of Payment

The Architect shall, within seven (7) days after receipt of the Contractor’s
Application for Payment, either approve such payment or notify the Contractor in writing of the
Architect’s reasons for withholding approval in whole or in part as provided in Article 9.6. The
review of the Contractor’s Application for Payment by the Architect is based on the Architect’s
observations at the Project and the data comprising the Application for Payment that the Work
has progressed to the point indicated and that, to the best of the Architect’s knowledge,
information, and belief, the quality of the Work is in accordance with the Contract Documents. In
some cases, the Architect may act upon or rely on the evaluation of the Work by the Inspector.
This review of Payment Applications is sometimes called a “Pencil Draft.” District’s return of a
Pencil Draft shall constitute the District’s dispute of the Payment Application that has been
submitted. Contractor shall promptly respond to Pencil Drafts or Contractor’s Payment
Applications may be delayed. Contractor’s failure to promptly respond to a Pencil Draft shall
qualify as a delay in the prompt payment of a Request for Payment or Request for Retention. The
foregoing representations are subject to: (1) an evaluation of the Work for conformance with the
Contract Documents, (2) results of subsequent tests and inspections, (3) minor deviations from
the Contract Documents correctable prior to completion, and (4) specific qualifications expressed
by the Architect. The issuance of a Certificate for Payment will further constitute the Contractor’s
verified representation that the Contractor is entitled to payment in the amount certified.
9.3.5

Payment of Undisputed Contract Payments

In accordance with Public Contract Code section 7100, payments by the District to
the Contractor for any and all undisputed amounts (including all Progress Payments, Final
Payments or Retention Payment) is contingent upon submission of a proper and accurate
Payment Application and the Contractor furnishing the District with a release of all Claims against
the District related to such undisputed amounts. Disputed Contract Claims in stated amounts
may be specifically excluded by the Contractor from the operation of the release. If, however, the
Contractor specifically excludes any Claims, the Contractor shall provide details such as a specific
number of disputed days or costs of any such exclusion in accordance with Articles 4.6 and 7.7.
9.4

APPLICATIONS FOR PROGRESS PAYMENTS
9.4.1

Procedure

9.4.1.1 Application for Progress. On or before the fifth (5th) day of each
calendar month during the progress of the Work, Contractor shall submit to the Architect an
itemized Application for Progress Payment for operations completed. Such application shall be
notarized, if required, and supported by the following or such portion thereof as Architect requires:
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1.

The amount paid to the date of the Payment Application to the
Contractor, to all its Subcontractors, and all others furnishing labor,
material, or equipment for its Contract;

2.

The amount being requested under the Payment Application by the
Contractor on its own behalf and separately stating the amount
requested on behalf of each of the Subcontractors and all others
furnishing labor, material, and equipment under the Contract;

3.

The balance that will be due to each of such entities after said
payment is made;

4.

A certification that the As-Built Drawings and Annotated
Specifications are current;

5.

Itemized breakdown of Work done for the purpose of requesting
partial payment;

6.

An updated or approved Baseline Schedule or other Schedule
updates in conformance with Article 8;

7.

Failure to submit an updated Schedule for the month or any
previous month;

8.

The additions to and subtractions from the Contract Price and
Contract Time;

9.

A summary of the Retention held;

10.

Material invoices, evidence of equipment purchases, rentals, and
other support and details of cost as the District may require from
time to time;

11.

The percentage of completion of the Contractor’s Work by line item;

12.

An updated Schedule of Values from the preceding Application for
Payment;

13.

Prerequisites for Progress Payments; and

14.

Any other information or documents reasonably requested by the
District, Architect, Inspector or CM (if applicable).

9.4.1.2 First Payment Request. The following items, if applicable, must be
completed before the first payment request will be accepted for processing:
1.

Installation of the Project sign;

2.

Receipt by Architect of Submittals;
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3.

Installation of field office;

4.

Installation of temporary facilities and fencing;

5.

Submission of documents listed in the Article 9.2 relating to
Contract Price breakdown;

6.

Preliminary schedule analysis, due within 10 days after Notice to
Proceed;

7.

Contractor’s Baseline Schedule (to be CPM based in conformance
with Article 8);

8.

Schedule of unit prices, if applicable;

9.

Submittal Schedule;

10.

Copies of necessary permits;

11.

Copies of authorizations and licenses from governing authorities;

12.

Initial progress report;

13.

Surveyor qualifications;

14.

Written acceptance of District’s survey of rough grading, if
applicable;

15.

List of all Subcontractors, with names, license numbers, telephone
numbers, and scope of work;

16.

All bonds and insurance endorsements; and

17.

Resumes of General Contractor’s Project Manager, and if
applicable, job site secretary, record documents recorder, and job
site Superintendent.

9.4.1.3 Second Payment Request. The second payment request will not be
processed until all Submittals and Shop Drawings have been accepted for review by the Architect.
9.4.1.4 All Payment Requests. No payment requests will be processed unless
Contractor has submitted copies of the certified payroll records for the Work which correlates to
the payment request and a proper CPM schedule pursuant to Article 8 is submitted.
9.4.1.5

Final Payment Application (90% or 95%). See Article 9.11.1

9.4.1.6

Final Payment Application (100%). See Article 9.11.3
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9.5

STOP NOTICE CLAIMS AND WARRANTY OF TITLE

The Contractor warrants title to all Work. The Contractor further warrants that all Work is
free and clear of liens, claims, security interests, stop notices, or encumbrances in favor of the
Contractor, Subcontractors, material and equipment suppliers, or other persons or entities making
a claim by reason of having provided labor, materials, and equipment relating to the Work. Failure
to keep work free of liens, stop notices, claims, security interests or encumbrances is grounds to
make a claim against Contractor’s Payment and Performance Bond to immediately remedy and
defend.
If a lien or stop notice of any nature should at any time be filed against the Work or any
District property, by any entity which has supplied material or services at the request of the
Contractor, Contractor and Contractor’s Surety shall promptly, on demand by District and at
Contractor’s and Surety’s own expense, take any and all action necessary to cause any such lien
or stop notice to be released or discharged immediately therefrom.
If the Contractor fails to furnish to the District within ten (10) calendar days after written
demand by the District, satisfactory evidence that a lien or stop notice has been so released,
discharged, or secured, then District may discharge such indebtedness and deduct the amount
required therefor, together with any and all losses, costs, damages, and attorney’s fees and
expense incurred or suffered by District from any sum payable to Contractor under the Contract.
In addition, any liens, stop notices, claims, security interests or encumbrances shall trigger the
indemnification requirements under Article 3.15 and the Agreement Form, and shall act as a
trigger under Civil Code section 2778 and 2779 requiring reimbursement for any and all costs
following the District’s written demand has been made. Any withholdings by the District for stop
notices in accordance with Civil Code section 9358 shall not be a basis by the Contractor to make
a Claim for interest penalties under Public Contract Code sections 7107 or 20104.50.
9.6

DECISIONS TO WITHHOLD PAYMENT
Reasons to Withhold Payment

9.6.1

The District may withhold payment in whole, or in part, to the extent reasonably
necessary to protect the District if, in the District’s opinion, the representations to the District
required by Article 9.4 cannot be made. The District may withhold payment, in whole, or in part,
to such extent as may be necessary to protect the District from loss because of, but not limited
to:
a.

Defective Work not remedied;

b.

Stop notices served upon the District;

c.

Liquidated Damages assessed against the Contractor;

d.

The cost of Completion of the Contract if there exists reasonable doubt that
the Work can be Completed for the unpaid balance of any Contract Price
or by the completion date;

e.

Damage to the District or other contractor;
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9.6.2

f.

Unsatisfactory prosecution of the Work by the Contractor;

g.

Failure to store and properly secure materials;

h.

Failure of the Contractor to submit on a timely basis, proper and sufficient
documentation required by the Contract Documents, including, without
limitation, acceptable monthly progress schedules, Shop Drawings,
Submittal schedules, Schedule of Values, Product Data and samples,
proposed product lists, executed Change Order, Construction Change
Documents, and verified reports;

i.

Failure of the Contractor to maintain As-Built Drawings;

j.

Erroneous estimates by the Contractor of the value of the Work performed,
or other false statements in an Payment Application;

k.

Unauthorized deviations from the Contract Documents (including but not
limited to Unresolved Notices of Deviations (DSA Form 154));

l.

Failure of the Contractor to prosecute the Work in a timely manner in
compliance with established progress schedules and completion dates.;

m.

Failure to properly pay prevailing wages as defined in Labor Code section
1720, et seq.;

n.

Failure to properly maintain or clean up the Site;

o.

Payments to indemnify, defend, or hold harmless the District;

p.

Any payments due to the District including but not limited to payments for
failed tests, or utilities changes or permits;

q.

Failure to submit an acceptable Baseline Schedule or any Schedule or
Schedule update in accordance with Article 8;

r.

Failure to pay Subcontractor or suppliers as required by Article 9.8.1;

s.

Failure to secure warranties, including the cost to pay for warranties;

t.

Failure to provide releases from material suppliers or Subcontractors when
requested to do so;

u.

Items deducted pursuant to Article 2.2;

v.

Incomplete Punch List items under Article 9.9.1.2 which have gone through
the Article 2.2 process; or

w.

Allowances that have not been used.
Reallocation of Withheld Amounts
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District may, in its discretion, apply any withheld amount to payment of outstanding
claims or obligations as defined in Article 9.6.1 and 9.5. In so doing, District shall make such
payments on behalf of Contractor. If any payment is so made by District, then such amount shall
be considered as a payment made under Contract by District to Contractor and District shall not
be liable to Contractor for such payments made in good faith. Such payments may be made
without prior judicial determination of claim or obligation. District will render Contractor an
accounting of such funds disbursed on behalf of Contractor.
If Contractor defaults or neglects to carry out the Work in accordance with the
Contract Documents or fails to perform any provision thereof, District may, after ten (10) calendar
days written notice to the Contractor and without prejudice to any other remedy make good such
deficiencies. The District shall adjust the total Contract price by reducing the amount thereof by
the cost of making good such deficiencies. If District deems it inexpedient to correct Work which
is damaged, defective, or not done in accordance with Contract provisions, an equitable reduction
in the Contract Price (of at least 150% of the estimated reasonable value of the nonconforming
Work) shall be made therefor.
9.6.3

Payment After Cure

When the grounds for declining approval are removed, payment shall be made for
amounts withheld because of them. No interest shall be paid on any retainage or amounts
withheld due to the failure of the Contractor to perform in accordance with the terms and
conditions of the Contract Documents.
9.7

NONCONFORMING WORK

Contractor shall promptly remove from premises all Work identified by District as failing to
conform to the Contract whether incorporated or not. Contractor shall promptly replace and reexecute its own Work to comply with the Contract without additional expense to District and shall
bear the expense of making good all Work of other contractors destroyed or damaged by such
removal or replacement.
If Contractor does not remove such Work which has been identified by District as failing
to conform to the Contract Documents within a reasonable time, fixed by written notice, District
may remove it and may store the material at Contractor’s expense. If Contractor does not pay
expenses of such removal within ten (10) calendar days’ time thereafter, District may, upon ten
(10) calendar days’ written notice, sell such materials at auction or at private sale and shall
account for net proceeds thereof, after deducting all costs and expenses that should have been
borne by Contractor.
9.8

SUBCONTRACTOR PAYMENTS
9.8.1

Payments to Subcontractors

No later than ten (10) days after receipt, or pursuant to Business and Professions
Code section 7108.5, the Contractor shall pay to each Subcontractor, out of the amount paid to
the Contractor on account of such Subcontractor’s portion of the Work, the amount to which said
Subcontractor is entitled.
The Contractor shall, by appropriate agreement with each
Subcontractor, require each Subcontractor to make payments to Sub-subcontractors in a similar
manner.
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9.8.2

No Obligation of District for Subcontractor Payment

The District shall have no obligation to pay, or to see to the payment of, money to
a Subcontractor except as may otherwise be required by law.
9.8.3

Payment Not Constituting Approval or Acceptance

An approved Request for Payment, a progress payment, a Certificate of
Substantial Completion, or partial or entire use or occupancy of the Project by the District shall
not constitute acceptance of Work that is not in accordance with the Contract Documents.
9.8.4

Joint Checks

District shall have the right, if necessary for the protection of the District, to issue
joint checks made payable to the Contractor and Subcontractors and material or equipment
suppliers. The joint check payees shall be responsible for the allocation and disbursement of
funds included as part of any such joint payment. In no event shall any joint check payment be
construed to create any contract between the District and a Subcontractor of any tier, any
obligation from the District to such Subcontractor, or rights in such Subcontractor against the
District. The District may choose to issue joint checks at District’s sole discretion and only after
all the requirements of that particular school district and county are specifically met. Some school
districts cannot issue joint checks, so the ability to issue joint checks depends on the school district
and the specific circumstances.
9.9

COMPLETION OF THE WORK
9.9.1

Close-Out Procedures

9.9.1.1 Incomplete Punch Items. When the Contractor considers the Work
Substantially Complete (See Article 1.1.46 for definition of Substantially Complete), the Contractor
shall prepare and submit to the District a comprehensive list of minor items to be completed or
corrected (hereinafter “Incomplete Punch Items” or “Punch List”). The Contractor and/or its
Subcontractors shall proceed promptly to complete and correct the Incomplete Punch Items listed.
Failure to include an item on such list does not alter the responsibility of the Contractor to complete
all Work in accordance with the Contract Documents. Contractor is aware that Title 24 Section
4-343(a) provides:
“RESPONSIBILITIES. IT IS THE DUTY OF THE CONTRACTOR TO COMPLETE
THE WORK COVERED BY HIS OR HER CONTRACT IN ACCORDANCE WITH
THE APPROVED PLANS AND SPECIFICATIONS THEREFOR.
THE
CONTRACTOR IN NO WAY IS RELIEVED OF ANY RESPONSIBILITY BY THE
ACTIVITIES OF THE ARCHITECT, ENGINEER, INSPECTOR OR DSA IN THE
PERFORMANCE OF SUCH DUTIES.
9.9.1.2 Punch List Is Prepared Only After the Project Is Substantially Complete.
If any of the conditions noted in Article 1.1.46 as defining Substantial Completion are not met, the
Inspector, Architect or District may reject Contractor’s Incomplete Punch Items as premature. If
the Architect and Inspector commence review of Incomplete Punch Items, all rights are reserved
until the Project actually meets the definition of Substantially Complete. Liquidated Damages,
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warranties, and other contractual rights are not affected by Incomplete Punch Items unless
otherwise addressed in these General Conditions.
Once the Inspector and the Architect determine the Project is Substantially
Complete, a Certificate of Substantial Completion shall be issued. The Inspector and Architect
shall prepare a Punch List of items which is an inspection report of the Work, if any, required in
order to complete the Contract Documents and ensure compliance with the DSA Approved Plans
so the Project may be Completed by the Contractor and a final DSA Close-Out is approved. When
all Work for the Project is Complete, including Punch Lists and all Work complies with the
approved Contract Documents and Change Orders, the Project has reached Final Completion.
9.9.1.3 Time for Completion of Punch List. Contractor shall only be given a
period of no more than thirty (30) days to complete the Punch List for the Project. During the
Punch List period, the Contractor’s Superintendent and Project Manager shall remain engaged in
the Project and shall not be removed or replaced. If the Punch List is not completed at the end
of the Punch List time then Contractor shall issue a valued Punch List within 5 days after the date
the Punch List time ends. If Contractor does not issue such a list, the District or Architect may
issue a valued Punch List to the Contractor and withhold up to 150% of the value of the Punch
List Work pursuant to Article 2.2 of this Agreement.
Failure to issue a timely written request for additional time to complete
Punch List shall result in the deletion of the remaining Punch List Work pursuant to Article 2.2 and
the issuance of a Deductive Change Order.
a.

Extension of Time to Complete Punch List. If Contractor cannot
finish the Punch List Work during the time period allotted under
Article 9.9.1.3, the Contractor may make a written request for a
Non-Compensable Punch List time extension accompanied by an
estimate of the number of additional days it will take to complete the
Punch List Work for a written consent from the District to allow
continued Punch List Work. Punch List time extensions are a
maximum of thirty (30) days for each request and must be
accompanied by an itemized valued Punch List.

b.

If there is no valued Punch List accompanying any request or if
Contractor intends to undertake Punch List without the continued
support and supervision of its Superintendent and Project Manager
(as required under Article 3.2), the District, Construction Manager
or Architect may issue a valued Punch List, reject the Punch List
Time Extension and deduct 150% of the valued Punch List pursuant
to Article 2.2 and proceed to Close-Out the Project. Contractor shall
cease work on the Project and proceed to complete Contractor’s
Retention Payment Application and complete the Work for the
Project required pursuant to Article 9.11.3.

9.9.1.4 District Rejection of Written Request for Punch List Time Extensions.
Following sixty (60) Days of Punch List under Article 9.9.1.3, the District has the option of rejecting
Punch List Time Extension requests. The District may proceed under Article 2.2 and deduct the
value of remaining Punch List Work pursuant to Article 2.2. If the District rejects the Punch List
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Time Extension request then Contractor shall cease Work on the Project and proceed to Final
Inspection pursuant to Article 9.11.2.
9.9.1.5 Punch List Liquidated Damages to Compensate for Added District
Project Costs. If the total time utilized for Punch List exceeds sixty (60) days [the thirty (30) day
period under Article 9.9.1.3 plus an additional thirty (30) day period that has been requested in
writing], and the District grants an additional written Punch List Time Extension that exceeds sixty
(60) days of Punch List, then Contactor shall be charged Liquidated Damages of at least $750
per day for continued Punch List Work to partially compensate the Inspector, Architect, and
Construction Manager’s extended time on the Project. This Punch List Liquidated Damage
number is based on anticipated cost for an Inspector on site and additional costs for the Architect
and Construction Manager to reinspect Punch List items and perform the administration of the
Close-out.
Contractor received thirty (30) days without any charges for Punch List
Liquidated Damages and is placed on notice pursuant to this Article 9.9.1.5 that $750 is due for
each day of Punch List that exceeds sixty (60) days at $750, a cost much lower than typical (and
actual) costs for Inspection, Architect and Construction Manager time required during Punch List.
Starting at ninety (90) days of Punch List (an excessive number of days to complete Punch List),
the District shall be entitled to adjust Punch List Liquidated Damages to an estimate of the actual
costs incurred to oversee, monitor and inspect the Punch List. If costs exceed $750 per day, the
anticipated extended contract charges for Inspection, Architect, Construction Manager, and any
other costs that will be incurred due to the extended Punch List shall be itemized and a daily rate
of Punch List Liquidated Damages shall be presented in writing to the Contractor within five (5)
days following the receipt of a written request for Punch List Time Extension by the Contractor
that extends the Punch List time beyond ninety (90) days. This written notice of actual Punch List
Liquidated Damages may be provided to the Contractor at any time following the first written
request for Punch List Time extension requested under Article 9.9.1.3. The adjusted actual Punch
List Liquidated Damage amount shall be applicable as Punch List Liquidated Damages
commencing on the ninetieth (90th ) day of Punch List.
Close-Out Requirements for Final Completion of the Project

9.9.2
a.

Utility Connections. Buildings shall be connected to water, gas, sewer, and
electric services, complete and ready for use. Service connections shall be
made and existing services reconnected

b.

As-Builts Up to Date and Complete. The intent of this procedure is to obtain
an exact “As-Built” record of the Work upon completion of the project. The
following information shall be carefully and correctly drawn on the prints
and all items shall be accurately located and dimensioned from finished
surfaces of building walls on all As-Built Drawings
1.

The exact location and elevations of all covered utilities, including
valves, cleanouts, etc. must be shown on As-Built Drawings

2.

Contractor is liable and responsible for inaccuracies in As-Built
Drawings, even though they become evident at some future date.
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3.

Upon completion of the Work and as a condition precedent to
approval of Retention Payment, Contractor shall obtain the
Inspector’s approval of the “As-Built” information. When completed,
Contractor shall deliver corrected sepias and/or a Diskette with an
electronic file in a format acceptable to the District.

4.

District may withhold the cost to hire a draftsman and potholing and
testing service to complete Record As-Built Drawings at substantial
cost if the Contractor does not deliver a complete set of Record AsBuilt Drawings. This shall result in withholding of between $10,000
to $20,000 per building that does not have a corresponding Record
As Built Drawing.

c.

Any Work not installed as originally indicated on Drawings

d.

All DSA Close-Out requirements (See DSA Certification Guide) Contractor
is also specifically directed to Item 3.2 in the DSA Certification Guide and
the applicable certificates for the DSA-311 form.

e.

Submission of Form 6-C. Contractor shall be required to execute a Form
6-C as required under Title 24 Sections 4-343.
The Contractor
understands that the filing with DSA of a Form 6-C is a requirement to
obtain final DSA Approval of the construction by Contractor and utilized to
verify under penalty of perjury that the Work performed by Contractor
complies with the DSA approved Contract Documents. The failure to file a
DSA Form 6C has two consequences. First, the Construction of the Project
will not comply with the design immunity provisions of Government Code
section 830.6 and exposes the District and the individual Board members
to personal liability for injuries that occur on the Project.
Secondly , under DSA IR A-20, since the Project cannot be Certified by
DSA, no future or further Projects will be authorized so Contractor will have
essentially condemned the campus from any future modernization or
addition of new classrooms through their failure to file the DSA Form 6C.
1.

Execution of the DSA Form 6-C is Mandatory. Refusal to execute
the Form 6-C, which is a Final DSA Verified Report that all Work
performed complies with the DSA approved Contract Documents is
a violation of Education Code section 17312 and shall be referred
to the Attorney General for Prosecution.

2.

Referral to the District Attorney for Extortion. If the Contractor’s
refusal to execute the DSA Form 6C is to leverage a Dispute, Claim
or Litigation, then the matter shall also be referred to the District
Attorney for prosecution for extortion.

3.

Contractor shall be Responsible for All Costs to Certify the Project.
The District may certify the Project complies with Approved Plans
and Specifications by utilizing the procedures under the Project
Certification Guide (located at the DSA website). All costs for
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professionals, inspection, and testing required for an alternate
Project Certification shall be the Contractor’s responsibility and the
District reserves its right to institute legal action against the
Contractor and Contractor’s Surety for all costs to certify the Project
and all costs to correct Non-Compliant Work that is discovered
during the Alternate Certification Process.
f.

ADA Work that must be corrected to receive DSA certification. See Article
12.2.

g.

Maintenance Manuals. At least thirty (30) days prior to final inspection,
three (3) copies of complete operations and maintenance manuals, repair
parts lists, service instructions for all electrical and mechanical equipment,
and equipment warranties shall be submitted. All installation, operating,
and maintenance information and Drawings shall be bound in 8½” x 11”
binders. Provide a table of contents in front and all items shall be indexed
with tabs. Each manual shall also contain a list of Subcontractors, with their
addresses and the names of persons to contact in cases of emergency.
Identifying labels shall provide names of manufactures, their addresses,
ratings, and capacities of equipment and machinery.
1.

h.

Maintenance manuals shall also be delivered in electronic media
for the Project. Any demonstration videos shall also be provided on
electronic media.

Inspection Requirements. Before calling for final inspection, Contractor
shall determine that the following Work has been performed:
1.

The Work has been completed.

2.

All fire/ life safety items are completed and in working order.

3.

Mechanical and electrical Work complete, fixtures in place,
connected and tested.

4.

Electrical circuits scheduled in panels and disconnect switches
labeled.

5.

Painting and special finishes complete.

6.

Doors complete with hardware, cleaned of protective film relieved
of sticking or binding and in working order.

7.

Tops and bottoms of doors sealed.

8.

Floors waxed and polished as specified.

9.

Broken glass replaced and glass cleaned.
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9.9.3

10.

Grounds cleared of Contractor’s equipment, raked clean of debris,
and trash removed from Site.

11.

Work cleaned, free of stains, scratches, and other foreign matter,
replacement of damaged and broken material.

12.

Finished and decorative work shall have marks, dirt and
superfluous labels removed.

13.

Final cleanup, as in Article 3.12.

14.

All Work pursuant to Article 9.11.

15.

Furnish a letter to District stating that the District’s Representative
or other designated person or persons have been instructed in
working characteristics of mechanical and electrical equipment.

Costs of Multiple Inspections

More than two (2) requests of the District to make inspections required under
Article 9.9.1 shall be considered an additional service of Architect, Inspector, Engineer or other
consultants shall be the Contractor’s responsibility pursuant to Article 4.5 and all subsequent
costs will be prepared as a Deductive Change Order.
9.10

PARTIAL OCCUPANCY OR USE
9.10.1

District’s Rights

The District may occupy or use any completed or partially completed portion of the
Work at any stage. The District and the Contractor shall agree in writing to the responsibilities
assigned to each of them for payments, security, maintenance, heat, utilities, damage to the Work,
insurance, the period for correction of the Work, and the commencement of warranties required
by the Contract Documents. If District and Contractor cannot agree as to responsibilities such
disagreement shall be resolved pursuant to Article 4.6. When the Contractor considers a portion
complete, the Contractor shall prepare and submit a Punch List to the District as provided under
Article 9.9.1.
9.10.2

Inspection Prior to Occupancy or Use

Immediately prior to such partial occupancy or use, the District, the Contractor, and
the Architect shall jointly inspect the area to be occupied or portion of the Work to be used in order
to determine and record the condition of the Work.
9.10.3

No Waiver

Unless otherwise agreed upon, partial occupancy or use of a portion or portions of
the Work shall not constitute acceptance of Work not complying with the requirements of the
Contract Documents.
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9.11

COMPLETION AND FINAL PAYMENT

9.11.1
Final Payment (90% Billing if Substantially Complex Finding and 95% Billing If
No Finding Is Made)
The following items must be completed before the Final Payment Application will
be accepted for processing at Substantial Completion of the Project:

9.11.2

a.

Inspector sign-off of each item in the DSA 152 Project Inspection Card;

b.

The Project has reached the Punch List items under Article 9.9.1.2 and the
Project has been determined to be Substantially Complete under Article
1.1.28;

c.

Removal of temporary facilities and services;

d.

Testing, adjusting and balance records are complete;

e.

Removal of surplus materials, rubbish, and similar elements;

f.

Changeover of door locks;

g.

Deductive items pursuant to Article 9.6 and Article 2.2; and

h.

Completion and submission of all final Change Orders for the Project.
Final Inspection (Punch List Completion)

Contractor shall comply with Punch List procedures under Article 9.9.1.1, and
maintain the presence of Project Superintendent and Project Manager (not replacement project
superintendent or project manager) until the Punch List is complete to ensure proper and timely
completion of the Punch List. Under no circumstances shall Contractor demobilize its forces prior
to completion of the Punch List.
Upon completion of the Work under Article 9.9.1, the Contractor shall notify the
District and Architect, who shall again inspect such Work. If the Architect and the District finds
the Work contained in Punch List acceptable under the Contract Documents and, therefore, the
Work shall have reached Final Completion. Architect shall notify Contractor, who shall then
submit to the Architect its Application for Retention Payment. This Application for Retention
Payment shall contain any deductions under Article 9.6, including but not limited to incomplete
Punch List items under Article 9.9.1.
Upon receipt and approval of Application for Retention Payment, the Architect shall
issue a Form 6 stating that to the best of its knowledge, information, and belief, and on the basis
of its observations, inspections, and all other data accumulated or received by the Architect in
connection with the Work, such Work has been completed in accordance with the Contract
Documents. The District shall thereupon inspect such Work and either accept the Work as
complete or notify the Architect and the Contractor in writing of reasons why the Work is not
complete. Upon acceptance of the Work of the Contractor as fully complete (which, absent
unusual circumstances, will occur when the Punch List items have been satisfactorily completed),
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the District shall record a Notice of Completion with the County Recorder, and the Contractor
shall, upon receipt of payment from the District, pay the amounts due Subcontractors.
If the Architect and the District find that the Work contained in the Punch List is
unacceptable, then Contractor shall issue a valued Punch List within 5 days after the date the
Punch List time ends. If Contractor does not issue such a list, the District or Architect may issue
a valued Punch List to the Contractor and withhold up to 150% of the value of the Punch List
Work pursuant to Article 2.2 of this Agreement.
9.11.3

Retainage (100% Billing for the Entire Project)

The retainage, less any amounts disputed by the District or which the District has
the right to withhold pursuant to the Contract Documents (including but not limited to incomplete
Punch List items under Article 9.9.1), shall be paid after approval by the District of the Application
for Retention Payment, after the satisfaction of the conditions set forth in Article 9, the Final
Inspection under Article 9.11.2 is completed, and after thirty-five (35) days after the acceptance
of the Work and recording of the Notice of Completion by District. No interest shall be paid on
any retainage, or on any amounts withheld due to a failure of the Contractor to perform, in
accordance with the terms and conditions of the Contract Documents, except as provided to the
contrary in any escrow agreement between the District and the Contractor.
a.

Procedures for Application for Retention Payment. The following
conditions must be fulfilled prior to release of Retention Payment:
1.

A full and final waiver or release of all stop notices in
connection with the Work shall be submitted by Contractor,
including a release of stop notice in recordable form,
together with (to the extent permitted by law) a copy of the
full and final release of all Stop Notice rights.

2.

The Contractor shall have made all corrections, including all
Punch List Items, to the Work which are required to remedy
any defects therein, to obtain compliance with the Contract
Documents or any requirements of applicable codes and
ordinances, or to fulfill any of the orders or directions of
District required under the Contract Documents.

3.

Each Subcontractor shall have delivered to the Contractor
all written guarantees, warranties, applications, releases
from the Surety and warranty bonds (if applicable) required
by the Contract Documents for its portion of the Work.

4.

Contractor must have completed all requirements set forth
in Article 9.9

5.

Contractor must have issued a Form 6C for the Project.

6.

The Contractor shall have delivered to the District all
manuals and materials required by the Contract
Documents.
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9.11.4
Inspection.

7.

The Contractor shall have completed final clean up as
required by Article 3.12

8.

Contractor shall have all deductive items under Article 9.6
and Article 2.2 submitted as part of the Retention Payment.

Recording of a Notice of Completion After Punch List Period and Final

When the Work, or designated portion thereof, is complete or the District has
completed the Article 9.6 and/or the Article 2.2 process, whichever occurs first, the District will file
either a Notice of Completion or a Notice of Completion noting valued Punch List items. Valued
Punch List items will be deducted from the Retention Payment.
During the time when Work is being performed on the Punch List, the Project does
not meet the definition of “Complete” under Public Contract Code section 7107(c)(1) even if there
is “beneficial occupancy” of the Project since that has been no “cessation of labor” on the Project.
Completion of Punch List under this Article is not “testing, startup, or commissioning by the public
entity or its agent.” In other words, the continuing Punch List Work is Contractor labor on the
Project until each and every item of Punch List Work is complete or the time periods under Article
9.9.1 have expired.
9.11.5

Warranties

Warranties required by the Contract Documents shall commence on the date of
Completion of the entire Work. Warranty periods DO NOT commence at Substantial Completion
or when a particular Subcontractor work is complete. No additional charges, extras, Change
Orders, or Claims may be sought for warranties commencing from the Notice of Completion.
District shall have the right to utilize equipment, test, and operate as necessary for
acclimation, or testing without voiding or starting warranties. Taking beneficial occupancy shall
not start warranties except in the case where the District agrees, in writing, that warranties shall
commence running or where the District is taking phased occupancy of specific buildings or areas
and completes separate Punch Lists as further addressed in Article 4.2.7.
9.11.6
Time for Submission of Application for Final Payment and Retention Payment
(Unilateral Processing of Final and Retention Payment Application).
If Contractor submits a Final Payment Application which fails to include deductive
items under Article 9.6, the District or Architect shall note this defective request for Final Payment
Application. The Contractor shall be notified that specific deductive items shall be included in the
Final Payment Application. If Contractor either continues to submit the Final Payment Application
without deductive items under Article 9.6, or a period of 14 calendar days passes after Contractor
is provided written notice of deductive items for inclusion in Final Payment Application, then
District may either alter the Final Payment Application and recalculate the math on the Final
Payment Application to address the Article 9.6 deductive items or process a unilateral Final
Payment Application.
9.11.7

Unilateral Release of Retention
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After the recordation of the Notice of Completion, or within sixty (60) days following
the completion of the Punch List or the expiration of the time for completion of Punch List under
Article 9.9.1, if Contractor does not make an Application for Release of Retention, the District may
unilaterally release retention less any deducts under Article 9.6 and/or Article 2.2, withholds due
to stop notice, or other defective work on the Project. District may also choose to unilaterally
release Retention after deduction of 150% of any disputed items, which may also include items
under Article 9.6 and 2.2. If a deduction pursuant to Article 9.6 is made from Retention, a letter
deducting specific valued items shall be considered a notice of Default under the terms of the
Escrow Agreement.
9.12

SUBSTITUTION OF SECURITIES

The District will permit the substitution of securities in accordance with the provisions of
Public Contract Code section 22300 as set forth in the form contained in the Bid Documents.

Murrieta Elementary School – Interim Housing
Murrieta Valley Unified School District

ARTICLE 9: Payments and Completion
Page 98

GENERAL CONDITIONS
ARTICLE 10
PROTECTION OF PERSONS AND PROPERTY
10.1

SAFETY PRECAUTIONS AND PROGRAMS
10.1.1

Contractor Responsibility

The Contractor shall be responsible for all damages to persons or property that
occur as a result of its fault or negligence in connection with the prosecution of this Contract and
shall take all necessary measures and be responsible for the proper care and protection of all
materials delivered and Work performed until completion and final acceptance by the District. All
Work shall be solely at the Contractor’s risk, with the exception of damage to the Work caused by
“acts of God” as defined in Public Contract Code section 7105(b)(2).
Contractor shall take, and require Subcontractor to take, all necessary precautions
for safety of workers on the Work and shall comply with all applicable federal, state, local and
other safety laws, standards, orders, rules, regulations, and building codes to prevent accidents
or injury to persons on, about, or adjacent to premises where Work is being performed and to
provide a safe and healthful place of employment. In addition to meeting all requirements of
OSHA, Cal-OSHA, state, and local codes, Contractor shall furnish, erect and properly maintain
at all times, as directed by District or Architect or required by conditions and progress of Work, all
necessary safety devices, safeguards, construction canopies, signs, audible devices for
protection of the blind, safety rails, belts and nets, barriers, lights, and watchmen for protection of
workers and the public, and shall post danger signs warning against hazards created by such
features in the course of construction. Contractor shall designate a responsible member of its
organization on the Work, whose duty shall be to post information regarding protection and
obligations of workers and other notices required under occupational safety and health laws, to
comply with reporting and other occupational safety requirements, and to protect the life, safety
and health of workers. The name and position of person so designated shall be reported to District
by Contractor. Contractor shall correct any violations of safety laws, rules, orders, standards, or
regulations. Upon the issuance of a citation or notice of violation by the Division of Occupational
Safety and Health, such violation shall be corrected promptly.
10.1.2

Subcontractor Responsibility

Contractor shall require that Subcontractors participate in, and enforce, the safety
and loss prevention programs established by the Contractor for the Project, which will cover all
Work performed by the Contractor and its Subcontractors. Each Subcontractor shall designate a
responsible member of its organization whose duties shall include loss and accident prevention,
and who shall have the responsibility and full authority to enforce the program. This person shall
attend meetings with the representatives of the various Subcontractors employed to ensure that
all employees understand and comply with the programs.
10.1.3

Cooperation

All Subcontractors and material or equipment suppliers shall cooperate fully with
Contractor, the District, and all insurance carriers and loss prevention engineers.
10.1.4

Accident Reports
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Subcontractors shall immediately, within two (2) days, report in writing to the
Contractor all accidents whatsoever arising out of, or in connection with, the performance of the
Work, whether on or off the Site, which caused death, personal injury, or property damage, giving
full details and statements of witnesses. In addition, if death or serious injuries or serious
damages are caused, the accident shall be reported within four (4) days by telephone or
messenger. Contractor shall thereafter immediately, within two (2) days, report the facts in writing
to the District and the Architect giving full details of the accident.
10.1.5

First-Aid Supplies at Site

The Contractor will provide and maintain at the Site first-aid supplies which
complies with the current Occupational Safety and Health Regulations.
10.1.6

Material Safety Data Sheets and Compliance with Proposition 65

Contractor is required to have material safety data sheets available in a readily
accessible place at the job site for any material requiring a material safety data sheet per the
Federal “hazard communication” standard, or employees’ “right-to-know law.” The Contractor is
also required to properly label any substance brought into the job site, and require that any person
working with the material, or within the general area of the material, is informed of the hazards of
the substance and follows proper handling and protection procedures.
Contractor is required to comply with the provisions of California Health and Safety
Code section 25249, et seq., which requires the posting and giving of notice to persons who may
be exposed to any chemical known to the State of California to cause cancer. The Contractor
agrees to familiarize itself with the provisions of this Section, and to comply fully with its
requirements.
10.1.7

Non-Utilization of Asbestos Material

NO ASBESTOS OR ASBESTOS-CONTAINING PRODUCTS SHALL BE USED
IN THIS CONSTRUCTION OR IN ANY TOOLS, DEVICES, CLOTHING, OR EQUIPMENT USED
TO EFFECT THIS CONSTRUCTION.
Asbestos and/or asbestos-containing products shall be defined as all items
containing, but not limited to, chrysotile, amosite, anthophyllite, tremolite, and antinolite.
Any or all material containing greater than one-tenth of one percent (>.1%)
asbestos shall be defined as asbestos-containing material.
All Work or materials found to contain asbestos or Work or material installed with
asbestos-containing equipment will be immediately rejected and this Work will be removed at no
additional cost to the District.
Decontamination and removal of Work found to contain asbestos or Work installed
with asbestos-containing equipment shall be done only under supervision of a qualified
consultant, knowledgeable in the field of asbestos abatement and accredited by the
Environmental Protection Agency.
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The asbestos removal contractor shall be an EPA accredited contractor qualified
in the removal of asbestos and shall be chosen and approved by the asbestos consultant, who
shall have sole discretion and final determination in this matter.
The asbestos consultant shall be chosen and approved by the District, who shall
have sole discretion and final determination in this matter.
The Work will not be accepted until asbestos contamination is reduced to levels
deemed acceptable by the asbestos consultant.
Interface of Work under this Contract with Work containing asbestos shall be
executed by the Contractor at his risk and at his discretion, with full knowledge of the currently
accepted standards, hazards, risks, and liabilities associated with asbestos work and asbestoscontaining products. By execution of this Contract, the Contractor acknowledges the above and
agrees to hold harmless District and its assigns for all asbestos liability which may be associated
with this work and agrees to instruct his employees with respect to the above-mentioned
standards, hazards, risks, and liabilities.
10.2

SAFETY OF PERSONS AND PROPERTY
The Contractor

10.2.1

The Contractor shall take reasonable precautions for the safety of, and shall
provide reasonable protection to prevent damage, injury, or loss to:
a.

Employees on the Work and other persons who may be affected thereby;

b.

The Work, material, and equipment to be incorporated therein, whether in
storage on or off the Site, under the care, custody, or control of the
Contractor or the Contractor’s Subcontractors or Sub-subcontractors; and

c.

Other property at the Site or adjacent thereto such as trees, shrubs, lawns,
walks, pavement, roadways, structures, and utilities not designated for
removal, relocation, or replacement in the course of construction.

Contractor is constructive owner of Project site as more fully discussed in Article
6.2.
10.2.2

Contractor Notices

The Contractor shall give notices and comply with applicable laws, ordinances,
rules, regulations, and lawful orders of public authorities bearing on the safety of persons or
property or their protection from damage, injury, or loss.
10.2.3

Safety Barriers and Safeguards

The Contractor shall erect and maintain, as required by existing conditions and
performance of the Contract, reasonable safeguards for safety and protection, including posting
danger signs and other warnings against hazards, promulgating safety regulations, and notifying
owners and users of adjacent sites and utilities.
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Use or Storage of Hazardous Material

10.2.4

When use or storage of explosives, other hazardous materials or equipment, or
unusual methods are necessary for execution of the Work, the Contractor shall exercise utmost
care and carry on such activities under supervision of properly qualified personnel. The
Contractor shall notify the District any time that explosives or hazardous materials are expected
to be stored on Site. Location of storage shall be coordinated with the District and local fire
authorities.
Protection of Work

10.2.5

The Contractor and Subcontractors shall continuously protect the Work, the
District’s property, and the property of others, from damage, injury, or loss arising in connection
with operations under the Contract Documents. The Contractor and Subcontractors, at their own
expense, shall make good any such damage, injury, or loss, except such as may be solely due
to, or caused by, agents or employees of the District.
The Contractor, at Contractor’s expense, will remove all mud, water, or other
elements as may be required for the proper protection and prosecution of its Work.
Contractor shall take adequate precautions to protect existing roads, sidewalks,
curbs, pavements, utilities, adjoining property and structures (including, without limitation,
protection from settlement or loss of lateral support), and to avoid damage thereto, and repair any
damage thereto caused by construction operations. All permits, licenses, or inspection fees
required for such repair Work shall be obtained and paid for by Contractor.
Requirements for Existing Sites

10.2.6

Contractor shall (unless waived by the District in writing):
a.

When performing construction on existing sites, become informed and take
into specific account the maturity of the students on the Site; and perform
Work which may interfere with school routine before or after school hours,
enclose working area with a substantial barricade, and arrange Work to
cause a minimum amount of inconvenience and danger to students and
faculty in their regular school activities. The Contractor shall comply with
Specifications and directives of the District regarding the timing of certain
construction activities in order to avoid unnecessary interference with
school functioning.

b.

Avoid performing any Work that will disturb students during testing.

c.

Provide substantial barricades around any shrubs or trees indicated to be
preserved.

d.

Deliver materials to building area over route designated by Architect.

e.

Take preventive measures to eliminate objectionable dust, noise, or other
disturbances.
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10.2.7

f.

Confine apparatus, the storage of materials, and the operations of workers
to limits indicated by law, ordinances, permits or directions of Architect; and
not interfere with the Work or unreasonably encumber premises or
overload any structure with materials; and enforce all instructions of District
and Architect regarding signs, advertising, fires, and smoking and require
that all workers comply with all regulations while on the Project site.

g.

Take care to prevent disturbing or covering any survey markers,
monuments, or other devices marking property boundaries or corners. If
such markers are disturbed by accident, they shall be replaced by an
approved land surveyor or civil engineer and all maps and records required
therefrom shall be filed with county and local authorities, at no cost to the
District. All filing and plan check fees shall be paid by Contractor.

h.

Provide District on request with Contractor’s written safety program and
safety plan for each site.
Shoring and Structural Loading

The Contractor shall not impose structural loading upon any part of the Work under
construction or upon existing construction on or adjacent to the Site in excess of safe limits, or
loading such as to result in damage to the structural, architectural, mechanical, electrical, or other
components of the Work. The design of all temporary construction equipment and appliances
used in construction of the Work and not a permanent part thereof, including, without limitation,
hoisting equipment, cribbing, shoring, and temporary bracing of structural steel, is the sole
responsibility of the Contractor. All such items shall conform with the requirements of governing
codes and all laws, ordinances, rules, regulations, and orders of all authorities having jurisdiction.
The Contractor shall take special precautions, such as shoring of masonry walls and temporary
tie bracing of structural steel Work, to prevent possible wind damage during construction of the
Work. The installation of such bracing or shoring shall not damage the Work in place or the Work
installed by others. Any damage which does occur shall be promptly repaired by the Contractor
at no cost to the District.
10.2.8

Conformance within Established Limits

The Contractor and Subcontractors shall confine their construction equipment, the
storage of materials, and the operations of workers to the limits indicated by laws, ordinances,
permits, and the limits established by the District or the Contractor, and shall not unreasonably
encumber the premises with construction equipment or materials.
10.2.9

Subcontractor Enforcement of Rules

Subcontractors shall enforce the District’s and the Contractor’s instructions, laws,
and regulations regarding signs, advertisements, fires, smoking, the presence of liquor, and the
presence of firearms by any person at the Site.
10.2.10

Site Access

The Contractor and the Subcontractors shall use only those ingress and egress
routes designated by the District, observe the boundaries of the Site designated by the District,
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park only in those areas designated by the District, which areas may be on or off the Site, and
comply with any parking control program established by the District, such as furnishing license
plate information and placing identifying stickers on vehicles.
10.2.11

Security Services.

The Contractor shall be responsible for providing security services for the Site as
needed for the protection of the Site and as determined in the District’s sole discretion.
10.3

EMERGENCIES
10.3.1

Emergency Action

In an emergency affecting the safety of persons or property, the Contractor shall
take any action necessary, at the Contractor’s discretion, to prevent threatened damage, injury,
or loss. Additional compensation or extension of time claimed by the Contractor on account of an
emergency shall be determined as provided in Article 7.
10.3.2

Accident Reports

The Contractor shall promptly report in writing to the District all accidents arising
out of or in connection with the Work, which caused death, personal injury, or property damage,
giving full details and statements of any witnesses in conformance with Article 10.1.4. In addition,
if death, serious personal injuries, or serious property damages are caused, the accident shall be
reported in accordance with Article 10.1.4, immediately by telephone or messenger to the District.
10.4

HAZARDOUS MATERIALS
10.4.1

Discovery of Hazardous Materials

In the event the Contractor encounters or suspects the presence on the job site of
material reasonably believed to be asbestos, polychlorinated biphenyl (PCB), or any other
material defined as being hazardous by § 25249.5 of the California Health and Safety Code, which
has not been rendered harmless, the Contractor shall immediately stop Work in the area affected
and report the condition to the District and the Architect in writing, whether or not such material
was generated by the Contractor or the District. The Work in the affected area shall not thereafter
be resumed, except by written agreement of the District and the Contractor, if in fact the material
is asbestos, polychlorinated biphenyl (PCB), or other hazardous material, and has not been
rendered harmless. The Work in the affected area shall be resumed only in the absence of
asbestos, polychlorinated biphenyl (PCB), or other hazardous material, or when it has been
rendered harmless by written agreement of the District and the Contractor.
10.4.2

Hazardous Material Work Limitations

In the event that the presence of hazardous materials is suspected or discovered
on the Site (except in cases where asbestos and other hazardous material Work in the
Contractor’s responsibility), the District shall retain an independent testing laboratory to determine
the nature of the material encountered and whether corrective measures or remedial action is
required. The Contractor shall not be required pursuant to Article 7 to perform without consent
any Work in the affected area of the Site relating to asbestos, polychlorinated biphenyl (PCB), or
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other hazardous material, until any known or suspected hazardous material has been removed,
or rendered harmless, or determined to be harmless by District, as certified by an independent
testing laboratory and approved by the appropriate government agency.
10.4.3

Indemnification by Contractor for Hazardous Material Caused by Contractor

In the event the hazardous materials on the Project Site is caused by the
Contractor, the Contractor shall pay for all costs of testing and remediation, if any, and shall
compensate the District for any additional costs incurred as a result of Contractor’s generation of
hazardous material on the Project Site. In addition, the Contractor shall defend, indemnify and
hold harmless District and its agents, officers, and employees from and against any and all claims,
damages, losses, costs and expenses incurred in connection with, arising out of, or relating to,
the presence of hazardous material on the Project Site.
10.4.4

Terms of Hazardous Material Provision

The terms of this Hazardous Material provision shall survive the completion of the Work
and/or any termination of this Contract.
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ARTICLE 11
INSURANCE AND BONDS
11.1

CONTRACTOR’S LIABILITY INSURANCE
Insurance Requirements

11.1.1

Before the commencement of the Work, the Contractor shall purchase from and
maintain in a company or companies lawfully authorized to do business in California with a
financial rating of at least an A-VIII status as rated in the most recent edition of Best’s Insurance
Reports or as amended by the Supplementary General Conditions, such insurance as will protect
the District from claims set forth below, which may arise out of or result from the Contractor’s
Work under the Contract and for which the Contractor may be legally liable, whether such Work
are by the Contractor, by a Subcontractor, by anyone directly or indirectly employed by any of
them, or by anyone for whose acts any of them may be liable. Any required insurance shall not
contain any exclusion that applies to the type of work performed by the Contractor under the
Contract Documents.

11.1.2

a.

Claims for damages because of bodily injury, sickness, disease, or death
of any person District would require indemnification and coverage for
employee claim;

b.

Claims for damages insured by usual personal injury liability coverage,
which are sustained by a person as a result of an offense directly or
indirectly related to employment of such person by the Contractor or by
another person;

c.

Claims for damages because of injury or destruction of tangible property,
including loss of use resulting therefrom, arising from operations under the
Contract Documents;

d.

Claims for damages because of bodily injury, death of a person, or property
damage arising out of the ownership, maintenance, or use of a motor
vehicle, all mobile equipment, and vehicles moving under their own power
and engaged in the Work;

e.

Claims involving contractual liability applicable to the Contractor’s
obligations under the Contract Documents, including liability assumed by
and the indemnity and defense obligations of the Contractor and the
Subcontractors; and

f.

Claims involving Completed Operations, Independent Contractors’
coverage, and Broad Form property damage, without any exclusions for
collapse, explosion, demolition, underground coverage, and excavating.
(XCU)

g.

Claims involving sudden or accidental discharge of contaminants or
pollutants.
Specific Insurance Requirements
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Contractor shall take out and maintain and shall require all Subcontractors, if any,
whether primary or secondary, to take out and maintain:
Comprehensive General Liability Insurance with a combined single limit per
occurrence of not less than $2,000,000.00 or Commercial General Liability
Insurance which provides limits of not less than:
(a)

Per
occurrence
(combined
single
limit) $2,000,000.00
..............................................................................................

(b)

Project Specific Aggregate (for this Project only) $2,000,000.00
..............................................................................................

(c)

Products and Completed Operations (aggregate) $2,000,000.00
..............................................................................................

(d)

Personal
and
Advertising
Injury
Limit $1,000,000.00
..............................................................................................

Insurance Covering Special Hazards
The following Special hazards shall be covered by riders or riders to above
mentioned public liability insurance or property damage insurance policy or policies of insurance,
in amounts as follows:
(a)

Automotive and truck where operated in amounts $1,000,000.00
..............................................................................................

(b)

Material
Hoist
where
used
in
amounts $1,000,000.00
..............................................................................................

(c)

Explosion, Collapse and Underground
(XCU coverage)
$1,000,000.00
..............................................................................................

(d)

Hazardous Materials
$1,000,000.00
..............................................................................................

In addition, provide Excess Liability Insurance coverage in the amount of Four
Million Dollars ($4,000,000.00).
11.1.3

Subcontractor Insurance Requirements

The Contractor shall require its Subcontractors to take out and maintain public
liability insurance and property damage insurance required under Article 11.1 in like amounts. A
“claims made” or modified “occurrence” policy shall not satisfy the requirements of Article 11.1
without prior written approval of the District.
11.1.4

Additional Insured Endorsement Requirements
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The Contractor shall name, on any policy of insurance required under Article 11.1,
the District, CM, Architect, Inspector, the State of California, their officers, employees, agents,
volunteers and independent contractors as additional insureds. Subcontractors shall name the
Contractor, the District, Architect, Inspector, the State of California, their officers, employees,
agents, volunteers and independent contractors as additional insureds. The Additional Insured
Endorsement included on all such insurance policies shall be an ISO CG 20 10 (04/13), or an ISO
CG 20 38 (04/13), or their equivalent as determined by the District in its sole discretion, and must
state that coverage is afforded the additional insured with respect to claims arising out of
operations performed by or on behalf of the insured. If the additional insureds have other
insurance which is applicable to the loss, such other insurance shall be on an excess or contingent
basis. The insurance provided by the Contractor pursuant to 11.1 must be designated in the
policy as primary to any insurance obtained by the District. The amount of the insurer’s liability
shall not be reduced by the existence of such other insurance.
11.2

WORKERS’ COMPENSATION INSURANCE

During the term of this Contract, the Contractor shall provide workers’ compensation and
employer’s liability insurance for all of the Contractor’s employees engaged in Work under this
Contract on or at the Site of the Project and, in case any of the Contractor’s Work is subcontracted,
the Contractor shall require the Subcontractor to provide workers’ compensation insurance for all
the Subcontractor’s employees engaged in Work under the subcontract. Any class of employee
or employees not covered by a Subcontractor’s insurance shall be covered by the Contractor’s
insurance. In case any class of employees engaged in Work under this Contract on or at the Site
of the Project is not protected under the Workers’ Compensation laws, the Contractor shall
provide or cause a Subcontractor to provide insurance coverage for the protection of those
employees not otherwise protected. The Contractor shall file with the District certificates of
insurance as required under Article 11.6 and in compliance with Labor Code § 3700.
Workers’ compensation limits as required by the Labor Code, but not less than $1,000,000
and employers’ liability limits of $1,000,000 per accident for bodily injury or disease.
11.3

BUILDER’S RISK/ “ALL RISK” INSURANCE
11.3.1

Course-of-Construction Insurance Requirements

The Contractor, during the progress of the Work and until final acceptance of the
Work by District upon completion of the entire Contract, shall maintain Builder’s Risk, Course of
Construction or similar first party property coverage issued on a replacement cost value basis
consistent with the total replacement cost of all insurable Work and the Project included within
the Contract Documents. Coverage is to insure against all risks of accidental direct physical loss,
and must include, by the basic grant of coverage or by endorsement, the perils of vandalism,
malicious mischief (both without any limitation regarding vacancy or occupancy), fire, sprinkler
leakage, civil authority, sonic boom, earthquake, flood, collapse, wind, lightning, smoke and riot.
The coverage must include debris removal, demolition, increased costs due to enforcement of
building ordinance and law in the repair and replacement of damage and undamaged portions of
the property, and reasonable costs for the Architect’s and engineering services and expenses
required as a result of any insured loss upon the Work and Project which is the subject of the
Contract Documents, including completed Work and Work in progress, to the full insurable value
thereof. Such insurance shall include the District and the Architect as additional named insureds,
and any other person with an insurable interest as designated by the District.
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The Contractor shall submit to the District for its approval all items deemed to be
uninsurable. The risk of the damage to the Work due to the perils covered by the “Builder’s
Risk/All Risk” Insurance, as well as any other hazard which might result in damage to the Work,
is that of the Contractor and the Surety, and no Claims for such loss or damage shall be
recognized by the District nor will such loss or damage excuse the complete and satisfactory
performance of the Contract by the Contractor.
11.4

FIRE INSURANCE

Before the commencement of the Work, the Contractor shall procure, maintain,
and cause to be maintained at the Contractor’s expense, fire insurance on all Work subject to loss
or damage by fire. The amount of fire insurance shall be sufficient to protect the Project against
loss or damage in full until the Work is accepted by the District. This requirement may be waived
upon confirmation by the District that such coverage is provided under the Builder’s Risk
Insurance being provided.
11.5

AUTOMOBILE LIABILITY

11.5.1
The District, Architect and Construction Manager, Inspectors, their directors,
officers, employees, agents and volunteers shall be covered as additional insureds with respect
to the ownership, operation, maintenance, use, loading or unloading of any auto owned, leased,
hired or borrowed by the Contractor or for which the Contractor is responsible. Such insurance
coverage shall be primary and non-contributory insurance as respects the District, Architect,
Construction Manager, Project Inspector, their directors, officers, employees, agents and
volunteers, or if excess, shall stand in an unbroken chain of coverage excess of the Contractor’s
scheduled underlying coverage. Any insurance or self-insurance maintained by the District,
Architect, Construction Manager, Project Inspector, their directors, officers, employees, agents
and volunteers shall be excess of the Contractor’s insurance and shall not be called upon to
contribute with it. The insurer shall agree to waive all rights of subrogation against the District,
Architect, Construction Manager, Project Inspector, their directors, officers, employees, agents
and volunteers for losses paid under the terms of the insurance policy that arise from Work
performed by the Contractor.
11.5.2
Insurance Services Office Business Auto Coverage Form Number CA 0001,
Code 1 (any auto) is required. Comprehensive Automobile Liability insurance to include all autos,
owned, non-owned, and hired, with limits of $1,000,000 per accident for bodily injury and property
damage.
11.6

OTHER INSURANCE

The Contractor shall provide all other insurance required to be maintained under
applicable laws, ordinances, rules, and regulations.
11.7

PROOF OF INSURANCE

The Contractor shall not commence Work nor shall it allow any Subcontractor to
commence Work under this Contract until all required insurance and certificates have been
obtained and delivered in duplicate to the District for approval subject to the following
requirements:
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a.

Certificates and insurance policies shall include the following clause:
“This policy and any coverage shall not be
suspended, voided, non-renewed, canceled, or
reduced in required limits of liability or amounts of
insurance or coverage until notice has been mailed
via certified mail to the District. Date of cancellation
or reduction may not be less than thirty (30) days
after the date of mailing notice.”

11.8

b.

Certificates of insurance shall state in particular those insured, the extent
of insurance, location and operation to which the insurance applies, the
expiration date, and cancellation and reduction notices.

c.

Certificates of insurance shall clearly state that the District and the Architect
are named as additional insureds under the policy described and that such
insurance policy shall be primary to any insurance or self-insurance
maintained by District.

d.

The Contractor and its Subcontractors shall produce a certified copy of any
insurance policy required under this Section upon written request of the
District.

COMPLIANCE

In the event of the failure of Contractor to furnish and maintain any insurance required by
this Article 11, the Contractor shall be in default under the Contract. Compliance by Contractor
with the requirement to carry insurance and furnish certificates or policies evidencing the same
shall not relieve the Contractor from liability assumed under any provision of the Contract
Documents, including, without limitation, the obligation to defend and indemnify the District and
the Architect.
11.9

WAIVER OF SUBROGATION

Contractor waives (to the extent permitted by law) any right to recover against the District
for damages to the Work, any part thereof, or any and all claims arising by reason of any of the
foregoing, but only to the extent that such damages and/or claims are covered by property
insurance and only to the extent of such coverage (which shall exclude deductible amounts) by
insurance actually carried by the District.
The provisions of this Article are intended to restrict each party to recovery against
insurance carriers only to the extent of such coverage and waive fully and for the benefit of each,
any rights and/or claims which might give rise to a right of subrogation in any insurance carrier.
The District and the Contractor shall each obtain in all policies of insurance carried by either of
them, a waiver by the insurance companies thereunder of all rights of recovery by way of
subrogation for any damages or claims covered by the insurance.
11.10 PERFORMANCE AND PAYMENT BONDS
11.10.1

Bond Requirements
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Unless otherwise specified in the Supplemental Conditions, prior to commencing
any portion of the Work, the Contractor shall furnish separate Payment and Performance Bonds
for its portion of the Work which shall cover 100% faithful performance of and payment of all
obligations arising under the Contract Documents and/or guaranteeing the payment in full of all
claims for labor performed and materials supplied for the Work. All bonds shall be provided by a
corporate Surety authorized and admitted to transact business in California as sureties.
To the extent, if any, that the Contract Price is increased in accordance with the
Contract Documents, the Contractor shall, upon request of the District, cause the amount of the
bonds to be increased accordingly and shall promptly deliver satisfactory evidence of such
increase to the District. To the extent available, the bonds shall further provide that no change or
alteration of the Contract Documents (including, without limitation, an increase in the Contract
Price, as referred to above), extensions of time, or modifications of the time, terms, or conditions
of payment to the Contractor will release the Surety. If the Contractor fails to furnish the required
bonds, the District may terminate the Contract for cause.
11.10.2

Surety Qualification

Only bonds executed by admitted Surety insurers as defined in Code of Civil
Procedure § 995.120 shall be accepted. Surety must be a California-admitted Surety and listed
by the U.S. Treasury with a bonding capacity in excess of the Project cost.
11.10.3

Alternate Surety Qualifications

If a California-admitted Surety insurer issuing bonds does not meet these
requirements, the insurer will be considered qualified if it is in conformance with § 995.660 of the
California Code of Civil Procedure and proof of such is provided to the District.
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ARTICLE 12
UNCOVERING AND CORRECTION OF WORK
12.1

COMPLIANCE WITH TITLE 24 INSTALLATION REQUIREMENTS

Contractor is aware of the requirements governing Contractor’s Work under title 24
Section 4-343 which provides, in pertinent part:
4-343. Duties of the Contractor.
(a) Responsibilities. It is the duty of the contractor to complete the Work covered
by his or her contract in accordance with the approved Plans and Specifications
therefore. The contractor in no way is relieved of any responsibility by the activities
of the architect, engineer, Inspector or DSA in the performance of such duties.
(b) Performance of the Work. The contractor shall carefully study the approved
Plans and Specifications and shall plan a schedule of operations well ahead of
time. If at any time it is discovered that Work is being done which is not in
accordance with the approved Plans and Specifications, the contractor shall
correct the Work immediately. All inconsistencies or items which appear to be in
error in the Plans and Specifications shall be promptly called to the attention of the
architect or registered engineer, through the Inspector, for interpretation or
correction. In no case, however, shall the instruction of the architect or registered
engineer be construed to cause Work to be done which is not in conformity with
the approved Plans, Specifications, and Change Orders. The contractor must
notify the Project Inspector, in advance, of the commencement of construction of
each and every aspect of the Work.
12.1.1

Issuance of Notices of Non-Compliance

The Inspector may issue a Notice of Non-Compliance on the Project indicating
deviation from Plans and Specifications. It is Contractor’s responsibility to correct all deviations
from the approved Plans and Specifications unless the District has issued an Immediate Change
Directive. In such case, the Contractor shall proceed with the Work with the understandings of
the District as set forth in the ICD and as specifically noted in Article 7.3.
12.2

SPECIAL NOTICE OF AMERICAN’S WITH DISABILITIES ACT

Some of the requirements in the Plans and Specifications are meant to comply with the
Americans with Disabilities Act (“ADA”). The requirements of the ADA are technical in nature and
may appear to be minor in nature (i.e. whether a walkway or ramp has a 2% cross-slope).
Contractor is warned that even the slightest deviation from the specific requirements from the
ADA is considered a Civil Rights violation and subjects the District to fines of three times actual
damages sustained by a handicap individual or up to $4,000 per violation and attorney’s fees
required to enforce the ADA violation. As a result of the significant liability and exposure
associated with ADA aspects of the Contract, Contractor shall take special care to meet all ADA
requirements detailed in the Plans and Specifications. Failure to comply with ADA rules that
results in a Notice of Non-Compliance shall be repaired to meet ADA requirements promptly. In
addition, any ADA violations that are not identified by Inspector or Architect that are later identified
shall be repaired and charged back to the Contractor through a Deductive Change Order.
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12.2.1 Indemnification of ADA Claims
ADA claims arising from failure to comply with Plans and Specifications shall be
indemnified, held harmless and defended by Contractor. Further, any withholdings for ADA
violations under Article 9.6 shall include potential redesign costs and an accelerated repair costs
due to the potential for ADA claims arising from DSA posting of ADA violations on the Project.
12.3

UNCOVERING OF WORK
12.3.1

Uncovering Work for Required Inspections

Work shall not be covered without the Inspector’s review and the Architect’s
knowledge that the Work conforms with the requirements of the approved Plans and
Specifications (except in the case of an ICD under Article 7.3). Inspector must be timely notified
of inspections and of new areas so Work can be inspected at least 48 hours before opening a
new area (For example, see DSA Form 156 for Commencement/Completion of Work Notification
which requires “at least 48 hour” advance notification of a new area). An Inspector must comply
with DSA protocols for signing each category or phase of Work under DSA Form 152 (in
compliance with the Form 152 Manual) or a Notice of Deviation (DSA Form 154) will be issued
requiring the Work that was not inspected be uncovered for inspection. Thus, if a portion of the
Work is covered without inspection or Architect approval, is subject to a Notice of Non-Compliance
for being undertaken without inspection, or otherwise not in compliance with the Contract
Documents, after issuance of a Written Notice of Non-Compliance (Form 154) or a written notice
to uncover Work, Contractor shall promptly uncover all Work (which includes furnishing all
necessary facilities, labor, and material) for the Inspector’s or the Architect’s observation and be
replaced at the Contractor’s expense without change in the Contract Sum or Time.
12.3.2

Costs for Inspections Not Required

If a portion of the Work has been covered is believed to be Non-Conforming to the
Plans and Specifications, even if the Form 152 for the category of Work has been signed by the
Inspector, the Inspector or the Architect may request to see such Work, and it shall be promptly
uncovered by the Contractor. If such Work is in accordance with the Contract Documents, costs
of uncover and replacement shall, by appropriate Change Order and shall, be charged to the
District. If such Work is not in accordance with Contract Documents, the Contractor shall be
responsible for all costs to uncover the Work, delays incurred to uncover the Work, and Contractor
shall pay all costs to correct the incorrectly construction condition unless the condition was caused
by the District or a separate contractor, in which event the District shall be responsible for payment
of such costs to the Contractor.
12.4

CORRECTION OF WORK
12.4.1

Correction of Rejected Work

The Contractor shall promptly correct the Work rejected by the Inspector or the
District upon recommendation of the Architect as failing to conform to the requirements of the
Contract Documents, whether observed before or after Completion and whether or not
Fabricated, installed, or completed. The Contractor shall bear costs of correcting the rejected
Work, including cost for delays that may be incurred by Contractor or Subcontractors, the cost for
additional testing, inspections, and compensation for the Inspector’s or the Architect’s services
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and expenses made necessary thereby (including costs for preparing a CCD, DSA CCD review
fees, and additional inspection and special inspection costs).
12.4.2

One-Year Warranty Corrections

If, within one (1) year after the date of Completion of the Work or a designated
portion thereof, or after the date for commencement of warranties established under Article 9.9.1,
or by the terms of an applicable special warranty required by the Contract Documents, any of the
Work is found to be not in accordance with the requirements of the Contract Documents, the
Contractor shall correct it promptly after receipt of written notice from the District to do so unless
the District has previously given the Contractor a written acceptance of such condition. This
period of one (1) year shall be extended with respect to portions of the Work first performed after
Completion by the period of time between Completion and the actual performance of the Work.
This obligation under this Article 12.4.2 shall survive acceptance of the Work under the Contract
and termination of the Contract. The District shall give such notice promptly after discovery of the
condition.
12.4.3

District’s Rights if Contractor Fails to Correct

If the Contractor fails to correct nonconforming Work within a reasonable time, the
District may correct the Work and seek a Deductive Change Order, pursuant to Article 9.6 or
Article 2.2.
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ARTICLE 13
MISCELLANEOUS PROVISIONS
13.1

GOVERNING LAW
The Contract shall be governed by the law of the place where the Project is located.

13.2

SUCCESSORS AND ASSIGNS

The District and the Contractor respectively bind themselves, their partners, successors,
assigns, and legal representatives to the other party hereto and to partners, successors, assigns,
and legal representatives of such other party in respect to covenants, agreements, and obligations
contained in the Contract Documents. Neither party to the Contract shall assign the Contract as
a whole without written consent of the other. If either party attempts to make such an assignment
without such consent, that party shall nevertheless remain legally responsible for all obligations
under the Contract.
13.3

WRITTEN NOTICE

In the absence of specific notice requirements in the Contract Documents, written notice
shall be deemed to have been duly served if delivered in person to the individual, member of the
firm or entity, or to an officer of the corporation for which it was intended, or if delivered at or sent
by registered or certified mail to the last business address known to the party giving notice.
13.4

RIGHTS AND REMEDIES
13.4.1

Duties and Obligations Cumulative

Duties and obligations imposed by the Contract Documents and rights and
remedies available thereunder shall be in addition to and not a limitation of duties, obligations,
rights, and remedies otherwise imposed or available by law.
13.4.2

No Waiver

No action or failure to act by the Inspector, the District, or the Architect shall
constitute a waiver of a right or duty afforded them under the Contract Documents, nor shall such
action or failure to act constitute approval of or acquiescence in a breach thereunder, except as
may be specifically agreed in writing.
13.5

TESTS AND INSPECTIONS
13.5.1

Compliance

Tests, inspections, and approvals of portions of the Work required by the Contract
Documents will comply with Division 1, Title 24, and with all other laws, ordinances, rules,
regulations, or orders of public authorities having jurisdiction.
13.5.2

Independent Testing Laboratory
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The District will select and pay an independent testing laboratory to conduct all
tests and inspections. Selection of the materials required to be tested shall be made by the
laboratory or the District’s representative and not by the Contractor. See Articles 3.13.1 and 4.3.6
regarding costs or expenses of inspection or testing outside of the Project Site.
13.5.3

Advance Notice to Inspector

The Contractor shall notify the Inspector a sufficient time in advance of its
readiness for required observation or inspection so that the Inspector may arrange for same. The
Contractor shall notify the Inspector a sufficient time in advance of the manufacture of material to
be supplied under the Contract Documents which must, by terms of the Contract Documents, be
tested in order that the Inspector may arrange for the testing of the material at the source of
supply.
13.5.4

Testing Off-Site

Any material shipped by the Contractor from the source of supply, prior to having
satisfactorily passed such testing and inspection or prior to the receipt of notice from said
Inspector that such testing and inspection will not be required, shall not be incorporated in the
Work.
13.5.5

Additional Testing or Inspection

If the Inspector, the Architect, the District, or public authority having jurisdiction
determines that portions of the Work require additional testing, inspection, or approval not
included under Article 13.5.1, the Inspector will, upon written authorization from the District, make
arrangements for such additional testing, inspection, or approval. The District shall bear such
costs except as provided in Articles 13.5.6 and 13.5.7.
13.5.6

Costs for Retesting

If such procedures for testing, inspection, or approval under Articles 13.5.1 and
13.5.2 reveal failure of the portions of the Work to comply with requirements established by the
Contract Documents, the Contractor shall bear all costs arising from such failure, including those
of re-testing, re-inspection, or re-approval, including, but not limited to, compensation for the
Architect’s services and expenses. Any such costs shall be paid by the District, invoiced to the
Contractor, and deducted from the next Progress Payment.
13.5.7

Costs for Premature Test

In the event the Contractor requests any test or inspection for the Project and is
not completely ready for the inspection, the Contractor shall be invoiced by the District for all costs
and expenses resulting from that testing or inspection, including, but not limited to, the Inspector’s
and Architect’s fees and expenses, and the amount of the invoice of shall be deducted from the
next Progress Payment.
13.6

TRENCH EXCAVATION
13.6.1

Trenches Greater Than Five Feet
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Pursuant to Labor Code section 6705, if the Contract Price exceeds $25,000 and
involves the excavation of any trench or trenches five (5) feet or more in depth, the Contractor
shall, in advance of excavation, submit to the District or a registered civil or structural engineer
employed by the District or Architect, a detailed plan showing the design of shoring for protection
from the hazard of caving ground during the excavation of such trench or trenches.
13.6.2

Excavation Safety

If such plan varies from the Shoring System Standards established by the
Construction Safety Orders, the plan shall be prepared by a registered civil or structural engineer,
but in no case shall such plan be less effective than that required by the Construction Safety
Orders. No excavation of such trench or trenches shall be commenced until said plan has been
accepted by the District or by the person to whom authority to accept has been delegated by the
District.
13.6.3

No Tort Liability of District

Pursuant to Labor Code § 6705, nothing in this Article shall impose tort liability
upon the District or any of its employees.
13.6.4

No Excavation without Permits

The Contractor shall not commence any excavation Work until it has secured all
necessary permits including the required CAL OSHA excavation/shoring permit. Any permits
shall be prominently displayed on the Site prior to the commencement of any excavation.
13.7

WAGE RATES, TRAVEL, AND SUBSISTENCE
13.7.1

Wage Rates

Pursuant to the provisions of Article 2 (commencing at § 1720), Chapter 1, Part 7,
Division 2, of the Labor Code, the District has obtained the general prevailing rate of per diem
wages and the general prevailing rate for holiday and overtime work in the locality in which this
public works project is to be performed for each craft, classification, or type of worker needed for
this Project from the Director of the Department of Industrial Relations (“Director”). These rates
are on file at the administrative office of the District and are also available from the Director of the
Department of Industrial Relations. Copies will be made available to any interested party on
request. The Contractor shall post a copy of such wage rates at appropriate, conspicuous,
weatherproof points at the Site.
Any worker employed to perform Work on the Project, but such Work is not covered
by any classification listed in the published general prevailing wage rate determinations or per
diem wages determined by the Director of the Department of Industrial Relations, shall be paid
not less than the minimum rate of wages specified therein for the classification which most nearly
corresponds to the employment of such person in such classification.
13.7.2

Holiday and Overtime Pay

Holiday and overtime work, when permitted by law, shall be paid for at the rate set
forth in the prevailing wage rate determinations issued by the Director of the Department of
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Industrial Relations or at least one and one-half (1½) times the specified basic rate of per diem
wages, plus employer payments, unless otherwise specified in the Contract Documents or
authorized by law.
Wage Rates Not Affected by Subcontracts

13.7.3

The Contractor shall pay and shall cause to be paid each worker engaged in the
execution of the Work on the Project not less than the general prevailing rate of per diem wages
determined by the Director, regardless of any contractual relationship which may be alleged to
exist between the Contractor or any Subcontractor and such workers.
Per Diem Wages

13.7.4

The Contractor shall pay and shall cause to be paid to each worker needed to
execute the Work on the Project per diem wages including, but not limited to, employer payments
for health and welfare, pensions, vacation, travel time and subsistence pay as provided for in
Labor Code §1773.1.
Forfeiture and Payments

13.7.5

Pursuant to Labor Code §1775, the Contractor shall forfeit to the District, not more
than Two Hundred Dollars ($200.00) for each calendar day, or portion thereof, for each worker
paid less than the prevailing wages rates as determined by the Director of the Department of
Industrial Relations, for the work or craft in which the worker is employed for any Work done under
the Agreement by the Contractor or by any Subcontractor under it. The amount of the penalty
shall be determined by the Labor Commissioner and shall be based on consideration of: (1)
whether the Contractor or Subcontractor’s failure to pay the correct rate of per diem wages was
a good faith mistake and, if so, the error was promptly and voluntarily correct upon being brought
to the attention of the Contractor or Subcontractor; and (2) whether the Contractor or
Subcontractor has a prior record of failing to meet its prevailing wage obligations.
13.8

RECORDS OF WAGES PAID
Payroll Records

13.8.1
a.

Pursuant to §1776 of the Labor Code, each Contractor and Subcontractor
shall keep an accurate payroll record showing the name, address, social
security number, work classification and straight time and overtime hours
worked each day and week, and the actual per diem wages paid to each
journeyman, apprentice, worker or other employee employed by him or her
in connection with the Project.

b.

All payroll records shall be certified and submitted to the District with each
application for payment, but shall not be submitted less than once per
month. All payroll records shall be available for inspection at all reasonable
hours at the principal office of the Contractor on the following basis:
1.

A certified copy of an employee’s payroll record shall be made
available for inspection or furnished to the employee or his or her
authorized representative on request.
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2.

A certified copy of all payroll records shall be made available for
inspection or furnished upon request to a representative of District,
the Division of Labor Standards Enforcement or the Division of
Apprenticeship Standards of the Department of Industrial Relations.

3.

A certified copy of all payroll records shall be made available upon
request by the public for inspection or for copies thereof. However,
a request by the public shall be made through the District, the
Division of Apprenticeship Standards or the Division of Labor
Standards Enforcement. If the requested payroll records have not
been provided pursuant to Paragraph (2) above, the requesting
party shall, prior to being provided the records, reimburse the costs,
according to law for the preparation by the Contractor,
Subcontractor(s), and the entity through which the request was
made. The public shall not be given access to such records at the
principal office of the Contractor.

c.

The certified payroll records shall be on forms provided by the Division of
Labor Standards Enforcement or shall contain the same information as the
forms provided by the Division of Labor Standards Enforcement.

d.

The Contractor or Subcontractor(s) shall file a certified copy of all payroll
records with the entity that requested such records within 10 calendar days
after receipt of a written request.

e.

Any copy of records made available for inspection as copies and furnished
upon request to the public or any public agency by the District, the Division
of Apprenticeship Standards or the Division of Labor Standards
Enforcement shall be marked or obliterated to prevent disclosure of an
individual’s name, address and social security number. The name and
address of the Contractor awarded the Contract or the Subcontractor(s)
performing the Contract shall not be marked or obliterated. Any copy of
records made available for inspection by, or furnished to, a joint labormanagement committee established pursuant to the federal Labor
Management Cooperation Act of 1978 (Section 175a of Title 29 of the
United States Code) shall be marked or obliterated only to prevent
disclosure of an individual’s name and social security number.
Notwithstanding any other provision of law, agencies that are included in
the Joint Enforcement Strike Force on the Underground Economy
established pursuant to Section 329 of the Unemployment Insurance Code
and other law enforcement agencies investigating violations of law shall,
upon request, be provided non-redacted copies of certified payroll records.

f.

The Contractor shall inform the District of the location of all payroll records,
including the street address, city and county, and shall, within five working
days, provide a notice of a change of location and address.

g.

The Contractor or Subcontractor(s) shall have 10 calendar days in which
to comply subsequent to receipt of a written notice requesting payroll
records. In the event that the Contractor or Subcontractor(s) fails to comply
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within the 10-day period, the Contractor or Subcontractor(s) shall, as a
penalty to the District, forfeit One Hundred Dollars ($100.00) for each
calendar day, or portion thereof, for each worker, until strict compliance is
effectuated. Upon the request of the Division of Apprenticeship Standards
or the Division of Labor Standards Enforcement, these penalties shall be
withheld from progress payments then due.
Responsibility for compliance with this Article shall rest upon the Contractor.
Withholding of Contract Payments & Penalties

13.8.2

The District may withhold or delay contract payments to the Contractor and/or any
Subcontractor if:

13.9

a.

The required prevailing rate of per diem wages determined by the Director
of the Department of Industrial Relations is not paid to all workers employed
on the Project; or

b.

The Contractor or Subcontractor(s) fail to submit all required certified
payroll records with each application for payment, but not less than once
per month; or

c.

The Contractor or Subcontractor(s) submit incomplete or inadequate
payroll records; or

d.

The Contractor or Subcontractor(s) fail to comply with the Labor Code
requirements concerning apprentices; or

e.

The Contractor or Subcontractor(s) fail to comply with any applicable state
laws governing workers on public works projects.

APPRENTICES
13.9.1

Apprentice Wages and Definitions

All apprentices employed by the Contractor to perform services under the Contract
shall be paid the standard wage paid to apprentices under the regulations of the craft or trade for
which he or she is employed, and as determined by the Director of the Department of Industrial
Relations, and shall be employed only at the craft or trade to which he or she is registered. Only
apprentices, as defined in §3077 of the Labor Code, who are in training under apprenticeship
standards that have been approved by the Chief of the Division of Apprenticeship Standards and
who are parties to written apprenticeship agreements under Chapter 4 (commencing with §3070)
of Division 3, are eligible to be employed under this Contract. The employment and training of
each apprentice shall be in accordance with the apprenticeship standards and apprentice
agreements under which he or she is training, or in accordance with the rules and regulations of
the California Apprenticeship Council.
13.9.2

Employment of Apprentices
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Contractor agrees to comply with the requirements of Labor Code §1777.5. The
Contractor awarded the Project, or any Subcontractor under him or her, when performing any of
the Work under the Contract or subcontract, employs workers in any apprenticeable craft or trade,
the Contractor and Subcontractor shall employ apprentices in the ratio set forth in Labor Code
§1777.5. The Contractor or any Subcontractor must apply to any apprenticeship program in the
craft or trade that can provide apprentices to the Project site for a certificate approving the
contractor or subcontractor under the apprenticeship standards for the employment and training
of apprentices in the area or industry affected. However, the decision of the apprenticeship
program to approve or deny a certificate shall be subject to review by the Administrator of
Apprenticeship. The apprenticeship program or programs, upon approving the Contractor or
Subcontractor, shall arrange for the dispatch of apprentices to the Contractor or Subcontractor
upon the Contractor’s or Subcontractor’s request. “Apprenticeable craft or trade” as used in this
Article means a craft or trade determined as an apprenticeable occupation in accordance with the
rules and regulations prescribed by the California Apprenticeship Council. The ratio of work
performed by apprentices to journeyman employed in a particular craft or trade on the Project
shall be in accordance with Labor Code §1777.5.
13.9.3

Submission of Contract Information

Prior to commencing Work on the Project, the Contractor and Subcontractors shall
submit contract award information to the applicable apprenticeship program(s) that can supply
apprentices to the Project and make the request for the dispatch of apprentices in accordance
with the Labor Code. The information submitted shall include an estimate of journeyman hours
to be performed under the Contact, the number of apprentices proposed to be employed, and the
approximate dates the apprentices would be employed. A copy of this information shall also be
submitted to the District if requested. Within 60 days after concluding Work on the Project, the
Contractor and Subcontractors shall submit to the District, if requested, and to the apprenticeship
program a verified statement of the journeyman and apprentice hours performed on the Project.
13.9.4

Apprentice Fund

The Contractor or any Subcontractor under him or her, who, in performing any of
the Work under the Contract, employs journeymen or apprentices in any apprenticeable craft or
trade shall contribute to the California Apprenticeship Council the same amount that the Director
determines is the prevailing amount of apprenticeship training contributions in the area of the
Project. The Contractor and Subcontractors may take as a credit for payments to the California
Apprenticeship Council any amounts paid by the Contractor or Subcontractor to an approved
apprenticeship program that can supply apprentices to the Project. The Contractor and
Subcontractors may add the amount of the contributions in computing his or her bid for the
Contract.
13.9.5

Prime Contractor Compliance

The responsibility of compliance with Article 13 and §1777.5 of the Labor Code for
all apprenticeable occupations is with the Prime Contractor. Any Contractor or Subcontractor that
knowingly violates the provisions of this Article or Labor Code §1777.5 shall be subject to the
penalties set forth in Labor Code §1777.7.
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13.10 ASSIGNMENT OF ANTITRUST CLAIMS
13.10.1

Application

Pursuant to Government Code § 4551, in entering into a public works contract or
a subcontract to supply goods, services, or materials pursuant to a public works contract, the
Contractor or Subcontractor offers and agrees to assign to the District all rights, title, and interest
in and to all causes of action it may have under Section 4 of the Clayton Act, (15 U.S.C. § 15) or
under the Cartwright Act (Chapter 2 [commencing with § 16700] of Part 2 of Division 7 of the
Business and Professions Code), arising from the purchase of goods, services, or materials
pursuant to the public works contract or the subcontract. This assignment shall be made and
become effective at the time the awarding body tenders Retention Payment to the Contractor,
without further acknowledgment by the parties. If the District receives, either through judgment
or settlement, a monetary recovery for a cause of action assigned under Chapter 11 (commencing
with § 4550) of Division 5 of Title 1 of the Government Code, the assignor shall be entitled to
receive reimbursement for actual legal costs incurred and may, upon demand, recover from the
District any portion of the recovery, including treble damages, attributable to overcharges that
were paid by the assignor but were not paid by the District as part of the bid price, less the
expenses incurred in obtaining that portion of the recovery.
13.10.2

Assignment of Claim

Upon demand in writing by the assignor, the District shall, within one (1) year from
such demand, reassign the cause of action assigned pursuant to this Article if the assignor has
been or may have been injured by the violation of law for which the cause of action arose and the
District has not been injured thereby or the District declines to file a court action for the cause of
action.
13.11 STATE AND DISTRICT CONDUCTED AUDITS
Pursuant to and in accordance with the provisions of Government Code § 10532,
or any amendments thereto, all books, records, and files of the District, the Contractor, or any
Subcontractor connected with the performance of this Contract involving the expenditure of state
funds in excess of Ten Thousand Dollars ($10,000.00), including, but not limited to, the
administration thereof, shall be subject to the examination and audit of the Office of the Auditor
General of the State of California for a period of five (5) years after Retention Payment is made
or a Notice of Completion is Recorded, whichever occurs first. Contractor shall preserve and
cause to be preserved such books, records, hard drives, electronic media, and files for the audit
period.
Pursuant to the remedies under Public Contract Code section 9201 and
Government Code section 930.2, Contractor, through execution of this Agreement, also agrees
the District shall have the right to review and audit, upon reasonable notice, the books and records
of the Contractor concerning any monies associated with the Project. The purpose of this “Audit”
is to quickly and efficiently resolve Disputes based on the actual costs incurred and to reduce the
uncertainty in resolving Disputes with limited information. The District shall perform any audits at
its own cost and any such audit shall be performed by an independent auditor, having no direct
or indirect relationship with the functions or activities being audited or with the business conducted
by the Contractor or District. In the event the independent auditor determines that Change Orders,
response to Request for Proposals, Claims, Appeal of Claims, or other requests for payment are
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in error, or have has any other concerns or questions, the Auditor shall report the results of the
Audit findings to the District and provide a copy to the Contractor after giving the District Board
the opportunity for at least 10 days review. If the Contractor disputes the findings of the
independent auditor, such dispute shall be handled in the manner set forth under Article 4.6.2
entitled Disputes.
If Contractor having agreed to the terms of this Contract fails to produce books or
records requested by Auditor, such failure to produce books or records that were required to be
preserved for audit, it shall be presumed that the information contained in the withheld books or
records were unfavorable to the Contractor and the Auditor shall note this refusal in the results of
the Audit findings for further evaluation by the District and the District’s Board. The refusal to
release records that are concerning monies associated with the Project may be used as a grounds
to debar the Contractor under Article 15 for failure to preserve records under Article 13.11 and
the failure to produce required audit records may also be used as a grounds for a negative finding
against the Contractor depending on the significance of the records that are withheld by
Contractor. Failure to produce job cost data tied to job cost categories and budgets shall be
presumed an intentional failure to produce key audit records. Similarly, failure to produce Daily
Reports (prepared at or near the time of the Work actually took place (See Article 3.16) shall be
presumed an intentional failure to produce key audited records.
If Contractor is seeking costs for inefficiency, home office overhead, or
unanticipated increased costs due to delays or acceleration, Contractor shall also produce copies
of the original bid tabulation utilized in submitting Contractor’s bid for the Project. This document
shall be considered confidential and shall not be subject to disclosure through a Public Records
Act and shall not be distributed to anyone other than the District and the District’s counsel. This
bid tabulation shall only be used in litigation, arbitration, evaluation of Claims or Disputes, Audit,
and trial. If the records for the bid tabulation are kept on a computer, the Contractor shall also
produce all metadata (in native format) that accompanies the bid tabulation for inspection to prove
the authenticity of the underlying bid tabulation. Failure to produce the bid tabulation for review
of inefficiency, home office overhead, or unanticipated increased costs due to delays or
accelerations shall be considered material evidence that the bid tabulation was not favorable to
the Contractor. This evidence shall be entered as a jury instruction for trial that the bid tabulation
was not produced and the bid tabulation information was unfavorable to the Contractor. The
evidence may also be used in debarment proceedings, and noted as an exception to an Audit
findings.
Upon notification of Contractor concerning the results of the audit and a reasonable
time has passed for Contractor to respond to the Audit findings and if either there is no Dispute
of the Audit findings under Article 4.6 or if the result after utilizing the Disputes Clause confirms
the Audit findings, the District may seek reimbursement for overstated Claims, Change Orders,
or Appeal of Claims and may also undertake debarment proceedings under Article 15 of these
General Conditions.
13.12 STORM WATER POLLUTION PREVENTION
13.12.1

Application

This Section addresses the preparation, implementation and monitoring of a Storm
Water Pollution Prevention Plan (SWPPP) for the purpose of preventing the discharge of
pollutants from the construction site. This includes the elimination of pollution discharges such
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as improper dumping, spills or leakage from storage tanks or transfer areas. The District will not
issue a Notice to Proceed until Contractor has prepared by a qualified individual and obtained
approval of the Permit Registration Documents (“PRDs”) that include a Notice of Intent,
Construction Risk Calculation, Site Map, SWPPP, Annual Fee and any additional required
documents from all applicable Local Governing Agencies including the Regional Water Quality
Control Board. The Contractor shall also secure a certification that the Project has met all of the
conditions of the General Construction Activity Storm Water Permit (GCASP) and comply with all
applicable local, state and federal regulations governing storm water pollution prevention.
13.12.2

References and Materials

- California Stormwater Quality Association New Development and Redevelopment Best
Management Practice Handbook
- 2009 California Stormwater Quality Association Construction BMP Handbook .
- State Water Resources Control Board (2009). Order 2009-0009-DWQ, NPDES General
Permit No. CAS000002: Waste Discharge Requirements for Discharges of Storm Water
Runoff Associated with Construction and Land Disturbing Activities. Available on-line at:
- http://www.waterboards.ca.gov/water_issues/programs/stormwater/construction.shtml.Use materials of a class, grade and type needed to meet the performance described in
the BMP Handbook.
13.12.3

Preparation and Approval

The Contractor shall prepare by a qualified individual the PRDs that include a
Notice of Intent, Construction Risk Calculation, Site Map, SWPPP, Annual Fee and any additional
required documents. The Contractor’s Qualified SWPPP Developer (“QSD”) shall prepare the
Storm Water Pollution Prevention Plan (SWPPP) as required to comply with storm water pollution
regulations for project sites with storm water discharges associated with construction activity such
as clearing or demolition, grading, excavation and other land disturbances. The SWPPP shall
apply to all areas that are directly related to construction activity, including but not limited to
staging areas, storage yards, material borrow areas, and access roads.
13.12.3.1 The Contractor shall prepare and submit to the Local Governing
Agencies and the District the SWPPP for review and approval if the project sites, new or existing,
with land disturbance of 1 or more acres (or less than 1 acres if part of a common plan of
development); the construction activity that results in land surface disturbances of less than one
acre is part of a larger common plan of development or sale of one or more acres of disturbed
land surface; or the construction activity associated with Linear Underground/Overhead Projects
("LUPs") including, but not limited to, those activities necessary for the installation of underground
and overhead linear facilities (e.g., conduits, substructures, pipelines, towers, poles, cables,
wires, connectors, switching, regulating and transforming equipment and associated ancillary
facilities) and include, but are not limited to, underground utility mark-out, potholing, concrete and
asphalt cutting and removal, trenching, excavation, boring and drilling, access road and
pole/tower pad and cable/wire pull station, substation construction, substructure installation,
construction of tower footings and/or foundations, pole and tower installations, pipeline
installations, welding, concrete and/or pavement repair or replacement, and stockpile/borrow
locations.
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13.12.3.2 The Contractor shall also pay annual renewal fee(s) until the contract is
completed and make all such checks payable to the State Water Resources Control Board. The
Notice of Intent must be submitted at least two weeks prior to the commencement of construction
activities.
13.12.3.3 The Contractor shall prepare the SWPPP by following the format in
Sections 2, 3, 4 and Appendices A through F of the California Stormwater BMP Handbook Construction, January 2009 edition, published by the California Stormwater Quality Association.
The publication is available from:
California Stormwater
Quality Association
P.O. Box 2105
Menlo Park, CA 94026-2105
Phone: (650) 366-1042
E-mail: info@casqa.org
or
https://www.casqa.org/store/products/tabid/154/p-167-constructionhandbookportal-initial-subscription.aspx
13.12.3.4 Where land disturbance is less than 1 acre, any BMPs indicated in the
BMP Handbook needed to prevent or minimize storm water pollution shall be implemented at no
extra cost to the District.
13.12.3.5 Within two weeks after Award of Contract by the District, the Contractor
shall submit to the District’s Civil Engineer one copy of the PRDs including the SWPPP for review.
After the District’s approval, the Contractor shall provide approved copies of the SWPPP as
follows: one copy each to the District’s Construction Inspector, District’s Construction Manager,
District Architect, Commissioned Architect and District’s Civil Engineer.
Implementation

13.12.4

The Contractor shall implement the Storm Water Pollution Prevention Plan by
doing the following:
a.

Obtain a Waste Discharger Identification (WDID) number from the SWRCB
before beginning construction. This number will be issued once your PRDs
are administratively accepted and fee is received.

b.

Keep the SWPPP, REAPs, monitoring data on the construction site.

c.

Employ a Qualified SWPPP Practitioner (QSP) to implement the SWPPP
during construction and develop Rain Event Action Plans ("REAPs").

d.

Install, inspect, maintain and monitor BMPs required by the General Permit.

e.

Install perimeter controls prior to starting other construction work at the site.
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f.

Contain on-site storm water at the jobsite. Do not drain on-site water
directly into the storm drain.

g.

Implement the SWPPP.

h.

Provide SWPPP and BMP implementation training for those responsible
for implementing the SWPPP.

i.

Designate trained personnel for the proper implementation of the SWPPP.

j.

Conduct monitoring, as required, and assess compliance with the Numeric
Action Levels (NALs) or Numeric Effluent Limitations (NELs) appropriate to
your project.

k.

Report monitoring data:

l.

13.12.5

1.

Maintain a paper or electronic copy of all required records for three
years from the date generated or date submitted, whichever is last.
These records must be available at the construction site until
construction is completed.

2.

Have a QSD revise the SWPPP as needed to reflect the phases of
construction and to suit changing site conditions and instances
when properly installed systems are ineffective.

3.

Assist the District with entering any necessary data or information
into the Stormwater Multi-Application and Reporting System
(“SMARTS”) system.

At the end of Construction Contract:
1.

Submit Notice of Termination (NOT) into the SMARTS when
construction is complete and conditions of termination listed in the
NOT have been satisfied. A copy of the NOT can be found at:
http://www.waterboards.ca.gov/water_issues/programs/stormwate
r/construction.shtml.

2.

Leave in place storm water pollution prevention controls needed for
post-construction storm water management and remove those that
are not needed as determined by the District. Thereafter, left-inplace controls will be maintained by the District.

3.

Provide Site Monitoring Reports, SWPPP revisions, Compliance
Certifications and related documents to the District.
Postconstruction storm water operation and management plan as
mentioned in the compliance certifications are considered to be in
place at the end of the Construction Contract.

Monitoring
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The Contractor shall conduct examination of storm water pollution prevention
controls as required by the State Water Resources Control Board (2009). Order 2009-0009-DWQ,
NPDES General Permit No. CAS000002: Waste Discharge Requirements for Discharges of
Storm Water Runoff Associated with Construction and Land Disturbing Activities. This includes
properly qualified personnel performing all required monitoring, testing, inspections and
monitoring. The Contractor shall also conduct examination of storm water pollution prevention
controls, as well as before and after each storm event in compliance with the State Water
Resources Control Board Order No. 2009-0009-DWQ, National Pollutant Discharge Elimination
System General Permit No. CAS000002, Waste Discharge Requirements for Discharges of Storm
Water Runoff Associated with Construction and Land Disturbance Activities (General Permit)
(SWRCB, 2009).and at least once each 24-hour period during extended storm events to identify
BMP effectiveness and implement repairs or BMP changes as soon as feasible. All maintenance
related to a storm event should be completed within 48 hours of the storm event. The Contactor
shall also prepare and maintain, at the jobsite, a log of each inspection using Site Monitoring
Report forms.
Liabilities and Penalties

13.12.6
a.

Review of the SWPPP and inspection logs by the District shall not relieve
the Contractor from liabilities arising from non-compliance with storm water
pollution regulations.

b.

Payment of penalties for non-compliance by the Contractor shall be the
sole responsibility of the Contractor and will not be reimbursed by the
District.

c.

Compliance with the Clean Water Act pertaining to construction activity is
the sole responsibility of the Contractor. For any fine(s) levied against the
District due to non-compliance by the Contractor, the District will deduct
from the final payment due the Contractor the total amount of the fine(s)
levied on the District, plus legal and associated costs.

d.

The Contractor shall submit to the District a completed NOI for change of
information
(Construction
Site
Information
and
Material
Handling/Management Practices).
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ARTICLE 14
TERMINATION OR SUSPENSION OF THE CONTRACT
14.1

TERMINATION BY THE CONTRACTOR FOR CAUSE
Grounds for Termination

14.1.1

The Contractor may terminate the Contract if the Work is stopped for a period of
thirty (30) consecutive days through no act or fault of the Contractor, a Subcontractor, a Subsubcontractor, their agents or employees, or any other persons performing portions of the Work
for whom the Contractor is contractually responsible, for only the following reasons:
a.

Issuance of an order of a court or other public authority having jurisdiction;
or

b.

An act of the United State or California government, such as a declaration
of national emergency.
Notice of Termination

14.1.2

If one of the above reasons exists, the Contractor may, upon written notice of
seven (7) additional days to the District, terminate the Contract and recover from the District
payment for Work executed and for reasonable costs verified by the Architect with respect to
materials, equipment, tools, construction equipment, and machinery, including reasonable
overhead, profit, and damages.
14.2

TERMINATION BY THE DISTRICT FOR CAUSE
Grounds for Termination

14.2.1

The District may terminate the Contractor and/or this Contract for the following
reasons:
a.

Persistently or repeatedly refuses or fails to supply enough properly skilled
workers or proper materials;

b.

Persistently or repeatedly is absent, without excuse, from the job site;

c.

Fails to make payment to Subcontractors, suppliers, materialmen, etc.;

d.

Persistently disregards laws, ordinances, rules, regulations, or orders of a
public authority having jurisdiction;

e.

Fails to provide a schedule or fails or refuses to update schedules required
under the Contract;

f.

Falls behind on the Project and refuses or fails to undertake a Recovery
Schedule;

g.

If the Contractor has been debarred from performing Work
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h.

Becomes bankrupt or insolvent, including the filing of a general assignment
for the benefit of creditors; or

i.

Otherwise is in substantial breach of a provision of the Contract
Documents.
Notification of Termination

14.2.2

When any of the above reasons exist, the District may, without prejudice to any
other rights or remedies of the District and after giving the Contractor and the Contractor’s Surety
written notice of seven (7) days, terminate the Contractor and/or this Contract and may, subject
to any prior rights of the Surety:

14.2.3

a.

Take possession of the Project and of all material, equipment, tools, and
construction equipment and machinery thereon owned by the Contractor;

b.

Accept assignment of Subcontracts. Contractor acknowledges and agrees
that if the District (in its sole and absolute discretion) decides to takeover
completion of the Project, the Contractor agrees to immediately assign all
subcontracts to the District which the District has chosen to accept;

c.

Complete the Work by any reasonable method the District may deem
expedient, including contracting with a replacement contractor or
contractors; and,

d.

Agree to accept a takeover and completion arrangement with Surety that
is acceptable to the District Board.
Takeover and Completion of Work after Termination for Cause

A Termination for Cause is an urgent matter which requires immediate radiation
since Project Work is open and incomplete, the site is subject to vandalism and theft, the Project
site is considered a public nuisance, and there is a possibility of injury and deterioration of the
Project Work and materials. Thus, the District shall be entitled to enter a takeover contract to
either remediate the unfinished condition or complete the Work for this Project.
14.2.4

Payments Withheld

If the District terminates the Contract for one of the reasons stated in Article 14.2.1,
the Contractor shall not be entitled to receive further payment until the Work is complete. All costs
associated with the termination and completion of the Project shall be the responsibility of the
Contractor and/or its Surety.
14.2.5

Payments upon Completion

If the unpaid balance of the Contract Sum exceeds costs of completing the Work,
including compensation for professional services and expenses made necessary thereby, such
excess shall be paid to the Contractor. If such costs exceed the unpaid balance, the Contractor
and its Surety shall pay the difference to the District. The amount to be paid to the Contractor, or
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District, as the case may be, shall be certified by the Architect upon application. This payment
obligation shall survive completion of the Contract.
14.3

TERMINATION OF CONTRACT BY DISTRICT (CONTRACTOR NOT AT FAULT)
14.3.1

Termination for Convenience

District may terminate the Contract upon fifteen (15) calendar days of written notice
to the Contractor and use any reasonable method the District deems expedient to complete the
Project, including contracting with replacement contractor or contractors, if it is found that reasons
beyond the control of either the District or Contractor make it impossible or against the District’s
interest to complete the Project. In such a case, the Contractor shall have no Claims against the
District except for: (1) the actual cost for approved labor, materials, and services performed in
accordance with the Contract Documents which have not otherwise been previously paid for and
which are supported and documented through timesheets, invoices, receipts, or otherwise; and
(2) profit and overhead of ten percent (10%) of the approved costs in item (1); and (3) termination
cost of five percent (5%) of the approved costs in item (1). Contractor acknowledges and agrees
that if the District (in its sole and absolute discretion) decides to takeover completion of the Project,
the Contractor agrees to immediately assign all subcontracts to the District which the District has
chosen to accept.
14.3.2

Non-Appropriation of Funds/ Insufficient Funds

In the event that sufficient funds are not appropriated to complete the Project or
the District determines that sufficient funds are not available to complete the Project, District may
terminate or suspend the completion of the Project at any time by giving written notice to the
Contractor. In the event that the District exercises this option, the District shall pay for any and
all work and materials completed or delivered onto the site for which value is received, and the
value of any and all work then in progress and orders actually placed which cannot be canceled
up to the date of notice of termination. The value of work and materials paid for shall include a
factor of fifteen percent (15%) for the Contractor’s overhead and profit and there shall be no other
costs or expenses paid to Contractor. All work, materials and orders paid for pursuant to this
provision shall become the property of the District. District may, without cause, order Contractor
in writing to suspend, delay or interrupt the Project in whole or in part for such period of time as
District may determine. Adjustment shall be made for increases in the cost of performance of the
Agreement caused by suspense, delay or interruption.
14.4

REMEDIES OTHER THAN TERMINATION

If a default occurs, the District may, without prejudice to any other right or remedy,
including, without limitation, its right to terminate the Contract pursuant to Article 14.2, do any of
the following:
a.

Permit the Contractor to continue under this Contract, but make good such
deficiencies or complete the Contract by whatever method the District may deem
expedient, and the cost and expense thereof shall be deducted from the Contract
Price or paid by the Contractor to the District on demand;

b.

If the workmanship performed by the Contractor is faulty or defective materials are
provided, erected or installed, then the District may order the Contractor to remove
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the faulty workmanship or defective materials and to replace the same with work
or materials that conform to the Contract Documents, in which event the
Contractor, at its sole costs and expense, shall proceed in accordance with the
District’s order and complete the same within the time period given by the District
in its notice to the Contractor; or
c.

Initiate procedures to declare the Contractor a non-responsible bidder for a period
of two (2) to five (5) years thereafter.

All amounts expended by the District in connection with the exercise of its rights hereunder
shall accrue interest from the date expended until paid to the District at the maximum legal rate.
The District may retain or withhold any such amounts from the Contract Price. If the Contractor
is ordered to replace any faulty workmanship or defective materials pursuant to Paragraph (b)
above, the Contractor shall replace the same with new work or materials approved by the Architect
and the District, and, at its own cost, shall repair or replace, in a manner and to the extent the
Architect and the District shall direct, all Work or material that is damaged, injured or destroyed
by the removal of said faulty workmanship or defective material, or by the replacement of the
same with acceptable work or materials. In no event shall anything in this Article be deemed to
constitute a waiver by the District of any other rights or remedies that it may have at law or in
equity, it being acknowledged and agreed by the Contractor that the remedies set forth in this
Article are in addition to, and not in lieu of, any other rights or remedies that the District may have
at law or in equity.
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ARTICLE 15
DEBARMENT
15.1

DEBARMENT MEANS THERE HAS BEEN A FINDING THAT THE CONTRACTOR IS
NOT RESPONSIBLE.

During the course of the Project, or if it is determined through Change Orders, Claims, or
Audit that a Contractor is not responsible, the District may, in addition to other remedies provided
in the Contract, debar the Contractor from bidding or proposing on, or being awarded, and/or
performing work on District contracts for a specified period of time, which generally will not exceed
five (5) years, but may exceed five (5) years or be permanent if the circumstances warrant such
debarment. In addition to the debarment proceeding, a finding that a Contractor is to be debarred
shall result in the termination of any or all existing Contracts the Contractor may have with the
District.
15.2

BOARD FINDING

The District may debar a Contractor if the Board, or the Board’s delagatee, in its discretion,
finds the Contractor has done any of the following:
15.2.1
the District

Intentionally or with reckless disregard, violated any term of the Contract with

15.2.2
Committed an acts or omission which reflects on the Contractor’s quality, fitness
or capacity to perform Work for the District;
15.2.3
Committed an act or offense which indicates a lack of business integrity or
business honesty; or,
15.2.4
15.3

Made or submitted a false claim against the District or any other public entity.

HEARING AND PRESENTATION OF EVIDENCE

If there is evidence that the Contractor may be subject to debarment, the District shall
notify the Contractor in writing of the evidence which is the basis for the proposed debarment and
shall advice the Contractor of the scheduled date for a debarment hearing before the District
Board or its delegated designee.
The District Board, or designee, shall conduct a hearing where evidence on the proposed
debarment is presented. The Contractor or the Contractor’s representative shall be given an
opportunity to submit evidence at the hearing. The Contractor shall be provided an adequate
amount of time to prepare and object to evidence presented. A tentative proposed decision shall
be issued as a tentative decision and the District shall be entitled to modify, deny or adopt the
proposed decision. The proposed decision shall contain a recommendation regarding whether
the Contractor should be debarred, and, if so, the appropriate length of time of the debarment.
The Contractor and the District shall be provided an opportunity to object to the tentative proposed
decision for a period of 15 days. If additional evidence is presented, the District shall evaluate
this evidence and either issue an amended ruling, issue the same ruling, or call a further hearing.
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If a Contractor has been debarred for a period of longer than five (5) years, that Contractor
may after the debarment has been in effect for at least five (5) years, submit a written request for
review of the debarment determination to reduce the period of debarment or terminate the
debarment. The District may, in its discretion, reduce the period of debarment or terminate the
debarment if it finds that the Contractor has adequately demonstrated one or more of the
following: (1) elimination of the grounds for which the debarment was imposed; (2) a bona fide
change in ownership or management; (3) material evidence discovered after debarment was
imposed; or (4) any other reason that is in the best interests of the District.
The District will consider a request for review of a debarment determination only where:
(1) the Contractor has been debarred for a period longer than five (5) years; (2) the debarment
has been in effect for at least five (5) years; and (3) the request is in writing, states one or more
of the grounds for reduction of the debarment period or termination of the debarment, and includes
supporting documentation. Upon receiving an appropriate request, the District will provide notice
of the hearing on the request. At the hearing, the District shall review evidence on the proposed
reduction of debarment period. This hearing shall be conducted and the request for review
decided by the District pursuant to the same procedures as for a debarment hearing.
The District’s proposed decision shall contain a recommendation on the request to reduce
the period of debarment or terminate the debarment.
The terms shall also apply to Subcontractors of Contractor.
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SPECIAL CONDITIONS OF THE CONTRACT
SC Article 1.

NO EXTENDED TIME TO CONTRACTOR’S SHORTENED
SCHEDULE.

Contract time shall be as set forth in the construction documents. When the CONTRACTOR
submits Construction Schedule shorter than contract time allowed, it shall not be construed that
DISTRICT implicitly or explicitly accepts or approves such schedule as an amendment of
contract time. Extensions of contract time, and any costs attendant thereto, shall apply only and
exclusively to extensions beyond contract time as set forth in the Agreement. In no way shall an
extension of contract time, whether for rain delay or other valid reason as set forth in the
Contract Documents, be construed as applying to the CONTRACTOR'S proposed or accepted
Construction Schedule.
CONTRACTOR agrees that a Construction Schedule shorter than contract time is solely for the
CONTRACTOR'S convenience and benefit and no benefit accrues to the DISTRICT, therefore,
all risks and costs of delays to such schedule shorter than contract time (and up to contract
time) shall be borne by CONTRACTOR.
SC Article 2.

CONSTRUCTION ACCESS AND STAGING AREA

Except during the summer break, construction access to the Project areas shall be ONLY via
access designated by the District. NO construction traffic shall be allowed across the school
proper without expressed permission of the District. During school summer break, other
means of access may be available, but only with the expressed permission of the School
District.
See note on drawings for location of access to site. Contractor will provide trench plate cover
over turf and tanks for entire distance from hard surface to work zone, so as to not damage turf,
tank or underground utilities in region noted on the drawings. Trench plates will be for duration
of project and specifically for access of District vendor delivery of modular buildings.
Temporary construction fence will be placed around all work that takes place after school
begins in fall.
SC Article 3.

LIMITED ACCESS DURING PARENT DROP-OFF / PICK-UP

As execution of this contract work will take place during a student occupied campus, there will
be no construction traffic allowed to enter into or leave the school construction area on a school
day (normally Monday through Friday) by crossing any bus drop off, parent drop off, or student
crossing of any sort during the following times:
8:00 a.m. to 8:30 a.m. (drop-off)
2:30 p.m. to 3:00 p.m. (pick-up)
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CONTRACTOR shall schedule all construction activities, and require all Subcontractor
CONTRACTORs, suppliers, and employees to likewise schedule their activities in such a
manner that no trucks, construction vehicles, delivery vehicles, or construction personnel’s
personal vehicles in any way impact the normal daily operating routine of the school.
CONTRACTOR and his construction superintendent shall attend a formal pre-construction
conference, scheduled by the School District, for the specific purpose of clarifying all access
issues.
SC Article 4.

PROTECTION OF TRENCHES

AT NO TIME SHALL OPEN, UNPROTECTED TRENCHES BE LEFT ACCESSIBLE TO
CHILDREN. Open trenches must be fenced off, covered with protection acceptable to the
DISTRICT, or back-filled if left unsupervised for any length of time. Where trenches are within
the school campus, trenches being worked on shall be fenced off from children at all times.
CONTRACTOR is to allow in his bid for suitable protection and impact on construction time.
SC Article 5.

NO SMOKING, APPROPRIATE ATTIRE, NO PROFANITY

Whenever CONTRACTOR’s, Subcontractors’, or Suppliers’ personnel are within School
DISTRICT property, they shall observe the smoking prohibition. Any personnel refusing to
comply shall be removed by the CONTRACTOR from the Project at the request of the School
DISTRICT. This smoking prohibition shall extend to all forms of vaping.
As construction on most of these projects may proceed within sight and hearing of children,
CONTRACTOR’s, Subcontractors’, and Suppliers’ personnel are required to wear appropriate
attire at all times (hard hats, long pants, shirts with sleeves, and work boots are required), as
determined by the School DISTRICT, and refrain from the use of profanity or inappropriate
language as determined by the School DISTRICT. CONTRACTOR shall enforce strict
discipline and good order among employees. Any personnel refusing to comply shall be
removed by the CONTRACTOR from the Project at the request of the Construction Manager.
SC Article 6.

INTENT OF DRAWINGS

Scope of work as indicated in the contract drawings will be determined in context of all the
contract drawings. Minor irregularities will be interpreted by the general intent indicated in the
contract documents as a whole. If a reasonable interpretation is not attainable, the
CONTRACTOR is to bid the most stringent or highest degree of work indicated.
Promptly submit written notice to the Construction Manager of any observed variance in
Contract Documents from legal requirements. Any modifications to Contract Documents will be
issued by the Owner, Architect or Construction Manager.
Field Work Directives: Erickson-Hall Construction Co. may issue Field Work Directives to
CONTRACTOR. CONTRACTOR is to proceed immediately with the work as directed. Field
Work Directives are not approvals for change orders or payment. If CONTRACTOR is in
disagreement that the work directed is a part of the CONTRACTOR’s contracted scope of work,
the CONTRACTOR is to document the work incurred by providing daily documentation to
EHCC’s superintendent or the onsite Project Inspector for verification of labor, material and or
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equipment. Failure to document the work on a daily basis is grounds for invalidating the work
taken place on that day.
SC Article 7.

DAILY REPORTS

Revision to General Conditions Article 3.16 – Submission of Daily Report. Add the following:
CONTRACTOR shall be required to submit Daily Work Reports only to the Construction
Manager on the forms provided after award of contract. Daily Report forms will be used by the
Construction Manager to track work progress and issues, and to verify certified payroll reports.
Each CONTRACTOR is responsible for ensuring their Subcontractor(s) comply with the daily
report requirement. Failure to submit Daily Reports, will be grounds for an immediate damage
assessment of $75 per daily incident. Daily Reports are to be turned in by 10:00 A.M. each day
for the previous day's work.
SC Article 8.

SUPPLEMENTAL GENERAL CONDITIONS ITEMS

Revision to General Conditions Article 3.8 – Documents
Add: Documents not required of CONTRACTOR to provide.
Revision to General Conditions Article 3.9 – Submittals
Modify article 3.9.5.2, revise for electronic submission only of all submittals, shop drawings,
etc., unless otherwise specifically requested by Architect, District or Construction Manager.
Revision to General Conditions Article 4.3.4 – Inspector’s Facilities
Add: Facilities noted herein are not required to be provided of CONTRACTOR.
Revision to General Conditions Article 7.7.4 – Deductive Change Orders
Add: No additive markup will be allowed on deductive change orders.
Revision to General Conditions Article 7.7.2 – Determination of Cost
Add: For Subcontractor (or third party) performed work on changes, CONTRACTOR will be
allowed 5% for overhead and profit of actual cost of subcontracted (third party) work.
Revision to General Conditions Article 8.3.2 – Baseline Schedule
Add: Construction Manager has prepared a preliminary schedule. CONTRACTOR shall still
retain the obligation to prepare a more detailed schedule of their scope of work, still allowing for
subsequent trades to meet their timelines, and overall milestones timelines. Failure to submit
schedule will indicate approval by CONTRACTOR of CM schedule and no further request for
time revisions will be granted. In accordance with the specification section dealing with same,
each CONTRACTOR to affix their signature, in agreement, on hard copy plotted schedule that
will remain posted in jobsite trailer as confirmation of understanding project requirements.
Revision to General Conditions Article 9.4.1.1 – Application for Progress
Revise sentence to indicate “on or before the first (1st) day of each calendar month…”.
Revision to General Conditions Article 9.4.1.3 – Second Payment Request
Revise heading and sentence to indicate “First” payment request.
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Revision to General Conditions Article 9.9.2.b.3 – Closeout Requirements
Revise second sentence to indicate “deliver corrected sepias and/or a flash drive with an
electronic file in a format acceptable to the District.
Revision to General Conditions Article 11.3 – Builder’s Risk
Clarification: Builder’s Risk policy will not be procured for this project.
Revision to General Conditions Article 11.4 – Fire Insurance
Clarification: Fire insurance will not be procured for this project.
Revision to General Conditions 11.9 – Bonds
Add: Number of executed, notarized original performance and payment bonds needed, is two
(2).
SC Article 9.

SAFETY PRECAUTIONS & PROGRAM

The CONTRACTOR shall strictly comply with all applicable laws, ordinances, rules, regulations,
and orders issued by a public authority, whether federal, local or otherwise, state industrial
safety and health statues applicable to occupational health and safety, and any and all safety,
security and environmental protection measures or standard required or prescribed by the
Owner and/or Construction Manager. Without limiting the foregoing, CONTRACTOR shall
comply with the requirements of the Occupational Safety and Health Act of 1970 (United
States), as amended (“OSHA”), and any rules, regulations (including 29 CFR parts 1910 and
1926), procedures and practices promulgated thereunder (collectively, the “OSHA regulations).
CONTRACTOR shall ensure that its Subcontractors, material suppliers, and any person directly
or indirectly employed by them, comply with the provisions of this section 11.13 by inserting the
requirements hereof in any subcontract or purchase order.
The CONTRACTOR will possess and implement a comprehensive health and safety program
for their workers covering all aspects of its scope of Work and activities associated with the
Subcontract. A Subcontractor’s health and safety program is considered supplementary to the
CONTRACTOR’s PSSP. The CONTRACTOR is to supply a copy of such health and safety
program to the CONTRACTOR within ten (10) days of the date of this contract.
CONTRACTOR shall use every device, care and precaution which is practicable to use for the
protection and safety of life and limb, and for the identification and elimination of hazards to the
health and safety of workers under its control in the performance of the Work, all without regard
to the additional cost of suitable material for safety appliances and devices. Without limiting the
foregoing, CONTRACTOR shall provide protection to prevent damage, injury or loss to (i) its
employees whether on or off the Project and all other persons who may be affected thereby; (ii)
all materials and equipment to be incorporated into its Work, whether in storage on or off the
Project or under the care, custody or control of CONTRACTOR or any of its lower tier
Subcontractors or suppliers; and (iii) other property at the Project or adjacent thereto, including
trees, shrubs, lawns, walkways, pavements, roadways, structures and utilities not designated
for removal, relocation or replacement by CONTRACTOR in accordance with the Contract
Documents.
The CONTRACTOR will assign a qualified person to the Project to supervise and manage all
aspects of the CONTRACTOR’s Work in a safe and healthy manner. The CONTRACTOR
shall take adequate measures to identify and eliminate hazards that can affect the health and
safety of any worker or member of the general public. The CONTRACTOR shall immediately
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comply with any orders imposed by local government agencies or issued to the CONTRACTOR
as a result of Construction Manager -conducted site inspections. CONTRACTOR shall also
give prompt written notice to Construction Manager of any accident involving personal injury
requiring a physician’s care, any property damage exceeding Five Hundred Dollars ($500.00) in
value, or any failure that could have resulted in serious personal injury, whether or not such an
injury was sustained.
If, during the course of the contract, the Construction Manager discovers situations of noncompliance with the CONTRACTOR’s health and safety program, the CONTRACTOR’s PSSP
or any federal, state, local or other government requirements, issues of non-compliance will be
communicated to the CONTRACTOR’s site representative verbally and followed up in writing.
Construction Manager has authority in an emergency to stop the progress of the Work
whenever, in its opinion, such stoppage may be necessary to ensure the safety of the life, or
protection against other loss, on any part of the Work or the Project or neighboring property.
It is expressly agreed between CONTRACTOR and Construction Manager that for all
hazardous conditions created or arising within the scope of CONTRACTOR’s Work, that
CONTRACTOR is the “employer” within the meaning of any applicable state imposed OSHA
Regulation and that further, for any hazardous conditions referenced herein, CONTRACTOR is
the “creating, exposing, correcting and/or controlling employer” within the meaning of any
applicable state imposed OSHA Regulation.
If after due notice CONTRACTOR or any of its Subcontractors or suppliers, or any person
directly or indirectly employed by them, fails to comply with the provisions of this paragraph
11.13, then Construction Manager may take whatever measures it deems necessary to ensure
compliance and to maintain the requisite health and safety standards on the Project, and
CONTRACTOR shall immediately reimburse Construction Manager for the full cost thereof.
Without limiting the foregoing, the CONTRACTOR shall pay for all reasonable costs and
expenses, including any penalties and fines resulting from breaches to applicable laws,
ordinances, rules, regulations, and orders issued by a public authority, whether federal, state,
local or otherwise, OSHA, and any and all safety, security and environmental protection
measures or standards required or prescribed by the Owner and/or Construction Manager that
the CONTRACTOR may incur as a result of the non-compliance with the provisions of this
section 11.13 by the CONTRACTOR, its Subcontractors, material suppliers or any person
directly or indirectly employed by them. Failure to take corrective action once advised, or
continued non-compliance of health and safety requirements, is in violation of the contract and
could lead to termination of the contract.(h) CONTRACTOR shall, at its own expense: (i)
provide suitably qualified and certified personnel to perform any rigging required for the
performance of the Work; (ii) provide flag persons and traffic control as required to protect and
ensure the safety of the general public during CONTRACTOR’s construction activities; (iii)
procure any CONTRACTOR-specific road closures required for the performance of the Work;
(iv) provide any task lighting required to perform the Work; and (e) if the contract price is:
(x) equal to or less than $1,000,000, participate in a daily clean-up of the common areas of the
Project; or (y) greater than $1,000,000, provide full-time clean-up persons as required to
remove waste from the Project continuously throughout the course of normal working hours.
CONTRACTOR shall ensure that all persons directly or indirectly employed by CONTRACTOR
or its Subcontractors or suppliers shall wear, at a minimum, high-visibility vests, work boots and
hard hats while working on the Project.
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SC Article 10.

INDEMNITY

The CONTRACTOR shall defend, indemnify and hold the Owner, Architect, Architect’s
Consultants and Construction Manager harmless from any and all liability, real or alleged in
connection with the performance of work on this Project.
The CONTRACTOR agrees to assume sole and complete responsibility for own job site
conditions during the course of construction of this Project, including the safety and all persons
and property. The requirement shall apply continuously and shall not be limited to normal
working hours.

SC Article 11.

ALLOWANCES

Allowances/Contingencies is a specific amount and is notated on the bid form, to be included in
the full bid amount. Allowances / Contingences and their associated values are included in the
CONTRACTOR contract and may be used at the Owner’s discretion. Balance of unused
allowance will be returned to District via change management process.

SC Article 12.

REQUIRED MEETING AND SITE INVESTIGATIONS

As noted on the project schedule, there are several required mandatory meetings in advance of
building construction and these will include but not be limited to the following:






CONTRACTOR Site Investigation with their project superintendent as shown in the
Project Schedule. CONTRACTOR is required to investigate and document all existing
conditions to ensure all contract work can be completed.
Pre-Construction Meeting with Construction Manager, District and Inspector.
Pre-Mobilizations Meetings, bi-weekly from NTP until such time as all submittals have
been approved and material procurements has been guaranteed.
CONTRACTOR Progress Meetings, weekly onsite Construction Manager and Inspector.
Daily onsite Foreman huddle in the jobsite trailer.

Requirement to attend all meetings, as scheduled and coordinated is mandatory and will not be
waived. Failure to attend any meeting, will be grounds for an immediate damage assessment of
$100 per incident.

SC Article 13.

IDENTIFICATION BADGES

As part of District policy and standard, all TRADE CONTRACTOR’s, Subcontractor’s’, and trade
workers shall be required to wear visible ID badges on their person at all times when on School
District property, the identification badge provided to them by the Construction Manager. The
company mandated forms for obtaining the identification badges will be provided after award of
contract. Failure to keep and maintain badge on person, will be grounds for removal from site.
SC Article 14.

PROJECT SCHEDULE

The project schedule is milestone in detail, summary in level, and does not identify each work
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activity required to complete the trade work. This schedule is incorporated into Contract
Documents herein as attachment to these Special Conditions.
SC Article 15.

CM SPECIFICATION

CM Specification, 00100-General Requirements, identifies some scope of work specific in
nature and is incorporated into the Contract Documents as attachments to these Special
Conditions.
SC Article 16.

CLASS LEASING PROPOSAL

The District’s third party vendor, Class Leasing, is providing and installing the modular
classrooms. The scope of work provided by Class Leasing is shown on their proposal. This
proposal is attached hereto and incorporated in the Contract Documents as attachment to
these Special Conditions. The work shown on the drawings is intended to be complementary
such that the District receives complete and functional scope of work. This contractor is to
include all necessary work not provided by Class Leasing proposal.

END OF SPECIAL CONDITIONS
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SECTION 001000

GENERAL REQUIREMENTS – DIVISION 01

PART 1 GENERAL
1.1

Contractor is responsible for own assessment of security needs within and around site
boundaries and to maintain sufficient security and safety measures to effectively prevent
vandalism, vagrancy, theft, arson, and all other such negative impacts to own work. Any
impacts to the progress of the work due to loss from inadequate security and safety
measures, will be the responsibility of the Contractor.

1.2

Contractor, by submitting a bid, is acknowledging that he/she has made a thorough
inspection of this project site and that Contractor has made a detailed comparison
between the existing conditions on the site and those indicated within the Contract
Documents.

1.3

Provide all submittals including product data, shop drawings, samples, deferred
submittals, schedules, and any other documentation required for approval required by
the project documents and architect to assure long lead times do not affect the
scheduled work. The Contractor shall provide a list of long lead material and equipment
and expected lead times for scheduling purposes. In addition, all required architectural
selections (i.e. colors, material, finish, texture, etc.) embedded in the submittal must be
specifically tabbed and highlighted within the submittal and also noted on the transmittal
page. In the event no option is chosen by the architect, the prime contractor shall submit
an RFI for clarification.

1.4

Contractor will have a foreman/superintendent attend and participate in mandatory
weekly coordination meetings as scheduled by the Construction Manager. In these
meetings, the foreman/superintendent will be prepared to discuss coordination and
scheduling of their bid package work as it relates to other bid package contractor’s work.

1.5

Contractor is required to ensure they have all permits associated with their scope of
work including, but not limited to, OSHA’s annual permit and any other city licensing
permits necessary.

1.6

Contractor shall provide a detailed CPM project schedule that complies with summary
project schedule, milestones and duration all within the timeline contained in the Special
Conditions.

1.7

Contractor is responsible for environmental conditions for own work.

1.8

Work hours shall comply with the City of Murrieta’s local ordinances including adherence
to limited hours for noisy exterior work.

1.9

Contractor shall adhere to inspections as required by DSA and the DSA Form 103.
Contractor shall schedule inspections as indicated in the contract documents including
submitting IOR inspection requests 48 hours in advance of inspection for both on site
and in-plant inspections.

Murrieta Valley Unified School District
Murrieta Mesa High School New Classroom Building

R
Page 1 of 4

Murrieta Mesa High School New Classroom Building
1.10

Contractor will be required and responsible to coordinate with the City of Murrieta for
approved haul routes and pay for any associated fees.

1.11

Contractor will be responsible for the construction temporary water meter and meter fees
as required by the Water District.

1.12

Contractor will be required to upload required forms to the DSA Box.

1.13

Notify affected utility companies and District prior to starting utility work and comply with
their requirements.

1.14

Contractor shall comply with the State Water Authority’s Storm Water Permit. In the
event SWPPP (Stormwater Pollution Prevention Plan) BMPs are disturbed, Bid Package
Contractor shall be responsible for the repair or replacement of the BMPs.

1.15

Contractor shall provide protection of areas of work either by caution tape or fencing. At
locations where trench excavation is occurring, no trench shall be left uncovered
overnight. Provide trench plate covers at open trenches at the end of each day.

1.16

Multiple move-ins may be required for the performance of this bid package. There is no
predetermined number of move-ins required to meet contract schedule. Work shall be
done in accordance with the project schedule and the requirements of the Construction
Manager.

1.17

Contractor will be responsible for providing dumpsters for own work as needed, and
complying with Waste Management Specification noted in the Division 01-General
Requirements.

1.18

Daily clean-up of all debris.

1.19

Contractor will provide Daily Work Reports on a daily basis delivered to Construction
Manager’s field office no later than 9:00 a.m. for the previous day worked. Include all
information of Work and workmen by vendors, equipment owner/operators, visitors and
sub-contractors. Sub-Contractors Daily Work Report shall be attached to Contractor’s
daily work report.

1.20

All Certified Payrolls must be received prior to payment for each month billed including
all subcontractors and tier subcontractors. No checks will be issued until all Certified
Payrolls are received.

1.21

The Contractor and their Subcontractors and tier Subcontractors will be required to
submit a DAS 140, DAS 142, and Fringe Benefit Statement prior to start of any work on
site. In the event these documents are not received, no work will shall be performed.

1.22

Contractor shall bid the most costly option in the event of conflict, duplicative bid scope
assignments, or ambiguities in the contract documents unless clarified prior to bid.

1.23

Contractor shall protect all work related to this bid package from weather related
damage. Contractor will replace all weather damaged work at their own cost for all
labor, material, equipment and time.
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1.24

Contractor shall provide project surveying, staking, layout, and field engineering as
required for own work. In the event information is disturbed or lost, surveyor shall reestablish the survey. Surveyor to establish survey control in compliance with the
horizontal control provided on the plans or by the Civil Engineer. Bid Package
Contractor’s surveyor shall carry Professional Liability Insurance.

1.25

Provide all necessary protection to all existing and surrounding buildings, surfaces and
finishes, utilities, underground utilities during installation of work. Any damage caused
shall be repaired to the satisfaction of the Construction Manager, District and Architect of
Record.

1.26

Contractor shall include products from listed manufacturers only. Substitutions will not
be accepted in bids without having an approved substitution request approved by the
architect and/or engineers of record. See the Project Manual, for additional instructions.
All substitutions must be submitted with a complete substitution request form and
appropriate credit to owner. No exceptions.

1.27

Contractor acknowledges that any deviation from the contract documents shall be
documented through the RFI process. In the event the Contractor proceeds with
installation of any deviation from the contract documents, the Contractor will be
responsible for all re-work or correction if the deviation is unacceptable to the Owner,
Construction Manager, or Design Team.

1.28

All trenches / over-excavations shall be sloped or shored per CAL/OSHA regulations.
Obtain & maintain a CAL/OSHA permit for excavations five feet or greater in depth.

1.29

Prior to commencement of any underground excavations, notify Dig Alert of Southern
California. Dial 811 for Dig Alert of Southern California. Provide to the Construction
Manager verification of notification for this project.

1.30

Do not damage existing underground utilities scheduled to remain in place. Contractor
shall pothole to determine existing utility routing. Contractor shall as-built these utilities
in the horizontal and vertical locations in the field and provide the as-built to the
Construction Manager on the master as-built plan at the end of each work day.

1.31

All excess spoils generated by this operation shall be removed and legally disposed of
off-site on a daily basis.

1.32

Accurately record locations (as-built) of utilities remaining where cut and capped at lines
of demolition limits. Contractor is responsible for cutting and capping and safe-off of
utilities as it relates to their scope prior to demolition.

1.33

Preserve, in operating condition, any active utilities transversing the site. Protect
property / utilities scheduled to remain including, but is not limited to, locate and mark
utility mains, manholes, catch basins, valve boxes, utility poles, guy wires, and other
existing utilities encountered.
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1.34

There shall be no interruptions of utility services to adjacent property owners for
performance of this bid package contractor’s work. Coordinate utility shut downs with the
Construction Manager and District. Notify Construction Manager 48 hours prior to
scheduled shut-downs.

1.35

Upon discovery of any unknown utilities or concealed conditions, which would affect the
scope of work, notify the Construction Manager immediately.

1.36

Include and pay all costs associated with additional testing and inspections due to failed
tests for work in place by the bid package contractor.

1.37

Contractor agrees and acknowledges that certain design errors and omissions can and
do occur in the project contract documents and that it has been the Contractor’s duty
and responsibility to fully and thoroughly review the contract documents for such type of
errors and omissions as related to their scope of work. Whereas the Contractor has had
adequate opportunity to bring these discrepancies to the attention of the Construction
Manager and Architect and offer solutions. This Contractor agrees and acknowledges
that any discrepancy that could have been discovered with reasonable due diligence
shall be the sole responsibility of the Contractor to resolve at no additional cost to the
District. Contractor, being a licensed professional, is responsible to know and
understand code issues as related to their area of work and therefore be able to identify
obvious design discrepancies as related to buildings codes and thereby accepts
responsibility as listed above. Contractor, however,bid is not a licensed Engineer or
Architect and thereby is not responsible for design discrepancies that would have been
reasonably required the expertise of a licensed Engineer or Architect to discover during
the pre-construction phase of work.
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Preliminary Milestone Schedule
ID

Task
Mode
1
2
3
4
5
6
7
8
9
10
11
12
13
14
15
16
17
18
19
20
21
22
23
24
25
26
27
28
29
30
31
32
33

Task Name

Duration

Start

Murrieta Valley Unified School District

Finish
June 2020
B

Preconstruction
Bid Solicitation
Site Investigation
Bid Date
Award
Notice to Proceed
Interim Housing Work

21 days
10 days
4 days
1 day
5 days
1 day
25 days

6/16/20
6/16/20
6/30/20
7/7/20
7/8/20
7/15/20
7/16/20

7/15/20
6/29/20
7/6/20
7/7/20
7/14/20
7/15/20
8/19/20

Preconstruction Meeting
Mobilization
Submittals
Site Demolition
Site Electrical
OX - Scarify - Sub Grade
Agg Base
Asphalt Concrete
OFOI Classroom Delivery
Fences - Gates
Electrical Connection
Low Volt Work
Asphalt Ramp install ADA
Misc Classroom Work
Test and Check
OFOI AV Systems
Restroom Work
Minor Demo
Minor Plumbing
Minor Framing
Minor Accessory Relocations
Minor Finishes
Punchlist
Project Completion
Clean and Train
Closeout Documentation

1 day
2 days
5 days
2 days
4 days
3 days
2 days
3 days
4 days
5 days
2 days
2 days
2 days
6 days
4 days
3 days
17 days
3 days
3 days
3 days
3 days
3 days
2 days
2 days?
1 day?
1 day?

7/16/20
7/17/20
7/16/20
7/21/20
7/21/20
7/23/20
7/28/20
7/30/20
8/4/20
8/4/20
8/10/20
8/12/20
8/10/20
8/10/20
8/14/20
8/10/20
7/23/20
7/23/20
7/28/20
7/31/20
8/5/20
8/10/20
8/13/20
8/20/20
8/20/20
8/21/20

7/16/20
7/20/20
7/22/20
7/22/20
7/24/20
7/27/20
7/29/20
8/3/20
8/7/20
8/10/20
8/11/20
8/13/20
8/11/20
8/17/20
8/19/20
8/12/20
8/14/20
7/27/20
7/30/20
8/4/20
8/7/20
8/12/20
8/14/20
8/21/20
8/20/20
8/21/20

July 2020
M

E

B

M

Preconstruction

August 2020
B

E

M

E

7/15

6/16

Bid Solicitation
6/30

Site Investigation
7/7

Bid Date

7/8

Award
7/15

Notice to Proceed

Interim Housing Work
7/16

8/19
Preconstruction Meeting

7/17

Mobilization

7/16

Submittals
7/21
7/21

Site Demolition
Site Electrical

7/23

OX - Scarify - Sub Grade
7/28

Agg Base

7/30

Asphalt Concrete
8/4

OFOI Classroom Delivery

8/4

Fences - Gates
8/10

Electrical Connection

8/12
8/10

Low Volt Work
Asphalt Ramp install ADA

8/10

Misc Classroom Work
8/14

8/10

Test and Check
OFOI AV Systems

Restroom Work

8/14

7/23

Minor Demo
7/28

Minor Plumbing
7/31

Minor Framing
8/5

Minor Accessory Relocations
8/10

Minor Finishes
8/13

Punchlist

Project Completion
8/20
8/21

Critical

Task

Baseline

Milestone

Project Summary

Critical Split

Split

Baseline Split

Summary Progress

External Tasks

Critical Progress

Task Progress

Baseline Milestone

Summary

External Milestone
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Deadline

8/21
Clean and Train

Closeout Documentatio

QUOTATION # 7996
Dave Morgan
Vice President & GM
Dave@classleasing.net
Ofc: 951.943.1908
Cell: 951.293.1668

1230 W. Oleander Ave, Perris, CA 92571
District: Murrieta Valley Unified School District
41870 Mcalby Ct.
Murrieta, CA 92562

Site Location: Murrieta Elementary School
24725 Adams Ave.
Murrieta, CA 92652

Attn: Lori Noorigian

Site Contact: Lori Noorigian

Email: Lnoorigian@murrieta.k12.ca.us
Phone: (562) 469-6250

Email: Lnoorigian@murrieta.k12.ca.us
Phone: (562) 469-6250

DESCRIPTION: Refurbished DSA Classrooms
Description/Project Scope
Qty.

Annual Lease
Rate

2 - Year Sub-Total

Refurbished 24'x40' DSA Classroom

MOBILIZATION (One-Time Charges)
Description

Qty.

Deliver 24x40 Classroom

Install 24'x40' Classroom (Above Grade Wood Foundation)
Dismantle 24'x40' Classroom (Above Grade Wood Foundation)
Return 24x40 Classroom

2
2
2
2

Color And Materials: All materials, unless otherwise stated on approved plans, are based on Class Leasing standard selections. Class Leasing will supply
electronic color selections to choose from for the construction (if non-standard purchase). Selections will need to be made prior to procurement of
materials and production or preparation of buildings.
Pricing: This proposal is based upon the approved Chawanakee USD Piggyback bid, and is good for 30-days.
Substitutes And Alternates: Class Leasing reserves the right to substitute for Class Leasing standards.
Special Notes: Ramp transitions to grade is by others onsite.

·
·
·
·
·
·
·
·
·
·
·
·
·
·
·
·
·
·
·
·
·
·
·
·
1.
2.
3.
4.
5.
6.
7.
8.
9.
10.

INCLUSIONS

24' X 40' Standard DSA Classrooms (REFURBISHED)

70 lbs floor load on 24'x40' classrooms,

8'-6" T-grid ceiling system
Standard carpet with 4" rubber top set base
18 Ga. Steel door in 16 ga. Frame with Schlage ND75 core, Class 2 Educational
5/8" Duratemp exterior siding with two colors (body and trim)
Electric wall mounted HVAC is 4-ton w/direct end wall return
LED lights
Mono slope roof with standing seam roofing system
Fire extinguisher, bracket mounted
Single phase 100 amp panel box, single phase power
Dual glazed aluminum framed operable windows, 8040 XOX (x2)
Standard tackboard interior wall finish
4' X 8' marker boards, two (2) each
Metal 4' X 11' ramp and 5' X 7' landing with handrails. Ramp transition to grade onsite by District
20 amp duplex wall receptacles, ten (10) each
Porch lights, surface mounted at exterior door location
Exterior duplex GFCI receptacles w/weatherproof covers, one (1) each
Empty J-boxes with covers, per Class Leasing Approved PC drawings
Gutters and downspouts
5'-0" front overhang and 2'-6" rear overhang (overhangs are enclosed)
Modular width is 11'-11", per floor for an overall width of a nominal 12'-0"
Standalone wood foundation system - standard height package is 8" with a maximum height 18" per DSA approval.
Added foundation materials will be extra charge incrementally per 2" is = $350.00

EXCLUSIONS

THIS PROPOSAL DOES NOT INCLUDE ANY OF THE FOLLOWING

Engineering beyond Class Leasing DSA (Division of State Architect) Modular Engineering
Packages for State Modular Certification; unless stated otherwise herein.
Services, manifolds, conduits, panels, meters, disconnects, connections, etc. to site electrical
or gas services; unless stated otherwise herein.
Any voice, security, notification, fire alarm or fire suppressions systems; unless stated
otherwise herein.
FFE, signage, HVAC testing and balancing, condensation drains, etc.unless stated otherwise herein.
Craining, shuttling, or special unloading (if required due to limited site access)
Seismic separation (4" common wall foundation), option is available at an additional charge.
DSA site project approvals
Building permit submittal, and final site & building approval Page 1

11.
12.
13.
14.
15.
16.
17.
18.
19.
20.
21.
22.
23.
24.
25.
26.

Fire sprinklers, fire rating, or fire alarms
Concrete foundation
City permits, escorts, pilot cars
Transition of ramp toe to grade; ramps are fixed at 11' feet in length, transition to grade by District
Soundboard interior walls, unless otherwise noted herein
On site inspections
Connection of site utilities, FA & low voltage systems
Extraordinary cost related to rad closure or specialty moving permits, access, and transportion
Class Leasing is not responsibible for STC ratings, unless specifically stated herein.
Class Leasing is not responsible for delays with the coastal commision, air pollution, FAA permits and restrictions
Performance and payment bonds; available at optional piggyback rate
Additional ramp and/or handrail extension beyond what is quoted above.
Security screens or security doors
Handling of, mitigation, or remediation of any hazardous materials
Casework or blocking, unless stated otherwise herein
Anything not specifically included is excluded

REFERENCE DOCUMENTS

Building Drawing No. N/A
Building Specifications/PC Dated: N/A
RFP Documents: N/A

Class Leasing Standard Lease Agreement & Proposal

ACCEPTANCE & ACKNOWLEDGEMENTS
This proposal is subject to Class Leasing, LLC, herein known as "Class Leasing" credit approval of Customer. Equipment is subject to availability. By signing
below, customer accepts the terms of this proposal including prices, specifications and referenced documentation, and instructs Class Leasing to make
appropriate arrangements for the preparation and manufacturer of the Equipment identified herein and agrees that such signature constitutes customer's
acceptance of and agreement to the Class Leasing Sales Agreement. Such sale, and the customer's agreement thereto, is subject to Class Leasing's
standard terms and conditions that are incorporated by reference herein. Customer may request a copy of the terms and conditions from Class Leasing. No
alterations, additions, exceptions, or changes to any Proposal or Agreement made by Customer shall be effective against Class Leasing, whether made
hereon, contained in any printed form of Sale or elsewhere, unless accepted in writing by Class Leasing. Any customer purchase order or other customerprovided document purporting to replace, supersede or supplement the terms and conditions of the Class Leasing Sale Agreement shall carry no force or
effect except as an instrument of billing.

CLASS LEASING, LLC

CUSTOMER

Signature:

Signature:

Name:

Name:

Title:

Title:

Date:

Date:
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CONSTRUCTION DOCUMENTS

SPECIFICATIONS
for the construction of

Murrieta ES - Interim Housing
for

Murrieta Valley Unified School District

Prepared by
BakerNowicki Design Studio
731Ninth Avenue, Suite A
San Diego, CA 92101
May 2020

00 - Flyleaf
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Project #: 20005-00

SIGNATURES
SIGNATURES
PROJECT
PROJECT
Murrieta
Elementary
School
Villa
Modernization
Murrieta
ElementaryProject
School –– Interim
Interim Housing
Housing Project
Project
BNds
BNds Project
Project No.
No. 20005-00
18024-00
20005-00
OWNER
OWNER
Murrieta
Murrieta Valley
Valley Unified
Unified School
School District
District
41870
41870 MCALBY
MCALBY COURTMURRIETA,
COURTMURRIETA, CA
CA 92562
92562
ARCHITECT
ARCHITECT
BakerNowick
BakerNowick Design
Design Studio
Studio
731
731 Ninth
Ninth Avenue,
Avenue, Suite
Suite A
A
(619)
(619) 795-2450
795-2450

Civil
Civil Engineer
Engineer
EPIC
EPIC ENGINEERS101
ENGINEERS101 E.
E. REDLANDS
REDLANDS BLVD.
BLVD. SUITE
SUITE 146
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SECTION 011000 - SUMMARY
PART 1 - GENERAL
1.1

RELATED DOCUMENTS
A.

1.2

Drawings and general provisions of the Contract, including General and Supplementary
Conditions and other Division 01 Specification Sections, apply to this Section.
SUMMARY

A.

Section Includes:
1.
2.
3.
4.
5.
6.
7.
8.

B.

Work performed by Owner.
Contractor's use of site and premises.
Work restrictions.
Specification and Drawing conventions.
Miscellaneous provisions.

Related Requirements:
1.
2.

1.3

Project information.
Work covered by Contract Documents.

Section 015000 "Temporary Facilities and Controls" for limitations and procedures
governing temporary use of Owner's facilities.
Section 017300 "Execution" for coordination of Owner-installed products.

PROJECT INFORMATION
A.

Project Identification: Murrieta Elementary School – Interim Housing.
1.

Project Location: 24725 Adams Ave, Murrieta CA, 92562.

B.

Owner: <Murrieta Valley USD.

C.

Architect: Baker Nowicki Design Studio, 731 Ninth Ave, Suite A, San Diego CA 92101 .

1.4

WORK COVERED BY CONTRACT DOCUMENTS
A.

The Work of Project is defined by the Contract Documents and includes, but is not limited to,
the following:
1.

SUMMARY

Installation of two PC Approved Relocatable Buildings and other Work indicated in the
Contract Documents.

011000
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B.

Type of Contract:
1.

1.5

Project #: 20005-00

Project will be constructed under a single prime contract.

WORK PERFORMED BY OWNER
A.

1.6

Cooperate fully with Owner, so work may be carried out smoothly, without interfering with or
delaying Work under this Contract or work by Owner. Coordinate the Work of this Contract
with work performed by Owner.
CONTRACTOR'S USE OF SITE AND PREMISES

A.

Restricted Use of Site: Contractor shall have limited use of Project site for construction
operations as indicated on Drawings by the Contract limits and as indicated by requirements of
this Section.

B.

Limits on Use of Site: Limit use of Project site to Work in areas indicated. Do not disturb
portions of Project site beyond areas in which the Work is indicated.
1.
2.

Limits on Use of Site: Confine construction operations to areas of work .
Driveways, Walkways and Entrances: Keep driveways loading areas and entrances
serving premises clear and available to Owner, Owner's employees, and emergency
vehicles at all times. Do not use these areas for parking or for storage of materials.
a.
b.

Schedule deliveries to minimize use of driveways and entrances by construction
operations.
Schedule deliveries to minimize space and time requirements for storage of
materials and equipment on-site.

C.

Condition of Existing Building: Maintain portions of existing building affected by construction
operations in a weathertight condition throughout construction period. Repair damage caused by
construction operations.

D.

Condition of Existing Grounds: Maintain portions of existing grounds, landscaping, and
hardscaping affected by construction operations throughout construction period. Repair damage
caused by construction operations.

1.7

COORDINATION WITH OCCUPANTS
A.

Full Owner Occupancy: Owner will occupy Project site and existing adjacent building(s) during
entire construction period. Cooperate with Owner during construction operations to minimize
conflicts and facilitate Owner usage. Perform the Work so as not to interfere with Owner's dayto-day operations. Maintain existing exits unless otherwise indicated.
1.

SUMMARY

Maintain access to existing walkways, corridors, and other adjacent occupied or used
facilities. Do not close or obstruct walkways, corridors, or other occupied or used
facilities without written permission from Owner and approval of authorities having
jurisdiction.
011000
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2.

1.8

Project #: 20005-00

Notify Owner not less than 72 hours in advance of activities that will affect Owner's
operations.

WORK RESTRICTIONS
A.

Comply with restrictions on construction operations.
1.

Comply with limitations on use of public streets, work on public streets, rights of way,
and other requirements of authorities having jurisdiction.

B.

On-Site Work Hours: Limit work to between 7 a.m. to 5:30 p.m., Monday through Friday,
unless otherwise indicated. Work hours may be modified to meet Project requirements if
approved by Owner and authorities having jurisdiction.

C.

Existing Utility Interruptions: Do not interrupt utilities serving facilities occupied by Owner or
others unless permitted under the following conditions and then only after arranging for
temporary utility services according to requirements indicated:
1.
2.

D.

Notify Owner not less than two days in advance of proposed utility interruptions.
Obtain Owner's written permission before proceeding with utility interruptions.

Noise, Vibration, Dust, and Odors: Coordinate operations that may result in high levels of noise
and vibration, dust, odors, or other disruption to Owner occupancy with Owner.
1.
2.

NotifyOwner not less than two days in advance of proposed disruptive operations.
Obtain Owner's written permission before proceeding with disruptive operations.

E.

Smoking and Controlled Substance Restrictions: Use of tobacco products , alcoholic beverages,
and other controlled substances on Owner's property is not permitted.

F.

Employee Identification: Owner will provide identification tags for Contractor personnel
working on Project site. Require personnel to use identification tags at all times.

G.

Employee Screening: Comply with Owner's requirements for drug and background screening of
Contractor personnel working on Project site.
1.

1.9

Maintain list of approved screened personnel with Owner's representative.

SPECIFICATION AND DRAWING CONVENTIONS
A.

Specification Content: The Specifications use certain conventions for the style of language and
the intended meaning of certain terms, words, and phrases when used in particular situations.
These conventions are as follows:
1.

2.

SUMMARY

Imperative mood and streamlined language are generally used in the Specifications. The
words "shall," "shall be," or "shall comply with," depending on the context, are implied
where a colon (:) is used within a sentence or phrase.
Text Color: Text used in the Specifications, including units of measure, manufacturer and
product names, and other text may appear in multiple colors or underlined as part of a
hyperlink; no emphasis is implied by text with these characteristics.
011000
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3.

4.

Project #: 20005-00

Hypertext: Text used in the Specifications may contain hyperlinks. Hyperlinks may allow
for access to linked information that is not residing in the Specifications. Unless
otherwise indicated, linked information is not part of the Contract Documents.
Specification requirements are to be performed by Contractor unless specifically stated
otherwise.

B.

Division 01 General Requirements: Requirements of Sections in Division 01 apply to the Work
of all Sections in the Specifications.

C.

Drawing Coordination: Requirements for materials and products identified on Drawings are
described in detail in the Specifications. One or more of the following are used on Drawings to
identify materials and products:
1.
2.
3.

Terminology: Materials and products are identified by the typical generic terms used in
the individual Specifications Sections.
Abbreviations: Materials and products are identified by abbreviations published as part of
the U.S. National CAD Standard.
Keynoting: Materials and products are identified by reference keynotes referencing
Specification Section numbers found in this Project Manual.

PART 2 - PRODUCTS (Not Used)
PART 3 - EXECUTION (Not Used)
END OF SECTION 011000

SUMMARY
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SECTION 012100 - ALLOWANCES
PART 1 - GENERAL
1.1

RELATED DOCUMENTS
A.

1.2

Drawings and general provisions of the Contract, including General and Supplementary
Conditions and other Division 01 Specification Sections, apply to this Section.
SUMMARY

A.

Section includes administrative and procedural requirements governing allowances.

B.

Types of allowances include the following:
1.
2.
3.
4.
5.

C.

1.3

Lump-sum allowances.
Unit-cost allowances.
Quantity allowances.
Contingency allowances.
Testing and inspecting allowances.

Related Requirements:
1.
Section 012600 "Contract Modification Procedures" for procedures for submitting and
handling Change Orders.
2.
Section 014000 "Quality Requirements" for procedures governing the use of allowances
for field testing by an independent testing agency.
DEFINITIONS

A.

1.4

Allowance: A quantity of work or dollar amount included in the Contract, established in lieu of
additional requirements, used to defer selection of actual materials and equipment to a later date
when direction will be provided to Contractor. If necessary, additional requirements will be
issued by Change Order.
SELECTION AND PURCHASE

A.

At the earliest practical date after award of the Contract, advise Architect of the date when final
selection, or purchase and delivery, of each product or system described by an allowance must
be completed by the Owner to avoid delaying the Work.

B.

At Architect's request, obtain proposals for each allowance for use in making final selections.
Include recommendations that are relevant to performing the Work.

C.

Purchase products and systems selected by Architect from the designated supplier.

ALLOWANCES
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ACTION SUBMITTALS
A.

1.6

Submit proposals for purchase of products or systems included in allowances in the form
specified for Change Orders.
INFORMATIONAL SUBMITTALS

A.

Submit invoices or delivery slips to show actual quantities of materials delivered to the site for
use in fulfillment of each allowance.

B.

Submit time sheets and other documentation to show labor time and cost for installation of
allowance items that include installation as part of the allowance.

C.

Coordinate and process submittals for allowance items in same manner as for other portions of
the Work.

1.7

LUMP-SUM ALLOWANCES
A.

Allowance shall include cost to Contractor of specific products and materials ordered by Owner
or selected by Architect under allowance and shall include taxes, freight and delivery to Project
site.

B.

Unless otherwise indicated, Contractor's costs for receiving and handling at Project site, labor,
installation, overhead and profit, and similar costs related to products and materials ordered by
Owner or selected by Architect under allowance shall be included as part of the Contract Sum
and not part of the allowance.

C.

Unused Materials: Return unused materials purchased under an allowance to manufacturer or
supplier for credit to Owner, after installation has been completed and accepted.
1.

1.8

If requested by Architect, retain and prepare unused material for storage by Owner.
Deliver unused material to Owner's storage space as directed.

UNIT-COST ALLOWANCES
A.

Allowance shall include cost to Contractor of specific products and materials ordered by Owner
or selected by Architect under allowance and shall include taxes, freight and delivery to Project
site.

B.

Unless otherwise indicated, Contractor's costs for receiving and handling at Project site, labor,
installation, overhead and profit, and similar costs related to products and materials ordered by
Owner or selected by Architect under allowance shall be included as part of the Contract Sum
and not part of the allowance.

C.

Unused Materials: Return unused materials purchased under an allowance to manufacturer or
supplier for credit to Owner, after installation has been completed and accepted.
1.

If requested by Architect, retain and prepare unused material for storage by Owner.
Deliver unused material to Owner's storage space as directed.

ALLOWANCES
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1.9
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QUANTITY ALLOWANCES
A.

Allowance shall include cost to Contractor of specific products and materials ordered by Owner
or selected by Architect under allowance and shall include taxes, freight and delivery to Project
site.

B.

Unless otherwise indicated, Contractor's costs for receiving and handling at Project site, labor,
installation, overhead and profit, and similar costs related to products and materials ordered by
Owner or selected by Architect under allowance shall be included as part of the Contract Sum
and not part of the allowance.

C.

Unused Materials: Return unused materials purchased under an allowance to manufacturer or
supplier for credit to Owner, after installation has been completed and accepted.
1.

1.10

If requested by Architect, retain and prepare unused material for storage by Owner.
Deliver unused material to Owner's storage space as directed.

CONTINGENCY ALLOWANCES

A.

Use the contingency allowance only as directed by Architect for Owner's purposes and only by
Change Orders that indicate amounts to be charged to the allowance.

B.

Contractor's overhead, profit, and related costs for products and equipment ordered by Owner
under the contingency allowance are included in the allowance and are not part of the Contract
Sum. These costs include delivery, installation, taxes, insurance, equipment rental, and similar
costs.

C.

Change Orders authorizing use of funds from the contingency allowance will include
Contractor's related costs and reasonable overhead and profit.

D.

At Project closeout, credit unused amounts remaining in the contingency allowance to Owner
by Change Order.

1.11

TESTING AND INSPECTING ALLOWANCES

A.

Testing and inspecting allowances include the cost of engaging testing agencies, actual tests and
inspections, and reporting results.

B.

The allowance does not include incidental labor required to assist the testing agency or costs for
retesting if previous tests and inspections result in failure. The cost for incidental labor to assist
the testing agency shall be included in the Contract Sum.

C.

Costs of testing and inspection services not specifically required by the Contract Documents are
Contractor responsibilities and are not included in the allowance.

D.

At Project closeout, credit unused amounts remaining in the testing and inspecting allowance to
Owner by Change Order.

ALLOWANCES
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1.12
A.

ADJUSTMENT OF ALLOWANCES
Allowance Adjustment: To adjust allowance amounts, prepare a Change Order proposal based
on the difference between purchase amount and the allowance, multiplied by final measurement
of work-in-place where applicable. If applicable, include reasonable allowances for cutting
losses, tolerances, mixing wastes, normal product imperfections, required maintenance
materials, and similar margins.
1.
2.
3.
4.

B.

Project #: 20005-00

Include installation costs in purchase amount only where indicated as part of the
allowance.
If requested, prepare explanation and documentation to substantiate distribution of
overhead costs and other markups.
Submit substantiation of a change in scope of Work, if any, claimed in Change Orders
related to unit-cost allowances.
Owner reserves the right to establish the quantity of work-in-place by independent
quantity survey, measure, or count.

Submit claims for increased costs due to a change in the scope or nature of the allowance
described in the Contract Documents, whether for the purchase order amount or Contractor's
handling, labor, installation, overhead, and profit.
1.

2.

Do not include Contractor's or subcontractor's indirect expense in the Change Order cost
amount unless it is clearly shown that the nature or extent of Work has changed from
what could have been foreseen from information in the Contract Documents.
No change to Contractor's indirect expense is permitted for selection of higher- or lowerpriced materials or systems of the same scope and nature as originally indicated.

PART 2 - PRODUCTS (Not Used)
PART 3 - EXECUTION
3.1

EXAMINATION
A.

3.2

Examine products covered by an allowance promptly on delivery for damage or defects. Return
damaged or defective products to manufacturer for replacement.
PREPARATION

A.

3.3

Coordinate materials and their installation for each allowance with related materials and
installations to ensure that each allowance item is completely integrated and interfaced with
related work.
SCHEDULE OF ALLOWANCES

A.

Allowance No. 1: Contingency Allowance: Include a contingency allowance of $25,000.00 for
use according to Owner's written instructions.

ALLOWANCES
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Allowance No. 2: Testing and Inspection Allowance: Include the sum of $1,000.00 for testing
concrete to be provided by Owner, as specified in Section 033000 "Cast-in-Place Concrete."

END OF SECTION 012100

ALLOWANCES
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SECTION 012500 - SUBSTITUTION PROCEDURES
PART 1 - GENERAL
1.1
A.

1.2

RELATED DOCUMENTS
Drawings and general provisions of the Contract, including General and Supplementary
Conditions and other Division 01 Specification Sections, apply to this Section.
SUMMARY

A.

Section includes administrative and procedural requirements for substitutions.

B.

Related Requirements:
1.
2.

1.3
A.

DEFINITIONS
Substitutions: Changes in products, materials, equipment, and methods of
construction from those required by the Contract Documents and proposed by
Contractor.
1.

2.

B.

1.4

Section 012100 "Allowances" for products selected under an allowance.
Section 016000 "Product Requirements" for requirements for submitting
comparable product submittals for products by listed manufacturers.

Substitutions for Cause: Changes proposed by Contractor that are required due
to changed Project conditions, such as unavailability of product, regulatory
changes, or unavailability of required warranty terms.
Substitutions for Convenience: Changes proposed by Contractor or Owner that
are not required in order to meet other Project requirements but may offer
advantage to Contractor or Owner.

Contractors proposing to use an "equal" product, when listed as acceptable in the
products sections of this specifications by the term "or equal," are proposing a
substitution and must conform to all requirements of substitutions as listed in this
section.
AGENCY REQUIREMENTS

All substitutions affecting ACS, FLS and SS shall be considered a change order or addenda
and shall be approved by DSA prior to fabrication and installation. (Section 4-338,
Part 1).

SUBSTITUTION PROCEDURES
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1.5
A.

Project #: 20005-00

ACTION SUBMITTALS
Substitution Requests: Submit three copies of each request for consideration.
Identify product or fabrication or installation method to be replaced. Include
Specification Section number and title and Drawing numbers and titles.
1.
2.

Substitution Request Form: Use form provided in Project Manual.
Documentation: Show compliance with requirements for substitutions and the
following, as applicable:
a.
b.

c.

d.
e.
f.
g.
h.
i.
j.

k.
l.

m.

3.

Statement indicating why specified product or fabrication or installation
cannot be provided, if applicable.
Coordination information, including a list of changes or revisions needed
to other parts of the Work and to construction performed by Owner and
separate contractors, that will be necessary to accommodate proposed
substitution.
Detailed comparison of significant qualities of proposed substitution with
those of the Work specified. Include annotated copy of applicable
Specification Section. Significant qualities may include attributes such as
performance, weight, size, durability, visual effect, sustainable design
characteristics, warranties, and specific features and requirements
indicated. Indicate deviations, if any, from the Work specified.
Product Data, including drawings and descriptions of products and
fabrication and installation procedures.
Samples, where applicable or requested.
Certificates and qualification data, where applicable or requested.
List of similar installations for completed projects with project names and
addresses and names and addresses of architects and owners.
Material test reports from a qualified testing agency indicating and
interpreting test results for compliance with requirements indicated.
Research reports evidencing compliance with building code in effect for
Project.
Detailed comparison of Contractor's construction schedule using proposed
substitution with products specified for the Work, including effect on the
overall Contract Time. If specified product or method of construction
cannot be provided within the Contract Time, include letter from
manufacturer, on manufacturer's letterhead, stating date of receipt of
purchase order, lack of availability, or delays in delivery.
Cost information, including a proposal of change, if any, in the Contract
Sum.
Contractor's certification that proposed substitution complies with
requirements in the Contract Documents except as indicated in substitution
request, is compatible with related materials, and is appropriate for
applications indicated.
Contractor's waiver of rights to additional payment or time that may
subsequently become necessary because of failure of proposed substitution
to produce indicated results.

Contractor agrees to compensate Architect, at Architects current billing rates, for
substitution requests that require modification to the Contract Documents.
Compensation shall be made by an adjustment to the Contract amount.

SUBSTITUTION PROCEDURES
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a.

b.

4.

b.

A.

1.7
A.

Where required by Division of the State Architect (D.S.A.) approvals, the
Contractor shall pay all plan check fees. Or fees required to obtain
approval.
The Contractor shall pay the Architect and his Consultants for all services
rendered for the drawings, calculations, review time, and/or D.S.A. plan
check time for each substitute item(s) for approval.

Architect's Action: If necessary, Architect will request additional information or
documentation for evaluation of a request for substitution. Architect will notify
Contractor of acceptance or rejection of proposed substitution within a
reasonable period after the Architect receives final documentation.
a.

1.6

Project #: 20005-00

Forms of Acceptance: Change Order, Construction Change Directive, or
Architect's Supplemental Instructions for minor changes in the Work.
Use product specified if Architect does not issue a decision on use of a
proposed substitution within time allocated.

QUALITY ASSURANCE
Compatibility of Substitutions: Investigate and document compatibility of proposed
substitution with related products and materials. Engage a qualified testing agency to
perform compatibility tests recommended by manufacturers.
PROCEDURES
Coordination: Revise or adjust affected work as necessary to integrate work of the
approved substitutions.

PART 2 - PRODUCTS
2.1
A.

SUBSTITUTIONS
Substitutions for Cause: Substitutions may be considered when a Product becomes
unavailable through no fault of the Contractor. Submit requests for substitution
immediately on discovery of need for change, but not later than 30 days prior to time
required for preparation and review of related submittals.
1.

Conditions: Architect will consider Contractor's request for substitution when
the following conditions are satisfied. If the following conditions are not
satisfied, Architect will return requests without action, except to record
noncompliance with these requirements:
a.
b.
c.

Requested substitution is consistent with the Contract Documents and will
produce indicated results.
Substitution request is fully documented and properly submitted.
Requested substitution will not adversely affect Contractor's construction
schedule.

SUBSTITUTION PROCEDURES
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d.
e.
f.
g.
h.

i.

Project #: 20005-00

Requested substitution has received necessary approvals of authorities
having jurisdiction.
Requested substitution is compatible with other portions of the Work.
Requested substitution has been coordinated with other portions of the
Work.
Requested substitution provides specified warranty.
If requested substitution involves more than one contractor, requested
substitution has been coordinated with other portions of the Work, is
uniform and consistent, is compatible with other products, and is
acceptable to all contractors involved.
A maximum of one substitution request shall be submitted for any one
item\

B.

Substitutions for Convenience: Requests are restricted to before bid opening.

C.

The Instruction to bidders specify time restrictions for submitting request for
Substitution during the bidding periods according to the requirements specified in this
section. In the event that the bidder does not agree in the request form to provide the
specified item and the District denies the request substation, the bidder’s bid shall be
considered non-responsive and the District may award the contract to the next lowest
bidder or in its sole discretion, release all bidders.

PART 3 - EXECUTION (Not Used)
END OF SECTION 012500

SUBSTITUTION PROCEDURES
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SECTION 012600 - CONTRACT MODIFICATION PROCEDURES
PART 1 - GENERAL
1.1

RELATED DOCUMENTS
A.

1.2

Drawings and general provisions of the Contract, including General and Supplementary
Conditions and other Division 01 Specification Sections, apply to this Section.
SUMMARY

A.

Section includes administrative and procedural requirements for handling and processing
Contract modifications.

B.

Related Requirements:
1.
2.

1.3

Section 012500 "Substitution Procedures" for administrative procedures for handling
requests for substitutions made after the Contract award.
Section 013100 "Project Management and Coordination" for requirements for forms for
contract modifications provided as part of web-based Project management software.

MINOR CHANGES IN THE WORK
A.

1.4

Architect will issue through Construction Manager supplemental instructions authorizing minor
changes in the Work, not involving adjustment to the Contract Sum or the Contract Time, on
AIA Document G710
PROPOSAL REQUESTS

A.

Owner-Initiated Proposal Requests: Construction Manager will issue a detailed description of
proposed changes in the Work that may require adjustment to the Contract Sum or the Contract
Time. If necessary, the description will include supplemental or revised Drawings and
Specifications.
1.
2.

Work Change Proposal Requests issued by Construction Manager are not instructions
either to stop work in progress or to execute the proposed change.
Within 20 days, when not otherwise specified, after receipt of Proposal Request, submit a
quotation estimating cost adjustments to the Contract Sum and the Contract Time
necessary to execute the change.
a.

b.
c.

Include a list of quantities of products required or eliminated and unit costs, with
total amount of purchases and credits to be made. If requested, furnish survey data
to substantiate quantities.
Indicate applicable taxes, delivery charges, equipment rental, and amounts of trade
discounts.
Include costs of labor and supervision directly attributable to the change.

CONTRACT MODIFICATION PROCEDURES
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d.

e.
B.

Include an updated Contractor's construction schedule that indicates the effect of
the change, including, but not limited to, changes in activity duration, start and
finish times, and activity relationship. Use available total float before requesting an
extension of the Contract Time.
Quotation Form: Use forms provided by Owner. Sample copies are included in
Project Manual

Contractor-Initiated Proposals: If latent or changed conditions require modifications to the
Contract, Contractor may initiate a claim by submitting a request for a change to Construction
Manager.
1.

2.

3.
4.
5.

6.
7.

1.5

Project #: 20005-00

Include a statement outlining reasons for the change and the effect of the change on the
Work. Provide a complete description of the proposed change. Indicate the effect of the
proposed change on the Contract Sum and the Contract Time.
Include a list of quantities of products required or eliminated and unit costs, with total
amount of purchases and credits to be made. If requested, furnish survey data to
substantiate quantities.
Indicate applicable taxes, delivery charges, equipment rental, and amounts of trade
discounts.
Include costs of labor and supervision directly attributable to the change.
Include an updated Contractor's construction schedule that indicates the effect of the
change, including, but not limited to, changes in activity duration, start and finish times,
and activity relationship. Use available total float before requesting an extension of the
Contract Time.
Comply with requirements in Section 012500 "Substitution Procedures" if the proposed
change requires substitution of one product or system for product or system specified.
Proposal Request Form: Use form provided by Owner. Sample copy is included in
Project Manual.

ADMINISTRATIVE CHANGE ORDERS
A.

1.6

Allowance Adjustment: See Section 012100 "Allowances" for administrative procedures for
preparation of Change Order Proposal for adjusting the Contract Sum to reflect actual costs of
allowances.
CHANGE ORDER PROCEDURES

A.

1.7

On Owner's approval of a Work Change Proposal Request, Construction Manager will issue a
Change Order for signatures of Owner and Contractor on form included in Project Manual
CONSTRUCTION CHANGE DIRECTIVE

A.

Construction Change Directive: Architectmay issue a Construction Change Directive on
AIA Document G714Construction Change Directive instructs Contractor to proceed with a
change in the Work, for subsequent inclusion in a Change Order.

CONTRACT MODIFICATION PROCEDURES
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1.

B.

Construction Change Directive contains a complete description of change in the Work. It
also designates method to be followed to determine change in the Contract Sum or the
Contract Time.

Documentation: Maintain detailed records on a time and material basis of work required by the
Construction Change Directive.
1.

1.8

Project #: 20005-00

After completion of change, submit an itemized account and supporting data necessary to
substantiate cost and time adjustments to the Contract.

WORK CHANGE DIRECTIVE
A.

Work Change Directive: Architect may issue a Work Change Directive on
EJCDC Document C-940Work Change Directive instructs Contractor to proceed with a change
in the Work, for subsequent inclusion in a Change Order.
1.

B.

Work Change Directive contains a complete description of change in the Work. It also
designates method to be followed to determine change in the Contract Sum or the
Contract Time.

Documentation: Maintain detailed records on a time and material basis of work required by the
Work Change Directive.
1.

After completion of change, submit an itemized account and supporting data necessary to
substantiate cost and time adjustments to the Contract.

PART 2 - PRODUCTS (Not Used)
PART 3 - EXECUTION (Not Used)
END OF SECTION 012600
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SECTION 012900 - PAYMENT PROCEDURES
PART 1 - GENERAL
1.1

RELATED DOCUMENTS
A.

1.2

Drawings and general provisions of the Contract, including General and Supplementary
Conditions and other Division 01 Specification Sections, apply to this Section.
SUMMARY

A.

1.3

Section includes administrative and procedural requirements necessary to prepare and process
Applications for Payment.
DEFINITIONS

A.

1.4

Schedule of Values: A statement furnished by Contractor allocating portions of the Contract
Sum to various portions of the Work and used as the basis for reviewing Contractor's
Applications for Payment.
SCHEDULE OF VALUES

A.

Coordination: Coordinate preparation of the schedule of values with preparation of Contractor's
construction schedule.
1.
2.

B.

Coordinate line items in the schedule of values with items required to be indicated as
separate activities in Contractor's construction schedule.
Submit the schedule of values to Architect through Construction Manager at earliest
possible date, but no later than seven days before the date scheduled for submittal of
initial Applications for Payment.

Format and Content: Use Project Manual table of contents as a guide to establish line items for
the schedule of values. Provide at least one line item for each Specification Section.
1.

Identification: Include the following Project identification on the schedule of values:
a.
b.
c.
d.
e.
f.
g.

2.

Project name and location.
Owner's name.
Owner's Project number.
Name of Architect.
Architect's Project number.
Contractor's name and address.
Date of submittal.

Arrange schedule of values consistent with format of AIA Document G703

PAYMENT PROCEDURES
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3.

Arrange the schedule of values in tabular form, with separate columns to indicate the
following for each item listed:
a.
b.
c.
d.
e.
f.
g.

Related Specification Section or division.
Description of the Work.
Name of subcontractor.
Name of manufacturer or fabricator.
Name of supplier.
Change Orders (numbers) that affect value.
Dollar value of the following, as a percentage of the Contract Sum to nearest onehundredth percent, adjusted to total 100 percent. Round dollar amounts to whole
dollars, with total equal to Contract Sum.
1)
2)
3)

4.

5.

7.

8.
9.
10.
11.

1.5

Labor.
Materials.
Equipment.

Provide a breakdown of the Contract Sum in enough detail to facilitate continued
evaluation of Applications for Payment and progress reports. Provide multiple line items
for principal subcontract amounts in excess of five percent of the Contract Sum.
Provide a separate line item in the schedule of values for each part of the Work where
Applications for Payment may include materials or equipment purchased or fabricated
and stored, but not yet installed.
a.

6.

Project #: 20005-00

Differentiate between items stored on-site and items stored off-site.

Allowances: Provide a separate line item in the schedule of values for each allowance.
Show line-item value of unit-cost allowances, as a product of the unit cost, multiplied by
measured quantity. Use information indicated in the Contract Documents to determine
quantities.
Purchase Contracts: Provide a separate line item in the schedule of values for each
Purchase contract. Show line-item value of Purchase contract. Indicate Owner payments
or deposits, if any, and balance to be paid by Contractor.
Overhead Costs, Proportional Distribution: Include total cost and proportionate share of
general overhead and profit for each line item.
Overhead Costs, Separate Line Items: Show cost of temporary facilities and other major
cost items that are not direct cost of actual work-in-place as separate line items.
Temporary Facilities: Show cost of temporary facilities and other major cost items that
are not direct cost of actual work-in-place as separate line items.
Schedule of Values Revisions: Revise the schedule of values when Change Orders or
Construction Change Directives result in a change in the Contract Sum. Include at least
one separate line item for each Change Order and Construction Change Directive.

APPLICATIONS FOR PAYMENT
A.

Each Application for Payment following the initial Application for Payment shall be consistent
with previous applications and payments, as certified by Architect and Construction Manager
and paid for by Owner.

PAYMENT PROCEDURES
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B.

Project #: 20005-00

Payment Application Times: The date for each progress payment is indicated in the
Owner/Contractor Agreement. The period of construction work covered by each Application for
Payment is the period indicated in the Agreement.
1.

Submit draft copy of Application for Payment seven days prior to due date for review by
Architect.

C.

Application for Payment Forms: Use AIA Document G702 and AIA Document G703 as form
for Applications for Payment.

D.

Application Preparation: Complete every entry on form. Notarize and execute by a person
authorized to sign legal documents on behalf of Contractor. Construction Manager will return
incomplete applications without action.
1.
2.

3.
4.
E.

Entries shall match data on the schedule of values and Contractor's construction schedule.
Use updated schedules if revisions were made.
Include amounts for work completed following previous Application for Payment,
whether or not payment has been received. Include only amounts for work completed at
time of Application for Payment.
Include amounts of Change Orders and Construction Change Directives issued before last
day of construction period covered by application.
Indicate separate amounts for work being carried out under Owner-requested project
acceleration.

Stored Materials: Include in Application for Payment amounts applied for materials or
equipment purchased or fabricated and stored, but not yet installed. Differentiate between items
stored on-site and items stored off-site.
1.
2.

3.

Provide certificate of insurance, evidence of transfer of title to Owner, and consent of
surety to payment for stored materials.
Provide supporting documentation that verifies amount requested, such as paid invoices.
Match amount requested with amounts indicated on documentation; do not include
overhead and profit on stored materials.
Provide summary documentation for stored materials indicating the following:
a.
b.
c.

F.

Value of materials previously stored and remaining stored as of date of previous
Applications for Payment.
Value of previously stored materials put in place after date of previous Application
for Payment and on or before date of current Application for Payment.
Value of materials stored since date of previous Application for Payment and
remaining stored as of date of current Application for Payment.

Transmittal: Submit three signed and notarized original copies of each Application for Payment
to Construction Manager by a method ensuring receipt within 24 hours. One copy shall include
waivers of lien and similar attachments if required.
1.

Transmit each copy with a transmittal form listing attachments and recording appropriate
information about application.

PAYMENT PROCEDURES
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G.

Waivers of Mechanic's Lien: With each Application for Payment, submit waivers of mechanic's
lien from subcontractors, sub-subcontractors, and suppliers for construction period covered by
the previous application.
1.
2.
3.
4.

5.
H.

5.
6.
7.
8.
9.
10.
11.
12.
13.
14.
15.
16.
17.

J.

Submit partial waivers on each item for amount requested in previous application, after
deduction for retainage, on each item.
When an application shows completion of an item, submit conditional final or full
waivers.
Owner reserves the right to designate which entities involved in the Work must submit
waivers.
Submit final Application for Payment with or preceded by conditional final waivers from
every entity involved with performance of the Work covered by the application who is
lawfully entitled to a lien.
Waiver Forms: Submit executed waivers of lien on forms acceptable to Owner.

Initial Application for Payment: Administrative actions and submittals that must precede or
coincide with submittal of first Application for Payment include the following:
1.
2.
3.
4.

I.

Project #: 20005-00

List of subcontractors.
Schedule of values.
Contractor's construction schedule (preliminary if not final).
Combined Contractor's construction schedule (preliminary if not final) incorporating
Work of multiple contracts, with indication of acceptance of schedule by each Contractor.
Products list (preliminary if not final).
Sustainable design action plans, including preliminary project materials cost data.
Schedule of unit prices.
Submittal schedule (preliminary if not final).
List of Contractor's staff assignments.
List of Contractor's principal consultants.
Copies of building permits.
Copies of authorizations and licenses from authorities having jurisdiction for
performance of the Work.
Initial progress report.
Report of preconstruction conference.
Certificates of insurance and insurance policies.
Performance and payment bonds.
Data needed to acquire Owner's insurance.

Application for Payment at Substantial Completion: After Architect issues the Certificate of
Substantial Completion, submit an Application for Payment showing 100 percent completion
for portion of the Work claimed as substantially complete.
1.

Include documentation supporting claim that the Work is substantially complete and a
statement showing an accounting of changes to the Contract Sum.

2.

This application shall reflect Certificate(s) of Substantial Completion issued previously
for Owner occupancy of designated portions of the Work.

Final Payment Application: After completing Project closeout requirements, submit final
Application for Payment with releases and supporting documentation not previously submitted
and accepted, including, but not limited, to the following:
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1.
2.
3.
4.
5.
6.
7.
8.
9.

10.
11.
12.

Project #: 20005-00

Evidence of completion of Project closeout requirements.
Certification of completion of final punch list items.
Insurance certificates for products and completed operations where required and proof
that taxes, fees, and similar obligations were paid.
Updated final statement, accounting for final changes to the Contract Sum.
AIA Document G706.
AIA Document G706A.
AIA Document G707.
Evidence that claims have been settled.
Final meter readings for utilities, a measured record of stored fuel, and similar data as of
date of Substantial Completion or when Owner took possession of and assumed
responsibility for corresponding elements of the Work.
Final liquidated damages settlement statement.
Proof that taxes, fees, and similar obligations are paid.
Waivers and releases.

PART 2 - PRODUCTS (Not Used)
PART 3 - EXECUTION (Not Used)
END OF SECTION 012900
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SECTION 013100 - PROJECT MANAGEMENT AND COORDINATION
PART 1 - GENERAL
1.1

RELATED DOCUMENTS

Drawings and general provisions of the Contract, including General and Supplementary
Conditions and other Division 01 Specification Sections, apply to this Section.
1.2

SUMMARY

Section includes administrative provisions for coordinating construction operations on Project
including, but not limited to, the following:
General coordination procedures.
1.
Coordination drawings.
2.
RFIs.
3.
Digital project management procedures.
4.
Project meetings.
Related Requirements:
Section 011200 "Multiple Contract Summary" for a description of the division of work
among separate contracts and responsibility for coordination activities not in this
Section.
5.
Section 017300 "Execution" for procedures for coordinating general installation
and field-engineering services, including establishment of benchmarks and
control points.
6.
Section 019113 "General Commissioning Requirements" for coordinating the
Work with Owner's Commissioning Authority.
1.3

DEFINITIONS

BIM: Building Information Modeling.
A.

1.4

RFI: Request for Information. Request from Owner, Construction Manager, Architect,
or Contractor seeking information required by or clarifications of the Contract
Documents.
INFORMATIONAL SUBMITTALS

Subcontract List: Prepare a written summary identifying individuals or firms proposed for
each portion of the Work, including those who are to furnish products or equipment
fabricated to a special design. Include the following information in tabular form:
Name, address, telephone number, and email address of entity performing subcontract
PROJECT MANAGEMENT AND COORDINATION

013100
Page 1 of 10

Murrieta ES - Interim Housing

1.
2.
1.5
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or supplying products.
Number and title of related Specification Section(s) covered by subcontract.
Drawing number and detail references, as appropriate, covered by subcontract.

GENERAL COORDINATION PROCEDURES

A.

Coordination: Coordinate construction operations included in different Sections of the
Specifications to ensure efficient and orderly installation of each part of the Work.
Coordinate construction operations included in different Sections that depend on each
other for proper installation, connection, and operation.
1.
Schedule construction operations in sequence required to obtain the best results
where installation of one part of the Work depends on installation of other
components, before or after its own installation.
2.
Coordinate installation of different components to ensure maximum performance
and accessibility for required maintenance, service, and repair.
3.
Make adequate provisions to accommodate items scheduled for later installation.

B.

Administrative Procedures: Coordinate scheduling and timing of required
administrative procedures with other construction activities[ and scheduled activities
of other contractors] to avoid conflicts and to ensure orderly progress of the Work.
Such administrative activities include, but are not limited to, the following:
1.
Preparation of Contractor's construction schedule.
2.
Preparation of the schedule of values.
3.
Installation and removal of temporary facilities and controls.
4.
Delivery and processing of submittals.
5.
Progress meetings.
6.
Preinstallation conferences.
7.
Project closeout activities.
8.
Startup and adjustment of systems.

C.

Construction Documents Gaps, Conflicts, and Cost
When conflicts in construction documents are identified, the contractor shall, at the
time of bidding, assume the most costly solution as presented in the construction
documents unless otherwise clarified by a Request for Information. A credit will
be provided to the owner if the less costly design/option is selected. Contractor to
provide notification to the design team when such circumstances are identified.
1.
All Items shown in the construction drawings or specifications should be
assumed by the contractor to have all necessary connections, even when not
indicated on the construction drawings. Drinking fountains, roof drains, pumps,
outlets, etc, should be assumed to be furnished with all necessary plumbing,
electrical, data, mechanical, or structural connections for the equipment or item
to function. Contractor to assume the scope of all such items in their initial bids.
2.
Where Contractor, as a component of BIM coordination, re-routes assemblies or
building systems due to conflict coordination procedures, changes for these
revisions will not be considered a change in cost, scope or schedule as they are
identified in advance of installation.

PROJECT MANAGEMENT AND COORDINATION
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1.6
A.

COORDINATION DRAWINGS
Coordination Drawings, General: Prepare coordination drawings according to
requirements in individual Sections, and additionally where installation is not
completely indicated on Shop Drawings, where limited space availability necessitates
coordination, or if coordination is required to facilitate integration of products and
materials fabricated or installed by more than one entity.
1.

Content: Project-specific information, drawn accurately to a scale large enough
to indicate and resolve conflicts. Do not base coordination drawings on standard
printed data. Include the following information, as applicable:
a.
b.

B.

Project #: 20005-00

Indicate functional and spatial relationships of components of architectural,
structural, civil, mechanical, and electrical systems.
Indicate dimensions shown on Drawings. Specifically note dimensions that
appear to be in conflict with submitted equipment and minimum clearance
requirements. Provide alternative sketches to Architect indicating proposed
resolution of such conflicts. Minor dimension changes and difficult
installations will not be considered changes to the Contract.

Coordination Drawing Organization: Organize coordination drawings as follows:
1.
Floor Plans and Reflected Ceiling Plans: Show architectural and structural
elements, and mechanical, plumbing, fire-protection, fire-alarm, and electrical
Work. Show locations of visible ceiling-mounted devices relative to acoustical
ceiling grid. Supplement plan drawings with section drawings where required to
adequately represent the Work.
2.
Plenum Space: Indicate subframing for support of ceiling[, raised access floor,]
and wall systems, mechanical and electrical equipment, and related Work. Locate
components within plenums to accommodate layout of light fixtures and other
components indicated on Drawings. Indicate areas of conflict between light
fixtures and other components.
3.
Mechanical Rooms: Provide coordination drawings for mechanical rooms
showing plans and elevations of mechanical, plumbing, fire-protection,
fire-alarm, and electrical equipment.
4.
Structural Penetrations: Indicate penetrations and openings required for all
disciplines.
5.
Slab Edge and Embedded Items: Indicate slab edge locations and sizes and
locations of embedded items for metal fabrications, sleeves, anchor bolts, bearing
plates, angles, door floor closers, slab depressions for floor finishes, curbs and
housekeeping pads, and similar items.
6.
Review: Architect will review coordination drawings to confirm that in general
the Work is being coordinated, but not for the details of the coordination, which
are Contractor's responsibility.
7.
File Preparation Format: Same digital data software program, version, and
operating system as original Drawings.
8.
File Submittal Format: Submit or post coordination drawing files using format
same as file preparation format.
9.
Architect will furnish Contractor one set of digital data files of Drawings for use
in preparing coordination digital data files.
a.
Architect makes no representations as to the accuracy or completeness of
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b.
c.

1.7
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digital data files as they relate to Drawings.
Digital Data Software Program: Drawings are available in Revit 2019 and
ACAD2019 >.
Contractor shall execute a data licensing agreement in the form of
Agreement form acceptable to Owner and Architect.

REQUEST FOR INFORMATION (RFI)

A.

General: Immediately on discovery of the need for additional information, clarification,
or interpretation of the Contract Documents, Contractor shall prepare and submit an
RFI in the form specified.
1.
Architect will return without response those RFIs submitted to Architect by other
entities controlled by Contractor.
2.
Coordinate and submit RFIs in a prompt manner so as to avoid delays in
Contractor's work or work of subcontractors.

B.

Content of the RFI: Include a detailed, legible description of item needing information
or interpretation and the following:
1.
Project name.
2.
Project number.
3.
Date.
4.
Name of Contractor.
5.
Name of Architect and Construction Manager.
6.
RFI number, numbered sequentially.
7.
RFI subject.
8.
Specification Section number and title and related paragraphs, as appropriate.
9.
Drawing number and detail references, as appropriate.
10. Field dimensions and conditions, as appropriate.
11. Contractor's suggested resolution. If Contractor's suggested resolution impacts
the Contract Time or the Contract Sum, Contractor shall state impact in the RFI.
12. Contractor's signature.
13. Attachments: Include sketches, descriptions, measurements, photos, Product
Data, Shop Drawings, coordination drawings, and other information necessary to
fully describe items needing interpretation.

C.

RFI Forms: Software-generated form with substantially the same content as indicated
above, acceptable to Architect.

D.

Architect's will review each RFI, determine action required, and respond. Allow seven
working days for Architect's response for each RFI. RFIs received by Architect after
1:00 p.m. will be considered as received the following working day.
The following Contractor-generated RFIs will be returned without action:
a.
Requests for approval of submittals.
b.
Requests for approval of substitutions.
c.
Requests for approval of Contractor's means and methods.
d.
Requests for coordination information already indicated in the Contract
Documents.
e.
Requests for adjustments in the Contract Time or the Contract Sum.
f.
Requests for interpretation of Architect's actions on submittals.
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2.

E.

1.8

g.
Incomplete RFIs or inaccurately prepared RFIs.
Architect's action may include a request for additional information, in which case
Architect's time for response will date from time of receipt by Architect of
additional information.

RFI Log: Prepare, maintain, and submit a tabular log of RFIs organized by the RFI
number. Submit log weekly Software log with not less than the following:
1.
3.
4.
5.
6.
7.
8.

F.

Project #: 20005-00

Project name.
Name and address of Contractor.
Name and address of Architect and Construction Manager.
RFI number including RFIs that were returned without action or withdrawn.
RFI description.
Date the RFI was submitted.
Date Architect's and Construction Manager's response was received.

On receipt of Architect's and Construction Manager's action, update the RFI log and
immediately distribute the RFI response to affected parties. Review response and notify
Architect and Construction Manager within seven days if Contractor disagrees with
response.
DIGITAL PROJECT MANAGEMENT PROCEDURES

A.

Architect's Data Files Not Available: Architect will not provide Architect's BIM model
CAD drawing digital data files for Contractor's use during construction.

B.

Use of Architect's Digital Data Files: Digital data files of Architect's BIM model CAD
drawings will be provided by Architect for Contractor's use during construction.

C.

Digital data files may be used by Contractor in preparing coordination drawings, Shop
Drawings, and Project record Drawings.
1.
Architect makes no representations as to the accuracy or completeness of digital
data files as they relate to Contract Drawings.
2.
Digital Drawing Software Program: Contract Drawings are available in Revit
2019 and ACAD 2019
3.
Contractor shall execute a data licensing agreement in the form of Agreement
form acceptable to Owner and Architect.
]

D.

Web-Based Project Software: Use Owner's web-based Project software site for
purposes of hosting and managing Project communication and documentation until
Final Completion.
1.

Web-based Project software site includes, at a minimum, the following features:
a.

a.

Compilation of Project data, including Contractor, subcontractors,
Architect, architect's consultants, Owner, and other entities involved in
Project. Include names of individuals and contact information.
Access control for each entity for each workflow process, to determine
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b.
c.

d.
e.

f.
g.
h.
i.
j.
k.
2.

4.

5.

Project #: 20005-00

entity's digital rights to create, modify, view, and print documents.
Document workflow planning, allowing customization of workflow
between project entities.
Creation, logging, tracking, and notification for Project communications
required in other Specification Sections, including, but not limited to, RFIs,
submittals, Minor Changes in the Work, Construction Change Directives,
and Change Orders.
Track status of each Project communication in real time, and log time and
date when responses are provided.
Procedures for handling PDFs or similar file formats, allowing markups by
each entity. Provide security features to lock markups against changes once
submitted.
Processing and tracking of payment applications.
Processing and tracking of contract modifications.
Creating and distributing meeting minutes.
Document management for Drawings, Specifications, and coordination
drawings, including revision control.
Management of construction progress photographs.
Mobile device compatibility, including smartphones and tablets.

Provide up to sevenweb-based Project software user licenses for use of Owner
, Construction Manager, Architect, and Architect's consultants. Provide eight
hours of software training at Architect's office for web-based Project software
users.
At completion of Project, provide digital archive in format that is readable by
common desktop software applications in format acceptable to Architect. Provide
data in locked format to prevent further changes.
Provide one of the following web-based Project software packages under their
current published licensing agreements:
Autodesk; [Buzzsaw] [Constructware].
a.
Corecon Technologies, Inc.
b.
Meridian Systems; Prolog.
c.
Newforma, Inc.
d.
Procore Technologies, Inc.
e.
Viewpoint, Inc.; Viewpoint for Project Collaboration.

E.

PDF Document Preparation: Where PDFs are required to be submitted to Architect,
prepare as follows:
Assemble complete submittal package into a single indexed file incorporating submittal
requirements of a single Specification Section and transmittal form with links
enabling navigation to each item.
6.
Name file with submittal number or other unique identifier, including revision
identifier.
7.
Certifications: Where digitally submitted certificates and certifications are
required, provide a digital signature with digital certificate on where indicated.
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PROJECT MEETINGS

General: Construction Manager will schedule and conduct meetings and conferences at Project
site unless otherwise indicated.
A.

Preconstruction Conference: Construction Manager will schedule and conduct a
preconstruction conference before starting construction, at a time convenient to Owner
and Architect, but no later than 15 days after execution of the Agreement.
1.
Attendees: Authorized representatives of Owner , Construction Manager,
Architect, and their consultants; Contractor and its superintendent; major
subcontractors; suppliers; and other concerned parties shall attend the conference.
Participants at the conference shall be familiar with Project and authorized to
conclude matters relating to the Work.
2.
Agenda: Discuss items of significance that could affect progress, including the
following:
Responsibilities and personnel assignments.
a.
Tentative construction schedule.
b.
Phasing.
c.
Critical work sequencing and long lead items.
d.
Designation of key personnel and their duties.
e.
Lines of communications.
f.
Use of web-based Project software.
g.
Procedures for processing field decisions and Change Orders.
h.
Procedures for RFIs.
i.
Procedures for testing and inspecting.
j.
Procedures for processing Applications for Payment.
k.
Distribution of the Contract Documents.
l.
Submittal procedures.
m. Sustainable design requirements.
n.
Preparation of Record Documents.
o.
Use of the premises[ and existing building].
p.
Work restrictions.
q.
Working hours.
r.
Owner's occupancy requirements.
s.
Responsibility for temporary facilities and controls.
t.
Procedures for moisture and mold control.
u.
Procedures for disruptions and shutdowns.
v.
Construction waste management and recycling.
w. Parking availability.
x.
Office, work, and storage areas.
y.
Equipment deliveries and priorities.
z.
First aid.
aa. Security.
bb. Progress cleaning.
3.

B.

Minutes: Contractor will record and distribute meeting minutes.

Preinstallation Conferences: Conduct a preinstallation conference at Project site before
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each construction activity when required by other sections and when required for
coordination with other construction.
1.
Attendees: Installer and representatives of manufacturers and fabricators
involved in or affected by the installation and its coordination or integration with
other materials and installations that have preceded or will follow, shall attend
the meeting. Advise Architect, Construction Manager of scheduled meeting
dates.
2.
Agenda: Review progress of other construction activities and preparations for the
particular activity under consideration, including requirements for the following:
a.
Contract Documents.
b.
Options.
c.
Related RFIs.
d.
Related Change Orders.
e.
Purchases.
f.
Deliveries.
g.
Submittals.
h.
Possible conflicts.
i.
Compatibility requirements.
j.
Time schedules.
k.
Weather limitations.
l.
Manufacturer's written instructions.
m. Warranty requirements.
n.
Compatibility of materials.
o.
Acceptability of substrates.
p.
Temporary facilities and controls.
q.
Space and access limitations.
r.
Regulations of authorities having jurisdiction.
s.
Testing and inspecting requirements.
t.
Installation procedures.
u.
Coordination with other work.
v.
Required performance results.
w. Protection of adjacent work.
x.
Protection of construction and personnel.
3.
Record significant conference discussions, agreements, and disagreements,
including required corrective measures and actions.
4.
Reporting: Distribute minutes of the meeting to each party present and to other
parties requiring information.
5.
Do not proceed with installation if the conference cannot be successfully
concluded. Initiate whatever actions are necessary to resolve impediments to
performance of the Work and reconvene the conference at earliest feasible date.
C.

Progress Meetings: [Conduct] [Construction Manager will conduct] progress meetings
at [weekly] [biweekly] [monthly] [regular] <Insert appropriate interval> intervals.
Coordinate dates of meetings with preparation of payment requests.
1.
Attendees: In addition to representatives of Owner[, Owner's Commissioning
Authority] [, Construction Manager,] and Architect, each contractor,
subcontractor, supplier, and other entity concerned with current progress or
involved in planning, coordination, or performance of future activities shall be
represented at these meetings. All participants at the meeting shall be familiar
with Project and authorized to conclude matters relating to the Work.
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Agenda: Review and correct or approve minutes of previous progress meeting.
Review other items of significance that could affect progress. Include topics for
discussion as appropriate to status of Project.
Contractor's Construction Schedule: Review progress since the last meeting.
Determine whether each activity is on time, ahead of schedule, or behind
schedule, in relation to Contractor's construction schedule. Determine how
construction behind schedule will be expedited; secure commitments from
parties involved to do so. Discuss whether schedule revisions are required
to ensure that current and subsequent activities will be completed within
the Contract Time.
Review schedule for next period.
Review present and future needs of each entity present, including the following:
Interface requirements.
1)
Sequence of operations.
2)
Resolution of BIM component conflicts.
3)
Status of submittals.
4)
Status of sustainable design documentation.
5)
Deliveries.
6)
Off-site fabrication.
7)
Access.
8)
Site use.
9)
Temporary facilities and controls.
10)
Progress cleaning.
11)
Quality and work standards.
12)
Status of correction of deficient items.
13)
Field observations.
14)
Status of RFIs.
15)
Status of Proposal Requests.
16)
Pending changes.
17)
Status of Change Orders.
18)
Pending claims and disputes.
19)
Documentation of information for payment requests.

Minutes: Contractor will record and distribute the meeting minutes to each party
present and to parties requiring information.
Schedule Updating: Revise Contractor's construction schedule after each progress
meeting where revisions to the schedule have been made or recognized.
Issue revised schedule concurrently with the report of each meeting.
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PART 2 - PRODUCTS (Not Used)
PART 3 - EXECUTION (Not Used)
END OF SECTION 013100
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SECTION 013200 - CONSTRUCTION PROGRESS DOCUMENTATION
PART 1 - GENERAL
1.1

RELATED DOCUMENTS
A.

1.2

Drawings and general provisions of the Contract, including General and Supplementary
Conditions and other Division 01 Specification Sections, apply to this Section.
SUMMARY

A.

Section includes administrative and procedural requirements for documenting the progress of
construction during performance of the Work, including the following:
1.
2.
3.
4.
5.
6.
7.

B.

1.3

Startup construction schedule.
Contractor's Construction Schedule.
Construction schedule updating reports.
Daily construction reports.
Material location reports.
Site condition reports.
Unusual event reports.

Related Requirements:
1.
Section 014000 "Quality Requirements" for schedule of tests and inspections.
2.
Section 012900 "Payment Procedures" for schedule of values and requirements for use of
cost-loaded schedule for Applications for Payment.
DEFINITIONS

A.

Activity: A discrete part of a project that can be identified for planning, scheduling, monitoring,
and controlling the construction Project. Activities included in a construction schedule consume
time and resources.
1.
2.
3.

Critical Activity: An activity on the critical path that must start and finish on the planned
early start and finish times.
Predecessor Activity: An activity that precedes another activity in the network.
Successor Activity: An activity that follows another activity in the network.

B.

Cost Loading: The allocation of the schedule of values for completing an activity as scheduled.
The sum of costs for all activities must equal the total Contract Sum.

C.

Critical Path: The longest connected chain of interdependent activities through the network
schedule that establishes the minimum overall Project duration and contains no float.

D.

Event: The starting or ending point of an activity.
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1.4

Project #: 20005-00

Resource Loading: The allocation of manpower and equipment necessary for completing an
activity as scheduled.
INFORMATIONAL SUBMITTALS

A.

Format for Submittals: Submit required submittals in the following format:
1.
2.
3.

B.

Working electronic copy of schedule file.
PDF file.
Two paper copies, of sufficient size to display entire period or schedule, as required.

Startup construction schedule.
1.

Submittal of cost-loaded startup construction schedule will not constitute approval of
schedule of values for cost-loaded activities.

C.

Startup Network Diagram: Of size required to display entire network for entire construction
period. Show logic ties for activities.

D.

Contractor's Construction Schedule: Initial schedule, of size required to display entire schedule
for entire construction period.
1.

Submit a working digital copy of schedule, using software indicated, and labeled to
comply with requirements for submittals.

E.

Construction Schedule Updating Reports: Submit with Applications for Payment.

F.

Daily Construction Reports: Submit at weekly intervals.

G.

Material Location Reports: Submit at weekly intervals.

H.

Site Condition Reports: Submit at time of discovery of differing conditions.

I.

Unusual Event Reports: Submit at time of unusual event.

J.

Qualification Data: For scheduling consultant.

1.5

QUALITY ASSURANCE
A.

Scheduling Consultant Qualifications: An experienced specialist in CPM scheduling and
reporting, with capability of producing CPM reports and diagrams within 24 hours of
Architect's request.

B.

Prescheduling Conference: Conduct conference at Project site to comply with requirements in
Section 013100 "Project Management and Coordination." Review methods and procedures
related to the preliminary construction schedule and Contractor's Construction Schedule,
including, but not limited to, the following:
1.
2.

Review software limitations and content and format for reports.
Verify availability of qualified personnel needed to develop and update schedule.
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3.
4.
5.
6.
7.
8.
9.
10.
11.
1.6

Project #: 20005-00

Discuss constraints, including phasing.
Review delivery dates for Owner-furnished products.
Review schedule for work of Owner's separate contracts.
Review submittal requirements and procedures.
Review time required for review of submittals and resubmittals.
Review requirements for tests and inspections by independent testing and inspecting
agencies.
Review time required for Project closeout and Owner startup procedures.
Review and finalize list of construction activities to be included in schedule.
Review procedures for updating schedule.

COORDINATION
A.

Coordinate Contractor's Construction Schedule with the schedule of values, list of subcontracts,
submittal schedule, progress reports, payment requests, and other required schedules and
reports.
1.
2.

1.7

Secure time commitments for performing critical elements of the Work from entities
involved.
Coordinate each construction activity in the network with other activities, and schedule
them in proper sequence.

CONTRACTOR'S CONSTRUCTION SCHEDULE
A.

Computer Scheduling Software: Prepare schedules using current version of a program that has
been developed specifically to manage construction schedules.

B.

Time Frame: Extend schedule from date established for commencement of the Work the Notice
of Award the Notice to Proceed to date of Substantial Completion Final Completion.
1.

C.

Contract completion date shall not be changed by submission of a schedule that shows an
early completion date, unless specifically authorized by Change Order.

Constraints: Include constraints and work restrictions indicated in the Contract Documents and
as follows in schedule, and show how the sequence of the Work is affected.
1.
2.
3.
4.

5.

6.

Phasing: Arrange list of activities on schedule by phase.
Work under More Than One Contract: Include a separate activity for each contract.
Work by Owner: Include a separate activity for each portion of the Work performed by
Owner.
Products Ordered in Advance: Include a separate activity for each product. Include
delivery date indicated in Section 011000 "Summary." Delivery dates indicated stipulate
the earliest possible delivery date.
Owner-Furnished Products: Include a separate activity for each product. Include delivery
date indicated in Section 011000 "Summary." Delivery dates indicated stipulate the
earliest possible delivery date.
Work Restrictions: Show the effect of the following items on the schedule:
a.

Coordination with existing construction.
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b.
c.
d.
e.
f.
g.
h.
D.

Unresolved issues.
Unanswered Requests for Information.
Rejected or unreturned submittals.
Notations on returned submittals.
Pending modifications affecting the Work and the Contract Time.

Distribution: Distribute copies of approved schedule to Architect, Construction Manager,
Owner, separate contractors, testing and inspecting agencies, and other parties identified by
Contractor with a need-to-know schedule responsibility.
1.
2.

1.8

See Section 012900 "Payment Procedures" for cost reporting and payment procedures.

Upcoming Work Summary: Prepare summary report indicating activities scheduled to occur or
commence prior to submittal of next schedule update. Summarize the following issues:
1.
2.
3.
4.
5.

G.

Temporary enclosure and space conditioning.

Cost Correlation: Superimpose a cost correlation timeline, indicating planned and actual costs.
On the line, show planned and actual dollar volume of the Work performed as of planned and
actual dates used for preparation of payment requests.
1.

F.

Limitations of continued occupancies.
Uninterruptible services.
Partial occupancy before Substantial Completion.
Use-of-premises restrictions.
Provisions for future construction.
Seasonal variations.
Environmental control.

Milestones: Include milestones indicated in the Contract Documents in schedule, including, but
not limited to, the Notice to Proceed, Substantial Completion, and Final Completion
1.

E.

Project #: 20005-00

Post copies in Project meeting rooms and temporary field offices.
When revisions are made, distribute updated schedules to the same parties and post in the
same locations. Delete parties from distribution when they have completed their assigned
portion of the Work and are no longer involved in performance of construction activities.

GANTT-CHART SCHEDULE REQUIREMENTS
A.

Gantt-Chart Schedule: Submit a comprehensive, fully developed, horizontal, Gantt-chart-type,
Contractor's Construction Schedule within 30 days of date established for the Notice to
Proceed.
1.

B.

Base schedule on the startup construction schedule and additional information received
since the start of Project.

Preparation: Indicate each significant construction activity separately. Identify first workday of
each week with a continuous vertical line.
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1.

1.9

Project #: 20005-00

For construction activities that require three months or longer to complete, indicate an
estimated completion percentage in 10 percent increments within time bar.

REPORTS
A.

Daily Construction Reports: Prepare a daily construction report recording the following
information concerning events at Project site:
1.
2.
3.
4.
5.
6.
7.
8.
9.
10.
11.
12.
13.
14.
15.
16.
17.
18.
19.
20.

B.

List of subcontractors at Project site.
List of separate contractors at Project site.
Approximate count of personnel at Project site.
Equipment at Project site.
Material deliveries.
High and low temperatures and general weather conditions, including presence of rain or
snow.
Testing and inspection.
Accidents.
Meetings and significant decisions.
Unusual events.
Stoppages, delays, shortages, and losses.
Meter readings and similar recordings.
Emergency procedures.
Orders and requests of authorities having jurisdiction.
Change Orders received and implemented.
Construction Change Directives received and implemented.
Services connected and disconnected.
Equipment or system tests and startups.
Partial completions and occupancies.
Substantial Completions authorized.

Material Location Reports: At weekly intervals, prepare and submit a comprehensive list of
materials delivered to and stored at Project site. List shall be cumulative, showing materials
previously reported plus items recently delivered. Include with list a statement of progress on
and delivery dates for materials or items of equipment fabricated or stored away from Project
site. Indicate the following categories for stored materials:
1.
2.
3.

Material stored prior to previous report and remaining in storage.
Material stored prior to previous report and since removed from storage and installed.
Material stored following previous report and remaining in storage.

C.

Site Condition Reports: Immediately on discovery of a difference between site conditions and
the Contract Documents, prepare and submit a detailed report. Submit with a Request for
Information. Include a detailed description of the differing conditions, together with
recommendations for changing the Contract Documents.

D.

Unusual Event Reports: When an event of an unusual and significant nature occurs at Project
site, whether or not related directly to the Work, prepare and submit a special report. List chain
of events, persons participating, responses by Contractor's personnel, evaluation of results or
effects, and similar pertinent information. Advise Owner in advance when these events are
known or predictable.
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1.

Project #: 20005-00

Submit unusual event reports directly to Owner within one day(s) of an occurrence.
Distribute copies of report to parties affected by the occurrence.

PART 2 - PRODUCTS (Not Used)
PART 3 - EXECUTION (Not Used)
END OF SECTION 013200
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SECTION 013300 - SUBMITTAL PROCEDURES
PART 1 - GENERAL
1.1

RELATED DOCUMENTS
A.

1.2

Drawings and general provisions of the Contract, including General and Supplementary
Conditions and other Division 01 Specification Sections, apply to this Section.
SUMMARY

A.

Section Includes:
1.
2.

B.

Related Requirements:
1.
2.
3.
4.
5.
6.
7.

1.3

Submittal schedule requirements.
Administrative and procedural requirements for submittals.

Section 012900 "Payment Procedures" for submitting Applications for Payment and the
schedule of values.
Section 013100 "Project Management and Coordination" for submitting coordination
drawings and subcontract list and for requirements for web-based Project software.
Section 013200 "Construction Progress Documentation" for submitting schedules and
reports, including Contractor's construction schedule.
Section 014000 "Quality Requirements" for submitting test and inspection reports, and
schedule of tests and inspections.
Section 017700 "Closeout Procedures" for submitting closeout submittals and
maintenance material submittals.
Section 017823 "Operation and Maintenance Data" for submitting operation and
maintenance manuals.
Section 017839 "Project Record Documents" for submitting record Drawings, record
Specifications, and record Product Data.

DEFINITIONS
A.

Action Submittals: Written and graphic information and physical samples that require
Architect's responsive action. Action submittals are those submittals indicated in individual
Specification Sections as "action submittals."

B.

Informational Submittals: Written and graphic information and physical samples that do not
require Architect's responsive action. Submittals may be rejected for not complying with
requirements. Informational submittals are those submittals indicated in individual Specification
Sections as "informational submittals."
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SUBMITTAL SCHEDULE
A.

Submittal Schedule: Submit, as an action submittal, a list of submittals, arranged in
chronological order by dates required by construction schedule. Include time required for
review, ordering, manufacturing, fabrication, and delivery when establishing dates. Include
additional time required for making corrections or revisions to submittals noted by Architect
and additional time for handling and reviewing submittals required by those corrections.
1.
2.

3.

Coordinate submittal schedule with list of subcontracts, the schedule of values, and
Contractor's construction schedule.
Initial Submittal Schedule: Submit concurrently with startup construction schedule.
Include submittals required during the first 60 days of construction. List those submittals
required to maintain orderly progress of the Work and those required early because of
long lead time for manufacture or fabrication.
Final Submittal Schedule: Submit concurrently with the first complete submittal of
Contractor's construction schedule.
a.

4.

Format: Arrange the following information in a tabular format:
a.
b.
c.
d.
e.
f.

1.5

Submit revised submittal schedule as required to reflect changes in current status
and timing for submittals.

Scheduled date for first submittal.
Specification Section number and title.
Submittal Category: Action; informational.
Name of subcontractor.
Description of the Work covered.
Scheduled date for Architect's final release or approval.

SUBMITTAL FORMATS
A.

Submittal Information: Include the following information in each submittal:
1.
2.
3.
4.
5.
6.
7.
8.
9.
10.
11.
12.
13.
14.
15.

Project name.
Date.
Name of Architect.
Name of Construction Manager.
Name of Contractor.
Name of firm or entity that prepared submittal.
Names of subcontractor, manufacturer, and supplier.
Unique submittal number, including revision identifier. Include Specification Section
number with sequential alphanumeric identifier and alphanumeric suffix for resubmittals.
Category and type of submittal.
Submittal purpose and description.
Number and title of Specification Section, with paragraph number and generic name for
each of multiple items.
Drawing number and detail references, as appropriate.
Indication of full or partial submittal.
Location(s) where product is to be installed, as appropriate.
Other necessary identification.
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16.
17.

Project #: 20005-00

Remarks.
Signature of transmitter.

B.

Options: Identify options requiring selection by Architect.

C.

Deviations and Additional Information: On each submittal, clearly indicate deviations from
requirements in the Contract Documents, including minor variations and limitations; include
relevant additional information and revisions, other than those requested by Architect on
previous submittals. Indicate by highlighting on each submittal or noting on attached separate
sheet.

D.

Electronic Submittals: Prepare submittals as PDF package, incorporating complete information
into each PDF file. Name PDF file with submittal number.

E.

Submittals Utilizing Web-Based Project Software: Prepare submittals as PDF files or other
format indicated by Project management software.

1.6

SUBMITTAL PROCEDURES
A.

Prepare and submit submittals required by individual Specification Sections. Types of
submittals are indicated in individual Specification Sections.
1.

Email: Prepare submittals as PDF package and transmit to Architect by sending via
email. Include PDF transmittal form. Include information in email subject line as
requested by Architect.
a.

2.

3.
B.

Web-Based Project Management Software: Prepare submittals in PDF form, and upload
to web-based Project management software website. Enter required data in web-based
software site to fully identify submittal.
Paper: Prepare submittals in paper form and deliver to Architect.

Coordination: Coordinate preparation and processing of submittals with performance of
construction activities.
1.
2.
3.

C.

Architect will return annotated file. Annotate and retain one copy of file as a
digital Project Record Document file.

Coordinate each submittal with fabrication, purchasing, testing, delivery, other
submittals, and related activities that require sequential activity.
Submit all submittal items required for each Specification Section concurrently unless
partial submittals for portions of the Work are indicated on approved submittal schedule.
Submit action submittals and informational submittals required by the same Specification
Section as separate packages under separate transmittals.

Processing Time: Allow time for submittal review, including time for resubmittals, as follows.
Time for review shall commence on Architect's receipt of submittal. No extension of the
Contract Time will be authorized because of failure to transmit submittals enough in advance of
the Work to permit processing, including resubmittals.
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1.

2.
3.
4.

Initial Review: Allow 15 days for initial review of each submittal. Allow additional time
if coordination with subsequent submittals is required. Architect will advise Contractor
when a submittal being processed must be delayed for coordination.
Intermediate Review: If intermediate submittal is necessary, process it in same manner as
initial submittal.
Resubmittal Review: Allow 15 days for review of each resubmittal.
Concurrent Consultant Review: Where the Contract Documents indicate that submittals
may be transmitted simultaneously to Architect and to Architect's consultants, allow 15
days for review of each submittal. Submittal will be returned to Construction Manager,
through Architect, before being returned to Contractor.
a.

D.

Project #: 20005-00

Submit one copy of submittal to concurrent reviewer in addition to specified
number of copies to Architect and Construction Manager.

Resubmittals: Make resubmittals in same form and number of copies as initial submittal.
1.
2.
3.

Note date and content of previous submittal.
Note date and content of revision in label or title block, and clearly indicate extent of
revision.
Resubmit submittals until they are marked with approval notation from Architect's and
Construction Manager's action stamp.

E.

Distribution: Furnish copies of final submittals to manufacturers, subcontractors, suppliers,
fabricators, installers, authorities having jurisdiction, and others as necessary for performance of
construction activities. Show distribution on transmittal forms.

F.

Use for Construction: Retain complete copies of submittals on Project site. Use only final action
submittals that are marked with approval notation from Architect's and Construction Manager's
action stamp.

1.7

SUBMITTAL REQUIREMENTS
A.

Product Data: Collect information into a single submittal for each element of construction and
type of product or equipment.
1.
2.
3.

If information must be specially prepared for submittal because standard published data
are unsuitable for use, submit as Shop Drawings, not as Product Data.
Mark each copy of each submittal to show which products and options are applicable.
Include the following information, as applicable:
a.
b.
c.
d.
e.
f.
g.
h.

Manufacturer's catalog cuts.
Manufacturer's product specifications.
Standard color charts.
Statement of compliance with specified referenced standards.
Testing by recognized testing agency.
Application of testing agency labels and seals.
Notation of coordination requirements.
Availability and delivery time information.
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4.

For equipment, include the following in addition to the above, as applicable:
a.
b.
c.
d.

5.
B.

Wiring diagrams that show factory-installed wiring.
Printed performance curves.
Operational range diagrams.
Clearances required to other construction, if not indicated on accompanying Shop
Drawings.

Submit Product Data before Shop Drawings, and before or concurrently with Samples.

Shop Drawings: Prepare Project-specific information, drawn accurately to scale. Do not base
Shop Drawings on reproductions of the Contract Documents or standard printed data.
1.

Preparation: Fully illustrate requirements in the Contract Documents. Include the
following information, as applicable:
a.
b.
c.
d.
e.
f.
g.

C.

Project #: 20005-00

Identification of products.
Schedules.
Compliance with specified standards.
Notation of coordination requirements.
Notation of dimensions established by field measurement.
Relationship and attachment to adjoining construction clearly indicated.
Seal and signature of professional engineer if specified.

Samples: Submit Samples for review of type, color, pattern, and texture for a check of these
characteristics with other materials.
1.
2.

Transmit Samples that contain multiple, related components, such as accessories together
in one submittal package.
Identification: Permanently attach label on unexposed side of Samples that includes the
following:
a.
b.
c.
d.
e.
f.

3.
4.

5.
6.

Project name and submittal number.
Generic description of Sample.
Product name and name of manufacturer.
Sample source.
Number and title of applicable Specification Section.
Specification paragraph number and generic name of each item.

Email Transmittal: Provide PDF transmittal. Include digital image file illustrating Sample
characteristics and identification information for record.
Web-Based Project Management Software: Prepare submittals in PDF form, and upload
to web-based Project software website. Enter required data in web-based software site to
fully identify submittal.
Paper Transmittal: Include paper transmittal, including complete submittal information
indicated.
Disposition: Maintain sets of approved Samples at Project site, available for qualitycontrol comparisons throughout the course of construction activity. Sample sets may be
used to determine final acceptance of construction associated with each set.
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a.

b.
D.

Samples that may be incorporated into the Work are indicated in individual
Specification Sections. Such Samples must be in an undamaged condition at time
of use.
Samples not incorporated into the Work, or otherwise designated as Owner's
property, are the property of Contractor.

Certificates:
1.

2.

3.

4.
5.
6.

1.8
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Certificates and Certifications Submittals: Submit a statement that includes signature of
entity responsible for preparing certification. Certificates and certifications shall be
signed by an officer or other individual authorized to sign documents on behalf of that
entity. Provide a notarized signature where indicated.
Installer Certificates: Submit written statements on manufacturer's letterhead, certifying
that Installer complies with requirements in the Contract Documents and, where required,
is authorized by manufacturer for this specific Project.
Manufacturer Certificates: Submit written statements on manufacturer's letterhead,
certifying that manufacturer complies with requirements in the Contract Documents.
Include evidence of manufacturing experience where required.
Material Certificates: Submit written statements on manufacturer's letterhead, certifying
that material complies with requirements in the Contract Documents.
Product Certificates: Submit written statements on manufacturer's letterhead, certifying
that product complies with requirements in the Contract Documents.
Welding Certificates: Prepare written certification that welding procedures and personnel
comply with requirements in the Contract Documents. Submit record of AWS
B2.1/B2.1M on AWS forms. Include names of firms and personnel certified.

DELEGATED-DESIGN SERVICES
A.

Performance and Design Criteria: Where professional design services or certifications by a
design professional are specifically required of Contractor by the Contract Documents, provide
products and systems complying with specific performance and design criteria indicated.
1.

B.

Delegated-Design Services Certification: In addition to Shop Drawings, Product Data, and other
required submittals, submit digitally signed PDF file and three paper copies of certificate,
signed and sealed by the responsible design professional, for each product and system
specifically assigned to Contractor to be designed or certified by a design professional.
1.

C.

If criteria indicated are insufficient to perform services or certification required, submit a
written request for additional information to Architect.

Indicate that products and systems comply with performance and design criteria in the
Contract Documents. Include list of codes, loads, and other factors used in performing
these services.

BIM Incorporation: Incorporate delegated-design drawing and data files into BIM established
for Project.
1.

Prepare delegated-design drawings in the following format: Same digital data software
program, version, and operating system as original Drawings
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1.9
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CONTRACTOR'S REVIEW
A.

Action Submittals and Informational Submittals: Review each submittal and check for
coordination with other Work of the Contract and for compliance with the Contract Documents.
Note corrections and field dimensions. Mark with approval stamp before submitting to
Architect.

B.

Contractor's Approval: Indicate Contractor's approval for each submittal with indication in webbased Project management software. Include name of reviewer, date of Contractor's approval,
and statement certifying that submittal has been reviewed, checked, and approved for
compliance with the Contract Documents.
1.

1.10
A.

Architect will not review submittals received from Contractor that do not have
Contractor's review and approval.

ARCHITECT'S AND CONSTRUCTION MANAGER'S REVIEW
Action Submittals: Architect and Construction Manager will review each submittal, indicate
corrections or revisions required, and return.
1.

PDF Submittals: Architect[ and Construction Manager] will indicate, via markup on
each submittal, the appropriate action.

2.

Submittals by Web-Based Project Management Software: Architect and Construction
Manager will indicate, on Project management software website, the appropriate action.
a.

Actions taken by indication on Project management software website have the
following meanings:

B.

Informational Submittals: Architect and Construction Manager will review each submittal and
will not return it, or will return it if it does not comply with requirements. Architect and
Construction Manager will forward each submittal to appropriate party.

C.

Partial submittals prepared for a portion of the Work will be reviewed when use of partial
submittals has received prior approval from Architect and Construction Manager.

D.

Incomplete submittals are unacceptable, will be considered nonresponsive, and will be returned
for resubmittal without review.

E.

Architect and Construction Manager will return without review submittals received from
sources other than Contractor.

F.

Submittals not required by the Contract Documents will be returned by Architect without
action.
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PART 2 - PRODUCTS (Not Used)
PART 3 - EXECUTION (Not Used)
END OF SECTION 013300
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SECTION 014000 - QUALITY REQUIREMENTS
PART 1 - GENERAL
1.1

RELATED DOCUMENTS
A.

1.2

Drawings and general provisions of the Contract, including General and Supplementary
Conditions and other Division 01 Specification Sections, apply to this Section.
SUMMARY

A.

Section includes administrative and procedural requirements for quality assurance and quality
control.

B.

Testing and inspection services are required to verify compliance with requirements specified or
indicated. These services do not relieve Contractor of responsibility for compliance with the
Contract Document requirements.
1.

2.

3.

1.3

Specific quality-assurance and quality-control requirements for individual work results
are specified in their respective Specification Sections. Requirements in individual
Sections may also cover production of standard products.
Specified tests, inspections, and related actions do not limit Contractor's other qualityassurance and quality-control procedures that facilitate compliance with the Contract
Document requirements.
Requirements for Contractor to provide quality-assurance and quality-control services
required by Architect, Owner, or authorities having jurisdiction are not limited by
provisions of this Section.

DEFINITIONS
A.

Experienced: When used with an entity or individual, "experienced," unless otherwise further
described, means having successfully completed a minimum of five previous projects similar in
nature, size, and extent to this Project; being familiar with special requirements indicated; and
having complied with requirements of authorities having jurisdiction.

B.

Field Quality-Control Tests and Inspections: Tests and inspections that are performed on-site
for installation of the Work and for completed Work.

C.

Installer/Applicator/Erector: Contractor or another entity engaged by Contractor as an
employee, subcontractor, or sub-subcontractor, to perform a particular construction operation,
including installation, erection, application, assembly, and similar operations.
1.

D.

Use of trade-specific terminology in referring to a Work result does not require that
certain construction activities specified apply exclusively to specific trade(s).

Preconstruction Testing: Tests and inspections performed specifically for Project before
products and materials are incorporated into the Work, to verify performance or compliance
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with specified criteria. Unless otherwise indicated, copies of reports of tests or inspections
performed for other than the Project do not meet this definition.
E.

Source Quality-Control Tests and Inspections: Tests and inspections that are performed at the
source (e.g., plant, mill, factory, or shop).

F.

Testing Agency: An entity engaged to perform specific tests, inspections, or both. The term
"testing laboratory" shall have the same meaning as the term "testing agency."

G.

Quality-Assurance Services: Activities, actions, and procedures performed before and during
execution of the Work, to guard against defects and deficiencies and substantiate that proposed
construction will comply with requirements.

H.

Quality-Control Services: Tests, inspections, procedures, and related actions during and after
execution of the Work, to evaluate that actual products incorporated into the Work and
completed construction comply with requirements. Contractor's quality-control services do not
include contract administration activities performed by Architect[ or Construction Manager].

1.4

DELEGATED-DESIGN SERVICES
A.

Performance and Design Criteria: Where professional design services or certifications by a
design professional are specifically required of Contractor by the Contract Documents, provide
products and systems complying with specific performance and design criteria indicated.
1.

B.

1.5

If criteria indicated are not sufficient to perform services or certification required, submit
a written request for additional information to Architect.

Delegated-Design Services Statement: Submit a statement signed and sealed by the responsible
design professional, for each product and system specifically assigned to Contractor to be
designed or certified by a design professional, indicating that the products and systems are in
compliance with performance and design criteria indicated. Include list of codes, loads, and
other factors used in performing these services.
CONFLICTING REQUIREMENTS

A.

Conflicting Standards and Other Requirements: If compliance with two or more standards or
requirements is specified and the standards or requirements establish different or conflicting
requirements for minimum quantities or quality levels, inform the Architect regarding the
conflict and obtain clarification prior to proceeding with the Work. Refer conflicting
requirements that are different, but apparently equal, to Architect for clarification before
proceeding.

B.

Minimum Quantity or Quality Levels: The quantity or quality level shown or specified shall be
the minimum provided or performed. The actual installation may comply exactly with the
minimum quantity or quality specified, or it may exceed the minimum within reasonable limits.
To comply with these requirements, indicated numeric values are minimum or maximum, as
appropriate, for the context of requirements. Refer uncertainties to Architect for a decision
before proceeding.
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INFORMATIONAL SUBMITTALS
A.

Contractor's Quality-Control Plan: For quality-assurance and quality-control activities and
responsibilities.

B.

Qualification Data: For Contractor's quality-control personnel.

C.

Contractor's Statement of Responsibility: When required by authorities having jurisdiction,
submit copy of written statement of responsibility submitted to authorities having jurisdiction
before starting work on the following systems:
1.
2.

Seismic-force-resisting system, designated seismic system, or component listed in the
Statement of Special Inspections.
Primary wind-force-resisting system or a wind-resisting component listed in the
Statement of Special Inspections.

D.

Testing Agency Qualifications: For testing agencies specified in "Quality Assurance" Article to
demonstrate their capabilities and experience. Include proof of qualifications in the form of a
recent report on the inspection of the testing agency by a recognized authority.

E.

Schedule of Tests and Inspections: Prepare in tabular form and include the following:
1.
2.
3.
4.
5.
6.
7.
8.
9.

Specification Section number and title.
Entity responsible for performing tests and inspections.
Description of test and inspection.
Identification of applicable standards.
Identification of test and inspection methods.
Number of tests and inspections required.
Time schedule or time span for tests and inspections.
Requirements for obtaining samples.
Unique characteristics of each quality-control service.

F.

Reports: Prepare and submit certified written reports and documents as specified.

G.

Permits, Licenses, and Certificates: For Owner's record, submit copies of permits, licenses,
certifications, inspection reports, releases, jurisdictional settlements, notices, receipts for fee
payments, judgments, correspondence, records, and similar documents established for
compliance with standards and regulations bearing on performance of the Work.

1.7

CONTRACTOR'S QUALITY-CONTROL PLAN
A.

Quality-Control Plan, General: Submit quality-control plan within 10 days of Notice to
Proceed, and not less than five days prior to preconstruction conference. Submit in format
acceptable to Architect. Identify personnel, procedures, controls, instructions, tests, records, and
forms to be used to carry out Contractor's quality-assurance and quality-control responsibilities
and to coordinate Owner's quality-assurance and quality-control activities. Coordinate with
Contractor's Construction Schedule.
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Quality-Control Personnel Qualifications: Engage qualified personnel trained and experienced
in managing and executing quality-assurance and quality-control procedures similar in nature
and extent to those required for Project.
1.

Project quality-control manager may also serve as Project superintendent

C.

Submittal Procedure: Describe procedures for ensuring compliance with requirements through
review and management of submittal process. Indicate qualifications of personnel responsible
for submittal review.

D.

Testing and Inspection: In quality-control plan, include a comprehensive schedule of Work
requiring testing or inspection, including the following:
1.

2.
3.

Contractor-performed tests and inspections, including subcontractor-performed tests and
inspections. Include required tests and inspections and Contractor-elected tests and
inspections. Distinguish source quality-control tests and inspections from field qualitycontrol tests and inspections.
Special inspections required by authorities having jurisdiction and indicated on the
Statement of Special Inspections.
Owner-performed tests and inspections indicated in the Contract Documents, including
tests and inspections indicated to be performed by Commissioning Authority.

E.

Continuous Inspection of Workmanship: Describe process for continuous inspection during
construction to identify and correct deficiencies in workmanship in addition to testing and
inspection specified. Indicate types of corrective actions to be required to bring the Work into
compliance with standards of workmanship established by Contract requirements and approved
mockups.

F.

Monitoring and Documentation: Maintain testing and inspection reports, including log of
approved and rejected results. Include Work Architect has indicated as nonconforming or
defective. Indicate corrective actions taken to bring nonconforming Work into compliance with
requirements. Comply with requirements of authorities having jurisdiction.

1.8

REPORTS AND DOCUMENTS
A.

Test and Inspection Reports: Prepare and submit certified written reports specified in other
Sections. Include the following:
1.
2.
3.
4.
5.
6.
7.
8.
9.
10.

Date of issue.
Project title and number.
Name, address, telephone number, and email address of testing agency.
Dates and locations of samples and tests or inspections.
Names of individuals making tests and inspections.
Description of the Work and test and inspection method.
Identification of product and Specification Section.
Complete test or inspection data.
Test and inspection results and an interpretation of test results.
Record of temperature and weather conditions at time of sample-taking and testing and
inspection.
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11.
12.
13.
B.

2.
3.
4.
5.
6.
7.

Name, address, telephone number, and email address of technical representative making
report.
Statement on condition of substrates and their acceptability for installation of product.
Statement that products at Project site comply with requirements.
Summary of installation procedures being followed, whether they comply with
requirements and, if not, what corrective action was taken.
Results of operational and other tests and a statement of whether observed performance
complies with requirements.
Statement of whether conditions, products, and installation will affect warranty.
Other required items indicated in individual Specification Sections.

Factory-Authorized Service Representative's Reports: Prepare written information documenting
manufacturer's factory-authorized service representative's tests and inspections specified in
other Sections. Include the following:
1.
2.
3.
4.
5.

1.9

Comments or professional opinion on whether tested or inspected Work complies with
the Contract Document requirements.
Name and signature of laboratory inspector.
Recommendations on retesting and reinspecting.

Manufacturer's Technical Representative's Field Reports: Prepare written information
documenting manufacturer's technical representative's tests and inspections specified in other
Sections. Include the following:
1.

C.

Project #: 20005-00

Name, address, telephone number, and email address of factory-authorized service
representative making report.
Statement that equipment complies with requirements.
Results of operational and other tests and a statement of whether observed performance
complies with requirements.
Statement of whether conditions, products, and installation will affect warranty.
Other required items indicated in individual Specification Sections.

QUALITY ASSURANCE
A.

Qualifications paragraphs in this article establish the minimum qualification levels required;
individual Specification Sections specify additional requirements.

B.

Manufacturer Qualifications: A firm experienced in manufacturing products or systems similar
to those indicated for this Project and with a record of successful in-service performance, as
well as sufficient production capacity to produce required units. As applicable, procure products
from manufacturers able to meet qualification requirements, warranty requirements, and
technical or factory-authorized service representative requirements.

C.

Fabricator Qualifications: A firm experienced in producing products similar to those indicated
for this Project and with a record of successful in-service performance, as well as sufficient
production capacity to produce required units.

D.

Installer Qualifications: A firm or individual experienced in installing, erecting, applying, or
assembling work similar in material, design, and extent to that indicated for this Project, whose
work has resulted in construction with a record of successful in-service performance.
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E.

Professional Engineer Qualifications: A professional engineer who is legally qualified to
practice in jurisdiction where Project is located and who is experienced in providing
engineering services of the kind indicated. Engineering services are defined as those performed
for installations of the system, assembly, or product that is similar in material, design, and
extent to those indicated for this Project.

F.

Specialists: Certain Specification Sections require that specific construction activities shall be
performed by entities who are recognized experts in those operations. Specialists shall satisfy
qualification requirements indicated and shall be engaged in the activities indicated.
1.

Requirements of authorities having jurisdiction shall supersede requirements for
specialists.

G.

Testing and Inspecting Agency Qualifications: An NRTL, an NVLAP, or an independent
agency with the experience and capability to conduct testing and inspection indicated, as
documented in accordance with ASTM E329, and with additional qualifications specified in
individual Sections; and, where required by authorities having jurisdiction, that is acceptable to
authorities.

H.

Manufacturer's Technical Representative Qualifications: An authorized representative of
manufacturer who is trained and approved by manufacturer to observe and inspect installation
of manufacturer's products that are similar in material, design, and extent to those indicated for
this Project.

I.

Factory-Authorized Service Representative Qualifications: An authorized representative of
manufacturer who is trained and approved by manufacturer to inspect, demonstrate, repair, and
perform service on installations of manufacturer's products that are similar in material, design,
and extent to those indicated for this Project.

J.

Preconstruction Testing: Where testing agency is indicated to perform preconstruction testing
for compliance with specified requirements for performance and test methods, comply with the
following Contractor's responsibilities, including the following:
1.
2.
3.
4.
5.
6.
7.

Provide test specimens representative of proposed products and construction.
Submit specimens in a timely manner with sufficient time for testing and analyzing
results to prevent delaying the Work.
Provide sizes and configurations of test assemblies, mockups, and laboratory mockups to
adequately demonstrate capability of products to comply with performance requirements.
Build site-assembled test assemblies and mockups, using installers who will perform
same tasks for Project.
Build laboratory mockups at testing facility, using personnel, products, and methods of
construction indicated for the completed Work.
When testing is complete, remove test specimens and test assemblies,] do not reuse
products on Project.
Testing Agency Responsibilities: Submit a certified written report of each test,
inspection, and similar quality-assurance service to Architect with copy to Contractor.
Interpret tests and inspections, and state in each report whether tested and inspected Work
complies with or deviates from the Contract Documents.
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1.10
A.

QUALITY CONTROL
Owner Responsibilities: Where quality-control services are indicated as Owner's responsibility,
Owner will engage a qualified testing agency to perform these services.
1.

B.

Project #: 20005-00

Owner will furnish Contractor with names, addresses, and telephone numbers of testing
agencies engaged and a description of types of testing and inspection they are engaged to
perform.

Contractor Responsibilities: Tests and inspections not explicitly assigned to Owner are
Contractor's responsibility. Perform additional quality-control activities, whether specified or
not, to verify and document that the Work complies with requirements.
1.

2.

Unless otherwise indicated, provide quality-control services specified and those required
by authorities having jurisdiction. Perform quality-control services required of Contractor
by authorities having jurisdiction, whether specified or not.
Engage a qualified testing agency to perform quality-control services.
a.

3.
4.
5.
6.

Contractor shall not employ same entity engaged by Owner, unless agreed to in
writing by Owner.

Notify testing agencies at least 24 hours in advance of time when Work that requires
testing or inspection will be performed.
Where quality-control services are indicated as Contractor's responsibility, submit a
certified written report, in duplicate, of each quality-control service.
Testing and inspection requested by Contractor and not required by the Contract
Documents are Contractor's responsibility.
Submit additional copies of each written report directly to authorities having jurisdiction,
when they so direct.

C.

Retesting/Reinspecting: Regardless of whether original tests or inspections were Contractor's
responsibility, provide quality-control services, including retesting and reinspecting, for
construction that replaced Work that failed to comply with the Contract Documents.

D.

Testing Agency Responsibilities: Cooperate with Architect Construction Manager, and
Contractor in performance of duties. Provide qualified personnel to perform required tests and
inspections.
1.
2.
3.
4.
5.
6.

Notify Architect , Construction Manager, and Contractor promptly of irregularities or
deficiencies observed in the Work during performance of its services.
Determine the locations from which test samples will be taken and in which in-situ tests
are conducted.
Conduct and interpret tests and inspections, and state in each report whether tested and
inspected Work complies with or deviates from requirements.
Submit a certified written report, in duplicate, of each test, inspection, and similar
quality-control service through Contractor.
Do not release, revoke, alter, or increase the Contract Document requirements or approve
or accept any portion of the Work.
Do not perform duties of Contractor.
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E.

Manufacturer's Field Services: Where indicated, engage a factory-authorized service
representative to inspect field-assembled components and equipment installation, including
service connections. Report results in writing as specified in Section 013300 "Submittal
Procedures."

F.

Manufacturer's Technical Services: Where indicated, engage a manufacturer's technical
representative to observe and inspect the Work. Manufacturer's technical representative's
services include participation in preinstallation conferences, examination of substrates and
conditions, verification of materials, observation of Installer activities, inspection of completed
portions of the Work, and submittal of written reports.

G.

Contractor's Associated Requirements and Services: Cooperate with agencies and
representatives performing required tests, inspections, and similar quality-control services, and
provide reasonable auxiliary services as requested. Notify agency sufficiently in advance of
operations to permit assignment of personnel. Provide the following:
1.
2.
3.
4.
5.
6.
7.

H.

Access to the Work.
Incidental labor and facilities necessary to facilitate tests and inspections.
Adequate quantities of representative samples of materials that require testing and
inspection. Assist agency in obtaining samples.
Facilities for storage and field curing of test samples.
Delivery of samples to testing agencies.
Preliminary design mix proposed for use for material mixes that require control by testing
agency.
Security and protection for samples and for testing and inspection equipment at Project
site.

Coordination: Coordinate sequence of activities to accommodate required quality-assurance and
quality-control services with a minimum of delay and to avoid necessity of removing and
replacing construction to accommodate testing and inspection.
1.

Schedule times for tests, inspections, obtaining samples, and similar activities.

PART 2 - PRODUCTS (Not Used)
PART 3 - EXECUTION
3.1

TEST AND INSPECTION LOG
A.

Test and Inspection Log: Prepare a record of tests and inspections. Include the following:
1.
2.
3.
4.

Date test or inspection was conducted.
Description of the Work tested or inspected.
Date test or inspection results were transmitted to Architect.
Identification of testing agency or special inspector conducting test or inspection.
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B.

Maintain log at Project site. Post changes and revisions as they occur. Provide access to test and
inspection log for Architect's and Construction Manager's reference during normal working
hours.
1.

3.2

Project #: 20005-00

Submit log at Project closeout as part of Project Record Documents.

REPAIR AND PROTECTION
A.

General: On completion of testing, inspection, sample-taking, and similar services, repair
damaged construction and restore substrates and finishes.
1.

Provide materials and comply with installation requirements specified in other
Specification Sections or matching existing substrates and finishes. Restore patched areas
and extend restoration into adjoining areas with durable seams that are as invisible as
possible. Comply with the Contract Document requirements for cutting and patching in
Section 017300 "Execution."

B.

Protect construction exposed by or for quality-control service activities.

C.

Repair and protection are Contractor's responsibility, regardless of the assignment of
responsibility for quality-control services.

END OF SECTION 014000
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SECTION 014200 - REFERENCES
PART 1 - GENERAL
1.1

RELATED DOCUMENTS
A.

1.2

Drawings and general provisions of the Contract, including General and Supplementary
Conditions and other Division 01 Specification Sections, apply to this Section.
DEFINITIONS

A.

General: Basic Contract definitions are included in the Conditions of the Contract.

B.

"Approved": When used to convey Architect's action on Contractor's submittals, applications,
and requests, "approved" is limited to Architect's duties and responsibilities as stated in the
Conditions of the Contract.

C.

"Directed": A command or instruction by Architect. Other terms including "requested,"
"authorized," "selected," "required," and "permitted" have the same meaning as "directed."

D.

"Indicated": Requirements expressed by graphic representations or in written form on
Drawings, in Specifications, and in other Contract Documents. Other terms including "shown,"
"noted," "scheduled," and "specified" have the same meaning as "indicated."

E.

"Regulations": Laws, ordinances, statutes, and lawful orders issued by authorities having
jurisdiction, and rules, conventions, and agreements within the construction industry that control
performance of the Work.

F.

"Furnish": Supply and deliver to Project site, ready for unloading, unpacking, assembly,
installation, and similar operations.

G.

"Install": Unload, temporarily store, unpack, assemble, erect, place, anchor, apply, work to
dimension, finish, cure, protect, clean, and similar operations at Project site.

H.

"Provide": Furnish and install, complete and ready for the intended use.

I.

"Project Site": Space available for performing construction activities. The extent of Project site
is shown on Drawings and may or may not be identical with the description of the land on
which Project is to be built.

1.3

INDUSTRY STANDARDS
A.

Applicability of Standards: Unless the Contract Documents include more stringent
requirements, applicable construction industry standards have the same force and effect as if
bound or copied directly into the Contract Documents to the extent referenced. Such standards
are made a part of the Contract Documents by reference.
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B.

Publication Dates: Comply with standards in effect as of date of the Contract Documents unless
otherwise indicated.

C.

Copies of Standards: Each entity engaged in construction on Project should be familiar with
industry standards applicable to its construction activity. Copies of applicable standards are not
bound with the Contract Documents.
1.

1.4

Where copies of standards are needed to perform a required construction activity, obtain
copies directly from publication source.

ABBREVIATIONS AND ACRONYMS
A.

Industry Organizations: Where abbreviations and acronyms are used in Specifications or other
Contract Documents, they shall mean the recognized name of the entities in the following list.
Abbreviations and acronyms not included in this list shall mean the recognized name of the
entities indicated in Gale's "Encyclopedia of Associations: National Organizations of the U.S."
or in Columbia Books' "National Trade & Professional Associations of the United States." The
information in this list is subject to change and is believed to be accurate as of the date of the
Contract Documents.
1.
2.
3.
4.
5.
6.
7.
8.
9.
10.
11.
12.
13.
14.
15.
16.
17.
18.
19.
20.
21.
22.
23.
24.
25.
26.
27.
28.
29.

REFERENCES

AABC - Associated Air Balance Council; www.aabc.com.
AAMA - American Architectural Manufacturers Association; www.aamanet.org.
AAPFCO - Association of American Plant Food Control Officials; www.aapfco.org.
AASHTO - American Association of State Highway and Transportation Officials;
www.transportation.org.
AATCC - American Association of Textile Chemists and Colorists; www.aatcc.org.
ABMA - American Bearing Manufacturers Association; www.americanbearings.org.
ABMA - American Boiler Manufacturers Association; www.abma.com.
ACI - American Concrete Institute; (Formerly: ACI International); www.concrete.org.
ACPA - American Concrete Pipe Association; www.concrete-pipe.org.
AEIC - Association of Edison Illuminating Companies, Inc. (The); www.aeic.org.
AF&PA - American Forest & Paper Association; www.afandpa.org.
AGA - American Gas Association; www.aga.org.
AHAM - Association of Home Appliance Manufacturers; www.aham.org.
AHRI - Air-Conditioning, Heating, and Refrigeration Institute (The); www.ahrinet.org.
AI - Asphalt Institute; www.asphaltinstitute.org.
AIA - American Institute of Architects (The); www.aia.org.
AISC - American Institute of Steel Construction; www.aisc.org.
AISI - American Iron and Steel Institute; www.steel.org.
AITC - American Institute of Timber Construction; www.aitc-glulam.org.
AMCA - Air Movement and Control Association International, Inc.; www.amca.org.
ANSI - American National Standards Institute; www.ansi.org.
AOSA - Association of Official Seed Analysts, Inc.; www.aosaseed.com.
APA - APA - The Engineered Wood Association; www.apawood.org.
APA - Architectural Precast Association; www.archprecast.org.
API - American Petroleum Institute; www.api.org.
ARI - Air-Conditioning & Refrigeration Institute; (See AHRI).
ARI - American Refrigeration Institute; (See AHRI).
ARMA - Asphalt Roofing Manufacturers Association; www.asphaltroofing.org.
ASCE - American Society of Civil Engineers; www.asce.org.
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30.
31.
32.
33.
34.
35.
36.
37.
38.
39.
40.
41.
42.
43.
44.
45.
46.
47.
48.
49.
50.
51.
52.
53.
54.
55.
56.
57.
58.
59.
60.
61.
62.
63.
64.
65.
66.
67.
68.
69.
70.
71.
72.
73.
74.
REFERENCES
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ASCE/SEI - American Society of Civil Engineers/Structural Engineering Institute; (See
ASCE).
ASHRAE - American Society of Heating, Refrigerating and Air-Conditioning Engineers;
www.ashrae.org.
ASME - ASME International; (American Society of Mechanical Engineers);
www.asme.org.
ASSE - American Society of Safety Engineers (The); www.asse.org.
ASSE - American Society of Sanitary Engineering; www.asse-plumbing.org.
ASTM - ASTM International; www.astm.org.
ATIS - Alliance for Telecommunications Industry Solutions; www.atis.org.
AWEA - American Wind Energy Association; www.awea.org.
AWI - Architectural Woodwork Institute; www.awinet.org.
AWMAC - Architectural Woodwork Manufacturers Association of Canada;
www.awmac.com.
AWPA - American Wood Protection Association; www.awpa.com.
AWS - American Welding Society; www.aws.org.
AWWA - American Water Works Association; www.awwa.org.
BHMA - Builders Hardware Manufacturers Association; www.buildershardware.com.
BIA - Brick Industry Association (The); www.gobrick.com.
BICSI - BICSI, Inc.; www.bicsi.org.
BIFMA - BIFMA International; (Business and Institutional Furniture Manufacturer's
Association); www.bifma.org.
BISSC - Baking Industry Sanitation Standards Committee; www.bissc.org.
BWF - Badminton World Federation; (Formerly: International Badminton Federation);
www.bissc.org.
CDA - Copper Development Association; www.copper.org.
CE - Conformite Europeenne; http://ec.europa.eu/growth/single-market/ce-marking/.
CEA - Canadian Electricity Association; www.electricity.ca.
CEA - Consumer Electronics Association; www.ce.org.
CFFA - Chemical Fabrics and Film Association, Inc.; www.chemicalfabricsandfilm.com.
CFSEI - Cold-Formed Steel Engineers Institute; www.cfsei.org.
CGA - Compressed Gas Association; www.cganet.com.
CIMA - Cellulose Insulation Manufacturers Association; www.cellulose.org.
CISCA - Ceilings & Interior Systems Construction Association; www.cisca.org.
CISPI - Cast Iron Soil Pipe Institute; www.cispi.org.
CLFMI - Chain Link Fence Manufacturers Institute; www.chainlinkinfo.org.
CPA - Composite Panel Association; www.pbmdf.com.
CRI - Carpet and Rug Institute (The); www.carpet-rug.org.
CRRC - Cool Roof Rating Council; www.coolroofs.org.
CRSI - Concrete Reinforcing Steel Institute; www.crsi.org.
CSA - CSA Group; www.csagroup.com.
CSA - CSA International; www.csa-international.org.
CSI - Construction Specifications Institute (The); www.csinet.org.
CSSB - Cedar Shake & Shingle Bureau; www.cedarbureau.org.
CTI - Cooling Technology Institute; (Formerly: Cooling Tower Institute); www.cti.org.
CWC - Composite Wood Council; (See CPA).
DASMA - Door and Access Systems Manufacturers Association; www.dasma.com.
DHI - Door and Hardware Institute; www.dhi.org.
ECA - Electronic Components Association; (See ECIA).
ECAMA - Electronic Components Assemblies & Materials Association; (See ECIA).
ECIA - Electronic Components Industry Association; www.eciaonline.org.
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75.
76.
77.
78.
79.
80.
81.
82.
83.
84.
85.
86.
87.
88.
89.
90.
91.
92.
93.
94.
95.
96.
97.
98.
99.
100.
101.
102.
103.
104.
105.
106.
107.
108.
109.
110.
111.
112.
113.
114.
115.
116.
117.
REFERENCES

Project #: 20005-00

EIA - Electronic Industries Alliance; (See TIA).
EIMA - EIFS Industry Members Association; www.eima.com.
EJMA - Expansion Joint Manufacturers Association, Inc.; www.ejma.org.
ESD - ESD Association; (Electrostatic Discharge Association); www.esda.org.
ESTA - Entertainment Services and Technology Association; (See PLASA).
ETL - Intertek (See Intertek); www.intertek.com.
EVO - Efficiency Valuation Organization; www.evo-world.org.
FCI - Fluid Controls Institute; www.fluidcontrolsinstitute.org.
FIBA - Federation Internationale de Basketball; (The International Basketball
Federation); www.fiba.com.
FIVB - Federation Internationale de Volleyball; (The International Volleyball
Federation); www.fivb.org.
FM Approvals - FM Approvals LLC; www.fmglobal.com.
FM Global - FM Global; (Formerly: FMG - FM Global); www.fmglobal.com.
FRSA - Florida Roofing, Sheet Metal & Air Conditioning Contractors Association, Inc.;
www.floridaroof.com.
FSA - Fluid Sealing Association; www.fluidsealing.com.
FSC - Forest Stewardship Council U.S.; www.fscus.org.
GA - Gypsum Association; www.gypsum.org.
GANA - Glass Association of North America; www.glasswebsite.com.
GS - Green Seal; www.greenseal.org.
HI - Hydraulic Institute; www.pumps.org.
HI/GAMA - Hydronics Institute/Gas Appliance Manufacturers Association; (See AHRI).
HMMA - Hollow Metal Manufacturers Association; (See NAAMM).
HPVA - Hardwood Plywood & Veneer Association; www.hpva.org.
HPW - H. P. White Laboratory, Inc.; www.hpwhite.com.
IAPSC - International Association of Professional Security Consultants; www.iapsc.org.
IAS - International Accreditation Service; www.iasonline.org.
ICBO - International Conference of Building Officials; (See ICC).
ICC - International Code Council; www.iccsafe.org.
ICEA - Insulated Cable Engineers Association, Inc.; www.icea.net.
ICPA - International Cast Polymer Alliance; www.icpa-hq.org.
ICRI - International Concrete Repair Institute, Inc.; www.icri.org.
IEC - International Electrotechnical Commission; www.iec.ch.
IEEE - Institute of Electrical and Electronics Engineers, Inc. (The); www.ieee.org.
IES - Illuminating Engineering Society; (Formerly: Illuminating Engineering Society of
North America); www.ies.org.
IESNA - Illuminating Engineering Society of North America; (See IES).
IEST - Institute of Environmental Sciences and Technology; www.iest.org.
IGMA - Insulating Glass Manufacturers Alliance; www.igmaonline.org.
IGSHPA
International
Ground
Source
Heat
Pump
Association;
www.igshpa.okstate.edu.
ILI - Indiana Limestone Institute of America, Inc.; www.iliai.com.
Intertek - Intertek Group; (Formerly: ETL SEMCO; Intertek Testing Service NA);
www.intertek.com.
ISA - International Society of Automation (The); (Formerly: Instrumentation, Systems,
and Automation Society); www.isa.org.
ISAS - Instrumentation, Systems, and Automation Society (The); (See ISA).
ISFA - International Surface Fabricators Association; (Formerly: International Solid
Surface Fabricators Association); www.isfanow.org.
ISO - International Organization for Standardization; www.iso.org.
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ISSFA - International Solid Surface Fabricators Association; (See ISFA).
ITU - International Telecommunication Union; www.itu.int/home.
KCMA - Kitchen Cabinet Manufacturers Association; www.kcma.org.
LMA - Laminating Materials Association; (See CPA).
LPI - Lightning Protection Institute; www.lightning.org.
MBMA - Metal Building Manufacturers Association; www.mbma.com.
MCA - Metal Construction Association; www.metalconstruction.org.
MFMA - Maple Flooring Manufacturers Association, Inc.; www.maplefloor.org.
MFMA - Metal Framing Manufacturers Association, Inc.; www.metalframingmfg.org.
MHIA - Material Handling Industry of America; www.mhia.org.
MIA - Marble Institute of America; www.marble-institute.com.
MMPA - Moulding & Millwork Producers Association; www.wmmpa.com.
MPI - Master Painters Institute; www.paintinfo.com.
MSS - Manufacturers Standardization Society of The Valve and Fittings Industry Inc.;
www.mss-hq.org.
NAAMM - National Association of Architectural Metal Manufacturers;
www.naamm.org.
NACE - NACE International; (National Association of Corrosion Engineers
International); www.nace.org.
NADCA - National Air Duct Cleaners Association; www.nadca.com.
NAIMA - North American Insulation Manufacturers Association; www.naima.org.
NBGQA - National Building Granite Quarries Association, Inc.; www.nbgqa.com.
NBI - New Buildings Institute; www.newbuildings.org.
NCAA - National Collegiate Athletic Association (The); www.ncaa.org.
NCMA - National Concrete Masonry Association; www.ncma.org.
NEBB - National Environmental Balancing Bureau; www.nebb.org.
NECA - National Electrical Contractors Association; www.necanet.org.
NeLMA - Northeastern Lumber Manufacturers Association; www.nelma.org.
NEMA - National Electrical Manufacturers Association; www.nema.org.
NETA - InterNational Electrical Testing Association; www.netaworld.org.
NFHS - National Federation of State High School Associations; www.nfhs.org.
NFPA - National Fire Protection Association; www.nfpa.org.
NFPA - NFPA International; (See NFPA).
NFRC - National Fenestration Rating Council; www.nfrc.org.
NHLA - National Hardwood Lumber Association; www.nhla.com.
NLGA - National Lumber Grades Authority; www.nlga.org.
NOFMA - National Oak Flooring Manufacturers Association; (See NWFA).
NOMMA - National Ornamental & Miscellaneous Metals Association; www.nomma.org.
NRCA - National Roofing Contractors Association; www.nrca.net.
NRMCA - National Ready Mixed Concrete Association; www.nrmca.org.
NSF - NSF International; www.nsf.org.
NSPE - National Society of Professional Engineers; www.nspe.org.
NSSGA - National Stone, Sand & Gravel Association; www.nssga.org.
NTMA - National Terrazzo & Mosaic Association, Inc. (The); www.ntma.com.
NWFA - National Wood Flooring Association; www.nwfa.org.
PCI - Precast/Prestressed Concrete Institute; www.pci.org.
PDI - Plumbing & Drainage Institute; www.pdionline.org.
PLASA - PLASA; (Formerly: ESTA - Entertainment Services and Technology
Association); www.plasa.org.
RCSC - Research Council on Structural Connections; www.boltcouncil.org.
RFCI - Resilient Floor Covering Institute; www.rfci.com.
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RIS - Redwood Inspection Service; www.redwoodinspection.com.
SAE - SAE International; www.sae.org.
SCTE - Society of Cable Telecommunications Engineers; www.scte.org.
SDI - Steel Deck Institute; www.sdi.org.
SDI - Steel Door Institute; www.steeldoor.org.
SEFA - Scientific Equipment and Furniture Association (The); www.sefalabs.com.
SEI/ASCE - Structural Engineering Institute/American Society of Civil Engineers; (See
ASCE).
SIA - Security Industry Association; www.siaonline.org.
SJI - Steel Joist Institute; www.steeljoist.org.
SMA - Screen Manufacturers Association; www.smainfo.org.
SMACNA - Sheet Metal and Air Conditioning Contractors' National Association;
www.smacna.org.
SMPTE - Society of Motion Picture and Television Engineers; www.smpte.org.
SPFA - Spray Polyurethane Foam Alliance; www.sprayfoam.org.
SPIB - Southern Pine Inspection Bureau; www.spib.org.
SPRI - Single Ply Roofing Industry; www.spri.org.
SRCC - Solar Rating & Certification Corporation; www.solar-rating.org.
SSINA - Specialty Steel Industry of North America; www.ssina.com.
SSPC - SSPC: The Society for Protective Coatings; www.sspc.org.
STI - Steel Tank Institute; www.steeltank.com.
SWI - Steel Window Institute; www.steelwindows.com.
SWPA - Submersible Wastewater Pump Association; www.swpa.org.
TCA - Tilt-Up Concrete Association; www.tilt-up.org.
TCNA - Tile Council of North America, Inc.; www.tileusa.com.
TEMA - Tubular Exchanger Manufacturers Association, Inc.; www.tema.org.
TIA - Telecommunications Industry Association (The); (Formerly: TIA/EIA Telecommunications
Industry
Association/Electronic
Industries
Alliance);
www.tiaonline.org.
TIA/EIA - Telecommunications Industry Association/Electronic Industries Alliance; (See
TIA).
TMS - The Masonry Society; www.masonrysociety.org.
TPI - Truss Plate Institute; www.tpinst.org.
TPI - Turfgrass Producers International; www.turfgrasssod.org.
TRI - Tile Roofing Institute; www.tileroofing.org.
UL - Underwriters Laboratories Inc.; www.ul.com.
UNI - Uni-Bell PVC Pipe Association; www.uni-bell.org.
USAV - USA Volleyball; www.usavolleyball.org.
USGBC - U.S. Green Building Council; www.usgbc.org.
USITT - United States Institute for Theatre Technology, Inc.; www.usitt.org.
WA - Wallcoverings Association; www.wallcoverings.org.
WASTEC - Waste Equipment Technology Association; www.wastec.org.
WCLIB - West Coast Lumber Inspection Bureau; www.wclib.org.
WCMA - Window Covering Manufacturers Association; www.wcmanet.org.
WDMA - Window & Door Manufacturers Association; www.wdma.com.
WI - Woodwork Institute; www.wicnet.org.
WSRCA - Western States Roofing Contractors Association; www.wsrca.com.
WWPA - Western Wood Products Association; www.wwpa.org.
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B.

Code Agencies: Where abbreviations and acronyms are used in Specifications or other Contract
Documents, they shall mean the recognized name of the entities in the following list. This
information is believed to be accurate as of the date of the Contract Documents.
1.
2.
3.
4.

C.

DIN - Deutsches Institut fur Normung e.V.; www.din.de.
IAPMO - International Association of Plumbing and Mechanical Officials;
www.iapmo.org.
ICC - International Code Council; www.iccsafe.org.
ICC-ES - ICC Evaluation Service, LLC; www.icc-es.org.

Federal Government Agencies: Where abbreviations and acronyms are used in Specifications or
other Contract Documents, they shall mean the recognized name of the entities in the following
list. Information is subject to change and is up to date as of the date of the Contract Documents.
1.
2.
3.
4.
5.
6.
7.
8.
9.
10.
11.
12.
13.
14.
15.
16.
17.
18.
19.

D.

Project #: 20005-00

COE - Army Corps of Engineers; www.usace.army.mil.
CPSC - Consumer Product Safety Commission; www.cpsc.gov.
DOC - Department of Commerce; National Institute of Standards and Technology;
www.nist.gov.
DOD - Department of Defense; www.quicksearch.dla.mil.
DOE - Department of Energy; www.energy.gov.
EPA - Environmental Protection Agency; www.epa.gov.
FAA - Federal Aviation Administration; www.faa.gov.
FG - Federal Government Publications; www.gpo.gov/fdsys.
GSA - General Services Administration; www.gsa.gov.
HUD - Department of Housing and Urban Development; www.hud.gov.
LBL - Lawrence Berkeley National Laboratory; Environmental Energy Technologies
Division; www.eetd.lbl.gov.
OSHA - Occupational Safety & Health Administration; www.osha.gov.
SD - Department of State; www.state.gov.
TRB - Transportation Research Board; National Cooperative Highway Research
Program; The National Academies; www.trb.org.
USDA - Department of Agriculture; Agriculture Research Service; U.S. Salinity
Laboratory; www.ars.usda.gov.
USDA - Department of Agriculture; Rural Utilities Service; www.usda.gov.
USDOJ - Department of Justice; Office of Justice Programs; National Institute of Justice;
www.ojp.usdoj.gov.
USP - U.S. Pharmacopeial Convention; www.usp.org.
USPS - United States Postal Service; www.usps.com.

Standards and Regulations: Where abbreviations and acronyms are used in Specifications or
other Contract Documents, they shall mean the recognized name of the standards and
regulations in the following list. This information is subject to change and is believed to be
accurate as of the date of the Contract Documents.
1.
2.
3.
4.

REFERENCES

CFR - Code of Federal Regulations; Available from Government Printing Office;
www.gpo.gov/fdsys.
DOD - Department of Defense; Military Specifications and Standards; Available from
DLA Document Services; www.quicksearch.dla.mil.
DSCC - Defense Supply Center Columbus; (See FS).
FED-STD - Federal Standard; (See FS).
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5.

FS - Federal Specification;
www.quicksearch.dla.mil.
a.
b.
c.

6.
7.
8.
E.

Project #: 20005-00
Available

from

DLA

Document

Services;

Available from Defense Standardization Program; www.dsp.dla.mil.
Available from General Services Administration; www.gsa.gov.
Available from National Institute of Building Sciences/Whole Building Design
Guide; www.wbdg.org.

MILSPEC - Military Specification and Standards; (See DOD).
USAB - United States Access Board; www.access-board.gov.
USATBCB - U.S. Architectural & Transportation Barriers Compliance Board; (See
USAB).

State Government Agencies: Where abbreviations and acronyms are used in Specifications or
other Contract Documents, they shall mean the recognized name of the entities in the following
list. This information is subject to change and is believed to be accurate as of the date of the
Contract Documents.
1.
2.
3.
4.
5.
6.
7.

CBHF; State of California; Department of Consumer Affairs; Bureau of Electronic and
Appliance Repair, Home Furnishings and Thermal Insulation; www.bearhfti.ca.gov.
CCR; California Code of Regulations; Office of Administrative Law; California Title 24
Energy Code; www.calregs.com.
CDHS; California Department of Health Services; (See CDPH).
CDPH; California Department of Public Health; Indoor Air Quality Program; www.caliaq.org.
CPUC; California Public Utilities Commission; www.cpuc.ca.gov.
SCAQMD; South Coast Air Quality Management District; www.aqmd.gov.
TFS; Texas A&M Forest Service; Sustainable Forestry and Economic Development;
www.txforestservice.tamu.edu.

PART 2 - PRODUCTS (Not Used)
PART 3 - EXECUTION (Not Used)
END OF SECTION 014200

REFERENCES

014200
Page 8 of 8

Murrieta ES - Interim Housing

Project #: 20005-00

SECTION 015000 - TEMPORARY FACILITIES AND CONTROLS
PART 1 - GENERAL
1.1

RELATED DOCUMENTS
A.

1.2

Drawings and general provisions of the Contract, including General and Supplementary
Conditions and other Division 01 Specification Sections, apply to this Section.
SUMMARY

A.

Section includes requirements for temporary utilities, support facilities, and security and
protection facilities.

B.

Related Requirements:
1.

1.3

Section 011000 "Summary" for work restrictions and limitations on utility interruptions.

USE CHARGES
A.

Installation, removal, and use charges for temporary facilities shall be included in the Contract
Sum unless otherwise indicated. Allow other entities engaged in the Project to use temporary
services and facilities without cost, including, but not limited to, Architect, testing agencies, and
authorities having jurisdiction.

B.

Sewer Service: Pay sewer-service use charges for sewer usage by all entities for construction
operations.

C.

Water Service: Pay water-service use charges for water used by all entities for construction
operations.

D.

Electric Power Service: Pay electric-power-service use charges for electricity used by all
entities for construction operations.

E.

Water and Sewer Service from Existing System: Water from Owner's existing water system is
available for use with metering. Provide connections and extensions of services and metering as
required for construction operations.

F.

Electric Power Service from Existing System: Electric power from Owner's existing system is
available for use with metering]. Provide connections and extensions of services and metering
as required for construction operations.

TEMPORARY FACILITIES AND CONTROLS
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1.4
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INFORMATIONAL SUBMITTALS
A.

Site Utilization Plan: Show temporary facilities, temporary utility lines and connections, staging
areas, construction site entrances, vehicle circulation, and parking areas for construction
personnel.

B.

Implementation and Termination Schedule: Within 15 days of date established for
commencement of the Work, submit schedule indicating implementation and termination dates
of each temporary utility.

C.

Project Identification and Temporary Signs: Show fabrication and installation details, including
plans, elevations, details, layouts, typestyles, graphic elements, and message content.

D.

Fire-Safety Program: Show compliance with requirements of NFPA 241 and authorities having
jurisdiction. Indicate Contractor personnel responsible for management of fire-prevention
program.

E.

Moisture- and Mold-Protection Plan: Describe procedures and controls for protecting materials
and construction from water absorption and damage and mold. Describe delivery, handling,
storage, installation, and protection provisions for materials subject to water absorption or water
damage.
1.

2.

3.
F.

Dust- and HVAC-Control Plan: Submit coordination drawing and narrative that indicates the
dust- and HVAC-control measures proposed for use, proposed locations, and proposed time
frame for their operation. Include the following:
1.
2.
3.
4.
5.

G.

Indicate procedures for discarding water-damaged materials, protocols for mitigating
water intrusion into completed Work, and requirements for replacing water-damaged
Work.
Indicate sequencing of work that requires water, such as sprayed fire-resistive materials,
plastering, and terrazzo grinding, and describe plans for dealing with water from these
operations. Show procedures for verifying that wet construction has dried sufficiently to
permit installation of finish materials.
Indicate methods to be used to avoid trapping water in finished work.

Locations of dust-control partitions at each phase of work.
HVAC system isolation schematic drawing.
Location of proposed air-filtration system discharge.
Waste-handling procedures.
Other dust-control measures.

Noise and Vibration Control Plan: Identify construction activities that may impact the
occupancy and use of existing spaces within the building or adjacent existing buildings, whether
occupied by others, or occupied by the Owner. Include the following:
1.
2.
3.
4.

Methods used to meet the goals and requirements of the Owner.
Concrete cutting method(s) to be used.
Location of construction devices on the site.
Show compliance with the use and maintenance of quieted construction devices for the
duration of the Project.

TEMPORARY FACILITIES AND CONTROLS
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5.
6.

1.5

Project #: 20005-00

Indicate activities that may disturb building occupants and that are planned to be
performed during non-standard working hours as coordinated with the Owner.
Indicate locations of sensitive [research] [patient] [equipment] <Insert item> areas or
other areas requiring special attention as identified by Owner. Indicate means for
complying with Owner's requirements.

QUALITY ASSURANCE
A.

Electric Service: Comply with NECA, NEMA, and UL standards and regulations for temporary
electric service. Install service to comply with NFPA 70.

B.

Tests and Inspections: Arrange for authorities having jurisdiction to test and inspect each
temporary utility before use. Obtain required certifications and permits.

C.

Accessible Temporary Egress: Comply with applicable provisions in the United States Access
Board's ADA-ABA Accessibility Guidelines and ICC/ANSI A117.1.

1.6

PROJECT CONDITIONS
A.

Temporary Use of Permanent Facilities: Engage Installer of each permanent service to assume
responsibility for operation, maintenance, and protection of each permanent service during its
use as a construction facility before Owner's acceptance, regardless of previously assigned
responsibilities.

PART 2 - PRODUCTS
2.1

MATERIALS
A.

Chain-Link Fencing: Minimum 2-inch, 0.148-inch- thick, galvanized-steel, chain-link fabric
fencing; minimum 6 feet high with galvanized-steel pipe posts; minimum 2-3/8-inch- OD line
posts and 2-7/8-inch- OD corner and pull posts, with 1-5/8-inch- OD top rails

B.

Portable Chain-Link Fencing: Minimum 2-inch, 0.148-inch- thick, galvanized-steel, chain-link
fabric fencing; minimum 6 feet high with galvanized-steel pipe posts; minimum 2-3/8-inch- OD
line posts and 2-7/8-inch- OD corner and pull posts, with 1-5/8-inch- OD top and bottom rails.
Provide galvanized-steel bases for supporting posts.

C.

Fencing Windscreen Privacy Screen: Polyester fabric scrim with grommets for attachment to
chain-link fence, sized to height of fence, in color selected by Architect from manufacturer's
standard colors.

2.2

TEMPORARY FACILITIES
A.

Field Offices: Prefabricated or mobile units with serviceable finishes, temperature controls, and
foundations adequate for normal loading.

TEMPORARY FACILITIES AND CONTROLS
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B.

Field Offices: Owner will provide conditioned interior space for field offices for duration of
Project

C.

Common-Use Field Office: Of sufficient size to accommodate needs of Owner,
Architect, Construction Manager, and construction personnel office activities and to
accommodate Project meetings specified in other Division 01 Sections. Keep office clean and
orderly. Furnish and equip offices as follows:
1.
2.

3.
4.
5.
D.

Storage and Fabrication Sheds: Provide sheds sized, furnished, and equipped to accommodate
materials and equipment for construction operations.
1.

2.3

Furniture required for Project-site documents, including file cabinets, plan tables, plan
racks, and bookcases.
Conference room of sufficient size to accommodate meetings of 10 individuals. Provide
electrical power service and 120-V ac duplex receptacles, with no fewer than one
receptacle on each wall. Furnish room with conference table, chairs, and 4-foot- square
tack and marker boards.
Drinking water and private toilet.
Heating and cooling equipment necessary to maintain a uniform indoor temperature of 68
to 72 deg F.
Lighting fixtures capable of maintaining average illumination of 20 fc at desk height.

Store combustible materials apart from building.

EQUIPMENT
A.

Fire Extinguishers: Portable, UL rated; with class and extinguishing agent as required by
locations and classes of fire exposures.

B.

HVAC Equipment: Unless Owner authorizes use of permanent HVAC system, provide vented,
self-contained, liquid-propane-gas or fuel-oil heaters with individual space thermostatic control.
1.
2.

C.

Use of gasoline-burning space heaters, open-flame heaters, or salamander-type heating
units is prohibited.
Heating, Cooling, and Dehumidifying Units: Listed and labeled for type of fuel being
consumed, by a qualified testing agency acceptable to authorities having jurisdiction, and
marked for intended location and application.

Air-Filtration Units: Primary and secondary HEPA-filter-equipped portable units with fourstage filtration. Provide single switch for emergency shutoff. Configure to run continuously.

PART 3 - EXECUTION
3.1

TEMPORARY FACILITIES, GENERAL
A.

Conservation: Coordinate construction and use of temporary facilities with consideration given
to conservation of energy, water, and materials. Coordinate use of temporary utilities to
minimize waste.

TEMPORARY FACILITIES AND CONTROLS
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3.2
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Salvage materials and equipment involved in performance of, but not actually
incorporated into, the Work. See other Sections for disposition of salvaged materials that
are designated as Owner's property.

INSTALLATION, GENERAL
A.

Locate facilities where they will serve Project adequately and result in minimum interference
with performance of the Work. Relocate and modify facilities as required by progress of the
Work.
1.

B.

3.3

Locate facilities to limit site disturbance as specified in Section 011000 "Summary."

Provide each facility ready for use when needed to avoid delay. Do not remove until facilities
are no longer needed or are replaced by authorized use of completed permanent facilities.
TEMPORARY UTILITY INSTALLATION

A.

General: Install temporary service or connect to existing service.
1.

B.

Arrange with utility company, Owner, and existing users for time when service can be
interrupted, if necessary, to make connections for temporary services.

Sewers and Drainage: Provide temporary utilities to remove effluent lawfully.
1.

Connect temporary sewers to municipal system as directed by authorities having
jurisdiction.

C.

.

D.

Water Service: Connect to Owner's existing water service facilities. Clean and maintain water
service facilities in a condition acceptable to Owner. At Substantial Completion, restore these
facilities to condition existing before initial use.

E.

Sanitary Facilities: Provide temporary toilets, wash facilities, safety shower and eyewash
facilities, and drinking water for use of construction personnel. Comply with requirements of
authorities having jurisdiction for type, number, location, operation, and maintenance of fixtures
and facilities.

F.

Temporary Heating and Cooling: Provide temporary heating and cooling required by
construction activities for curing or drying of completed installations or for protecting installed
construction from adverse effects of low temperatures or high humidity. Select equipment that
will not have a harmful effect on completed installations or elements being installed.
1.

G.

Provide temporary dehumidification systems when required to reduce ambient and
substrate moisture levels to level required to allow installation or application of finishes
and their proper curing or drying.

Isolation of Work Areas in Occupied Facilities: Prevent dust, fumes, and odors from entering
occupied areas.

TEMPORARY FACILITIES AND CONTROLS
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1.

Prior to commencing work, isolate the HVAC system in area where work is to be
performed .
a.
b.

2.

3.

Project #: 20005-00

Disconnect supply and return ductwork in work area from HVAC systems
servicing occupied areas.
Maintain negative air pressure within work area, using HEPA-equipped airfiltration units, starting with commencement of temporary partition construction,
and continuing until removal of temporary partitions is complete.

Maintain dust partitions during the Work. Use vacuum collection attachments on dustproducing equipment. Isolate limited work within occupied areas using portable dustcontainment devices.
Perform daily construction cleanup and final cleanup using approved, HEPA-filterequipped vacuum equipment.

H.

Electric Power Service: Connect to Owner's existing electric power service. Maintain equipment
in a condition acceptable to Owner.

I.

Electric Power Service: Provide electric power service and distribution system of sufficient size,
capacity, and power characteristics required for construction operations.
1.

J.

Lighting: Provide temporary lighting with local switching that provides adequate illumination
for construction operations, observations, inspections, and traffic conditions.
1.

K.

Install electric power service overhead unless otherwise indicated.

Install and operate temporary lighting that fulfills security and protection requirements
without operating entire system.

Telephone Service: Provide temporary telephone service in common-use facilities for use by all
construction personnel. Install WiFi cell phone access equipment and one > land-based
telephone line(s) for each field office.
a.
2.

At each telephone, post a list of important telephone numbers.
a.
b.
c.
d.
e.
f.
g.
h.
i.

L.

Police and fire departments.
Ambulance service.
Contractor's home office.
Contractor's emergency after-hours telephone number.
Architect's office.
Construction Manager's home office.
Engineers' offices.
Owner's office.
Principal subcontractors' field and home offices.

Electronic Communication Service: Provide secure WiFi wireless connection to internet with
provisions for access by Architect and Owner.

TEMPORARY FACILITIES AND CONTROLS
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SUPPORT FACILITIES INSTALLATION
A.

Comply with the following:
1.

B.

Temporary Roads and Paved Areas: Construct and maintain temporary roads and paved areas
adequate for construction operations. Locate temporary roads and paved areas on Drawings.
1.

C.

Provide dust-control treatment that is nonpolluting and nontracking. Reapply treatment as
required to minimize dust.

Temporary Use of Planned Permanent Roads and Paved Areas: Locate temporary roads and
paved areas in same location as permanent roads and paved areas. Construct and maintain
temporary roads and paved areas adequate for construction operations. Extend temporary roads
and paved areas, within construction limits indicated, as necessary for construction operations.
1.
2.
3.
4.

D.

Provide construction for temporary field offices, shops, and sheds located within
construction area or within 30 feet of building lines that is noncombustible in accordance
with ASTM E136. Comply with NFPA 241.

Coordinate elevations of temporary roads and paved areas with permanent roads and
paved areas.
Prepare subgrade and install subbase and base for temporary roads and paved areas in
accordance with Section 312000 "Earth Moving."
Recondition base after temporary use, including removing contaminated material,
regrading, proofrolling, compacting, and testing.
Delay installation of final course of permanent hot-mix asphalt pavement until
immediately before Substantial Completion. Repair hot-mix asphalt base-course
pavement before installation of final course in accordance with Section 321216 "Asphalt
Paving."

Traffic Controls: Comply with requirements of authorities having jurisdiction.
1.
2.

Protect existing site improvements to remain, including curbs, pavement, and utilities.
Maintain access for fire-fighting equipment and access to fire hydrants.

E.

Parking: [Provide temporary offsite parking areas for construction personnel.

F.

Storage and Staging: Use designated areas of Project site for storage and staging needs.

G.

Dewatering Facilities and Drains: Comply with requirements of authorities having jurisdiction.
Maintain Project site, excavations, and construction free of water.
1.
2.

H.

Dispose of rainwater in a lawful manner that will not result in flooding Project or
adjoining properties or endanger permanent Work or temporary facilities.
Remove snow and ice as required to minimize accumulations.

Project Signs: Provide Project signs as indicated. Unauthorized signs are not permitted.
1.
2.

Identification Signs: Provide Project identification signs as indicated on Drawings.
Temporary Signs: Provide other signs as indicated and as required to inform public and
individuals seeking entrance to Project.

TEMPORARY FACILITIES AND CONTROLS
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Provide temporary, directional signs for construction personnel and visitors.

Maintain and touch up signs, so they are legible at all times.

I.

Waste Disposal Facilities: Comply with requirements specified in Section 017419
"Construction Waste Management and Disposal."

J.

Waste Disposal Facilities: Provide waste-collection containers in sizes adequate to handle waste
from construction operations. Comply with requirements of authorities having jurisdiction.
Comply with progress cleaning requirements in Section 017300 "Execution."

K.

Lifts and Hoists: Provide facilities necessary for hoisting materials and personnel.
1.

3.5

Truck cranes and similar devices used for hoisting materials are considered "tools and
equipment" and not temporary facilities.

SECURITY AND PROTECTION FACILITIES INSTALLATION
A.

Protection of Existing Facilities: Protect existing vegetation, equipment, structures, utilities, and
other improvements at Project site and on adjacent properties, except those indicated to be
removed or altered. Repair damage to existing facilities.
1.

B.

Environmental Protection: Provide protection, operate temporary facilities, and conduct
construction as required to comply with environmental regulations and that minimize possible
air, waterway, and subsoil contamination or pollution or other undesirable effects.
1.

C.

Comply with work restrictions specified in Section 011000 "Summary."

Temporary Erosion and Sedimentation Control: Provide measures to prevent soil erosion and
discharge of soil-bearing water runoff and airborne dust to undisturbed areas and to adjacent
properties and walkways, according to erosion- and sedimentation-control Drawings .
1.
2.
3.
4.

D.

Where access to adjacent properties is required in order to affect protection of existing
facilities, obtain written permission from adjacent property owner to access property for
that purpose.

Verify that flows of water redirected from construction areas or generated by construction
activity do not enter or cross tree- or plant-protection zones.
Inspect, repair, and maintain erosion- and sedimentation-control measures during
construction until permanent vegetation has been established.
Clean, repair, and restore adjoining properties and roads affected by erosion and
sedimentation from Project site during the course of Project.
Remove erosion and sedimentation controls, and restore and stabilize areas disturbed
during removal.

Stormwater Control: Comply with requirements of authorities having jurisdiction. Provide
barriers in and around excavations and subgrade construction to prevent flooding by runoff of
stormwater from heavy rains.

TEMPORARY FACILITIES AND CONTROLS
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E.

Tree and Plant Protection: Comply with requirements specified in Section 015639 "Temporary
Tree and Plant Protection."

F.

Tree and Plant Protection: Install temporary fencing located as indicated or outside the drip line
of trees to protect vegetation from damage from construction operations. Protect tree root
systems from damage, flooding, and erosion.

G.

Site Enclosure Fence: Before construction operations begin, furnish and install site enclosure
fence in a manner that will prevent people from easily entering site except by entrance gates.
1.
2.

Extent of Fence: As required to enclose entire Project site or portion determined
sufficient to accommodate construction operations.
Maintain security by limiting number of keys and restricting distribution to authorized
personnel.

H.

Security Enclosure and Lockup: Install temporary enclosure around partially completed areas of
construction. Provide lockable entrances to prevent unauthorized entrance, vandalism, theft, and
similar violations of security. Lock entrances at end of each workday.

I.

Barricades, Warning Signs, and Lights: Comply with requirements of authorities having
jurisdiction for erecting structurally adequate barricades, including warning signs and lighting.

J.

Temporary Egress: Provide temporary egress from existing occupied facilities as indicated and
as required by authorities having jurisdiction. Provide signage directing occupants to temporary
egress.

K.

Temporary Enclosures: Provide temporary enclosures for protection of construction, in progress
and completed, from exposure, foul weather, other construction operations, and similar
activities. Provide temporary weathertight enclosure for building exterior.
1.

L.

Where heating or cooling is needed and permanent enclosure is incomplete, insulate
temporary enclosures.

Temporary Fire Protection: Install and maintain temporary fire-protection facilities of types
needed to protect against reasonably predictable and controllable fire losses. Comply with
NFPA 241; manage fire-prevention program.
1.
2.
3.

4.

Prohibit smoking in construction areas. Comply with additional limits on smoking
specified in other Sections.
Supervise welding operations, combustion-type temporary heating units, and similar
sources of fire ignition in accordance with requirements of authorities having jurisdiction.
Develop and supervise an overall fire-prevention and -protection program for personnel
at Project site. Review needs with local fire department and establish procedures to be
followed. Instruct personnel in methods and procedures. Post warnings and information.
Provide temporary standpipes and hoses for fire protection. Hang hoses with a warning
sign, stating that hoses are for fire-protection purposes only and are not to be removed.
Match hose size with outlet size and equip with suitable nozzles.

TEMPORARY FACILITIES AND CONTROLS
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MOISTURE AND MOLD CONTROL
A.

Moisture and Mold Protection: Protect stored materials and installed Work in accordance with
Moisture and Mold Protection Plan.

B.

Exposed Construction Period: Before installation of weather barriers, when materials are subject
to wetting and exposure and to airborne mold spores, protect as follows:
1.
2.
3.
4.
5.

C.

Partially Enclosed Construction Period: After installation of weather barriers but before full
enclosure and conditioning of building, when installed materials are still subject to infiltration
of moisture and ambient mold spores, protect as follows:
1.
2.
3.
4.
5.
6.
7.

D.

Protect porous materials from water damage.
Protect stored and installed material from flowing or standing water.
Keep porous and organic materials from coming into prolonged contact with concrete.
Remove standing water from decks.
Keep deck openings covered or dammed.

Do not load or install drywall or other porous materials or components, or items with
high organic content, into partially enclosed building.
Keep interior spaces reasonably clean and protected from water damage.
Periodically collect and remove waste containing cellulose or other organic matter.
Discard or replace water-damaged material.
Do not install material that is wet.
Discard and replace stored or installed material that begins to grow mold.
Perform work in a sequence that allows wet materials adequate time to dry before
enclosing the material in gypsum board or other interior finishes.

Controlled Construction Period: After completing and sealing of the building enclosure but
prior to the full operation of permanent HVAC systems, maintain as follows:
1.
2.
3.

Control moisture and humidity inside building by maintaining effective dry-in conditions.
Use temporary or permanent HVAC system to control humidity within ranges specified
for installed and stored materials.
Comply with manufacturer's written instructions for temperature, relative humidity, and
exposure to water limits.
a.

b.

c.

Hygroscopic materials that may support mold growth, including wood and
gypsum-based products, that become wet during the course of construction and
remain wet for 48 > hours are considered defective and require replacing.
Measure moisture content of materials that have been exposed to moisture during
construction operations or after installation. Record readings beginning at time of
exposure and continuing daily for 48 hours. Identify materials containing moisture
levels higher than allowed. Report findings in writing to Architect.
Remove and replace materials that cannot be completely restored to their
manufactured moisture level within 48 hours.

TEMPORARY FACILITIES AND CONTROLS
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OPERATION, TERMINATION, AND REMOVAL
A.

Supervision: Enforce strict discipline in use of temporary facilities. To minimize waste and
abuse, limit availability of temporary facilities to essential and intended uses.

B.

Maintenance: Maintain facilities in good operating condition until removal.
1.

Maintain operation of temporary enclosures, heating, cooling, humidity control,
ventilation, and similar facilities on a 24-hour basis where required to achieve indicated
results and to avoid possibility of damage.

C.

Temporary Facility Changeover: Do not change over from using temporary security and
protection facilities to permanent facilities until Substantial Completion.

D.

Termination and Removal: Remove each temporary facility when need for its service has ended,
when it has been replaced by authorized use of a permanent facility, or no later than Substantial
Completion. Complete or, if necessary, restore permanent construction that may have been
delayed because of interference with temporary facility. Repair damaged Work, clean exposed
surfaces, and replace construction that cannot be satisfactorily repaired.
1.
2.

3.

Materials and facilities that constitute temporary facilities are property of Contractor.
Owner reserves right to take possession of Project identification signs.
Remove temporary roads and paved areas not intended for or acceptable for integration
into permanent construction. Where area is intended for landscape development, remove
soil and aggregate fill that do not comply with requirements for fill or subsoil. Remove
materials contaminated with road oil, asphalt and other petrochemical compounds, and
other substances that might impair growth of plant materials or lawns. Repair or replace
street paving, curbs, and sidewalks at temporary entrances, as required by authorities
having jurisdiction.
At Substantial Completion, repair, renovate, and clean permanent facilities used during
construction period. Comply with final cleaning requirements specified in
Section 017700 "Closeout Procedures."

END OF SECTION 015000
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SECTION 015639 - TEMPORARY TREE AND PLANT PROTECTION
PART 1 - GENERAL
1.1

RELATED DOCUMENTS
A.

1.2

Drawings and general provisions of the Contract, including General and Supplementary
Conditions and Division 01 Specification Sections, apply to this Section.
SUMMARY

A.

Section includes general protection and pruning of existing trees and plants that are affected by
execution of the Work, whether temporary or permanent construction.

B.

Related Requirements:
1.
2.

1.3

Section 015000 "Temporary Facilities and Controls" for temporary site fencing.
Section 311000 "Site Clearing" for removing existing trees and shrubs.

DEFINITIONS
A.

Caliper: Diameter of a trunk measured by a diameter tape at a height 6 inches above the ground
for trees up to and including 4-inch size at this height and as measured at a height of 12 inches
above the ground for trees larger than 4-inch size.

B.

Plant-Protection Zone: Area surrounding individual trees, groups of trees, shrubs, or other
vegetation to be protected during construction and indicated on Drawings.

C.

Tree-Protection Zone: Area surrounding individual trees or groups of trees to be protected
during construction and defined by a circle concentric with each tree with a radius 1.5 times the
diameter of the drip line unless otherwise indicated .

D.

Vegetation: Trees, shrubs, groundcovers, grass, and other plants.

1.4

PREINSTALLATION MEETINGS
A.

Preinstallation Conference: Conduct conference at Project site .
1.

Review methods and procedures related to temporary tree and plant protection including,
but not limited to, the following:
a.
b.
c.

Tree-service firm's personnel, and equipment needed to make progress and avoid
delays.
Arborist's responsibilities.
Quality-control program.

TEMPORARY TREE AND PLANT PROTECTION
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Coordination of Work and equipment movement with the locations of protection
zones.
Trenching by hand or with air spade within protection zones.
Field quality control.

ACTION SUBMITTALS
A.

Product Data: For each type of product.

B.

Shop Drawings:
1.

2.
3.
C.

Tree Pruning Schedule: Written schedule detailing scope and extent of pruning of trees to
remain that interfere with or are affected by construction.
1.
2.
3.
4.
5.

1.6

Include plans, elevations, sections, and locations of protection-zone fencing and signage,
showing relation of equipment-movement routes and material storage locations with
protection zones.
Detail fabrication and assembly of protection-zone fencing and signage.
Indicate extent of trenching by hand or with air spade within protection zones.

Species and size of tree.
Location on site plan. Include unique identifier for each.
Reason for pruning.
Description of pruning to be performed.
Description of maintenance following pruning.

INFORMATIONAL SUBMITTALS
A.

Qualification Data: For arborist and tree service firm.

B.

Certification: From arborist, certifying that trees indicated to remain have been protected during
construction according to recognized standards and that trees were promptly and properly
treated and repaired when damaged.

C.

Maintenance Recommendations: From arborist, for care and protection of trees affected by
construction during and after completing the Work.

D.

Existing Conditions: Documentation of existing trees and plantings indicated to remain, which
establishes preconstruction conditions that might be misconstrued as damage caused by
construction activities.
1.
2.

E.

Use sufficiently detailed photographs or video recordings.
Include plans and notations to indicate specific wounds and damage conditions of each
tree or other plants designated to remain.

Quality-control program.

TEMPORARY TREE AND PLANT PROTECTION
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QUALITY ASSURANCE
A.

Arborist Qualifications: Certified Arborist as certified by ISA .

B.

Tree Service Firm Qualifications: An experienced tree service firm that has successfully
completed temporary tree and plant protection work similar to that required for this Project and
that will assign an experienced, qualified arborist to Project site during execution of the Work.

C.

Quality-Control Program: Prepare a written program to systematically demonstrate the ability of
personnel to properly follow procedures and handle materials and equipment during the Work
without damaging trees and plantings. Include dimensioned diagrams for placement of
protection zone fencing and signage, the arborist's and tree-service firm's responsibilities,
instructions given to workers on the use and care of protection zones, and enforcement of
requirements for protection zones.

1.8

FIELD CONDITIONS
A.

The following practices are prohibited within protection zones:
1.
2.
3.
4.
5.
6.
7.

Storage of construction materials, debris, or excavated material.
Moving or parking vehicles or equipment.
Foot traffic.
Erection of sheds or structures.
Impoundment of water.
Excavation or other digging unless otherwise indicated.
Attachment of signs to or wrapping materials around trees or plants unless otherwise
indicated.

B.

Do not direct vehicle or equipment exhaust toward protection zones.

C.

Prohibit heat sources, flames, ignition sources, and smoking within or near protection zones and
organic mulch.

PART 2 - PRODUCTS
2.1

MATERIALS
A.

Backfill Soil: Stockpiled soil mixed with planting soil of suitable moisture content and granular
texture for placing around tree; free of stones, roots, plants, sod, clods, clay lumps, pockets of
coarse sand, concrete slurry, concrete layers or chunks, cement, plaster, building debris, and
other extraneous materials harmful to plant growth.
1.

B.

Mixture: Well-blended mix of two parts stockpiled soil to one part planting soil >.

Protection-Zone Fencing: Fencing fixed in position and meeting the following
requirementsRetain one or more of four fencing subparagraphs below for protection-zone
fencing. Fence materials are listed in order of strongest to weakest. Retain stronger fencing
where damage potential to an individual tree, group of trees, or plantings is higher. Revise post

TEMPORARY TREE AND PLANT PROTECTION
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and rail diameters to suit fence height and strength required. The more expensive polymer
coating may have better appearance but may be less visible to workers.
1.

Chain-Link Protection-Zone Fencing: Galvanized-steel] fencing fabricated from
minimum 2-inch opening, 0.148-inch- diameter wire chain-link fabric; with pipe posts,
minimum 2-3/8-inch- OD line posts, and 2-7/8-inch- OD corner and pull postsand 0.177inch- diameter bottom tension wire; with tie wires, hog ring ties, and other accessories for
a complete fence system.
a.

2.
C.

Height: 72 inches 96 inches .

Gates: swing access gates matching material and appearance of fencing, to allow for
maintenance activities within protection zones; leaf width 36 inches.

Protection-Zone Signage: Shop-fabricated, rigid plastic or metal sheet with attachment holes
prepunched and reinforced; legibly printed with nonfading lettering and as follows:
1.
2.

Size and Text: As shown on Drawings .
Lettering: [3-inch-] high minimum, black characters on white background.

PART 3 - EXECUTION
3.1

EXAMINATION
A.

Erosion and Sedimentation Control: Examine the site to verify that temporary erosion- and
sedimentation-control measures are in place. Verify that flows of water redirected from
construction areas or generated by construction activity do not enter or cross protection zones.

B.

Prepare written report, endorsed by arborist, listing conditions detrimental to tree and plant
protection.

3.2

PREPARATION
A.

Locate and clearly identify trees, shrubs, and other vegetation to remain Tie a 1-inch blue vinyl
tape around each tree trunk at 54 inches above the ground.

B.

Protect tree root systems from damage caused by runoff or spillage of noxious materials while
mixing, placing, or storing construction materials. Protect root systems from ponding, eroding,
or excessive wetting caused by dewatering operations.

C.

Tree-Protection Zones: Mulch areas inside tree-protection zones and other areas indicated. Do
not exceed indicated thickness of mulch.
1.

Apply 2-inch uniform thickness of organic mulch unless otherwise indicated. Do not
place mulch within 6 inches of tree trunks.

TEMPORARY TREE AND PLANT PROTECTION
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PROTECTION ZONES
A.

Protection-Zone Fencing: Install protection-zone fencing along edges of protection zones before
materials or equipment are brought on the site and construction operations begin in a manner
that will prevent people and animals from easily entering protected areas except by entrance
gates. Construct fencing so as not to obstruct safe passage or visibility at vehicle intersections
where fencing is located adjacent to pedestrian walkways or in close proximity to street
intersections, drives, or other vehicular circulation.
1.
2.

3.

Chain-Link Fencing: Install to comply with ASTM F567 and with manufacturer's written
instructions.
Posts: Set or drive posts into ground one-third the total height of the fence without
concrete footings. Where a post is located on existing paving or concrete to remain,
provide appropriate means of post support acceptable to Architect.
Access Gates: Install where indicated ; adjust to operate smoothly, easily, and quietly;
free of binding, warp, excessive deflection, distortion, nonalignment, misplacement,
disruption, or malfunction throughout entire operational range. Confirm that latches and
locks engage accurately and securely without forcing or binding.

B.

Protection-Zone Signage: Install protection-zone signage in visibly prominent locations in a
manner approved by Architect. Install one sign spaced approximately every 20 feet on
protection-zone fencing, but no fewer than four > signs with each facing a different direction.

C.

Maintain protection zones free of weeds and trash.

D.

Maintain protection-zone fencing and signage in good condition as acceptable to Architect and
remove when construction operations are complete and equipment has been removed from the
site.
1.
2.

3.4

Do not remove protection-zone fencing, even temporarily, to allow deliveries or
equipment access through the protection zone.
Temporary access is permitted subject to preapproval in writing by arborist if a root
buffer effective against soil compaction is constructed as directed by arborist. Maintain
root buffer so long as access is permitted.

EXCAVATION
A.

Trenching within Protection Zones: Where utility trenches are required within protection zones,
excavate under or around tree roots by hand or with air spade, or tunnel under the roots by
drilling, auger boring, or pipe jacking. Do not cut main lateral tree roots or taproots; cut only
smaller roots that interfere with installation of utilities. Cut roots as required for root pruning. If
excavating by hand, use narrow-tine spading forks to comb soil and expose roots.

B.

Redirect roots in backfill areas where possible. If encountering large, main lateral roots, expose
roots beyond excavation limits as required to bend and redirect them without breaking. If
encountered immediately adjacent to location of new construction and redirection is not
practical, cut roots approximately 3 inches back from new construction and as required for root
pruning.
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Do not allow exposed roots to dry out before placing permanent backfill. Provide temporary
earth cover or pack with peat moss and wrap with burlap. Water and maintain in a moist
condition. Temporarily support and protect roots from damage until they are permanently
relocated and covered with soil.
ROOT PRUNING

A.

Prune tree roots that are affected by temporary and permanent construction. Prune roots as
follows:
1.

2.

3.
4.
5.

Cut roots manually by digging a trench and cutting exposed roots with sharp pruning
instruments; do not break, tear, chop, or slant the cuts. Do not use a backhoe or other
equipment that rips, tears, or pulls roots.
Cut Ends: Coat cut ends of roots more than 1-1/2 inches in diameter with an emulsified
asphalt or other coating formulated for use on damaged plant tissues and that is
acceptable to arborist .
Temporarily support and protect roots from damage until they are permanently redirected
and covered with soil.
Cover exposed roots with burlap and water regularly.
Backfill as soon as possible according to requirements in Section 312000 "Earth
Moving."

B.

Root Pruning at Edge of Protection Zone: Prune tree roots 6 inches outside of the protection
zone by cleanly cutting all roots to the depth of the required excavation.

C.

Root Pruning within Protection Zone: Clear and excavate by hand or with air spade to the depth
of the required excavation to minimize damage to tree root systems. If excavating by hand, use
narrow-tine spading forks to comb soil to expose roots. Cleanly cut roots as close to excavation
as possible.

3.6

CROWN PRUNING
A.

Prune branches that are affected by temporary and permanent construction. Prune branches as
directed by arborist.
1.
2.
3.

Prune to remove only injured, broken, dying, or dead branches unless otherwise
indicated. Do not prune for shape unless otherwise indicated.
Do not remove or reduce living branches to compensate for root loss caused by damaging
or cutting root system.
Pruning Standards: Prune trees according to ANSI A300 (Part 1).
a.

Type of Pruning: Cleaning and thinning where indicated.

B.

Unless otherwise directed by arborist and acceptable to Architect, do not cut tree leaders.

C.

Cut branches with sharp pruning instruments; do not break or chop.

D.

Do not paint or apply sealants to wounds.
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E.

Provide subsequent maintenance pruning during Contract period as recommended by arborist.

F.

Chip removed branches and dispose of off-site.

3.7

REGRADING
A.

Lowering Grade: Where new finish grade is indicated below existing grade around trees, slope
grade beyond the protection zone. Maintain existing grades within the protection zone.

B.

Lowering Grade within Protection Zone: Where new finish grade is indicated below existing
grade around trees, slope grade away from trees as recommended by arborist unless otherwise
indicated.
1.

Root Pruning: Prune tree roots exposed by lowering the grade. Do not cut main lateral
roots or taproots; cut only smaller roots. Cut roots as required for root pruning.

C.

Raising Grade: Where new finish grade is indicated above existing grade around trees, slope
grade beyond the protection zone. Maintain existing grades within the protection zone.

D.

Minor Fill within Protection Zone: Where existing grade is 2 inches or less below elevation of
finish grade, fill with backfill soil. Place backfill soil in a single uncompacted layer and hand
grade to required finish elevations.

3.8

FIELD QUALITY CONTROL
A.

3.9

Inspections: Engage a qualified arborist to direct plant-protection measures in the vicinity of
trees, shrubs, and other vegetation indicated to remain and to prepare inspection reports.
REPAIR AND REPLACEMENT

A.

General: Repair or replace trees, shrubs, and other vegetation indicated to remain or to be
relocated that are damaged by construction operations, in a manner approved by Architect.
1.
2.
3.

B.

Submit details of proposed pruning and repairs.
Perform repairs of damaged trunks, branches, and roots within 24 hours according to
arborist's written instructions.
Replace trees and other plants that cannot be repaired and restored to full-growth status,
as determined by Architect.

Trees: Remove and replace trees indicated to remain that are more than 25 percent dead or in an
unhealthy condition before the end of the corrections period or are damaged during construction
operations that Architect determines are incapable of restoring to normal growth pattern.
1.
2.

Small Trees: Provide new trees of same size and species as those being replaced for each
tree that measures 6 inches > or smaller in caliper size.
Large Trees: Provide one new tree(s) of 6-inch 4-inch > caliper size for each tree being
replaced that measures more than 6 inches] in caliper size.
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C.

Excess Mulch: Rake mulched area within protection zones, being careful not to injure roots.
Rake to loosen and remove mulch that exceeds a 2-inch > uniform thickness to remain.

D.

Soil Aeration: Where directed by Architect, aerate surface soil compacted during construction.
Aerate 10 feet beyond drip line and no closer than 36 inches to tree trunk. Drill 2-inch- diameter
holes a minimum of 12 inches deep at 24 inches o.c. Backfill holes with an equal mix of
augered soil and sand.

3.10
A.

DISPOSAL OF SURPLUS AND WASTE MATERIALS
Disposal: Remove excess excavated material, displaced trees, trash, and debris and legally
dispose of them off Owner's property.

END OF SECTION 015639
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SECTION 015723 - TEMPORARY STORM WATER POLLUTION CONTROL
PART 1 - GENERAL
1.1

RELATED DOCUMENTS
A.

1.2

Drawings and general provisions of the Contract, including General and Supplementary
Conditions and other Division 01 Specification Sections, apply to this Section.
SUMMARY

A.

Section Includes:
1.

1.3

Temporary stormwater pollution controls.

STORMWATER POLLUTION PREVENTION PLAN
A.

1.4

The Stormwater Pollution Prevention Plan (SWPPP) is part of the Contract Documents and is
bound into this Project Manual.
PREINSTALLATION MEETINGS

A.

Preinstallation Conference: Conduct conference at Project site >.
1.
2.

1.5

Meet with Owner, Architect, Construction Manager, and earthwork subcontractor.
Review requirements of the SWPPP, including permitting process, worker training, and
inspection and maintenance requirements.

INFORMATIONAL SUBMITTALS
A.

Stormwater Pollution Prevention Plan (SWPP): Within 15
commencement of the Work, submit completed SWPPP.

B.

EPA authorization under the EPA's "2017 Construction General Permit (CGP)."

C.

Stormwater Pollution Prevention (SWPP) Training Log: For each individual performing Work
under the SWPPP.

D.

Inspection reports.

TEMPORARY STORM WATER POLLUTION CONTROL
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QUALITY ASSURANCE
A.

Stormwater Pollution Prevention Plan (SWPPP) Coordinator: Experienced individual or firm
with a record of successful water pollution control management coordination of projects with
similar requirements.
1.
2.

B.

SWPPP Coordinator shall complete and finalize the SWPPP form.
SWPPP Coordinator shall be responsible for inspections and maintaining of all
requirements of the SWPPP.

Installers: Trained as indicated in the SWPPP.

PART 2 - PRODUCTS
2.1

TEMPORARY STORMWATER POLLUTION CONTROLS
A.

Provide temporary stormwater pollution controls as required by the SWPPP.

PART 3 - EXECUTION
3.1

INSTALLATION
A.

Comply with all best management practices, general requirements, performance requirements,
reporting requirements, and all other requirements included in the SWPPP.

B.

Locate stormwater pollution controls in accordance with the SWPPP.

C.

Conduct construction as required to comply with the SWPPP and that minimize possible
contamination or pollution or other undesirable effects.
1.

Inspect, repair, and maintain SWPPP controls during construction.
a.

D.

Inspect all SWPPP controls not less than every seven days, and after each
occurrence of a storm event, as outlined in the SWPPP.

Remove SWPPP controls at completion of construction and restore and stabilize areas disturbed
during construction.

END OF SECTION 015723

TEMPORARY STORM WATER POLLUTION CONTROL
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SECTION 016000 - PRODUCT REQUIREMENTS
PART 1 - GENERAL
1.1

RELATED DOCUMENTS
A.

1.2

Drawings and general provisions of the Contract, including General and Supplementary
Conditions and other Division 01 Specification Sections, apply to this Section.
SUMMARY

A.

Section includes administrative and procedural requirements for selection of products for use in
Project; product delivery, storage, and handling; manufacturers' standard warranties on
products; special warranties; and comparable products.

B.

Related Requirements:
1.
2.
3.

1.3

Section 011000 "Summary" for Contractor requirements related to Owner-furnished
products.
Section 012500 "Substitution Procedures" for requests for substitutions.
Section 017700 "Closeout Procedures" for submitting warranties.

DEFINITIONS
A.

Products: Items obtained for incorporating into the Work, whether purchased for Project or
taken from previously purchased stock. The term "product" includes the terms "material,"
"equipment," "system," and terms of similar intent.
1.

2.

3.

B.

Named Products: Items identified by manufacturer's product name, including make or
model number or other designation shown or listed in manufacturer's published product
literature that is current as of date of the Contract Documents.
New Products: Items that have not previously been incorporated into another project or
facility. Salvaged items or items reused from other projects are not considered new
products. Items that are manufactured or fabricated to include recycled content materials
are considered new products, unless indicated otherwise.
Comparable Product: Product by named manufacturer that is demonstrated and approved
through the comparable product submittal process described in Part 2 "Comparable
Products" Article, to have the indicated qualities related to type, function, dimension, inservice performance, physical properties, appearance, and other characteristics that equal
or exceed those of specified product.

Basis-of-Design Product Specification: A specification in which a single manufacturer's product
is named and accompanied by the words "basis-of-design product," including make or model
number or other designation. Published attributes and characteristics of basis-of-design product
establish salient characteristics of products.

PRODUCT REQUIREMENTS
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C.

Subject to Compliance with Requirements: Where the phrase "Subject to compliance with
requirements" introduces a product selection procedure in an individual Specification Section,
provide products qualified under the specified product procedure. In the event that a named
product or product by a named manufacturer does not meet the other requirements of the
specifications, select another named product or product from another named manufacturer that
does meet the requirements of the specifications; submit a comparable product request or
substitution request, if applicable.

D.

Comparable Product Request Submittal: An action submittal requesting consideration of a
comparable product, including the following information:
1.

2.

Identification of basis-of-design product or fabrication or installation method to be
replaced, including Specification Section number and title and Drawing numbers and
titles.
Data indicating compliance with the requirements specified in Part 2 "Comparable
Products" Article.

E.

Basis-of-Design Product Specification Submittal: An action submittal complying with
requirements in Section 013300 "Submittal Procedures."

F.

Substitution: Refer to Section 012500 "Substitution Procedures" for definition and limitations
on substitutions.

1.4

QUALITY ASSURANCE
A.

Compatibility of Options: If Contractor is given option of selecting between two or more
products for use on Project, select product compatible with products previously selected, even if
previously selected products were also options.
1.

Resolution of Compatibility Disputes between Multiple Contractors:
a.
b.

B.

Contractors are responsible for providing products and construction methods
compatible with products and construction methods of other contractors.
If a dispute arises between the multiple contractors over concurrently selectable
but incompatible products, Architect will determine which products shall be used.

Identification of Products: Except for required labels and operating data, do not attach or
imprint manufacturer or product names or trademarks on exposed surfaces of products or
equipment that will be exposed to view in occupied spaces or on the exterior.
1.

2.

Labels: Locate required product labels and stamps on a concealed surface, or, where
required for observation following installation, on a visually accessible surface that is not
conspicuous.
Equipment Nameplates: Provide a permanent nameplate on each item of service- or
power-operated equipment. Locate on a visually accessible but inconspicuous surface.
Include information essential for operation, including the following:
a.
b.
c.

Name of product and manufacturer.
Model and serial number.
Capacity.

PRODUCT REQUIREMENTS

016000
Page 2 of 6

Murrieta ES - Interim Housing
d.
e.
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Speed.
Ratings.

PRODUCT DELIVERY, STORAGE, AND HANDLING
A.

Deliver, store, and handle products, using means and methods that will prevent damage,
deterioration, and loss, including theft and vandalism. Comply with manufacturer's written
instructions.

B.

Delivery and Handling:
1.
2.

3.

4.
C.

Storage:
1.
2.
3.
4.

5.
6.
7.
8.

1.6

Schedule delivery to minimize long-term storage at Project site and to prevent
overcrowding of construction spaces.
Coordinate delivery with installation time to ensure minimum holding time for items that
are flammable, hazardous, easily damaged, or sensitive to deterioration, theft, and other
losses.
Deliver products to Project site in an undamaged condition in manufacturer's original
sealed container or other packaging system, complete with labels and instructions for
handling, storing, unpacking, protecting, and installing.
Inspect products on delivery to determine compliance with the Contract Documents and
that products are undamaged and properly protected.

Provide a secure location and enclosure at Project site for storage of materials and
equipment.
Store products to allow for inspection and measurement of quantity or counting of units.
Store materials in a manner that will not endanger Project structure.
Store products that are subject to damage by the elements under cover in a weathertight
enclosure above ground, with ventilation adequate to prevent condensation and with
adequate protection from wind.
Protect foam plastic from exposure to sunlight, except to extent necessary for period of
installation and concealment.
Comply with product manufacturer's written instructions for temperature, humidity,
ventilation, and weather-protection requirements for storage.
Protect stored products from damage and liquids from freezing.
Provide a secure location and enclosure at Project site for storage of materials and
equipment by Owner's construction forces. Coordinate location with Owner.

PRODUCT WARRANTIES
A.

Warranties specified in other Sections shall be in addition to, and run concurrent with, other
warranties required by the Contract Documents. Manufacturer's disclaimers and limitations on
product warranties do not relieve Contractor of obligations under requirements of the Contract
Documents.
1.

Manufacturer's Warranty: Written standard warranty form furnished by individual
manufacturer for a particular product and issued in the name of the Owner or endorsed by
manufacturer to Owner.

PRODUCT REQUIREMENTS
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2.

B.

Special Warranty: Written warranty required by the Contract Documents to provide
specific rights for Owner and issued in the name of the Owner or endorsed by
manufacturer to Owner.

Special Warranties: Prepare a written document that contains appropriate terms and
identification, ready for execution.
1.
2.
3.

C.

Project #: 20005-00

Manufacturer's Standard Form: Modified to include Project-specific information and
properly executed.
Specified Form: When specified forms are included in the Project Manual, prepare a
written document, using indicated form properly executed.
See other Sections for specific content requirements and particular requirements for
submitting special warranties.

Submittal Time: Comply with requirements in Section 017700 "Closeout Procedures."

PART 2 - PRODUCTS
2.1

PRODUCT SELECTION PROCEDURES
A.

General Product Requirements: Provide products that comply with the Contract Documents, are
undamaged and, unless otherwise indicated, are new at time of installation.
1.
2.

3.
4.
5.
6.

B.

Provide products complete with accessories, trim, finish, fasteners, and other items
needed for a complete installation and indicated use and effect.
Standard Products: If available, and unless custom products or nonstandard options are
specified, provide standard products of types that have been produced and used
successfully in similar situations on other projects.
Owner reserves the right to limit selection to products with warranties meeting
requirements of the Contract Documents.
Where products are accompanied by the term "as selected," Architect will make
selection.
Descriptive, performance, and reference standard requirements in the Specifications
establish salient characteristics of products.
Or Equal: For products specified by name and accompanied by the term "or equal," "or
approved equal," or "or approved," comply with requirements in "Comparable Products"
Article to obtain approval for use of an unnamed product.

Product Selection Procedures:
1.

Sole Product: Where Specifications name a single manufacturer and product, provide the
named product that complies with requirements. Comparable products or substitutions for
Contractor's convenience will not be considered.

2.

Sole Manufacturer/Source: Where Specifications name a single manufacturer or source,
provide a product by the named manufacturer or source that complies with requirements.
Comparable products or substitutions for Contractor's convenience will not be
considered.

PRODUCT REQUIREMENTS
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C.

3.

Limited List of Products: Where Specifications include a list of names of both
manufacturers and products, provide one of the products listed that complies with
requirements. Comparable products or substitutions for Contractor's convenience will be
considered unless otherwise indicated.

4.

Non-Limited List of Products: Where Specifications include a list of names of both
available manufacturers and products, provide one of the products listed or an unnamed
product that complies with requirements.

5.

Limited List of Manufacturers: Where Specifications include a list of manufacturers'
names, provide a product by one of the manufacturers listed that complies with
requirements. Comparable products or substitutions for Contractor's convenience will
be considered unless otherwise indicated.

6.

Non-Limited List of Manufacturers: Where Specifications include a list of available
manufacturers, provide a product by one of the manufacturers listed or a product by an
unnamed manufacturer that complies with requirements.

7.

Basis-of-Design Product: Where Specifications name a product, or refer to a product
indicated on Drawings, and include a list of manufacturers, provide the specified or
indicated product or a comparable product by one of the other named manufacturers.
Drawings and Specifications may additionally indicate sizes, profiles, dimensions, and
other characteristics that are based on the product named. Comply with requirements in
"Comparable Products" Article for consideration of an unnamed product by one of the
other named manufacturers.

Visual Matching Specification: Where Specifications require the phrase "match Architect's
sample," provide a product that complies with requirements and matches Architect's sample.
Architect's decision will be final on whether a proposed product matches.
1.

D.

2.2
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If no product available within specified category matches and complies with other
specified requirements, comply with requirements in Section 012500 "Substitution
Procedures" for proposal of product.

Visual Selection Specification: Where Specifications include the phrase "as selected by
Architect from manufacturer's full range" or a similar phrase, select a product that complies
with requirements. Architect will select color, gloss, pattern, density, or texture from
manufacturer's product line that includes both standard and premium items.
COMPARABLE PRODUCTS

A.

Conditions for Consideration of Comparable Products: Architect will consider Contractor's
request for comparable product when the following conditions are satisfied. If the following
conditions are not satisfied, Architect may return requests without action, except to record
noncompliance with the following requirements:
1.

Evidence that proposed product does not require revisions to the Contract Documents, is
consistent with the Contract Documents, will produce the indicated results, and is
compatible with other portions of the Work.

PRODUCT REQUIREMENTS
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2.

3.
4.
5.
B.

Project #: 20005-00

Detailed comparison of significant qualities of proposed product with those of the named
basis-of-design product. Significant product qualities include attributes, such as type,
function, in-service performance and physical properties, weight, dimension, durability,
visual characteristics, and other specific features and requirements.
Evidence that proposed product provides specified warranty.
List of similar installations for completed projects, with project names and addresses and
names and addresses of architects and owners, if requested.
Samples, if requested.

Architect's Action on Comparable Products Submittal: If necessary, Architect will request
additional information or documentation for evaluation, as specified in Section 013300
"Submittal Procedures."
1.
2.

Form of Approval of Submittal: As specified in Section 013300 "Submittal Procedures."
Use product specified if Architect does not issue a decision on use of a comparable
product request within time allocated.

C.

Submittal Requirements, Two-Step Process: Approval by the Architect of Contractor's request
for use of comparable product is not intended to satisfy other submittal requirements. Comply
with specified submittal requirements.

D.

Submittal Requirements, Single-Step Process: When acceptable to Architect, incorporate
specified submittal requirements of individual Specification Section in combined submittal for
comparable products. Approval by the Architect of Contractor's request for use of comparable
product and of individual submittal requirements will also satisfy other submittal requirements.

PART 3 - EXECUTION (Not Used)
END OF SECTION 016000

PRODUCT REQUIREMENTS
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SECTION 017300 - EXECUTION
PART 1 - GENERAL
1.1

RELATED DOCUMENTS
A.

1.2

Drawings and general provisions of the Contract, including General and Supplementary
Conditions and other Division 01 Specification Sections, apply to this Section.
SUMMARY

A.

Section includes general administrative and procedural requirements governing execution of the
Work, including, but not limited to, the following:
1.
2.
3.
4.
5.
6.
7.
8.
9.

B.

Related Requirements:
1.
2.
3.

4.

1.3

Construction layout.
Field engineering and surveying.
Installation of the Work.
Cutting and patching.
Coordination of Owner's portion of the Work.
Coordination of Owner-installed products.
Progress cleaning.
Starting and adjusting.
Protection of installed construction.

Section 011000 "Summary" for coordination of and limits on use of Project site.
Section 013300 "Submittal Procedures" for submitting surveys.
Section 017700 "Closeout Procedures" for submitting final property survey with Project
Record Documents, recording of Owner-accepted deviations from indicated lines and
levels, replacing defective work, and final cleaning.
Section 024119 "Selective Demolition" for demolition and removal of selected portions
of the building.

DEFINITIONS
A.

Cutting: Removal of in-place construction necessary to permit installation or performance of
subsequent work.

B.

Patching: Fitting and repair work required to restore construction to original conditions after
installation of subsequent work.

1.4

PREINSTALLATION MEETINGS
A.

Cutting and Patching Conference: Conduct conference at Project site.

EXECUTION
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1.

Prior to submitting cutting and patching plan, review extent of cutting and patching
anticipated and examine procedures for ensuring satisfactory result from cutting and
patching work. Inform Architect and Construction Manager of scheduled meeting.
Require representatives of each entity directly concerned with cutting and patching to
attend, including the following:
a.
b.
c.
d.

2.

1.5

Project #: 20005-00

Contractor's superintendent.
Trade supervisor responsible for cutting operations.
Trade supervisor(s) responsible for patching of each type of substrate.
Mechanical, electrical, and utilities subcontractors' supervisors, to the extent each
trade is affected by cutting and patching operations.

Review areas of potential interference and conflict. Coordinate procedures and resolve
potential conflicts before proceeding.

INFORMATIONAL SUBMITTALS
A.

Qualification Data: For land surveyor.

B.

Certified Surveys: Submit two copies signed by land surveyor

C.

Certificates: Submit certificate signed by land surveyor, certifying that location and elevation of
improvements comply with requirements.

D.

Cutting and Patching Plan: Submit plan describing procedures at least 10 days prior to the time
cutting and patching will be performed. Include the following information:
1.
2.

3.
4.
5.

Extent: Describe reason for and extent of each occurrence of cutting and patching.
Changes to In-Place Construction: Describe anticipated results. Include changes to
structural elements and operating components as well as changes in building appearance
and other significant visual elements.
Products: List products to be used for patching and firms or entities that will perform
patching work.
Dates: Indicate when cutting and patching will be performed.
Utilities and Mechanical and Electrical Systems: List services and systems that cutting
and patching procedures will disturb or affect. List services and systems that will be
relocated and those that will be temporarily out of service. Indicate length of time
permanent services and systems will be disrupted.
a.

E.

1.6

Include description of provisions for temporary services and systems during
interruption of permanent services and systems.

Landfill Receipts: Submit copy of receipts issued by a landfill facility, licensed to accept
hazardous materials, for hazardous waste disposal.
CLOSEOUT SUBMITTALS

A.

Final Property Survey: Submit 10 copies showing the Work performed and record survey data.

EXECUTION
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QUALITY ASSURANCE
A.

Land Surveyor Qualifications: A professional land surveyor who is legally qualified to practice
in jurisdiction where Project is located and who is experienced in providing land-surveying
services of the kind indicated.

B.

Professional Engineer Qualifications: Refer to Section 014000 "Quality Requirements."

C.

Cutting and Patching: Comply with requirements for and limitations on cutting and patching of
construction elements.
1.

2.

Structural Elements: When cutting and patching structural elements, or when
encountering the need for cutting and patching of elements whose structural function is
not known, notify Architect of locations and details of cutting and await directions from
Architect before proceeding. Shore, brace, and support structural elements during cutting
and patching. Do not cut and patch structural elements in a manner that could change
their load-carrying capacity or increase deflection.
Operational Elements: Do not cut and patch operating elements and related components
in a manner that results in reducing their capacity to perform as intended or that results in
increased maintenance or decreased operational life or safety. Operational elements
include the following:
a.
b.
c.
d.
e.
f.
g.
h.
i.
j.
k.
l.

3.

Other Construction Elements: Do not cut and patch other construction elements or
components in a manner that could change their load-carrying capacity, that results in
reducing their capacity to perform as intended, or that results in increased maintenance or
decreased operational life or safety. Other construction elements include but are not
limited to the following:
a.
b.
c.
d.
e.
f.
g.

4.

EXECUTION

Primary operational systems and equipment.
Fire separation assemblies.
Air or smoke barriers.
Fire-suppression systems.
Plumbing piping systems.
Mechanical systems piping and ducts.
Control systems.
Communication systems.
Fire-detection and -alarm systems.
Conveying systems.
Electrical wiring systems.
Operating systems of special construction.

Water, moisture, or vapor barriers.
Membranes and flashings.
Exterior curtain-wall construction.
Sprayed fire-resistive material.
Equipment supports.
Piping, ductwork, vessels, and equipment.
Noise- and vibration-control elements and systems.

Visual Elements: Do not cut and patch construction in a manner that results in visual
evidence of cutting and patching. Do not cut and patch exposed construction in a manner
017300
Page 3 of 11

Murrieta ES - Interim Housing

Project #: 20005-00

that would, in Architect's opinion, reduce the building's aesthetic qualities. Remove and
replace construction that has been cut and patched in a visually unsatisfactory manner.
D.

Manufacturer's Installation Instructions: Obtain and maintain on-site manufacturer's written
recommendations and instructions for installation of specified products and equipment.

PART 2 - PRODUCTS
2.1

MATERIALS

PART 3 - EXECUTION
3.1

EXAMINATION
A.

Existing Conditions: The existence and location of underground and other utilities and
construction indicated as existing are not guaranteed. Before beginning sitework, investigate
and verify the existence and location of underground utilities, and other construction affecting
the Work.
1.

2.
B.

Examination and Acceptance of Conditions: Before proceeding with each component of the
Work, examine substrates, areas, and conditions, with Installer or Applicator present where
indicated, for compliance with requirements for installation tolerances and other conditions
affecting performance. Record observations.
1.
2.
3.

C.

Examine roughing-in for mechanical and electrical systems to verify actual locations of
connections before equipment and fixture installation.
Examine walls, floors, and roofs for suitable conditions where products and systems are
to be installed.
Verify compatibility with and suitability of substrates, including compatibility with
existing finishes or primers.

Written Report: Where a written report listing conditions detrimental to performance of the
Work is required by other Sections, include the following:
1.
2.
3.
4.

D.

Before construction, verify the location and invert elevation at points of connection of
sanitary sewer, storm sewer, gas service piping, and water-service piping; underground
electrical services; and other utilities.
Furnish location data for work related to Project that must be performed by public
utilities serving Project site.

Description of the Work, including Specification Section number and paragraph, and
Drawing sheet number and detail, where applicable.
List of detrimental conditions, including substrates.
List of unacceptable installation tolerances.
Recommended corrections.

Proceed with installation only after unsatisfactory conditions have been corrected. Proceeding
with the Work indicates acceptance of surfaces and conditions.

EXECUTION
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PREPARATION
A.

Existing Utility Information: Furnish information to local utility Owner that is necessary to
adjust, move, or relocate existing utility structures, utility poles, lines, services, or other utility
appurtenances located in or affected by construction. Coordinate with authorities having
jurisdiction.

B.

Field Measurements: Take field measurements as required to fit the Work properly. Recheck
measurements before installing each product. Where portions of the Work are indicated to fit to
other construction, verify dimensions of other construction by field measurements before
fabrication. Coordinate fabrication schedule with construction progress to avoid delaying the
Work.

C.

Space Requirements: Verify space requirements and dimensions of items shown
diagrammatically on Drawings.

D.

Review of Contract Documents and Field Conditions: Immediately on discovery of the need for
clarification of the Contract Documents, submit a request for information to Architect in
accordance with requirements in Section 013100 "Project Management and Coordination."

3.3

CONSTRUCTION LAYOUT
A.

Verification: Before proceeding to lay out the Work, verify layout information shown on
Drawings, in relation to the property survey and existing benchmarks and existing conditions. If
discrepancies are discovered, notify Architect and Construction Manager promptly.

B.

Engage a land surveyor experienced in laying out the Work, using the following accepted
surveying practices:
1.
2.
3.
4.
5.
6.
7.

Establish benchmarks and control points to set lines and levels at each story of
construction and elsewhere as needed to locate each element of Project.
Establish limits on use of Project site.
Establish dimensions within tolerances indicated. Do not scale Drawings to obtain
required dimensions.
Inform installers of lines and levels to which they must comply.
Check the location, level and plumb, of every major element as the Work progresses.
Notify Architect and Construction Manager when deviations from required lines and
levels exceed allowable tolerances.
Close site surveys with an error of closure equal to or less than the standard established
by authorities having jurisdiction.

C.

Site Improvements: Locate and lay out site improvements, including pavements, grading, fill
and topsoil placement, utility slopes, and rim and invert elevations.

D.

Building Lines and Levels: Locate and lay out control lines and levels for structures, building
foundations, column grids, and floor levels, including those required for mechanical and
electrical work. Transfer survey markings and elevations for use with control lines and levels.
Level foundations and piers from two or more locations.

EXECUTION
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Record Log: Maintain a log of layout control work. Record deviations from required lines and
levels. Include beginning and ending dates and times of surveys, weather conditions, name and
duty of each survey party member, and types of instruments and tapes used. Make the log
available for reference by Architect and Construction Manager.
FIELD ENGINEERING

A.

Identification: Owner will identify existing benchmarks, control points, and property corners.

B.

Reference Points: Locate existing permanent benchmarks, control points, and similar reference
points before beginning the Work. Preserve and protect permanent benchmarks and control
points during construction operations.
1.

2.
C.

Do not change or relocate existing benchmarks or control points without prior written
approval of Architect or Construction Manager. Report lost or destroyed permanent
benchmarks or control points promptly. Report the need to relocate permanent
benchmarks or control points to Architect and Construction Manager before proceeding.
Replace lost or destroyed permanent benchmarks and control points promptly. Base
replacements on the original survey control points.

Benchmarks: Establish and maintain a minimum of two permanent benchmarks on Project site,
referenced to data established by survey control points. Comply with authorities having
jurisdiction for type and size of benchmark.
1.
2.
3.

Record benchmark locations, with horizontal and vertical data, on Project Record
Documents.
Where the actual location or elevation of layout points cannot be marked, provide
temporary reference points sufficient to locate the Work.
Remove temporary reference points when no longer needed. Restore marked construction
to its original condition.

D.

Certified Survey: On completion of foundation walls, major site improvements, and other work
requiring field-engineering services, prepare a certified survey showing dimensions, locations,
angles, and elevations of construction and sitework.

E.

Final Property Survey: Engage a land surveyor to prepare a final property survey showing
significant features (real property) for Project. Include on the survey a certification, signed by
land surveyor, that principal metes, bounds, lines, and levels of Project are accurately positioned
as shown on the survey.
1.

2.

EXECUTION

Show boundary lines, monuments, streets, site improvements and utilities, existing
improvements and significant vegetation, adjoining properties, acreage, grade contours,
and the distance and bearing from a site corner to a legal point.
Recording: At Substantial Completion, have the final property survey recorded by or with
authorities having jurisdiction as the official "property survey."

017300
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INSTALLATION
A.

Locate the Work and components of the Work accurately, in correct alignment and elevation, as
indicated.
1.
2.
3.
4.

Make vertical work plumb, and make horizontal work level.
Where space is limited, install components to maximize space available for maintenance
and ease of removal for replacement.
Conceal pipes, ducts, and wiring in finished areas unless otherwise indicated.
Maintain minimum headroom clearance of 96 inches in occupied spaces and 90 inches
in unoccupied spaces, unless otherwise indicated on Drawings.

B.

Comply with manufacturer's written instructions and recommendations for installing products in
applications indicated.

C.

Install products at the time and under conditions that will ensure satisfactory results as judged
by Architect. Maintain conditions required for product performance until Substantial
Completion.

D.

Conduct construction operations, so no part of the Work is subjected to damaging operations or
loading in excess of that expected during normal conditions of occupancy of type expected for
Project.

E.

Sequence the Work and allow adequate clearances to accommodate movement of construction
items on-site and placement in permanent locations.

F.

Tools and Equipment: Select tools or equipment that minimize production of excessive noise
levels.

G.

Templates: Obtain and distribute to the parties involved templates for Work specified to be
factory prepared and field installed. Check Shop Drawings of other portions of the Work to
confirm that adequate provisions are made for locating and installing products to comply with
indicated requirements.

H.

Attachment: Provide blocking and attachment plates and anchors and fasteners of adequate size
and number to securely anchor each component in place, accurately located and aligned with
other portions of the Work. Where size and type of attachments are not indicated, verify size
and type required for load conditions with manufacturer.
1.
2.
3.

I.

Mounting Heights: Where mounting heights are not indicated, mount components at
heights directed by Architect.
Allow for building movement, including thermal expansion and contraction.
Coordinate installation of anchorages. Furnish setting drawings, templates, and directions
for installing anchorages, including sleeves, concrete inserts, anchor bolts, and items with
integral anchors, that are to be embedded in concrete or masonry. Deliver such items to
Project site in time for installation.

Joints: Make joints of uniform width. Where joint locations in exposed Work are not indicated,
arrange joints for the best visual effect, as judged by Architect. Fit exposed connections together
to form hairline joints.

EXECUTION
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J.

Repair or remove and replace damaged, defective, or nonconforming Work.
1.

3.6
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Comply with Section 017700 "Closeout Procedures" for repairing or removing and
replacing defective Work.

CUTTING AND PATCHING
A.

General: Employ skilled workers to perform cutting and patching. Proceed with cutting and
patching at the earliest feasible time, and complete without delay.
1.

Cut in-place construction to provide for installation of other components or performance
of other construction, and subsequently patch as required to restore surfaces to their
original condition.

B.

Existing Warranties: Remove, replace, patch, and repair materials and surfaces cut or damaged
during installation or cutting and patching operations, by methods and with materials so as not
to void existing warranties.

C.

Temporary Support: Provide temporary support of Work to be cut.

D.

Protection: Protect in-place construction during cutting and patching to prevent damage.
Provide protection from adverse weather conditions for portions of Project that might be
exposed during cutting and patching operations.

E.

Adjacent Occupied Areas: Where interference with use of adjoining areas or interruption of free
passage to adjoining areas is unavoidable, coordinate cutting and patching in accordance with
requirements in Section 011000 "Summary."

F.

Existing Utility Services and Mechanical/Electrical Systems: Where existing services/systems
are required to be removed, relocated, or abandoned, bypass such services/systems before
cutting to minimize interruption to occupied areas.

G.

Cutting: Cut in-place construction by sawing, drilling, breaking, chipping, grinding, and similar
operations, including excavation, using methods least likely to damage elements retained or
adjoining construction. If possible, review proposed procedures with original Installer; comply
with original Installer's written recommendations.
1.

2.
3.
4.
5.

6.

EXECUTION

In general, use hand or small power tools designed for sawing and grinding, not
hammering and chopping. Cut holes and slots neatly to minimum size required, and with
minimum disturbance of adjacent surfaces. Temporarily cover openings when not in use.
Finished Surfaces: Cut or drill from the exposed or finished side into concealed surfaces.
Concrete and Masonry: Cut using a cutting machine, such as an abrasive saw or a
diamond-core drill.
Excavating and Backfilling: Comply with requirements in applicable Sections where
required by cutting and patching operations.
Mechanical and Electrical Services: Cut off pipe or conduit in walls or partitions to be
removed. Cap, valve, or plug and seal remaining portion of pipe or conduit to prevent
entrance of moisture or other foreign matter after cutting.
Proceed with patching after construction operations requiring cutting are complete.

017300
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H.

Patching: Patch construction by filling, repairing, refinishing, closing up, and similar operations
following performance of other Work. Patch with durable seams that are as invisible as
practicable, as judged by Architect. Provide materials and comply with installation requirements
specified in other Sections, where applicable.
1.
2.

Inspection: Where feasible, test and inspect patched areas after completion to
demonstrate physical integrity of installation.
Exposed Finishes: Restore exposed finishes of patched areas and extend finish restoration
into retained adjoining construction in a manner that will eliminate evidence of patching
and refinishing.
a.
b.

3.

4.
5.

3.7

Clean piping, conduit, and similar features before applying paint or other finishing
materials.
Restore damaged pipe covering to its original condition.

Floors and Walls: Where walls or partitions that are removed extend one finished area
into another, patch and repair floor and wall surfaces in the new space. Provide an even
surface of uniform finish, color, texture, and appearance. Remove in-place floor and wall
coverings and replace with new materials, if necessary, to achieve uniform color and
appearance.
a.

I.

Project #: 20005-00

Where patching occurs in a painted surface, prepare substrate and apply primer and
intermediate paint coats appropriate for substrate over the patch, and apply final
paint coat over entire unbroken surface containing the patch, corner to corner of
wall and edge to edge of ceiling. Provide additional coats until patch blends with
adjacent surfaces.

Ceilings: Patch, repair, or rehang in-place ceilings as necessary to provide an even-plane
surface of uniform appearance.
Exterior Building Enclosure: Patch components in a manner that restores enclosure to a
weathertight condition and ensures thermal and moisture integrity of building enclosure.

Cleaning: Clean areas and spaces where cutting and patching are performed. Remove paint,
mortar, oils, putty, and similar materials from adjacent finished surfaces.
COORDINATION OF OWNER'S PORTION OF THE WORK

A.

Site Access: Provide access to Project site for Owner's construction personnel

B.

Coordination: Coordinate construction and operations of the Work with work performed by
Owner's construction personnel
1.

2.

EXECUTION

Construction Schedule: Inform Owner of Contractor's preferred construction schedule for
Owner's portion of the Work. Adjust construction schedule based on a mutually agreeable
timetable. Notify Owner if changes to schedule are required due to differences in actual
construction progress.
Preinstallation Conferences: Include Owner's construction personnel at preinstallation
conferences covering portions of the Work that are to receive Owner's work. Attend
preinstallation conferences conducted by Owner's construction personnel if portions of
the Work depend on Owner's construction.
017300
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PROGRESS CLEANING
A.

Clean Project site and work areas daily, including common areas. Enforce requirements strictly.
Dispose of materials lawfully.
1.
2.
3.

Comply with requirements in NFPA 241 for removal of combustible waste materials and
debris.
Do not hold waste materials more than seven days during normal weather or three days if
the temperature is expected to rise above 80 deg F.
Containerize hazardous and unsanitary waste materials separately from other waste. Mark
containers appropriately and dispose of legally, according to regulations.
a.

4.

Use containers intended for holding waste materials of type to be stored.

Coordinate progress cleaning for joint-use areas where Contractor and other contractors
are working concurrently.

B.

Site: Maintain Project site free of waste materials and debris.

C.

Work Areas: Clean areas where Work is in progress to the level of cleanliness necessary for
proper execution of the Work.
1.
2.

Remove liquid spills promptly.
Where dust would impair proper execution of the Work, broom-clean or vacuum the
entire work area, as appropriate.

D.

Installed Work: Keep installed work clean. Clean installed surfaces according to written
instructions of manufacturer or fabricator of product installed, using only cleaning materials
specifically recommended. If specific cleaning materials are not recommended, use cleaning
materials that are not hazardous to health or property and that will not damage exposed surfaces.

E.

Concealed Spaces: Remove debris from concealed spaces before enclosing the space.

F.

Exposed Surfaces: Clean exposed surfaces and protect as necessary to ensure freedom from
damage and deterioration at time of Substantial Completion.

G.

Waste Disposal: Do not bury or burn waste materials on-site. Do not wash waste materials
down sewers or into waterways. Comply with waste disposal requirements in Section 015000
"Temporary Facilities and Controls." Section 017419 "Construction Waste Management and
Disposal."

H.

During handling and installation, clean and protect construction in progress and adjoining
materials already in place. Apply protective covering where required to ensure protection from
damage or deterioration at Substantial Completion.

I.

Clean and provide maintenance on completed construction as frequently as necessary through
the remainder of the construction period. Adjust and lubricate operable components to ensure
operability without damaging effects.

EXECUTION

017300
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J.

3.9
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Limiting Exposures: Supervise construction operations to ensure that no part of the
construction, completed or in progress, is subject to harmful, dangerous, damaging, or otherwise
deleterious exposure during the construction period.
STARTING AND ADJUSTING

A.

Coordinate startup and adjusting of equipment and operating components with requirements in
Section 019113 "General Commissioning Requirements."

B.

Start equipment and operating components to confirm proper operation. Remove
malfunctioning units, replace with new units, and retest.

C.

Adjust equipment for proper operation. Adjust operating components for proper operation
without binding.

D.

Test each piece of equipment to verify proper operation. Test and adjust controls and safeties.
Replace damaged and malfunctioning controls and equipment.

E.

Manufacturer's Field Service: Comply with qualification requirements in Section 014000
"Quality Requirements."

3.10

PROTECTION AND REPAIR OF INSTALLED CONSTRUCTION

A.

Provide final protection and maintain conditions that ensure installed Work is without damage
or deterioration at time of Substantial Completion.

B.

Repair Work previously completed and subsequently damaged during construction period.
Repair to like-new condition.

C.

Protection of Existing Items: Provide protection and ensure that existing items to remain
undisturbed by construction are maintained in condition that existed at commencement of the
Work.

D.

Comply with manufacturer's written instructions for temperature and relative humidity.

END OF SECTION 017300

EXECUTION

017300
Page 11 of 11

Murrieta ES - Interim Housing

Project #: 20005-00

SECTION 017419 - CONSTRUCTION WASTE MANAGEMENT AND DISPOSAL
PART 1 - GENERAL
1.1

RELATED DOCUMENTS
A.

1.2

Drawings and general provisions of the Contract, including General and Supplementary
Conditions and other Division 01 Specification Sections, apply to this Section.
SUMMARY

A.

Section includes administrative and procedural requirements for the following:
1.
2.
3.

B.

Related Requirements:
1.
2.
3.

1.3

Salvaging nonhazardous demolition and construction waste.
Recycling nonhazardous demolition and construction waste.
Disposing of nonhazardous demolition and construction waste.

Section 011200 "Multiple Contract Summary" for coordination of responsibilities for
waste management.
.
Section 311000 "Site Clearing" for disposition of waste resulting from site clearing and
removal of above- and below-grade improvements.

DEFINITIONS
A.

Construction Waste: Building, structure, and site improvement materials and other solid waste
resulting from construction, remodeling, renovation, or repair operations. Construction waste
includes packaging.

B.

Demolition Waste: Building, structure, and site improvement materials resulting from
demolition operations.

C.

Disposal: Removal of demolition or construction waste and subsequent salvage, sale, recycling,
or deposit in landfill, incinerator acceptable to authorities having jurisdiction, or designated
spoil areas on Owner’s property.

D.

Recycle: Recovery of demolition or construction waste for subsequent processing in preparation
for reuse.

E.

Salvage: Recovery of demolition or construction waste and subsequent sale or reuse in another
facility.

F.

Salvage and Reuse: Recovery of demolition or construction waste and subsequent incorporation
into the Work.

CONSTRUCTION WASTE MANAGEMENT AND DISPOSAL
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MATERIALS OWNERSHIP
A.

Unless otherwise indicated, demolition and construction waste becomes property of Contractor.

B.

Historic items, relics, antiques, and similar objects including, but not limited to, cornerstones
and their contents, commemorative plaques and tablets, and other items of interest or value to
Owner that may be uncovered during demolition remain the property of Owner.
1.

1.5

Carefully salvage in a manner to prevent damage and promptly return to Owner.

ACTION SUBMITTALS
A.

1.6

Waste Management Plan: Submit plan within 7 days of date established for the Notice to
Proceed.
INFORMATIONAL SUBMITTALS

A.

Waste Reduction Calculations: Before request for Substantial Completion, submit calculated
end-of-Project rates for salvage, recycling, and disposal as a percentage of total waste generated
by the Work.

B.

Records of Donations: Indicate receipt and acceptance of salvageable waste donated to
individuals and organizations. Indicate whether organization is tax exempt.

C.

Records of Sales: Indicate receipt and acceptance of salvageable waste sold to individuals and
organizations. Indicate whether organization is tax exempt.

D.

Recycling and Processing Facility Records: Indicate receipt and acceptance of recyclable waste
by recycling and processing facilities licensed to accept them. Include manifests, weight tickets,
receipts, and invoices.

E.

Landfill and Incinerator Disposal Records: Indicate receipt and acceptance of waste by landfills
and incinerator facilities licensed to accept them. Include manifests, weight tickets, receipts, and
invoices.

F.

Qualification Data: For [waste management coordinator] [and] [refrigerant recovery
technician].

1.7

QUALITY ASSURANCE
A.

Waste Management Conference(s): Conduct conference(s) at Project site to comply with
requirements in Section 013100 "Project Management and Coordination." Review methods and
procedures related to waste management including, but not limited to, the following:
1.
2.

Review and discuss waste management plan including responsibilities of each contractor
and waste management coordinator.
Review requirements for documenting quantities of each type of waste and its
disposition.

CONSTRUCTION WASTE MANAGEMENT AND DISPOSAL
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5.
1.8
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Review and finalize procedures for materials separation and verify availability of
containers and bins needed to avoid delays.
Review procedures for periodic waste collection and transportation to recycling and
disposal facilities.
Review waste management requirements for each trade.

WASTE MANAGEMENT PLAN
A.

General: Develop a waste management plan according to requirements in this Section. Plan
shall consist of waste identification, waste reduction work plan, and cost/revenue analysis.
Indicate quantities by weight or volume, but use same units of measure throughout waste
management plan.

B.

Waste Identification: Indicate anticipated types and quantities of demolition site-clearing and
construction waste generated by the Work. Use Form CWM-1 for construction waste and
Form CWM-2 for demolition waste. Include estimated quantities and assumptions for estimates.

C.

Waste Reduction Work Plan: List each type of waste and whether it will be salvaged, recycled,
or disposed of in landfill or incinerator. Use Form CWM-3 for construction waste and
Form CWM-4 for demolition waste . Include points of waste generation, total quantity of each
type of waste, quantity for each means of recovery, and handling and transportation procedures.
1.
.

D.

Cost/Revenue Analysis: Indicate total cost of waste disposal as if there were no waste
management plan and net additional cost or net savings resulting from implementing waste
management plan. Use Form CWM-5 for construction waste[and Form CWM-6 for demolition
waste . Include the following:
1.
2.
3.
4.
5.
6.
7.
8.
9.

Total quantity of waste.
Estimated cost of disposal (cost per unit). Include transportation and tipping fees and cost
of collection containers and handling for each type of waste.
Total cost of disposal (with no waste management).
Revenue from salvaged materials.
Revenue from recycled materials.
Savings in transportation and tipping fees by donating materials.
Savings in transportation and tipping fees that are avoided.
Handling and transportation costs. Include cost of collection containers for each type of
waste.
Net additional cost or net savings from waste management plan.

PART 2 - PRODUCTS
2.1

PERFORMANCE REQUIREMENTS
A.

General: Achieve end-of-Project rates for salvage/recycling of 75 percent by weight of total
nonhazardous solid waste generated by the Work. Practice efficient waste management in the
use of materials in the course of the Work. Use all reasonable means to divert construction and

CONSTRUCTION WASTE MANAGEMENT AND DISPOSAL
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demolition waste from landfills and incinerators. Facilitate recycling and salvage of
materials, including the following:
1.

Demolition Waste:
a.
b.
c.
d.
e.
f.
g.
h.
i.
j.
k.
l.
m.
n.
o.
p.
q.
r.
s.
t.
u.
v.
w.
x.
y.
z.
aa.
bb.
cc.
dd.
ee.
ff.
gg.
hh.
ii.
jj.
kk.
ll.
mm.
nn.
oo.

2.

Asphalt paving.
Concrete.
Concrete reinforcing steel.
Brick.
Concrete masonry units.
Wood studs.
Wood joists.
Plywood and oriented strand board.
Wood paneling.
Wood trim.
Structural and miscellaneous steel.
Rough hardware.
Roofing.
Insulation.
Doors and frames.
Door hardware.
Windows.
Glazing.
Metal studs.
Gypsum board.
Acoustical tile and panels.
Carpet.
Carpet pad.
Demountable partitions.
Equipment.
Cabinets.
Plumbing fixtures.
Piping.
Supports and hangers.
Valves.
Sprinklers.
Mechanical equipment.
Refrigerants.
Electrical conduit.
Copper wiring.
Lighting fixtures.
Lamps.
Ballasts.
Electrical devices.
Switchgear and panelboards.
Transformers.

Construction Waste:
a.
b.

Masonry and CMU.
Lumber.

CONSTRUCTION WASTE MANAGEMENT AND DISPOSAL
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c.
d.
e.
f.
g.
h.
i.
j.
k.
l.

Wood sheet materials.
Wood trim.
Metals.
Roofing.
Insulation.
Carpet and pad.
Gypsum board.
Piping.
Electrical conduit.
Packaging: Regardless of salvage/recycle goal indicated in "General" Paragraph
above, salvage or recycle 100 percent of the following uncontaminated packaging
materials:
1)
2)
3)
4)
5)
6)
7)
8)

m.

Project #: 20005-00

Paper.
Cardboard.
Boxes.
Plastic sheet and film.
Polystyrene packaging.
Wood crates.
Wood pallets.
Plastic pails.

Construction Office Waste: Regardless of salvage/recycle goal indicated in
"General" Paragraph above, salvage or recycle 100 percent of the following
construction office waste materials:
1)
2)
3)

Paper.
Aluminum cans.
Glass containers.

PART 3 - EXECUTION
3.1

PLAN IMPLEMENTATION
A.

General: Implement approved waste management plan. Provide handling, containers, storage,
signage, transportation, and other items as required to implement waste management plan
during the entire duration of the Contract.
1.

B.

Comply with operation, termination, and removal requirements in Section 015000
"Temporary Facilities and Controls."

Training: Train workers, subcontractors, and suppliers on proper waste management
procedures, as appropriate for the Work.
1.
2.

Distribute waste management plan to everyone concerned within three days of submittal
return.
Distribute waste management plan to entities when they first begin work on-site. Review
plan procedures and locations established for salvage, recycling, and disposal.

CONSTRUCTION WASTE MANAGEMENT AND DISPOSAL
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C.

Site Access and Temporary Controls: Conduct waste management operations to ensure
minimum interference with roads, streets, walks, walkways, and other adjacent occupied and
used facilities.
1.
2.

3.2

Project #: 20005-00

Designate and label specific areas on Project site necessary for separating materials that
are to be salvaged and recycled.
Comply with Section 015000 "Temporary Facilities and Controls" for controlling dust
and dirt, environmental protection, and noise control.

SALVAGING DEMOLITION WASTE
A.

3.3

Comply with requirements in Section 024119 "Selective Demolition"] for salvaging demolition
waste.
RECYCLING DEMOLITION WASTE

A.

Asphalt Paving: Grind asphalt to maximum 1-1/2-inchsize.
1.

Crush asphaltic concrete paving and screen to comply with requirements in
Section 312000 "Earth Moving" for use as general fill.

B.

Asphalt Paving: Break up and transport paving to asphalt-recycling facility.

C.

Concrete: Remove reinforcement and other metals from concrete and sort with other metals.
1.
2.

3.4

Pulverize concrete to maximum 1-1/2-inch size.
Crush concrete and screen to comply with requirements in Section 312000 "Earth
Moving" for use as satisfactory soil for fill or subbase.

RECYCLING CONSTRUCTION WASTE
A.

Packaging:
1.
2.
3.

4.

3.5

Cardboard and Boxes: Break down packaging into flat sheets. Bundle and store in a dry
location.
Polystyrene Packaging: Separate and bag materials.
Pallets: As much as possible, require deliveries using pallets to remove pallets from
Project site. For pallets that remain on-site, break down pallets into component wood
pieces and comply with requirements for recycling wood.
Crates: Break down crates into component wood pieces and comply with requirements
for recycling wood.

DISPOSAL OF WASTE
A.

General: Except for items or materials to be salvaged or recycled, remove waste materials from
Project site and legally dispose of them in a landfill or incinerator acceptable to authorities
having jurisdiction.

CONSTRUCTION WASTE MANAGEMENT AND DISPOSAL
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2.
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Except as otherwise specified, do not allow waste materials that are to be disposed of
accumulate on-site.
Remove and transport debris in a manner that will prevent spillage on adjacent surfaces
and areas.

B.

General: Except for items or materials to be salvaged or recycled, remove waste materials and
legally dispose of at designated spoil areas on Owner’s property.

C.

Burning: Do not burn waste materials.

D.

Burning: Burning of waste materials is permitted only at designated areas on Owner's property,
provided required permits are obtained. Provide full-time monitoring for burning materials until
fires are extinguished.

END OF SECTION 017419
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SECTION 017700 - CLOSEOUT PROCEDURES
PART 1 - GENERAL
1.1

RELATED DOCUMENTS
A.

1.2

Drawings and general provisions of the Contract, including General and Supplementary
Conditions and other Division 01 Specification Sections, apply to this Section.
SUMMARY

A.

Section includes administrative and procedural requirements for Contract closeout, including,
but not limited to, the following:
1.
2.
3.
4.

B.

Related Requirements:
1.
2.
3.

1.3

Substantial Completion procedures.
Final completion procedures.
Warranties.
Final cleaning.

Section 012900 "Payment Procedures" for requirements for Applications for Payment for
Substantial Completion and Final Completion.
Section 017823 "Operation and Maintenance Data" for additional operation and
maintenance manual requirements.
Section 017839 "Project Record Documents" for submitting Record Drawings, Record
Specifications, and Record Product Data.

DEFINITIONS
A.

1.4

List of Incomplete Items: Contractor-prepared list of items to be completed or corrected,
prepared for the Architect's use prior to Architect's inspection, to determine if the Work is
substantially complete.
ACTION SUBMITTALS

A.

Product Data: For each type of cleaning agent.

B.

Contractor's List of Incomplete Items: Initial submittal at Substantial Completion.

C.

Certified List of Incomplete Items: Final submittal at Final Completion.

1.5

CLOSEOUT SUBMITTALS
A.

Certificates of Release: From authorities having jurisdiction.

CLOSEOUT PROCEDURES
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B.

Certificate of Insurance: For continuing coverage.

C.

Field Report: For pest-control inspection.

1.6

Project #: 20005-00

MAINTENANCE MATERIAL SUBMITTALS
A.

1.7

Schedule of Maintenance Material Items: For maintenance material submittal items required by
other Sections.
SUBSTANTIAL COMPLETION PROCEDURES

A.

Contractor's List of Incomplete Items: Prepare and submit a list of items to be completed and
corrected (Contractor's "punch list"), indicating the value of each item on the list and reasons
why the Work is incomplete.

B.

Submittals Prior to Substantial Completion: Complete the following a minimum of 10 days
prior to requesting inspection for determining date of Substantial Completion. List items below
that are incomplete at time of request.
1.

2.

3.

4.

Certificates of Release: Obtain and submit releases from authorities having jurisdiction,
permitting Owner unrestricted use of the Work and access to services and utilities.
Include occupancy permits, operating certificates, and similar releases.
Submit closeout submittals specified in other Division 01 Sections, including Project
Record Documents, operation and maintenance manuals, damage or settlement surveys,
property surveys, and similar final record information.
Submit closeout submittals specified in individual Sections, including specific warranties,
workmanship bonds, maintenance service agreements, final certifications, and similar
documents.
Submit maintenance material submittals specified in individual Sections, including tools,
spare parts, extra materials, and similar items, and deliver to location designated by
Construction Manager. Label with manufacturer's name and model number.
a.

5.
6.
7.
C.

Schedule of Maintenance Material Items: Prepare and submit schedule of
maintenance material submittal items, including name and quantity of each item
and name and number of related Specification Section. Obtain Construction
Manager's signature for receipt of submittals.

Submit testing, adjusting, and balancing records.
Submit sustainable design submittals not previously submitted.
Submit changeover information related to Owner's occupancy, use, operation, and
maintenance.

Procedures Prior to Substantial Completion: Complete the following a minimum of 10 days
prior to requesting inspection for determining date of Substantial Completion. List items below
that are incomplete at time of request.
1.
2.

Advise Owner of pending insurance changeover requirements.
Make final changeover of permanent locks and deliver keys to Owner. Advise Owner's
personnel of changeover in security provisions.

CLOSEOUT PROCEDURES
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3.
4.
5.

6.
7.
8.
9.
10.
D.

Complete startup and testing of systems and equipment.
Perform preventive maintenance on equipment used prior to Substantial Completion.
Instruct Owner's personnel in operation, adjustment, and maintenance of products,
equipment, and systems. Submit demonstration and training video recordings specified in
Section 017900 "Demonstration and Training."
Advise Owner of changeover in utility services.
Participate with Owner in conducting inspection and walkthrough with local emergency
responders.
Terminate and remove temporary facilities from Project site, along with mockups,
construction tools, and similar elements.
Complete final cleaning requirements.
Touch up paint and otherwise repair and restore marred exposed finishes to eliminate
visual defects.

Inspection: Submit a written request for inspection to determine Substantial Completion a
minimum of 10 days prior to date the Work will be completed and ready for final inspection
and tests. On receipt of request, Architect and Construction Manager will either proceed with
inspection or notify Contractor of unfulfilled requirements. Architect will prepare the Certificate
of Substantial Completion after inspection or will notify Contractor of items, either on
Contractor's list or additional items identified by Architect, that must be completed or corrected
before certificate will be issued.
1.
2.

1.8
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Request reinspection when the Work identified in previous inspections as incomplete is
completed or corrected.
Results of completed inspection will form the basis of requirements for Final
Completion.

FINAL COMPLETION PROCEDURES
A.

Submittals Prior to Final Completion: Before requesting final inspection for determining Final
Completion, complete the following:
1.
2.

3.
4.
5.
B.

Submit a final Application for Payment in accordance with Section 012900 "Payment
Procedures."
Certified List of Incomplete Items: Submit certified copy of Architect's Substantial
Completion inspection list of items to be completed or corrected (punch list), endorsed
and dated by Architect. Certified copy of the list shall state that each item has been
completed or otherwise resolved for acceptance.
Certificate of Insurance: Submit evidence of final, continuing insurance coverage
complying with insurance requirements.
Submit pest-control final inspection report.
Submit Final Completion photographic documentation.

Inspection: Submit a written request for final inspection to determine acceptance a minimum of
10 days prior to date the Work will be completed and ready for final inspection and tests. On
receipt of request, Architect and Construction Manager will either proceed with inspection or
notify Contractor of unfulfilled requirements. Architect will prepare a final Certificate for
Payment after inspection or will notify Contractor of construction that must be completed or
corrected before certificate will be issued.

CLOSEOUT PROCEDURES
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1.9
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Request reinspection when the Work identified in previous inspections as incomplete is
completed or corrected.

LIST OF INCOMPLETE ITEMS
A.

Organization of List: Include name and identification of each space and area affected by
construction operations for incomplete items and items needing correction including, if
necessary, areas disturbed by Contractor that are outside the limits of construction.
1.
2.
3.

Organize list of spaces in sequential order, starting with exterior areas first listed by room
or space number.
Organize items applying to each space by major element, including categories for
ceilings, individual walls, floors, equipment, and building systems.
Include the following information at the top of each page:
a.
b.
c.
d.
e.

4.

Submit list of incomplete items in the following format:
a.
b.
c.

1.10

Project name.
Date.
Name of Architect and Construction Manager.
Name of Contractor.
Page number.

MS Excel Electronic File: Architect, through Construction Manager, will return
annotated file.
PDF Electronic File: Architect, through Construction Manager, will return
annotated file.
Three Paper Copies: Architect, through Construction Manager, will return two
copies.

SUBMITTAL OF PROJECT WARRANTIES

A.

Time of Submittal: Submit written warranties on request of Architect for designated portions of
the Work where warranties are indicated to commence on dates other than date of Substantial
Completion, or when delay in submittal of warranties might limit Owner's rights under
warranty.

B.

Partial Occupancy: Submit properly executed warranties within 15 days of completion of
designated portions of the Work that are completed and occupied or used by Owner during
construction period by separate agreement with Contractor.

C.

Organize warranty documents into an orderly sequence based on the table of contents of Project
Manual.

D.

Warranties in Paper Form:
1.

Bind warranties and bonds in heavy-duty, three-ring, vinyl-covered, loose-leaf binders,
thickness as necessary to accommodate contents, and sized to receive 8-1/2-by-11-inch
paper.

CLOSEOUT PROCEDURES

017700
Page 4 of 6

Murrieta ES - Interim Housing
2.

3.
E.
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Provide heavy paper dividers with plastic-covered tabs for each separate warranty. Mark
tab to identify the product or installation. Provide a typed description of the product or
installation, including the name of the product and the name, address, and telephone
number of Installer.
Identify each binder on the front and spine with the typed or printed title
"WARRANTIES," Project name, and name of Contractor.

Provide additional copies of each warranty to include in operation and maintenance manuals.

PART 2 - PRODUCTS
2.1

MATERIALS
A.

Cleaning Agents: Use cleaning materials and agents recommended by manufacturer or
fabricator of the surface to be cleaned. Do not use cleaning agents that are potentially hazardous
to health or property or that might damage finished surfaces.
1.

Use cleaning products that comply with Green Seal's GS-37, or if GS-37 is not
applicable, use products that comply with the California Code of Regulations maximum
allowable VOC levels.

PART 3 - EXECUTION
3.1

FINAL CLEANING
A.

General: Perform final cleaning. Conduct cleaning and waste-removal operations to comply
with local laws and ordinances and Federal and local environmental and antipollution
regulations.

B.

Cleaning: Employ experienced workers or professional cleaners for final cleaning. Clean each
surface or unit to condition expected in an average commercial building cleaning and
maintenance program. Comply with manufacturer's written instructions.
1.

Complete the following cleaning operations before requesting inspection for certification
of Substantial Completion for entire Project or for a designated portion of Project:
a.
b.
c.
d.
e.
f.

Clean Project site of rubbish, waste material, litter, and other foreign substances.
Sweep paved areas broom clean. Remove petrochemical spills, stains, and other
foreign deposits.
Rake grounds that are not planted, mulched, or paved to a smooth, even-textured
surface.
Remove tools, construction equipment, machinery, and surplus material from
Project site.
Remove snow and ice to provide safe access to building.
Clean exposed exterior and interior hard-surfaced finishes to a dirt-free condition,
free of stains, films, and similar foreign substances. Avoid disturbing natural
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g.
h.
i.
j.
k.

l.
m.

n.
o.
p.

weathering of exterior surfaces. Restore reflective surfaces to their original
condition.
Remove debris and surface dust from limited-access spaces, including roofs,
plenums, shafts, trenches, equipment vaults, manholes, attics, and similar spaces.
Clean flooring, removing debris, dirt, and staining; clean according to
manufacturer's recommendations.
Vacuum and mop concrete.
Vacuum carpet and similar soft surfaces, removing debris and excess nap; clean
according to manufacturer's recommendations if visible soil or stains remain.
Clean transparent materials, including mirrors and glass in doors and windows.
Remove glazing compounds and other noticeable, vision-obscuring materials.
Polish mirrors and glass, taking care not to scratch surfaces.
Remove labels that are not permanent.
Wipe surfaces of mechanical and electrical equipment and similar equipment.
Remove excess lubrication, paint and mortar droppings, and other foreign
substances.
Clean plumbing fixtures to a sanitary condition, free of stains, including stains
resulting from water exposure.
Replace disposable air filters and clean permanent air filters. Clean exposed
surfaces of diffusers, registers, and grills.
Clean ducts, blowers, and coils if units were operated without filters during
construction or that display contamination with particulate matter on inspection.
1)

q.
r.
s.

Project #: 20005-00

Clean HVAC system in compliance with NADCA ACR. Provide written
report on completion of cleaning.

Clean luminaires, lamps, globes, and reflectors to function with full efficiency.
Clean strainers.
Leave Project clean and ready for occupancy.

C.

Pest Control: Comply with pest control requirements in Section 015000 "Temporary Facilities
and Controls." Prepare written report.

D.

Construction Waste Disposal: Comply with waste-disposal requirements in Section 017419
"Construction Waste Management and Disposal."

3.2

REPAIR OF THE WORK
A.

Complete repair and restoration operations required by Section 017300 "Execution" before
requesting inspection for determination of Substantial Completion.

END OF SECTION 017700
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SECTION 017823 - OPERATION AND MAINTENANCE DATA
PART 1 - GENERAL
1.1

RELATED DOCUMENTS
A.

1.2

Drawings and general provisions of the Contract, including General and Supplementary
Conditions and other Division 01 Specification Sections, apply to this Section.
SUMMARY

A.

Section includes administrative and procedural requirements for preparing operation and
maintenance manuals, including the following:
1.
2.
3.
4.
5.

B.

1.3

Operation and maintenance documentation directory manuals.
Emergency manuals.
Systems and equipment operation manuals.
Systems and equipment maintenance manuals.
Product maintenance manuals.

Related Requirements:
1.
Section 013300 "Submittal Procedures" for submitting copies of submittals for operation
and maintenance manuals.
DEFINITIONS

A.

System: An organized collection of parts, equipment, or subsystems united by regular
interaction.

B.

Subsystem: A portion of a system with characteristics similar to a system.

1.4

CLOSEOUT SUBMITTALS
A.

Submit operation and maintenance manuals indicated. Provide content for each manual as
specified in individual Specification Sections, and as reviewed and approved at the time of
Section submittals. Submit reviewed manual content formatted and organized as required by
this Section.
1.
Where applicable, clarify and update reviewed manual content to correspond to revisions
and field conditions.

B.

Format: Submit operation and maintenance manuals in the following format:
1.
2.

Submit on digital media acceptable to Architect by email to Architect. Enable reviewer
comments on draft submittals.
Submit [three] paper copies. Architect, through Construction Manager, will return two
copies.
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C.

Initial Manual Submittal: Submit draft copy of each manual at least 30 days before
commencing demonstration and training. Architect will comment on whether general scope and
content of manual are acceptable.

D.

Final Manual Submittal: Submit each manual in final form prior to requesting inspection for
Substantial Completion and at least 15 days before commencing demonstration and training.
Architect will return copy with comments.
1.

E.

1.5

Correct or revise each manual to comply with Architect's comments. Submit copies of
each corrected manual within 15 days of receipt of Architect's comments and prior to
commencing demonstration and training.

Comply with Section 017700 "Closeout Procedures" for schedule for submitting operation and
maintenance documentation.
FORMAT OF OPERATION AND MAINTENANCE MANUALS

A.

Manuals, Electronic Files: Submit manuals in the form of a multiple file composite electronic
PDF file for each manual type required.
1.

2.

B.

Electronic Files: Use electronic files prepared by manufacturer where available. Where
scanning of paper documents is required, configure scanned file for minimum readable
file size.
File Names and Bookmarks: Bookmark individual documents based on file names. Name
document files to correspond to system, subsystem, and equipment names used in manual
directory and table of contents. Group documents for each system and subsystem into
individual composite bookmarked files, then create composite manual, so that resulting
bookmarks reflect the system, subsystem, and equipment names in a readily navigated
file tree. Configure electronic manual to display bookmark panel on opening file.

Manuals, Paper Copy: Submit manuals in the form of hard-copy, bound and labeled volumes.
1.

Binders: Heavy-duty, three-ring, vinyl-covered, loose-leaf binders, in thickness necessary
to accommodate contents, sized to hold 8-1/2-by-11-inch paper; with clear plastic sleeve
on spine to hold label describing contents and with pockets inside covers to hold folded
oversize sheets.
a.

b.

2.

If two or more binders are necessary to accommodate data of a system, organize
data in each binder into groupings by subsystem and related components. Crossreference other binders if necessary to provide essential information for proper
operation or maintenance of equipment or system.
Identify each binder on front and spine, with printed title "OPERATION AND
MAINTENANCE MANUAL," Project title or name, subject matter of
contents, and indicate Specification Section number on bottom of spine. Indicate
volume number for multiple-volume sets.

Dividers: Heavy-paper dividers with plastic-covered tabs for each section of the manual.
Mark each tab to indicate contents. Include typed list of products and major components
of equipment included in the section on each divider, cross-referenced to Specification
Section number and title of Project Manual.

OPERATION AND MAINTENANCE DATA
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3.

4.
5.

Protective Plastic Sleeves: Transparent plastic sleeves designed to enclose diagnostic
software storage media for computerized electronic equipment. Enclose title pages and
directories in clear plastic sleeves.
Supplementary Text: Prepared on 8-1/2-by-11-inch white bond paper.
Drawings: Attach reinforced, punched binder tabs on drawings and bind with text.
a.
b.

1.6

Project #: 20005-00

If oversize drawings are necessary, fold drawings to same size as text pages and
use as foldouts.
If drawings are too large to be used as foldouts, fold and place drawings in labeled
envelopes and bind envelopes in rear of manual. At appropriate locations in
manual, insert typewritten pages indicating drawing titles, descriptions of contents,
and drawing locations.

REQUIREMENTS FOR EMERGENCY, OPERATION, AND MAINTENANCE MANUALS
A.

Organization of Manuals: Unless otherwise indicated, organize each manual into a separate
section for each system and subsystem, and a separate section for each piece of equipment not
part of a system. Each manual shall contain the following materials, in the order listed:
1.
2.
3.

B.

Title Page: Include the following information:
1.
2.
3.
4.
5.
6.
7.
8.
9.
10.

C.

Subject matter included in manual.
Name and address of Project.
Name and address of Owner.
Date of submittal.
Name and contact information for Contractor.
Name and contact information for Construction Manager.
Name and contact information for Architect.
Name and contact information for Commissioning Authority.
Names and contact information for major consultants to the Architect that designed the
systems contained in the manuals.
Cross-reference to related systems in other operation and maintenance manuals.

Table of Contents: List each product included in manual, identified by product name, indexed to
the content of the volume, and cross-referenced to Specification Section number in Project
Manual.
1.

D.

Title page.
Table of contents.
Manual contents.

If operation or maintenance documentation requires more than one volume to
accommodate data, include comprehensive table of contents for all volumes in each
volume of the set.

Manual Contents: Organize into sets of manageable size. Arrange contents alphabetically by
system, subsystem, and equipment. If possible, assemble instructions for subsystems,
equipment, and components of one system into a single binder.

OPERATION AND MAINTENANCE DATA
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E.

1.7
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Identification: In the documentation directory and in each operation and maintenance manual,
identify each system, subsystem, and piece of equipment with same designation used in the
Contract Documents. If no designation exists, assign a designation according to
ASHRAE Guideline 4, "Preparation of Operating and Maintenance Documentation for Building
Systems."
OPERATION AND MAINTENANCE DOCUMENTATION DIRECTORY MANUAL

A.

Operation and Maintenance Documentation Directory: Prepare a separate manual that provides
an organized reference to emergency, operation, and maintenance manuals. List items and their
location to facilitate ready access to desired information. Include the following:
1.
2.
3.

1.8

List of Systems and Subsystems: List systems alphabetically. Include references to
operation and maintenance manuals that contain information about each system.
List of Equipment: List equipment for each system, organized alphabetically by system.
For pieces of equipment not part of system, list alphabetically in separate list.
Tables of Contents: Include a table of contents for each emergency, operation, and
maintenance manual.

EMERGENCY MANUALS
A.

Emergency Manual: Assemble a complete set of emergency information indicating procedures
for use by emergency personnel and by Owner's operating personnel for types of emergencies
indicated.

B.

Content: Organize manual into a separate section for each of the following:
1.
2.
3.

C.

Type of emergency.
Emergency instructions.
Emergency procedures.

Type of Emergency: Where applicable for each type of emergency indicated below, include
instructions and procedures for each system, subsystem, piece of equipment, and component:
1.
2.
3.
4.
5.
6.
7.
8.

Fire.
Flood.
Gas leak.
Water leak.
Power failure.
Water outage.
System, subsystem, or equipment failure.
Chemical release or spill.

D.

Emergency Instructions: Describe and explain warnings, trouble indications, error messages,
and similar codes and signals. Include responsibilities of Owner's operating personnel for
notification of Installer, supplier, and manufacturer to maintain warranties.

E.

Emergency Procedures: Include the following, as applicable:
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1.
2.
3.
4.
5.
1.9
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Instructions on stopping.
Shutdown instructions for each type of emergency.
Operating instructions for conditions outside normal operating limits.
Required sequences for electric or electronic systems.
Special operating instructions and procedures.

SYSTEMS AND EQUIPMENT OPERATION MANUALS
A.

Systems and Equipment Operation Manual: Assemble a complete set of data indicating
operation of each system, subsystem, and piece of equipment not part of a system. Include
information required for daily operation and management, operating standards, and routine and
special operating procedures.
1.
2.

B.

Content: In addition to requirements in this Section, include operation data required in
individual Specification Sections and the following information:
1.
2.
3.
4.
5.
6.
7.
8.
9.
10.

C.

System, subsystem, and equipment descriptions. Use designations for systems and
equipment indicated on Contract Documents.
Performance and design criteria if Contractor has delegated design responsibility.
Operating standards.
Operating procedures.
Operating logs.
Wiring diagrams.
Control diagrams.
Piped system diagrams.
Precautions against improper use.
License requirements including inspection and renewal dates.

Descriptions: Include the following:
1.
2.
3.
4.
5.
6.
7.
8.
9.

D.

Engage a factory-authorized service representative to assemble and prepare information
for each system, subsystem, and piece of equipment not part of a system.
Prepare a separate manual for each system and subsystem, in the form of an instructional
manual for use by Owner's operating personnel.

Product name and model number. Use designations for products indicated on Contract
Documents.
Manufacturer's name.
Equipment identification with serial number of each component.
Equipment function.
Operating characteristics.
Limiting conditions.
Performance curves.
Engineering data and tests.
Complete nomenclature and number of replacement parts.

Operating Procedures: Include the following, as applicable:
1.
2.

Startup procedures.
Equipment or system break-in procedures.
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3.
4.
5.
6.
7.
8.
9.

Project #: 20005-00

Routine and normal operating instructions.
Regulation and control procedures.
Instructions on stopping.
Normal shutdown instructions.
Seasonal and weekend operating instructions.
Required sequences for electric or electronic systems.
Special operating instructions and procedures.

E.

Systems and Equipment Controls: Describe the sequence of operation, and diagram controls as
installed.

F.

Piped Systems: Diagram piping as installed, and identify color coding where required for
identification.

1.10
A.

SYSTEMS AND EQUIPMENT MAINTENANCE MANUALS
Systems and Equipment Maintenance Manuals: Assemble a complete set of data indicating
maintenance of each system, subsystem, and piece of equipment not part of a system. Include
manufacturers' maintenance documentation, preventive maintenance procedures and frequency,
repair procedures, wiring and systems diagrams, lists of spare parts, and warranty information.
1.
2.

Engage a factory-authorized service representative to assemble and prepare information
for each system, subsystem, and piece of equipment not part of a system.
Prepare a separate manual for each system and subsystem, in the form of an instructional
manual for use by Owner's operating personnel.

B.

Content: For each system, subsystem, and piece of equipment not part of a system, include
source information, manufacturers' maintenance documentation, maintenance procedures,
maintenance and service schedules, spare parts list and source information, maintenance service
contracts, and warranties and bonds as described below.

C.

Source Information: List each system, subsystem, and piece of equipment included in manual,
identified by product name and arranged to match manual's table of contents. For each product,
list name, address, and telephone number of Installer or supplier and maintenance service agent,
and cross-reference Specification Section number and title in Project Manual and drawing or
schedule designation or identifier where applicable.

D.

Manufacturers' Maintenance Documentation: Include the following information for each
component part or piece of equipment:
1.

Standard maintenance instructions and bulletins; include only sheets pertinent to product
or component installed. Mark each sheet to identify each product or component
incorporated into the Work. If data include more than one item in a tabular format,
identify each item using appropriate references from the Contract Documents. Identify
data applicable to the Work and delete references to information not applicable.
a.

Prepare supplementary text if manufacturers' standard printed data are not
available and where the information is necessary for proper operation and
maintenance of equipment or systems.
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3.
4.
E.

Drawings, diagrams, and instructions required for maintenance, including disassembly
and component removal, replacement, and assembly.
Identification and nomenclature of parts and components.
List of items recommended to be stocked as spare parts.

Maintenance Procedures: Include the following information and items that detail essential
maintenance procedures:
1.
2.
3.
4.
5.
6.

F.

Project #: 20005-00

Test and inspection instructions.
Troubleshooting guide.
Precautions against improper maintenance.
Disassembly; component removal, repair, and replacement; and reassembly instructions.
Aligning, adjusting, and checking instructions.
Demonstration and training video recording, if available.

Maintenance and Service Schedules: Include service and lubrication requirements, list of
required lubricants for equipment, and separate schedules for preventive and routine
maintenance and service with standard time allotment.
1.
2.

Scheduled Maintenance and Service: Tabulate actions for daily, weekly, monthly,
quarterly, semiannual, and annual frequencies.
Maintenance and Service Record: Include manufacturers' forms for recording
maintenance.

G.

Spare Parts List and Source Information: Include lists of replacement and repair parts, with
parts identified and cross-referenced to manufacturers' maintenance documentation and local
sources of maintenance materials and related services.

H.

Maintenance Service Contracts: Include copies of maintenance agreements with name and
telephone number of service agent.

I.

Warranties and Bonds: Include copies of warranties and bonds and lists of circumstances and
conditions that would affect validity of warranties or bonds.
1.

J.

Drawings: Prepare drawings supplementing manufacturers' printed data to illustrate the
relationship of component parts of equipment and systems and to illustrate control sequence and
flow diagrams. Coordinate these drawings with information contained in record Drawings to
ensure correct illustration of completed installation.
1.

1.11
A.

Include procedures to follow and required notifications for warranty claims.

Do not use original project record documents as part of maintenance manuals.

PRODUCT MAINTENANCE MANUALS
Product Maintenance Manual: Assemble a complete set of maintenance data indicating care and
maintenance of each product, material, and finish incorporated into the Work.
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B.

Content: Organize manual into a separate section for each product, material, and finish. Include
source information, product information, maintenance procedures, repair materials and sources,
and warranties and bonds, as described below.

C.

Source Information: List each product included in manual, identified by product name and
arranged to match manual's table of contents. For each product, list name, address, and
telephone number of Installer or supplier and maintenance service agent, and cross-reference
Specification Section number and title in Project Manual and drawing or schedule designation
or identifier where applicable.

D.

Product Information: Include the following, as applicable:
1.
2.
3.
4.
5.

E.

Product name and model number.
Manufacturer's name.
Color, pattern, and texture.
Material and chemical composition.
Reordering information for specially manufactured products.

Maintenance Procedures: Include manufacturer's written recommendations and the following:
1.
2.
3.
4.
5.

Inspection procedures.
Types of cleaning agents to be used and methods of cleaning.
List of cleaning agents and methods of cleaning detrimental to product.
Schedule for routine cleaning and maintenance.
Repair instructions.

F.

Repair Materials and Sources: Include lists of materials and local sources of materials and
related services.

G.

Warranties and Bonds: Include copies of warranties and bonds and lists of circumstances and
conditions that would affect validity of warranties or bonds.
1.

Include procedures to follow and required notifications for warranty claims.

PART 2 - PRODUCTS (Not Used)
PART 3 - EXECUTION (Not Used)
END OF SECTION 017823
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SECTION 017839 - PROJECT RECORD DOCUMENTS
PART 1 - GENERAL
1.1

RELATED DOCUMENTS
A.

1.2

Drawings and general provisions of the Contract, including General and Supplementary
Conditions and other Division 01 Specification Sections, apply to this Section.
SUMMARY

A.

Section includes administrative and procedural requirements for Project Record Documents,
including the following:
1.
2.
3.
4.

B.

1.3

Record Drawings.
Record specifications.
Record Product Data.
Miscellaneous record submittals.

Related Requirements:
1.
Section 017300 "Execution" for final property survey.
2.
Section 017700 "Closeout Procedures" for general closeout procedures.
3.
Section 017823 "Operation and Maintenance Data" for operation and maintenance
manual requirements.
CLOSEOUT SUBMITTALS

A.

Record Drawings: Comply with the following:
1.
Number of Copies: Submit copies of Record Drawings as follows:
a.

Initial Submittal:
1)
Submit Record Digital Data Files and [one] <Insert number> set(s) of
plots.
2)
Architect will indicate whether general scope of changes, additional
information recorded, and quality of drafting are acceptable.

b.

Final Submittal:
1)
Submit Record Digital Data Files and three set(s) of Record Digital Data
File plots.
2)
Plot each drawing file, whether or not changes and additional information
were recorded.

B.

Record Specifications: Submit annotated PDF electronic files and one paper copy of Project's
Specifications, including addenda and Contract modifications.

C.

Record Product Data: Submit [annotated PDF electronic files and directories and [paper
copyies] of each submittal.

PROJECT RECORD DOCUMENTS
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D.

1.4
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Where record Product Data are required as part of operation and maintenance manuals,
submit duplicate marked-up Product Data as a component of manual.

Miscellaneous Record Submittals: See other Specification Sections for miscellaneous recordkeeping requirements and submittals in connection with various construction activities. Submit
annotated PDF electronic files and directories and one paper copyi of each submittal.
RECORD DRAWINGS

A.

Record Prints: Maintain one set of marked-up paper copies of the Contract Drawings and Shop
Drawings, incorporating new and revised drawings as modifications are issued.
1.

Preparation: Mark record prints to show the actual installation, where installation varies
from that shown originally. Require individual or entity who obtained record data,
whether individual or entity is Installer, subcontractor, or similar entity, to provide
information for preparation of corresponding marked-up record prints.
a.
b.
c.
d.
e.

2.

Content: Types of items requiring marking include, but are not limited to, the following:
a.
b.
c.
d.
e.
f.
g.
h.
i.
j.
k.
l.
m.

3.

4.
5.
6.

Give particular attention to information on concealed elements that would be
difficult to identify or measure and record later.
Accurately record information in an acceptable drawing technique.
Record data as soon as possible after obtaining it.
Record and check the markup before enclosing concealed installations.
Cross-reference record prints to corresponding photographic documentation.

Dimensional changes to Drawings.
Revisions to details shown on Drawings.
Depths of foundations.
Locations and depths of underground utilities.
Revisions to routing of piping and conduits.
Revisions to electrical circuitry.
Actual equipment locations.
Duct size and routing.
Locations of concealed internal utilities.
Changes made by Change Order or Construction Work Change Directive.
Details not on the original Contract Drawings.
Field records for variable and concealed conditions.
Record information on the Work that is shown only schematically.

Mark the Contract Drawings and Shop Drawings completely and accurately. Use
personnel proficient at recording graphic information in production of marked-up record
prints.
Mark record prints with erasable, red-colored pencil. Use other colors to distinguish
between changes for different categories of the Work at same location.
Mark important additional information that was either shown schematically or omitted
from original Drawings.
Note Construction Change Directive numbers, alternate numbers, Change Order
numbers, and similar identification, where applicable.

PROJECT RECORD DOCUMENTS
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B.

Record Digital Data Files: Immediately before inspection for Certificate of Substantial
Completion, review marked-up record prints with Architect and Construction Manager. When
authorized, prepare a full set of corrected digital data files of the Contract Drawings, as follows:
1.
2.
3.
4.

Format: Same digital data software program, version, and operating system as for the
original Contract Drawings.
Incorporate changes and additional information previously marked on record prints.
Delete, redraw, and add details and notations where applicable.
Refer instances of uncertainty to Architect through Construction Manager for resolution.
Architect will furnish Contractor with one set of digital data files of the Contract
Drawings for use in recording information.
a.
b.

C.

See Section 013100 "Project Management and Coordination" for requirements
related to use of Architect's digital data files.
Architect will provide data file layer information. Record markups in separate
layers.

Format: Identify and date each Record Drawing; include the designation "PROJECT RECORD
DRAWING" in a prominent location.
1.
2.
3.

4.

Record Prints: Organize record prints into manageable sets. Bind each set with durable
paper cover sheets. Include identification on cover sheets.
Format: Annotated PDF electronic file with comment function enabled.
Record Digital Data Files: Organize digital data information into separate electronic files
that correspond to each sheet of the Contract Drawings. Name each file with the sheet
identification. Include identification in each digital data file.
Identification: As follows:
a.
b.
c.
d.
e.

1.5
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Project name.
Date.
Designation "PROJECT RECORD DRAWINGS."
Name of Architect and Construction Manager.
Name of Contractor.

RECORD SPECIFICATIONS
A.

Preparation: Mark Specifications to indicate the actual product installation, where installation
varies from that indicated in Specifications, addenda, and Contract modifications.
1.
2.
3.

B.

Give particular attention to information on concealed products and installations that
cannot be readily identified and recorded later.
For each principal product, indicate whether Record Product Data has been submitted in
operation and maintenance manuals instead of submitted as Record Product Data.
Note related Change Orders, Record Product Data, and Record Drawings where
applicable.

Format: Submit record specifications as annotated PDF electronic file

PROJECT RECORD DOCUMENTS
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RECORD PRODUCT DATA
A.

Recording: Maintain one copy of each submittal during the construction period for Project
Record Document purposes. Post changes and revisions to Project Record Documents as they
occur; do not wait until end of Project.

B.

Preparation: Mark Product Data to indicate the actual product installation where installation
varies substantially from that indicated in Product Data submittal.
1.
2.
3.

C.

Format: Submit Record Product Data as annotated PDF electronic file].
1.

1.7

Give particular attention to information on concealed products and installations that
cannot be readily identified and recorded later.
Include significant changes in the product delivered to Project site and changes in
manufacturer's written instructions for installation.
Note related Change Orders and Record Drawings where applicable.

Include Record Product Data directory organized by Specification Section number and
title, electronically linked to each item of Record Product Data.

MISCELLANEOUS RECORD SUBMITTALS
A.

Assemble miscellaneous records required by other Specification Sections for miscellaneous
record keeping and submittal in connection with actual performance of the Work. Bind or file
miscellaneous records and identify each, ready for continued use and reference.

B.

Format: Submit miscellaneous record submittals as PDF electronic file.
1.

1.8

Include miscellaneous record submittals directory organized by Specification Section
number and title, electronically linked to each item of miscellaneous record submittals.

MAINTENANCE OF RECORD DOCUMENTS
A.

Maintenance of Record Documents: Store Record Documents in the field office apart from the
Contract Documents used for construction. Do not use Project Record Documents for
construction purposes. Maintain Record Documents in good order and in a clean, dry, legible
condition, protected from deterioration and loss. Provide access to Project Record Documents
for Architect's and Construction Manager's reference during normal working hours.

PART 2 - PRODUCTS (Not Used)
PART 3 - EXECUTION (Not Used)
END OF SECTION 017839
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SECTION 024119 - SELECTIVE DEMOLITION
PART 1 - GENERAL
1.1

SUMMARY
A.

1.2

Section Includes:
1.
Demolition and removal of selected site elements.
DEFINITIONS

A.

Remove: Detach items from existing construction and legally dispose of them off-site
unless indicated to be removed and salvaged or removed and reinstalled.

B.

Remove and Salvage: Carefully detach from existing construction, in a manner to
prevent damage, and deliver to Owner[ ready for reuse].

C.

Remove and Reinstall: Detach items from existing construction, prepare for reuse, and
reinstall where indicated.

D.

Existing to Remain: Existing items of construction that are not to be permanently
removed and that are not otherwise indicated to be removed, removed and salvaged, or
removed and reinstalled.

1.3

PREINSTALLATION MEETINGS
A.

1.4

Predemolition Conference: Conduct conference at Project site .
INFORMATIONAL SUBMITTALS

A.
1.5

Predemolition Photographs or Video: Submit before Work begins.
CLOSEOUT SUBMITTALS

A.
1.6

Landfill Records: Indicate receipt and acceptance of hazardous wastes by a landfill
facility licensed to accept hazardous wastes.
FIELD CONDITIONS

A.

Owner will occupy portions of building immediately adjacent to selective demolition
area. Conduct selective demolition so Owner's operations will not be disrupted.

B.

Conditions existing at time of inspection for bidding purpose will be maintained by
Owner as far as practical.

C.

Notify Architect of discrepancies between existing conditions and Drawings before
proceeding with selective demolition.

D.

Hazardous Materials: It is not expected that hazardous materials will be encountered
in the Work.
1.
Hazardous materials will be removed by Owner before start of the Work.

E.

Storage or sale of removed items or materials on-site is not permitted.

F.

Utility Service: Maintain existing utilities indicated to remain in service and protect
them against damage during selective demolition operations.
1.
Maintain fire-protection facilities in service during selective demolition
operations.

SELECTIVE DEMOLITION
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WARRANTY
A.

Existing Warranties: Remove, replace, patch, and repair materials and surfaces cut or
damaged during selective demolition, by methods and with materials so as not to void
existing warranties.

PART 2 - PRODUCTS
2.1

PEFORMANCE REQUIREMENTS
A.

Regulatory Requirements: Comply with governing EPA notification regulations
before beginning selective demolition. Comply with hauling and disposal regulations
of authorities having jurisdiction.

B.

Standards: Comply with ANSI/ASSE A10.6 and NFPA 241.

PART 3 - EXECUTION
3.1

EXAMINATION
A.

Verify that utilities have been disconnected and capped before starting selective
demolition operations.

B.

Survey existing conditions and correlate with requirements indicated to determine
extent of selective demolition required.

C.

When unanticipated mechanical, electrical, or structural elements that conflict with
intended function or design are encountered, investigate and measure the nature and
extent of conflict. Promptly submit a written report to Architect.

D.

Perform an engineering survey of condition of building to determine whether removing
any element might result in structural deficiency or unplanned collapse of any portion
of structure or adjacent structures during selective building demolition operations.

3.2

UTILITY SERVICES AND MECHANICAL/ELECTRICAL SYSTEMS
A.

3.3

Existing Services/Systems to Remain: Maintain services/systems indicated to remain
and protect them against damage.
1.
Comply with requirements for existing services/systems interruptions specified in
Section 011000 "Summary."
SELECTIVE DEMOLITION, GENERAL

A.

General: Demolish and remove existing construction only to the extent required by
new construction and as indicated. Use methods required to complete the Work within
limitations of governing regulations and as follows:
1.
Neatly cut openings and holes plumb, square, and true to dimensions required.
Use cutting methods least likely to damage construction to remain or adjoining
construction. Use hand tools or small power tools designed for sawing or
grinding, not hammering and chopping, to minimize disturbance of adjacent
surfaces. Temporarily cover openings to remain.
2.
Cut or drill from the exposed or finished side into concealed surfaces to avoid
marring existing finished surfaces.
3.
Do not use cutting torches until work area is cleared of flammable materials. At
concealed spaces, such as duct and pipe interiors, verify condition and contents
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of hidden space before starting flame-cutting operations. Maintain fire watch
and portable fire-suppression devices during flame-cutting operations.
Locate selective demolition equipment and remove debris and materials so as not
to impose excessive loads on supporting walls, floors, or framing.
Dispose of demolished items and materials promptly. Comply with requirements
in Section 017419 "Construction Waste Management and Disposal."

Existing Items to Remain: Protect construction indicated to remain against damage
and soiling during selective demolition. When permitted by Architect, items may be
removed to a suitable, protected storage location during selective demolition and
cleaned and reinstalled in their original locations after selective demolition operations
are complete.
DISPOSAL OF DEMOLISHED MATERIALS

A.

General: Except for items or materials indicated to be[ recycled,] reused, salvaged,
reinstalled, or otherwise indicated to remain Owner's property, remove demolished
materials from Project site and legally dispose of them in an EPA-approved landfill.
1.
Do not allow demolished materials to accumulate on-site.
2.
Remove and transport debris in a manner that will prevent spillage on adjacent
surfaces and areas.
3.
Remove debris from elevated portions of building by chute, hoist, or other device
that will convey debris to grade level in a controlled descent.
4.
Comply with requirements specified in Section 017419 "Construction Waste
Management and Disposal."

B.

Burning: Do not burn demolished materials.

C.

Disposal: Transport demolished materials off Owner's property and legally dispose of
them.

3.5

CLEANING
A.

Clean adjacent structures and improvements of dust, dirt, and debris caused by selective
demolition operations. Return adjacent areas to condition existing before selective
demolition operations began.

END OF SECTION 024119
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SECTION 032000 - CONCRETE REINFORCING
PART 1 - GENERAL
1.1

SUMMARY
A.

1.2

This Section includes the following:
1.
Reinforcing steel bars, wire fabric and accessories for cast-in-place concrete.
REFERENCES

A.

California Building Code (CBC) 2019, as adopted by Authority Having Jusrisdiction
(AHJ).

B.

ACI 318 - Building Code Requirements For Structural Concrete.

C.

ACI SP-66 - American Concrete Institute-Detailing Manual.

D.

ASTM A82 - Steel Wire, Plain, for Concrete Reinforcement.

E.

ASTM A615 - Deformed and Plain Billet Steel Bars for Concrete Reinforcement.

F.

ASTM A706 - Low Alloy Steel Deformed and Plain Bars for Concrete Reinforcement.

G.

CRSI - Concrete Reinforcing Steel Institute Manual of Practice.

H.

CRSI - Placing Reinforcing Bars (5th ed.)

I.

AWS D1.4 Structural Welding Code - Reinforcing Steel.

1.3

SUBMITTALS
A.

Submit under provisions of Section 013300.

B.

Test Reports: Submit certified copies of mill test report of reinforcing steel analysis to
testing laboratory, indicating products meet or exceed specified requirements. Include
grades, physical and chemical properties.
1.
Where welding of reinforcing steel is required, submit mill reports indicating the
chemical composition and the carbon equivalent (C.E.).

C.

Submit steel reinforcement shop drawings in accordance with ACI 315 for reinforcing
work which deviates from structural drawings and specifications.

D.

Shop Drawings
1.
Submit steel reinforcement shop drawings in accordance with ACI 315. include
placing drawings, assembly diagrams, bending charts and slab plans. Show
length and locations of splices, size and length of reinforcing steel, and stirrup
spacing.

E.

Product Data
1.
Reinforcing steel couplers: Submit current ICC Evaluation Report, clearly
indicating compliance with the minimum specified strength criteria.

1.4

QUALITY ASSURANCE
A.

Perform Work in accordance with CRSI, ACI 315, ACI 318 and applicable Sections of
Chapter 19A, Part 2, Title 24, CCR.
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QUALIFICATIONS
A.

Manufacturer
1.
Manufacturer shall have produced the specified products for a period of five (5)
years prior to beginning work of this section, and shall have the capability to
produce the specified products to the delivery and quantity criteria of the project.
2.
Unless noted otherwise, reinforcing steel may be of domestic or imported origin,
subject to compliance with specified criteria.

B.

Fabricator/Erector
1.
For fabrication and installation of work, use only personnel who are thoroughly
trained and experienced in the skills required, have installed similar applications
of the specified products within one year prior to beginning work on this section,
and who are completely familiar with the requirements of this work.
2.
Fabricator shall be currently licensed and approved by jurisdictional authority as
an approved fabricator of reinforcing steel.

C.

Detailer
1.
For detailing of reinforcing steel shop drawings, use only personnel who are
thoroughly trained and experienced in the skills required.
2.
Detailer, or lead detailer when more than one detailer is used, shall have a
minimum of five (5) years experience in the detailing of similar structures.
3.
Submit qualifications of detailer, or lead detailer, to architect for review.

1.6

COORDINATION
A.

Coordinate work under provisions of Section 013100.

B.

Coordinate with placement of formwork, formed openings and other Work.

1.7

PRODUCT HANDLING
A.

Deliver reinforcement to the Project Site bundled, tagged and marked. Indicate on
tags, bar size, lengths, and other information corresponding to markings shown on
placement diagrams.

B.

Store materials at the Project Site to prevent damage and accumulation of dirt and
excessive rust. Store welding electrodes in accord with AWS D1.4.

PART 2 - PRODUCTS
2.1

REINFORCEMENT
A.

Reinforcing Steel:
1.
Non-Welded Systems: ASTM A 615, deformed billet steel bars, plain finish.
a.
Bar size #4 and larger: Grade 60.
b.
Bar size less than #4: Grade 40.
c.
Grade 60, where shown.
2.
Welded Systems: ASTM A 706, Grade 60.

B.

Dowels: Same as 2.1.A.

C.

Reinforcing steel couplers: Provide mechanical couplers maintaining positive alignment
and developing, in tension or compression as required, at least 125% of the specified
yield strength of the bars, or of the smaller bar in transition splices.
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ACCESSORY MATERIALS
A.

Tie Wire: Minimum 16 gage annealed type .

B.

Chairs, Bolsters, Bar Supports, Spacers: Sized and shaped for strength and support of
reinforcement during concrete placement conditions including load bearing pad on
bottom to prevent vapor retarder/retarder/barrier puncture.

C.

Electrodes for welding ASTM A 706 reinforcing steel: Conform to requirements of
Specifications for Low Alloy Steel Covered Arc-Welding Electrodes, AWS A5.5,
E80XX Series, low hydrogen, having a minimum yield point of 80,000 psi.

2.3

FABRICATION
A.

Fabricate concrete reinforcing in accordance with CRSI Manual of Standard Practice,
ACI 315, and ACI 318.

B.

Do NOT bend or straighten bars in manner that will weaken or injure bar. Do not
re-bend bars #5 and larger.

C.

Do NOT use heat to bend bars.

D.

Remove and replace reinforcement with following fabrication defects.
1.
Bar lengths, depths and bends exceeding specified fabrication tolerances.
2.
Bends or kinks not shown on Drawings or final shop drawings.
3.
Bars with reduced cross-section due to excessive rusting or other cause

E.

Locate reinforcing splices as shown on Drawings. Obtain approval of Structural
Engineer for splices not shown on drawings.

2.4

SOURCE QUALITY CONTROL AND TESTING
A.

Provide for testing under the provisions of Section 014529.
1.
Reinforcing Bars: Sections 1913A.2, Chapter 19A, Part 2, Title 24, CCR.
2.
Cost of testing for unidentified stock shall be reimbursed to the Owner by the
Contractor.

B.

Provide mill test certificates indicating the following information:
1.
Steel Source and Description
2.
Ultimate tensile strength, Bend test, Elongation percentage and Yield point.
3.
Heat number and Chemical analysis.

C.

Sample and test reinforcing for compliance with ASTM A 615 and ASTM A 706.
1.
When materials are delivered with heat number and mill test, the Testing
Laboratory shall make one series of tests (tensile and bend) for each 10.0 tons, or
fraction, of each size and kind of reinforcing steel.
2.
Identified Structural Steel: Tests are waived for steel identified by heat number,
accompanied by mill analyses and mill test reports and properly tagged with
Identification Certificate so as to be readily identified for conformance with
applicable ASTM standard
3.
When materials cannot be identified by documentation acceptable to Architect,
the Testing Laboratory shall make one series of tests (tensile and bend) for each
2.5 tons, or fraction, of each size and kind of reinforcing steel.
a.
Payment for such testing will be borne by Contractor.
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OTHER MATERIALS
A.

Provide all other materials, not specifically described but required for complete and
proper installation of this work, as selected by the contractor and subject to the approval
of the Architect.

PART 3 - EXECUTION
3.1

SURFACE CONDITIONS
A.

3.2

Inspection
1.
Prior to work of this section, carefully inspect previously installed work. Verify
all such work is complete to the point where this installation may properly
commence.
2.
Verify that work of this section may be installed in strict accordance with the
original design, all pertinent codes and regulations, and all pertinent portions of
the referenced standards.
3.
In the event of discrepancy, immediately notify the Architect.
4.
Do not proceed with installation in areas of discrepancy until all such
discrepancies have been fully resolved.
PLACEMENT

A.

Place all concrete reinforcing in accordance with CRSI Placing Reinforcing Bars and
ACI 318 Chapter 7.

B.

Before placing, clean reinforcing of loose scale, rust, oil, dirt, and any coating adversely
affecting concrete bond.

C.

Place, support and secure reinforcement against displacement. Do not deviate from
required position.

D.

Use metal chairs to hold reinforcement the proper distance above form bottoms. In
beams and slab construction, use chairs under the top slab reinforcement as well as
under the bottom reinforcement. Space chairs so that the reinforcement will not be
displaced under a man's weight. Use metal spacers to secure proper spacing. Stirrups
shall be accurately and securely wired to the bars at both top and bottom. At slabs,
footings, and beams in contact with earth, use concrete blocks to hold reinforcement
proper distance above the earth.

E.

Place and secure reinforcement so as to maintain the proper clearance between parallel
bars, and between bars and the forms. Lapped splices shall be made wherever possible
in a manner to provide proper clearance between sets of bars. Lapped splices shall, in
general, be staggered. Dowels and bars extending through construction joints shall be
secured in position against displacement before concrete is placed, and shall be cleaned
of concrete adhering immediately after completion of the pour while the incrustations
are still soft.

F.

Install welded wire reinforcement in longest practicable lengths on bar supports spaced
to minimize sagging. Lap edges and ends of adjoining sheets 1 1/2 spaces and 12 inch
minimum. Offset laps of adjoining sheet widths to prevent continuous laps in either
direction. Lace overlaps with wire.
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G.

Do not place reinforcing in supported slabs and beams until the walls and columns have
been poured to the underside of the slabs and beams, nor until construction joints have
been thoroughly cleaned.

H.

Do not displace or damage vapor retarder/retarder/barrier.

I.

Accommodate placement of formed openings.

J.

Maintain concrete cover around reinforcing as indicated.

K.

Do NOT bend or straighten bars after placement.

L.

Interrupt reinforcement at control, contraction, and expansion joints or as indicated on
drawings.

M.

Place reinforcement to achieve slab and curb alignment as detailed.

N.

Provide dowel joints at interruptions of concrete.

O.

Welded splices: Comply with the requirements of AWS D1.4 and structural drawings.
1.
Use only welders who have passed the AWS standard qualification tests within
the previous year.
2.
Weld splices to develop 125% of the specified yield strength of the bars, or of
smaller bar in transition splices.
3.
Clean bars of oil, grease, dirt and other foreign substance and flame-dry before
welding.
4.
Preheat bars as required by AWS D1.4 before welding. Stagger splices in
adjacent bars.
5.
Prepare ends of bars in compliance with AWS D1.4.

P.

Mechanical coupling devices: Comply with ICC Evaluation Report and manufacturer's
direction for bar preparation and installation.

Q.

Welding: Comply with the requirements of AWS D1.4 for field welding. Prior to
field welding, determine the weldability of reinforcing bars by a laboratory chemical
analysis of steel, except for ASTM A706 bars. Only steel conforming to the chemical
requirements specified in AWS D1.4 may be welded.

R.

Comply with Section 1705A.2.2.1.2, Chapter 17A, Part 2, Title 24, CCR, and AWS
D1.4 at all welding of reinforcing bars.

3.3

FIELD QUALITY CONTROL
A.

Field inspection will be performed under provisions of Section 014529.

B.

Notify Architect 48 hours minimum prior to placement of concrete.

C.

Inspections and tests of welds as required by AWS D1.4 will be made by the Testing
Laboratory for reinforcing bar welds, including:
1.
Certification of welders engaged in welding of reinforcing.
2.
Inspection of reinforcing bar welds.
3.
Perform 2 tensile tests of sample welds of the largest size bar for each type of
welding.

D.

Deficient welds will require the Contractor to provide and pay for such additional tests
and inspections as required. Repair or replace defective welds as acceptable.
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END OF SECTION 032000
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SECTION 033000 - CAST-IN-PLACE CONCRETE
PART 1 - GENERAL
1.1

RELATED DOCUMENTS
A.

1.2

Drawings and general provisions of the Contract, including General and Supplementary
Conditions and Division 01 Specification Sections, apply to this Section.
SUMMARY

A.

1.3

Section includes cast-in-place concrete, including formwork, reinforcement, concrete
materials, mixture design, placement procedures, and finishes, for the following:
1.
Footings.
2.
Grout.
DEFINITIONS

A.

1.4

Cementitious Materials: Portland cement alone or in combination with one or more of
the following: blended hydraulic cement, fly ash and other pozzolans, ground
granulated blast-furnace slag, and silica fume; subject to compliance with requirements.
ACTION SUBMITTALS

A.

Product Data: For each type of product indicated.

B.

Design Mixtures: For each concrete mixture. Submit alternate design mixtures when
characteristics of materials, Project conditions, weather, test results, or other
circumstances warrant adjustments.
1.
Indicate amounts of mixing water to be withheld for later addition at Project site.

1.5

INFORMATIONAL SUBMITTALS
A.

Qualification Data: For Installer manufacturer testing agency.

B.

Welding certificates.

C.

Material Certificates: For each of the following, signed by manufacturers:
1.
Cementitious materials.
2.
Form materials and form-release agents.
3.
Bonding agents.
4.
Adhesives.
5.
Joint-filler strips.
6.
Repair materials.

D.

Material Test Reports: For the following, from a qualified testing agency, indicating
compliance with requirements:
1.
Aggregates. Include service record data indicating absence of deleterious
expansion of concrete due to alkali aggregate reactivity.

1.6

QUALITY ASSURANCE
A.

Installer Qualifications: A qualified installer who employs on Project personnel
qualified as ACI-certified Flatwork Technician and Finisher and a supervisor who is an
ACI-certified Concrete Flatwork Technician.
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B.

Manufacturer Qualifications: A firm experienced in manufacturing ready-mixed
concrete products and that complies with ASTM C 94/C 94M requirements for
production facilities and equipment.
1.
Manufacturer certified according to NRMCA's "Certification of Ready Mixed
Concrete Production Facilities."

C.

Source Limitations: Obtain each type or class of cementitious material of the same
brand from the same manufacturer's plant, obtain aggregate from single source, and
obtain admixtures from single source from single manufacturer.

D.

Welding Qualifications: Qualify procedures and personnel according to AWS D1.4/D
1.4M, "Structural Welding Code - Reinforcing Steel."

E.

ACI Publications: Comply with the following unless modified by requirements in the
Contract Documents:
1.
ACI 301, "Specifications for Structural Concrete," Sections 1 through 5.
2.
ACI 117, "Specifications for Tolerances for Concrete Construction and
Materials."

F.

Concrete Testing Service: Engage a qualified independent testing agency to perform
material evaluation tests and to design concrete mixtures.

1.7

PRE CONSTRUCTION CONFERENCE:
A.

A pre-construction meeting shall take place to insure that all parties involved in
construction understand the importance of the finished floor requirements.

B.

During this meeting it will be required that the following individuals are in attendance,
including;
1.
General contractor
2.
Concrete sub contractor
3.
Ready mix producer
4.
Pumping company
5.
Color manufacturer (if required)
6.
Polishing contractor
7.
Architect or owners representative
8.
Testing laboratory (if required)
9.
Screed operator (if required)

C.

Topics for discussion may include;
1.
Design mixture
2.
Placement schedule
3.
Placement methods
4.
Tolerances (F-numbers)
5.
Curing method
6.
Jointing
7.
Slab protection / responsibility
8.
Vapor barrier / type and installation
9.
Finishing practices / final required finish
10. Mock-up approvals
11. Site walk through
12. Safety
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DELIVERY, STORAGE, AND HANDLING
A.

Steel Reinforcement: Deliver, store, and handle steel reinforcement to prevent bending
and damage.

B.

Waterstops: Store waterstops under cover to protect from moisture, sunlight, dirt, oil,
and other contaminants.

PART 2 - PRODUCTS
1.
2.2

STEEL REINFORCEMENT
1.
General: Comply with Section 032000 "Concrete Reinforcing" for steel
reinforcement and other requirements for reinforcing accessories.

2.3

CONCRETE MATERIALS
A.

Cementitious Material: Use the following cementitious materials, of the same type,
brand, and source, throughout Project:
1.
Portland Cement: ASTM C 150, Type V, gray, unless noted otherwise on plans.
a.
Fly Ash: ASTM C 618, Class F.
b.
Ground Granulated Blast-Furnace Slag: ASTM C 989, Grade 100 or 120.

B.

Silica Fume: ASTM C 1240, amorphous silica.

C.

Normal-Weight Aggregates: ASTM C 33, Class 3S for foundations, Class5S for slabs,
columns and walls coarse aggregate or better, graded. Provide aggregates from a
single source with documented service record data of at least 10 years' satisfactory
service in similar applications and service conditions using similar aggregates and
cementitious materials.
1.
Maximum Coarse-Aggregate Size:
a.
Slabs, columns, walls: 1 inch nominal.
b.
Foundations: 1 1/2 inch nominal.
2.
Fine Aggregate: Free of materials with deleterious reactivity to alkali in cement.

D.

Water: ASTM C1602 and potable.

2.4

ADMIXTURES
A.

Air-Entraining Admixture: ASTM C 260.

B.

Chemical Admixtures: Provide admixtures certified by manufacturer to be compatible
with other admixtures and that will not contribute water-soluble chloride ions exceeding
those permitted in hardened concrete. Do not use calcium chloride or admixtures
containing calcium chloride. Admixtures shall be subject to prior approval by DSA.
1.
Water-Reducing Admixture: ASTM C 494/C 494M, Type A.
2.
Retarding Admixture: ASTM C 494/C 494M, Type B.
3.
Water-Reducing and Retarding Admixture: ASTM C 494/C 494M, Type D.
4.
High-Range, Water-Reducing Admixture: ASTM C 494/C 494M, Type F.
5.
High-Range, Water-Reducing and Retarding Admixture: ASTM C 494/C
494M, Type G.
6.
Plasticizing and Retarding Admixture: ASTM C 1017/C 1017M, Type II.

C.

Non-Set-Accelerating Corrosion-Inhibiting Admixture: Commercially formulated,
non-set-accelerating, anodic inhibitor or mixed cathodic and anodic inhibitor; capable
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of forming a protective barrier and minimizing chloride reactions with steel
reinforcement in concrete.
D.

Color Pigment: ASTM C 979, synthetic mineral-oxide pigments or colored
water-reducing admixtures; color stable, nonfading, and resistant to lime and other
alkalis.
1.
Manufacturers: Subject to compliance with requirements, provide products by
one of the following or equal:
a.
Scofield, L. M. Company.
2.
Color: As selected by Architect from manufacturer's full range.

E.
2.5

CURING MATERIALS
A.

2.6

Absorptive Cover: AASHTO M 182, Class 2, burlap cloth made from jute or kenaf,
weighing approximately 9 oz./sq. yd. when dry.
RELATED MATERIALS

A.

Bonding Agent: ASTM C 1059/C 1059M, Type II, non-redispersible, acrylic emulsion
or styrene butadiene.

B.

Reglets: Fabricate reglets of not less than 0.022-inch- thick, galvanized-steel sheet.
Temporarily fill or cover face opening of reglet to prevent intrusion of concrete or
debris.

2.7

CONCRETE MIXTURES, GENERAL
A.

Prepare design mixtures for each type and strength of concrete, proportioned on the
basis of laboratory trial mixture or field test data, or both, according to ACI 301.
1.
Use a qualified independent testing agency for preparing and reporting proposed
mixture designs based on laboratory trial mixtures.

B.

Admixtures: Use admixtures according to manufacturer's written instructions.
1.
Use water-reducing high-range water-reducing or plasticizing admixture in
concrete, as required, for placement and workability.
2.
Use water-reducing and retarding admixture when required by high temperatures,
low humidity, or other adverse placement conditions.
3.
Use water-reducing admixture in pumped concrete, concrete required to be
watertight, and concrete with a water-cementitious materials ratio below 0.50.

C.

Color Pigment: Add color pigment to concrete mixture according to manufacturer's
written instructions and to result in hardened concrete color consistent with approved
mockup.

2.8

CONCRETE MIXING
A.

Ready-Mixed Concrete: Measure, batch, mix, and deliver concrete according to
ASTM C 94/C 94M, and furnish batch ticket information.
1.
When air temperature is between 85 and 90 deg F, reduce mixing and delivery
time from 1-1/2 hours to 75 minutes; when air temperature is above 90 deg F,
reduce mixing and delivery time to 60 minutes.

CAST-IN-PLACE CONCRETE

033000
Page 4 of 15

Murrieta ES - Interim Housing
2.9

Project #: 20005-00

GROUT
A.

Nonmetallic, Shrinkage-Resistant Grout: ASTM C 1107, factory-packaged,
nonmetallic aggregate grout, noncorrosive and nonstaining, mixed with water to
consistency suitable for application and a 30-minute working time.

PART 3 - EXECUTION
3.1

FORMWORK
A.

Design, erect, shore, brace, and maintain formwork, according to ACI 301, to support
vertical, lateral, static, and dynamic loads, and construction loads that might be applied,
until structure can support such loads.

B.

Construct formwork so concrete members and structures are of size, shape, alignment,
elevation, and position indicated, within tolerance limits of ACI 117.

C.

Limit concrete surface irregularities, designated by ACI 347 as abrupt or gradual, as
follows:
1.
Class B, 1/4 inch for rough-formed finished surfaces.

D.

Construct forms tight enough to prevent loss of concrete mortar.

E.

Fabricate forms for easy removal without hammering or prying against concrete
surfaces. Provide crush or wrecking plates where stripping may damage cast concrete
surfaces. Provide top forms for inclined surfaces steeper than 1.5 horizontal to 1
vertical.
1.
Install keyways, reglets, recesses, and the like, for easy removal.
2.
Do not use rust-stained steel form-facing material.

F.

Set edge forms, bulkheads, and intermediate screed strips for slabs to achieve required
elevations and slopes in finished concrete surfaces. Provide and secure units to support
screed strips; use strike-off templates or compacting-type screeds.

G.

Provide temporary openings for cleanouts and inspection ports where interior area of
formwork is inaccessible. Close openings with panels tightly fitted to forms and
securely braced to prevent loss of concrete mortar. Locate temporary openings in
forms at inconspicuous locations.

H.

Chamfer exterior corners and edges of permanently exposed concrete.

I.

Form openings, chases, offsets, sinkages, keyways, reglets, blocking, screeds, and
bulkheads required in the Work. Determine sizes and locations from trades providing
such items.

J.

Clean forms and adjacent surfaces to receive concrete. Remove chips, wood, sawdust,
dirt, and other debris just before placing concrete.

K.

Retighten forms and bracing before placing concrete, as required, to prevent mortar
leaks and maintain proper alignment.

L.

Coat contact surfaces of forms with form-release agent, according to manufacturer's
written instructions, before placing reinforcement.
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EMBEDDED ITEMS
A.

3.3

Place and secure anchorage devices and other embedded items required for adjoining
work that is attached to or supported by cast-in-place concrete. Use setting drawings,
templates, diagrams, instructions, and directions furnished with items to be embedded.
1.
Install anchor rods, accurately located, to elevations required and complying with
tolerances in Section 7.5 of AISC's "Code of Standard Practice for Steel
Buildings and Bridges."
2.
Install reglets to receive waterproofing and to receive through-wall flashings in
outer face of concrete frame at exterior walls, where flashing is shown at lintels,
shelf angles, and other conditions.
3.
Install dovetail anchor slots in concrete structures as indicated.
REMOVING AND REUSING FORMS

A.

General: Formwork for sides of beams, walls, columns, and similar parts of the Work
that does not support weight of concrete may be removed after cumulatively curing at
not less than 50 deg F for 24 hours after placing concrete. Concrete has to be hard
enough to not be damaged by form-removal operations and curing and protection
operations need to be maintained.
1.
Leave formwork for beam soffits, joists, slabs, and other structural elements that
supports weight of concrete in place until concrete has achieved at least 70
percent of its 28-day design compressive strength.
2.
Remove forms only if shores have been arranged to permit removal of forms
without loosening or disturbing shores.

B.

Clean and repair surfaces of forms to be reused in the Work. Split, frayed,
delaminated, or otherwise damaged form-facing material will not be acceptable for
exposed surfaces. Apply new form-release agent.

C.

When forms are reused, clean surfaces, remove fins and laitance, and tighten to close
joints. Align and secure joints to avoid offsets. Do not use patched forms for exposed
concrete surfaces unless approved by Architect.

3.4

SHORES AND RESHORES
A.

3.5

Comply with ACI 318 and ACI 301 for design, installation, and removal of shoring and
reshoring.
VAPOR RETARDERS

A.

3.6

Sheet Vapor Retarders: Place, protect, and repair sheet vapor retarder according to
ASTM E 1643 and manufacturer's written instructions.
1.
Lap joints 6 inches and seal with manufacturer's recommended tape.
2.
Extend vapor retarder to the perimeter of the slab. If practicable, terminate it at
the top of the slab or where obstructed by impediments, such as dowels,
waterstops, or any other site condition requiring early termination of the vapor
barrier. At the point of termination, seal vapor barrier to the foundation wall,
grade beam or slab itself.
JOINTS

A.

General: Construct joints true to line with faces perpendicular to surface plane of
concrete.
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B.

Construction Joints: Install so strength and appearance of concrete are not impaired, at
locations indicated or as approved by Architect.
1.
Place joints perpendicular to main reinforcement. Continue reinforcement
across construction joints unless otherwise indicated. Do not continue
reinforcement through sides of strip placements of floors and slabs.
2.
Form keyed joints as indicated. Embed keys at least 1-1/2 inches into concrete.
3.
Locate horizontal joints in walls and columns at underside of floors, slabs,
beams, and girders and at the top of footings or floor slabs.
4.
Space vertical joints in walls as indicated. Locate joints beside piers integral
with walls, near corners, and in concealed locations where possible.
5.
Use a bonding agent at locations where fresh concrete is placed against hardened
or partially hardened concrete surfaces.

C.

Doweled Joints: Install dowel bars and support assemblies at joints where indicated.
Lubricate or asphalt coat one-half of dowel length to prevent concrete bonding to one
side of joint.

3.7

CONCRETE PLACEMENT
A.

Before placing concrete, verify that installation of formwork, reinforcement, and
embedded items is complete and that required inspections have been performed.

B.

Do not add water to concrete during delivery, at Project site, or during placement unless
approved by Architect.

C.

Before test sampling and placing concrete, water may be added at Project site, subject
to limitations of ACI 301.
1.
Do not add water to concrete after adding high-range water-reducing admixtures
to mixture.

D.

Deposit concrete continuously in one layer or in horizontal layers of such thickness that
no new concrete will be placed on concrete that has hardened enough to cause seams or
planes of weakness. If a section cannot be placed continuously, provide construction
joints as indicated. Deposit concrete to avoid segregation.
1.
Deposit concrete in horizontal layers of depth to not exceed formwork design
pressures and in a manner to avoid inclined construction joints.
2.
Consolidate placed concrete with mechanical vibrating equipment according to
ACI 301.
3.
Do not use vibrators to transport concrete inside forms. Insert and withdraw
vibrators vertically at uniformly spaced locations to rapidly penetrate placed
layer and at least 6 inches into preceding layer. Do not insert vibrators into
lower layers of concrete that have begun to lose plasticity. At each insertion,
limit duration of vibration to time necessary to consolidate concrete and complete
embedment of reinforcement and other embedded items without causing mixture
constituents to segregate.

E.

Deposit and consolidate concrete for floors and slabs in a continuous operation, within
limits of construction joints, until placement of a panel or section is complete.
1.
Consolidate concrete during placement operations so concrete is thoroughly
worked around reinforcement and other embedded items and into corners.
2.
Maintain reinforcement in position on chairs during concrete placement.
3.
Screed slab surfaces with a straightedge and strike off to correct elevations.
4.
Slope surfaces uniformly to drains where required.
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Begin initial floating using bull floats or darbies to form a uniform and
open-textured surface plane, before excess bleedwater appears on the surface.
Do not further disturb slab surfaces before starting finishing operations.

F.

Cold-Weather Placement: Comply with ACI 306.1 and as follows. Protect concrete
work from physical damage or reduced strength that could be caused by frost, freezing
actions, or low temperatures.
1.
When average high and low temperature is expected to fall below 40 deg F for
three successive days, maintain delivered concrete mixture temperature within
the temperature range required by ACI 301.
2.
Do not use frozen materials or materials containing ice or snow. Do not place
concrete on frozen subgrade or on subgrade containing frozen materials.
3.
Do not use calcium chloride, salt, or other materials containing antifreeze agents
or chemical accelerators unless otherwise specified and approved in mixture
designs.

G.

Hot-Weather Placement: Comply with ACI 301 and as follows:
1.
Maintain concrete temperature below 90 deg F at time of placement. Chilled
mixing water or chopped ice may be used to control temperature, provided water
equivalent of ice is calculated to total amount of mixing water. Using liquid
nitrogen to cool concrete is Contractor's option.
2.
Fog-spray forms, steel reinforcement, and subgrade just before placing concrete.
Keep subgrade uniformly moist without standing water, soft spots, or dry areas.

3.8

FINISHING FORMED SURFACES
A.

Rough-Formed Finish: As-cast concrete texture imparted by form-facing material with
tie holes and defects repaired and patched. Remove fins and other projections that
exceed specified limits on formed-surface irregularities.
1.
Apply to concrete surfaces not exposed to public view.

B.

Smooth-Formed Finish: As-cast concrete texture imparted by form-facing material,
arranged in an orderly and symmetrical manner with a minimum of seams. Repair and
patch tie holes and defects. Remove fins and other projections that exceed specified
limits on formed-surface irregularities.
1.
Apply to concrete surfaces exposed to public view.

3.9

FINISHING FLOORS AND SLABS
A.

General: Comply with ACI 302.1R recommendations for screeding, restraightening,
and finishing operations for concrete surfaces. Do not wet concrete surfaces.

B.

Scratch Finish: While still plastic, texture concrete surface that has been screeded and
bull-floated or darbied. Use stiff brushes, brooms, or rakes to produce a profile
amplitude of 1/4 inch in one direction.
1.
Apply scratch finish to surfaces indicated to receive concrete floor toppings to
receive mortar setting beds for bonded cementitious floor finishes.

C.

Float Finish: Consolidate surface with power-driven floats or by hand floating if area
is small or inaccessible to power driven floats. Restraighten, cut down high spots, and
fill low spots. Repeat float passes and restraightening until surface is left with a
uniform, smooth, granular texture.
1.
Apply float finish to surfaces to be covered with fluid-applied or sheet
waterproofing, built-up or membrane roofing, or sand-bed terrazzo.
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D.

Trowel Finish: After applying float finish, apply first troweling and consolidate
concrete by hand or power-driven trowel. Continue troweling passes and restraighten
until surface is free of trowel marks and uniform in texture and appearance. Grind
smooth any surface defects that would telegraph through applied coatings or floor
coverings.
1.
Apply a trowel finish to surfaces to be covered with resilient flooring, carpet,
ceramic or quarry tile set over a cleavage membrane, paint, or another
thin-film-finish coating system.
2.
Finish surfaces to the following tolerances, according to ASTM E 1155, for a
randomly trafficked floor surface:
a.
Carpeted slabs Specified overall values of flatness, F(F) 25; and of
levelness, F(L) 20; with minimum local values of flatness, F(F) 17; and of
levelness, F(L) 15.
b.
Floor Coverings Specified overall values of flatness, F(F) 35; and of
levelness, F(L) 25; with minimum local values of flatness, F(F) 24; and of
levelness, F(L) 17; for slabs-on-grade.
c.
Polished Concrete Specified overall values of flatness, F(F) 45; and of
levelness, F(L) 35; with minimum local values of flatness, F(F) 30; and of
levelness, F(L) 24.

E.

Trowel and Fine-Broom Finish: Apply a first trowel finish to surfaces where ceramic
or quarry tile is to be installed by either thickset or thin-set method. While concrete is
still plastic, slightly scarify surface with a fine broom.
1.
Comply with flatness and levelness tolerances for trowel-finished floor surfaces.

F.

Broom Finish: Apply a broom finish to exterior concrete platforms, steps, ramps, and
elsewhere as indicated.

3.10

MISCELLANEOUS CONCRETE ITEMS

A.

Filling In: Fill in holes and openings left in concrete structures after work of other
trades is in place unless otherwise indicated. Mix, place, and cure concrete, as
specified, to blend with in-place construction. Provide other miscellaneous concrete
filling indicated or required to complete the Work.

B.

Curbs: Provide monolithic finish to interior curbs by stripping forms while concrete is
still green and by steel-troweling surfaces to a hard, dense finish with corners,
intersections, and terminations slightly rounded.

C.

Equipment Bases and Foundations: Provide machine and equipment bases and
foundations as shown on Drawings. Set anchor bolts for machines and equipment at
correct elevations, complying with diagrams or templates from manufacturer furnishing
machines and equipment.

D.

Miscellaneous Site Concrete Components: Provide light water or sandblast finish at the
vertical surfaces of all planters, benches, and related site furnishings, sufficient to
remove surface paste and expose fine aggregate. Provide smooth steel trowel at flat
seating surfaces.

E.

Exterior Slab Floors at service areas: Exterior Service/Utility Concrete Slabs: Provide
steel trowel and medium broom finish. Broom finish shall be placed in a pattern as
directed by the Architect.

F.

Wall/column/footing face Finish:
1.
Sandblasted Concrete:
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a.
b.

2.

3.11

Produce surface without honeycomb, air pockets or "bug holes".
Utilize high density form with joints butt taped or with non absorbent
sealant.
c.
Remove Supertie and finish as recommended by manufacturer.
d.
Water or sandblast exposed surface by approved means in medium texture,
exposing coarse aggregate to a depth of 1/16 inch.
Exposed Aggregate Concrete:
a.
Water or sandblast exposed surface by approved means in medium texture,
exposing coarse aggregate to a depth of 1/8 inch.

CONCRETE PROTECTING AND CURING

A.

General: Protect freshly placed concrete from premature drying and excessive cold or
hot temperatures. Comply with ACI 306.1 for cold-weather protection and ACI 301
for hot-weather protection during curing.

B.

Evaporation Retarder: Apply evaporation retarder to unformed concrete surfaces if
hot, dry, or windy conditions cause moisture loss approaching 0.2 lb/sq. ft. x h before
and during finishing operations. Apply according to manufacturer's written
instructions after placing, screeding, and bull floating or darbying concrete, but before
float finishing.

C.

Formed Surfaces: Cure formed concrete surfaces, including underside of beams,
supported slabs, and other similar surfaces. If forms remain during curing period,
moist cure after loosening forms. If removing forms before end of curing period,
continue curing for the remainder of the curing period.

D.

Unformed Surfaces: Begin curing immediately after finishing concrete. Cure
unformed surfaces, including floors and slabs, concrete floor toppings, and other
surfaces.

E.

Cure concrete according to ACI 308.1, by one or a combination of the following
methods:
1.
Moisture Curing: Keep surfaces continuously moist for not less than seven days
with the following materials:
a.
Absorptive cover, water saturated, and kept continuously wet. Cover
concrete surfaces and edges with 12-inch lap over adjacent absorptive
covers.
2.
Moisture-Retaining-Cover Curing: Cover concrete surfaces with
moisture-retaining cover for curing concrete, placed in widest practicable width,
with sides and ends lapped at least 12 inches, and sealed by waterproof tape or
adhesive. Cure for not less than seven days. Immediately repair any holes or
tears during curing period using cover material and waterproof tape.
a.
Moisture cure or use moisture-retaining covers to cure concrete surfaces to
receive floor coverings.
b.
Moisture cure or use moisture-retaining covers to cure concrete surfaces to
receive penetrating liquid floor treatments.
c.
Moisture cure or use moisture-retaining covers to cure concrete surfaces to
receive polished concrete finish.
d.
Cure concrete surfaces to receive floor coverings with either a
moisture-retaining cover or a curing compound that the manufacturer
certifies will not interfere with bonding of floor covering used on Project.
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Curing Compound: Apply uniformly in continuous operation by power spray or
roller according to manufacturer's written instructions. Recoat areas subjected to
heavy rainfall within three hours after initial application. Maintain continuity of
coating and repair damage during curing period.
a.
Removal: After curing period has elapsed, remove curing compound
without damaging concrete surfaces by method recommended by curing
compound manufacturer unless manufacturer certifies curing compound
will not interfere with bonding of floor covering used on Project.
Protection at Polished Concrete: After concrete is cured and prior to polishing,
protect all areas to receive polished concrete with Skudo HT floor protection.
Vapor transmission rate and pH level testing shall be in conformance with
installation requirements prior to installation.

LIQUID FLOOR TREATMENTS

A.

Penetrating Liquid Floor Treatment: Prepare, apply, and finish penetrating liquid floor
treatment according to manufacturer's written instructions.
1.
Remove curing compounds, sealers, oil, dirt, laitance, and other contaminants
and complete surface repairs.
2.
Do not apply to concrete that is less than 28 days' old.
3.
Apply liquid until surface is saturated, scrubbing into surface until a gel forms;
rewet; and repeat brooming or scrubbing. Rinse with water; remove excess
material until surface is dry. Apply a second coat in a similar manner if surface
is rough or porous.

B.

Polished Concrete Floor Treatment: Apply polished concrete finish system per
033510.

3.13

JOINT FILLING

A.

Prepare, clean, and install joint filler according to manufacturer's written instructions.
1.
Defer joint filling until concrete has aged at least six month(s). Do not fill joints
until construction traffic has permanently ceased.

B.

Remove dirt, debris, saw cuttings, curing compounds, and sealers from joints; leave
contact faces of joint clean and dry.

C.

Install semirigid joint filler full depth in saw-cut joints and at least 2 inches deep in
formed joints. Overfill joint and trim joint filler flush with top of joint after hardening.

3.14

CONCRETE SURFACE REPAIRS

A.

Defective Concrete: Repair and patch defective areas when approved by Architect.
Remove and replace concrete that cannot be repaired and patched to Architect's
approval.

B.

Patching Mortar: Mix dry-pack patching mortar, consisting of one part portland
cement to two and one-half parts fine aggregate passing a No. 16 sieve, using only
enough water for handling and placing.

C.

Repairing Formed Surfaces: Surface defects include color and texture irregularities,
cracks, spalls, air bubbles, honeycombs, rock pockets, fins and other projections on the
surface, and stains and other discolorations that cannot be removed by cleaning.
1.
Immediately after form removal, cut out honeycombs, rock pockets, and voids
more than 1/2 inch in any dimension to solid concrete. Limit cut depth to 3/4
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inch. Make edges of cuts perpendicular to concrete surface. Clean, dampen
with water, and brush-coat holes and voids with bonding agent. Fill and
compact with patching mortar before bonding agent has dried. Fill form-tie
voids with patching mortar or cone plugs secured in place with bonding agent.
Repair defects on surfaces exposed to view by blending white portland cement
and standard portland cement so that, when dry, patching mortar will match
surrounding color. Patch a test area at inconspicuous locations to verify mixture
and color match before proceeding with patching. Compact mortar in place and
strike off slightly higher than surrounding surface.
Repair defects on concealed formed surfaces that affect concrete's durability and
structural performance as determined by Architect.

D.

Repairing Unformed Surfaces: Test unformed surfaces, such as floors and slabs, for
finish and verify surface tolerances specified for each surface. Correct low and high
areas. Test surfaces sloped to drain for trueness of slope and smoothness; use a sloped
template.
1.
Repair finished surfaces containing defects. Surface defects include spalls,
popouts, honeycombs, rock pockets, crazing and cracks in excess of 0.01 inch
wide or that penetrate to reinforcement or completely through unreinforced
sections regardless of width, and other objectionable conditions.
2.
After concrete has cured at least 14 days, correct high areas by grinding.
3.
Correct localized low areas during or immediately after completing surface
finishing operations by cutting out low areas and replacing with patching mortar.
Finish repaired areas to blend into adjacent concrete.
4.
Correct other low areas scheduled to receive floor coverings with a repair
underlayment. Prepare, mix, and apply repair underlayment and primer
according to manufacturer's written instructions to produce a smooth, uniform,
plane, and level surface. Feather edges to match adjacent floor elevations.
5.
Correct other low areas scheduled to remain exposed with a repair topping. Cut
out low areas to ensure a minimum repair topping depth of 1/4 inch to match
adjacent floor elevations. Prepare, mix, and apply repair topping and primer
according to manufacturer's written instructions to produce a smooth, uniform,
plane, and level surface.
6.
Repair defective areas, except random cracks and single holes 1 inch or less in
diameter, by cutting out and replacing with fresh concrete. Remove defective
areas with clean, square cuts and expose steel reinforcement with at least a
3/4-inch clearance all around. Dampen concrete surfaces in contact with
patching concrete and apply bonding agent. Mix patching concrete of same
materials and mixture as original concrete except without coarse aggregate.
Place, compact, and finish to blend with adjacent finished concrete. Cure in
same manner as adjacent concrete.
7.
Repair random cracks and single holes 1 inch or less in diameter with patching
mortar. Groove top of cracks and cut out holes to sound concrete and clean off
dust, dirt, and loose particles. Dampen cleaned concrete surfaces and apply
bonding agent. Place patching mortar before bonding agent has dried.
Compact patching mortar and finish to match adjacent concrete. Keep patched
area continuously moist for at least 72 hours.

E.

Perform structural repairs of concrete, subject to Architect's approval, using epoxy
adhesive and patching mortar.
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Repair materials and installation not specified above may be used, subject to Architect's
approval.
FIELD QUALITY CONTROL

A.

Testing and Inspecting: Owner will engage a special inspector qualified testing and
inspecting agency to perform field tests and inspections and prepare test reports.

B.

Inspections:
1.
Reinforcing steel placement.
2.
Reinforcing steel welding.
3.
Headed bolts and studs.
4.
Verification of use of required design mixture.
5.
Concrete placement, including conveying and depositing.
6.
Curing procedures and maintenance of curing temperature.
7.
Verification of concrete strength before removal of shores and forms from beams
and slabs.

C.

Concrete Tests: Testing of composite samples of fresh concrete obtained according to
ASTM C 172 shall be performed according to the following requirements:
1.
Testing Frequency: Samples for strength tests of each class concrete placed
each day shall be taken not less than once a day, or not less than once for each 50
cubic yards of concrete, or not less than once for each 2,000 square feet of
surface area for slabs or walls. Additional samples for seven-day compressive
strenght tests shall be taken for each class of concrete at the begining of the
concrete work or whenever the mix or aggregate is changed.
a.
When frequency of testing will provide fewer than five
compressive-strength tests for each concrete mixture, testing shall be
conducted from at least five randomly selected batches or from each batch
if fewer than five are used.
2.
Slump: ASTM C 143/C 143M; one test at point of placement for each
composite sample, but not less than one test for each day's pour of each concrete
mixture. Perform additional tests when concrete consistency appears to change.
3.
Air Content: ASTM C 231, pressure method, for normal-weight concrete;
ASTM C 173/C 173M, volumetric method, for structural lightweight concrete;
one test for each composite sample, but not less than one test for each day's pour
of each concrete mixture.
4.
Concrete Temperature: ASTM C 1064/C 1064M; one test hourly when air
temperature is 40 deg F and below and when 80 deg F and above, and one test for
each composite sample.
5.
Unit Weight: ASTM C 567, fresh unit weight of structural lightweight concrete;
one test for each composite sample, but not less than one test for each day's pour
of each concrete mixture.
6.
Compression Test Specimens: ASTM C 31/C 31M.
a.
Cast and laboratory cure two sets of two standard cylinder specimens for
each composite sample.
7.
Compressive-Strength Tests: ASTM C 39/C 39M; test one set of two
laboratory-cured specimens at 7 days and one set of two specimens at 28 days.
a.
Test one set of two field-cured specimens at 7 days and one set of two
specimens at 28 days.
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b.

8.

9.

10.

11.

12.

13.

14.
D.
3.16
A.

3.17

A compressive-strength test shall be the average compressive strength
from a set of two specimens obtained from same composite sample and
tested at age indicated.
When strength of field-cured cylinders is less than 85 percent of companion
laboratory-cured cylinders, Contractor shall evaluate operations and provide
corrective procedures for protecting and curing in-place concrete.
Strength of each concrete mixture will be satisfactory if every average of any
three consecutive compressive-strength tests equals or exceeds specified
compressive strength and no compressive-strength test value falls below
specified compressive strength by more than 500 psi.
Test results shall be reported in writing to Architect, concrete manufacturer, and
Contractor within 48 hours of testing. Reports of compressive-strength tests
shall contain Project identification name and number, date of concrete placement,
name of concrete testing and inspecting agency, location of concrete batch in
Work, design compressive strength at 28 days, concrete mixture proportions and
materials, compressive breaking strength, and type of break for both 7- and
28-day tests.
Nondestructive Testing: Impact hammer, sonoscope, or other nondestructive
device may be permitted by Architect but will not be used as sole basis for
approval or rejection of concrete.
Additional Tests: Testing and inspecting agency shall make additional tests of
concrete when test results indicate that slump, air entrainment, compressive
strengths, or other requirements have not been met, as directed by Architect.
Testing and inspecting agency may conduct tests to determine adequacy of
concrete by cored cylinders complying with ASTM C 42/C 42M or by other
methods as directed by Architect.
Additional testing and inspecting, at Contractor's expense, will be performed to
determine compliance of replaced or additional work with specified
requirements.
Correct deficiencies in the Work that test reports and inspections indicate do not
comply with the Contract Documents.

Measure floor and slab flatness and levelness according to ASTM E 1155 within 48
hours of finishing.
PROTECTION OF LIQUID FLOOR TREATMENTS
Protect liquid floor treatment from damage and wear during the remainder of
construction period. Use protective methods and materials, including temporary
covering, recommended in writing by liquid floor treatments installer.
VAPOR RETARDER INSTALATION

A.

Contact vapor barrier manufacturer to schedule a pre-construction meeting and to
coordinate a review, in-person or digital, of the vapor barrier installation.

B.

Install vapor barrier in accordance ASTM E1643.
1.
Unroll vapor barrier with the longest dimension parallel with the direction of the
concrete placement and face laps away from the expected direction of the
placement whenever possible.
2.
Extend vapor barrier to the perimeter of the slab. If practicable, terminate it at the
top of the slab, otherwise (a) at a point acceptable to the architect or (b) where
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obstructed by impediments, such as dowels, water stops, or any other site
condition requiring early termination of the vapor barrier. At the point of
termination, seal vapor barrier to the foundation wall, grade beam or slab itself.
a.
Seal vapor barrier to the entire slab perimeter using manufacturer’s
textured tape with a surface that creates a mechanical seal to
freshly-placed concrete, per manufacturer's instructions.
b.
Seal vapor barrier to the entire perimeter wall or footing/grade beam with
manufacturer’s double-sided tape, or both termination bar and
double-sided tape, per manufacturer’s instructions. Ensure the concrete is
clean and dry prior to adhering tape.
Overlap joints 6 inches and seal with manufacturer’s seam tape.
Apply seam tape/textured tape/double-sided tape to a clean and dry vapor barrier.
Seal all penetrations (including pipes) per manufacturer’s instructions.
Avoid the use of stakes driven through vapor barrier by utilizing screed and
forming systems that will not leave punctures in the vapor barrier.
Repair damaged areas with vapor barrier material of similar (or better)
permeance, puncture and tensile.

END OF SECTION 033000
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SECTION 055000 - METAL FABRICATIONS
PART 1 - GENERAL
1.1

RELATED DOCUMENTS
A.

1.2

Drawings and general provisions of the Contract, including General and Supplementary
Conditions and Division 01 Specification Sections, apply to this Section.
SUMMARY

A.

Section Includes:
1.
2.

B.

Products furnished, but not installed, under this Section include the following:
1.
2.

C.

1.3

Steel framing and supports for mechanical and electrical equipment.
Metal floor plate.

Anchor bolts, steel pipe sleeves, slotted-channel inserts, and wedge-type inserts
indicated to be cast into concrete.
Steel weld plates and angles for casting into concrete for applications where they
are not specified in other Sections.

Related Requirements:
1.
Section 033000 "Cast-in-Place Concrete" for installing anchor bolts, steel pipe
sleeves, slotted-channel inserts, wedge-type inserts, and other items cast into
concrete.
COORDINATION

A.

Coordinate selection of shop primers with topcoats to be applied over them. Comply
with paint and coating manufacturers' written recommendations to ensure that shop
primers and topcoats are compatible with one another.

B.

Coordinate installation of metal fabrications that are anchored to or that receive other
work. Furnish setting drawings, templates, and directions for installing anchorages,
including sleeves, concrete inserts, anchor bolts, and items with integral anchors, that
are to be embedded in concrete or masonry. Deliver such items to Project site in time
for installation.

1.4

ACTION SUBMITTALS
A.

Product Data: For the following:
1.
Paint products.
2.
Grout.

B.

Shop Drawings: Show fabrication and installation details. Include plans, elevations,
sections, and details of metal fabrications and their connections. Show anchorage and
accessory items. Provide Shop Drawings for the following:
1.
2.
3.

Steel framing and supports for mechanical and electrical equipment.
Metal floor plate.
Pipe guards.
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INFORMATIONAL SUBMITTALS
A.

Qualification Data: For professional engineer.

B.

Welding certificates.

C.

Research/Evaluation Reports: For post-installed anchors, from ICC-ES.

1.6

QUALITY ASSURANCE
A.

1.7

Welding Qualifications: Qualify procedures and personnel according to the following:
1.
AWS D1.1/D1.1M, "Structural Welding Code - Steel."
2.
AWS D1.2/D1.2M, "Structural Welding Code - Aluminum."
3.
AWS D1.6/D1.6M, "Structural Welding Code - Stainless Steel."
FIELD CONDITIONS

A.

Field Measurements: Verify actual locations of walls and other construction contiguous
with metal fabrications by field measurements before fabrication.

PART 2 - PRODUCTS
2.1

PERFORMANCE REQUIREMENTS
A.

2.2

Thermal Movements: Allow for thermal movements from ambient and surface
temperature changes acting on exterior metal fabrications by preventing buckling,
opening of joints, overstressing of components, failure of connections, and other
detrimental effects.
1.
Temperature Change: 120 deg F, ambient; 180 deg F, material surfaces.
METALS

A.

Metal Surfaces, General: Provide materials with smooth, flat surfaces unless otherwise
indicated. For metal fabrications exposed to view in the completed Work, provide
materials without seam marks, roller marks, rolled trade names, or blemishes.

B.

Steel Plates, Shapes, and Bars: ASTM A 36/A 36M.

C.

Stainless-Steel Sheet, Strip, and Plate: ASTM A 240/A 240M or ASTM A 666, Type
304.

D.

Stainless-Steel Bars and Shapes: ASTM A 276, Type 304.

E.

Rolled-Steel Floor Plate: ASTM A 786/A 786M, rolled from plate complying with
ASTM A 36/A 36M or ASTM A 283/A 283M, Grade C or D.

F.

Rolled-Stainless-Steel Floor Plate: ASTM A 793.

G.

Steel Tubing: ASTM A 500/A 500M, cold-formed steel tubing.

H.

Steel Pipe: ASTM A 53/A 53M, Standard Weight (Schedule 40) unless otherwise
indicated.

I.

Slotted Channel Framing: Cold-formed metal box channels (struts) complying with
MFMA-4.
1.
Size of Channels: 1-5/8 by 1-5/8 inches.
2.
Material: Galvanized steel, ASTM A 653/A 653M, commercial steel, Type B,
with G90coating; 0.064-inch nominal thickness.
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Material: Cold-rolled steel, ASTM A 1008/A 1008M, commercial steel, Type B;
0.0966-inch minimum thickness; hot-dip galvanized after fabrication.

J.

Cast Iron: Either gray iron, ASTM A 48/A 48M, or malleable iron, ASTM A 47/A
47M, unless otherwise indicated.

K.

Aluminum Plate and Sheet: ASTM B 209, Alloy 6061-T6.

L.

Aluminum Extrusions: ASTM B 221, Alloy 6063-T6.

M.

Aluminum-Alloy Rolled Tread Plate: ASTM B 632/B 632M, Alloy 6061-T6.

N.

Aluminum Castings: ASTM B 26/B 26M, Alloy 443.0-F.

O.

Nickel Silver Extrusions: ASTM B 151/B 151M, Alloy UNS No. C74500.

2.3

FASTENERS
A.

General: Unless otherwise indicated, provide Type 304 stainless-steel fasteners for
exterior use and zinc-plated fasteners with coating complying with ASTM B 633 or
ASTM F 1941, Class Fe/Zn 5, at exterior walls. Select fasteners for type, grade, and
class required.
1.
Provide stainless-steel fasteners for fastening aluminum.
2.
Provide stainless-steel fasteners for fastening stainless steel.
3.
Provide stainless-steel fasteners for fastening nickel silver.
4.
Provide bronze fasteners for fastening bronze.

B.

Steel Bolts and Nuts: Regular hexagon-head bolts, ASTM A 307, Grade A; with hex
nuts, ASTM A 563; and, where indicated, flat washers.

C.

Stainless-Steel Bolts and Nuts: Regular hexagon-head annealed stainless-steel bolts,
ASTM F 593; with hex nuts, ASTM F 594; and, where indicated, flat washers; Alloy
Group 1.

D.

Anchor Bolts: ASTM F 1554, Grade 36, of dimensions indicated; with nuts, ASTM A
563; and, where indicated, flat washers.
1.
Hot-dip galvanize or provide mechanically deposited, zinc coating where item
being fastened is indicated to be galvanized.

E.

Cast-in-Place Anchors in Concrete: Either threaded type or wedge type unless
otherwise indicated; galvanized ferrous castings, either ASTM A 47/A 47M malleable
iron or ASTM A 27/A 27M cast steel. Provide bolts, washers, and shims as needed, all
hot-dip galvanized per ASTM F 2329.

F.

Post-Installed Anchors: Torque-controlled expansion anchors.
1.
Material for Interior Locations: Carbon-steel components zinc plated to comply
with ASTM B 633 or ASTM F 1941, Class Fe/Zn 5, unless otherwise indicated.
2.
Material for Exterior Locations and Where Stainless Steel Is Indicated: Alloy
Group 1 stainless-steel bolts, ASTM F 593, and nuts, ASTM F 594.

G.

Slotted-Channel Inserts: Cold-formed, hot-dip galvanized-steel box channels (struts)
complying with MFMA-4, 1-5/8 by 7/8 inches by length indicated with anchor straps or
studs not less than 3 incheslong at not more than 8 incheso.c. Provide with temporary
filler and tee-head bolts, complete with washers and nuts, all zinc-plated to comply with
ASTM B 633, Class Fe/Zn 5, as needed for fastening to inserts.

METAL FABRICATIONS
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MISCELLANEOUS MATERIALS.
A.

Shop Primers: Provide primers that comply with Section 099113 "Exterior Painting."

B.

Universal Shop Primer: Fast-curing, lead- and chromate-free, universal modified-alkyd
primer and compatible with topcoat.
1.
Use primer containing pigments that make it easily distinguishable from zinc-rich
primer.

C.

Epoxy Zinc-Rich Primer: Compatible with topcoat.
1.
Manufacturers: Subject to compliance with requirements, provide products by
one of the following:
a.
Carboline Company.
b.
PPG Paints.
c.
Rust-Oleum.
d.
Sherwin-Williams Company.
e.
Or Equal.

D.

Shop Primer for Galvanized Steel: Primer formulated for exterior use over zinc-coated
metal and compatible with finish paint systems indicated.

E.

Galvanizing Repair Paint: High-zinc-dust-content paint complying with SSPC-Paint 20
and compatible with paints specified to be used over it.

F.

Bituminous Paint: Cold-applied asphalt emulsion complying with ASTM D 1187/D
1187M.

G.

Nonshrink, Nonmetallic Grout: Factory-packaged, nonstaining, noncorrosive,
nongaseous grout complying with ASTM C 1107/C 1107M. Provide grout specifically
recommended by manufacturer for interior and exterior applications.

2.5

FABRICATION, GENERAL
A.

Shop Assembly: Preassemble items in the shop to greatest extent possible. Disassemble
units only as necessary for shipping and handling limitations. Use connections that
maintain structural value of joined pieces. Clearly mark units for reassembly and
coordinated installation.

B.

Cut, drill, and punch metals cleanly and accurately. Remove burrs and ease edges to a
radius of approximately 1/32 inch unless otherwise indicated. Remove sharp or rough
areas on exposed surfaces.

C.

Form bent-metal corners to smallest radius possible without causing grain separation or
otherwise impairing work.

D.

Form exposed work with accurate angles and surfaces and straight edges.

E.

Weld corners and seams continuously to comply with the following:
1.
Use materials and methods that minimize distortion and develop strength and
corrosion resistance of base metals.
2.
Obtain fusion without undercut or overlap.
3.
Remove welding flux immediately.
4.
At exposed connections, finish exposed welds and surfaces smooth and blended
so no roughness shows after finishing and contour of welded surface matches that
of adjacent surface.
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F.

Form exposed connections with hairline joints, flush and smooth, using concealed
fasteners or welds where possible. Where exposed fasteners are required, use Phillips
flat-head (countersunk) fasteners unless otherwise indicated. Locate joints where least
conspicuous.

G.

Fabricate seams and other connections that are exposed to weather in a manner to
exclude water. Provide weep holes where water may accumulate.

H.

Cut, reinforce, drill, and tap metal fabrications as indicated to receive finish hardware,
screws, and similar items.

I.

Provide for anchorage of type indicated; coordinate with supporting structure. Space
anchoring devices to secure metal fabrications rigidly in place and to support indicated
loads.

2.6

MISCELLANEOUS FRAMING AND SUPPORTS
A.

General: Provide steel framing and supports not specified in other Sections as needed to
complete the Work.

B.

Fabricate units from steel shapes, plates, and bars of welded construction unless
otherwise indicated. Fabricate to sizes, shapes, and profiles indicated and as necessary
to receive adjacent construction.
1.
Fabricate units from slotted channel framing where indicated.
2.
Furnish inserts for units installed after concrete is placed.

C.

Galvanize miscellaneous framing and supports where indicated.

D.

Furnish wedge-type concrete inserts, complete with fasteners, to attach shelf angles to
cast-in-place concrete.

2.7

MISCELLANEOUS STEEL TRIM
A.

Unless otherwise indicated, fabricate units from steel shapes, plates, and bars of profiles
shown with continuously welded joints and smooth exposed edges. Miter corners and
use concealed field splices where possible.

B.

Provide cutouts, fittings, and anchorages as needed to coordinate assembly and
installation with other work.
1.
Provide with integrally welded steel strap anchors for embedding in concrete or
masonry construction.

C.

Galvanize interior and exterior miscellaneous steel trim where indicated.

D.

Prime interior and exterior miscellaneous steel trim with zinc-rich primer where
indicated.
1.

2.8

STEEL WELD PLATES AND ANGLES
A.

2.9

Provide steel weld plates and angles not specified in other Sections, for items supported
from concrete construction as needed to complete the Work. Provide each unit with no
fewer than two integrally welded steel strap anchors for embedding in concrete.
FABRICATED GATE HARDWARE AND COMPONENTS

A.

Manufacturer: Guardian, phone 520-320-1810, www.guardiangatehardware.com, or
equal.

METAL FABRICATIONS
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Swing gate hinges:
a.
At gates up to 4 feet in width, provide Guardian 2000.200, galvanized
finish, 2 per leaf.
b.
At gates greater than 4 feet but less than 8 feet in width, provide Guardian
2000.200, galvanized finish, 2 per leaf.
c.
At gates greater than 8 feet in width, provide Guardian 2000.200,
galvanized finish, 3 per leaf.
Cane Bolt: steel, 1/2 inch diameter, with locking tab and guide angles for welded
attachment.
Knox Box: Provide Knox Box Model 3200 at each gate per plans. Provide steel
backing plate for attachment, 1/4 inch thick, welded to gate frame.
Kick Panel: Provide steel plate full width of gate on each side, 10 inches high x
1/4 inch thick, welded to gate. Ease all edges.

FINISHES, GENERAL

A.

Finish metal fabrications after assembly.

B.

Finish exposed surfaces to remove tool and die marks and stretch lines, and to blend
into surrounding surface.

2.11

ALUMINUM FINISHES

A.

As-Fabricated Finish: AA-M12.

B.

Clear Anodic Finish: AAMA 611, Class I, AA-M12C22A41.

PART 3 - EXECUTION
3.1

INSTALLATION, GENERAL
A.

Cutting, Fitting, and Placement: Perform cutting, drilling, and fitting required for
installing metal fabrications. Set metal fabrications accurately in location, alignment,
and elevation; with edges and surfaces level, plumb, true, and free of rack; and
measured from established lines and levels.

B.

Fit exposed connections accurately together to form hairline joints. Weld connections
that are not to be left as exposed joints but cannot be shop welded because of shipping
size limitations. Do not weld, cut, or abrade surfaces of exterior units that have been
hot-dip galvanized after fabrication and are for bolted or screwed field connections.

C.

Field Welding: Comply with the following requirements:
1.
Use materials and methods that minimize distortion and develop strength and
corrosion resistance of base metals.
2.
Obtain fusion without undercut or overlap.
3.
Remove welding flux immediately.
4.
At exposed connections, finish exposed welds and surfaces smooth and blended
so no roughness shows after finishing and contour of welded surface matches that
of adjacent surface.

D.

Fastening to In-Place Construction: Provide anchorage devices and fasteners where
metal fabrications are required to be fastened to in-place construction. Provide threaded
fasteners for use with concrete and masonry inserts, toggle bolts, through bolts, lag
screws, wood screws, and other connectors.
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E.

Provide temporary bracing or anchors in formwork for items that are to be built into
concrete, masonry, or similar construction.

F.

Corrosion Protection: Coat concealed surfaces of aluminum that come into contact with
grout, concrete, masonry, wood, or dissimilar metals with the following:
1.
Cast Aluminum: Heavy coat of bituminous paint.
2.
Extruded Aluminum: Two coats of clear lacquer.

3.2

INSTALLING MISCELLANEOUS FRAMING AND SUPPORTS
A.

3.3

General: Install framing and supports to comply with requirements of items being
supported, including manufacturers' written instructions and requirements indicated on
Shop Drawings.
ADJUSTING AND CLEANING

A.

Touchup Painting: Immediately after erection, clean field welds, bolted connections,
and abraded areas. Paint uncoated and abraded areas with the same material as used for
shop painting to comply with SSPC-PA 1 for touching up shop-painted surfaces.
1.
Apply by brush or spray to provide a minimum 2.0-mildry film thickness.

B.

Touchup Painting: Cleaning and touchup painting of field welds, bolted connections,
and abraded areas of shop paint are specified in Section 099113 "Exterior Painting."

C.

Galvanized Surfaces: Clean field welds, bolted connections, and abraded areas and
repair galvanizing to comply with ASTM A 780/A 780M.

END OF SECTION 055000
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SECTION 061000 - ROUGH CARPENTRY
PART 1 - GENERAL
1.1

RELATED DOCUMENTS
A.

1.2

Drawings and general provisions of the Contract, including General and Supplementary
Conditions and Division 01 Specification Sections, apply to this Section.
SUMMARY

A.

Section Includes:
1.
Framing with dimension lumber.
2.
Framing with timber.
3.
Wood blocking and nailers.
4.
Wood furring and grounds.
5.
Wood sleepers.
6.
Utility shelving.
7.
Plywood backing panels.

B.

Related Requirements:
1.
Section 061600 "Sheathing" for sheathing, subflooring, and underlayment.

1.3

DEFINITIONS
A.

Boards or Strips: Lumber of less than 2 inches nominal size in least dimension.

B.

Dimension Lumber: Lumber of 2 inches nominal size or greater but less than 5 inches
nominal size in least dimension.

C.

Exposed Framing: Framing not concealed by other construction.

D.

OSB: Oriented strand board.

E.

Timber: Lumber of 5 inches nominal size or greater in least dimension.

1.4

ACTION SUBMITTALS
A.

Product Data: For each type of process and factory-fabricated product. Indicate
component materials and dimensions and include construction and application details.
1.
Include data for wood-preservative treatment from chemical treatment
manufacturer and certification by treating plant that treated materials comply
with requirements. Indicate type of preservative used and net amount of
preservative retained.
2.
Include data for fire-retardant treatment from chemical treatment manufacturer
and certification by treating plant that treated materials comply with
requirements. Include physical properties of treated materials based on testing by
a qualified independent testing agency.
3.
For fire-retardant treatments, include physical properties of treated lumber both
before and after exposure to elevated temperatures, based on testing by a
qualified independent testing agency according to ASTM D 5664.
4.
For products receiving a waterborne treatment, include statement that moisture
content of treated materials was reduced to levels specified before shipment to
Project site.

B.

Sustainable Design Submittals:
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Product Certificates: For materials manufactured within 100 miles of Project,
indicating location of material manufacturer and point of extraction, harvest, or
recovery for each raw material. Include distance to Project and cost for each raw
material.
Chain-of-Custody Certificates: For certified wood products. Include statement of
costs.
Product Data: For installation adhesives, indicating VOC content.
Laboratory Test Reports: For installation adhesives, indicating compliance with
requirements for low-emitting materials.

Fastener Patterns: Full-size templates for fasteners in exposed framing.
INFORMATIONAL SUBMITTALS

A.

Material Certificates: For dimension lumber specified to comply with minimum
allowable unit stresses. Indicate species and grade selected for each use and design
values approved by the ALSC Board of Review.

B.

Evaluation Reports: For the following, from ICC-ES:
1.
Wood-preservative-treated wood.
2.
Fire-retardant-treated wood.
3.
Engineered wood products.
4.
Shear panels.
5.
Power-driven fasteners.
6.
Post-installed anchors.
7.
Metal framing anchors.

1.6

QUALITY ASSURANCE
A.

Testing Agency Qualifications: For testing agency providing classification marking for
fire-retardant treated material, an inspection agency acceptable to authorities having
jurisdiction that periodically performs inspections to verify that the material bearing the
classification marking is representative of the material tested.

B.

Manufacturer Qualifications: A qualified manufacturer that is certified for chain of
custody by an FSC-accredited certification body.

C.

Vendor Qualifications: A vendor that is certified for chain of custody by an FSCaccredited certification body.

1.7

DELIVERY, STORAGE, AND HANDLING
A.

Stack wood products flat with spacers beneath and between each bundle to provide air
circulation. Protect wood products from weather by covering with waterproof sheeting,
securely anchored. Provide for air circulation around stacks and under coverings.

PART 2 - PRODUCTS
2.1

WOOD PRODUCTS, GENERAL
A.

Lumber: DOC PS 20 and applicable rules of grading agencies indicated. If no grading
agency is indicated, comply with the applicable rules of any rules-writing agency
certified by the ALSC Board of Review. Grade lumber by an agency certified by the
ALSC Board of Review to inspect and grade lumber under the rules indicated.
1.
Factory mark each piece of lumber with grade stamp of grading agency.
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Maximum Moisture Content of Lumber: 15 percentunless otherwise indicated.
DIMENSION LUMBER FRAMING

A.

Non-Load-Bearing Interior Partitions: Standard, Stud, or No. 3 grade.
1.
Application: All interior partitions
2.
Species:
a.
Hem-fir (north); NLGA.
b.
Southern pine or mixed southern pine; SPIB.
c.
Spruce-pine-fir; NLGA.
d.
Hem-fir; WCLIB, or WWPA.
e.
Spruce-pine-fir (south); NeLMA, WCLIB, or WWPA.
f.
Northern species; NLGA.
g.
Eastern softwoods; NeLMA.
h.
Western woods; WCLIB or WWPA.

B.

Ceiling Joists: Standard, Stud, or No. 3 grade.
1.
Species:
a.
Hem-fir (north); NLGA.
b.
Southern pine; SPIB.
c.
Douglas fir-larch; WCLIB or WWPA.
d.
Douglas fir-larch (north); NLGA.
e.
Southern pine or mixed southern pine; SPIB.
f.
Spruce-pine-fir; NLGA.
g.
Hem-fir; WCLIB or WWPA.
h.
Douglas fir-south; WWPA.
i.
Spruce-pine-fir (south); NeLMA, WCLIB, or WWPA.
j.
Northern species; NLGA.
k.
Eastern softwoods; NeLMA.
l.
Western woods; WCLIB or WWPA.

2.3

MISCELLANEOUS LUMBER
A.

General: Provide miscellaneous lumber indicated and lumber for support or attachment
of other construction, including the following:
1.
Blocking.
2.
Nailers.
3.
Rooftop equipment bases and support curbs.
4.
Cants.
5.
Furring.
6.
Grounds.
7.
Utility shelving.

B.

Dimension Lumber Items: Standard, Stud, or No. 3 grade lumber of any of the
following species::
1.
Hem-fir (north); NLGA.
2.
Mixed southern pine or southern pine; SPIB.
3.
Spruce-pine-fir; NLGA.
4.
Hem-fir; WCLIB or WWPA.
5.
Spruce-pine-fir (south); NeLMA, WCLIB, or WWPA.
6.
Western woods; WCLIB or WWPA.
7.
Northern species; NLGA.
8.
Eastern softwoods; NeLMA.

ROUGH CARPENTRY

061000
Page 3 of 7

Murrieta ES - Interim Housing

Project #: 20005-00

C.

For blocking not used for attachment of other construction, Utility, Stud, or No. 3 grade
lumber of any species may be used provided that it is cut and selected to eliminate
defects that will interfere with its attachment and purpose.

D.

For blocking and nailers used for attachment of other construction, select and cut
lumber to eliminate knots and other defects that will interfere with attachment of other
work.

E.

For furring strips for installing plywood or hardboard paneling, select boards with no
knots capable of producing bent-over nails and damage to paneling.

2.4

PLYWOOD BACKING PANELS
A.

2.5

Equipment Backing Panels: Plywood, DOC PS 1, Exterior, A-C in thickness indicated
or, if not indicated, not less than 1/2-inchnominal thickness.
FASTENERS

A.

General: Fasteners shall be of size and type indicated and shall comply with
requirements specified in this article for material and manufacture.
1.
Where rough carpentry is exposed to weather, in ground contact, pressurepreservative treated, or in area of high relative humidity, provide fasteners with
hot-dip zinc coating complying with ASTM A 153/A 153M

B.

Nails, Brads, and Staples: ASTM F 1667.

C.

Power-Driven Fasteners: Fastener systems with an evaluation report acceptable to
authorities having jurisdiction, based on ICC-ES AC70.

D.

Post-Installed Anchors: Fastener systems with an evaluation report acceptable to
authorities having jurisdiction, based on ICC-ES AC308 as appropriate for the
substrate.
1.
Material: Carbon-steel components, zinc plated to comply with ASTM B 633,
Class Fe/Zn 5.
2.
Material: Stainless steel with bolts and nuts complying with ASTM F 593 and
ASTM F 594, Alloy Group 1 or 2.

2.6

MISCELLANEOUS MATERIALS
A.

Sill-Sealer Gaskets: Glass-fiber-resilient insulation, fabricated in strip form, for use as a
sill sealer; 1-inch nominal thickness, compressible to 1/32 inch; selected from
manufacturer's standard widths to suit width of sill members indicated.

B.

Adhesives for Gluing Furring and Sleepers to Concrete or Masonry: Formulation
complying with ASTM D 3498 that is approved for use indicated by adhesive
manufacturer.

PART 3 - EXECUTION
3.1

INSTALLATION, GENERAL
A.

Framing Standard: Comply with AF&PA's WCD 1, "Details for Conventional Wood
Frame Construction," unless otherwise indicated.

B.

Framing with Engineered Wood Products: Install engineered wood products to comply
with manufacturer's written instructions.
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C.

Set rough carpentry to required levels and lines, with members plumb, true to line, cut,
and fitted. Fit rough carpentry accurately to other construction. Locate furring, nailers,
blocking, grounds, and similar supports to comply with requirements for attaching other
construction.

D.

Install plywood backing panels by fastening to studs; coordinate locations with utilities
requiring backing panels.

E.

Install metal framing anchors to comply with manufacturer's written instructions. Install
fasteners through each fastener hole.

F.

Install sill sealer gasket to form continuous seal between sill plates and foundation
walls.

G.

Do not splice structural members between supports unless otherwise indicated.

H.

Provide blocking and framing as indicated and as required to support facing materials,
fixtures, specialty items, and trim.
1.
Provide metal clips for fastening gypsum board or lath at corners and
intersections where framing or blocking does not provide a surface for fastening
edges of panels. Space clips not more than 16 inches o.c.

I.

Provide fire blocking in furred spaces, stud spaces, and other concealed cavities as
indicated and as follows:
1.
Fire block furred spaces of walls, at each floor level, at ceiling, and at not more
than 96 inches o.c. with solid wood blocking or noncombustible materials
accurately fitted to close furred spaces.
2.
Fire block concealed spaces of wood-framed walls and partitions at each floor
level, at ceiling line of top story, and at not more than 96 inches o.c. Where fire
blocking is not inherent in framing system used, provide closely fitted solid wood
blocks of same width as framing members and 2-inch nominal thickness.
3.
Fire block concealed spaces between floor sleepers with same material as
sleepers to limit concealed spaces to not more than 100 sq. ft. and to solidly fill
space below partitions.

J.

Sort and select lumber so that natural characteristics do not interfere with installation or
with fastening other materials to lumber. Do not use materials with defects that interfere
with function of member or pieces that are too small to use with minimum number of
joints or optimum joint arrangement.

K.

Comply with AWPA M4 for applying field treatment to cut surfaces of preservativetreated lumber.
1.
Use inorganic boron for items that are continuously protected from liquid water.
2.
Use copper naphthenate for items not continuously protected from liquid water.

L.

Where wood-preservative-treated lumber is installed adjacent to metal decking, install
continuous flexible flashing separator between wood and metal decking.

M.

Securely attach rough carpentry work to substrate by anchoring and fastening as
indicated, complying with the following:
1.
Table 2304.9.1, "Fastening Schedule," in ICC's International Building Code
(IBC).
2.
Table R602.3(1), "Fastener Schedule for Structural Members," and
Table R602.3(2), "Alternate Attachments," in ICC's International Residential
Code for One- and Two-Family Dwellings.
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ICC-ES evaluation report for fastener.

Use steel common nails unless otherwise indicated. Select fasteners of size that will not
fully penetrate members where opposite side will be exposed to view or will receive
finish materials. Make tight connections between members. Install fasteners without
splitting wood. Drive nails snug but do not countersink nail heads unless otherwise
indicated.
WOOD BLOCKING, AND NAILER INSTALLATION

A.

Install where indicated and where required for screeding or attaching other work. Form
to shapes indicated and cut as required for true line and level of attached work.
Coordinate locations with other work involved.

B.

Attach items to substrates to support applied loading. Recess bolts and nuts flush with
surfaces unless otherwise indicated.

C.

Provide permanent grounds of dressed, pressure-preservative-treated, key-beveled
lumber not less than 1-1/2 inches wide and of thickness required to bring face of ground
to exact thickness of finish material. Remove temporary grounds when no longer
required.

3.3

WOOD FURRING INSTALLATION
A.

Install level and plumb with closure strips at edges and openings. Shim with wood as
required for tolerance of finish work.

B.

Furring to Receive Plywood or Hardboard Paneling: Install 1-by-3-inch nominal- size
furring vertically at 24 incheso.c.

C.

Furring to Receive Gypsum BoardInstall 1-by-2-inch nominal- size furring vertically at
16 inches o.c.

3.4

WALL AND PARTITION FRAMING INSTALLATION
A.

3.5

General: Provide single bottom plate and double top plates using members of 2-inch
nominal thickness whose widths equal that of studs, except single top plate may be used
for non-load-bearing partitions. Fasten plates to supporting construction unless
otherwise indicated.
1.
For exterior walls, provide 2-by-4-inch nominal- size wood studs spaced 16
incheso.c. unless otherwise indicated.
2.
For interior partitions and walls, provide 2-by-4-inch nominal-24 incheso.c.
unless otherwise indicated.
3.
Provide continuous horizontal blocking at midheight of partitions more than 96
inches high, using members of 2-inch nominal thickness and of same width as
wall or partitions.
4.
For non-load-bearing partitions, provide double-jamb studs and headers not less
than 4-inch nominal depth for openings 48 inches and less in width, 6-inch
nominal depth for openings 48 to 72 inches in width, 8-inch nominal depth for
openings 72 to 120 inches in width, and not less than 10-inch nominal depth for
openings 10 to 12 feet in width.
PROTECTION

A.

Protect wood that has been treated with inorganic boron (SBX) from weather. If,
despite protection, inorganic boron-treated wood becomes wet, apply EPA-registered
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borate treatment. Apply borate solution by spraying to comply with EPA-registered
label.
B.

Protect rough carpentry from weather. If, despite protection, rough carpentry becomes
wet apply EPA-registered borate treatment. Apply borate solution by spraying to
comply with EPA-registered label.
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SECTION 097217 - RIGID PROTECTIVE WALL COVERING
PART 1 - GENERAL
1.1

SUMMARY
A.

1.2

This Section includes the following:
1.
Protective, prefinished rigid wall surfacing.
2.
Aluminum moldings.
SUBMITTALS

A.

Product Data: For each type product. Include construction details relative to
materials, individual components, profiles and finishes.

B.

Shop Drawings: Show fabrication and installation details. Include plans, elevations,
sections, details, and attachments to other Work.

C.

Samples: Submit two samples of wall material, joints and fasteners.

PART 2 - PRODUCTS
2.1

MANUFACTURERS
A.

Basis of Design: Characteristics of specific products, where named in this Section, are
indicated to establish required level of quality, appearance, and performance. Architect
will consider requests for substitutions, under the provisions of Section 012500.

B.

PROTECTIVE WALL COVERING (FRP)
1.
Manufacturer: Crane Composites or equal www.cranecomposites.com

C.

Type: Reinforced polyester resin panel.
1.
Series/Style: Fire-X Glasbord, with Surfaseal finish.
2.
Construction:
a.
Thickness: 0.090 inch
b.
Size: Panel size, 48 inches width by height as shown on drawings.
3.
Fire/Habitability Criteria
a.
Classification: Class A / 1 maximum flame spread of 25 per ASTM E 84
and Chapter 8, Part 2, Title 24, CCR.
b.
Smoke Density: Maximum value of 450 per ASTM E-84 and Chapter 8,
Title 24, Part 2, CCR.
4.
Performance Criteria
a.
Flexural Strength: 13.6 x 103 psi per ASTM D790.
b.
Flexural Modulus: 0.6 x 106 psi per ASTM D790.
c.
Tensile Strength: 7.1 x 103 psi per ASTM D638.
d.
Tensile Modulus: 0.92 x 106 per ASTM D638.
e.
Impact Strength: 12 ft.-lbs/inch (IZOD) per ASTM D256
f.
Barcol Hardness: 40 per ASTM D2583.
g.
Water Absorption: 0.32 percent at 24 hours at 77 degrees F. per ASTM
D570.
h.
Abrasion Resistance: 0.02 percent weight loss maximum, Taber test, 25
cycles, 1000 grams, CS-17 wheel.
5.
Color and Finish
a.
Color: As selected by Architect from complete color line.
b.
Finish: Pebble embossed.
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D.

MOLDINGS
1.
Provide aluminum moldings at all edges, corners and joints, mill finish.

E.

ACCESSORIES
1.
Adhesives: Provide manufacturers recommended adhesive, suitable for substrate.
2.
Fasteners: Where required by substrate, provide color matched nylon drive rivet,
spaced as recommended by manufacturer.

F.

OTHER MATERIALS
1.
Provide all other materials, not specifically described but required for complete
and proper installation of this work, as selected by the contractor and subject to
the approval of the Architect.

PART 3 - EXECUTION
3.1

SURFACE CONDITIONS
A.

Prior to work of this section, carefully inspect previously installed work. Verify all
such work is complete to the point where this installation may properly commence.

B.

Verify that work of this section may be installed in strict accordance with the original
design, all pertinent codes and regulations, and all pertinent portions of the referenced
standards.
1.
Verify flatness tolerance of surfaces does not vary more than 1/8 inch in 10 feet
nor vary at a rate greater than 1/16 inch per foot.

C.

In the event of discrepancy, immediately notify the Architect.

D.

Do not proceed with installation in areas of discrepancy until all such discrepancies
have been fully resolve.

3.2

PREPARATION
A.

Verify drywall surfaces are ready to receive panels.

B.

Fill cracks and smooth irregularities with filler and sand smooth.

C.

Sand glossy surfaces.

D.

Remove electrical, telephone, and wall plates and covers.

E.

Vacuum clean surfaces free of loose particles.

3.3

INSTALLATION
A.

Install panels in accordance with manufacturer's instructions. Pre-drill holes for all
fasteners.

B.

Begin panel layout at center of wall. Install edging and dividers in longest lengths
possible. Miter interior corner joints. Butt vertical divider joints into continuous
horizontal trim.
1.
Install panels equally spaced, joints maximum of 48 inches on center, to height as
shown on drawings.

C.

Provide fasteners and adhesive as recommended by manufacturer.

D.

Install panels before installation of bases, cabinets, hardware, or items attached to or
spaced slightly from wall surface.
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Re-install cover plates at electrical devices, HVAC registers, and other finishing items
at panel locations.

F.

Install sanitary silicone sealant, clear, as specified in Section 079000 at all aluminum
moldings as directed by Architect.
PREPARATION
3.4

CLEANING
A.

Clean panels in accordance with manufacturers recommendations.
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SECTION 099113 - EXTERIOR PAINTING
PART 1 - GENERAL
1.1

RELATED DOCUMENTS
A.

1.2

Drawings and general provisions of the Contract, including General and Supplementary
Conditions and Division 01 Specification Sections, apply to this Section.
SUMMARY

A.

1.3

Section includes surface preparation and the application of paint systems on the
following exterior substrates:
1.
Steel.
2.
Galvanized metal.
3.
Exterior portland cement plaster (stucco).
4.
Concrete
5.
Fiber cement siding and soffit panels.
6.
Concrete masonry
DEFINITIONS

A.

Gloss Level 1: Not more than 5 units at 60 degrees and 10 units at 85 degrees,
according to ASTM D 523.

B.

Gloss Level 3: 10 to 25 units at 60 degrees and 10 to 35 units at 85 degrees, according
to ASTM D 523.

C.

Gloss Level 4: 20 to 35 units at 60 degrees and not less than 35 units at 85 degrees,
according to ASTM D 523.

D.

Gloss Level 5: 35 to 70 units at 60 degrees, according to ASTM D 523.

E.

Gloss Level 6: 70 to 85 units at 60 degrees, according to ASTM D 523.

F.

Gloss Level 7: More than 85 units at 60 degrees, according to ASTM D 523.

1.4

ACTION SUBMITTALS
A.

Product Data: For each type of product. Include preparation requirements and
application instructions.

B.

Samples for Initial Selection: For each type of topcoat product.

C.

Samples for Verification: For each type of paint system and each color and gloss of
topcoat.
1.
Submit Samples on rigid backing, 8 inches square.
2.
Step coats on Samples to show each coat required for system.
3.
Label each coat of each Sample.
4.
Label each Sample for location and application area.

D.

Product List: For each product indicated, include the following:
1.
Cross-reference to paint system and locations of application areas. Use same
designations indicated on Drawings and in schedules.
2.
Printout of current "MPI Approved Products List" for each product category
specified, with the proposed product highlighted.
3.
VOC content.

EXTERIOR PAINTING
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MAINTENANCE MATERIAL SUBMITTALS
A.

1.6

Furnish extra materials, from the same product run, that match products installed and
that are packaged with protective covering for storage and identified with labels
describing contents.
1.
Paint: 1 gal. of each material and color applied.
QUALITY ASSURANCE

A.

1.7

Mockups: Apply mockups of each paint system indicated and each color and finish
selected to verify preliminary selections made under Sample submittals and to
demonstrate aesthetic effects and set quality standards for materials and execution.
1.
Architect will select one surface to represent surfaces and conditions for
application of each paint system specified in Part 3.
a.
Vertical Surfaces: Provide samples of at least 25 sq. ft..
b.
Other Items: Architect will designate items or areas required.
2.
Final approval of color selections will be based on mockups.
a.
If preliminary color selections are not approved, apply additional mockups
of additional colors selected by Architect at no added cost to Owner.
3.
Approval of mockups does not constitute approval of deviations from the
Contract Documents contained in mockups unless Architect specifically approves
such deviations in writing.
4.
Subject to compliance with requirements, approved mockups may become part of
the completed Work if undisturbed at time of Substantial Completion.
DELIVERY, STORAGE, AND HANDLING

A.

1.8

Store materials not in use in tightly covered containers in well-ventilated areas with
ambient temperatures continuously maintained at not less than 45 deg F.
1.
Maintain containers in clean condition, free of foreign materials and residue.
2.
Remove rags and waste from storage areas daily.
FIELD CONDITIONS

A.

Apply paints only when temperature of surfaces to be painted and ambient air
temperatures are between 50 and 95 deg F.

B.

Do not apply paints in snow, rain, fog, or mist; when relative humidity exceeds 85
percent; at temperatures less than 5 deg F above the dew point; or to damp or wet
surfaces.

PART 2 - PRODUCTS
2.1

MANUFACTURERS
A.

2.2

Manufacturers: Subject to compliance with requirements, provide products by the
following or equal:
1.
Dunn-Edwards Corporation.
2.
Sherwin-Williams Company (The).
3.
Vista Paint.
4.
PPG Paints
PAINT, GENERAL

A.

MPI Standards: Provide products that comply with MPI standards indicated and that
are listed in its "MPI Approved Products List."
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B.

Material Compatibility:
1.
Provide materials for use within each paint system that are compatible with one
another and substrates indicated, under conditions of service and application as
demonstrated by manufacturer, based on testing and field experience.
2.
For each coat in a paint system, provide products recommended in writing by
manufacturers of topcoat for use in paint system and on substrate indicated.

C.

VOC Content: Provide materials that comply with VOC limits of South Coast Air
Quality Management District (SCAQMD) Rule 1168 and authorities having
jurisdiction.

D.

Colors: As selected by Architect from manufacturer's full range.

E.

Products:
1.
Steel Doors and Frames / Flashings / Exposed Metal Galvanized Decking Galvanized (PFX-1)
a.
Etch with GLL Clean and Etch and rinse with clear water.
b.
One coat primer SW ProCryl Acrylic Metal Primer.
c.
Two coats finish SW ProIndustrial Acrylic Semigloss.
2.
Ferrous Metal Piping / Trusses / Steel Members / Miscellaneous Metal
Fabrications, and Related Components, – galvanized and non-galvanized(PFX-2).
a.
Solvent clean per SSPC-SP1 and prime as required.
b.
Base coat V69F Epoxiline or Sherwin-Williams Macropoxy 646 Fast
Cure, B58 Series.
c.
Two coats Tnemec Series 1029 Enduratone Acrylic Polymer at 2-3 mils
DFT or Sherwin-Williams ProIndustrialAcrylic Semigloss, B66-650 at 3-4
mils DFT.
3.
Plaster, Cast-in-place Concrete Wall Surfaces, Fiber Cement Siding and Soffit
Panels - Flat - (PFX-3).
a.
One coat SW Loxon Masonry Primer.
b.
Two coats SW A-100 Acrylic Flat.
4.
Concrete masonry units (CMU) - Flat- (PFX-4).
a.
Clean surfaces. Repair cracks and loose mortar.
b.
Filler: SW Preprite Acrylic Block Filler.
c.
Two coats SW A-100 Acrylic Flat.

PART 3 - EXECUTION
3.1

EXAMINATION
A.

Examine substrates and conditions, with Applicator present, for compliance with
requirements for maximum moisture content and other conditions affecting
performance of the Work.

B.

Maximum Moisture Content of Substrates: When measured with an electronic
moisture meter as follows:
1.
Portland Cement Plaster: 12 percent.

C.

Portland Cement Plaster Substrates: Verify that plaster is fully cured.

D.

Verify suitability of substrates, including surface conditions and compatibility with
existing finishes and primers.

EXTERIOR PAINTING
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Proceed with coating application only after unsatisfactory conditions have been
corrected.
1.
Application of coating indicates acceptance of surfaces and conditions.
PREPARATION

A.

Comply with manufacturer's written instructions and recommendations in "MPI
Manual" applicable to substrates and paint systems indicated.

B.

Remove hardware, covers, plates, and similar items already in place that are removable
and are not to be painted. If removal is impractical or impossible because of size or
weight of item, provide surface-applied protection before surface preparation and
painting.
1.
After completing painting operations, use workers skilled in the trades involved
to reinstall items that were removed. Remove surface-applied protection.

C.

Clean substrates of substances that could impair bond of paints, including dust, dirt, oil,
grease, and incompatible paints and encapsulants.
1.
Remove incompatible primers and reprime substrate with compatible primers or
apply tie coat as required to produce paint systems indicated.

D.

Steel Substrates: Remove rust, loose mill scale, and shop primer if any. Clean using
methods recommended in writing by paint manufacturer.
1.
Bare Steel: Sand and scrape to remove loose primer and rust. Clean surfaces with
solvent.

E.

Shop-Primed Steel Substrates: Clean field welds, bolted connections, and abraded
areas of shop paint, and paint exposed areas with the same material as used for shop
priming to comply with SSPC-PA 1 for touching up shop-primed surfaces.

F.

Galvanized-Metal Substrates: Prepare bare, untreated galvanized steel metal surfaces
in accordance with manufacturer’s instructions and comply with SSPC-SP1.
1.

2.

3.

G.

Before surface preparation and coating application, the coating applicator should
verify that the galvanized and galvannealed steel did not receive a passivation
treatment. Once this has been determined, either of the following procedure may
be used for non-immersion service.
Procedure Abrasive Blasting Method:
a.
Remove all soluble and insoluble contaminants and corrosion. Remove
any storage stains per section 6.2 of ASTM D6386.
b.
Thoroughly roughen the entire surface to be coated using compressed air
brush off blast cleaning per ASTM D 6386 to achieve a uniform anchor
profile (1.0 - 2.0 mils). When this method is used, system DFT shall not
exceed 7 mils.
Steel Doors and Door/Window Frames:
a.
Provide specified primer at all frames, including frames with fabricators
primer system. Comply with criteria specified in this Section.
b.
Prepare frame steel surfaces as required for proper adhesion and
appearance of specified finish coat system.
c.
Paint all surfaces of window frames, including surfaces not visible when
operable vent portions are in closed position.

Plaster Surfaces: Repair minor defects, including cracks, in an approved manner.
Remove plaster nibs and other protrusions.

EXTERIOR PAINTING
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APPLICATION
A.

Apply paints according to manufacturer's written instructions and recommendations in
"MPI Manual."
1.
Use applicators and techniques suited for paint and substrate indicated.
2.
Paint surfaces behind movable items same as similar exposed surfaces. Before
final installation, paint surfaces behind permanently fixed items with prime coat
only.
3.
Paint both sides and edges of exterior doors and entire exposed surface of
exterior door frames.
4.
Paint entire exposed surface of window frames and sashes.
5.
Do not paint over labels of independent testing agencies or equipment name,
identification, performance rating, or nomenclature plates.
6.
Primers specified in painting schedules may be omitted on items that are factory
primed or factory finished if acceptable to topcoat manufacturers.

B.

Tint undercoats same color as topcoat, but tint each undercoat a lighter shade to
facilitate identification of each coat if multiple coats of same material are to be applied.
Provide sufficient difference in shade of undercoats to distinguish each separate coat.
Obtain Owners Representative approval of each coat prior to applying succeeding coat.

C.

Allow applied coat to dry before next coat is applied.

D.

If undercoats or other conditions show through topcoat, apply additional coats until
cured film has a uniform paint finish, color, and appearance.

E.

Apply paints to produce surface films without cloudiness, spotting, holidays, laps, brush
marks, roller tracking, runs, sags, ropiness, or other surface imperfections. Cut in
sharp lines and color breaks.

F.

Steel Doors: Finish all surfaces of doors, including tops and bottoms.
1.
Apply paint to non-factory prefinished doors and frames by spray method only.

G.

Exterior surfaces, including plaster, concrete, metal fabrications, structural components
and metal flashings: Unless noted otherwise, apply paints and coatings as specified
below:
1.
Do not paint exterior galvanized metals, including railings, steel structural
components and all roof flashings and accessories.
2.
Apply exterior paint PFX-3 to all plaster surfaces, plaster trim, reveals and
accessories.
3.
Apply exterior paint PFX-3 to exposed concrete footing and foundation surfaces
as directed by Architect.
4.
Unless specified as prefinished, apply exterior paint PFX-1 to metal roof copings,
gutters, downspouts and flashings visible to the eye from typically occupied
locations.

H.

Painting Fire Suppression, Plumbing, HVAC, Electrical, Communication, and
Electronic Safety and Security Work:
1.
Paint the following work where exposed to view:
a.
Equipment, including panelboards and switch gear.
b.
Uninsulated metal piping.
c.
Uninsulated plastic piping.
d.
Pipe hangers and supports.
e.
Metal conduit.
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Plastic conduit.
Tanks that do not have factory-applied final finishes.

FIELD QUALITY CONTROL
A.

3.5

Dry Film Thickness Testing: Owner may engage the services of a qualified testing and
inspecting agency to inspect and test paint for dry film thickness.
1.
Contractor shall touch up and restore painted surfaces damaged by testing.
2.
If test results show that dry film thickness of applied paint does not comply with
paint manufacturer's written recommendations, Contractor shall pay for testing
and apply additional coats as needed to provide dry film thickness that complies
with paint manufacturer's written recommendations.
CLEANING AND PROTECTION

A.

At end of each workday, remove rubbish, empty cans, rags, and other discarded
materials from Project site.

B.

After completing paint application, clean spattered surfaces. Remove spattered paints
by washing, scraping, or other methods. Do not scratch or damage adjacent finished
surfaces.

C.

Protect work of other trades against damage from paint application. Correct damage to
work of other trades by cleaning, repairing, replacing, and refinishing, as approved by
Architect, and leave in an undamaged condition.

D.

At completion of construction activities of other trades, touch up and restore damaged
or defaced painted surfaces.

END OF SECTION 099113
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SECTION 101423 - PANEL SIGNAGE
PART 1 - GENERAL
1.1

RELATED DOCUMENTS
A.

1.2

Drawings and general provisions of the Contract, including General and Supplementary
Conditions and Division 01 Specification Sections, apply to this Section.
SUMMARY

A.

1.3

Section Includes:
1.
Room-identification signs.
2.
Directional and Informational Signage, site, exterior and interior.
3.
Safety signage.
4.
Vehicle traffic control signage.
5.
Exterior dedication plaque.
6.
Exterior Marquee display.
DEFINITIONS

A.
1.4

Accessible: In accordance with the accessibility standard.
REGULATORY REQUIREMENTS

A.

Signage and graphics:
1.
Raised characters shall comply with CBC Section 11B-703.2:
a.
Depth: It shall be 1/32 inch (0.8 mm) minimum above their background
and shall be sans serif uppercase and be duplicated in Braille.
b.
Height: It shall be 5/8 inch (15.9 mm) minimum and 2 inches (51 mm)
maximum based on the height of the uppercase letter "I". CBC Section
11B-703.2.5 .
c.
Finish and contrast: Characters and their background shall have a
non-glare finish.
d.
Character shall contrast with their background with either light characters
on a dark background or dark characters on a light background. CBC
Section 11B-703.5.1.
e.
Proportions: It shall be selected from fonts where the width of the
uppercase letter "O" is 60 % minimum and 110 % maximum of the height
of the uppercase letter "I". Stroke thickness of the uppercase letter "I" shall
be 15 % maximum of the height of the character. CBC Sections 11B-703.4
and 11B-703.6.
f.
Character Spacing: Spacing between individual tactile characters shall
comply with CBC Section 11B-703.2.7 and 11B-703.2.8.
g.
Format: Text shall be in a horizontal format. CBC Section 11B-703.2.9.
h.
Braille: It shall be contracted (Grade 2) and shall comply with CBC
Sections 11B-703.3 and 11B-703.4. Braille dots shall have a domed or
rounded shape and shall comply with CBC Table and Figure 11B-703.3.1.
i.
Mounting height: A tactile sign shall be located 48" minimum to the
baseline of the lowest Braille cells and 60" maximum to the baseline of the
highest line of raised characters above the finish floor or ground surface.
j.
Mounting location: A tactile sign shall be located on the approach
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k.

2.
3.
4.
5.
1.5

side, as one enters or exits rooms or space, and be reached within 0" of the
required clear floor space per CBC Section and Figure 11B -703.4.2 as
follows:
1)
Alongside a single door at the latch side.
2)
On the inactive leaf at double doors with one active leafs.
3)
To the right of the right hand door at double doors with two active
leafs.
4)
On the nearest adjacent wall where there is no wall space at the
latch side of a single door or at the right side of double doors with
two active leafs.
5)
So that a clear floor space of 18" x 18" minimum, centered on the
tactile characters, is provided beyond the arc of any door swing
between the closed position and 45 degree open position.
Visual characters shall comply with CBC Section 11B-703.5 and shall be 40"
minimum above finish floor or ground.
Pictograms shall comply with CBC Section 11B-703.6.
Symbol of accessibility shall comply with CBC Section 11B-703.7.
Variable message signs shall comply with CBC Section 11B-703.8

ACTION SUBMITTALS
A.

Product Data: For each type of product.

B.

Shop Drawings: For panel signs.
1.
Include fabrication and installation details and attachments to other work.
2.
Show sign mounting heights, locations of supplementary supports to be provided
by others, and accessories.
3.
Show message list, typestyles, graphic elements, including raised characters and
Braille, and layout for each sign.

C.

Certification:
1.
Certification: Accompanying submittal, provide sign fabricator/manufacturers
written certification stating signs as designed comply with applicable criteria of
ADAAG and Title 24, including letter style, spacing and size.
2.
Prior to installation, provide sign fabricator/manufacturers written certification
stating tactile and braille signs comply with specified criteria, including
proof-reading requirements.

D.

Samples for Initial Selection: For each type of sign assembly, exposed component, and
exposed finish.
1.
Include representative Samples of available typestyles and graphic symbols.

E.

Samples for Verification: For each type of sign assembly showing all components and
with the required finish(es), in manufacturer's standard size unless otherwise indicated
and as follows:
1.
Room-Identification Signs: Full-size Sample.

F.

Sign Schedule: Use same designations specified or indicated on Drawings or in a sign
schedule.

1.6

FIELD CONDITIONS
A.

Field Measurements: Verify locations of anchorage devices embedded in permanent
construction by other installers by field measurements before fabrication, and indicate
measurements on Shop Drawings.
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WARRANTY
A.

Special Warranty: Manufacturer agrees to repair or replace components of signs that
fail in materials or workmanship within specified warranty period.
1.
Failures include, but are not limited to, the following:
a.
Deterioration of finishes beyond normal weathering.
b.
Deterioration of embedded graphic image.
c.
Separation or delamination of sheet materials and components.
2.
Warranty Period: Five years from date of Substantial Completion.

PART 2 - PRODUCTS
2.1

SIGNS
1.
Solid-Sheet Sign:
a.
Interior: Acrylic sheet, 0.25 inch thick.
1)
Acrylic Sheet: ASTM D 4802, category as standard with
manufacturer for each sign, Type UVF (UV filtering).
2)
Integral Acrylic Sheet Color: As selected by Architect
b.
Exterior: Etched magnesium or zinc 0.125 inch thick.
1)
Integral Aluminum Finish: Clear anodized.
2.
Finish/Contrast/Color:
a.
Finish: Provide signs with matte, non-reflective finish, with a maximum
11-19 degree gloss on 60 degree dosimeter.
b.
Contrast: Provide signs with minimum light to dark contrast between
background and message of 70 percent.
c.
Color: Provide signs with two colors as selected by Architect from
manufacturers standard color line.
1)
Background: Color 1, selected from very dark color range.
2)
Message: Color 2 selected from white or very light color range.
3)
International Symbol of Accessibility: White symbol on Federal
Blue background.
3.
Finish System: Mathews acrylic polyurethane coating system, VOC approved,
complying with glare finish criteria
B.

Room-Identification Sign: Sign with smooth, uniform surfaces; with message and
characters having uniform faces, sharp corners, and precisely formed lines and profiles;
and as follows:
1.
Basis-of-Design Product: Indicated on Drawings.
2.
Text and Typeface: Accessible raised characters and Braille.
3.
Sign Size, Design, Style Criteria:
a.
Character size: 5/8 inch minimum, maximum 2 inch height, raised 1/32
inch above surface. Inset text 1/32 inch into background material and
chemically weld to sign face.
b.
Character proportion: Provide width to height ratio between 3:5 and 1:1.
c.
Letter Style: Upper case Helvetica Regular.
d.
Braille criteria: Provide contracted Grade 2 braille, with dots spaced 1/10
inch on center in each cell, and cells spaced 2/10 inch apart, measured
from the second row of dots in the first cell to the first row of dots in the
second cell. Provide dots raised 1/40 inch above surface, with slightly
rounded or eased profile.

PANEL SIGNAGE

101423
Page 3 of 6

Murrieta ES - Interim Housing

Project #: 20005-00

e.

4.

C.

2.2

Design sign with room number on first line, room name on second, braille
message on third line. Center all copy. Provide minimum 1/2 inch clear
space all around braille image.
f.
Pictogram Criteria: Where pictograms are specified as room identification
signage, provide pictogram centered in minimum 6 inch high space with
no text or braille within this space. Provide tactile and braille message
centered below pictogram.
Sign Types:
a.
RS-1/RS-1A - Room Signs: Provide signs at locations shown on drawings.
At all exterior entrance doors, provide symbol of accessibility per details.
b.
RS-2 - Exit Signs: Provide signs at all door locations with exit signs
required by Section 1006, Part 2, Title 24, CCR indicating the path of exit
travel within the means of egress system.
c.
RS-5 - Room Signs: Provide identification and room number only.
d.
SS-1 "Room Occupancy Limit - XXX".
e.
SS-2 "Room Occupancy Limit-Diagram".

DIRECTIONAL AND INFORMATIONAL SIGNAGE
1.
Basis-of-Design Product: As Indicated on Drawings.
2.
Text and Typeface: Accessible raised characters and Braille.
3.
Sign Size, Design, Style Criteria:
a.
Character size: As required to comply with viewing distance criteria.
Provide minimum 3 inch height at signs located 80 inches or greater above
finish floor. Provide image raised 1/32 inch above surface.
b.
Character proportion: Provide width to height ratio between 3:5 and 1:1.
c.
Character stroke proportion: Provide stroke width to height ratio between
1:5 and 1:10.
d.
Letter Style: Upper case Helvetica Regular.
4.
Sign Types:
a.
DS-1 - International Symbol of Accessibility: Provide signage with
symbol of accessibility at accessible entrance.
b.
DS-4 - Assistive Listening Device: Provide signs indicating availability of
assistive listening devices in compliance with CBC Section 11B-219, Part
2, Title 24, CCR and ADAAG 4.30.7. In addition, provide message on
sign stating "Contact School Administration to make arrangements for
access to listening device for after school hours use".
ACCESSORIES

A.

2.3

Fasteners and Anchors: Manufacturer's standard as required for secure anchorage of
signage, noncorrosive and compatible with each material joined, and complying with
the following:
1.
Exterior: Provide stainless steel spanner head tamper resistant screw in expansion
shields suitable for substrate. Countersink screw flush with surface.
2.
Interior: Two-Face Tape: Manufacturer's standard high-bond, foam-core tape,
0.045 inch thick, with adhesive on both sides.
3.
Signs Mounted on Glass: Provide opaque sheet matching sign material and
finish onto opposite side of glass to conceal back of sign.
FABRICATION

A.

General: Provide manufacturer's standard sign assemblies according to requirements
indicated.

PANEL SIGNAGE

101423
Page 4 of 6

Murrieta ES - Interim Housing
1.

2.
3.

4.
5.
6.

2.4

Project #: 20005-00

Preassemble signs and assemblies in the shop to greatest extent possible.
Disassemble signs and assemblies only as necessary for shipping and handling
limitations. Clearly mark units for reassembly and installation; apply markings
in locations concealed from view after final assembly.
Mill joints to a tight, hairline fit. Form assemblies and joints exposed to weather
to resist water penetration and retention.
Comply with AWS for recommended practices in welding and brazing. Provide
welds and brazes behind finished surfaces without distorting or discoloring
exposed side. Clean exposed welded and brazed connections of flux, and dress
exposed and contact surfaces.
Conceal connections if possible; otherwise, locate connections where they are
inconspicuous.
Internally brace signs for stability and for securing fasteners.
Provide rebates, lugs, and brackets necessary to assemble components and to
attach to existing work. Drill and tap for required fasteners. Use concealed
fasteners where possible; use exposed fasteners that match sign finish.

GENERAL FINISH REQUIREMENTS
A.

Protect mechanical finishes on exposed surfaces from damage by applying a strippable,
temporary protective covering before shipping.

B.

Appearance of Finished Work: Noticeable variations in same piece are not acceptable.
Variations in appearance of adjoining components are acceptable if they are within the
range of approved Samples and are assembled or installed to minimize contrast.

C.

Directional Finishes: Run grain with long dimension of each piece and perpendicular
to long dimension of finished trim or border surface unless otherwise indicated.

D.

Organic, Anodic, and Chemically Produced Finishes: Apply to formed metal after
fabrication but before applying contrasting polished finishes on raised features unless
otherwise indicated.

2.5

ALUMINUM FINISHES
A.

Clear Anodic Finish: AAMA 611, Class I, 0.018 mm or thicker.

PART 3 - EXECUTION
3.1

EXAMINATION
A.

Examine substrates, areas, and conditions, with Installer present, for compliance with
requirements for installation tolerances and other conditions affecting performance of
signage work.

B.

Verify that sign-support surfaces are within tolerances to accommodate signs without
gaps or irregularities between backs of signs and support surfaces unless otherwise
indicated.

C.

Verify that anchor inserts are correctly sized and located to accommodate signs.

D.

Proceed with installation only after unsatisfactory conditions have been corrected.

3.2

INSTALLATION
A.

General: Install signs using mounting methods indicated and according to
manufacturer's written instructions.
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Install signs level, plumb, true to line, and at locations and heights indicated, with
sign surfaces free of distortion and other defects in appearance.
Install signs so they do not protrude or obstruct according to the accessibility
standard.
Before installation, verify that sign surfaces are clean and free of materials or
debris that would impair installation.
Corrosion Protection: Coat concealed surfaces of exterior aluminum in contact
with grout, concrete, masonry, wood, or dissimilar metals, with a heavy coat of
bituminous paint.

Room-Identification Signs and Other Accessible Signage: Install in locations on walls
as indicated and according to accessibility standard.
1.
When sign is installed on window surface or other similar recessed conditions,
provide spacer as required to maintain sign face within 3 inches of outermost
wall plane.
ADJUSTING AND CLEANING

A.

Remove and replace damaged or deformed signs and signs that do not comply with
specified requirements. Replace signs with damaged or deteriorated finishes or
components that cannot be successfully repaired by finish touchup or similar minor
repair procedures.

B.

Remove temporary protective coverings and strippable films as signs are installed.

C.

On completion of installation, clean exposed surfaces of signs according to
manufacturer's written instructions, and touch up minor nicks and abrasions in finish.
Maintain signs in a clean condition during construction and protect from damage until
acceptance by Owner.

END OF SECTION 101423
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SECTION 102800 - TOILET, BATH, AND LAUNDRY ACCESSORIES
PART 1 - GENERAL
1.1

RELATED DOCUMENTS
A.

1.2

Drawings and general provisions of the Contract, including General and Supplementary
Conditions and Division 01 Specification Sections, apply to this Section.
SUMMARY

A.

1.3

Section Includes:
1.
Public-use washroom accessories.
2.
Public-use shower room accessories.
3.
Warm-air dryers.
4.
Underlavatory guards.
5.
Custodial accessories.
ACTION SUBMITTALS

A.

Product Data: For each type of product indicated. Include the following:
1.
Construction details and dimensions.
2.
Anchoring and mounting requirements, including requirements for cutouts in
other work and substrate preparation.
3.
Material and finish descriptions.
4.
Features that will be included for Project.
5.
Manufacturer's warranty.

B.

Product Schedule: Indicating types, quantities, sizes, and installation locations by
room of each accessory required.
1.
Identify locations using room designations indicated.
2.
Identify products using designations indicated.

1.4

INFORMATIONAL SUBMITTALS
A.

1.5

Warranty: Sample of special warranty.
CLOSEOUT SUBMITTALS

A.
1.6

Maintenance Data: For toilet and bath accessories to include in maintenance manuals.
QUALITY ASSURANCE

A.

Source Limitations: For products listed together in the same Part 2 articles, obtain
products from single source from single manufacturer.

B.

Electrical Components, Devices, and Accessories: Listed and labeled as defined in
NFPA 70, by a qualified testing agency, and marked for intended location and
application.

1.7

COORDINATION
A.

Coordinate accessory locations with other work to prevent interference with clearances
required for access by people with disabilities, and for proper installation, adjustment,
operation, cleaning, and servicing of accessories.

B.

Deliver inserts and anchoring devices set into concrete or masonry as required to
prevent delaying the Work.
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WARRANTY
A.

1.9

Special Mirror Warranty: Manufacturer's standard form in which manufacturer agrees
to replace mirrors that develop visible silver spoilage defects and that fail in materials
or workmanship within specified warranty period.
1.
Warranty Period: 15 years from date of Substantial Completion.
REGULATORY REQUIREMENTS
1.
Accessible toilet accessories shall be mounted at heights and at horizontal
locations according to CBC Title 24.
2.
Toilet paper dispensers and feminine napkin disposal units located on the grab
bar side of an accessible toilet room or stall shall not project more than 3-inches
from the finished wall surface nor be located closer than 1-1/2-inch clear of the
tangent point of the grab bar.
3.
Elements of Sanitary facilities shall be mounted at locations in compliance with
4.
CBC Sections 11B-602 through 11B-612.
5.
Grab bars in toilet facilities and bathing facilities shall comply with CBC Section
11B-609. Grab bars and any wall or other surfaces adjacent to grab bars shall be
free of sharp or abrasive elements and shall have rounded edges. The space
around the grab bars shall be as follows:
a.
1 ½” between the grab bar and the wall.
b.
1 ½” minimum between the grab bar and projecting objects below and at
the ends.
c.
12” minimum between the grab bar and projecting objects above.

PART 2 - PRODUCTS
2.1

MATERIALS
A.

Stainless Steel: ASTM A 666, Type 304, 0.031-inch minimum nominal thickness
unless otherwise indicated.

B.

Brass: ASTM B 19, flat products; ASTM B 16/B 16M, rods, shapes, forgings, and flat
products with finished edges; or ASTM B 30, castings.

C.

Steel Sheet: ASTM A 1008/A 1008M, Designation CS (cold rolled, commercial steel),
0.036-inch minimum nominal thickness.

D.

Galvanized-Steel Sheet: ASTM A 653/A 653M, with G60 hot-dip zinc coating.

E.

Galvanized-Steel Mounting Devices: ASTM A 153/A 153M, hot-dip galvanized after
fabrication.

F.

Fasteners: Screws, bolts, and other devices of same material as accessory unit and
tamper-and-theft resistant where exposed, and of galvanized steel where concealed.

G.

Chrome Plating: ASTM B 456, Service Condition Number SC 2 (moderate service).

H.

Mirrors: ASTM C 1503, Mirror Glazing Quality, clear-glass mirrors, nominal 6.0 mm
thick.

I.

ABS Plastic: Acrylonitrile-butadiene-styrene resin formulation.

2.2

PUBLIC-USE WASHROOM ACCESSORIES
A.

Manufacturers: Subject to compliance with requirements, provide products by one of
the following or equal:
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Bobrick Washroom Equipment, Inc.
Bradley Corporation.

B.

Toilet Tissue (Roll) Dispenser (OFOI) -TPD-1 (For Accessible Stalls Only):
1.
Basis-of-Design Product: BBobrick B-4388.
2.
Mounting: Recessed, 3 inch max projection.
3.
Capacity: Designed for 5-inch- diameter tissue rolls.
4.
Material and Finish: Stainless steel, No. 4 finish (satin).

C.

Toilet Tissue (Jumbo-Roll) Dispenser (OFOI) TPD-2 :
1.
Basis-of-Design Product: Bobrick B-2892.
2.
Mounting: Surface mounted.
3.
Capacity: 9- or 10-inch- diameter rolls.
4.
Material and Finish: Stainless steel, No. 4 finish (satin) .
5.
Lockset: Tumbler type.
6.
Refill Indicator: Pierced slots at front.

D.

Paper Towel Dispenser (OFOI) PTD-1 :
1.
Basis-of-Design Product: Bobrick, B-359.
2.
Mounting: Surface Mounted, 4 inch max projection.
3.
Material and Finish: Stainless steel, No. 4 finish (satin).

E.

Waste Receptacle WR-1 (OFOI):
1.
Basis-of-Design Product: Bobrick , B-2300.

F.

Liquid-Soap Dispenser (OFOI) SD-1:
1.
Basis-of-Design Product: Bobrick, B-4112.
2.
Mounting: Vertically oriented, surface mounted.

G.

Sanitary-Napkin Disposal Unit (OFOI) SND-1:
1.
Basis-of-Design Product: Bobrick, B-354.
2.
Mounting: Recessed.
3.
Receptacle: Removable.
4.
Material and Finish: Stainless steel, No. 4 finish (satin).

H.

Seat-Cover Dispenser (OFOI) SCD-1:
1.
Basis-of-Design Product: Bobrick, B-221.
2.
Mounting: Surface mounted .
3.
Exposed Material and Finish: Stainless steel, No. 4 finish (satin).

I.

Mirror Unit M-1:
1.
Basis-of-Design Product (OFOI): Bobrick, B165 1836.
2.
Frame: Stainless-steel channel .
a.
Corners: Mitered and mechanically interlocked.
3.
Hangers: Produce rigid, tamper- and theft-resistant installation.
4.
Size: 18 inches wide by 36 inches tall.
WARM-AIR DRYERS
1.
Basis-of-Design Product: Subject to compliance with requirements, provide
Dyson, Airblade V.
2.
Mounting: Surface mounted.
3.
Operation: Electronic-sensor activated with timed power cut-off switch.
a.
Operation Time: 12 seconds.
4.
Cover Material and Finish:B12 Sprayed Nickel.
5.
Electrical Requirements: 110-127 V.
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UNDERLAVATORY GUARDS
A.

Manufacturers: Subject to compliance with requirements, provide products by one of
the following or equal:
1.
Truebro by IPS Corporation.

B.

Underlavatory Guard:
1.
Basis-of-Design Product: Truebro, Lav Guard2.
2.
Description: Insulating pipe covering for supply and drain piping assemblies
that prevent direct contact with and burns from piping; allow service access
without removing coverings.
3.
Material and Finish: Antimicrobial, molded plastic, white.

2.5

FABRICATION
A.

General: Fabricate units with tight seams and joints, and exposed edges rolled. Hang
doors and access panels with full-length, continuous hinges. Equip units for concealed
anchorage and with corrosion-resistant backing plates.

B.

Keys: Provide universal keys for internal access to accessories for servicing and
resupplying. Provide minimum of six keys to Owner's representative.

PART 3 - EXECUTION
3.1

INSTALLATION
A.

Install accessories according to manufacturers' written instructions, using fasteners
appropriate to substrate indicated and recommended by unit manufacturer. Install units
level, plumb, and firmly anchored in locations and at heights indicated.

B.

Grab Bars: Install to withstand a load of at least 250 lbf, when tested according to
ASTM F 446.

3.2

ADJUSTING AND CLEANING
A.

Adjust accessories for unencumbered, smooth operation. Replace damaged or
defective items.

B.

Remove temporary labels and protective coatings.

C.

Clean and polish exposed surfaces according to manufacturer's written
recommendations.

END OF SECTION 102800
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SECTION 260100 - ELECTRICAL GENERAL PROVISIONS

ARTICLE 1

SUMMARY

1.1

This Division of the specification outlines the provisions of the contract work to be
performed under this Division.

1.2

This Section applies to and forms a part of each section of specifications in Division 26
and all work performed under the electrical and communications contracts.

1.3

In addition, work in this Division is governed by the provisions of the bidding
requirements, contract forms, general conditions and all sections under general
requirements.

1.4

These specifications contain statements which may be more definitive or more restrictive
than those contained in the General Conditions. Where these statements occur, they shall
take precedence over the General Conditions.

1.5

Where the words 'provide' or 'provision' are used, it shall be definitely interpreted as
'furnishing and installing complete in operating condition'. Where the words 'as
indicated' or 'as shown' are used, it shall mean as shown on contract drawings.

1.6

Where items are specified in the singular, this Division shall provide the quantity as
shown on drawings plus any spares or extras mentioned on drawings or specifications.
All specified and supplied equipment shall be new.

ARTICLE 2
2.1

ARTICLE 3

CONTRACTOR QUALIFICATIONS
The Contractor shall have a current California C-10 Electrical Contractor’s license and all
individuals working on this project shall have passed the Department of Industrial
Relations Division of apprenticeship Standards – “Electrician Certification Program.”
CODES, PERMITS AND FEES

3.1

Comply with all applicable laws, ordinances, rules, regulations, codes, or rulings of
governmental units having jurisdiction as well as standards of NFPA and serving utility
requirements.

3.2

Obtain permits, fees, inspections, meter and the like, associated with work in each section
of this Division.

3.3

Installation procedures, methods and conditions shall comply with the latest requirements
of the Federal Occupational Safety and Health Act (OSHA).

ARTICLE 4
4.1

EXAMINATION OF PREMISES
Examine the construction drawings and premises prior to bidding. No allowances will be
made for not being knowledgeable of existing conditions.
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ARTICLE 5
5.1

STANDARDS
The following standard publications of the latest editions enforced and supplements
thereto shall form a part of these specifications. All electrical work must, as a minimum,
be in accordance with these standards.
5.1.1
5.1.2
5.1.3
5.1.4
5.1.5
5.1.6
5.1.7
5.1.8
5.1.9
5.1.10
5.1.11
5.1.12
5.1.13
5.1.14
5.1.15
5.1.16
5.1.17

ARTICLE 6

Project #: 20005-00

2019 California Electrical Code (CEC), Part 3 Title 24 CCR.
National Fire Protection Association.
Underwriters' Laboratories, Inc. (UL).
Certified Ballast Manufacturers' Association (CBM).
National Electrical Manufacturers' Association (NEMA).
Institution of Electrical & Electronics Engineers (IEEE).
American Society for Testing & Materials (ASTM).
National Board of Fire Underwriters (NBFU).
National Board of Standards (NBS).
American National Standards Institute (ANSI).
Insulated Power Cable Engineers Association (IPECS).
Electrical Testing Laboratories (ETL).
National Electrical Safety Code (NESC).
2019 California Building Code (CBC), Part 2, Title 24 CCR.
2019 California Fire Code (CFC), Part 9, Title 24, CCR.
2019 NFPA 72 with California State Amendments
National Electrical Testing Association (NETA), 2010 or most current

DEFINITIONS

6.1

Concealed: Hidden from sight, as in trenches, chases, hollow construction, or above
furred spaces, hung ceilings - acoustical or plastic type, or exposed to view only in
tunnels, attics, shafts, crawl spaces, unfinished spaces, or other areas solely for
maintenance and repair.

6.2

Exposed, Non-Concealed, Unfinished Space: A room or space that is ordinarily
accessible only to building maintenance personnel, a room noted on the 'finish schedule'
with exposed and unpainted construction for walls, floors, or ceilings or specifically
mentioned as 'unfinished'.

6.3

Finish Space: Any space ordinarily visible, including exterior areas.

ARTICLE 7

WORK AND MATERIALS

7.1

Unless otherwise specified, all materials must be new and of the best quality. Materials
previously incorporated into other projects, salvaged, or refurbished are not considered
new. Perform all labor in a thorough and workmanlike manner.

7.2

All materials provided under the contract must bear the UL label where normally
available. Note that this requirement may be repeated under equipment specifications. In
general, such devices as will void the label should be provided in separate enclosures and
wired to the labeled unit in proper manner.
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SHOP DRAWINGS AND SUBMITTALS

8.1

Submit shop drawings and all data in accordance with Division 1 of these specifications
and as noted below for all equipment provided under this Division.

8.2

Shop drawings submittals demonstrate to the Architect that the Contractor understands
the design concept. The Contractor demonstrates his understanding by indicating which
equipment and material he intends to furnish and install and by detailing the fabrication
and installation methods of material and equipment he intends to use. If deviations,
discrepancies, or conflicts between submittals and specifications are discovered either
prior to or after submittals are processed, notify the Architect immediately.

8.3

Manufacturer’s data and dimension sheets shall be submitted giving all pertinent physical
and engineering data including weights, cross sections and maintenance instructions.
Standard items of equipment such as receptacles, switches, plates, etc., which are
cataloged items, shall be listed by manufacturer.

8.4

Index all submittals and reference them to these specifications. All submittal items shall
be assembled and submitted, one for each specification section. (Multiple specification
sections may be grouped together in one common submittal binder, as long as each
individual section is clearly identified.) Partial or incomplete submittal sections will not
be reviewed.

ARTICLE 9

EQUIPMENT PURCHASES

9.1

Arrange for purchase and delivery of all materials and equipment within 20 days after
approval of submittals. All materials and equipment must be ordered in ample quantities
for delivery at the proper time. If items are not on the project in time to expedite
completion, the Owner may purchase said equipment and materials and deduct the cost
from the contract sum.

9.2

Provide all materials of similar class or service by one manufacturer.

ARTICLE 10 COOPERATIVE WORK
10.1

Correct without charge any work requiring alteration due to lack of proper supervision or
failure to make proper provision in time. Correct without charge any damage to adjacent
work caused by the alteration.

10.2

Cooperative work includes: General supervision and responsibility for proper location
and size of work related to this Division, but provided under the other sections of these
specifications, and installation of sleeves, inserts, and anchor bolts for work under each
section in this Division.

ARTICLE 11 VERIFICATION OF DIMENSIONS
11.1

Scaled and figured dimensions are approximate only. Before proceeding with work,
carefully check and verify dimensions, etc., and be responsible for properly fitting
equipment and materials together and to the structure in spaces provided.
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Drawings are essentially diagrammatic, and many offsets, bends, pull boxes, special
fittings, and exact locations are not indicated. Carefully study drawings and premises in
order to determine best methods, exact location, routes, building obstructions, etc. and
install apparatus and equipment in manner and locations to avoid obstructions, preserve
headroom, keep openings and passageways clear, and maintain proper clearances.

ARTICLE 12 CUTTING AND PATCHING
12.1

All cutting, and patching shall be in accordance with Division 1 of these specifications
and as noted below.

12.2

Cut existing work and patch as necessary to properly install new work. As the work
progresses, leave necessary openings, holes, chases, etc., in their correct location. If the
required openings, holes, chases, etc., are not in their correct locations, make the
necessary corrections at no cost to the Owner. Avoid excessive cutting and do not cut
structural members including wall framing without the consent of the Architect.

ARTICLE 13 CLOSING-IN OF UNINSPECTED WORK
13.1

Cover no work until inspected, tested, and approved by the Architect. Where work is
covered before inspection and test, uncover it and when inspected, tested, and approved,
restore all work to original proper condition at no additional cost to Owner.

ARTICLE 14 EXCAVATION AND BACKFILL
14.1

All excavation and backfill shall be in accordance with Division 1 of these specifications
and as noted below.

14.2

Perform all necessary excavation, shoring, and backfilling required for the proper laying
of all conduits inside the building and premises, and outside as may be necessary.

14.3

Excavate all trenches open cut, keep trench banks as nearly vertical as practicable, and
sheet and brace trenches where required for stability and safety. Excavate trenches true
to line and make bottoms no wider than necessary to provide ample work room. Grade
trench bottoms accurately. Machine grade only to the top line of the conduits, doing the
remainder by hand. Do not cut any trench near or under footings without first consulting
the Architect. All trenches shall be done in accordance with OSHA standards and
regulations.

14.4

Backfilling shall be done with each layer compacted before another layer is added. No
stones or coarse lumps shall be laid directly on a conduit or conduits.

14.5

Trenches shall be filled with the specified material. Sod, if any, shall be removed in cut
sections and replaced in same manners.

14.6

Provide pumps and drainage of all open trenches for purposes of installing electrical duct
and wiring.

14.7

Perform all backfilling in accordance with the requirements of and under the direction of
the Geotechnical Engineer.
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Where new underground trenching is required on sites or in any area where existing
underground utilities exist, the Contractor shall provide an independent professional
utility locating service to locate exact vertical and horizontal locations of all existing
utilities. Where existing utilities are found the Contractor shall hand dig those areas to
avoid disruption. The Contractor shall be responsible for immediate repairs to existing
underground utilities damaged during construction. The Contractor shall repair all
existing asphalt, concrete and landscape surfaces damaged or removed during
construction to match their original conditions. Where trenching extends through public
streets or roadways, the Contractor shall notify underground service alert in addition to
the independent locating service 48 hours before start of construction to determine
location of existing utilities by calling (800) 422-4133.

ARTICLE 15 CONCRETE
15.1

Where used for structures to be provided under the contract such as bases, etc., concrete
work, and associated reinforcing shall be as specified under Division 3 of these
specifications.

15.2

See other sections for additional requirements for underground vaults, cable ducts, etc.

ARTICLE 16 ACCESSIBILITY
16.1

Install all control devices or other specialties requiring reading, adjustment, inspection,
repairs, removal, or replacement conveniently and accessibly throughout the finished
building.

16.2

All required access doors or panels in walls and ceilings are to be furnished and installed
as part of the work under this Section. Refer to Division 1 of these specifications and as
noted below.

16.3

Where located in fire rated assemblies, provide doors which match the rating of the
assembly and are approved by the jurisdictional authority.

16.4

Refer to 'finish schedule' for types of walls and ceilings in each area and the architectural
drawings for rated wall construction.

16.5

Coordinate work of the various sections to locate specialties requiring accessibility with
others to avoid unnecessary duplication of access doors.

ARTICLE 17 FLASHING
17.1

Flash and counter flash all conduits penetrating roofing membrane as shown on
Architectural drawings. All work shall be in accordance with Division 7 of these
specifications.

ARTICLE 18 IDENTIFICATION OF EQUIPMENT
18.1

All electrical equipment shall be labeled, tagged, stamped, or otherwise identified in
accordance with the following schedules:

18.1.1 General:
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18.1.1.1

In general, the installed laminated nameplates as hereinafter called
for shall also clearly indicate its use, areas served, circuit
identification, voltage and any other useful data.

18.1.1.2

All auxiliary systems, including communications, shall be labeled to
indicate function.

18.1.2 Lighting and Local Panelboards:
18.1.2.1

Panel identification shall be with white and black micarta
nameplates. Letters shall be no less than 3/8" high.

18.1.2.2

Circuit directory shall be two column typewritten card set under
glass or glass equivalent. Each circuit shall be identified by the room
number and/or number of unit and other pertinent data as required.

18.1.3 Distribution Switchboards and Feeders Sections:
18.1.3.1

Identification shall be with 1" x 4" laminated white micarta
nameplates with black lettering on each major component, each with
name and/or number of unit and other pertinent data as required.
Letters shall be no less than 3/8" high.

18.1.3.2

Circuit breakers and switches shall be identified by number and
name with 3/8" x 1-1/2" laminated micarta nameplates with 3/16"
high letters mounted adjacent to or on circuit breaker or switch.

18.1.4 Disconnect Switches, Motor Starters and Transformers:
18.1.4.1

Identification shall be with white micarta laminated labels and 3/8"
high black lettering.

18.1.5 All communication system terminal boxes including T.V., telephone/intercom,
security, fire alarm, clock, and computer networking shall be provided with white
micarta laminated labels and 3/8" high black lettering.
ARTICLE 19 CONSTRUCTION FACILITIES
19.1

Furnish and maintain from the beginning to the completion all lawful and necessary
guards, railings, fences, canopies, lights, warning signs, etc. Take all necessary
precautions required by City, State Laws, and OSHA to avoid injury or damage to any
persons and property.

19.2

Temporary power and lighting for construction purposes shall be provided under this
Section. All work shall be in accordance with Division 1 of these specifications.

ARTICLE 20 GUARANTEE
20.1

Guarantee all material, equipment and workmanship for all sections under this Division
in writing to be free from defect of material and workmanship for one year from date of
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final acceptance, as outlined in the general conditions. Replace without charge any
material or equipment proven defective during this period. The guarantee shall include
performance of equipment under all site conditions, conditions of load, installing any
additional items of control and/or protective devices, as required.
ARTICLE 21 PATENTS
21.1

Refer to the General Conditions for Contractor's responsibilities regarding patents.

ARTICLE 22 PLUMBING (DIVISION 22) / HEATING, VENTILATING, AND AIR
CONDTIONING (DIVISION 23) / ELECTRICAL – COORDINATION
REQUIREMENTS
22.1

All electrical work performed for this project shall conform to the California Electrical
Code, to Local Building Codes and in conformance with Division 22, 23, and 26 of these
specifications, whether the work is provided under the “Plumbing”, “Heating,
Ventilating, and Air Conditioning”, or the “Electrical” Division of these specifications.
Where the Division 22 and/or Division 23 Contractor is required to provide electrical
work, he shall arrange for the work to be done by a licensed Division 26 Contractor,
using qualified electricians. The Division 22 and/or Division 23 Contractor shall be
solely and completely responsible for the correct functioning of all equipment regardless
of who provided the electrical work.

22.2

The work under Division 22 and/or Division 23 shall include the following:
22.2.1 All motors required by mechanical equipment.
22.2.2 All starters for mechanical equipment which are not provided under the electrical
division as part of a motor control center or otherwise indicated on the electrical
drawings.
22.2.3 All wiring interior to packaged equipment furnished as an integral part of the
equipment.
22.2.4 All control wiring and conduit for mechanical control systems.
22.2.5 All control systems required by mechanical equipment.

22.3

The work under Division 26 shall include the following:
22.3.1 All power wiring and conduit; and conduit only for EMS control conductors
between each building and the main control panel.
22.3.2 Electrical disconnects as shown on the electrical drawings.
22.3.3 Starters forming part of a motor control center.

22.4

All power wiring and conduit to equipment furnished under Division 22 and/or Division
23 shall be provided under Division 26. Control wiring and conduit, whether line voltage
or low voltage, shall be provided under the division which furnishes the equipment.
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22.5

Power wiring shall be defined as all wiring between the panelboard switchboard
overcurrent device, motor control center starter or switch, and the safety disconnect
switch or control panel serving the equipment. Also, the power wiring between safety
disconnect switch and the equipment line terminals.

22.6

Control wiring shall be defined as all wiring, either line voltage or low voltage, required
for the control and interlocking of equipment, including but not limited to wiring to
motor control stations, solenoid valves, pressure switches, limit switches, flow switches,
thermostats, humidistats, safety devices, smoke detectors, and other components required
for the proper operation of the equipment.

22.7

All motor starters which are not part of motor control centers and which are required for
equipment furnished under this Division shall be furnished and installed by the Division
furnishing the equipment and power wiring connected under Division 26. Motor starters
and control devices in motor control centers shall be furnished and installed under
Division 26.

22.8

Division 26 Contractor shall make all final connections of power wiring to equipment
furnished under this Division.

22.9

Wiring diagrams complete with all connection details shall be furnished under each
respective Section.
Motor starters supplied by Plumbing and/or Heating, Ventilating and Air Conditioning
shall be fused combination type minimum NEMA Size 1, and conform to appropriate
NEMA standards for the service required. Provide NEMA type 3R/12 gasketed
enclosures in wet locations. Provide all starters with appropriately sized overload
protection and heater strips provided in each phase, hand/off auto switches, a minimum
of 2 NO and NC auxiliary contacts as required, and an integral disconnecting means. For
½ horsepower motors and below, when control requirements do not dictate the use of a
starter, a manual motor starter switch with overload protection in each phase may be
provided. Acceptable manufacturers are Allen Bradley, General Electric, Square D,
Furnas and Cutler Hammer.

22.10

ARTICLE 23 EQUIPMENT ROUGH-IN
23.1

Rough-in all equipment, fixtures, etc. as designed on the drawings and as specified
herein. The drawings indicate only the approximate location of rough-ins. Mounting
heights of all switches, receptacles, wall mounted fixtures and such equipment must be
coordinated with the Architectural Designs. The Contractor shall obtain all rough-in
information before progressing with any work for rough-in connections. Minor changes
in the contract drawings shall be anticipated and provided for under this Division of the
specifications to comply with rough-in requirements.

ARTICLE 24 OWNER FURNISHED AND OTHER EQUIPMENT
24.1

Rough-in and make final connections to all Owner furnished equipment shown on the
drawings and specified, and all equipment furnished under other sections of the
specifications.

ELECTRICAL GENERAL PROVISIONS
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ARTICLE 25 EQUIPMENT FINAL CONNECTIONS
25.1

Provide all final connections for the following:
25.1.1 All equipment furnished under this Division.
25.1.2 Electrical equipment furnished under other sections of the specification.
25.1.3 Owner furnished equipment as specified under this Division.

ARTICLE 26 INSERTS, ANCHORS, AND MOUNTING SLEEVES
26.1

Inserts and anchors must be:
26.1.1 Furnished and installed for support of work under this Division.
26.1.2 Mounting of equipment that is of such size as to be free standing and that
equipment which cannot conveniently be located on walls, such as motor starters,
etc., shall be rigidly supported on a framework of galvanized steel angle of
Unistrut or B-line systems with all unfinished edges painted.
26.1.3 Furnish and install all sleeves as required for the installation of all work under all
Sections of this Division and for all communication systems including any
communication systems described in this Section which are bid to the General
Contractor. Sleeves through floors, roof, and walls shall be as described in
“Conduit and Fittings” Section 26 05 33.

ARTICLE 27 SEISMIC ANCHORING
27.1

All switchgear and other free standing electrical equipment or enclosures shall be
anchored to the floor and braced at the top of the equipment to the structure. Where
details have not been provided on the drawings, anchorage shall comply with CBC
Section 1616A.1.26. The Contractor shall submit drawings signed by the Contractors
registered structural Engineer indicating method of compliance prior installation.

27.2

All sound systems, communication, signal or data networking equipment or enclosures
shall be anchored to the structure. Where details have not been provided on the drawings,
anchorage shall comply with CBC Section 1616A.1.26. The Contractor shall submit
drawings signed by the Contractors registered Structural Engineer indicating method of
compliance prior to installation.

ARTICLE 28 RUST PROOFING
28.1

Rust proofing must be applied to all ferrous metals and shall be in accordance with
Division 5 specifications and as noted below.
28.1.1 Hot-dipped galvanized shall be applied and after forming of angle-iron, bolts,
anchors, etc.

28.1.2 Hot-dipped galvanized coating shall be applied after fabrication for junction
boxes and pull boxes cast in concrete.
ELECTRICAL GENERAL PROVISIONS
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ARTICLE 29 GENERAL WIRING
29.1

Where located adjacent in walls, outlet boxes shall not be placed back to back, nor shall
extension rings be used in place of double boxes, all to limit sound transmission between
rooms. Provide short horizontal nipple between adjacent outlet boxes, which shall have
depth sufficient to maintain wall coverage in rear by masonry wall.

29.2

In those instances where outlet boxes, recessed terminal boxes, or recessed equipment
enclosures are installed in a fire rated assembly, provide "Flamesafe FSD 1077" fire
stopping pads or approved equal, over the outlet or box.

29.3

Complete rough-in requirements of all equipment to be wired under the contract are not
indicated. Coordinate with respective trades furnishing equipment or with the Architect
as the case may be for complete and accurate requirements to result in a neat,
workmanlike installation.

ARTICLE 30 SEPARATE CONDUIT SYSTEMS
30.1

Each electrical and signal system shall be contained in a separate conduit system as
shown on the drawings and as specified herein. This includes each power system, each
lighting system, each signal system of whatever nature, telephone, standby system, sound
system, control system, fire alarm system, etc.

30.2

Further, each item of building equipment must have its own run of power wiring.
Control wiring may be included in properly sized conduit for equipment feeders of #6
AWG and smaller, having separate conduit for larger sizes.

ARTICLE 31 CLEANUP
31.1

In addition to cleanup specified under other sections, thoroughly clean all parts of the
equipment. Where exposed parts are to be painted, thoroughly clean off any spattered
construction materials and remove all oil and grease spots. Wipe the surface carefully
and scrape out all cracks and corners.

31.2

Use steel brushes on exposed metal work to carefully remove rust, etc., and leave smooth
and clean.

31.3

During the progress of the work, keep the premises clean and free of debris.

ARTICLE 32 PAINTING
32.1

Paint all unfinished metal as required in accordance with Division 1 of these
specifications. (Galvanized and factory painted equipment shall be considered as having
a sub-base finish.)

ARTICLE 33 GENERAL DEMOLITION REQUIREMENTS
33.1

Remove existing work and items which are required to be removed in such manner that
minimum damage and disturbance is caused to adjacent and connection work scheduled
to remain. Repair or replace existing work schedule.
ELECTRICAL GENERAL PROVISIONS
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33.2

Include preparation of existing areas to receive new materials and removal of materials
and equipment to alter or repair the existing building as indicated and as specified.

33.3

Perform demolition exercising proper care to prevent injury to the public, workmen and
adjoining property.

33.4

Perform the removal, cutting, drilling of existing work with extreme care and use small
tools in order not to jeopardize the structural integrity of the building.

33.5

Rebuild to existing condition or better, existing work which has to be removed to allow
the installation of new work as required.

33.6

Remove, protect and reinstall existing items as indicated. Replace materials scheduled
for reuse which are damaged by the Contractor to the extent that they cannot be reused,
with equal quality material, and installation.

33.7

Do not reuse in this project materials and items removed from existing site or building,
except with specific written approval by the Architect in each case, unless such removed
material or item is specifically indicated or specified to be reused.

33.8

Remove materials and equipment indicated to be salvaged for reinstallation and store to
prevent damage and reinstall as the work progresses. Do not reuse in this project, other
materials and equipment removed from existing site or building, except with specific
written approval by the Architect in each case.

33.9

Patch areas requiring patching, including damage caused by removing, relocating or
adding fixtures and equipment, damages caused by demolition at adjacent materials.

33.10

Do not stockpile debris in the existing building, without the approval of the Architect.
Remove debris as it accumulates from removal operations to a legal disposal area.

33.11

Contractor to assume existing oil filled and dry transformers, oil switches, ballasts,
lamps, wooden poles, cross arms, computers, computer monitors, and conductor
insulation containing materials considered hazardous. Comply with local, state and
federal regulations, laws, and ordinances concerning removal, handling and protection
against exposure or environmental pollution. Contractor shall be responsible for removal
of the above hazardous materials where encountered. Include all costs for such removal
as part of this contract.

33.12

All fluorescent, compact fluorescent, high intensity discharge, metal halide, mercury
vapor, high and low-pressure sodium, and neon lamps are to be disposed of as required
by the California Waste Rule Regulations as described in the California Code of
Regulations, Title 22, Division 4.5 and Chapter 23.

33.13

Communication System: Where new communication systems, (including telephone,
intercom, clock, security, fire alarm, data, multimedia, CATV or lighting controls) are
installed to replace existing systems, unless where otherwise directed the existing systems
shall remain fully operational until the new system has been installed and tested.
Demolition of the existing systems shall include removal of all equipment and associated
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wiring and exposed conduits and providing new blank covers for all abandoned device
locations.
33.14

Salvage Power Equipment:
The Contractor shall carefully remove all existing
switchboards, panelboards, transformers, and confirm in writing which items the Owner
wishes to keep. These items shall be transported to the Owner’s maintenance facilities by
the Contractor. All remaining items shall be disposed of by the Contractor.

33.15

Salvage Lighting Equipment: The Contractor shall confirm in writing which items the
Owner wishes to keep. These items shall be transported to the Owner’s maintenance
facilities by the Contractor. All remaining items shall be disposed of by the Contractor.

33.16

Salvage Communication Equipment: The Contractor shall carefully remove all
communication devices (telephone, intercom, clock, security, fire alarm, data,
multimedia, CATV or lighting controls) and box each type of devices separately. The
Contractor shall deliver all items to the Owner’s maintenance facility.

ARTICLE 34 PROJECT CLOSEOUT
34.1

Prior to completion of project, compile a complete equipment maintenance manual for all
equipment supplied under sections of this Division in accordance with Division 1 of
these specifications and as described below.

34.2

Equipment Lists and Maintenance Manuals:
34.2.1 Prior to completion of job, Contractor shall compile a complete equipment list
and maintenance manuals. The equipment list shall include the following items
for every piece of material equipment supplied under this Section of the
specifications:

34.3

34.2.1.1

Name, model, and manufacturer.

34.2.1.2

Complete parts drawings and lists.

34.2.1.3

Local supply for parts and replacement and telephone number.

34.2.1.4

All tags, inspection slips, instruction packages, etc., removed from
equipment as shipped from the factory, properly identified as to the
piece of equipment it was taken from.

Maintenance manuals shall be furnished for each applicable section of the specifications
and shall be suitably bound with hard covers and shall include all available
manufacturers’ operating and maintenance instructions, together with "as-built" drawings
to properly operate and maintain the equipment. The equipment lists and maintenance
manuals shall be submitted in duplicate to the Architect for approval not less than 10
days prior to the completion of the job. The maintenance manuals shall also include the
name, address, and phone numbers of all subcontractors involved in any of the work
specified herein. Four copies of the maintenance manuals bound in single volumes shall
be provided.

ELECTRICAL GENERAL PROVISIONS
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ARTICLE 35 RECORD DRAWINGS
35.1

The Division 26 Contractor shall maintain record drawings as specified in accordance
with Division 1 of these specifications, and as noted below.

35.2

Drawings shall show locations of all concealed underground conduit runs, giving the
number and size of conduit and wires. Underground ducts shall be shown with cross
section elevations and shall be dimensioned in relation to permanent structures to indicate
their exact location. Drawing changes shall not be identified only with referencing CORs
and RFIs, the drawings shall reflect all of the actual additions or changes made. All asbuilt drawing information shall be prepared by the contractor in AutoCAD, updating the
contract computer files as needed to reflect actual installed conditions for all site plans,
lighting, power, communication, networking, audio visual, security or fire alarms systems
included in the scope of work for this project.

35.3

One set of these record drawings shall be delivered to the Architect. The engineer will
review documents for completeness and will not be responsible for editing contractor
computer files.

ARTICLE 36 CHANGES AND EXTRA WORK
36.1

When changes in work are requested, the Division 26 Contractor shall provide unit prices
for the work involved in accordance with Division 1 of these specifications, and the
following:
36.1.1 The material Costs shall not exceed the latest edition of the “Trade Service“ end
column “C” price list. The materials prices may be higher only where the
Contractor can produce invoices to substantiate higher material costs. The
Contractor shall submit a print out copy of the trade service sheets with the
change order to substantiate these values.
36.1.2 The labor Costs shall not exceed the latest edition of the “NECA Manual of
Labor Units” normal column.

36.2

When credits in work are requested, the Division 26 Contractor shall provide unit prices
for the work involved in accordance with Division 1 of these specifications, and the
following:
36.2.1 The Material Costs shall not be less than 80% of the latest edition of the “Trade
Service“ end column price list. The materials prices may be lower only where the
Contractor can produce invoices to substantiate lower material costs. Restocking
fees may also be included in this amount where applicable.
36.2.2 The Labor Costs shall not be less than 80% of the latest edition of the “NECA
Manual of Labor Units” normal column.

36.3

Conduit pricing for conduits of all types sized 3" or smaller.

When changes in the scope of work require the Contractor to estimate conduit
Installations, they shall NOT include labor values (only material cost may be
included) for any of the below items. The labor values for conduit installation
ELECTRICAL GENERAL PROVISIONS
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represented in the NECA manual are inflated to a point where additional labor for the
below items can not be justified.
36.3.1 Couplings.
36.3.2 Set Screw or Compression Fittings, locknuts, Bushings and washers.
36.3.3 Conduit straps and associated screws or nails.
36.3.4 LB fittings or other specialty fittings or specialty mounting hardware may be
included where needed.
36.4

Wire pricing for all types and sizes.
When changes in the scope of work require the Contractor to estimate wire installations
they shall NOT include labor values (only material cost may be included) for any of
the below items. The labor values for wire installation represented in the NECA manual
are inflated to a point where additional labor for the below items can not be justified.
36.4.1 Locknuts, Bushings, tape, wire markers.

36.5

When changes in the scope of work require other equipment installations such as lighting
fixtures, panelboards, switchboards, wiring devices, communications equipment etc. the
Contractor shall NOT include labor values (only material cost may be included) for
any of the below items. The labor values for these equipment items represented in the
NECA manual are inflated to a point where additional labor for the below items can not
be justified.
36.5.1 Associated screws, nails, bolts, anchors or supports.
36.5.2 Locknuts, washers, tape.

36.6

The total labor hours for extra work will be required to be calculated as follows:
36.6.1 Change orders with 1 to 30 total labor hours
General Laborer
Journeyman
Foreman

10%
10%
80%

of total labor hours
of total labor hours
of total labor hours

36.6.2 Change orders with 31 to 100 total labor hours
General Laborer
Journeyman
Foreman

20%
40%
40%

of total labor hours
of total labor hours
of total labor hours

36.6.3 Change orders with over 100 total labor hours
General Laborer
Journeyman
Foreman
ELECTRICAL GENERAL PROVISIONS
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36.7

When change orders are issued which allow the work to be completed in the normal
sequence of construction, the labor rates shall be based on the most current “Prevailing
Wage” – straight time total hourly rate. When change orders require the Contractor to
work out of sequence the “Prevailing Wage“ – daily overtime hourly rate shall apply.
Special condition situations shall be reviewed on an individual basis for alternate hourly
rate schedules.

36.8

Costs will not be permitted for additional supervision on site or office time for processing
any change order other than the 10% overhead allowance as described in Division 1.
Cost for special equipment required to install items for an individual change order are
permitted and must be individually identified. Lump Sum cost for small tools or any
other cost not specifically required for the change order are not permitted.

36.9

Contractor estimates shall be formatted to clearly identify each of the following:
36.9.1 Line item description of each type of material or labor item.
36.9.2 Description of quantity for each item.
36.9.3 Description of (material cost per / quantity).
36.9.4 Description of (labor cost per / quantity).
36.9.5 Description of total labor hour breakdown per Foreman, Journeyman or General
Laborer as described above.

ARTICLE 37 ELECTRONIC FILES
37.1

The Contractor shall make a written request directly to Johnson Consulting Engineers for
electronic drawing files. As a part of the written request, please include the following
information:
37.1.1 Clearly indicate each drawing sheet needed (i.e., E1.1, E2.1, etc.).
37.1.2 Identify the name, phone number, mailing address and e-mail address of the
person to receive the files.
37.1.3 Provide written confirmation and agreement with the requirements described for
payment of computer files, as described below.

37.2

Detail or riser diagram sheets, or any other drawings other than floor plans or site plans,
will not be made available to the Contractor.

37.3

Files will only be provided in the AutoCAD format in which they were created.

37.4

Requests for files will be processed as soon as possible; a minimum of 7 working days
should be the normal processing time. The Contractor shall be completely responsible
for requesting the files in time for their use.

ELECTRICAL GENERAL PROVISIONS
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CAD files will be made available via e-mail or on disk, depending on the quantity of files
requested. The Contractor requesting the files will be required to pay $50.00 per drawing
plan, or $300.00 maximum, whichever is less.

END OF SECTION 260100
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SECTION 260519 - POWER CONDUCTORS
PART 1 – GENERAL
1.1

Furnish and install wire and cable for branch circuits and feeders specified herein and as
shown on the electrical drawings.

1.2

Submittals: Submit manufacturers’ data for the following items:
1.2.1

1.3

All cables and terminations

Common submittal mistakes which will result in the submittals being rejected:
1.3.1

Not including all items listed in the above itemized description.

1.3.2

Including catalog cut sheets which have several items on a page, and not clearly
identifying by highlighting, underlining, or clouding the items to be reviewed, or
crossing out the items which are not applicable.

1.3.3

Not including actual manufacturer’s catalog information of proposed products.

1.3.4

Do not include multiple manufacturers for similar products and do not indicate
“or approved equal” statements, or “to be determined later” statements. The
products being submitted must be the products installed

PART 2 – PRODUCTS
2.1

Wire and cable Rated 120 volt to 600 volt.
2.1.1

All wire and cable shall be new, 600 volt insulated copper, of types specified
below for each application. All wire and cable shall bear the UL label and shall
be brought to the job in unbroken packages. Wire insulation shall be the color as
specified herein and shall be type THWN-2. Insulated conductors shall be
installed in all exterior exposed raceways. Conductors for branch circuit lighting,
receptacle, power and miscellaneous systems shall be a minimum of No. 12
AWG. Increase conductor size to No. 10 AWG for 120 volt circuits greater than
100 feet from the panel to the load and for 277 volt circuits greater than 200 feet
from the panel to the load. Circuit home-runs indicated to be larger than No. 12
must be increased the entire length of the circuit, including equipment grounding
conductor. Wire sizes No. 14 through No. 10 shall be solid. No. 8 and larger
shall be stranded.

2.1.2

Aluminum conductors will be permitted (only where specifically identified on
the drawings. See “600 Volt Feeder Schedule”) in sizes 2/0 or larger.
Conductors shall be listed by Underwriters Laboratories (UL) and suitable for
operation at 600 volts or less, at a maximum operating temperature of 90N C
maximum in wet or dry locations. Conductors shall be marked “SUN-RES”.
Aluminum alloy conductors shall be compact stranded conductors of
STABILOY® (AA-8030) as manufactured by Alcan Cable or Listed equal. AA-
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8000 Series aluminum alloy conductor material shall be recognized by The
Aluminum Association.
2.1.3
2.2

MC type armored cable reference Section 26 05 33.

Wire and cable for systems below 120 volts.
2.2.1

All low voltage and communications systems cables routed underground shall be
provided with a moisture resistant outer jacket, West Penn “Aquaseal” or equal,
unless otherwise specified.

PART 3 - EXECUTION
3.1

Wire and cable shall be pulled into conduits without strain using powdered soapstone,
mineralac, or other approved lubricant. In no case shall wire be repulled if same has been
pulled out of a conduit run for any purpose. No conductor shall be pulled into conduit
until conduit system is complete, including junction boxes, pull boxes, etc.

3.2

All connections of wires shall be made as noted below:

3.3

3.2.1

Connections to outlets and switches: Wire formed around binding post of screw.

3.2.2

No. 10 wire and smaller: Circuit wiring connections to lighting fixtures and
other hardwired equipment shall be made with pressure type solderless
connectors, Buchanan, Scotchlock, Wing Nut, or approved equal. Alternate
“WAGO” #773 series or “IDEAL” #32, 33, 34 and 39 series push wire style
connectors are also acceptable.

All wiring shall be continuous without splicing unless where specifically noted on the
drawings or where permitted below.
3.3.1

No. 10 wire and smaller above grade: Quantities as needed, connection made
with pressure type solderless connectors, Scotchlock or equal.

3.3.2

No. 10 wire and smaller below grade: Quantities as needed, connection made
with ‘Raychem’ long barrel compression terminals with crimping tool and
quantity of crimps as recommended by manufacturer, provide ‘Raychem’
WCSM-S series in-line heat shrink, sealant coated splice kit. Alternate products
must be UL listed for direct burial/submersible and rated to (1000V).

3.3.3

No. 8 wire and larger above grade: Quantities only where indicated, ‘Raychem’
long barrel compression terminals with crimping tool and quantity of crimps as
recommended by manufacturer, provide ‘Raychem’ WCSM-S series in-line heat
shrink, sealant coated splice kit. Alternate products must be UL listed for direct
burial/submersible and rated to (1000V).

3.3.4

No. 8 wire and larger below grade: Quantities only where indicated, ‘Raychem’
long barrel compression terminals with crimping tool and quantity of crimps as
recommended by manufacturer, provide ‘Raychem’ WCSM-S series in-line heat
shrink, sealant coated splice kit. Alternate products must be UL listed for direct
burial/submersible and rated to (1000V).

POWER CONDUCTORS
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All wiring throughout shall be color coded as follows:
480 volt system
A Phase
B Phase
C Phase
Neutral
Ground

Brown
Orange
Yellow
Grey
Green

208 or 240 volt system
Black
Red
Blue
White
Green

3.5

Wiring must be color coded throughout its entire length, except feeders may have color
coded plastic tape at both ends and any other accessible point.

3.6

All control wiring in a circuit shall be color coded, each phase leg having a separate
color, and with all segments of the control circuit, whether in apparatus or conduit,
utilizing the same color coding.

3.7

At all terminations of control wiring, the wiring shall have a numbered T&B or Brady
plastic wire marker.

3.8

Cables when installed are to be properly trained in junction boxes, etc., and in such a
manner as to prevent any forces on the cable which might damage the cable.

3.9

All conductors to be installed into a common raceway, shall be pulled into the raceway at
the same time.

3.10

All conductors shall be installed in such a manner as to not exceed the manufacturers’
recommended pulling tension and bending radius. The equipment used for pulling must
be specifically designed for the purpose. Motorized vehicles such as pickup trucks, are
not acceptable.

END OF SECTION 260519
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SECTION 260526 – GROUNDING
PART 1 – GENERAL
1.1

Furnish and install grounding and grounding conductors and electrodes as specified
herein and as shown on the drawings.

1.2

Submit catalog data for all components.

1.3

Common submittal mistakes which will result in the submittals being rejected:
1.3.1

Not including all items listed in the above itemized description.

1.3.2

Including catalog cut sheets which have several items on a page, and not clearly
identifying by highlighting, underlining or clouding the items to be reviewed, or
crossing out the items which are not applicable.

1.3.3

Not including actual manufacturer’s catalog information of proposed products.

1.3.4

Do not include multiple manufacturers for similar products and do not indicate
“or approved equal” statements, or “to be determined later” statements. The
products being submitted must be the products installed.

PART 2 – EXECUTION
2.1

GROUNDING
©
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Grounding
2.1.1

All panelboard cabinets, equipment, enclosures, and complete conduit system
shall be grounded securely in accordance with pertinent sections of CEC Article
250. Conductors shall be copper. All electrically operated equipment shall be
bonded to the grounded conduit system. All non-current carrying conductive
surfaces that are likely to become energized and subject to personal contact shall
be grounded by one or more of the methods detailed in 2019 CEC Article 250.
All ground connections shall have clean contact surfaces. Install all grounding
conductors in conduit and make connections readily accessible for inspection.

2.1.2

Provide an insulated equipment grounding conductor in all branch circuit and
feeder raceway systems, sized in accordance with CEC 250-122.

2.1.3

Provide an additional individual insulated grounding conductor for each circuit
which contains an isolated ground receptacle or surge suppression receptacle.

2.1.4

Grounding of metal raceways shall be assured by means of provisions of
grounding bushings on feeder conduit terminations at the panelboard, and by
means of insulated continuous stranded copper grounding wire extended from the
ground bus in the panelboard to the conduit grounding bushings.

2.1.5

Except for connections which access for periodic testing is required, make
grounding connections which are buried or otherwise inaccessible by exothermite
type process.

260526
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The following ohmic values shall be test certified for each item listed. A written
report signed and witnessed by the project IOR shall be provided to the engineer.
If the ohmic value listed cannot be obtained additional grounding shall be
installed to reach the value listed.
2.1.6.1 Service. . . . . . . . . . . . . . . . . .10 ohms.
2.1.6.2 Step down transformers and non-current carrying metal parts

. . . . . . . . . . . . . . . . . . . . . . 25 ohms.
2.1.6.3 Manholes, handholes, etc.

. . . . . . . . . . . . . . . . . . . . . . . 10 ohms.
END OF SECTION 260526
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SECTION 260533 - CONDUIT AND FITTINGS
PART 1 – GENERAL
1.1

Furnish and install conduit and fittings as shown on the drawings and as specified herein.

1.2

Submit Manufacturer’s data on the following:

1.3

1.2.1

Conduit.

1.2.2

Fittings

1.2.3

Fire stopping Material.

1.2.4

Surface Raceways.

1.2.5

Type MC or MC-PCS cable, provide construction details and UL “E” number.

Common submittal mistakes which will result in the submittals being rejected:
1.3.1

Not including all items listed in the above itemized description.

1.3.2

Including catalog cut sheets which have several items on a page, and not clearly
identifying by highlighting, underlining or clouding the items to be reviewed, or
crossing out the items which are not applicable.

1.3.3

Not including actual manufacturer’s catalog information of proposed products.

1.3.4

Do not include multiple manufacturers for similar products and do not indicate
“or approved equal” statements, or “to be determined later” statements. The
products being submitted must be the products installed.

PART 2 – PRODUCTS
2.1

Rigid steel conduit, intermediate metal conduit (IMC), electrical metallic tubing (EMT)
and flexible metallic conduit shall be steel, hot dipped galvanized after fabrication.

2.2

PVC conduit shall be Carlon or approved equal.

2.3

Liquid tight flexible metal conduit shall be Anaconda Sealtite type UA or approved
equal. Fittings shall be Appleton, Crouse-Hinds, Steel City, T&B, or equivalent.

2.4

MC type armored cable, when utilized, shall be provided with the following:
2.4.1

Comply with UL 1479 and CEC 330

2.4.2

90ºC, copper, THHN conductors.

2.4.3

Minimum #12 insulated grounding conductor.
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2.4.4

Conductors sized No. 10 and smaller shall be solid, No. 8 and larger shall be
stranded.

2.4.5

Oversized (150%) neutrals or separate neutrals shall be provided.

2.4.6

Increase phase conductors to No. 10 AWG for 120 volt circuits greater than 100
feet from panel to load and for 277 volt circuits greater than 200 feet from panel
to load. Where required increase conductor sizes for entire length of circuit.

2.4.7

Interlocked armored aluminum sheath.

2.4.8

AC or BX type armored cable shall not be substituted in lieu of MC type cable.

2.4.9

Color code cable according to cable type and configuration.

2.4.10 Acceptable manufacturers are AFC and Alflex.
2.5

MC-PCS luminary armored cable, when utilized, shall be provided with the following:
2.5.1

Comply with UL 1479 and CEC 330

2.5.2

90ºC, copper, THHN conductors.

2.5.3

Minimum #12 insulated grounding conductor.

2.5.4

Lighting phase conductors sized No. 10 and smaller shall be solid, lighting
control conductors shall be sized no. 16 solid.

2.5.5

Interlocked armored aluminum sheath.

2.5.6

AC or BX type armored cable shall not be substituted in lieu of MC type cable.

2.5.7

Color code phase cable according to cable type and configuration. color code
control conductors purple/gray.

2.5.8

Acceptable manufacturers are AFC and Alflex.

2.6

Fire stopping material shall provide an effective seal against fire, heat, smoke and fire
gases. Fire stopping material shall be tested to comply with ASTME 814 and UL 1479.
The submittal for this product shall include the UL listed system number and installation
requirements for each type of penetration seal required for this project.

2.7

Each length of conduit shall be stamped with the name or trademark of the manufacturer
and shall bear the UL label.

2.8

All plastic conduit shall be rigid, schedule 40, heavy wall PVC. All PVC conduit shall be
UL listed. Underground utility company conduits shall comply with local utility co.
requirements.

2.9

Plastic conduit shall be stored on a flat surface and protected from the direct rays of the
sun.
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Where branch circuit or communication raceways cannot be concealed in ceilings or
walls and are required to be exposed in interior spaces, provide nonmetallic surface
raceway system sized per the manufacturer capacity requirements. A full complement of
nonmetallic fittings must be available and matching device boxes and cover plates must
be provided. The color of the raceway system, components and boxes shall be (white).
Where data networking cabling is to be installed, all raceway fittings shall meet Category
5 radius requirements. Where specific raceway types have been noted on the drawings
they shall be as follows:
2.10.1 System 'SR'

Hubbell
Wiremold
Panduit
Hellerman-Tyton

WALLTRAK 1 series
ECLIPSE PN05series
LD5 series
TSR2 series

2.10.2 System 'SR2'

Hubbell
Wiremold
Panduit
Hellerman-Tyton

WALTRAK 22
2300D Series
D2P10
TSR3 series

2.10.3 System 'SR3'

Hubbell
Wiremold
Panduit
Hellerman-Tyton

BASETRAK series
5400 - series
70 series
MCR Infostream" series

Provide with offset boxes, inline boxes may only be used where specifically shown on
the drawings.
PART 3 – FITTINGS
3.1

All metallic fittings, including those for EMT, flexible conduit, or malleable iron. Die
cast fittings of any other material are not permitted.

3.2

Locknuts shall be steel or malleable iron with sharp clean cut threads.

3.3

Entrance seals shall be 0.Z. type FSK or equivalent.

3.4

Bushings and locknuts: Where conduits enter boxes, panels, cabinets, etc., they shall be
rigidly clamped to the box by locknuts on the outside, and a lock nut and plastic bushing
on the inside of the box. All conduits shall enter the box squarely.

3.5

Furnish and install insulated bushings as per CEC article No. 300 - 4 (F) on all conduits.
The use of insulated bushings does not exclude the use of double locknuts to fasten
conduit to the box.

3.6

Transition from plastic to steel conduits shall be with PVC female threaded adaptors.

3.7

Couplings and connectors for rigid steel or IMC conduit must be threaded, or
compression type (set screw fittings are not permitted).
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3.8

Couplings and connectors for EMT shall be compression, watertight.
connectors are not acceptable, except for systems below 120 volts.

Set screw

3.9

MC or MC-PCS type armored cable shall be provided with listed clamp type die cast zinc
set screw connectors. Anti-short bushings shall be provided at all cable ends.

3.10

Connectors for flexible metal conduit shall be steel or malleable iron with screw provided
to clinch the conduit into the adapter body. For sizes up to ¾'' a screw-in, "Jake type,”
fitting may be used.

3.11

Install approved expansion fittings, or liquid tight flex conduit with a minimum 6" slack
for conduits passing through all expansion and seismic joints.

PART 4 - EXECUTION
4.1

All branch circuits shall be installed concealed in walls or above ceilings or in concrete
floor slabs. PVC conduits installed in concrete floor slabs shall transition to PVC coated
rigid steel where conduits penetrate above finished grade or finished floor.

4.2

Conduit sizes for various numbers and sizes of wire shall be as required by the CEC, but
not smaller than ½" for power wiring and ¾" for communications and fire alarm systems
unless otherwise noted. Conduit in slab or below grade shall be ¾" minimum trade size,
unless otherwise identified.

4.3

Conduit size shall be such that the required number and sizes of wires can be easily
pulled in and the Contractor shall be responsible for the selection of the conduit sizes to
facilitate the ease of pulling. Conduit sizes shown on the drawings are minimum sizes in
accordance with appropriate tables in the CEC. If because of bends or elbows a larger
conduit size is required, the Contractor shall so furnish without further cost to the Owner.

4.4

The Contractor shall be entirely responsible for the proper protection of this work from
the other trades on the job. When conduit becomes bent or holes are punched through
same, or outlets moved after being roughed-in, the Contractor shall replace same, without
additional cost to the Owner.

4.5

Rigid steel conduit or IMC shall be used as follows:

4.6

4.5.1

Exposed exterior locations.

4.5.2

Exposed interior locations below eight feet above floor, except in electrical
rooms and closets.

4.5.3

In hazardous or classified areas as required by CEC.

EMT conduit shall be used for areas as follows:
4.6.1

All interior communications, signal, and data networking systems.

4.6.2

All interior power wiring systems where not required to be in rigid steel, IMC or
flexible conduit.
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4.8

Flexible conduit shall be used for areas as follows:
4.7.1

To connect motors, transformers, and other equipment subjected to vibration or
where specifically detailed on the drawings.

4.7.2

Flexible conduit shall not be used to replace EMT in other locations where the
conduit will be exposed.

4.7.3

Flexible metal conduit shall be ferrous. Installation shall be such that
considerable slack is realized. The conduit shall contain separate code sized
grounding conductor.

4.7.4

Liquid tight flexible conduit shall be used in conformance with CEC in lengths
not to exceed 4'. For equipment connections, route the conduit at 90 degrees to
the adjacent path for point of connection. The conduit shall contain separate
code sized grounding conductor. Use liquid tight flexible conduit for all
equipment connections exposed in possible wet, corrosive or oil contaminated
areas, e.g., shops and outside areas.

MC armored cable may be used as follows:
4.8.1

4.9

4.10

Project #: 20005-00

All branch circuit wiring for lighting and power circuits where permitted and
installed in compliance with UL 1569 and CEC 330.

MC-PCS luminary armored cable may be used as follows:
4.9.1

All Lighting branch circuit wiring for lighting circuits where permitted and
installed in compliance with UL 1569 and CEC 300-22(c), 330. This cable
permits conductors of control circuits to be placed in a cable with lighting power
circuits or class 1 circuits.

4.9.2

It shall not be considered an acceptable option to install lighting control class 1
circuits as an open wire installation.

MC and MC-PCS armored cable shall not be used for the following areas:
4.10.1 Any exterior, underground or buried in concrete circuits.
4.10.2 Any circuits feeding HVAC equipment or pumps or any circuit with 30 AMPs or
greater overcurrent protection.
4.10.3 Any exposed interior locations except in electrical, communication or mechanical
equipment rooms.
4.10.4 Any exposed interior damp/wet locations, kitchens, science classrooms, shop
areas, or concealed in science classroom casework, unless provided with
approved PVC jacket.
4.10.5 Any hazardous rated area.
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4.11

Plastic conduit shall be used for all exterior underground, in slab, and below slab on
grade conduit installations. Install bell ends at all conduit terminations in manholes and
pull boxes. Where plastic conduit transitions from below grade to above grade, no plastic
conduit shall extend above finished exterior grade, or above interior finished floor level.

4.12

Plastic conduit joints shall be made up in accordance with the manufacturer's
recommendations for the particular conduit and coupling selected. Conduit joint
couplings shall be made watertight. Plastic conduit joints shall be made up by brushing a
plastic solvent cement on the inside of a plastic fitting and on the outside of the conduit
ends. The conduit and fitting shall then be slipped together with a quick one-quarter turn
twist to set the joint tightly.

4.13

All underground conduit depths shall be as detailed on the drawings or a minimum of 30"
below finished grade (when not specifically detailed otherwise), for all exterior
underground conduits. Where concrete slurry or concrete encasement is provided,
include “Red” color dye in mixture.

4.14

All underground conduits for power systems (600v and higher), shall be concrete encased
and a minimum of 48” below grade or as detailed on the drawings. Where concrete
slurry or concrete encasement is provided, include “Red” color dye in mixture.

4.15

Conduit shall be continuous from outlet to outlet, cabinet or junction box, and shall be so
arranged that wire may be pulled in with the minimum practical number of junction
boxes.

4.16

All conduits shall be concealed wherever possible. All conduit runs may be exposed in
mechanical equipment rooms, electrical equipment rooms, electrical closets, and in
existing or unfinished spaces. No conduit shall be run exposed in finished areas without
the specific approval of the Architect.

4.17

All raceways which are not buried or embedded in concrete shall be supported by straps,
clamps, or hangers to provide a rigid installation. Exposed conduit shall be run in
straight lines at right angles to or parallel with walls, beams, or columns. In no case shall
conduit be supported or fastened to other pipes or installed to prevent the ready removal
of other trades piping. Wire shall not be used to support conduit.

4.18

It shall be the responsibility of the Contractor to consult the other trades before installing
conduit and boxes. Any conflict between the location of conduit and boxes, piping, duct
work, or structural steel supports, shall be adjusted before installation. In general, large
pipe mains, waste, drain, and steam lines shall be given priority.

4.19

Conduits above lay-in grid type ceilings shall be installed in such a manner that they do
not interfere with the "lift-out" feature of the ceiling system. Conduit runs shall be
installed to maintain the following minimum spacing wherever practical.
4.19.1 Water and waste piping not less than 3".
4.19.2 Steam and steam condensate lines not less than 12".
4.19.3 Radiation and reheat lines not less than 6".
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4.20

Provide all necessary sleeves and chases required where conduits pass through floors or
walls as part of the work of this section. Core drilling will only be permitted where
approved by the Architect.

4.21

All empty conduits and surface mounted raceways shall be provided with a ¼"
polypropylene plastic pull cord and threaded plastic or metal plugs over the ends. Fasten
plastic "Dymo" tape label to exposed spare conduit to identify "power" or
"communication" system, and to where it goes.

4.22

The ends of all conduits shall be securely plugged, and all boxes temporarily covered to
prevent foreign material from entering the conduits during construction. All conduit shall
be thoroughly swabbed out with a dry swab to remove moisture and debris before
conductors are drawn into place.

4.23

Bending: Changes in direction shall be made by bends in the conduit. These shall be
made smooth and even without flattening the pipe or flaking the finish. Bends shall be of
as long a radius as possible, and in no case smaller than CEC requirements.
4.23.1 For power conduits for conductors (600v and below), provide minimum 36”
radius (vertical) and 72” radius (horizontal) bends.
4.23.2 For power conduits for conductors (greater than 600v), provide minimum 72”
radius (vertical) and 72” radius (horizontal) bends.

4.24

Supports: Conduit shall be supported at intervals as required by the California Electrical
Code. Where conduits are run individually, they shall be supported by approved conduit
straps or beam clamps. Straps shall be secured by means of toggle bolts on hollow
masonry, machine screws or bolts on metal surfaces, and wood screws on wood
construction. [No perforated straps or wire hangers of any kind will be permitted.
Where individual conduits are routed, or above ceilings, they shall be supported by
hanger rods and hangers.] Conduits installed exposed in damp locations shall be
provided with clamp backs under each conduit clamp, to prevent accumulation of
moisture around the conduits.

4.25

Where a number of conduits are to be run exposed and parallel, one with another, they
shall be grouped and supported by trapeze hangers. Hanger rods shall be fastened to
structural steel members with suitable beam clamps or to concrete inserts set flush with
surface. A reinforced rod shall be installed through the opening provided in the concrete
inserts. Beam clamps shall be suitable for structural members and conditions. Rods shall
be galvanized steel 3/8" diameter minimum. Each conduit shall be clamped to the trapeze
hanger with conduit clamps.

4.26

All concrete inserts and pipe clamps shall be galvanized. All steel bolts, nuts, washers,
and screws shall be galvanized, or cadmium plated. Individual hangers, trapeze hangers
and rods shall be prime-coated.

4.27

Openings through fire rated floors/walls and/or smoke walls through which conduits pass
shall be sealed by Fire stopping material to comply with Division 1 to seal off flame,
heat, smoke and fire gases. Sleeves shall be provided for power or communication system
cables which are not installed in conduits and shall be sealed inside and out to comply
with manufacturers UL system design details. Where multiple conduits and/or cable tray
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systems pass thru fire-rated walls at one location, the Contractor shall submit copies of
the manufacturers UL system design details proposed for use on this project. All Fire
stopping material shall have an hourly fire-rating equal to or higher than the fire rating of
the floor or wall through which the conduit, cables, or cable trays pass.
4.28

Provide cap or other sealing type fitting on all spare conduits. Conduits stubbed into
buildings from underground where cable only extends to equipment, the conduit/cable
end shall be sealed to prevent moisture from entering the room or space.

4.29

All conduits which are part of a paralleled feeder or branch circuit shall be installed
underground.

4.30

All conduits which are required as a part of systems specified in Divisions 27 or 28, or
any other low voltage communication systems, shall be furnished and installed by the
Division 26 Contractor.
4.30.1 The Contractor shall coordinate all conduit requirements with each system
supplier prior to bid to determine special conduit system requirements.
4.30.2 The Contractor shall provide a pull rope in all conduits for these systems.
4.30.3 The Contractor shall provide conduit sleeves for all open cable installations thru
rated walls or block walls. Provide conduit from each building main termination
cabinet or backboard to the nearest accessible ceiling for access into all electrical
or communications rooms.

4.31

In addition to the above requirements, the following requirements shall apply to all data
networking conduits:
4.31.1 Flexible metal conduit may only be used where required at building seismic
and/or expansion joints.
4.31.2 All underground conduits shall be provided with minimum 24" radius elbows
(vertical) and 60” (horizontal).
4.31.3 No length of conduit above grade shall be installed to exceed 150 feet between
pull boxes, or points of connection, unless where specifically detailed on the
drawings.
4.31.4 No length of conduit shall be installed to exceed two 90-degree bends between
pull boxes, or points of connection, unless where specifically detailed on the
drawings.

4.32

Where surface raceways are installed in interior spaces, the Contractor shall take care to
route in straight lines at right angles to or parallel with walls, beams, or columns. All
raceways and device boxes shall be securely screwed to the finish surface with zinc screw
“Auger” anchors Stk #ZSA1K by Gray Bar Electric or equal. Tape adhesive application
will not be permitted.
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4.33

The Contractor who installs surface raceway systems shall provide and install complete
with wire retention clips, one for every (8) vertical feet or (5) horizontal feet or portion
thereof. This Contractor shall also provide each raceway channel with pull strings.

4.34

It shall be the responsibility of the Contractor installing the raceway to coordinate the
installation of raceway device plates and inserts with the communications or data
contractors.

4.35

MC or MC-PCS cable shall be cut using a specific metallic sheath armor stripping tool.
The use of hacksaws, dikes or any other tools not specifically designed to remove the
armor sheath will not be permitted.

4.36

MC or MC-PCS cables installed in attic spaces or above lay-in ceilings shall be installed
to be protected from physical damage. The cable shall be mounted along the sides or
bottom of joists, rafters or studs.

4.37

Support wires used for supporting ceilings, lighting fixtures or other equipment items
shall not be used to support MC or MC-PCS cables. Conduits, duct work, piping or any
other equipment shall not be used to support or mount MC cables.

4.38

MC or MC-PCS cable supports, fasteners and clips shall be designed specifically for use
with MC cables. Standard conduit supports, fasteners and clips, nails or other items are
not permitted for installing MC cables.

END OF SECTION 260533
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SECTION 260534 - OUTLET AND JUNCTION BOXES
PART 1 – GENERAL
1.1

Furnish and install electrical wiring boxes as specified and as shown on the electrical
drawings.

1.2

Submit manufacturer's data for all items.

1.3

Common submittal mistakes which will result in the submittals being rejected:
1.3.1

Not including all items listed in the above itemized description.

1.3.2

Including catalog cut sheets which have several items on a page, and not clearly
identifying by highlighting, underlining or clouding the items to be reviewed, or
crossing out the items which are not applicable.

1.3.3

Not including actual manufacturer’s catalog information of proposed products.

1.3.4

Do not include multiple manufacturers for similar products and do not indicate
“or approved equal” statements, or “to be determined later” statements. The
products being submitted must be the products installed.

PART 2 – PRODUCTS
2.1

Boxes shall be as manufactured by Steel City, Appleton, Raco, or approved equal.

2.2

All boxes must conform to the provisions of Article 370 of the CEC. All boxes shall be
of the proper size to accommodate the quantity of conductors enclosed in the box.
Minimum box size shall be 4" square x 1-½" deep.

2.3

Boxes generally shall be hot dipped galvanized steel with knockouts. Boxes on exterior
surfaces or in damp locations shall be corrosion resistant, cast feraloy and shall have
threaded hubs for rigid conduit and neoprene gaskets for their covers. Boxes shall be
Appleton Type FS, Crouse-Hinds, or the approved equal. Conduit bodies shall be
corrosion resistant, cast malleable iron. Conduit bodies shall have threaded hubs for rigid
conduit and neoprene gaskets for their covers. Conduit bodies shall be Appleton Unilets,
Crouse-Hinds, or the approved equal. Where recessed, boxes shall have square cut
corners.

2.4

Deep boxes shall be used in wall covered by wainscot or paneling and in walls or glazed
tile, brick, or other masonry which will not be covered with plaster. Through the wall
type boxes shall not be used unless specifically called for. All boxes shall be
nongangable. Boxes in concrete shall be of a type to allow the placing of conduit without
displacing the reinforcing bars. All lighting fixture outlet boxes shall be equipped with
the proper fittings to support and attach a light fixture.

OUTLET AND JUNCTION BOXES
©
JCE #20009

0260534
Page 1 of 3

Murrieta ES - Interim Housing

Project #: 20005-00

2.5

All light, switch, receptacle, fire alarm devices and similar outlets shall be provided with
approved boxes, suitable for their function. Back boxes shall be furnished and installed
as required for the equipment and/or systems under this contract.

2.6

Pull and junction boxes shall be code gauge boxes with screw covers. Boxes shall be
rigid under torsional and deflecting forces and shall be provided with angle from framing
where required. Boxes shall be 4" square with a blank cover in unfinished areas and with
a plaster ring and blank cover in finished areas. Covers for flush mounted oversize boxes
shall extend ¾" past boxes all around. Covers for 4" square boxes shall extend ¼" past
box all around.

2.7

All terminal cabinets and junction boxes or equipment back boxes which are required as a
part of systems specified in Divisions 27 or 28, or any other low voltage communication
systems, shall be furnished and installed by the Division 26 Contractor.

2.8

2.9

2.7.1

The Division 26 Contractor shall coordinate all box requirements with each
system supplier prior to bid to determine special cabinet or back box
requirements. The Contractor shall also provide stainless steel blank cover plates
for all low voltage systems installed for future equipment.

2.7.2

The Contractor shall provide all plywood backboards indicated on walls or inside
equipment enclosures. All backboards shall be a minimum of ¾" thick fire rated
type plywood.

2.7.3

The Contractor shall coordinate exact rough in locations and requirements with
each system supplier.

In addition to the above requirements, boxes for data networking wiring and equipment
shall comply with the following:
2.8.1

All boxes shall be a minimum of 4-11/16" square x 2-1/8" deep.

2.8.2

Where pull boxes are required on individual conduits 1-¼" or smaller, provide 411/16" square x 2-1/8" deep boxes. Where pull boxes are required on conduits
larger than 1-¼" for straight pull through, provide eight times the conduit trade
size for box length. Where pull boxes are required on conduits larger than 1-¼"
for an angle or a U-pull through installation, provide a minimum distance of six
times the conduit trade size between the entering and exiting conduit run for each
cable.

Recessed boxes installed in fire rated floors/walls and /or smoke walls shall be sealed by
Fire stopping material to comply with Division 1 to seal off flame, heat, smoke and fire
gases. The Contractor shall submit copies of the manufacturers UL system design details
proposed for use on this project. All Fire stopping material shall have an hourly firerating equal to or higher than the fire rating of the floor or wall through which the
conduit, cables, or cable trays pass.
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PART 3 – EXECUTION
3.1

Boxes shall be installed where required to pull cable or wire, but in finished areas only by
approval of the Architect. Boxes shall be rigidly attached to the structure, independent of
any conduit support. Boxes shall have their covers accessible. Covers shall be fastened
to boxes with machine screws to ensure continuous contact all around. Covers for
surface mounted boxes shall line up evenly with the edges of the boxes.

3.2

Outlets are only approximately located on the plans and great care must be used in the
actual location of the outlets by consulting the various detailed drawings and
specifications. Outlets shall be flush with finished wall or ceiling, boxes installed
symmetrically on such trim or fixture. Refer to drawings for location and orientation of
all outlet boxes.

3.3

Furnish and install all plaster rings as may be required. Plaster rings shall be installed on
all boxes where the boxes are recessed. Plaster rings shall be of a depth to reach the
finished surface. Where required, extension rings shall be installed so that the plaster
ring is flush with the finished surface.

3.4

All cabinets and boxes shall be secured by means of toggle bolts on hollow masonry;
expansion shields and machine screws or standard precast inserts on concrete or solid
masonry; machine screws or bolts on metal surfaces and wood screws on wood
construction. All wall and ceiling mounted outlet boxes shall be supported by bar
supports extending from the studs or channels on either side of the box. Boxes mounted
on drywall or plaster shall be secured to wall studs or adequate internal structure.

3.5

Boxes with unused punched-out openings shall have the openings filled with factorymade knockout seals.

3.6

Where standby power and normal power are to be located in the same outlet box or 480V
in a switch box, install partition barriers to separate the various systems.

3.7

All device boxes and junction boxes for fire alarm system shall be painted red and shall
be 4-11/16” square by 2-1/8” deep. No exceptions.

END OF SECTION 260534
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SECTION 260543 - UNDERGROUND PULL BOXES AND MANHOLES
PART 1 – GENERAL
1.1

Furnish and install electrical underground pullboxes and manholes as specified and as
shown on the electrical drawings.

1.2

Submit manufacturer's data for all items.

1.3

Common submittal mistakes which will result in the submittals being rejected:
1.3.1

Not including all items listed in the above itemized description.

1.3.2

Including catalog cut sheets which have several items on a page, and not clearly
identifying by highlighting, underlining or clouding the items to be reviewed, or
crossing out the items which are not applicable.

1.3.3

Not including actual manufacturer’s catalog information of proposed products.

1.3.4

Do not include multiple manufacturers for similar products and do not indicate
“or approved equal” statements or “to be determined later” statements. The
products being submitted must be the products installed.

PART 2 – PRODUCTS
2.1

The concrete for pull boxes and manholes shall be class 5500 psi or as noted on the
drawings. All pullboxes and manholes and covers located in parking lots, driveways,
roads, or any other driveable areas shall be traffic rated.

2.2

Each manhole shall be provided with a fiberglass ladder and ground rod. Ground rods
shall be copper or a copper-clad steel 3/4" diameter by 10-feet long. All non-current
carrying metallic components shall be grounded to the ground rods with minimum #6
copper wire.

2.3

All underground pullboxes shall be provided with steel bolt down type covers. Bolts
shall be bronze or brass. All communication or signal system pullboxes shall be sized to
comply with CEC Article 314 unless where other sizes are specifically noted on the
drawings.

2.4

All underground pullbox and manhole covers shall be provided with either "electrical" or
"telephone" or "fire alarm" markings. The telephone marking shall be used to identify
telephone, T.V., clock or any other types of communication systems.

2.5

All power and communication systems shall be provided with separate pullboxes or
manholes. Fire alarm circuits shall also be provided with separate pullboxes from any
other type of communication systems.

UNDERGROUND PULL BOXES AND MANHOLES
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PART 3 – INSTALLATION
3.1

Shoring of the excavation shall be in accordance with all federal, state and local
regulations.

3.2

Provide sealing material for the joints between sections per manufacturer’s instructions.

3.3

The contractor shall make the top and access assembly or lid flush with surrounding areas
where installed in driveable or normal walking areas.

END OF SECTION 260543

UNDERGROUND PULL BOXES AND MANHOLES
©
JCE #20009

260543
Page 2 of 2

Murrieta ES - Interim Housing

Project #: 20005-00

SECTION 262726 - SWITCHES AND RECEPTACLES
PART 1 – GENERAL
1.1

Furnish and install all wiring devices as shown on drawings and as herein
specified. Unless otherwise noted, device and plate numbers shown are Hubbell
and shall be considered the minimum standard acceptable. Other acceptable
manufacturers are Pass and Seymour, Leviton, General Electric and Bryant.

1.2

Submit manufacturers’ data on all items.

1.3

Common submittal mistakes which will result in the submittals being
rejected:
1.3.1

Not correctly indicating ampacity rating of proposed devices.

1.3.2

Not including all items listed in the above itemized description.

1.3.3

Including catalog cut sheets which have several items on a page, and not
clearly identifying by highlighting, underlining or clouding the items to
be reviewed, or crossing out the items which are not applicable.

1.3.4

Not including actual manufacturer’s catalog information of proposed
products.

1.3.5

Do not include multiple manufacturers for similar products and do not
indicate “or approved equal” statements or “to be determined later”
statements. The products being submitted must be the products installed.

PART 2 – PRODUCTS
2.1

All switches shall be of the quiet mechanical type, Specification Grade, 20 amp,
120/277 volt AC as follows:
Single Pole
Two Pole
Three-way
Key Switch

HUBBELL
CS120
CS1222
CS320
HBL1221L

LEVITON
CS1202
CS2202
CS3202
1221-2L

PASS & SEYMOUR
CS20AC1
CSB20AC2
CS20AC3
PS20AC1-L

2.2

All switches shall have the "on" and the "off" position indicated on the handle. If
switches of higher ampere ratings are required, they shall be of similar type and
quality as those shown above. Groups of switches shown at one location shall be
installed under a single plate up to a maximum of six where more than six
switches are shown coordinate arrangement with the Architect.

2.3

Dimmer switches for incandescent lamp loads shall be square-law type, slide
control dimmer with OFF position, Lutron or Hubbell "Nova-T" Series NT-600
(0-500 watt load), NT-1000 (501-900 watt load), NT-1500 (901-1500 watt load),
or equal (no known equal).

SWITCHES AND RECEPTACLES
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All convenience receptacles and special outlets throughout shall be grounding
type. Convenience receptacles shall be side wired, parallel slot, two pole, three
wire, 20 amp as follows:
Duplex
GFCI
Isolated Ground
Tamper Proof

HUBBELL
5352
GFR5362
IG5362

LEVITON
5362
7899
5362IG
8300SG

PASS & SEYMOUR
PS5362
2097
IG6300
TR63H

2.5

All safety or tamper proof receptacles shall have no exposed external current
carrying metal parts and shall have integral wiring leads suitable for two or three
wire installations.

2.6

Special receptacles shall be as noted on the drawings.

2.7

Weatherproof plates shall be designed to meet CEC Article 410-57, wet location
listed with cover "open.” Where weatherproof receptacles have been identified
to be provided with locking covers, the cover shall be as manufactured by Pass &
Seymour #4600-8 or Cole Lighting 310 Series. Rough-in requirements vary
between manufacturers. Contractor to field verify requirements prior to
installation.

2.8

All plates throughout shall be stainless steel. Where wiring devices are installed
in concrete block walls, provide oversized 3-1/2" x 5" coverplates.

2.9

All devices shall be white unless otherwise noted or a special purpose outlet.

2.10

Unless where specifically detailed on the drawings, floor boxes shall be PVC
suitable for concrete poured floors of minimum 3-1/2" depth, with a modular
design to gang two or three sections together.
2.10.1 Carlon #E976 series or approved equal
2.10.2 Provide brass cover with brass carpet flange unless otherwise detailed.

PART 3 – EXECUTION
3.1

Switches for room lighting shall be located no more than 12" center line from
door jamb at plus 48" center line above finished floor or +46" to top of devices
where located over casework, reference CBC Figure 11B-5D.

3.2

All receptacles shall be mounted at plus 18" to center line above finished floor
unless noted or shown otherwise. All receptacles shall be installed with the
ground pin up, at the top of the receptacle to comply with IEEE 602-1986.

3.3

Furnish and install wall plates for all wiring devices, and outlet boxes, including
special outlets, sound, communication, signal, and telephone outlets, etc. as
required. All cover plates shall be appropriate for type of device.

END OF SECTION 262726
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SECTION 269090 – ELECTRICAL CLOSEOUT
PART 1 – GENERAL
1.1

Upon completion of the electrical work, the entire installation shall be tested by
the Contractor, and demonstrated to be operating satisfactorily to the Architect,
Engineer, Inspector and Owner.

1.2

All testing and corrections shall be made prior to demonstration of operation to
the Architect, Engineer, Inspector and Owner.

1.3

In addition to the demonstration of operation, the Contractor is also required to
review the content and quality of instructions provided on items demonstrated
with the Architect, Engineer, Inspector and Owner.

PART 2 – EXECUTION
2.1

Wiring shall be tested for continuity, short circuits and/or accidental grounds.
All systems shall be entirely free from “grounds,” “short circuits,” and any or all
defects.

2.2

Motors shall be operating in proper rotations, and control devices functioning
properly. Check all motor controllers to determine that properly sized overload
devices are installed, and all other electrical equipment for proper operation.

2.3

Tests and adjustments shall be made prior to acceptance of the electrical
installation by the Architect, and a certificate of inspection and acceptance of the
electrical installation by local inspection authorities shall be provided.

2.4

All equipment or wiring provided which tests prove to be defective or operating
improperly shall be corrected or replaced promptly, at no additional cost to the
Owner.

2.5

Test all motor and feeder circuits with a “megger” tester to determine that
insulation values conform to the California Electrical Code (CEC). Test reports
must be submitted and approved by the engineer before final acceptance.

2.6

Test all grounding electrode connections to assure a resistance of no more than
10 ohms is achieved. Augment grounding until the ohmic value stated above is
achieved. Provide certified test results to the Architect, Engineer and Inspector.

END OF SECTION 269090
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SECTION 270100 - COMMUNICATIONS GENERAL PROVISIONS
ARTICLE 1 - SUMMARY
1.1

This Division of the specifications outlines the provisions of the contract work to be
performed as a sub contract under the Division 26 scope of work. Reference the Division
26 Electrical General Provisions for scope of work and general requirements.

1.2

In addition, work in this Division is governed by the provisions of the bidding
requirements, contract forms, general conditions and all sections under Division 1
requirements.

END OF SECTION 270100
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SECTION 271000 - VOICE / DATA/ PGING INFRASTRUCTURE
PART 1 – GENERAL
1.1

Include all labor, equipment and materials necessary for providing a complete networking
infrastructure system as described herein and/or as indicated on the drawings.

1.2

Related specification sections:

1.3

1.2.1

Section 26 01 00 - General Provisions.

1.2.2

Section 26 05 33 - Conduit and Fittings.

1.2.3

Section 26 05 19 - Conductors.

1.2.4

Section 26 05 34 – Outlet and Junction Boxes.

Approved minimum Product and Contractor Extended Warranty Certifications;
1.3.1

1.4

All components shall be manufactured by one of approved manufacturers, the
installing Contractor must have the accompanying certification from the product
manufacturer(s) for installation of a “Extended Warranted System” as required
by each manufacturer and as indicated in these specifications.
1.3.1.1

Specified system warranties are to be established between the
component and cable manufacturers and the District, warranties
between the cable manufacturer only or installing Contractor and the
District are not considered equal.

1.3.1.2

Warranty shall be a full “Performance Warranty” installed by a
“Certified Contractor” as specified by one of the approved
manufacturers. A “Component Warranty” will not be considered
equal. All components, labor, and “Performance Criteria" shall be
warranted by one of the approved manufacturers;

Acceptable manufacturers are:
1.4.1

1.4.2

Leviton / Berk-Tek
1.4.1.1

Installing Contractor must be LEVITON Network Solutions Premier
certified to install this system.

1.4.1.2

Warranty provision and training must be for the Levition/Berk-Tek –
Limited Lifetime Premium Performance Warranty program.

Commscope
1.4.2.1

Commscope’s Training and Warranty programs encompass the brand
names known as Uniprise.

VOICE / DATA INFRASTRUCTURE
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1.4.2.2

Installing Contractor must be PartnerPro certified to install any of the
systems under the Commscope Family of brand names.

1.4.2.3

Warranty provision and training must be for the Commscope
(Netconnect, Uniprise and Systimax) – 25-Year Premium
Performance Warranty program.

1.4.3

1.4.4

1.5

Ortronics (Legrand)/Superior Essex
1.4.3.1

Installing Contractor must be CIP-ESP or CIP certified to install this
system.

1.4.3.2

Warranty provision and training must be for the nCompass – Lifetime
Premium Performance program.

Panduit/General Cable
1.4.4.1

Installing Contractor must be PanGen certified to install this system.

1.4.4.2

Warranty provision and training must be for the PanGen Certification
Plus – 25-Year Siemon Premium Performance program.

1.4.5

Warranty shall be to the District, for the period as defined by the Network
Infrastructure System selected for installation, after District acceptance and signoff of the completed system. The Contractor must provide documentation from
one of the approved manufacturers, as indicated in Section 1.3, indicating their
qualifications for installation of this system in compliance with the
manufacturer’s warranty period requirements as a warranted Contractor.

1.4.6

Equipment qualifications: It is the intent of these specifications that each bidder
provides all hardware, components and installation services that are necessary to
ensure a fully operational wiring system including warranties, as shown in the
EIA/TIA Category-6 and the Augmented Category-6 (6A) guidelines.

1.4.7

All components, parts, infrastructure, patch cables, termination panels and cables
must be classified by the manufacturer or manufacturers as a part of the
“Extended Warranty” program. Contractor may not mix in components from
other certified programs or materials that are not considered part of the
“Lifetime” warranty.

1.4.8

Systems or components as manufactured by any other manufacturer which, are
not specifically listed in 1.3, are not approved for use on this project.

Installing Contractor qualifications: Firms and their personnel must be regularly
engaged in the installation of data networking cabling and equipment for systems of
similar type and scope. The Contractor must have a full-service office able to respond to
emergency callouts during the warranty period. The Contractor must also provide
complete installation of all wiring and devices or equipment. Subcontracts with
Electrical Contractors or other warranted or non-warranted Contractors for
supervised installation of any part of this system are not approved.

VOICE / DATA INFRASTRUCTURE
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1.5.1

Contractor shall have on staff a minimum of (1) BICSI RCDD on staff as fulltime employees.

1.5.2

The successful Contractor shall be a California licensed C7 or C10 Premise
Wiring Contractor as defined in this specification.

1.5.3

All work shall be performed under the supervision of a company accredited and
trained by the Manufacturer of the components and cable and such accreditation
must be presented with the bid submittal. Contractor must be accredited a
minimum of 180 days prior to bid submittal date. All personnel performing work
on this project must have successfully completed the manufacturer’s training
courses to completely comply with the extended warranty requirements prior to
performance of any work on this project. Accreditation will consist of individual
employee certifications issued by the manufacturer or manufacturers.

1.5.4

All personnel engaged in the testing of premises fiber optic and copper UTP
cable systems must have successfully completed the test equipment
manufacturer’s training courses. Certification of such training must be presented
with the bid submittal. Cut sheets of the test equipment to be utilized shall be
provided with the Phase I project material submittals.

1.5.5

This project shall employ both Category-6 and Augmented Category-6 cabling.
The Contractor shall install the related components in relation to the performance
requirements for each type of cable installed.

1.5.6

If Contractor routes cables and/or associated pathways in another route than
indicated on the drawings, they shall maintain all maximum cable installation
distances as required by the manufacturer’s distance limitations.

1.6

In order to ensure project cohesion, a single point of contact is required to provide a
“TURNKEY” solution. The work covered under this section of the specification consists
of furnishing all; labor; cabling; equipment; supplies; materials, and training. The
Contractor will perform all operations necessary for the “TURNKEY” and fully
completed installation in accordance with the specifications herein. As such, the
successful Contractor must be factory trained on all aspects of Network Infrastructure
Cabling System.

1.7

The drawings indicate a schematic routing of cables above ceilings. The Contractor shall
field-verify the most appropriate routing of all above-ceiling cable prior to bid. Where
cables penetrate through walls a conduit sleeve shall be provided. Where cables pass
through fire rated walls, the conduit sleeve shall be sealed to maintain the rating of the
wall assembly.

1.8

Unless otherwise noted in the project drawings or these specifications, the Division 26
Contractor shall provide the installation of all conduits, outlet and junction boxes,
trenching and pull box installation.

1.9

The Contractor shall provide a licensed, qualified electrical Contractor for installation of
all conduits, outlet and junction boxes, trenching and pull box installations.

1.10

General Submittal Requirements

VOICE / DATA INFRASTRUCTURE
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1.10.1 Phase I Submittal shall be made in electronic format within (20) working days
after the award of the contract by the District. This submittal shall include the
following:
1.10.1.1

Complete Bill of Materials in Excel Spreadsheet format with bills of
quantities, including all materials, components, devices, and
equipment required for the work. The bills of quantities shall be
tabulated respective of each and every system as specified, and shall
contain the following information for each Section listed:

1.10.1.2

Description and quantity of each product.

1.10.1.3

Manufacturer's Name and Model Number.

1.10.1.4

Material Cut Sheets shall provide detailed product information and
shall be original manufacturer product bulletins. Copies of material
information from vendor websites shall not be considered equal and
will not be accepted.

1.10.1.5

Material Cut Sheet part number provided shall be highlighted or
provided with an arrow directed at the corresponding part number.

1.10.1.6

Specification Item Number referenced for each required product or if
not shown in the specifications, Drawing Detail Number being
referenced. (ie; Spec. 271000 Item 2.1 or DWG E4.15/#1)

1.10.1.7

Include with submittals all warranty information and a description of
support and maintenance services to be provided. Also include all
licenses and maintenance agreements required for continued operation
of the equipment.

1.10.2 Phase II Submittal shall be provided within (20) working days after the
approval of the Phase I submittals and prior to any fabrication or field conduit
installations. All shop drawings shall be engineered in a CAD Software.
Submission shall include electronic print copies to match the contract drawings,
and Phase II submittals drawings shall include the following.
1.10.2.1

MDF and IDF equipment rack or cabinet elevations will be required
to be provided including cable routing, grounding, support, UPS,
network electronics, etc. and position of all components in the rack or
cabinet.

1.10.2.2

Provide labeling plan which identifies the proposed scheme for
identifying all components including Racks, patch panels (fiber and
copper), site distribution feed cables, horizontal station cables and site
conduit systems (handholes, pullboxes,etc.).

1.10.2.3

Provide shop drawings showing all end device locations, tap values,
paging zones and amplifier sizing for each zone for analog speakers
and horns, including devices connected to IP-Based zone controllers.

VOICE / DATA INFRASTRUCTURE
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1.10.3 Common submittal mistakes which will result in submittals being rejected:
1.10.3.1

Not including the qualifications of the installing Contractor Company
and Contractor’s Staff.

1.10.3.2

Not including all items listed in the above itemized description.

1.10.3.3

Including catalog cut sheets which have several items on a page, and
not clearly identifying by highlighting, underlining or clouding the
items to be reviewed (provided for the project) or crossing out the
items which are not applicable.

1.10.3.4

Not including actual manufacturer’s cut sheets or catalog information
of proposed products.

1.10.3.5

Do not include multiple manufacturers for similar products and do not
indicate “or approved equal” statements, or “to be determined later”
statements. The products being submitted must be the products
installed.

1.10.4 The Contractor shall make a written request directly to Johnson Consulting
Engineers for electronic drawing files (CAD). As a part of the written request,
please include the following information:
1.10.4.1

Clearly indicate Project Name and Client, Johnson Consulting Job
Number (located in bottom left corner of JCE Engineering Stamp) and
each drawing Sheet Number required (i.e., E1.1, E2.1, E4.1 etc.).

1.10.4.2

Identify the name, Company, Title, phone number, mailing address
and e-mail address of the person to receive the files.

1.10.4.3

Detail or Riser diagram sheets, System Schematic drawings or any
other drawings other than floor plans or site plans, will not be made
available to the Contractor.

1.10.4.4

Files will only be provided in the AutoCAD format in which they
were created (i.e., version 2015 or version 2016). Files will not be
made available in REVIT format.

1.10.5 Requests for files will be processed as soon as possible; a minimum of 7 working
days should be the normal processing time. The Contractor shall be completely
responsible for requesting the files in time for their use and delays in requesting
files will not alleviate the Contractor from submitting required documents within
the required timeline.
PART 2 – RACKS AND CABINETS
2.1

Equipment racks have been detailed on the drawings and additional component
information requirements have been described in the MDF or IDF products sections. The
following is a list of approved manufacturers for each type of rack to be furnished.
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2.1.1

Alternate equipment manufacturers other than those indicated will not be
reviewed or approved for use on this project.

2.1.2

(Open Frame – 4-Post) shall be manufactured by Chatsworth CPI QuadraRack
or Middle Atlantic R4 Series. Reference drawing details and specifications for
complete requirements.

PART 3 – MDF ROOM REQUIREMENTS
Main Distribution Frame
3.1

The Main Distribution Frame is existing for this project.
3.1.1

Provide all other items as detailed on the drawings.

PART 4 – IDF REQUIREMENTS
Intermediate Distribution Frame (IDF) Typical Requirements
4.1

The Intermediate Distribution Frame (IDF) Room is existing and shall be the primary
wiring and equipment location for the data networking system. The Contractor shall
include the following items at this location.
4.1.1

Category-6 Modular Patch Panels (rack mounted) with RJ45 style connectors, for
terminating all twisted pair cable from each Voice/Data, AV Equipment and IP
Camera outlet, served from this location. Provide a minimum of 25% spare
capacity for future wiring requirements. All patch panels shall be 48-Ports only,
24-Port patch panels shall not be accepted. Provide cable support bars at the rear
of each patch panel all cables shall be secured to bars with velcro straps.

4.1.2

Contractor shall be responsible for neatly routing, storing and connecting the
power cords from the PDUs to the electrical outlet or UPS as directed by the
District. Power cords shall be dressed separately from the UTP cables or any
other low voltage cable and shall be secured to the back of the rack or cable
runway with Velcro ties.

4.1.3

Provide (1) ground bus bar kit with lugs per IDF Room as detailed in the
drawings. Ground Bus Bar kit as manufactured by CPI #40158-012 (or approved
equal). Ground Bus Bar and all bonding conductors to the bus bar shall be
labeled as shown in the drawing details. Grounding conductors shall be routed to
the equipment racks, cable runway and electrical panel.

4.1.4

Furnish grounding to existing rack as shown in the detail drawings. Each rack
shall be provided with a grounding terminal block, #6 Ground wire from the rack
to the busbar and a compression lug on the end of the ground wire at the busbar.
Provide grounding components as manufactured by CPI #40167-001 terminal
block and #40162-901 compression lug or approved equal.

4.1.5

All copper cables routed to the IDF Room shall be provided with 10-feet of slack
for a service loop mounted on the backboard behind the rack..
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4.1.6

All cable runway, racks, accessories, supports and wire management shall be
black in color. (Unless Otherwise Noted)

4.1.7

Provide all other items as detailed on the drawings.

PART 5 – MDF/IDF PATCH CORD REQUIREMENTS
5.1

5.2

Fiber Optic Patch Cords
5.1.1

Provide (1) set of Fiber optic patch cords to be shall be furnished and installed by
the Contractor, confirm length and type with the District IT.

5.1.2

All fiber optic patch cords furnished by the Contractor shall match the grade and
glass of the fiber optic feed cable installed for the network infrastructure cabling
system. The Contractor shall confirm with the District IT Department the type of
connector required at the network equipment prior to ordering or installing the
patch cords.

5.1.3

Multimode Fiber Optic Patch Cords - Patch cords shall be duplex 50/125um,
laser-optimized, OM4 grade multimode optical glass. Fiber optic patch cords
shall be furnished with LC connectors at the network switch port end and LC
connectors at the fiber optic patch panel end. Fiber patch cords shall be furnished
with ceramic ferrules. All Multimode patch cords shall be Aqua (Lt. Blue) in
color. Patch cords shall be 3-feet (1 meter) in length.

5.1.4

Single Mode Fiber Optic Patch Cords - Patch cords shall be duplex 8.3/125um,
(OS2) grade single mode optical glass. Fiber optic patch cords shall be furnished
with LC connectors at the network switch port end and LC connectors at the fiber
optic patch panel end. All Single Mode patch cords shall be Blue in color. Patch
cords shall be 3-feet (1 meter) in length. If the single mode fiber is directed to be
stored for future use, the single mode patch cords will not be required. Refer to
the new fiber optic feed cable section for instructions on termination of the new
single mode fiber feed runs.

5.1.5

Each fiber optic feed cable from the MDF Room to the IDF location requires (2)
duplex fiber optic patch cords for connection to the IDF switch. Contractor shall
furnish (2) Multimode fiber patch cords for each fiber optic feed cable terminated
in the MDF Room patch panels. Contractor shall be responsible for confirming
the network switch connections with the District IT Director prior to ordering or
installing the patch cords.

Copper Patch Cords
5.2.1

Copper patch cords shall be furnished and installed by the Contractor.

5.2.2

Provide Enhanced Category-6 rated (Patch Panel End) patch cords with premolded boot, provide quantity equal to:
5.2.2.1

Provide 100% of the total Enhanced Category-6 rated cable ports
provided on the patch panels.
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5.2.2.2

All patch cords to be installed by Contractor. Provide 100% of total
copper patch cords required to be (2) feet in length.

5.2.3

5.2.4

Provide Enhanced Category-6 rated (Workstation End) patch cords with premolded boot, provide quantity equal to:
5.2.3.1

Provide 100% of the total Enhanced Category-6 rated cable ports
provided on the patch panels.

5.2.3.2

All patch cords to be installed by Contractor. Provide 100% of total
copper patch cords required for voice and data locations, to be (10)
feet in length, unless otherwise noted.

5.2.3.3

All patch cords to be installed by Contractor. Provide 100% of total
copper patch cords required for IP Camera and AV Equipment
locations, to be (2) feet in length, unless otherwise noted.

Requirements for all copper patch cords furnished:
5.2.4.1

Color of patch cords shall be determined by the color codes shown in
the drawing details or as otherwise directed by the District IT
Department.

5.2.4.2

Patch cords shall be as manufactured by Leviton, Commscope,
Panduit or Ortronics based on the network infrastructure system
furnished by the Contractor.

5.2.4.3

Definition of “Enhanced Category-6 Rated” patch cables – Since
there is no official EIA/TIA rating level determined to be “Enhanced
Category-6”, the provision of any cables shall be based on the
manufacturer’s performance claims for the product.

5.2.4.4

Patch cords furnished must be in compliance with the manufacturer’s
“Channel” warranty requirements. Patch cords not warranted through
the selected manufacturer Channel warranty program will not be
approved for use with the network infrastructure.

PART 6 – CABLING REQUIREMENTS
6.1

Campus Fiber Optic Feed Cable Requirements- fiber feed to this IDF is existing.

6.2

Category-6 Station Cable
6.2.1

Contractor shall provide a Category-6 UTP cable to each Data, Voice, AudioVisual Data and IP Camera indicated on the drawings and specifications. Provide
quantity of cables as indicated on the drawings at each location.

6.2.2

Provide one Category-6, 4-pair, unshielded twisted pair (UTP) cable from the
nearest MDF or IDF location to each RJ45 data outlet port indicated on the
drawings. Dual port outlets will require two such cables. Four port outlets will
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require four cables. Refer to the drawing details for jacket color requirements for
each type of connection.
6.2.3

Data cables are indicated to run underground, Contractor shall use a Category-6
OSP-rated cable. Approved cables for Network Infrastructure System:
6.2.3.1

6.3

6.4

Commscope - CS34O (OSP-Rated with black PE jacket) or approved
equal.

6.2.4

Manufacturer names and part numbers are shown as a point of reference and do
not specifically designate required packaging or color for the cable. Contractor
shall verify colors and packaging options shall be determined by Contractor
preferences.

6.2.5

Definition of “Enhanced Category-6 Rated” cable – Since there is no official
EIA/TIA rating level determined to be “Enhanced Category-6”, the provision of
any cable shall be based on the manufacturer’s performance claims for the
product.

Category-6 Outlets
6.3.1

Unshielded twisted pair Category-6 outlets shall be an RJ45 Enhanced
performance type 8-position / 8 conductor modular jacks, and shall comply with
Category-6 performance requirements. Provide single port, dual port, four port or
quantity as indicated on the floor plans at each outlet location. All outlets shall be
wired in an EIA/TIA 568B configuration.

6.3.2

Provide Category-6 inserts, wired for EIA 568B. Provide installation kits for all
locations furnished with Category-6 UTP cabling.

6.3.3

Refer to the detail drawings for color of the Category-6 outlets required.
Contractor shall be responsible for confirming all color requirements prior to
ordering.

6.3.4

Provide the following Category-6 UTP data connector per Network Infrastructure
warranty requirements;
6.3.4.1

Leviton eXtreme Cat6+ Quick Port Series 61110-R

6.3.4.2

Uniprise (Commscope) SL 110 Series 1-1375055

6.3.4.3

Ortronics Clarity 6 Tracjack Series OR-TJ600

6.3.4.4

Panduit MiniCom TX6 Plus Series CJ688TG

Outlet Faceplates
6.4.1

Provide a two-port faceplate for all one and two port outlet locations. Provide
blanks for all unused openings.

6.4.2

Provide a four-port faceplate for all three and four port outlet locations. Provide
blanks for all unused openings.
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6.4.3

All fax/modem locations shall be provided as single port outlets. Requirements
shall be the same as a single port data outlet as shown on the Technology
Legend.

6.4.4

For single port voice outlet locations intended for wall telephone connections, a
wall telephone type faceplate with attachment studs shall be provided. The wall
telephone jack shall be 8-pin, RJ45 type and use IDC wire terminations only.
Provide Category-6 insert, within stainless steel wall plate faceplate. Provide
faceplate from the approved manufacturers listed in the specifications.

6.4.5

Provide single port or dual port Surface mount small surface mounted outlet box
for IP Camera data outlets in the J-Box for the camera locations. Provide surface
mount box by Leviton QuickPort Series 41089-xxx or equal by one of the
approved manufacturers. The location shall also be furnished with a blank
weather-tight faceplate to protect the data termination until the cameras are
installed.

6.4.6

Wireless Access Point data connections for ceiling mounted WAPs shall be
terminated above the accessible ceiling at the wireless access point (WAP)
location. Refer to the drawing details for additional requirements.

6.4.7

Wireless Access Point data connections for WAPs shall be terminated at the
WAP location as shown in the drawing details. Provide surface mount box by
Leviton QuickPort Series 41089-xxx or equal by one of the approved
manufacturers. The data connections at the WAP locations shall be Augmented
Category-6 and shall be provided in the color as shown in the drawing details.
The location shall also be furnished with a blank inserts for the unused ports.
Label the cables and faceplate the same as standard data outlets.

6.4.8

All faceplates and surface mount outlet boxes shall be furnished with label
windows. All labeling shall be installed within the label window.

6.4.9

Confirm color of all faceplates prior to ordering. All data outlet faceplates shall
have a unique sequential identification number applied to faceplate. Hand
written labels are not permitted. All color schemes shall be approved by the
customer prior to installation.

6.4.10 Colored inserts are required for this project. Refer to the detail drawings for the
exact color scheme to be provided. Inserts submitted that do not follow the color
and identification requirements will be rejected. Inserts installed that do not
follow the color coding as shown in the detail drawings will be replaced at the
Contractor’s expense.
6.4.11 All labels will be installed under label windows. Labels adhered to the surface of
the faceplate will not be accepted. Contractor must provide clear laminating type
of cover material over the surface mounted labels where used.
6.4.12 Reference the drawings for special outlet configurations or plate requirements
6.4.13 All data outlet faceplates shall have a unique sequential identification number
applied to faceplate. Refer to the detail drawings for labeling requirements. Hand
VOICE / DATA INFRASTRUCTURE
©
JCE #20009

271000
Page 10 of 16

Murrieta ES - Interim Housing

Project #: 20005-00

written labels are not permitted. Faceplates, with the exception of wall telephone
outlets, shall include color coded port inserts. All color schemes shall be
approved by the District prior to installation.
6.4.14 Reference the drawings for special outlet configurations or plate requirements.
PART 7 - INSTALLATION
7.1

Upon completion of 10% of the cabling installation, the Contractor shall notify the
Project Engineer for an inspection of the methods and types of materials used on the
project. The Contractor shall give a minimum of 72 hours notification to the Project
Engineer for the scheduling of the inspection. The Contractor will be given a written
review of the findings, so if adjustments are required, they can be done before the project
proceeds. The Contractor shall be responsible for adhering to the findings and a followup inspection will not be provided.

7.2

Pull strings shall be provided with all cable runs including but not limited to; conduit stub
ups, conduit sleeves, cable trays, open wiring routes, innerduct, and point-to-point
conduits. Pull strings shall be free from cable bundles in open wiring routes. Pull strings
shall not be substituted for pull ropes for the exterior site conduits.

7.3

Velcro cable management straps are required on all Category-6 cable bundles, the last 20
feet or upon entry into equipment closet, a maximum of 12" apart. Cable bundles shall
also be routed through cable management or “D” rings in the equipment closet.

7.4

Data Contractor shall supply protective bushings or slide on rings at the ends of all
exposed conduits used for the data system cabling. This is to include all conduits installed
for any future data cabling requirements. Contractor shall submit planned protection
bushings prior to installation of cabling for approval.

7.5

Velcro cable management straps are required on the cabling in the rear section of the
vertical managers on the equipment racks. Straps shall be a maximum of 12" apart. At a
minimum, Velcro straps shall be provided at each point the cables are routed to the patch
panels from the main bundle.

7.6

Labeling
7.6.1

Each cable run shall be permanently labeled at each end with a unique sequential
number which corresponds to a similar number provided for each data outlet and
patch panel point. A printed label shall be placed at each of the following
locations;
7.6.1.1

On the cable at the rear of the patch panel or termination block.
Requires the use of a self-laminating wrap around label. Brady Label
self-laminating 1.2" by 1.5" wrap around label Part #29689 (NO
ACCEPTABLE EQUAL).

7.6.1.2

On each cable in the j-box behind the faceplate location. Requires the
use of a self-laminating wrap around label. Brady Label selflaminating 1.2" by 1.5" wrap around label Part #29689 (NO
ACCEPTABLE EQUAL).
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7.6.1.3

On the cable at the terminal strip prior to termination point. Requires
the use of a self-laminating wrap around label. Brady Label selflaminating 1.2" by 1.5" wrap around label Part #29689 (NO
ACCEPTABLE EQUAL).

7.6.1.4

On the face of the patch panel, provide a 3/4" by 3/4" label with a
letter or number identifying the patch panel designation. For special
purpose data connections such as WAP, Audio-Visual, IP Page and IP
Camera ports, the label shall be designated with colored label icon or
marker.

7.6.1.5

On the face of the faceplate in the label holder window. The label
shall be clearly defined with a minimum #10 font size.

7.6.2

Hand written labels are not permitted. Where cable ID includes room number
identification, the Contractor shall obtain written verification of final room
numbers prior to beginning labeling (numbers on plans do not always match final
room numbers). Cable pulling cross reference lists will not be accepted with final
documentation.

7.6.3

Each patch panel port shall be identified with a unique sequential labeling
scheme. Port identification labeling pattern shall be consistent throughout the
project.

7.6.4

All faceplates shall be identified with permanent printed labels. Labels must not
be subject to removal by incidental contact. Contractor shall be responsible for
replacing defective labeling for a period of one year from date of final sign-off of
project.

7.6.5

All fiber optic and UTP feed cables shall be identified with a permanent, water
resistant, printed labels. Labeling information shall include closet identifications,
quantity of conductors (UTP) or strands (fiber) and house pair designations
(UTP). Cables shall be labeled in the IDF/MDF closets at the site conduit
entrance point, Riser conduit entrance point and prior to entering either punch
blocks or patch panels. Labels for fiber and copper feeds shall include both the
name of the origination point and the destination point, house pair or house fiber
strand count, cable composition (ie:12-Strand MM 50/125 LO; 6-Strand SM).
See details for additional requirements.

7.6.6

Labeling will follow recommended EIA/TIA standards or as requested by the
customer. Contractor will confirm labeling pattern prior to final identification or
testing. All test results will be identified by the final labeling scheme. Contractor
shall be required to have the labeling scheme approved in writing by the District
IT Director prior to manufacture or installation of the labeling.

7.6.7

All fiber optic cables and/or innerduct shall be tagged with fiber optic warning
tags in every manhole or pullbox. Fiber warning tags shall also be placed at each
end of the cable in the termination closets in clear view. A minimum of (3) tags
are required at each end, with a label tag on each cable in the service loop. Fiber
warning tags shall be placed on fiber optic cable and/or innerduct routed through
open ceiling environments at increments no less than 15 feet apart.
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Refer to detail drawings for additional labeling requirements.

7.7

Where open wiring cables are run through the ceiling space (only permitted where
specifically noted on the drawings), the wire shall be bundled together and supported
above the ceiling.

7.8

All cables must be fastened to the building structure via “j-hooks” or an approved
Category 6 suspension system, and not directly in contact with ceiling system. For “jhooks” maximum fill capacity is as follows: 1-5/16" hooks – 35 cables; 2" hooks - 60
cables; 4" hooks - 120 cables. For quantities beyond 120 cables use a sling support
system such as “Erico Cable Cat” or equal. Maximum fill capacity 200 cables. D-rings,
“Caddy #WMX cable hangar”, “Caddy Bridle Rings”, drive rings or any other type of
wire ring support is not allowed.

7.9

All new cabling shall include the support systems (J-hooks, saddles, Velcro ties, etc.)
regardless if the outlets are shown as new locations or existing locations where the cables
are to be replaced.

7.10

Where cables pass through a fire-resistant portion of the structure, conduit sleeves shall
be provided to maintain the rating of the wall penetrated. Sealing of all penetrations with
an approved fire barrier is required. Conduits and sleeves must remain accessible for
future use. Permanent sealants may not be used to seal sleeves and conduits.
7.10.1 The 27 10 00 Contractor shall be responsible for fire-stopping all unused conduit
sleeves in the ceiling or through rated walls. The Electrical Contractor shall be
responsible for fire-stopping around the conduit or sleeve, unless the sleeve is
installed by the 27 10 00 Contractor, in which case, the 27 10 00 Contractor shall
be responsible for all fire-stopping requirements.
7.10.2 Expanding foam is not an acceptable sealant for any conduit opening. Contractor
shall be responsible for complete replacement of the conduit and cabling in any
conduit filled with expanding foam used as a sealant.

7.11

Provide 6 inches of cable slack at computer data system outlets inside conduit box.

7.12

In an accessible ceiling area, provide a 10-foot (stored in a Figure-8 configuration)
service loop above the all data/voice outlet locations. Service loop must be securely tied
up off of ceiling tiles or ceiling surface and supported at two opposite points. Neatly coil
cable without exceeding minimum bend radius limitations. Do not provide length in
excess of 15 feet, as it may cause improper test results and errors.

7.13

Do not provide a service loop in the MDF/IDF Room on the UTP cables, unless
otherwise noted. Cables shall be neatly routed around the perimeter of the room to the
cable runway from the point of entrance into the room.

7.14

The minimum bending radius for all cables and the maximum pulling tension shall not
exceed manufacturer's recommendations.

7.15

Cables installed in manholes and pullboxes shall be supported with Velcro ties or loosely
fitted UV rated tie wraps, on wall mounted cable support racks. The cables shall be
clearly labeled in the manhole or pullbox.
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7.16

Provide a full 360-degree loop of slack cable around manhole and pullbox interiors.
Cables entering handholes from the bottom, shall not be allowed to touch the bottom of
the cover when closed and shall not be pinched or crushed in any way.

7.17

Cable pulling shall use a split mesh grip over the cable jacket. Connection directly to
optical fibers and copper wire conductors shall not occur.

7.18

When pulled through conduits, cable pulling lubricants shall be continuously applied to
all cables and be specifically approved by the manufacturer.

7.19

Where cables are pulled through or pulled from a center of run, pull without splices or
terminations, lead out the cables at all manholes, pullboxes, and conduits, taking care to
feed them in again by hand for the next run.

7.20

For each cable pull where a cable direction change is required, flexible feed-in tubes,
pullout devices, multi-segmented sheaves, etc., shall be used to ensure proper cable
pulling tensions and side wall pressures. Cables shall not be pulled directly around a
short right-angle bend. Any device or surface the cable comes in contact with when
under pull-in tension shall have a minimum radius 50% greater than the final specified
minimum installed cable bending radius. The maximum possible size radius sheaves and
feed-in tubes, usable in the available working space, shall be provided in all situations, to
ensure the minimum possible cable sidewall pulling pressure. Do not use devices with
multi-segment "roller" type sheaves.

7.21

Cable lengths over 250 feet shall be machine pulled, not hand pulled. Cables shall be
pulled in a continuous, smooth operation without jerking or stop-start motion after
initiation of pull. Maximum cable pulling speed shall be less than 50 feet per minute.
Minimum pulling speed shall be greater than 15 feet per minute.

7.22

A pull string shall be placed with all UTP and paging station cables at the time of
installation. Conduit runs and surface raceway for station cabling shall be furnished with
a minimum 2-Ply spiral wrap style, pull string rated for 240 ft/lbs. pulling strength, such
as manufactured by Greenlee #431 or approved equal. Includes all conduit stubs and
cables routed through open ceilings and cable trays. Pull strings shall be tied off in the
junction box and in the ceiling. Provision for the installation of the pull string shall apply
to all empty and spare conduits as well. Single ply type pull string will not be accepted as
a substitute for the 2-ply pull string.

7.23

A measuring pull tape shall be placed with all feed cables at the time of installation.
Indoor riser and Outdoor conduit runs between buildings designated for feed cabling, in
excess of 150 feet shall be provided with a minimum ½” polyaramid style, measuring
true tape pull string annotated with footage increments rated for 2500 ft/lbs. pulling
strength, such as manufactured by Greenlee #39245 or approved equal. Conduit runs less
than 150 feet shall be furnished with a ¼” polyaramid style, measuring true tape pull
string annotated with footage increments rated for 1250 ft/lbs. pulling strength, such as
manufactured by Greenlee #39243 or approved equal. Provision for the installation of the
measuring pull tape shall apply to all empty and spare conduits as well. Standard twine
style pull strings and standard nylon or polypropylene style pull ropes will not be
accepted as a substitute for the polyaramid measuring tape type pull string.
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7.24

When pulling cable through conduit, cables shall be pulled straight into or out of the
raceway without bends at the raceway entrance or exit. Pull in cable from the end having
the sharpest bend (i.e., bend shall be closest to the reel.) Keep pulling tension to
minimum by liberal use of lubricant, hand turning of reel, and slack feeding of cable into
duct entrance. Employ not less than one man at reel and one at manhole or pullbox
during this operation. Cables shall be pulled directly from cable reels.

7.25

All cables shall be new and extend continuous from each MDF or IDF backboard or rack
to all outlet locations.

7.26

Where cables are not installed in a conduit or other raceway system, they shall not be
routed parallel with other line voltage equipment or wiring (120 volt and above) within
36" or within 12" of line voltage equipment or wiring where crossing.

7.27

Where OSP-Rated UTP cables or OSP-Rated fiber optic cables are routed exposed
through ceilings for more than 50'-0", Contractor shall install the cable in innerduct or
EMT conduit in the ceiling. Innerduct installed in the accessible ceiling space shall be a
minimum of riser rated and a minimum of 1” in diameter. Innerduct shall be supported a
minimum of every 3-feet to the structural members.

PART 8 - TESTING
8.1

All Category-6 cables shall be point to point (link) tested after installation/termination,
and verified to operate at minimum 1000Mbps. Performance of installed cables shall
satisfy all current addendums to the EIA/TIA 568A standard for Category-6 wiring. In
addition, testing shall satisfy all proposed amendments to the existing ISO/IEC
requirements. The wiring shall support all specified communication protocols. Testing
shall support the Category-6 requirements by the EIA/TIA.

8.2

All Augmented Category-6 cables shall be point to point (link) tested after
installation/termination and verified to operate at minimum 10000Mbps. Performance of
installed cables shall satisfy all current addendums to the EIA/TIA 568A standard for
Augmented Category-6 wiring. In addition, testing shall satisfy all proposed amendments
to the existing ISO/IEC requirements. The wiring shall support all specified
communication protocols. Testing shall support the Augmented Category-6 requirements
by the EIA/TIA.
8.2.1

The manufacturer’s software program will be used by the Project Engineer to
review all test results, and then turned over to the District to keep as their record
copy with the final approved test results. Provide (3) copies of tests on USB
Flash drive. Do not submit test results for review in Excel or PDF file formats, as
the submittal will be rejected and not reviewed.

8.3

Contractor will repair or replace cable runs or connecting hardware that do not meet
specified criteria.

8.4

Test procedures shall comply with EIA/TIA 526-14 Method B. Test results shall meet
the minimum following criteria:
8.4.1

Test all data cables minimum Category-6 UTP cable to test results for “Channel
Testing” requirements @ 250 Mhz per current EIA/TIA requirements. Any
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cables which do not meet these minimum requirements shall be replaced or
repaired at no cost to the District.
8.4.2

8.5

Test all data cables minimum Augmented Category-6 UTP cable to test results
for “Channel Testing” requirements @ 500 Mhz per current EIA/TIA draft
requirements. Any cables which do not meet these minimum requirements shall
be replaced or repaired at no cost to the District.

End to end attenuation testing shall be performed with a temporary test jumper cable at
each end of the installed fiber cable. The test jumper utilized shall be the same fiber core
size and grade of glass as the installed cable. The measured attenuation of the test
jumpers, test connectors, and test interconnection sleeve between the two test jumpers
shall be less than 1dB as calibrated at the time of the test at indicated wave lengths and
frequencies. Test jumpers shall be “zeroed out” before testing of fiber strands begins.

PART 9 – PAGING SYSTEM
9.1

The existing Rauland paging system in place does not have enough spare working
ports to accommodate the new relo buildings with the current 2-way paging system
and clocks. So for the paging the contractor will need to extend the closest existing
outdoor paging speaker signal (using 18ga non-shielded 2 conductor underground
rated cable) from the exterior horn on bldg. 24 back through the existing IDF in RM
#42 and out each one of the (2) new relos shown on the plans. In each portable the
Contractor is to provide a single ceiling mounted 70volt speaker wired in series to the
existing page speaker and then on to the next relo building for a total of 2 speakers,
one per relo. This will allow an “all - call” only option for paging to the interior of
these 2 rooms using a common zone, no 2-way paging will ne required.
9.1.1

Provide (1) ceiling mounted 70volt page speaker with external volume control by
Atlas IED model# SD72WV, 8" dual cone in-ceiling speaker with 25v/70v 5watt transformer and 62-8 baffle with volume control in each location shown on
the floorplans. Provide all mounting hardware, cabling, connectors and seismic
wires necessary for a complete working speaker.

PART 10 – CLOSE-OUT DOCUMENTATION
10.1

Final As-Built Drawing Submittals - Provide (1) hard bound copy of “E-size” As-Built
drawings and (3) copies on USB Flash Drive in AutoCAD (2014 or newer version)
format. A Hand marked-up copy of the original construction drawings will not be
accepted as the final As-Built drawing submittal. Final As-Builts shall include copies of
the floor plan drawings of each building, detailed elevations of each MDF or IDF
locating all equipment, quantities outlets and speaker locations, locations of all sleeves
and identification of all final cable routes. In addition, the drawings shall include all
outlet locations with cable identification numbers.

END OF SECTION 271000
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SECTION 280100 - ELECTRONIC SAFETY AND SECURITY GENERAL PROVISIONS

ARTICLE 1 - SUMMARY
1.1

This Division of the specifications outlines the provisions of the contract work to
be performed as a subcontract under the Division 26 scope of work. Reference
the Division 26 Electrical General Provisions for scope of work and general
requirements.

1.2

In addition, work in this Division is governed by the provisions of the bidding
requirements, contract forms, general conditions and all sections under Division
1 requirements.

END OF SECTION 280100
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SECTION 28 30 00 - FIRE ALARM SYSTEM
PART 1 – GENERAL

1.1

Work Included:
1.1.1

1.2

Related Work:
1.2.1
1.2.2
1.2.3

1.3

Furnish and install all equipment, accessories, and materials in accordance with
these specifications and drawings to provide a complete and operating fire alarm
system.

Division 26 01 00: Electrical General Provisions
Division 26 05 33: Conduit and Fittings
Division 26 05 34: Outlet and Junction Boxes

The equipment and installation shall comply with the current applicable provisions of the
following standards:
NFPA 72-2016. . . . . . . National Fire Alarm Code with California Amendments.
CBC - 2019. . . . . . . . . . California Building Code (CBC), Part 2, Title 24, CCR.
CEC - 2019. . . . . . . . . . California Electrical Code, (CEC), Part 3, Title 24, CCR.
CFC - 2019. . . . . . . . . . California Fire Code (CFC), Part 9, Title 24, CCR.

1.4

The system and all components shall be listed by Underwriters Laboratories, Inc. for use
in Fire Protective Signaling Systems under the following standards as applicable:
UL 38 . . . . . . . . . . . . . . Manually Actuated Signaling Boxes.
UL 50 . . . . . . . . . . . . . . Cabinets and Boxes.
UL 268 . . . . . . . . . . . . . Smoke Detectors for Fire Protective Signaling Systems.
UL 268A . . . . . . . . . . . .Smoke Detectors for Duct Applications
UL 346 . . . . . . . . . . . . . Waterflow Indicators for Fire Protective Signaling Systems.
UL 464 . . . . . . . . . . . . . Audible Signaling Appliances.
UL 521. . . . . . . . . . . . . Heat Detectors for Fire Protective Signaling Systems.
UL 864 . . . . . . . . . . . . . Control Units for Fire Protective Signaling Systems.
UL 1481. . . . . . . . . . . . Power supplies for Fire Protective Signaling Systems.
UL 1971. . . . . . . . . . . . . Visual Signaling Appliances.

1.5

Only Fire Alarm Control Panel Equipment and Peripheral Field Devices have been
shown on the Contract Bid Single Line Block Diagram. Specific and complete wiring
between Control Equipment and Peripheral Equipment has been deleted for clarity.

1.6

Submittal shall be made in accordance with Division 26 01 00 – Shop Drawings and
Submittals. This submittal shall include the following:
1.6.1

Complete bills of quantities, including all materials, components, devices, and
equipment required for this work. The bills of quantities shall be tabulated
respective of each and every system as specified, and shall contain the following
information for each item listed:
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1.6.1.1
1.6.1.2
1.6.1.3
1.6.1.4
1.6.1.5
1.6.1.6
1.6.1.7

1.7
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Quantity of each type of equipment item.
Description of each item.
Manufacturer's Name and Model Number.
Manufacturer's Specification Sheet.
California State Fire Marshall Listing Sheets for all components.
Equipment items which have individual components, will require that
all component parts be listed individually.
Letter indicating the contractor’s intent to comply with Phase II
submittal drawings.

Phase II Submittal shall be provided within (20) working days after the approval of the
Phase I submittals and prior to any fabrication or field conduit installations. All shop
drawings shall be engineered and drawn on a CAD System. Each submission shall
include 'D' or ’E’ size print copies to match the contract drawings, and one (1) data disk
copy with files in a AutoCAD 2000i or 2004 format . Building floor plan CAD files on
disk, will be made available via express mail after the receipt of payment of $50.00 per
building floor plan, or $300.00 minimum which ever is less. Contractor shall make the
request for drawings in writing directly to Johnson Consulting Engineers, confirmation of
the request and a release form will be forwarded to the contractor to include a signed
copy with payment prior to release of files. Detail or riser diagram sheets or any other
drawings other than floor or site plans, will not be made available to the contractor.
1.7.1

Provide complete shop drawings to include the following:
1.7.1.1

Complete floor plans, at scale of contract documents, showing the
locations throughout the project of all receptacles, conduits,
wireways, tray, pullboxes, junction boxes, equipment racks, and other
devices.

1.7.1.2

Point to point wiring diagrams showing wiring from panel terminals
to each device.

1.7.1.3

Scaled floor plans indicating the location of devices, conduit runs,
types, and number of conductors.

1.7.1.4

Riser diagram indicating all wiring and circuits.

1.7.1.5

Current State Fire Marshal listing sheets for all components and
devices.

1.7.1.6

Provide battery power supply calculations, indicate point of power
supply connection, means of disconnect, over-current protection, etc.
for each panel.

1.7.1.7

Provide detailed information on conductors to be used-manufacturer,
type, size, insulation, etc.
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1.7.1.8

Provide voltage drop calculations for all conductor run is from each
panel (i.e., main FACP, remotes, power extenders, etc.) for each
panel.

1.7.1.9

Provide written sequence of system operation matrix.

1.7.1.10

Provide list of zones. (Every device that is addressable.)

1.7.1.11

Provide detailed drawing for annunciator panel indicating all zones
and initiating devices.

Common submittal mistakes which will result in submittals being rejected:
1.8.1

Not including the qualifications of the installing contractor.

1.8.2

Not including all items listed in the above itemized description.

1.8.3

Including catalog cut sheets which have several items on a page, and not clearly
identifying by highlighting, underlining or clouding the items to be reviewed, or
crossing out the items which are not applicable.

1.8.4

Not including actual manufacturer’s catalog information of proposed products.

1.8.5

Do not include multiple manufacturers for similar products and do not indicate
“or approved equal” statements, or “to be determined later” statements. The
products being submitted must be the products installed.

1.9

All equipment and material shall be new and unused, and listed by Underwriter's
Laboratories for the specific intended purpose. All control panel components and field
peripherals shall be designed for continuous duty without degradation of function or
performance. All equipment covered by this specification or noted on Installation.
Drawings shall be equipment suited for the application and shall be provided by a single
manufacturer or be recognized and UL listed as compatible by both manufacturers.

1.10

It will be the responsibility of the Contractor to ensure proper specification adherence for
system operation, final connection, test, turnover, warranty compliance, and after-market
service. The distributor of the equipment specified must be factory-trained and certified.

1.11

Basic System Functional Operation, upon operation of any automatic, manual or other
initiation device the following shall occur:
1.11.1 The system alarm LED shall flash.
1.11.2 A local piezo electric signal in the control panel shall sound.
1.11.3 A backlit 80 character LCD display shall indicate all information associated with
the fire alarm condition, including the alarm point and its location within the
protected premises.
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1.11.4 History storage equipment shall log the information associated with each new
fire alarm control panel condition, along with time and date of occurrence.
1.11.5 All system output programs assigned via control by event equations to be
activated by the particular point in alarm shall be executed, and the associated
system outputs (alarm notification appliances and/or relays) shall be activated.
1.11.6 LED display and audible signaling at the remote annunciator indicating building,
fire zone, and type of device. Annunciator shall also provide a separate audible
signal for CO detection with a green flashing light, with classroom number
indication.
1.11.7 Automatic retransmission to a UL central station for fire department notification.
1.11.8 Automatic shut down of air conditioning units and/or smoke dampers furnished
with duct detectors. Each building shall shut down all A/C units and dampers
within that building as one zone.
1.12

All equipment and components shall be new, and the manufacturer's current model. The
materials, appliances, equipment and devices shall be tested and listed by a nationally
recognized approval agency for use as part of a protective signaling system, meeting the
NFPA 72, 2016 Edition with California State Amendments.

1.13

All equipment and components shall be installed in strict compliance with manufacturer's
recommendations. Consult the manufacturer's installation manuals for all wiring
diagrams, schematics, physical equipment sizes, etc., before beginning system
installation.

1.14

All equipment shall be attached to walls and ceiling/floor assemblies and shall be held
firmly in place. Fasteners and supports shall be adequate to support the required load.

1.15

All wiring shall be installed in a conduit system.

1.16

The contractor shall provide as a part of this contract additional control modules, heat
detectors, smoke detectors, CO detector, duct detectors, manual pull stations, strobes,
mini-horns and exterior horn devices etc., to equal 10% of the total quantity of devices
shown on the drawings, or a minimum of three (3) for each type, whichever is greater.
Installation of conduit, boxes and wiring of these devices shall be included, and required
locations coordinated with CSFM final approved shop drawings. Any devices not
required to be included during construction shall be delivered to the District at the
completion of the project. The quantities of these devices shall be listed as a part of the
Phase I submittals.

1.17

The installing contractor shall provide a copy of current documentation, indicating that
the contractor installing the fire alarm systems or devices and wiring, is certified by
Underwriters Laboratories (UL) in its product directories under the listing category
"PROTECTIVE SIGNALING SERVICES - LOCAL, AUXILIARY, REMOTE
STATION, AND PROPRIETARY.”
The contractor shall be certified by the
manufacturer to install and program the system. The contractor must also provide
complete installation of all wiring and equipment, and software programming.
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Supervised installation of the wiring, devices and/or any software programming shall not
be permitted.
1.17.1 The installing contractor must also be an “authorized dealer” by the equipment
manufacturer, and must have completed all required training prior to the bid of
this project.
1.17.2 The fire alarm system installation shall be warranted by the manufacturer’s
representative.
1.17.3 The Contractor shall have a current California C-10 or C-7 Contractor’s License,
and all individuals working on this project shall have passed the Department of
Industrial Relations Division of Apprenticeship Standards – “Fire / Life Safety
Certification Program.”
1.17.4 The installing contractor shall provide, at the time of submittal, a letter of intent
to provide an extended service warranty. This warranty shall extend for a total of
three (3) years, starting at the completion, testing, and training of this project.
The service warranty shall cover all material and labor to keep operational all
system devices installed under this project, and shall include two (2) complete
U.L. system’s tests and cleaning of all devices at year two (2) and year three (3)
of the warranty. Routine cleaning of devices, other than at the two (2) specified
U.L. system’s testing periods, will not be included as a part of this warranty.
1.17.5 The installing contractor shall provide, at the time of submittal, a letter indicating
that the installation crew for this project meets the following NICET
certifications:
1.17.5.1

25% of the installing field personnel must have completed NICET
Level 2 Certification.

1.17.5.2

One of the installing field personnel and /or supervisor must have
completed NICET Level 3 Certification.

1.17.5.3

Contractor shop drawings shall be signed by an individual who has
completed NICET Level 4 Certification.

1.18

All conduit and standard backboxes will be furnished and installed by the Division 26
Contractor. Specialty boxes will be furnished by the equipment supplier to be installed
by the Division 26 Contractor.

1.19

Equipment and materials shall be the standard product of Simplex, Notifier, or FCI.
Alternate equipment as manufactured by any other manufacturer not specifically listed
above will not be approved for use on this project. D.S.A approved drawings are
included as a part of the drawing set.
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PART 2 - PRODUCTS

2.1

Main Fire Alarm Control Panel
2.1.1

Fire alarm control panel is an existing Notifier 3030.

2.1.2

The system shall be controlled and supervised by a microprocessor based
monitoring fire alarm control panel. The systems shall be addressable, field
configurable, programmable and editable. The system shall continuously scan
devices for change of status. Each device shall have its own unique address, but
shall also be grouped by building as a separate zone for remote annunciation and
alarm report purposes.

2.1.3

The system shall be provided with a networking card and software and modem to
communicate with the District-wide diagnostic and annunciation network.

2.1.4

The fire alarm control panel shall be housed in a lockable, code gauge steel
cabinet with 80 character LCD display, master controller operators panel,
Indicating lamps, silence switch and reset switch mounted on cabinet front. The
fire alarm control panel shall be physically and visually located in the general
office for monitoring by staff, and shall sound the “Temporal Pattern” in all
zones. Signal duration shall be field programmable and initially set at three
minutes. Provide all control modules, synchronous modules, etc., to provide a
complete working system per all codes that apply.

2.1.5

The fire alarm control panel shall come with standardized software for on-site
customization of the system. The unit shall be capable of providing a 600-event
historical log with zone or point selectable alarm verification.

2.1.6

The unit shall support 127 addressable points per module and one output point,
SPST contact per zone. Provide the number of modules necessary to control and
supervise fire alarm devices as shown on the Drawings, as well as to provide
25% spare capacity.

2.1.7

The fire alarm control panel shall be capable of providing a walk test.

2.2

The power feed for the FACP shall be 3-wire, 120volt, AC, single phase (20A circuit)
permanently labeled “FIRE ALARM CONTROL POWER”, terminating at the master
fire alarm control and supervisory panel. The label shall be red with 1/4” high white
lettering. The source circuit breaker must be provided with a lock-on device.

2.3

In addition to the AC circuit, the panel shall be equipped with a DC battery to activate an
audible alarm and pilot light in case of a power failure on the AC circuit.

2.4

Batteries must drive signaling devices per current requirements of California State Fire
Marshal. Battery calculations are required as part of the submittal.

2.5

The master fire alarm panel shall be equipped with a manual pull lever type, supervised
report station.
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2.6

With the exception of the manually operated report station required at the master fire
alarm panel and large assembly areas, the remainder of the school facility shall be
equipped with approved, electronically supervised, automatic fire detection devices, such
that every room, space, including concealed spaces, such as the attic spaces above
ceilings, etc., is provided with approved coverage.

2.7

Automatic fire detection devices shall be addressable analog smoke and heat detectors.
Where used, heat detectors shall be fixed temperature x-rate of rise, fixed at 135 F and a
15 F/min rate of rise. In janitor rooms equipped with kilns, devices shall be fixed at
170 F.

2.8

MANUAL FIRE ALARM STATIONS shall be addressable test-reset lock in order that
they may be tested, and so designed that after actual emergency operation, they cannot be
restored to normal, except by use of a key. An operated station shall automatically
condition itself so as to be visually detected, as operated, at a minimum distance of 100
feet, front or side. Manual stations shall be constructed of die-formed, satin-finished
aluminum, with operating directions provided on the cover in depressed red letters. The
word FIRE shall appear on each side of the stations in depressed letters, 1/2-inch in size
or larger. Stations shall be suitable for semi-flush mounting on a standard single-gang
box or switch plate, and shall be provided with a terminal block for connection of fire
alarm system wiring. Manual pull stations must comply with CBC sections 11B-309 and
11B-403.

2.9

HORN / STROBE DEVICE shall be of the semi-flush type designed for mounting to a
standard four-inch square electrical outlet box. Each device shall be provided with a
semi-flush accessory plate. Exterior horns shall be weatherproof. The strobe unit shall
have a meantime between failure (MTBF) of 1,000 hours or greater. The strobe section
shall have a minimum flash rate of approximately one flash per second, with candela
rating as per UL standard 1971. Housing shall be white.
2.9.1

2.10

In areas containing two or more audible devices, or three or more visual devices,
these devices shall be synchronized, Per NFPA 72, Chapter 18 California
Amendments (2019).

STROBES. The strobe unit shall have a meantime between failure (MTBF) of 1,000
hours or greater. The strobe section shall have a minimum flash rate of approximately
one flash per second, with candela rating as per UL standard 1971. Housing shall be
white.
2.10.1 In areas containing two or more audible devices, or three or more visual devices,
these devices shall be synchronized, per NFPA 72, Chapter 18 California
Amendments (2019).
2.10.2 Maximum pulse duration to be 0.20 of a second with an ADAAG 4.28.3(3).
Visual alarms maximum duty cycle of 40%.
2.10.3 Capable of providing minimum candela. Intensity as shown on plans (effective
strength measured at the source).
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2.10.4 The flash rate to be a minimum of 1.Hz and a maximum of 2 Hz per NFPA 72
18.5.3.1.
2.11

HEAT DETECTOR DEVICES shall be addressable, fixed temperature x rate of rise,
fixed at 135 F and a 15 F/min rate of rise. In janitor rooms equipped with kilns,
devices shall be fixed at 170 F.

2.12

SMOKE DETECTOR DEVICES shall be analog addressable, photo-electric.

2.13

CO – CARBON MONOXIDE detectors shall be provided in all Group E Classrooms and
provided with a sounder base to alarm individual classrooms with a 4-pulse temporal
pattern as well as transmitting to the staffed remote annunciator.

2.14

DUCT TYPE DETECTORS shall be analog addressable, photo-electric type, provide
with remote test switch and auxiliary contacts as required for control of A/C units or
smoke dampers.

2.15

DIGITAL ALARM COMMUNICATOR TRANSMITTER. The control panel shall have
the ability to meet the requirements of UL 864 for central station connections, and shall
be UL listed for use with the fire alarm control panel. The communicator shall be
connected to supervise two telephone lines, all wiring required for this connection shall
be provided by the fire alarm contractor Coordinate interface with District monitoring
company as required.

2.16

REMOTE ANNUNCIATOR shall be an 80 character backlit, alphanumeric, LCD
readout display. The display shall include alarm, supervisory, CO detection and trouble
condition LEDs and tone alert. Each condition shall have a dedicated acknowledge push
button switch to silence the local tone alert but leaves the LED lights on until all
conditions have been restored.

2.17

VOICE EVACUATION shall be provided in all group A Occupancies with an occupancy
load of 1,000 or more and shall be activated by the fire alarm system. Voice
communication system shall be CFSM listed and approved. System shall provide an
approved prerecorded message announcement that is audible above the ambient noise.

PART 3 - EXECUTION

3.1

All wiring shall be (min) #18 AWG copper or as noted on drawings. All underground
conductors shall be UL wet location rated for use in wet locations, West Penn “Aquaseal”
or equal. There shall be no splices in underground handholes or vaults. A multiconductor cable rated for use in wet locations will also be acceptable. It must be labeled
“FIRE ALARM” in all pull boxes, using a water-tight labeling system.

3.2

Interior, dry location wiring for low voltage initiating circuits shall be #18 AWG copper,
twisted shielded pair minimum, signaling circuits shall be No. 14 AWG minimum, and
wiring for 120 volt circuits shall be No. 12 AWG minimum. All wiring shall be color
coded, solid copper conductor. Use of power limited cable shall be restricted to controls
listed for this purpose. Single conductors shall be type THHN/THWN-2 insulated
copper.
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3.3

Wire markers shall be provided for each wire connected to equipment. The marker shall
be of the taped bank type, of permanent material, and shall be suitable and permanently
stamped with the proper identification. The markers shall be attached in a manner that
will not permit accidental detachment. Changing of wire colors within circuits shall be
unacceptable.

3.4

A terminal cabinet shall be installed in the electric room for the fire alarm systems at each
building. All fire alarm wiring shall terminate on UL approved strips in this terminal
cabinet. All wiring shall be labeled at each termination strip. Wiring shall be configured
such that all end-of-line resistors will be installed at the terminal cabinet.

3.5

Fire Sprinkler Activation detecting System(s) shall each be indicated on a separate zone
in the fire alarm control panel.

3.6

Fire Alarm Control Panel and all other equipment shall be mounted with the center of all
operable reset buttons, located a maximum of 48" front approach / 54" side approach
above floor level.

3.7

Contractor shall provide complete wiring between all equipment.

3.8

The Fire Alarm/Life Safety Installation shall comply fully with all Local, State and
National Codes, and the Local Authority Having Jurisdiction (AHJ) DSA.

3.9

The Fire Alarm Control Panel and power supply shall be connected to a separate
dedicated branch circuit, maximum 20 amperes. This circuit shall be labeled at the main
Power Distribution Panel as FIRE ALARM CIRCUIT.

3.10

The Control Panel Cabinet shall be grounded securely to a power system ground
conductor. Provide a 1/2-inch conduit and 1#12 grounding conductor to the building
electrical service ground bus.

3.11

Conduit shall enter into the Fire alarm Control Panel back box only at those areas of the
back box which have factory conduit knockouts.

3.12

All field wiring shall be completely supervised. In the event of a primary power failure,
disconnected standby battery, removal of any internal modules, or any open circuits in
the field wiring; an audible and visual trouble signal will be activated until the system
and its associated field wiring are restored to normal condition.

3.13

All cables and wiring shall be listed for Fire Alarm/Life Safety use, and shall be of the
type as required by and installed per CEC Article 760.

3.14

Final System Acceptance
3.14.1 Provide an NFPA Certificate of Compliance to DSA, the School District and
Local Fire Marshall. Complete fire alarm system shall comply with and be
sound-tested for a “Temporal Pattern” in all zones.
3.14.2 Beam detectors shall be tested by two methods:
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3.14.2.1

Manual slow cover test to confirm reflector alignment is correct.

3.14.2.2

Software fire test per UL268.5 to demonstrate when signal level is
reduced simulating obstruction the detector will go into alarm.

3.14.3 The system will be accepted only after a satisfactory test of the entire system has
been accomplished by a Factory-Trained Distributor in the presence of a
representative of the authority having jurisdiction and the Owner's representative.
This contractor shall provide all personnel, ladders and testing equipment to
assist the local authority in completing this test. Actuate each device and verify
that the system performs as specified.
3.14.4 The Contractor will present a complete set of "as-built" Fire Alarm/Life Safety
system drawings, and the factory supplied Operator's Manuals as required by the
General Provisions section of this specification.
3.14.5 Once the system has been tested and the certificate of compliance completed, the
contract shall not be considered complete until after owner training has been
completed. The contractor shall notify in writing their intent to provide the
training for the system. This notification shall be given to the Division 21
Contractor, Architect and the Project Engineer a minimum of 2 weeks prior to the
scheduled training session. The Division 21 Contractor and/or the architect shall
be responsible for notifying the owner to confirm that the appropriate District
personnel will be made available for this training session. If the Division 21
Contractor does not receive confirmation that the training session can be
performed on the proposed date, than another time shall be provided. The
training shall consist of the following:

3.15

3.14.5.1

Provide a minimum of one (1) four-to-six -hour training period
located at the project site, to instruct District personnel in proper
operation of all systems.

3.14.5.2

Provide a minimum of three (3) complete owner operation manuals
for the District records.

3.14.5.3

Provide a minimum of two (2) complete as built sets of drawings for
the District records.

3.14.5.4

Provide all spare parts as described in part 1 of these specifications

3.14.5.5

Provide written confirmation and proposed scheduled dates for follow
up training and 1 year complete system test.

Follow up Training
3.15.1 Provide as a part of this contract, the follow up instructional training period
within six (6) months after the final acceptance of the systems. This training shall
include a minimum of one four-to-six-hour training period to instruct District
personnel in proper operation of all systems and shall instruct the District
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technicians how to repair any non-operational parts of the system as required. All
defective parts shall be replaced at no cost to the owner.
END OF SECTION 283000
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SECTION 311000- SITE CLEARING
PART 1- GENERAL
1.1

SECTION INCLUDES
A. Clearing and protection of vegetation.
B. Grubbing of root systems of trees and shrubs, abandoned utility lines and structures and other
below grade obstructions and debris.
C. Removal of existing debris.

1.2

RELATED REQUIREMENTS
A. Section 01 10 00 - Summary: Limitations on Contractor's use of site and premises.
B. Section 01 50 00 - Temporary Facilities and Controls: Site fences, security, protective barriers,
and waste removal.
C. Section 01 57 13 - Temporary Erosion and Sediment Control.
D. Section 01 70 00 - Execution and Closeout Requirements: Project conditions; protection of bench
marks, survey control points, and existing construction to remain; reinstallation of removed
products.
E.

F.

Section 02 41 00 - Demolition: Removal of built elements and utilities.
1.

Removal of paving and removal if indicated of abandoned utilities.

2.

Within building footprint, removal of designated walls, partitions, and other elements;
capping and identifying utilities; and removal of concrete foundations.

3.

Sitework (Area of Work), removal of designated fences, walls, and other elements; capping
and identifying utilities; landscape paving, and removal of concrete foundations.

Section 31 23 16 - Excavation: Site preparation for structure and paving.

G. Section 31 23 23 - Fill: Filling holes, pits, and excavations generated as a result of removal
operations.
H. Section 32 93 00 - Plants: Relocation of existing trees, shrubs, and other plants.
1.3

SUBMITTALS
A. See Section 01 30 00 - Administrative Requirements, for submittal procedures.
B. Site Plan: Showing:
1.

1.4

Areas for temporary construction and field offices.

QUALITY ASSURANCE
A. Clearing Firm: Company specializing in the type of work required.
1.

Minimum of five years of documented experience.

PART 2- PRODUCTS
2.2

MATERIALS
A. Fill Material: As specified in Section 31 23 23 - Fill and Backfill

SITE CLEARING
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PART 3- EXECUTION
3.1

SITE CLEARING
A. Comply with other requirements specified in Section 01 70 00.
B. Minimize production of dust due to clearing operations; do not use water if that will result in ice,
flooding, sedimentation of public waterways or storm sewers, or other pollution.

3.2

SURVEY STAKING IN UNCLEARED EASEMENTS
A. Flag centerline of utility lines prior to clearing. Contractor shall set offsets for clearing limits to
suit the Work.
B. When the clearing is completed, survey for utility construction in accordance with requirements
specified in Section 01 70 00 - Execution and Closeout Requirements.
C. Contractor shall replace all controls and stakes damaged or destroyed, at no change in Contract
Time or Contract Price.

3.3

EXISTING UTILITIES AND BUILT ELEMENTS
A. Coordinate work with utility companies; notify before starting work and comply with their
requirements; obtain required permits.
B. Protect existing utilities to remain from damage.
C. Do not disrupt public utilities without permit from authority having jurisdiction.
D. Protect existing structures and other elements that are not to be removed.

3.4

CLEARING
A. Perform clearing Work within confines of Project area indicated on Drawings or specified
elsewhere herein and with strict adherence to the Contract Documents and Geotechnical
recommendations.

3.5

VEGETATION
A. Scope: Remove trees, shrubs, brush, and stumps in areas to be covered by building structure,
paving, lawns, and planting beds.
B. Do not begin clearing until vegetation to be relocated has been removed.
C. Do not remove or damage vegetation beyond the limits indicated on drawings.
D. Install substantial, highly visible fences at least 3 feet (1 m) high to prevent inadvertent damage to
vegetation to remain:
1.
E.

F.

At vegetation removal limits.

Remove only trees within area to be cleared that have been marked for removal. Confirm trees to
be removed with Owner and Architect before beginning removal process.
1.

Cut trunks close and parallel to ground.

2.

Remove roots where under or within five feet of proposed structures.

3.

Neither remove nor prune trees and shrubbery in public rights-of-way except by written
approval of authorities having jurisdiction.

In areas where vegetation must be removed but no construction will occur other than pervious
paving, remove vegetation with minimum disturbance of the subsoil.

G. Vegetation Removed: Do not burn, bury, landfill, or leave on site, except as indicated.
SITE CLEARING
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1.

Chip, grind, crush, or shred vegetation for mulching, composting, or other purposes;
preference should be given to on-site uses.

2.

Trees: Sell if marketable; if not, treat as specified for other vegetation removed; remove
stumps and roots to depth of 18 inches (450 mm).

3.

Existing Stumps: Treat as specified for other vegetation removed; remove stumps and roots
to depth of 18 inches (450 mm).

4.

Sod: Re-use on site if possible; otherwise sell if marketable, and if not, treat as specified for
other vegetation removed.

H. Dead Wood: Remove all dead trees (standing or down), limbs, and dry brush on entire site; treat
as specified for vegetation removed.
I.
3.6

Restoration: If vegetation outside removal limits or within specified protective fences is damaged
or destroyed due to subsequent construction operations, replace at no cost to Owner.
GRUBBING

A. At pipelines, remove all trees or stumps within five feet of the pipeline.
B. Perform grubbing where indicated on Drawings or as specified herein. Grubbing shall include
removal from the ground of all stumps, roots, buried logs and other vegetation not otherwise
indicated to remain, and removal and disposal of resulting refuse.
C. Completely grub areas where unsuitable surface material is to be removed.
3.7

DAMAGED VEGETATION
A. Neatly prune damaged branches and severed roots.
B. Apply wound paint to above-ground cuts and abrasions.
C. If trees and shrubs indicated to remain are damaged excessively, as determined by Construction
Manager, Architect or authorities having jurisdiction, remove and replace damaged plants with
comparable plants.

3.8

DEBRIS
A. Remove debris, junk, and trash from site.
B. Remove logs, rocks and other debris.
C. Dispose of Debris resulting from clearing and thoroughly clean rights-of-way.
D. Leave site in clean condition, ready for subsequent work.
E.

3.9

Clean up spillage and wind-blown debris from public and private lands.
DISPOSAL

A. Debris Disposal: Dispose of all cleared and grubbed materials in a legal manner off site.
B. Hazardous Materials:
1.

Immediately notify the Construction Manager should hazardous materials or suspected
hazardous materials be encountered.

2.

Dispose of such materials in accordance with all applicable laws and regulations and as
directed by authorities having jurisdiction.

3.

Unforeseen conditions will be resolved in accordance with the Conditions of the Contract.

C. Saleable Materials:

SITE CLEARING
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1.

Unless otherwise indicated, all felled trees from which merchantable lumber or firewood can
be produced shall become the property of the Contractor.

2.

Unless otherwise indicated, all metallic debris of salvageable value shall become the
property of the Contractor.

3.

The Contractor shall remove all saleable materials from the site in a timely manner.

4.

Sale of salvaged and merchantable materials shall be done on site only with prior approval of
the Owner.

D. Stockpiling Vegetation: Only if specified or indicated under landscape work, stockpile vegetation
for subsequent mulching.
E.
3.10

Burial and Burning: Debris shall not be buried or burned on site.
DUST CONTROL

A. Refer to requirements of:
1.

Section 01 50 00 - Temporary Construction Facilities and Controls.

2.

Section 31 22 00 - Grading.

B. Minimize dust during clearing and grubbing to protect adjoining property and vehicles parked in
the vicinity.
C. Clean-up: Keep public thoroughfares clear of dust and debris by periodic sweeping and washing
down, at least daily at the end of working hours.
END OF SECTION 311000
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SECTION 312200-GRADING
PART 1- GENERAL
1.1

SECTION INCLUDES
A. This Section compliments and shall be coordinated with Civil Drawing specifications /
requirements. The most stringent requirements shall be utilized.
B. Removal and storage of topsoil.
C. Rough grading and consolidation/compaction the site for site structures, building pads, and
related site work.
1.

Preparation for excavation, trenching, backfilling and compacting Work.

D. Excavation of subsoil, stockpiling for later reuse, and removal of excess from the site.
E.

Preparing of subgrade for walks, pavements and site retaining walls.

F.

Excavating, backfilling and compaction for wet utility lines.

G. Finish grading.
1.2

RELATED REQUIREMENTS
A. Section 01 40 00 - Quality Requirements.
B. Section 01 45 33 - Code Required Special Inspections and Procedures.
C. Section 01 70 00 - Execution and Closeout Requirements.
D. Section 00 31 00 - Available Project Information: Subsurface Investigations.
E.

Section 31 10 00 - Site Clearing.

F.

Section 31 23 16 - Excavation.

G. Section 31 23 16.13 - Trenching: Trenching and backfilling for utilities.
H. Section 31 23 23 - Fill: Filling and compaction.

1.3

I.

Section 32 12 16 - Asphalt Paving.

J.

Section 32 13 13 - Concrete Paving.
SUBMITTALS

A. Project Record Documents: Accurately record actual locations of utilities remaining by horizontal
dimensions, elevations or inverts, and slope gradients.
1.
1.4

Accurately record location of all changes in finish elevations and gradients which materially
affect drainage.

QUALITY ASSURANCE
A. Regulatory Requirements: For conditions not covered in this Section, refer to applicable
provisions of the California Building Code (CBC), Chapter 18A - Soils and Foundations, as
amended and adopted by authorities having jurisdiction.
B. Perform Work in accordance with local of, Public Works Department standards.
1.

GRADING

Maintain one copy on site.
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PROTECTION
A. Dust Control: Comply with requirements specified in Section 01 50 00 - Temporary Facilities and
Controls.
B. Protection:
1.

Comply with general requirements specified in Section 01 50 00 - Temporary Facilities and
Controls.

2.

Provide protection for walks, curbs, drains, and trees and boxing around corners of existing
buildings to prevent damage.

3.

Keep adjacent roads, streets and drives clear of dirt and debris from earthwork operations.

C. Underground Utilities:
1.

Buried utility lines may exist.

2.

If such are encountered, notify Construction Manager, Architect and Owner and for
directions to be followed for preservation, relocation or demolition of utilities.

PART 2- PRODUCTS
2.1

MATERIALS
A. Topsoil: See Section 31 23 23.
B. Subsoil: Excavated material, graded free of lumps larger than 3-inches, rocks larger than 6inches, and debris; or in accordance with trench backfill requirements.
C. Other Fill Materials: See Section 31 23 23.
D. Shoring and Bracing: Provide all materials and services necessary to properly engineer and
construct shoring for excavations. Selection of materials and design of shoring, underpinning and
bracing of new and existing structures shall be solely the responsibility of the Contractor.
1.

Shoring design shall comply with State of California Trenching and Shoring Manual issued
by Offices of Structure Construction; 2011.

PART 3- EXECUTION
3.1

EXAMINATION
A. Verify that survey bench mark and intended elevations for the Work are as indicated.
B. The Drawings do not purport to show all below-grade conditions and objects on the site. Refer to
Section 02 32 00 - Geotechnical Data.
C. Upon discovery of unknown utility or concealed conditions, discontinue affected Work and notify
Construction Manager, Architect and Owner for direction. Unforeseen conditions shall be
resolved in accordance with the General Conditions.

3.2

PREPARATION
A. Identify required lines, levels, contours, and datum. See requirements specified in Section 01 70
00 - Execution.
B. Stake and flag locations of known utilities.
C. Locate, identify, and protect from damage above- and below-grade utilities to remain.
1.

GRADING

Maintain and protect existing utilities remaining which pass through Project area.
312200
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D. Notify utility company to remove and relocate utilities, as required.
E.

Protect site features to remain, including but not limited to bench marks, survey control points,
existing structures, fences, sidewalks, paving, and curbs, from damage by grading equipment and
vehicular traffic.

F.

Protect trees to remain by providing substantial fencing around entire tree at the outer tips of its
branches; no grading is to be performed inside this line.

G. Protect plants, lawns, and other features to remain as a portion of final landscaping.
3.3

ROUGH GRADING
A. Remove topsoil from areas to be further excavated, re-landscaped, or re-graded, without mixing
with foreign materials.
B. Do not remove topsoil when wet.
C. Remove subsoil from areas to be further excavated, re-landscaped, or re-graded.
D. Do not remove wet subsoil, unless it is subsequently processed to obtain optimum moisture
content.
E.

When excavating through roots, perform work by hand and cut roots with sharp axe.

F.

See Section 31 23 23 for filling procedures.

G. Benching Slopes: Horizontally bench existing slopes greater than 5:1 (H:V) to key fill material to
slope for firm bearing.
H. Stability: Replace damaged or displaced subsoil to same requirements as for specified fill.
3.4

SOIL REMOVAL AND STOCKPILING
A. Topsoil Excavation:
1.

Stockpile topsoil to be re-used on site; remove remainder from site.

2.

Do not excavate wet topsoil.

B. Subsoil Excavation:
1.

Excavate subsoil from areas to be filled with topsoil, to construct foundations, footings, slabs
on grade, paving and to achieve final finish grades.

2.

Stockpile subsoil to be re-used on site; remove remainder from site.

3.

Do not excavate wet subsoil.

4.

Over-excavate to working elevations for backfilling and compaction operations.

5.

Over-excavate to provide suitable space and access for Work. Do not excavate into normal
45-degree influence line of bearing of footings without written direction from Architect.
Generally, footings require additional depth and other provisions to avoid interference.

6.

Underpin adjacent structures, paving and other existing features which may be damaged by
excavation Work, including utilities and pipe chases.

7.

Remove all lumped subsoil, boulders and rock in excess of 6 inch (150 mm) in greatest
dimension.

8.

Stockpile subsoil on site for backfill, if soil is appropriate. Stockpile subsoil to depth not
exceeding 8-feet. Remove from the site excess subsoil not to be reused.

9.

When excavation through roots is necessary, perform work by hand and cut roots with a
sharp axe.

GRADING
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10. Grade top perimeter of excavations to prevent surface water from draining into excavation.
Provide dewatering of excavations as required to ensure suitable conditions for concrete and
backfilling operations.
11. Hand trim excavations to accurate configurations and depths. Remove loose matter.
12. Machine slope banks of excavations to minimum 1 to 1 ratio horizontal to vertical or angle
of repose, if less, until shored. Slope must comply with local codes, ordinances and
requirements of agencies having jurisdiction. See Section 00 31 00 - Available Project
Information for Subsurface Investigations by Owner.
13. Where excavations are made to a depth greater than that indicated, such additional depth
shall be filled with concrete having the same compressive strength as specified for the
footing. Correct unauthorized and erroneous excavation at no change in Contract Time or
Contract Sum.
14. Protect excavations from cave-in and from loose soil and other matter from falling in.
Comply with all applicable industrial safety regulations.
15. All permanent cut or fill slopes shall have a maximum slope of 2:1 (H:V) ratio, horizontal to
vertical and shall comply with applicable requirements of the California Building Code
(CBC).
C. Stockpiles: Use areas designated on site; pile depth not to exceed 8 feet (2.5 m); cover to protect
from erosion.
3.5

GRADING
A. Uniformly grade areas as shown on Drawings to tolerances specified below. Evenly grade
between points where elevations are shown or between points of Work and existing grades.
B. Slope grade away from building perimeter at gradient indicated.
1.

Slope shall be not less 1/4 inch per foot or 2 percent in unpaved areas.

C. Make grade changes gradual. Blend slopes into level areas.
3.6

FINISH GRADING
A. Before Finish Grading:
1.

Verify building and trench backfilling have been inspected.

2.

Verify subgrade has been contoured and compacted.

B. Remove debris, roots, branches, stones, in excess of 1/2 inch (13 mm) in size. Remove soil
contaminated with petroleum products.
C. Where topsoil is to be placed, scarify surface to depth of 6 inches (75 mm).
D. In areas where vehicles or equipment have compacted soil, scarify surface to depth of 6 inches
(150 mm).
E.

Place topsoil in areas indicated.

F.

Place topsoil where required to level finish grade.

G. Place topsoil to thickness as scheduled.
H. Place topsoil during dry weather.
I.

Remove roots, weeds, rocks, and foreign material while spreading.

J.

Near plants spread topsoil manually to prevent damage.

GRADING
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K. Fine grade topsoil to eliminate uneven areas and low spots. Maintain profiles and contour of
subgrade.
L.
3.7

Lightly compact placed topsoil.
TOLERANCES

A. Top Surface of Subgrade: Plus or minus 0.10 foot (1-3/16 inches) (30 mm) from required
elevation.
B. Top Surface of Finish Grade: Plus or minus 0.04 foot (1/2 inch) (13 mm).
C. Top Surface Under Paving: Plus or minus 1/2-inch (0.05-foot) from required elevation.
D. Top Surface Under Footings and Foundations: Plus 0, minus 0.2 foot.
E.
3.8

Top Surface Under Slabs on Grade: Plus 0, minus 1/2-inch (0.05-foot).
REPAIR AND RESTORATION

A. Existing Facilities, Utilities, and Site Features to Remain: If damaged due to this work, repair or
replace to original condition.
B. Trees to Remain: If damaged due to this work, trim broken branches and repair bark wounds; if
root damage has occurred, obtain instructions from Architect as to remedy.
C. Other Existing Vegetation to Remain: If damaged due to this work, replace with vegetation of
equivalent species and size.
3.9

FIELD QUALITY CONTROL
A. See Section 31 23 23 for compaction density testing.
B. Field Quality Control: Field inspections and testing shall be performed in accordance with
requirements specified in Section 01 40 00 - Quality Requirements. Make required quality control
submittals in accordance with requirements specified.
C. Non-compliance: Should grade elevations, tests of fill or backfill indicate non-compliance with
required elevations or density, Contractor shall over-excavate, recompact and retest until
specified grade or density is obtained.

3.10

1.

Costs and Time associated with remedial Work and retesting shall be in accordance with
provisions of the General Conditions.

2.

Retesting to demonstrate compliance shall be by a testing laboratory acceptable to Owner
and shall be at Contractor's expense.

CLEANING

A. Remove unused stockpiled topsoil and subsoil. Grade stockpile area to prevent standing water.
B. Leave site clean and raked, ready to receive landscaping.
3.11

PROTECTION

A. Protect completed grading from erosion from weather and traffic.
B. Over-excavate and recompact areas damaged by construction activities and weather.
END OF SECTION 312200

GRADING
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SECTION 312316- EXCAVATION
PART 1- GENERAL
1.1

SECTION INCLUDES
A. Excavating for building volume below grade, footings, slabs-on-grade, paving, site structures, and
utilities within the building.
B. Trenching for utilities outside the building to utility main connections.

1.2

RELATED REQUIREMENTS
A. Section 01 40 00 - Quality Control: Inspection of bearing surfaces.
B. Section 01 50 00 - Temporary Construction Facilities and Controls: Dewatering excavations and
water control.
C. Section 01 57 13 - Temporary Erosion and Sedimentation Control: Slope protection and erosion
control.
D. Section 01 70 00 - Execution and Closeout Requirements: General requirements for dewatering
of excavations and water control.
E.

Section 02 41 00 - Demolition: Shoring and underpinning.

F.

Section 31 22 00 - Grading: Soil removal from surface of site.

G. Section 31 22 00 - Grading: Grading.
H. Section 31 23 16.13 - Trenching: Excavating for utility trenches outside the building to utility
main connections.

1.3

I.

Section 31 23 16.26 - Rock Removal: Removal of rock during excavating.

J.

Section 31 23 23 - Fill: Fill materials, filling, and compacting.
PROJECT CONDITIONS

A. Verify that survey bench mark and intended elevations for the Work are as indicated.
1.4

COORDINATION OF SPECIFICATION REQUIREMENTS
A. Coordinate these Specification Section requirements with specifications included on Drawings.
Comply with more stringent requirements and with those requirements of authorities having
jurisdiction.
B. Comply in full with the direction (recommendations) given in the Geotechnical Report.

PART 2- PRODUCTS - NOT USED
PART 3- EXECUTION
3.1

EXAMINATION
A. Verify that survey bench mark and intended elevations for the work are as indicated.

3.2

PREPARATION
A. Identify required lines, levels, contours, and datum locations.
B. See Section 31 22 00 for additional requirements.

EXCAVATION
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EXCAVATING
A. Underpin adjacent structures that could be damaged by excavating work.
B. Excavate to accommodate new structures, construction operations, and paving/site structures.
C. Shoring and Bracing: Provide all materials and services necessary to properly engineer and
construct shoring for excavations. Selection of materials and design of shoring, underpinning and
bracing of new and existing structures shall be solely the responsibility of the Contractor.
1.

Shoring design shall comply with State of California Trenching and Shoring Manual issued
by Offices of Structure Constrution; 2011.

D. Notify Architect of unexpected subsurface conditions and discontinue affected Work in area until
notified to resume work.
E.

Slope banks of excavations deeper than 4 feet (1.2 meters) to angle of repose or less until shored,
per CalOSHA requirements for Type C Soil.
1.

F.

Machine slope banks to angle of repose or less, until shored.

Do not interfere with 45 degree bearing splay of foundations.

G. Cut utility trenches wide enough to allow inspection of installed utilities.
H. Hand trim excavations. Cut through tree roots with a sharp axe. Remove loose matter.
I.

Remove lumped subsoil, boulders, and rock up to 1/3 cu yd (0.25 cu m) measured by volume. See
Section 31 23 16.26 for removal of larger material.

J.

At no additional cost, correct areas that are over-excavated and load-bearing surfaces that are
disturbed; see Section 31 23 23.

K. Grade top perimeter of excavation to prevent surface water from draining into excavation.
L.

Remove excavated material that is unsuitable for re-use from site.

M. Stockpile excavated material to be re-used in area designated on site in accordance with Section
31 22 00.
N. Remove excess excavated material from site.
3.4

FIELD QUALITY CONTROL
A. See Section 01 40 00 - Quality Requirements, for general requirements for field inspection and
testing.
B. Provide for visual inspection of load-bearing excavated surfaces before placement of foundations.
C. Scarification, over excavation and all other excavations will be subject to the approval of the
Soils Engineer.

3.5

PROTECTION
A. Prevent displacement of banks and keep loose soil from falling into excavation; maintain soil
stability.
B. Protect bottom of excavations and soil adjacent to and beneath foundation from freezing.

END OF SECTION 312316

EXCAVATION
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SECTION 312323-FILL
PART 1- GENERAL
1.1

SECTION INCLUDES
A. Filling, backfilling, and compacting for building volume below grade, footings, slabs-on-grade,
paving, and site structures.
B. Backfilling and compacting for utilities outside the building to utility main connections.
C. Filling holes, pits, and excavations generated as a result of removal (demolition) operations.

1.2

RELATED REQUIREMENTS
A. Document 00 31 00 - Available Project Information: Geotechnical report; bore hole locations and
findings of subsurface materials.
B. Section 03 30 00 - Cast-in-Place Concrete.
C. Section 31 22 00 - Grading: Site grading.
D. Section 31 23 16 - Excavation: Removal and handling of soil to be re-used.
E.

Section 31 23 16.13 - Trenching: Excavating for utility trenches outside the building to utility
main connections.

F.

Section 31 23 16.26 - Rock Removal: Removal of rock during excavating.

1.3

DEFINITIONS
A. Finish Grade Elevations: Indicated on drawings.
B. Subgrade Elevations: Indicated on drawings.

1.4

REFERENCE STANDARDS
A. AASHTO T 180 - Standard Specification for Moisture-Density Relations of Soils Using a 4.54 kg
(10-lb) Rammer and a 457 mm (18 in.) Drop; American Association of State Highway and
Transportation Officials; 2010
B. ASTM C33/C33M - Standard Specification for Concrete Aggregates; 2013 is current; use 2003 as
indicated in 2013 CBC Referenced Standards.
C. ASTM D1556 - Standard Test Method for Density and Unit Weight of Soil in Place by the SandCone Method; 2007.
D. ASTM D1557 - Standard Test Methods for Laboratory Compaction Characteristics of Soil Using
Modified Effort (56,000 ft-lbf/ft3 (2,700 kN m/m3)); 2012.
E.

ASTM D2487 - Standard Practice for Classification of Soils for Engineering Purposes (Unified
Soil Classification System); 2011.

F.

ASTM D6938 - Standard Test Method for In-Place Density and Water Content of Soil and SoilAggregate by Nuclear Methods (Shallow Depth); 2010.

G. Geotechnical Report.
1.5

SUBMITTALS
A. See Section 01 30 00 - Administrative Requirements, for submittal procedures.
B. Samples: 10 lb (4.5 kg) sample of each type of fill; submit in air-tight containers to testing
laboratory.

FILL
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Submit samples directly to Geotechnical Engineer for testing and analysis copy transmittals
to Architect and Owner.

C. Materials Sources: Submit name of imported materials source.
D. Fill Composition Test Reports: Results of laboratory tests on proposed and actual materials used.
E.
1.6

Compaction Density Test Reports.
DELIVERY, STORAGE, AND HANDLING

A. When necessary, store materials on site in advance of need.
B. When fill materials need to be stored on site, locate stockpiles where agreed to.
1.

Separate differing materials with dividers or stockpile separately to prevent intermixing.

2.

Prevent contamination.

3.

Protect stockpiles from erosion and deterioration of materials.

PART 2- PRODUCTS
2.1

FILL MATERIALS
A. All fill materials shall be in conformance with the approved Soils Report, addenda and
geotechnical data indicated in Section 00 31 00 - Available Project Information.
B. General Fill: Subsoil excavated on-site.
1.

Graded.

2.

Free of lumps larger than 3 inches (75 mm), rocks larger than 6 inches (150 mm), and debris.

3.

Conforming to ASTM D2487 Group Symbol SP, SW, SM, or GM.

C. Structural Fill: Subsoil excavated on-site.
1.

Graded.

2.

Free of organic matter, debris, and lumps larger than 3 inches (75 mm), rocks larger than 6
inches (150 mm). Fill shall contain at least fifty percent of material smaller than 1/4-inch in
size.

3.

Imported fill materials: The soil shall be tested for potential contamination in accordance
with DTSC protocols.

4.

On-site soils should only be used as specified in the Soils Report.

5.

Conforming to ASTM D2487 Group Symbol SP, SW, SM, or GM.

6.

Fill (SP, SW per ASTM D2487) may be used for structural backfill at the Contractor's
option. However, sand shall not be placed within one foot of finished surface elevation.
Material shall be free of perishable or spongy matter, trash, and all other vegetation.

D. Concrete for Fill: As specified in Section 03 30 00; compressive strength of 2500 psi (17.235
MPa); except concrete used under footings and foundations to correct over-excavation shall be
same as for footings and foundation..
E.

F.
FILL

Granular Fill - Gravel - Fill Type GM, GW: Angular crushed washed stone; free of shale, clay,
friable material and debris.
1.

Class 2 Aggregate base per CT202 and Section 26-1.02B.

2.

Graded in accordance with ASTM D2487 Group Symbol GM or GW.

Granular Fill - Pea Gravel: No. 84 or 89 stone per ASTM C33.
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G. Sand: Natural river or bank sand; washed; free of silt, clay, loam, friable or soluble materials, and
organic matter.
1.

Grade in accordance with ASTM D2487 Group Symbol SP or SW.

H. Topsoil: Topsoil excavated on-site.
1.

Select.
a. The soil shall be tested for potential contamination in accordance with DTSC protocols.

2.

Graded.

3.

Free of roots, rocks larger than 1/2 inch (12 mm), subsoil, debris, large weeds and foreign
matter.

4.

Acidity range (pH) of 5.5 to 7.5.

5.

Containing a minimum of 4 percent and a maximum of 25 percent inorganic matter.

6.

Conforming to ASTM D2487 Group Symbol OH.

7.

Limit decaying matter to 5 percent of total content by volume.

I.

Blended Material: Conforming to type II material per the Uniform Standard Specifications for
Public Works Construction, Off-Site Improvements.

J.

Select Fill: Excavated granular materials with not more than 10% passing the No. 200 sieve; free
from lumps, clay, organic materials and rocks greater than 3 inches..

K. Type F - Subsoil: Reused, free of rocks larger than 3 inch size, and debris.
2.2

SOURCE QUALITY CONTROL
A. See Section 01 40 00 - Quality Requirements, for general requirements for testing and analysis of
soil material.
B. Where fill materials are specified by reference to a specific standard, test and analyze samples for
compliance before delivery to site.
C. If tests indicate materials do not meet specified requirements, change material and retest.
D. Provide materials of each type from same source throughout the Work.
E.

Comply with EPA/DTSC requirements.

PART 3- EXECUTION
3.1

EXAMINATION
A. Verify structural or other backfill materials to be reused or imported are acceptable to the
satisfaction of the Geotechnical Engineer. Approval shall be obtained in advance of re-use or
importation onto the site.
1.

The soil shall be tested for potential contamination in accordance with DTSC protocols.

2.

Imported fill materials shall be compatible with on-site soils in addition to being suitable for
its intended use.

3.

Imported fill soil shall contain no rocks larger than 6 inch (150 mm) maximum dimension or
as allowed by the Geotechnical Report and shall be predominantly granular in nature.

B. Verify that survey bench marks and intended elevations for the Work are as indicated.
C. Identify required lines, levels, contours, and datum locations.
D. See Section 31 22 00 for additional requirements.
FILL
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E.

Verify subdrainage, dampproofing, or waterproofing installation has been inspected.

F.

Verify structural ability of unsupported walls to support imposed loads by the fill.

G. Verify underground tanks are anchored to their own foundations to avoid flotation after
backfilling.
3.2

PREPARATION
A. Scarify subgrade surface to a depth of 6 inches (150 mm) to identify soft spots.
B. Cut out soft areas of subgrade not capable of compaction in place. Backfill with Type II
(Greenbook) or concrete fill and compact to density equal to or greater than requirements for
subsequent backfill material.
C. Compact subgrade to density equal to or greater than requirements for subsequent fill material.
D. Prior to placement of aggregate base course material at paved areas, compact subsoil to 95
percent of its maximum dry density in accordance with ANSI/ASTM D1557.
E.

3.3

Until ready to fill, maintain excavations and prevent loose soil from falling into excavation.
FILLING

A. Fill to contours and elevations indicated using unfrozen materials.
B. Fill up to subgrade elevations unless otherwise indicated.
C. Employ a placement method that does not disturb or damage other work.
1.

Do not disturb or damage foundation perimeter drainage and foundation waterproofing and
protective cover utilities in trenches.

D. Systematically fill and compact per geotechnical report. Do not fill over porous, wet, frozen or
spongy subgrade surfaces.
E.

Maintain optimum moisture content of fill materials to attain required compaction density.

F.

Granular Fill: Place and compact materials in equal continuous layers not exceeding 6 inches
(150 mm) compacted depth.

G. Soil Fill: Place and compact material in equal continuous layers not exceeding 8 inches (200 mm)
compacted depth.
H. Slope grade away from building minimum 2 inches in 10 ft (50 mm in 3 m), unless noted
otherwise. Make gradual grade changes. Blend slope into level areas.
I.

J.

Correct areas that are over-excavated.
1.

Load-bearing foundation surfaces: Fill with concrete.

2.

Other areas: Use general fill, flush to required elevation, compacted to minimum 90 or 95
percent of maximum dry density in subgrade zone.

Compaction Density Unless Otherwise Specified or Indicated:
1.

Under paving, slabs-on-grade, and similar construction: 95 percent of maximum dry density.

2.

At other locations: 90 percent of maximum dry density.

K. Reshape and re-compact fills subjected to vehicular traffic.
L.
3.4

Remove surplus fill and backfill materials from site.
FILL AT SPECIFIC LOCATIONS

A. Use general fill unless otherwise specified or indicated.
B. Structural Fill:
FILL
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Use general fill.

2.

Fill up to subgrade elevations.

3.

Maximum depth per lift: 6 inches (150 mm), compacted.

4.

Compact to minimum 95 percent of maximum dry density.
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C. Under Interior Slabs-On-Grade:
1.

Use granular fill. Type A or B.

2.

Depth: 4 inches (100 mm) deep.

3.

Compact to 95 percent of maximum dry density.

4.

Cover with sand.
a. Depth: 2 inches (50 mm).
b. Compact to 95 percent of maximum dry density.

D. At Footings:

E.

F.

1.

Use general fill.

2.

Fill up to subgrade elevation.

3.

Compact each lift to 90 percent of maximum dry density.

4.

Do not backfill against unsupported foundation walls.

5.

Backfill simultaneously on each side of unsupported foundation walls until supports are in
place.

Over Buried Utility Piping, Conduits, and Duct Bank in Trenches:
1.

Bedding: Use general fill.

2.

Cover with general fill.

3.

Fill up to subgrade elevation.

4.

Compact in maximum 8 inch (200 mm) lifts to 95 percent of maximum dry density.

At Lawn Areas:
1.

Use general fill.

2.

Compact to 90 percent of maximum dry density.

3.

See Section 31 22 00 for topsoil placement.

G. At Planting Areas Other Than Lawns:
1.

Use general fill.

2.

Compact to 90 percent of maximum dry density.

3.

See Section 31 22 00 for topsoil placement.

H. Under Monolithic Paving:

FILL

1.

Compact subsoil to 95 percent of its maximum dry density before placing fill.

2.

Use general fill.

3.

Fill up to subgrade elevation.

4.

Compact to 95 percent of maximum dry density.

5.

See Section 32 11 23 for aggregate base course placed over fill.
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TOLERANCES
A. Top Surface of General Filling: Plus or minus 1 inch (25 mm) from required elevations.
B. Top Surface of Filling Under Paved Areas: Plus or minus 1/2 inch (12 mm) from required
elevations.

3.6

FIELD QUALITY CONTROL
A. See Section 01 40 00 - Quality Requirements, for general requirements for field inspection and
testing.
B. Perform compaction density testing on compacted fill in accordance with ASTM D1556 or
ASTM D6938.
1.

Field inspections and testing shall be performed and submitted in accordance with
requirements specified in Section 01 40 00 - Quality Requirements.

C. Evaluate results in relation to compaction curve determined by testing uncompacted material in
accordance with ASTM D 1557 ("modified Proctor") or AASHTO T 180.
D. Laboratory Tests and Analyses: Where backfill is required to be compacted to a specified density,
tests for compliance shall be made in accordance with requirements specified in Section 01 40 00
- Quality Requirements.
E.

Density Test Method: Density tests shall be in accordance with ASTM D1556 (Sand Cone
Method) procedures. Allow testing service to inspect and approve each subgrade and fill layer
before further fill, backfill or construction Work is performed.

F.

Alternate Density Test Method: Field density tests may also be performed by the nuclear method
in accordance with ASTM D6938, providing that calibration curves are periodically checked and
adjusted to correlate to tests performed using ASTM D1556.
1.

In conjunction with each density calibration check, check the calibration curves furnished
with the moisture gages in accordance with ASTM D6938.

2.

If field tests are performed using nuclear methods, make calibration checks of both density
and moisture gages at beginning of Work, on each different type of material encountered,
and at intervals as directed by Architect or Owner's testing and inspection agency.

G. Non-compliance: If tests indicate work does not meet specified requirements, remove work,
replace and retest.
H. Should tests of fill or backfill indicate non-compliance with required density, Contractor shall
overexcavate, recompact and retest until specified density is obtained.
1.

I.

FILL

Costs and Time associated with remedial Work and retesting shall be in accordance with
provisions of the General Conditions.
a. Retesting to demonstrate compliance shall be by a testing laboratory acceptable to
Owner and shall be at Contractor's expense.

Frequency of Tests:
1.

Footing Subgrade Testing: For each strata of soil on which footings will be placed, perform
at least one test to verify required design bearing capacities. Subsequent verification and
approval of each footing subgrade may be based on a visual comparison of each subgrade
with related tested strata when acceptable to Geotechnical Engineer.

2.

Paved Areas and Building Slab Subgrade Testing:
a. Perform at least one field density test of subgrade for every 2,000 sf of paved area or
building slab, but in no case fewer than three tests.
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In each compacted fill layer, perform one field density test for every 2,000 sf of
overlaying building slab or paved area, but in no case fewer than three tests.

Proof roll compacted fill at surfaces that will be under slabs-on-grade.
CLEANING

A. Leave unused materials in a neat, compact stockpile.
B. Remove unused stockpiled materials, leave area in a clean and neat condition. Grade stockpile
area to prevent standing surface water.
C. Leave borrow areas in a clean and neat condition. Grade to prevent standing surface water.
END OF SECTION 312323

FILL
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SECTION 321123- AGGREGATE BASE COURSES
PART 1- GENERAL
1.1

SECTION INCLUDES
A. Aggregate base course.
B. Paving aggregates.
C. Soil sterilization.

1.2

RELATED REQUIREMENTS
A. Section 31 22 00 - Grading: Preparation of site for base course
B.Section 31 23 16.13 - Trenching: Compacted fill over utility trenches under base
course.
C. Section 31 23 23 - Fill: Topsoil fill at areas adjacent to aggregate base course.
D. Section 31 23 23 - Fill: Compacted fill under base course.
E.

Section 31 23 16.13 - Trenching: Compacted fill over utility trenches under base
course.

F.

Section 32 11 23.43 - Aggregate Base Course for Synthetic Turf: Aggregate base for
athletic synthetic turf.

G.

Section 32 12 16 - Asphalt Paving: Binder and finish asphalt courses.

H.

Section 32 13 13 - Concrete Paving: Finish concrete surface course.

I.

Section 32 17 13 - Parking Bumpers: Concrete bumpers.

J.

Section 33 46 00 - Subdrainage: Filter aggregate and filter fabric for foundation drainage
systems.

1.3

REFERENCE STANDARDS
A. ASTM D1556 - Standard Test Method for Density and Unit Weight of Soil in Place by the SandCone Method; 2007.
B. ASTM D1557 - Standard Test Methods for Laboratory Compaction Characteristics of Soil Using
Modified Effort (56,000 ft-lbf/ft3 (2,700 kN m/m3)); 2012.
C. ASTM D2487 - Standard Practice for Classification of Soils for Engineering Purposes (Unified
Soil Classification System); 2011.
D. ASTM D6938 - Standard Test Method for In-Place Density and Water Content of Soil and SoilAggregate by Nuclear Methods (Shallow Depth); 2010.
E.

Standard Specifications for Public Works Construction, Riverside County, latest edition.

AGGREGATE BASE COURSES
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1.

Standard Specifications shall be as amended and adopted by authorities having jurisdiction,
including the Riverside County.

2.

Where reference is made to Standard Details, such reference shall be to the Standard
Details accompanying the Standard Specifications, as amended and adopted by the
authorities having jurisdiction.

3.

Wherever term "Agency" occurs in Standard Specifications, it shall be understood to mean
Owner for purposes of the Contract.

4.

Wherever term "Engineer" occurs in Standard Specifications, it shall be understood to
mean Architect for purposes of the Contract.

SUBMITTALS
A. See Section 01 30 00 - Administrative Requirements, for submittal procedures.
B. Samples: 10 lb (4.5 kg) sample of each type of aggregate; submit in air-tight containers to
testing laboratory.
C. Materials Sources: Submit name of imported materials source.
D. Certificates of Conformance: Aggregate and sterilant materials.

1.5

E.

Aggregate Composition Test Reports: Results of laboratory tests on proposed and actual
materials used.

F.

Compaction Density Test Reports.
QUALITY ASSURANCE

A. Regulatory Requirements: Where reference is made to Standard Specifications, the following
shall apply.
1.

Perform off-site Work in public rights-of-way in accordance with requirements of
authorities having jurisdiction, including Standard Specifications for Public Works
Construction, as amended and adopted by those authorities. For conditions not indicated
otherwise on Contract Drawings, conform to Standard Details adopted by authorities
having jurisdiction, including Standard Details for Public Works Construction, as amended
and adopted by those authorities.

2.

Perform on-site Work as indicated and referenced on Contract Drawings and as specified
herein.

B. The quantity of volatile organic compounds (VOC) used in weed killer, tack coat, primer and
other materials shall not exceed limits permitted under current regulations of:
1.

South Coast Air Quality Management District (AQMD).

C. Source Quality Control: Obtain materials from one source throughout.
1.6

DELIVERY, STORAGE, AND HANDLING
A. When necessary, store materials on site in advance of need.
B. Aggregate Storage, General:
1.

Separate differing materials with dividers or stockpile separately to prevent intermixing.

2.

Prevent contamination.

3.

Protect stockpiles from erosion and deterioration of materials.

AGGREGATE BASE COURSES
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PART 2- PRODUCTS
2.1

MATERIALS
A. Sub-Base Material: Existing or imported materials as recommended in geotechnical report.
Refer to Document 00 31 00 - Available Project Information.
B. Aggregate: Coarse or crushed aggregate, conforming to County of Riverside Public Works
Department standard.
1.

Green Book Standard Specifications 200-2.2.

C. Coarse Aggregate: Angular crushed stone; free of shale, clay, friable material and debris.
1.

Graded in accordance with ASTM D2487 Group Symbol GW.

D. Blended Aggregate: Pit run washed stone; free of shale, clay, friable material and debris.
1.
E.

Medium Aggregate: Natural stone, pea gravel; washed, free of clay, shale, organic matter.
1.

F.

Graded in accordance with ASTM D2487 Group Symbol GW.
Grade in accordance with ASTM D2487 Group Symbol GM.

Fine Aggregate: Sand; conforming to County of Riverside Public Works Department standard.

G. Herbicide: Comply with all applicable environmental protection and hazardous materials laws
and regulations.
1.

Monobor-Chlorate non-selective weed and grass killer, by J.R. Simplot Co., Lathrop, CA;

2.

Poly-Bor Chlorate or Mono-Bor-Chlorate by United States Borax;

3.

Monobar-Chlorate by Occidental Chemical;

4.

Casoron 50W by Uniroyal Chemical Co., Inc.

5.

Substitutions: See Section 01 60 00 - Product Requirements.

H. Geotextile Fabric: Non-biodegradable, non-woven.
2.2

SOURCE QUALITY CONTROL
A. See Section 01 40 00 - Quality Requirements, for general requirements for testing and analysis
of aggregate materials.
B. Where aggregate materials are specified using ASTM D2487 classification, testing of samples
for compliance shall be provided before delivery to site.
C. If tests indicate materials do not meet specified requirements, change material and retest.
D. Provide materials of each type from same source throughout the Work.

PART 3- EXECUTION
3.1

EXAMINATION
A. Verify that survey bench marks and intended elevations for the work are as indicated.
B. Verify substrate has been inspected, gradients and elevations are correct, and is dry.

3.2

PREPARATION
A. Stockpiling:
1.

Clear and level storage sites prior to stockpiling of material.

AGGREGATE BASE COURSES
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2.

Stockpile all materials, including approved material available from excavation and grading,
in the manner and at the locations designated.

3.

Aggregates shall be stockpiled on the cleared and leveled areas designated by the
Construction Manager to prevent segregation.

4.

Materials obtained from different sources shall be stockpiled separately.

B. Soil Sterilant: Sterilize soil areas to receive paving. Apply soil sterilant in accordance with
manufacturer's instructions and applicable environmental regulations. Take care to confine
application to the areas to be paved.
C. Correct irregularities in substrate gradient and elevation by scarifying, reshaping, and recompacting.
D. Do not place aggregate on soft, muddy, or frozen surfaces.
3.3

INSTALLATION

A. Place and compact aggregate base material in accordance with Standard Specifications,
Subsection 301-2. Place aggregate base below curbs and gutters and paving also, compacted to
95 percent at vehicular traffic and 90 percent at pedestrian-only traffic.
B. Under Bituminous Concrete Paving:
1.

Compact to 95 percent of maximum dry density and 90 percent at pedestrian-only traffic.

C. Under Portland Cement Concrete Paving:
1.

Compact to 95 percent of maximum dry density and 90 percent at pedestrian-only traffic.

D. Place aggregate in maximum 4 inch (100 mm) layers and roller compact to specified density.
E.

Level and contour surfaces to elevations and gradients indicated.

F.

Add small quantities of fine aggregate to coarse aggregate as appropriate to assist compaction.

G. Add water to assist compaction. If excess water is apparent, remove aggregate and aerate to
reduce moisture content.
H. Use mechanical tamping equipment in areas inaccessible to compaction equipment.
I.
3.4

Apply herbicide to finished surface.
TOLERANCES

A. Flatness: Maximum variation of 1/4 inch (6.4 mm) measured with 10 foot (3 m) straight edge.
B. Scheduled Compacted Thickness: Within 1/4 inch (6.4 mm).
C. Variation From Design Elevation: Within 1/2 inch (12.8 mm).
3.5

FIELD QUALITY CONTROL
A. See Section 01 40 00 - Quality Requirements, for general requirements for field inspection and
testing.
B. Compaction density testing shall be performed on compacted aggregate base course in
accordance with ASTM D1556 or ASTM D6938.
C. Results will be evaluated in relation to compaction curve determined by testing uncompacted
material in accordance with ASTM D1557 ("modified Proctor").
D. If tests indicate work does not meet specified requirements, remove work, replace and retest.
E.

Proof roll compacted aggregate at surfaces that are under slabs-on-grade and paving.

AGGREGATE BASE COURSES
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CLEANING
A. Remove unused stockpiled materials, leave area in a clean and neat condition. Grade stockpile
area to prevent standing surface water.
B. Leave borrow areas in a clean and neat condition. Grade to prevent standing surface water.

END OF SECTION 321123
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SECTION 321216- ASPHALT PAVING
PART 1- GENERAL
1.1

SECTION INCLUDES
A. Single course bituminous concrete paving.
B. Double course bituminous concrete paving.
C. Surface sealer.
D. This section compliments and shall be coordinated with Civil Drawing specifications /
requirements. The most stringent requirements shall be utilized.
E.

Asphaltic concrete paving for vehicular traffic and curbs, including necessary patching and repair
of damaged new and existing paving.

F.

Patching and repair of existing asphaltic concrete paving for previous damage, for underground
utility work and where damaged by new construction.

1.2

RELATED REQUIREMENTS
A. Section 31 22 00 - Grading: Preparation of site for paving and base.
B. Section 31 23 23 - Fill: Compacted subgrade for paving.
C. Section 32 11 23 - Aggregate Base Courses: Aggregate base course.
D. Section 32 13 13 - Concrete Paving: Concrete curbs.
E.

Section 32 17 13 - Parking Bumpers: Concrete bumpers.

F.

Section 32 17 23.13 - Painted Pavement Markings: Concrete bumpers.
1.

Parking and Traffic Control Pavement Markings.

G. Section 33 05 13 - Manholes and Structures: Manholes, including frames; gutter drainage grilles,
covers, and frames for placement by this section.
1.3

REFERENCE STANDARDS
A. AI MS-2 - Mix Design Methods for Asphalt Concrete and Other Hot-Mix Types; The Asphalt
Institute; 1997.
B. AI MS-19 - A Basic Asphalt Emulsion Manual; The Asphalt Institute; Fourth Edition.
C. ASTM D946 - Standard Specification for Penetration-Graded Asphalt Cement for Use in
Pavement Construction; 2009a.
D. Standard Specifications for Public Works Construction, Riverside County, latest edition.

FILL

1.

Standard Specifications shall be as amended and adopted by authorities having jurisdiction,
including the Riverside County.

2.

Where reference is made to Standard Details, such reference shall be to the Standard Details
accompanying the Standard Specifications, as amended and adopted by the authorities
having jurisdiction.

3.

Wherever term "Agency" occurs in Standard Specifications, it shall be understood to mean
Owner for purposes of the Contract.

4.

Wherever term "Engineer" occurs in Standard Specifications, it shall be understood to mean
Architect for purposes of the Contract.
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SUBMITTALS
A. Materials List: List source and quality standard for all asphaltic concrete materials.
B. Weighmaster's Certificates or certified delivery tickets for each truckload of bituminous material
delivered to site.
C. Certificates of Conformance: Asphalt, aggregate and sterilant materials.
D. Mix Designs: Submit designs for asphaltic concrete prepared by a materials laboratory under
direct supervision of a Civil Engineer licensed in the State of California or a standard mix design
proven in actual performance.

1.5

QUALITY ASSURANCE
A. Perform Work in accordance with Local Public Works Standards.
B. Mixing Plant: Conform to Local Public Work Standards.
C. Testing and analysis of granular base material and asphaltic concrete paving mix shall be
performed under provisions of Division 1.
D. Obtain materials from same source throughout.

1.6

REGULATORY REQUIREMENTS
A. Conform to applicable code for paving work on public property.
B. Where reference is made to Standard Specifications, the following shall apply.
1.

Perform off-site Work in public rights-of-way in accordance with requirements of authorities
having jurisdiction.
a. Including Standard Specifications for Public Works Construction, as amended and
adopted by those authorities.
b. For conditions not indicated otherwise on Contract Drawings, conform to Standard
Details adopted by authorities having jurisdiction, including Standard Details for Public
Works Construction, as amended and adopted by those authorities.

2.

Perform on-site Work as indicated and referenced on Contract Drawings and as specified
herein.

C. The quantity of volatile organic compounds (VOC) used in weed killer, tack coat, primer and
other materials shall not exceed limits permitted under current regulations of South Coast Air
Quality Management District (AQMD).
1.7

FIELD CONDITIONS
A. Do not place asphalt when ambient air or base surface temperature is less than 40 degrees F (4
degrees C), or surface is wet or frozen; or when rain is iminent.
B. Place bitumen mixture when temperature is not more than 15 F degrees (8 C degrees) below
bitumen supplier's bill of lading and not more than maximum specified temperature.

PART 2- PRODUCTS
2.1

MATERIALS
A. General: Aggregate base, prime coat paint binder, bituminous surface course and other materials
shall be as noted on the Contract Drawings and shall comply with requirements of authorities
having jurisdiction.
B. Asphalt Cement: ASTM D 946.

FILL
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C. Aggregate for Base Course: Angular crushed washed stone; free of shale, clay, friable material
and debris.
1.

Graded in accordance with ASTM D2487 Group Symbol GW.

2.

Crushed Aggregate Base in accordance with Standard Specifications, Subsection 200-2.2.

D. Asphalt Concrete Materials: Standard Specifications (Green Book), Subsection 203-6.
E.

Aggregate for Binder Course: Angular crushed washed stone; free of shale, clay, friable material
and debris.
1.

F.

Graded in accordance with ASTM D2487 Group Symbol GW.

Aggregate for Wearing Course: Angular crushed washed stone; free of shale, clay, friable
material and debris.
1.

Graded in accordance with ASTM D2487 Group Symbol GW.

G. Fine Aggregate: Sand.
H. Mineral Filler: Finely ground particles of limestone, hydrated lime or other mineral dust, free of
foreign matter.
I.

Primer: Homogeneous, medium curing, liquid asphalt.

J.

Tack Coat: Emulsified asphalt.

K. Seal Coat: AI MS-19, slurry type.

2.2

1.

Guard Top by Industrial Asphalt Inc., Irwindale, CA.

2.

Satin Seal by Blue Diamond Co., Long Beach, CA.

3.

Over-Kote by Diversified Asphalt Products, Anaheim, CA.

4.

Substitutions: See Section 01 60 00 - Product Requirements.

ASPHALT PAVING MIXES AND MIX DESIGN
A. Asphalt Paving Mix:
1.

Standard Specifications, PG-64-10.

2.

Standard Specifications, C2-AR-4000.

B. Use dry material to avoid foaming. Mix uniformly.
C. Base Course: 3.0 to 6 percent of asphalt cement by weight in mixture in accordance with AI MS2.
D. Binder Course: 4.5 to 6 percent of asphalt cement by weight in mixture in accordance with AI
MS-2.
E.
2.3

Wearing Course: 5 to 7 percent of asphalt cement by weight in mixture in accordance with AI
MS-2.
SOURCE QUALITY CONTROL

A. Test mix design and samples in accordance with AI MS-2.
2.4

ACCESSORIES
A. Headers and Stakes: 2 x 6 inch (50 x 305 mm) nominal preservative treated douglas fir (PTDF),
except at curves provide laminated 1 x 6 inch (25 x 305 mm) nominal preservative treated
douglas fir. Stakes, 2 x 3 x 18 inch (50 x 150 x 457 mm) long PTDF at 48 inch (1219 mm) on
center maximum. Use hot dipped galvanized nails only.

FILL

321216
Page 3 of 6

Murrieta ES - Interim Housing

Project #: 20005-00

B. Pavement Reinforcing Fabric: Petromat by Amoco Fabrics and Fibers Co., Austell, GA (800)
445-7732, or approved equal. Non-woven polypropylene fabric conforming to Standard
Specifications, Subsection 213-1.
PART 3- EXECUTION
3.1

EXAMINATION
A. Refer to geotechnical report refrenced in section 00 31 00 - Available Project Information,
provided under separate cover, notes on Contract Drawings, and requirements of authorities
having jurisdiction.
B. Verify that compacted subgrade and granular base is dry and ready to support paving and
imposed loads.
C. Verify gradients and elevations of base are correct.
D. Fine grading, checking, shaping, and compacting of subgrade shall be complete before start of
asphaltic concrete Work.
E.

Soil Sterilant: Sterilize soil areas to receive asphaltic concrete paving. Apply soil sterilant in
accordance with manufacturer's instructions and applicable environmental regulations. Take care
to confine application to the areas to be paved. See Section 32 11 23 - Aggregate Base Courses
for product information.

F.

Curbs and Gutters: Gutters shall be in place and cured prior to start of asphaltic concrete Work.
Provide lumber ramping at all locations where rolling equipment or vehicles cross new concrete
paving, curbs and gutters.

G. Headers: Place headers with tops flush with finish asphaltic concrete surfaces. Back headers with
stakes.
3.2

BASE COURSE
A. Place and compact base course.

3.3

PREPARATION - PRIMER
A. Apply primer in accordance with Local Municipality Public Work's Standards.
B. Apply primer on aggregate base or subbase at uniform rate of 0.25 gal/sq yd (0.80 L/sq m).
C. Apply primer to contact surfaces of curbs, gutters.
D. Use clean sand to blot excess primer.

3.4

PREPARATION - TACK COAT
A. Apply tack coat in accordance with manufacturer's instructions.
B. Apply tack coat on asphalt or concrete surfaces over subgrade surface at uniform rate of 0.10
gal/sq yd (0.32 L/sq m).
C. Apply tack coat to contact surfaces of curbs, gutters and previously placed or existing paving.
D. Coat surfaces of manhole frames with oil to prevent bond with asphalt pavement. Do not tack
coat these surfaces.
E.

FILL

Joining Pavement: Expose, cut and clean edges of existing pavement to straight, vertical surfaces
for full depth of existing pavement. Paint edge with asphalt emulsion before placing new
asphaltic concrete. Joints in new paving shall be in accordance with Standard Specifications.
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PLACING ASPHALT PAVEMENT - SINGLE COURSE
A. Install Work in accordance with Municipality of Riverside County Public Work's standards.
B. Place asphalt within 24 hours of applying primer or tack coat.
C. Place thickness as indicated on Civil Drawings to minimum 2 inch (51 mm) compacted thickness.
D. Install gutter drainage grilles and frames and manhole frames in correct position and elevation.
E.

Compact pavement by rolling to specified density. Do not displace or extrude pavement from
position.
1.

F.
3.6

Compact (roll) asphaltic concrete in accordance with Standard Specifications, Subsection
302-5.6, using machine rollers.
a. Compaction by vehicular traffic is prohibited.
b. Compact areas inaccessible to rolling equipment with machine-powered tamper.

Perform rolling with consecutive passes to achieve even and smooth finish without roller marks.
PLACING ASPHALT PAVEMENT - DOUBLE COURSE

A. Install Work in accordance with Standard Specifications, Subsection 302-5.
B. Place asphalt binder course within 24 hours of applying primer or tack coat.
C. Place binder course to thickness as indicated on Civil Drawings, minimum 2 inch (51 mm)
compacted thickness.
D. Place wearing course within two hours of placing and compacting binder course.
E.

Place wearing course to thickness as indicated on Civil Drawings, minimum 2 inch (51 mm)
compacted thickness.

F.

Install gutter drainage grilles and frames and manhole frames in correct position and elevation.

G. Compact pavement by rolling to specified density. Do not displace or extrude pavement from
position.
1.

Compact (roll) asphaltic concrete in accordance with Standard Specifications, Subsection
302-5.6, using machine rollers.
a. Compaction by vehicular traffic is prohibited.
b. Compact areas inaccessible to rolling equipment with machine-powered tamper.

H. Perform rolling with consecutive passes to achieve even and smooth finish, without roller marks.
3.7

CURBS
A. Install extruded asphalt curbs of standard profile as indicated.

3.8

SEAL COAT
A. Apply seal coat after surface course application, in accordance with manufacturer's
recommendations.
B. Apply seal coat to surface course and asphalt curbs in accordance with Standard Specifications
(Green Book), Subsection 302-8.2.
C. Add water to specified seal coat material. When air temperatures of 90 degrees F or more are
encountered during application, consult manufacturer for recommendations.
D. If pavement surface exhibits imperfections of roller marks, rock pockets, ridges or depressions as
determined by the Architect, the addition of sand aggregate to seal coat, and amounts thereof,
shall be as recommended by the manufacturer.

FILL
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E.

A second application shall be made after first coat has dried to the touch. When sand is added to
the first seal coat, two additional coats without extra sand shall be applied.

F.

Allow seal coat to dry before permitting traffic or striping.

3.9

PAVEMENT REPAIR AND PAVING
A. Preparation of existing pavement: Where indicated, remove loose asphaltic concrete, cleanout
"pot holes" and cracks, remove dirt, oil and other foreign materials.
B. Repair holes with full paving section as specified. Repair "alligatoring" with asphalt "skin-patch".
Fill all cracks larger than 1/4 inch (6 mm) wide with asphalt emulsion slurry.
C. Tack Coat: Apply asphalt oil AR-4000 or AR-8000, as required for jobsite condition, at metered
application rate of no less than a range from.2 to.3 gallons per square yard of fabric or as directed
by manufacturer and to provide 100 percent fabric saturation and ample bonding for paving
section.
D. Fabric Reinforcement: Place fabric smooth side up in tack coat with 2 to 4 inch overlap. Handbroom to remove wrinkles. Apply addition tack coat to joints and between overlapped fabric
layers.
E.

3.10

Overlay Asphalt: Place single course asphalt, 1-1/2 inch (38 mm) compacted thickness, in
conformance with specified standards in this section.
TOLERANCES

A. Flatness: Maximum variation of 1/4 inch (6 mm) measured with 10 foot (3 m) straight edge.
B. Compacted Thickness: Within 1/4 inch (6 mm) of specified or indicated thickness.
C. Variation from True Elevation: Within 1/2 inch (12 mm).
3.11

FIELD QUALITY CONTROL

A. See Section 01 40 00 - Quality Requirements, for general requirements for quality control.
B. Provide field inspection and testing. Take samples and perform tests in accordance with AI MS-2.
C. Test: Flood test all paving to demonstrate positive drainage. No standing water shall remain 1
hour after test.
3.12

PROTECTION

A. Immediately after placement, protect pavement from mechanical injury for 2 days or until surface
temperature is less than 140 degrees F (60 degrees C).
1.
3.13

After final rolling, prohibit all traffic on asphaltic concrete until mix has fully cooled and set.
Minimum time, in all cases shall be 6 hours.

CLEANING

A. After completion of paving operations, clean all existing and new improvements that have been
soiled, especially by oil tracking from asphalt tanks or placement in general.
B. For Substantial Completion review, broom clean and wash paving with hoses. Clean residue from
landscaping installation.
END OF SECTION 321216

FILL
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SECTION 323113 - CHAIN LINK FENCES AND GATES
PART 1 - GENERAL
1.1

RELATED DOCUMENTS
A.

1.2

Drawings and general provisions of the Contract, including General and Supplementary
Conditions and Division 01 Specification Sections, apply to this Section.
SUMMARY

A.

Section Includes:
1.
Chain-link fences.
2.
Swing gates.
3.
Privacy slats.

B.

Related Requirements:
1.
Section 033000 "Cast-in-Place Concrete for cast-in-place concrete post footings.

1.3

ACTION SUBMITTALS
A.

Product Data: For each type of product.
1.
Include construction details, material descriptions, dimensions of individual
components and profiles, and finishes for the following:
a.
Fence and gate posts, rails, and fittings.
b.
Chain-link fabric, reinforcements, and attachments.
c.
Accessories: Privacy slats.
d.
Gates and hardware.

B.

Shop Drawings: For each type of fence and gate assembly.
1.
Include plans, elevations, sections, details, and attachments to other work. Show
locations of gates, posts, rails, and tension wires, and details of gate swing, or
other operation, hardware, and accessories.
2.
Indicate materials, dimensions, sizes, weights, and finishes of components.
3.
Include accessories, hardware, gate operation, and operational clearances.

C.

Samples for Initial Selection: For each type of factory-applied finish.

D.

Samples for Verification: For each type of component with factory-applied finish,
prepared on Samples of size indicated below:
1.
Privacy Slats: In 6-inch lengths.

1.4

INFORMATIONAL SUBMITTALS
A.

Qualification Data: For testing agency.

B.

Product Certificates: For each type of chain-link fence and gate.

C.

Product Test Reports: For framework strength according to ASTM F 1043, for tests
performed by manufacturer and witnessed by a qualified testing agency or a qualified
testing agency.

D.

Field quality-control reports.

E.

Sample Warranty: For special warranty.

CHAIN LINK FENCES AND GATES
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QUALITY ASSURANCE
A.

Testing Agency Qualifications: For testing fence grounding; member company of
NETA or an NRTL.
1.
Testing Agency's Field Supervisor: Certified by NETA to supervise on-site
testing.

B.

Emergency Access Requirements: Comply with requirements of the Division of the
State Architect (DSA) for gates serving as a required means of access.

C.

Post and rail piping shall not be installed until the Project Inspector verifies that the
material meets the specified weight per lineal foot for each pipe size to be used.

D.

Post footing excavations shall be approved by the Project Inspector prior to setting any
posts.

E.

Regulatory Requirements:
1.
Gates that are part of the accessible route shall meet all the requirements of an
accessible door in compliance with CBC Section 11B-404.
2.
The levers of lever actuated latches or locks for accessible gates shall be curved
with a return to within ½• of the gate surfaces to prevent catching on the
clothing or persons. California Referenced Standards Code. T-24 Part 12,
Section 12-10-202, Item (F).
3.
Swing doors and gate surfaces within 10• of the finish floor or ground shall have
a smooth surface on the push side extending the full width of the door or gate.
Parts creating horizontal or vertical joints in these surfaces shall be within 1/16•
of the same plane as the other and be free of sharp or abrasive edges. Cavities
created by added kick plates shall be capped. CBC Section 11B-404.2.10

1.6

FIELD CONDITIONS
A.

1.7

Field Measurements: Verify layout information for chain-link fences and gates shown
on Drawings in relation to property survey and existing structures. Verify dimensions
by field measurements.
WARRANTY

A.

Special Warranty: Manufacturer and Installer agree to repair or replace components of
chain-link fences and gates that fail in materials or workmanship within specified
warranty period.
1.
Failures include, but are not limited to, the following:
a.
Deterioration of metals, metal finishes, and other materials beyond normal
weathering.
b.
Fabric bowing, sagging, breakage or similar defects.
c.
Fence framework failure.
d.
Faulty operation of gate hardware.
2.

Warranty Period: Five years from date of Substantial Completion.

PART 2 - PRODUCTS
2.1

PERFORMANCE REQUIREMENTS
A.

Lightning Protection System: Maximum resistance-to-ground value of 25 ohms at each
grounding location along fence under normal dry conditions.
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CHAIN-LINK FENCE FABRIC
A.

2.3

General: Provide fabric in one-piece heights measured between top and bottom of outer
edge of selvage knuckle or twist according to "CLFMI Product Manual" and
requirements indicated below:
1.
Fabric Height: As indicated on Drawings.
2.
Steel Wire for Fabric: Wire diameter of 0.148 inch.
a.
Mesh Size:
1)
Fence Fabric:
a)
2 inch.
b.
Zinc-Coated Fabric: ASTM A 392, Type II, Class 2, 2.0 oz./sq. ft. with
zinc coating applied after weaving.
3.
Selvage: Knuckled at both selvages.
FENCE FRAMEWORK

A.

Posts and Rails: ASTM F 1043 for framework, including rails, braces, and line;
terminal; gate; and corner posts. Provide members with minimum dimensions and wall
thickness according to ASTM F 1043 or ASTM F 1083 based on the following:
1.
Fence Height: As indicated on Drawings.
2.
Heavy-Industrial-Strength Material: Group IA, round steel pipe, Schedule 40.
a.
Thread protectors shall not be used as couplings under any circumstances.
b.
All pipe used in chain link fencing shall be stamped by the manufacturer,
either with indelible ink or incused, indicating the pipe wall thickness,
inside diameter, ASTM standard to which it conforms, and the
manufacturer's name.
c.
Line Post: 2.375 inches in diameter.
d.
End, Corner, Gate, and Pull Posts: 2.875 inches in diameter.
e.
Flanging of end (terminal) posts:
1)
Terminal posts and gate posts shall only be flanged to assist in
relocatable building moves.
2)
A larger pipe shall be dropped over a smaller post only when a short
run of existing fencing is terminated and when digging a new hole
to install a bigger terminal post is impractical. This shall be used as
a temporary repair, not as a permanent repair or installation.
3)
If it is necessary to create a removable section of fence (to assist in
relocatable building moves), a smaller pipe shall be sleeved into a
smaller line post.
4)
Sleeves sizes shall conform to ASTM A53, Schedule 40.
a)
For a 2-inch Interior Diameter (ID) sleeve, insert 1 ½• ID
pipe.
b)
For a 2-1/2-inch ID sleeve, insert 2-inch ID pipe.
c)
For a 3-inch ID sleeve, insert a 2 ½-inch ID pipe.
3.
Horizontal Framework Members: Comply with ASTM F 1043.
4.
Top Rails: Provide at all chain-link fencing. Fabricate top rail from lengths 21
feet or longer, with wedged-end or fabricated for expansion-type coupling,
forming a continuous rail along top of chain-link fabric. Provide expansion
couplings 6 inches long at each joint in top rails.
a.
Intermediate Rails: Provide at tennis court and multi-purpose court wall
fencing, and where indicated. Match top rail for finish and size.
b.
Bottom Rails: Provide at athletic field, tennis and handball court, and
multi-purpose court wall fencing. Also provide where decomposed

CHAIN LINK FENCES AND GATES

323113
Page 3 of 11

Murrieta ES - Interim Housing

5.
6.

7.

8.

9.

Project #: 20005-00

granite, grass, planters and synthetic fields abut any fence line. Match top
rail for finish and size.
Top Rails, Intermediate Rails, Bottom Rails and Brace Rails: 1.66 inches in
diameter.
Post Brace Rails: Provide brace rail with truss rod assembly for each gate, end,
and pull post. Provide two brace rails extending in opposing directions, each
with truss rod assembly, for each corner post and for pull posts. Provide rail
ends and clamps for attaching rails to posts.
Metallic Coating for Steel Framework:
a.
Type A: Not less than minimum 2.0-oz./sq. ft. average zinc coating
according to ASTM A 123/A 123M; internal and external; hot-dipped after
fabrication.
Polymer coating over metallic coating.
a.
Color: As selected by Architect from manufacturer's full range, according
to ASTM F 934.
Schedule of Pipe Sizes: See following Table 1.

B.

TABLE 1

C.

ASTM A53 Threaded and Coupled Pipe

Nominal
Size
Outside Diameter
Inches
Inches
mm
0.084
21.3
1/2"
1.050

26.7

1.315

33.4

1.660

42.2

1 1/2"

1.900

48.3

2"

2.375

60.3

2 1/2"

2.875

73.0

3"

3.500

88.9

3 1/2"

4.000

101.6

4"

4.500

114.3

6•

6.625

168.3

3/4"
1"
1 1/4"

D.

Wall Thickness
Weight
Inch
mm . No
lb/ft
0.109 2.77 40 (STD) 0.85
0.147 3.73 80 (XS) 1.09
0.113 2.87 40 (STD) 1.13
0.154 3.91 80 (XS) 1.48
0.133 3.38 40 (STD) 1.68
0.179 4.55 80 (XS) 2.18
0.140 3.56 40 (STD) 2.288
0.191 4.85 80 (XS) 3.02
0.145 3.68 40 (STD) 2.73
0.200 5.08 80 (XS) 3.66
0.154 3.91 40 (STD) 3.68
0.208 5.54 80 (XS) 5.07
0.203 5.16 40 (STD) 5.82
0.276 7.01 80 (XS) 7.73
0.216 5.49 40 (STD) 7.62
0.300 7.62 80 (XS) 10.33
0.226 5.74 40 (STD) 9.2
0.318 8.08 80 (XS) 12.63
0.237 6.02 40 (STD) 10.89
0.337 8.56 80 (XS) 15.17
0.280 7.11 40 (STD) 18.97
0.312 7.92 80 (XS) 21.04

Kg/m
1.26
1.62
1.68
2.20
2.50
3.24
3.39
4.49
4.06
5.45
5.42
7.55
8.66
11.50
11.34
15.37
13.69
18.80
16.21
22.58
28.23
31.31

Kg/ft
0.39
0.49
0.51
0.67
0.76
0.99
1.04
1.37
1.24
1.66
1.67
2.30
2.64
3.51
3.46
4.69
4.18
5.73
4.94
6.89
8.60
9.54

Black and Galvanized ½• to 6"

E.
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TENSION WIRE
A.

General: Provide horizontal bottom tension wire at all fence fabric not having a
bottom rail.

B.

Metallic-Coated Steel Wire: 0.177-inch-diameter, marcelled tension wire according to
ASTM A 817 or ASTM A 824, with the following metallic coating:
1.
Type II: Zinc coated (galvanized) by hot-dip process, with a Class 4 minimum
coating weight; not less than 1.2 oz./sq. ft. of uncoated wire surface.

C.

Polymer-Coated Steel Wire: 0.177-inch-diameter, tension wire according to ASTM F
1664, Class 2a or 2b over zinc-coated steel wire.
1.
Color: Match chain-link fabric, according to ASTM F 934.

2.5

SWING GATES
A.

General: Comply with ASTM F 900 for gate posts and single double swing gate types.
See Table 2 for sizes.
1.
Gate Leaf Width: As indicated.

B.

Pipe and Tubing:
1.
Zinc-Coated Steel: ASTM A 53, ASTM F 1043 and ASTM F 1083; protective
coating and finish to match fence framework; Schedule 40.
2.
Gate Posts: Round hot-dipped galvanized tubular steel with inside dimensions
and weight according to Table 2 for the gate leaf widths required.
a.
All gate posts shall be of sufficient strength so that the total deflection of
the gate and the post at the end of the gate leaf shall not exceed the lesser
of 2% of the gate leaf width or 4 inches.
b.
When necessary to meet this requirement due to the total weight of the
gate leaf, the next larger size posts required shall be used. Gates shall not
be equipped with rollers or casters for support.
3.
Gate Frames and Bracing: Round hot-dipped galvanized tubular steel with
minimum diameter of 1.900-inch. Provide diagonal cross-bracing, consisting of
3/8-inch diameter adjustable-length truss rods on welded gate frames, where
necessary to obtain frame rigidity without sag or twist.

C.

Frame Corner Construction: Welded, with 5/16-inch diameter adjustable truss rods for
panels 5 feet wide or wider.

D.
TABLE 2
Swing gate member sizes
Gate opening
Single leaf to 6 feet
Double leaf to 12 feet opening
Single leaf 6 to 13 feet
Double leaf 12 to 26 feet opening
Single leaf 13 to 18 feet
Double leaf 26 to 36 feet opening
E.

Nominal size

lb/ft.

2 1/2"

5.79

3 1/2"

9.11

6"

18.97

Hardware:
1.
Hinges: Heavy-duty offset, with 180-degree outward swing or as indicated.
a.
In addition to bolting, spotweld all hinges to posts.
2.
Latch: Permitting operation from both sides of gate.
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a.

3.

4.
5.
6.
7.

2.6

Fabricate latches with integral eye openings for padlocking; padlock
accessible from both sides of gate.
b.
Single latches shall be industrial gravity type gate latch with automatic
stop.
c.
Double latch shall be drop bar 1.315-inch diameter nominal pipe size
securely bolted to gate frame and shall engage an iron gate stop. Drop bar
shall engage 1.900-inch pipe diameter pipe sleeve set in concrete.
Provide drop bar keeper on gate to secure it in lifted position.
d.
In addition to bolting, spotweld all latches to posts.
Padlock and Chain:
a.
Provide means of padlocking gates in the open position where indicated
that gate must be locked in open position during activity hours.
b.
Chains: Provide each gate with 3-foot length of chain to secure gate to
fence with a padlock when open. Install 3/4-inch round eye, cadmium
plated harness snap on one end of chain. Secure chain with spot weld.
All screws and bolts shall be tamper-proof.
Provide center gate stops.
For all gates more than 5 feet wide, provide keepers.
Hardware for gates that are part of the access or egress system:
a.
Gates (in Path-of-Travel), hardware, maneuvering clearances, and
operation shall comply with applicable portions of CBC accessibility
requirements.
b.
Omit latch and make provisions to receive exit device hardware.
c.
Provide 16 gage steel plate for mounting of exit device on gate and exit
device latch on post. Size plate to protect against unauthorized operation
of the exit device from the exterior as shown.
d.
Closer: Refer to Section 087100 Door Hardware Specification for
detailed hardware requirements.
e.
Mount operating hardware at minimum 34 inches and maximum 44 inches
above grade or pavement surface.

FITTINGS
A.

Provide fittings according to ASTM F 626.

B.

Post and Line Caps: Hot-dipped galvanized pressed steel or hot-dipped galvanized
cast iron. Provide weathertight closure cap for each post.
1.
Provide line post caps with loop to receive top rail.

C.

Rail and Brace Ends: Hot-dipped galvanized pressed steel or hot-dipped galvanized
cast iron. Provide rail ends or other means for attaching rails securely to each gate,
corner, pull, and end post.

D.

Rail Fittings: Provide the following:
1.
Top Rail Sleeves: Hot-dipped galvanized pressed steel or hot-dipped galvanized
round-steel tubing not less than 6 inches long.
2.
Rail Clamps: Hot-dipped galvanized pressed steel. Provide line and corner
boulevard clamps for connecting intermediate and bottom rails to posts.

E.

Tension and Brace Bands: Hot-dip galvanized pressed steel. Provide bands with
projecting edges chamfered or eased.
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F.

Tension Bars: Hot-dipped galvanized steel, length not less than 2 inches shorter than
full height of chain-link fabric. Provide one bar for each gate and end post, and two for
each corner and pull post, unless fabric is integrally woven into post.

G.

Truss Rod Assemblies: Steel, hot-dip galvanized after threading, rod and turnbuckle or
other means of adjustment.

H.

Tie Wires, Clips, and Fasteners: According to ASTM F 626.
1.
Standard Round Wire Ties: For attaching chain-link fabric to posts, rails, and
frames, according to the following:
a.
Hot-Dip Galvanized Steel: 0.148-inch-diameter wire; galvanized coating
thickness matching coating thickness of chain-link fence fabric.

I.

Finish:
1.
Metallic Coating for Pressed Steel or Cast Iron: Not less than 1.2 oz./sq. ft. of
zinc.

2.7

PRIVACY SLATS
A.

Fiber-Glass-Reinforced Plastic Slats: UV-light-stabilized fiber-glass-reinforced plastic,
not less than 0.06 inch thick, sized to fit mesh specified for direction indicated, with
vandal-resistant fasteners and lock strips.

B.

Color: As selected by Architect from manufacturer's full range.

2.8

CAST-IN-PLACE CONCRETE
A.

General: Comply with ACI 301 for cast-in-place concrete.

B.

Materials: Portland cement complying with ASTM C 150 Type II, aggregates
complying with ASTM C 33, and potable water for ready-mixed concrete complying
with ASTM C 94.
1.
Concrete Mixes: Normal-weight concrete with not less than 3000-psi
compressive strength (28 days), 4-inch slump, and 1-inch maximum size
aggregate.

2.9

GROUT AND ANCHORING CEMENT
A.

Nonshrink, Nonmetallic Grout: Factory-packaged, nonstaining, noncorrosive,
nongaseous grout complying with ASTM C 1107/C 1107M. Provide grout,
recommended in writing by manufacturer, for exterior applications.

B.

Anchoring Cement: Factory-packaged, nonshrink, nonstaining, hydraulic-controlled
expansion cement formulation for mixing with water at Project site to create pourable
anchoring, patching, and grouting compound. Provide formulation that is resistant to
erosion from water exposure without needing protection by a sealer or waterproof
coating, and that is recommended in writing by manufacturer for exterior applications.

2.10

GROUNDING MATERIALS

A.

Comply with requirements in Section 260526 "Grounding and Bonding for Electrical
Systems."

B.

Connectors and Grounding Rods: Listed and labeled for complying with UL 467.
1.
Connectors for Below-Grade Use: Exothermic welded type.
2.
Grounding Rods: Copper-clad steel, 5/8 by 96 inches.
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OTHER MATERIALS
Galvanizing Repair Material: Cold-applied, zinc-rich coating conforming to ASTM A
780.

PART 3 - EXECUTION
3.1

EXAMINATION
A.

Examine areas and conditions, with Installer present, for compliance with requirements
for a certified survey of property lines and legal boundaries, site clearing, earthwork,
pavement work, and other conditions affecting performance of the Work.
1.
Do not begin installation before final grading is completed unless otherwise
permitted by District Construction Manager.

B.

Proceed with installation only after unsatisfactory conditions have been corrected.

3.2

PREPARATION
A.

Stake locations of fence lines, gates, and terminal posts. Do not exceed intervals of 500
feet or line of sight between stakes. Indicate locations of utilities, lawn sprinkler system,
underground structures, benchmarks, and property monuments.

B.

Clear fence line of trees, brush, and other obstacles to install fencing. Establish a
graded, compacted fence line prior to fencing installation.

3.3

CHAIN-LINK FENCE INSTALLATION
A.

Install chain-link fencing according to ASTM F 567 and more stringent requirements
specified.
1.
Install fencing on established boundary lines inside property line.

B.

Post Excavation: Drill or hand-excavate holes for posts to diameters and spacings
indicated, in firm, undisturbed soil.
1.
If rock is encountered, excavate in accordance with 312000 Earth Moving.•

C.

Post Setting: Set posts in concrete footings at indicated spacing into firm, undisturbed
or compacted soil. Using mechanical devices to set line posts per ASTM F 567 is not
permitted.
1.
Verify that posts are set plumb, aligned, and at correct height and spacing, and
hold in position during setting with concrete or mechanical devices until concrete
is sufficiently cured.
2.
3.
Concrete Fill: Place concrete around posts to dimensions indicated and vibrate or
tamp for consolidation. Protect aboveground portion of posts from concrete
splatter.
a.
Dimensions and Profile: As indicated on Drawings. Install concrete
footings at all fence posts.
1)
Line Posts:
a)
Fabric less than six feet high: 30 inch deep x 8 inch diameter.
b)
Fabric six to nine feet high: 36 inch deep x 10 inch diameter.
c)
2)
Corner, Gate and Terminal Posts:
a)
Fabric less than six feet high: 36 inch deep x 12 inch
diameter.
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e.
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b)
Fabric six to nine feet high: 42 inch deep x 14 inch diameter.
Exposed Concrete: Extend 2 inches above grade; shape and smooth to
shed water. Keep exposed concrete moist for at least 7 calendar days
after placement, or cured with an approved membrane curing material.
Concealed Concrete: Place top of concrete 2 inches below grade to allow
covering with surface material.
Posts Set into Sleeves in Concrete: Use steel pipe sleeves preset and
anchored into concrete for installing posts. After posts are inserted into
sleeves, fill annular space between post and sleeve with nonshrink,
nonmetallic grout, mixed and placed according to anchoring material
manufacturer's written instructions. Finish anchorage joint to slope away
from post to drain water.
Posts Set into Holes in Concrete: Form or core drill holes to depth
indicated on drawings and 3/4 inch larger than OD of post. Clean holes of
loose material, insert posts, and fill annular space between post and
concrete with nonshrink, nonmetallic grout, mixed and placed according to
anchoring material manufacturer's written instructions. Finish anchorage
joint to slope away from post to drain water.

D.

Terminal Posts: Install terminal end, corner, and gate posts according to ASTM F 567
and terminal pull posts at changes in horizontal or vertical alignment of 15 degrees or
more. For runs exceeding 500 feet, space pull posts an equal distance between corner
or end posts.

E.

Line Posts: Space line posts uniformly as follows:
1.
Standard fencing: 10 feet o.c.

F.

Post Bracing and Intermediate Rails: Install according to ASTM F 567, maintaining
plumb position and alignment of fence posts. Diagonally brace terminal posts to
adjacent line posts with truss rods and turnbuckles. Install braces at end and gate posts
and at both sides of corner and pull posts.
1.
Locate horizontal braces at midheight of fabric 72 inches or higher, on fences
with top rail, and at two-third fabric height on fences without top rail. Install so
posts are plumb when diagonal rod is under proper tension.

G.

Tension Wire: Install according to ASTM F 567, maintaining plumb position and
alignment of fence posts. Pull wire taut, without sags. Fasten fabric to tension wire with
0.120-inch-diameter hog rings of same material and finish as fabric wire, spaced a
maximum of 24 inches o.c. Install tension wire in locations indicated before stretching
fabric. Provide horizontal tension wire at the following locations:
1.
Extended along bottom of fence fabric. Install bottom tension wire within 6
inches of bottom of fabric and tie to each post with not less than same diameter
and type of wire.

H.

Top Rail: Install according to ASTM F 567, maintaining plumb position and alignment
of fence posts. Run rail continuously through line post caps, bending to radius for
curved runs and terminating into rail end attached to posts or post caps fabricated to
receive rail at terminal posts. Provide expansion couplings as recommended in writing
by fencing manufacturer.

I.

Intermediate Rails: Where indicated, install in one piece at post-height center span,
spanning between posts, using fittings, special offset fittings, and accessories.

J.

Bottom Rails: Where indicated, install and secure to posts with fittings.
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K.

Chain-Link Fabric: Apply fabric to outside of enclosing framework. Leave 2-inch
bottom clearance between finish grade or surface and bottom selvage, unless otherwise
indicated. Pull fabric taut and tie to posts, rails, and tension wires. Anchor to framework
so fabric remains under tension after pulling force is released. Do not allow fabric to
be in contact with finish grade.

L.

Tension or Stretcher Bars: Thread through fabric and secure to end, corner, pull, and
gate posts, with tension bands spaced not more than 15 inches o.c.

M.

Tie Wires: Use wire of proper length to firmly secure fabric to line posts and rails.
Attach wire at one end to chain-link fabric, wrap wire around post a minimum of 180
degrees, and attach other end to chain-link fabric according to ASTM F 626. Bend ends
of wire to minimize hazard to individuals and clothing.
1.
Maximum Spacing: Tie fabric to line posts at 12 inches o.c. and to braces at 24
inches o.c.

N.

Fasteners: Install nuts for tension bands and carriage bolts on the side of fence opposite
the fabric side. Peen ends of bolts or score threads to prevent removal of nuts.

O.

Privacy Slats: Install slats in direction indicated, securely locked in place.
1.
Vertically, for privacy factor of 70 to 75.

3.4

GATE INSTALLATION
A.

3.5

Install gates according to manufacturer's written instructions, level, plumb, and secure
for full opening without interference. Attach fabric as for fencing. Attach hardware
using tamper-resistant or concealed means. Install ground-set items in concrete for
anchorage. Adjust hardware for smooth operation.
GROUNDING AND BONDING

A.

Comply with requirements in Section 26 05 26 "Grounding and Bonding for Electrical
Systems."

B.

Fences Enclosing Electrical Power Distribution Equipment: Ground according to IEEE
C2 unless otherwise indicated.

C.

Grounding Method: At each grounding location, drive a grounding rod vertically until
the top is 6 inches below finished grade. Connect rod to fence with No. 6 AWG
conductor. Connect conductor to each fence component at grounding location.

D.

Connections:
1.
Make connections with clean, bare metal at points of contact.
2.
Make above-grade ground connections with mechanical fasteners.
3.
Make below-grade ground connections with exothermic welds.
4.
Coat and seal connections having dissimilar metals with inert material to prevent
future penetration of moisture to contact surfaces.

3.6

FIELD QUALITY CONTROL
A.

Testing Agency: Engage a qualified testing agency to perform tests.

B.

Prepare test reports.

3.7

TOLERANCES
A.

Maximum Offset from True Position: 1 inch.
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B.

Maximum Variation from Plumb: 1/4 inch.
be after the fabric has been stretched.

C.

Components shall not infringe adjacent property lines.

3.8

Vertical post tolerance of 1/4 inch shall

ADJUSTING
A.

Gates: Adjust gates to operate smoothly, easily, and quietly, free of binding, warp,
excessive deflection, distortion, nonalignment, misplacement, disruption, or
malfunction, throughout entire operational range. Confirm that latches and locks engage
accurately and securely without forcing or binding.

B.

Lubricate hardware and other moving parts.

3.9

GALVANIZING REPAIR
A.

3.10
A.

Clean and repair galvanized surfaces damaged by welding or abrasion, cut ends of
fabric, and other cut sections with specified galvanizing repair material applied in
conformance with manufacturer's printed instructions.
DEMONSTRATION
Engage a factory-authorized service representative to train District's maintenance
personnel to adjust, operate, and maintain chain-link fences and gates.

END OF SECTION 323113
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